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HOW TO USE THIS SOIL SURVEY 


oped by using the soil map and informa- 
tion in the text, Interpretations not 
included in the text can be developed by 
grouping the soils according to their suit- 
ability or Jimitations for a particular use. 
Translucent material can be used as an 
overlay over the soil map and colored to 
show soils that have the same limitation 
or suitability. For example, soils that have 
a slight limitation for a given use can be 
colored green, those with a moderate limi- 
tation” can be colored yellow, and those 
with a severe limitation can be colored red. 

Farmers and those who work with 
farmers can learn about use and manage- 
ment of the soils in the soil descriptions 
and in the discussions of the interpretative 
groupings, 

Foresters and others can refer to the sec- 
tion “Woodland Uses of the Soils,” where 
the soils of the county are grouped accord- 
ing to their suitability for trees. 

Engineers and builders will find, under 
“Engineering Uses of the Soils,” tables 
that give engineering descriptions of the 
soils in the county and that name soil fea- 
tures that affect engineering practices and 
structures. 

Scientists and others can read about how 
the soils were formed and how they are 
classified in the section “Genesis, Mor- 
phology, and Classification of Soils.” 

Students, teachers, and others will find 
information about soils and their manage- 
ment in various parts of the text. 

Newcomers in Pierce County may be 
especially interested in the section “Gen- 
eral Soil Map,” where broad patterns of 
soils are described. 
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HIS SOIL SURVEY of Pierce 

County, Wis, contains information 
that can be applied in managing farms and 
woodlands; in selecting sites for roads, 
ponds, buildings, or other structures; and 
in appraising the value of tracts of land 
for farming, industry, or recreation. 


Locating Soils 


All of the soils of Pierce County are 
shown on the detailed map at the back of 
this survey. This map consists of many 
sheets that are made from aerial photo- 
graphs. Each sheet is numbered to corre- 
spond with numbers shown on the Index 
to Map Sheets. 

On each sheet of the detailed map, soil 
areas are outlined and are identified by 
symbol, All areas marked with the same 
symbol are the same kind of soil. The soil 
symbol is inside the area if there is enough 
room; otherwise, it is outside and a pointer 
shows where the symbol belongs. 


Finding and Using Information 


The “Guide to Mapping Units” can be 
used to find information in the survey. 
This guide lists all of the soils of the 
county in alphabetic order by map symbol. 
It shows the page where each kind of soil 
is described, and also the page for the 
capability unit, woodland group, or any 
other group in which the soil has been 
placed. 

Individual colored maps showing the 
relative suitability or limitations of soils 
for many specific purposes can be devel- 
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EXPLANATION 
Series Year and Series Number 


Series year and number were dropped from all soil surveys sent to the printer after December 31, 1965. Many 
surveys, however, were then at such advanced stage of printing that it was not feasible to remove series year and 
number. Consequently, the last issues bearing series year and number will be as follows: 


Series 1957, No. 23, Las Vegas and Eldorado Valleys Series 1960, No. 31, Elbert County, Colo. (Eastern Part) 


Area, Nev. Series 1961, No. 42, Camden County, N.J 
Series, 1958, No. 34, Grand Traverse County, Mich. Series 1962, No. 13, Chicot County, Ark. 
Series 1959, No. 42, Judith Basin Area, Mont. Series 1963, No. 1, Tippah County, Miss. 


Series numbers will be consecutive in each series year, up to and including the numbers shown in the foregoing list. 
The soil survey for Tippah County, Miss., will be the last to have a series year and series number. 
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farms, but they also provide recreation and some cash 
income from the sale of wood products, The larger plants 
for processing lumber and other wood products are near 
Spring Valley. 


Stetə A grioulturel Experiment Station at Madison 


Figure 1.—Location of Pierce County in Wisconsin. 
1 


P COUNTY is in the west-central part of 
Wisconsin (fig. 1). It is bordered on the west by the 
St. Croix River (Lake St. Croix) and on the south by the 
"Mississippi River. On the east it is bordered by Dunn 
and Pepin Counties, and on the north by St. Croix County. 
'l'he total land area is 378,240 acres. 

"The county has 17 civil townships, but it contains no 
large cities. The largest urban area, River Falls, is partly 
in St. Croix County. Ellsworth, the county seat, is cen- 
trally located. The population of the county was 22,503 
in 1960. About 50 percent of the workers in the county are 
engaged in activities related to farming, and an additional 
15 percent are engaged in wholesale or retail trade. Still 
others are engaged in manufacturing. 

Nearly 89 percent of the acreage in the county was in 
farms in 1959,‘ and most of the land suitable for cultiva- 
tion is now used for field crops or pasture. About a fourth 
of the acreage is wooded. 

Farming, based primarily on dairying, is, by far, the 
most important enterprise in the county. The dairy farms 
are generally diversified, and the dairy farmers raise 
swine, sheep, and. poultry in addition to keeping dairy 
cattle, Cash crops are grown on a few farms, but the field 
crops are fed mainly to the dairy cattle or to other kinds 
of livestock. 

Corn grown for grain or forage, and also hay and oats, 
are the main field crops. Soybeans are important, and 
pasture occupies a large acreage. The most important hay 
crop is alfalfa, but mixed clover and timothy are also 
grown extensively for hay. Oats are generally grown as 
a nurse crop for hay. 

Farm products are the basis of practically all of the trad- 
ing and manufacturing in the county. The farms supply 
dairy products to the creameries located in Ellsworth 
and Elmwood, and they supply milk to the milk-proc- 
essing plant in Spring Valley. The output of cheese has 
increased considerably over the years. More emphasis has 
been placed on producing butter, however, than on pro- 
ducing cheese. This county is now a part of the most 
important creamery area in Wisconsin. 

Additional industries in the county are the processing 
of maple sirup and other forest products, The forests, 
however, not only supply maple sirup and wood for the 


1 From figures of the U.S. Bureau of the Census for 1959. 
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their use, that practical suggestions about their manage- 
ment could not be made if they were shown on the soil 
map as one unit, Such soil types are divided into phases. 
The name of a soil phase indicates a feature that affects 
management. For example, Derinda silt loam, 0 to 2 
percent slopes, is one of several phases of Derinda silt 
loam, a soil type that ranges from nearly level to steep. 

After a guide for classifying and naming the soils 
had been worked out, the soil scientists drew the bound- 
aries of the individual soils on aerial photographs. These 
photographs show woodland, buildings, field borders, 
trees, and other details that greatly help in drawing 
boundaries accurately. The soil map in the back of this 
survey was prepared from the aerial photographs. 

The areas shown on a soil map are called mapping 
units. On most maps detailed enough to be useful in 
planning management of farms and fields, a mapping 
unit is nearly equivalent to a soil type or a phase of a 
soil type. It is not exactly equivalent, because it is not 
practical to show on such a map all the small, scattered 
bits of soil of some other kind that have been seen 
within an area that is dominantly of a recognized soil 
type or soil phase. 

In preparing some detailed maps, the soil scientists 
have a problem of delineating areas where different kinds 
of soils are so intricately mixed and so small in size that 
it is not practical to show them separately on the map. 
Therefore, they show this mixture of soils as one mapping 
unit and call it a soil complex. Ordinarily, a soil complex 
is named for the major kinds of soil in it, for example, 
Edith-Wykoff soils. Also, most surveys include areas 
where the soil material is so rocky, so shallow, or so fre- 
quently worked by wind and water that it cannot be classi- 
fied by soil series. These areas are shown on a soil map like 
other mapping units, but they are given descriptive 
names, such as Steep stony and rocky land or Riverwash, 
and are called land types. 

While a soil survey is in progress, samples of soils are 
taken, as needed, for laboratory measurements and for 
engineering tests. Laboratory data from the same kinds 
of soils in other places are assembled. Data on yields of 
crops under defined practices are assembled from farm 
records and from field or plot experiments on the same 
kinds of soils. Yields under defined management are 
estimated for all the soils. 

But only part of a soil survey is done when the soils 
have been named, described, and delineated on the map, 
and the laboratory data and yield data have been as- 
sembled. The mass of detailed mformation then needs to 
be organized in a way that it is readily useful to different 
groups of readers, among them farmers, managers of 
woodland, engineers, and homeowners. Grouping soils 
that are similar in suitability for each specified use is the 
method of organization eommonly used in soil surveys. 
On basis of the yield and practice tables and other data, 
the soil scientists set up trial groups, and then test them 
by further study and by consultation with farmers, 
agronomists, engineers, and others. Then, the scientists 
adjust the groups according to the results of their studies 
and consultation. Thus, the groups that are finally evolved 
reflect, up-to-date knowledge of the soils and their be- 
havior under present methods of use and management. 


"The tourist industry is of increasing importance in the 
western part of the county. For tourists and others, the 
wet areas along the Mississippi River provide places to 
fish, and they provide other types of recreation. Commer- 
cial fisherman also take fish from Lake Pepin and Lake 
St. Croix, and those fish are shipped as far cast as New 
York City. 

The county has a large acreage of soils suitable for 
farming. Most of the soils are moderately deep or deep, 
and some are nearly level or gently sloping. Others are 
sloping, and some soils that border the larger streams 
are steep and stony. Most of the soils are silty or loamy, 
. but some are sandy. Field crops grown on the soils of this 
county respond to applications of lime and fertilizer. 


How This Survey Was Made 


Soil scientists made this survey to learn what kinds of 
soils are in Pierce County, where they are located, and 
how they can be used. 

They went into the county knowing they likely would 
find many soils they had already seen, and perhaps some 
they had not. As they traveled over the county, they 
observed steepness, length, and shape of slopes; size and 
speed of streams; kinds of native plants or crops; kinds 
of rock; and many facts about the soils. They dug many 
holes to expose soil profiles. A profile is the sequence 
of natural layers, or horizons, in a soil; it extends from 
the surface down into the parent material that has not 
been changed much by leaching or by roots of plants. 

The soil scientists made comparisons among the pro- 
files they studied, and they compared these profiles with 
those in counties nearby and in places more distant. They 
classified and named the soils according to nationwide, 
uniform procedures. To use this survey efficiently, it is 
necessary to know the kinds of groupings most used in a 
local soil classification. 

Soils that have profiles almost alike make up a soil 
series. Except for different texture in the surface layer, 
all the soils of one series have major horizons that are 
similar in thickness, arrangement, and other important 
characteristics. Hach soil series is named for a town or 
other geographic feature near the place where a soil of 
that series was first observed and mapped. Dubuque and 
Sparta, for example, are the names of two soil series. 
All the soils in the United States having the same series 
name are essentially alike in those characteristics that go 
with their behavior in the natural, untouched landscape. 
Soils of one series can differ somewhat in texture of the 
surface soil and in slope, stoniness, or some other charac- 
teristic that affects use of the soils by man. 

Many soil series contain soils that differ in texture of 
their surface layer. According to such differences in tex- 
ture, separations called soil types are made. Within a 
series, all the soils having a surface layer of the same 
texture belong to one soil type. Dakota sandy loam and 
Dakota loam are two soil types in the Dakota series. The 
difference in texture of their surface layers is apparent 
from their names. 

“Some types vary so much in slope, degree of erosion, 
number and size of stones, or some other feature affecting 
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the Trimbelle and Big Rivers. It makes up about 8 per- 
cent of the total land area in the county. 

The principal soils are those of the Dakota and Wau- 
kegan series (fig. 2). Those soils are moderately deep 
loams and silt loams underlain by sandy material. For 
the most part, they are gently sloping. The Dakota and 
Waukegan soils formed under a cover of prairie grasses 
and scattered oaks, and they are dark colored. The 
Waukegan soils are more silty than the Dakota. 

Less extensive in this association are the dark-colored 
Rockton and Hesch soils. The Rockton soils occur where 
limestone bedrock is near the surface. The Desch soils 
oecupy the lower slopes of the sandstone hills that rise 
above the terraces. They are gently sloping to steep and 
formed in material weathered from sandstone. 

Minor acreages are made up of light-colored Lamont, 
Renova, Boone, and Hixton soils. The Lamont soils oc- 
cupy a narrow area bordering the Mississippi and St. 
Croix Rivers, where they formed in windblown sand. 
They range from moderately steep, where they occur on 
the river banks, to gently rolling, dunelike, or hummocky 
on the terraces. Gently sloping to moderately steep 
Renova soils occupy the tops of the sandstone hills. Boone 
solls are on the steep side slopes, and gently sloping to 
steep Tlixton soils are on the lower slopes. All of the 
light-colored soils formed under a cover of trees. 


General Soil Map 


The general soil map at the back of this survey shows, 
in color, the soil associations in Pierce County. A soil 
association is n landscape that has a distinctive propor- 
tional pattern of soils. It normally consists of one or more 
major soils and at least one minor soil, and it is named 
for the major soils. The soils in one association may occur 
in another, but in a different pattern. 

A map showing soil associations is useful to people 
who want a general idea of the soils in a county, who 
want to compare different parts of a county, or who want 
to know the location of large tracts that are suitable 
for a certain kind of farming or other land use. Such 
a map is not suitable for planning the management of a 
farm or field, because the soils in any one association 
ordinarily differ in slope, depth, stoniness, drainage, and 
other characteristics that affect management. The soil 
associations in Pierce County are discussed in the pages 
that follow. 


1. Dakota-Waukegan Association 
Moderately deep, dark-colored, loamy soils of stream 
terraces 


This soil association occupies broad stream terraces 
in the northwestern corner of the county, and terraces of 


Figure 2.—Cross section of association 1 showing the topography, the major soils, and the underlying material. 
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Dubuque, Tell, and Meridian soils also occur in this 
association, but less extensively than the Antigo and 
Onamia soils. The Dubuque soils are near the edge of 
the terrace, where limestone bedrock is near the surface. 
'The Tell and Meridian soils, which have formed in 
thicker deposits of soil material than the Dubuque, are 
between the edge of the terrace and the gentle lower 
slopes of the adjacent hills. 

Another minor part of this association consists of Rock- 
ton and Whalan soils and of areas of Terrace escarp- 
ments, Steep stony and rocky land, and Alluvial land. 
Still another minor part is made up of Chetek, Edith, 
Wykoft, Lamont, and Plainfield soils. The gently sloping 
to moderately steep Rockton soils, and some areas of 
Whalan soils, are on the edge of the terrace and along 
the ravines that dissect the rock shelf. Areas of Terrace 
escarpments and of Steep stony and rocky land make 
up the walls of the gorge, and areas of Alluvial land 
are dominant on the bottoms along the streams. 

The Chetek, Edith, and Wykoff soils are on the dis- 
sected rolling to hilly ontwash plain in the extreme 
northwestern corner of the soil association. They are 
generally shallower or coarser textured than the soils in 
other parts of the association. Those soils and the Onamia 
soils in this part of the association have a loamy or sandy 
surface layer and an extremely leached, gravelly sub- 
stratum. The Lamont and Plainfield soils occur near the 
edge of the terrace above the St. Croix River. The 


Many of the soils of this association have layers of 
loamy material within their substratum of loose, sandy 
material. These loamy layers are common in the sub- 
stratum of soils in the valleys of the Trimbelle and Big 
Rivers. They are especially prevalent in the soils near 
hills and ridges capped with limestone. 

The Dakota and Waukegan soils, and others in this 
association, are well suited to crops. Yields are generally 
good if enough rainfall is received, and if the rainfall 
is well distributed. Many of the soils, however, are some- 
what droughty, and some are susceptible to wind erosion. 


2. Antigo-Onamia Association 


Moderately deep, light-colored, loamy soils of stream 
terraces 

This soil association occupies the terrace of the Kin- 
nickinnic River in the northwestern corner of the county, 
and it also makes up a part of the Mann Valley. The 
terrace consists of a shelf of bedrock cut by a gorge 
through which flows the Kinnickinnic River. On this 
terrace have been deposited various thicknesses of out- 
wash and loess that overlie the bedrock. The association 
occupies about 2 percent of the county. 

Moderately deep Antigo and Onamia soils are domi- 
nant in this association (fig. 3). They are silty or loamy 
and are underlain by sand and gravel. For the most 
part, they are on the nearly level or gently sloping parts 
of the terrace in the western part of the association. 


Figure 3.—Cross section of associations 2 and 8 showing the topography, the major soils, and the underlying material. 
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row, steep-walled valleys. All of the ridgetops are capped 
with shale. The shale, in turn, is covered by a layer of 
glacial till and by windblown silty material (loess). The 
association is divided into two parts by the valley of the 
Trimbelle River. It occupies about 2 percent of the 
county. 

A major part of this association consists of Derinda, 
Schapville, Renova, and Vlasaty soils (fig. 4). In many 
places Derinda soils and their dark-colored associates, 
the Schapville soils, occur toward the outer edges of the 
ridgetops. In those areas the layer of glacial till is thin 
or absent and the mantle of silty material directly over- 
lies the shale. Wet subsoil variants of the Schapville 
series occur in the less sloping parts of the association, 
where the cover of windblown material is thin and a 
perched water table is near the surface. 

In the wet subsoil variants of the Schapville series, 
percolating water collects above the layer of slowly 
permeable shale or clay that underlies the blanket of 
silty material. The water moves laterally along the top 
of the slowly permeable layer until it reaches an outlet 
along the marginal breaks. Here, along the fringe of the 
perched water table, moisture passes upward by capillary 
action into the overburden of soil material. The addi- 
tional moisture favors more luxuriant growth of plants, 


Lamont soils formed in material deposited by wind, and 
the Plainfield soils, in material deposited by water. 

The soils of this association that formed in outwash— 
the Meridian and Tell, for example, and to a lesser extent, 
the Antigo and Onamia—have layers of loamy material 
within their substratum of loose, sandy or gravelly 
material. 

The major soils of this association, and some, of the 
minor soils, are suitable for crops. The soils are slightly 
droughty during extended periods of dry weather, but 
the ones that have loamy material within the substratum 
are less droughty than the others. The soils in the dis- 
sected area in the extreme northwestern part of the asso- 
ciation are generally suited to pasture and trees. The 
slopes in that part of the association are steep and 
irregular, and the soils are coarser textured, shallower, 
and more droughty than in other places. Practices that 
conserve the soils and water are difficult or impractical 


to apply. 


3. Derinda-Schapville Association 


Moderately shallow, silty soils underlain by neutral to 
calcareous shale 


This association. is characterized by gently sloping to 
steep ridgetops—some broad, some narrow—and by nar- 


Figure 4.—Cross section of associations 3 and 5 showing the topography, the major soils, and the underlying material. 
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variants are on the steep side slopes of ridges that sur- 
round the valley, and they are also on the sides of hills 
within the valley. The acid variants of the Derinda series 
occur ab various elevations, immediately below the thin 
solum variants of the Gale series. The thin solum variants 
of the Gale series are on east-facing slopes at elevations 
of 1,020 to 1,040 feet. In the areas where these variants 
occur, the soils have been influenced by the underlying 
shale or by siltstone or sandstone. Some of the soils of 
these areas are similar in many respects and are so inter- 
mingled that they could not be mapped separately. 

The acid variants of the Derinda series are closely 
related to the Derinda soils of association 3. They formed 
in silty material over acid shale, however, instead of in 
silty material over neutral to calcareous shale. Like the 
Derinda soils of association 3, the acid variants are 
locally important for farming, although they are not 
extensive. 

A minor part of this association is occupied by Gale 
and Boone soils, which occupy only small acreages; by 
Seaton, Otterholt, Spencer, Renova, and Vlasaty soils; 
and by areas of Alluvial land. The Seaton soils are 
mainly gently sloping to sloping and are in valleys. They 
occur mainly where the mantle of loess is deep over 
shale. Moderately well drained or well drained Otterholt, 
Spencer, Renova, and Vlasaty soils are on the ridgetops 
surrounding the valley, where they formed in deep or 
moderately deep, silty material over loam glacial till. 
The areas of Alluvial land are in drainageways. 

The soils in a large part of this association are better 
suited to the production of forage crops or trees than to 
field crops. The Otterholt, Spencer, Renova, and Vlasaty 
soils are better suited to field crops than the other soils. 
The Seaton soils, however, are also highly desirable for 
crops, but the Gale and Boone soils are less suitable. 
Some soils of the association are too shallow or droughty 
to be well suited to crops, and the steep slopes, bedrock 
near the surface, or erosion make some valley soils unsuit- 
able. Large applications of lime are required for average 
yields in areas where the mantle of silty material is 
thin and the acid shale near the surface makes the surface 
layer acid. 


5. Renova-Vlasaty Association 


Moderately deep, silty soils underlain by yellowish-brown, 
acid. till 


This soil association consists of gently rolling to steep 
upland ridges, very steep bluffs, narrow valleys, sand- 
stone hills, and broad valleys. It occupies about 30 per- 
cent of the total land area of the county. The soils in 
most of the association are underlain by a layer of 
yellowish-brown glacial till that caps the bedrock of 
limestone or sandstone. The till is most common on the 
hills and ridgetops, but it also extends into the broad 
valleys. Most of the soils formed partly in the till and 
partly in windblown silty material (loess) that forms a 
mantle over the till. Throughout most of this association 
are light-colored soils formed under a cover of trees. In 
the extreme western part, however, some dark-colored 
soils are intermingled with the light-colored ones. The 
dark-colored soils have formed in areas, called oak open- 
ings, where the cover consisted partly of grass and partly 
of trees. 


which, in turn, contribute more organic matter to the 
soils. 

The Renova are well-drained soils on the central and 
highest parts of ridges, generally on the steeper convex 
slopes. The Vlasaty soils are in areas marginal to those 
occupied by the Renova soils; at a slightly lower elevation, 
and mainly on gentle, concave slopes. 

Minor acreages in this association are occupied by the 
Seaton, Wykoff, and Sargeant soils. The Seaton soils are 
in positions similar to those occupied by the Renova 
soils, and are well drained. Wykoff soils are on the 
steeper hilltops. The Sargeant soils are in the lower parts 
of this association and are somewhat poorly drained. 
They formed in a mantle of windblown silt that overlies 
glacial till, The Sargeant soils receive both runoff and 
seepage waters. 

In this association the Seaton, Renova, and Vlasaty 
soils are the best for farming. They are suited to all the 
crops commonly grown in the area. The Wykoff soils are 
slightly less suitable for crops because they are generally 
steeper and are slightly more droughty than the Seaton, 
Renova, and Vlasaty soils. The Derinda and Schapville 
soils have limited depth, and as a result, are not well 
suited to deep-rooted crops. The Sargeant soils and the 
wet subsoil variants of the Schapville series generally 
have slopes that are more gentle than those of the other 
soils. Excess water is a hazard in the less sloping areas 
of those soils. 

Most of the soils of this association are used for crops. 
. Where the soils are too steep for cultivation, however, 
they are used mainly for meadow, permanent pasture, or 
trees, and a small acreage is idle. The native forest in 
the wooded areas consists of upland hardwoods. 


4. Derinda, Acid Variant-Gale, 
Thin Solum Variant, Association 


Moderately shallow, silty soils underlain by acid shale, 
siltstone, and sandstone 


This association consists mainly of sloping to steep soils 
in a valley located in the upper reaches of the watershed 
of Plum Creek. It also includes soils on the ridgetops 
that surround the valley. Typical of the landscape in. the 
association are rounded hills covered by silty material. 
The soils are underlain by acid shale or by siltstone and 
sandstone bedrock. The association occupies about 2 per- 
cent of the county. 

This association is unique in Pierce County, for where 
the extremely acid shale is near the surface, the soils 
are acid. This acid reaction has a marked influence on 
the management of the soils and crops. The association 
is also unique in the fact that in the geologic past the 
area that now makes up this association was the site of 
a disturbance that caused a vertical displacement of the 
bedrock. The fault line caused by this displacement ex- 
tends southeast-northwest across the southern part of the 
association. Along this fault line in some parts of the 
association, the bedrock on one side of a hill is of an 
entirely different kind than that on the other side, 
although both kinds of bedrock are at the same elevation. 

A major part of this association consists of acid 
variants of the Derinda series and of thin solum variants 
of the Gale series (fig. 5). Both the Derinda and Gale 
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Figure 5—Cross section of association 4 showing the topography, the major soils, and the underlying material. 


south of Ellsworth. The Arland soils occur on the tops of 
the hills with Renova and Whalan soils; Boone soils are 
on the side slopes of the hills; and gently rolling Gale 
and Hüxton soils occur with Seaton soils in the gently 
rolling, broad valleys. All of these soils have formed in 
material weathered from sandstone bedrock or are under- 
lain by sandstone bedrock. They range from well drained 
and fertile to excessively drained and infertile. 

Shallow, gravelly Edith loams are on the hills in the 
extreme western part of this association. Dark-colored 
Port Byron, Ostrander, and Racine soils generally oc- 
eupy the lower side slopes of the hills, and gently rolling 
areas of those soils occupy the broad valleys. Somewhat 
poorly drained Floyd soils are in the drainageways. The 
small areas of Derinda and Schapville soils are near Ells- 
worth and near areas of soil association 3. ۰ 

Cultivated crops are grown on the soils of most of the 
ridgetops and valleys. The steep side slopes of the ridges 
and hills are mainly in trees, but some of those steep 
areas are pastured. The cover of trees is sparse in the 
western part of the association. | 

Where the deep, silty soils are properly farmed, yields 
of crops are generally good. The moderately deep soils 
are only slightly less productive than the deep soils, but 
the shallow soils have been more adversely affected by 
erosion. Droughtiness is not a major problem in this asso- 


A major part of this association is occupied by Renova 
and Vlasaty soils (see fig. 4). Those well drained or 
moderately well drained soils occur at the highest eleva- 
tions on the ridgetops in the uplands. 

Minor areas of Wykoff soils also occur on the ridge- 
tops. In addition, small, isolated patches of Santiago 
soils occur there at the highest elevations, and areas of 
Otterholt and Spencer soils occur where the mantle of 
silty material is thickest. 

Minor acreages of this association are occupied by soils 
of the Edith-Wykoff complexes; by somewhat poorly 
drained Sargeant and Almena soils; by areas of Alluvial 
land; and by Chaseburg, Worthen, Auburndale, and 
Clyde soils. The association also includes areas of Ar- 
land, Boone, Gale, Hixton, Seaton, Whalan, Edith soils 
mapped separately, and Port Byron, Ostrander, Racine, 

“and Floyd soils, as well as small, isolated patches of 
Derinda and Schapville soils. 

The soils of the Edith-Wykoff complexes are on the 
steeper hills and gravelly moraines. The Sargeant and 
Almena soils are lower in the soil pattern, on gentle, 
mainly coneave slopes. The areas of Alluvial land and 
of Chaseburg, Worthen, Auburndale, and Clyde soils are 
in the upland drainageways. 

The soils of the Arland, Boone, Gale, and Flixton 
series occupy areas of sandstone hills, mostly east and 


261-370 —68. 2 


8 SOIL SURVEY 


drained. In most places soils that are shallow over dolo- 
mite or sandstone occupy the bluffs, but there are some 
cliffs or outerops of bedrock. Gently sloping to steep 
soils occupy the valley slopes. The soils of this associa- 
tion are dominantly deep, well drained, and silty, but 
some shallow or excessively drained, sandy soils are in- 
cluded. This association occupies about 30 percent of the 
county. 

A large part of this association consists of Seaton and 
Dubuque soils (fig. 6). Seaton soils are on the less steep 
part of the ridgetops and on the valley slopes, and Du- 
buque soils are on the steeper parts of the ridgetops. 
Areas of Steep stony and rocky land lie between areas 
of these soils on the ridgetops and those on the valley 
slopes. 

Minor soils on the ridges are the Otterholt, Renova, 
Whalan, and Spencer. Also, sizable areas of Downs soils 


‘occur on ridges in Hartland and Trenton Townships, and 


smaller areas of those soils are scattered throughout the 
association. Boone, Hixton, and Gale soils occupy a minor 
acreage on the valley slopes. Other minor soils are the 


ciation, for the acreage of excessively drained soils is not 
extensive. Gully erosion is à serious hazard, however, 
where runoff from the ridges flows down the bluffs and 
valley walls. 

On many of the farms in this association, the kinds of 
soils and slopes vary greatly and there is a wide range in 
the degree of erosion. On those farms, management is 
more complex than on farms where the soils are more 
nearly uniform. 


6. Seaton-Dubuque Association 


Dominantly deep, silty soils over dolomite 


This soil association consists of narrow, gently rolling 
upland ridges of dolomite covered by a mantle of wind- 
blown silty material. It also contains very steep bluffs 
and narrow areas of stream terraces and bottom lands. 
The ridgetops in the uplands are occupied by soils that 
are deep, silty, and well drained. The steeper side slopes 
of the ridges, next to the bluffs, are occupied by moder- 
ately deep to shallow, silty soils that are also well 


Figure 6.—Cross section of association 6 showing the topography, the major soils, and the underlying material. 
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of Alluvial land and Riverwash and of Arenzville and 
Orion soils in coulees and on the major stream bottoms; 
and areas of Steep stony and rocky land and Terrace 
escarpments in the bluff areas and on the terrace breaks. 
In addition, some poorly drained and somewhat poorly 
drained soils, such as the Almena, occur south of Olivet, 
within the upper limits of the watershed of Plum Creek. 
In the areas where those soils occur, there is à perched 
water table and seepage flows are common. Also, in the 
same general area, small, isolated patches of Santiago 
soils occupy the tops of the highest ridges. 

The slopes of the bluffs that face north and east in this 
association are generally covered by a dense stand of 
timber. The timber is more sparse on the slopes of the 
bluffs that face south and west, and native grasses com- 
pete with the hardwood trees for dominance. Many of 
the south- and west-facing slopes are used for pasture, 
but yields are low. 

Where the deep, silty soils of the upland ridges, valley 
slopes, and terraces are properly farmed, yields of corn, 
oats, and hay are generally good. The shallower Dubuque 
soils and the Whalan soils are less productive and are 
more adversely affected by erosion than are the deeper 
soils. Control of excess water is needed for reliable pro- 
duction. of crops on the Almena, Sargeant, and Sable 
soils. 

Erosion is a serious hazard in areas of this association 
that are cultivated. Excess water is a hazard in the 
somewhat poorly drained or poorly drained areas. The 
pastures are subject to damage if they are overgrazed, 
and the wooded areas are subject to damage if they are 
improperly managed. Methods are needed to safely dis- 
pose of the excess water on the valley slopes so that 
gullying will be prevented. ۱ 

Many of the farms in this soil association are two story, 
with part of the cropland on the ridgetops and part in 
the valley. On those farms management 1s complex be- 
cause of the wide range in the kinds of soils and slopes 
and the wide range in the degree of erosion. 


8. Sparta-Plainfield Association 
Deep, sandy soils of stream terraces 

This soil association consists of terraces formed ab sev- 
eral different levels by the Mississippi River. It is bor- 
dered on the south and west by the Mississippi River and 
its aluvial flood plain. On the north it is bordered by the 
bluffs of the upland. The association occupies most of the 
terrace between Hager City and Bay City. The soils of 
this association are nearly level to gently sloping and are 
sandy and loamy. They are underlain by loose, sandy 
and gravelly material. Dark-colored soils are predomi- 
nant, but light-colored soils are also extensive. The asso- 
ciation makes up about 2 percent of the total land area 
in the county. 

A major part of this association consists of Sparta and 
Plainfield soils (see fig. 3). The Plainfield soils are less 
extensive than the Sparta. They are most extensive on 
the east end of the terrace, above Bay City. The Sparta 
and Plainfield soils are deep, excessively drained, and 
sandy, and they formed in outwash sand and gravel. 
They differ from one another in the thickness and color 
of their surface layers. The Sparta soils have formed 


Fayette, Tell, Meridian, and Plainfield on stream ter- 
races; Chaseburg and Worthen soils in upland drainage- 
ways; and areas of Alluvial land and Arenzville soils on 
the narrow bottoms of the coulees, 

In this association the bluffs that face north and east 
are generally covered by a dense stand of timber. The 
timber is more sparse on the bluffs that face south and 
west, and the native grasses in those areas compete with 
the hardwoods for dominance. Some of these bluffs are 
used for pasture, but cattle generally do not obtain much 
forage. Where the deep, silty soils of the upland ridges 
and valley slopes are properly farmed, excellent crops of 
corn, oats, and hay are produced. The shallower Dubuque 
soils are less productive and are more adversely affected 
by erosion than the deeper soils. 

Erosion is a serious hazard if areas of this association 
are cultivated. In many places runoff that flows down the 
face of the bluffs and down the valley slopes from 
Seaton and Dubuque soils.on the ridges causes serious 
gully erosion and methods of safely disposing of this 
water are needed. Also, the pastures are subject to dam- 
age if they are overgrazed. The wooded areas are subject 
to damage if they are improperly managed. 

Many of the farms in this soil association are two story, 
with part of the cropland on the ridgetops and part in 
the valleys. On those farms, management is complex be- 
cause of the wide range in the kinds of soils, especially 
in the sloping and eroded phases. 


7. Otterholt-Spencer Association 


Deep, silty soils over till-capped dolomite 


This soil association consists of gently rolling to steep 
upland ridges, very steep bluffs, gently sloping to steep 
valley slopes, narrow terraces, and bottom lands. It oc- 
eupies about 20 percent of the county. 

Physiographically, this association is similar to soil 
association 6. It differs in that a layer of glacial till over- 
lies the dolomite and is generally within 5 feet of the 
surface. The layer of till caps the ridgetops, but it, does 
not extend into the narrow, steep-walled valleys. From 
this till, the soils derive some of their characteristics. 

Deep, silty, well drained and moderately well drained 
soils are on the ridgetops. Moderately deep to shallow, 
well-drained, silty soils are on the steeper side slopes of 
the ridges, next to the. bluffs. The bluffs are occupied by 
soils that are very shallow over dolomite or sandstone. 
Some cliffs or outcrops of bedreck occupy a part of the 
association, but the cliffs are not so prominent a feature 
of the bluff areas as those in soil association 6. The soils 
of the valley slopes ave silty, and they range from deep 
and well drained to shallow and excessively drained. 

A major part of the association consists of Otterholt 
and Spencer soils (fig. 7). These deep, silty, well drained 
or moderately well drained soils occur with Renova soils 
on many of the broader ridgetops. Dubuque soils ave on 
the steeper, narrow ridgetops and on the valley slopes. 
Seaton soils mainly occupy the valley slopes. 

Whalan, Gale, and Hixton soils occupy a minor part of 
the association and are on the valley slopes. Other soils 
that mike up minor acreages are the Fayette, Tell, Mer- 
idian, Stronghurst, and Onamia on stream terraces; 
Chaseburg and Orion soils in upland drainageways; areas 
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Figure 7.—Cross section of association 7 showing the topography, the major soils, and the underlying material. 


River, are available on several levels of the terrace. The 
sandy and gravelly material that underlies the soils is 
excellent for the construction of small buildings and for 
systems for disposing of waste material. Also, this area 
is convenient to Red Wing, Minn., which is just across 
the river. 

Management is difficult in this association because the 
soils are droughty and low in fertility. Also, the soils 
along the terrace escarpments are subject to gullying and 
to erosion by wind and water. 


9. Arenzville-Alluvial Land Association 
Soils of the bottom lands 


"This association consists of narrow, nearly level bottom 
lands along the major streams in the county. It also in- 
cludes broader areas of the flood plain of the Mississippi 
River and small areas of soils on low stream terraces. The 
areas are bordered by steep bluffs or by terrace escarp- 
ments. The association occupies about 3 percent of the 
total land area in the county. 


under a cover of prairie grasses, and they have a thick, 
dark-colored surface layer. The Plainfield soils have 
formed under forest. Their surface layer is lighter col- 
ored than that of the Sparta soils. 

Minor soils of this association are the Burkhardt, 
Dakota, and Waukegan. Also, small areas of Onamia, 
Fayette, Antigo, and Port Byron soils oceupy part of the 
terrace. Terrace escarpments form the steep breaks be- 
tween. the levels of the terrace. They also separate this 
soil association from the areas of Alluvial land of asso- 
ciation 9 on bottom lands of the Mississippi River. 

Except for small areas in woodlots, this association has 
all been cleared, and most of the acreage is used for crops. 
Some areas of the Plainfield soils have been planted to 
pines or are idle. Plantings of pines have also been 
established on some areas of Sparta soils. The Burkhardt, 
Dakota, and Waukegan soils are better suited to field 
crops than are the Plainfield and Sparta soils, and they 
are used mainly for that purpose. 

This association is attractive to homebuilders, and sev- 
eral small residential areas have already been established. 
Attractive homesites, some that overlook the Mississippi 
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10. Santiago-Wykoff Association 


Moderately deep to shallow, silty soils underlain by 
reddish-brown, acid till 


This soil association consists of several small, isolated 
areas of soils on ridgetops within areas of soil association 
5. The physiographic features are similar to those of 
association 5, but the slopes are more gentle. The areas 
form a discontinuous pattern at the highest elevation on 
the landscape. Most of them are centrally located on the 
broadest ridges. The association occupies about 1 percent 
of the total land area in the county. 

Santiago and Wykoff soils are dominant in this asso- 
ciation (fig. 9). They formed in a mantle of moderately 
deep, silty or lóamy material over reddish-brown sandy 
loam till. The till ‘overlies yellowish-brown till that is 
typical in this part of the county. Minor soils of the asso- 
ciation that also formed over the reddish-brown till are 


-the moderately well drained Freeon and the somewhat 


poorly drained Freer. Those soils are on gentle concave 
slopes of small watersheds. 

Other minor soils in the association are the Otterholt 
soils and Renova and Vlasaty soils, which occur together. 
The Otterholt soils occur where the mantle of silty ma- 
terial is thick. The Renova and Vlasaty soils generally 
occur at a slightly lower elevation in the soil pattern 
than do the other soils. 

All of the soils of this association are well suited to 
general farming and are easily managed. Most of the 


Areas of loamy Alluvial Jand occupy the largest 
acreage in the association. Soils of the Arenzville series 
are extensive (fig. 8), and the association also contains 
a considerable acreage of Orion soils. The soils formed 
in water-deposited material washed from the adjacent up- 
lands. The largest area of Alluvial land, wet, is on the 
flood plain of the Mississippi River. Smaller areas are on 
the bottom lands of all the major streams in the county. 

A minor part of the association is occupied by Terril 
soils and by areas of sandy Alluvial land and Riverwash. 
Riverwash consists of bars of sand and gravel and of the 
channels of dry streams. 

All of the soils of this association are subject to flood- 
ing and to deposition of overwash. The Arenzville, Terril, 
and Orion soils are deep and are silty and loamy. If 
those soils are protected from flooding, excellent yields 
of corn, oats, and hay are obtained. The areas of Alluvial 
land, loamy, vary in texture and depth and are less pro- 
ductive than the deep, silty soils. Alluvial land, wet, is 
mainly in trees and is maintained largely as areas for 
wildlife and recreation. Alluvial land, sandy, is suitable 
only for pasture or for wildlife and recreational areas. 
Riverwash is unproductive of plants. 

The soils of this association are subject to flooding dur- 
ing the growing season, and they receive deposits of un- 
wanted material carried by the floodwaters. They are 
also subject to streambank erosion and to channel cut- 
ting. The coarse-textured soils, furthermore, are droughty 
and low in fertility, and some of the areas are inaccessible 
because they are cut by channels and sloughs. 
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Figure 8 一 Cross section of association 9 showing the topography, the major soils, and the underlying material. 
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Figure 9.—Cross section of association 10 showing the topography, the major soils, and the underlying material. 


limitation, but without consideration of major and gen- 
erally expensive landforming that would change the 
slope, depth, or other characteristics of the soils; and 
without consideration of possible but unlikely major 
reclamation projects. . 

In the capability system, all kinds of soils are grouped 
at three levels, the capability class, subelass, and unit. 
These are discussed in the following paragraphs. 

CAPABILITY Crassus, the broadest grouping, are desig- 
nated by Roman numerals 1 through VIII, The numerals 
indicate progressively greater limitations and narrower 
choices for practical use. Classes are defined as follows: 


Class I. Soils have few hmitations that restrict their 
use. 

Class II. Soils have some limitations that reduce the 
choice of plants or require moderate conservation 
praetices. 

Class TIT. Soils have severe limitations that reduce 
the choice of plants, or require special conserva- 
tion practices, or both. 

Class TV. Soils have very severe limitations that re- 
strict the choice of plants, require very careful 
management, or both. 

Class V. Soils subject to little or no erosion but have 
other limitations, impractical to remove, that 
limit their use largely to pasture, range, wood- 
land, or wildlife food and cover. 


acreage is used for crops, but some areas are wooded. 
Where good management is used, yields of corn, oats, and 
hay are generally good. In cultivated areas the soils are 
subject to serious erosion, and methods of safely dispos- 
ing of excess water are needed on the steeper side slopes. 
Also, the pastures are subject to damage 1f they are over- 
grazed. 'The wooded areas are subject to damage if they 
are not properly managed. 


Use and Management of Soils 


This section has several main parts. The first explains 
the system of capability classification used by the Soil 
Conservation Service, and the next describes manage- 
ment of groups of soils, the capability units. Then, pre- 
dicted annual yields per acre of the principal erops are 
shown. Finally, information about managing the soils 
as woodland and for engineering is given. 


Capability Groups of Soils 


Capability classification is the grouping of soils to 
show, in a general way, their suitability for most kinds 
of farming. It is a practical classification based on limita- 
tions of the soils, the risk of damage when they are used, 
and the way they respond to treatment. 'The soils are 
classified according to degree and kind. of permanent 
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generally have moderate or high available moisture 
capacity. 

The Fayette, Dakota, and Rozetta soils of this unit are 
on stream terraces. During thaws in spring or during 
severe storms, they receive water that runs off the adja- 
cent uplands. Normally, the water does not stand on the 
surface for long periods, and crops may benefit from this 
extra moisture. The Rozetta and Spencer soils are mod- 
erately well drained. In some places those soils warm up 
somewhat more slowly in spring than the other soils. The 
Chaseburg and Worthen soils are subject to occasional 
overflow. All of the soils of this unit are easy to work. 
They have few limitations and can be cultivated safely if 
ordinary farming methods are used. 

Where crop residue is removed from the field, a suit- 
able cropping system is 2 years of row crops, 1 year of a 
small grain, and 2 years of hay. If the crop residue is left 
on the surface or plowed under, however, and if fertility 
is kept high and minimum tillage is practiced, row crops 
can be grown year after year. 

If fertility 1s kept high, these soils can be used inten- 
sively for corn, small grains, forage erops, and special 
crops, such as peas, potatoes, and green beans. They can 
also be used for pasture and trees, or to provide food and 
cover for wildlife. 

If lime is applied, the stands of legumes grown on 
these soils last longer and the yields of crops, especially 
of alfalfa and clover, generally increase. Where corn, 
peas, or similar row crops are grown frequently, barn- 
yard manure, a crop grown as green manure, and crop 
residue help to maintain favorable soil structure. Keep- 
ing tillage to a minimum helps to prevent compaction of 
the soils where row crops are grown successively for sev- 
eral years. Insects and plant diseases are more difficult 
to control if the same crop is grown on these soils for 
several years in succession. 


CAPABILITY UNIT IIe-1 


This capability unit consists of deep or moderately 
deep, well drained and moderately well drained loams 
and silt loams. These soils are gently sloping and are on 
uplands, valley slopes, and stream terraces. They have 
moderate or moderately slow permeability and have mod- 
erate to high available moisture capacity. Some of these 
soils are moderately eroded, and additional erosion is a 
slight hazard. 

The Dubuque soils of this unit are slightly shallower 
than the other soils. Therefore, yields of crops grown on 
the Dubuque soils are likely to be slightly lower, espe- 
cially in dry years, than yields of crops grown on the 
other soils. Yields on the Port Byron soil, on the other 
hand, are generally slightly higher than yields on the 
other soils. The Freeon, Rozetta, and Spencer soils are 
moderately well drained and are generally slower to dry 
dut and warm up in spring than the other soils. 

The soils of this unit are well suited to all of the crops 
commonly grown in the county. Row crops can be grown. 
for several years in succession if all of the crop residue 
is left on the field in winter and is turned under in 
spring. Where row crops are grown, contour stripcrop- 
ping or terracing is needed to control erosion in the more 
sloping areas. Using the wheel-track method for planting 
corn, and also shredding crop residue, will help to pro- 


PIERCE COUNTY, WISCONSIN 


Class VI. Soils have severe limitations that make 
them generally unsuited to cultivation and limit 
their use largely to pasture or range, woodland, 
or wildlife food and cover. 

Class VII. Soils have very severe limitations that 
make them unsuited to cultivation and that re- 
strict their use largely to grazing, woodland, or 
wildlife. 

Class VIII. Soils and landforms have limitations 
that preclude their use for commercial plant pro- 
duction and restrict their use to recreation, wild- 
life, water supply, or esthetic purposes. 


CAPABILITY SUBCLASSES are soil groups within one 
class; they are designated by adding a small letter, e, w, 
8, or 6, to the class numeral, for example, Ile. The letter 
e shows that the main limitation is risk of erosion unless 
close-growing plant cover is maintained; مه‎ shows that 
water in or on the soil interferes with plant growth or 
cultivation (in some soils the wetness can be partly cor- 
rected by artificial drainage); s shows that the soil is 
limited mainly because it is shallow, droughty, or stony; 
and c, used in some parts of the United States but not in 
Pierce County, shows that the chief limitation is climate 
that is too cold or too dry. 

In class I there are no subclasses, because the soils of 
this class have few limitations. Class V can contain, at 
the most, only subclasses indicated by w, s, and e, because 
the soils in it are subject to little or no erosion, though 
they have other limitations that restrict their use largely 
to pasture, range, woodland, wildlife, or recreation. 

ÛOAPABLIIY Unrrs are soil groups within the sub- 
. classes. The soils in one capability unit are enough alike 
to be suited to the same crops and pasture plants, to re- 
quire similar management, and to have similar produc- 
tivity and other responses to management. Thus, the 
capability unit is a convenient grouping for making 
many statements about management of soils. Capability 
units are generally designated by adding an Arabic nu- 
meral to the subclass symbol, for example, Ile-2 or 
1116-1. Thus, in one symbol, the Roman numeral desig- 
nates the capability class, or degree of limitation, and the 
small letter indicates the subclass, or kind of limitation, 
as defined in the foregoing paragraph. The Arabie nu- 
meral specifically identifies the capabihty unit within 
each subclass. 

In the following pages, the capability units in Pierce 
County are described and suggestions for the use and 
management of the soils are given. Where the need for 
lime and fertilizer is indicated in the suggestions for 
management, the amount of lime and the kinds and 
amounts of fertilizer to apply should be determined by 
soll tests. The capability units are not numbered con- 
secutively, because not all of the capability units used in 
Wisconsin are in this county. To find the names of the 
soils in any given unit, refer to the *Guide to Mapping 
Units” at the back of this soil survey. 


CAPABILITY UNIT I-1 


In this capability unit are nearly level, moderately well 
drained or well drained, deep soils that are silty or 
loamy. These soils are on broad ridgetops, stream ter- 
races, and glacial till plains. They have a subsoil in which 
permeability is moderately slow or moderate, and they 
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and outwash plains. In places these soils are underlain 
by loamy material ln other places the underlying ma- 
terial is sandy but contains bands of loamy material. 
Permeability is moderately rapid in the upper part of 
the profile and moderate in the lower part. The available 
moisture capacity is moderate to high. 

The finer texture of the underlying material gives these 
soils somewhat higher available moisture capacity than 
is normal for fine sandy loams. Crops may 3 damaged 
by drought, however, during extended dry periods. Most 
of these soils are already eroded to some extent, and they 
are subject to further erosion by wind and water. Prac- 
tices that conserve moisture and that control erosion are 
necessary. Practices that increase the supply of plant 
nutrients and that maintain the content of organic matter 
are also needed. 

Where no special practices are used to control erosion, 
a suitable cropping system is 1 year of a row crop, 1 year 
of a small grain, and 3 years of hay. Although terraces 
are difficult to build and maintain on these soils, a suit- 
able eropping system where terraces can be built is 2 
years of row crops, l year of a small grain, and 1 year 
of hay. 

Wind erosion can be controlled by keeping a cover of 
growing plants or crop residue on the surface at all times. 
Liberal use of barnyard manure and of green manure 
helps to return organic matter needed to improve tilth. 

Crops that are grown the most commonly on these soils 
are corn, small grains, soybeans, grasses, and legumes. 
These soils can also be used for pasture, trees, or wildlife 
habitats. : 


CAPABILITY UNIT 118-1 


The soils of this capability unit are moderately deep, 
well-drained, nearly level loams and alt loams of stream 
terraces and outwash plains. These soils are underlain by 
loose sand or gravel. They have fair or moderate avail- 
able moisture capacity and are moderately permeable. 

The soils of this unit are easy to maintain and work if 
the content of organic matter is kept high. They are 
slightly droughty during extended dry periods. Manage- 
ment practices that conserve water will be beneficial to 
crops, especially during dry periods. These soils may be 
cropped intensively if good soil structure and favorable 
permeability are maintained. 

These soils are well suited to all of the crops grown in 
the area. They are moderately to highly productive if 
they are well managed, and if the supply of plant nu- 
trients is kept high. Most of the soils are well suited to 
use as pasture, woodland, or wildlife areas as well as be- 
ing suitable for field crops. A. suitable cropping system 
consists of 2 years of row crops, 1 year of a small grain, 
and 2 years of hay. Row crops can be grown year after 
year if the soils are irrigated and are well managed. 

Adding liberal applications of barnyard manure and 
green manure regularly helps to maintain the content of 
organie matter needed to improve tilth. Yt also helps to 
conserve moisture. 


CAPABILITY UNIT Hw-1 

'The soils of this capability unit are deep, somewhat 
poorly drained and poorly drained silt loams that are 
nearly level. These soils are in shallow depressions and 


tect the soils. Where no special practices are used to con- 
trol erosion, a suitable oropping system is 1 year of a 
row orop, 1 year of a small grain, and 3 years of hay. 

Except where the soils of this unit have been recently 
limed, good response is received from applications of 
lime. Good response is also received from applications of 
fertilizer. The content of organic matter, needed espe- 
cially in the moderately eroded soils, can be increased by 
adding a large amount of manure. 


CAPABILITY UNIT 116-2 


This capability unit consists of deep and moderately 
deep, well-drained soils that are underlain by outwash 
sand, gravel, or bedrock. 'These soils are slightly 
droughty because most of them have only fair to mod- 
erate available moisture capacity. They are moderately 
permeable and are easy to cultivate. 

The soils of this unit are gently sloping and are slightly 
susceptible to erosion. Such practices as contour strip- 
cropping and terracing help to control erosion and con- 
Serve moisture. 

These soils are well suited to corn, small grains, grasses, 
and legumes. 'They can also be used to provide pasture for 
livestock, as woodland, or for areas that provide food 
and cover for wildlife. Where no special practices are 
used to control erosion, a suitable cropping system is 1 
year of a row crop, 1 year of a small grain, and 3 years 
of hay. 

Lime is needed on all of these soils unless lime has been 
added recently. Crops grown on the moderately eroded 
areas benefit if organic matter is returned .to the soils. 
Organic matter can be returned by adding a large amount 
of manure and using a eropping system thab consists 
largely of legumes and grasses. 


CAPABILITY UNIT Ile-5 

The only soil in this capability unit is Chaseburg silt 
loam, 2 to 6 percent slopes. This is a deep, well drained 
or moderately well drained soil that formed in silty local 
alluvium. It is moderately permeable and has high avail- 
able moisture capacity. This soil is in narrow drainage- 
ways and on the lower slopes of valleys. It is subject to 
occasional overflow, and detrimental overwash is depos- 
ited when the areas are flooded. Erosion is a slight 
hazard. Except for some channel cutting and gullying, 
however, this soil is not subject to serious damage from 
erosion. If control of overflow is needed, dikes, con- 
structed grass waterways, or diversions can be used to 
provide protection. . 

This soil is suited to all of the crops grown in the 
county, and most of the areas are cultivated. "The gentle 
slopes and high natural fertility make this soil suitable 
for intensive cropping. Where no special practices are 
needed to control erosion, a suitable cropping system con- 
sists of 1 year of a row crop, 1 year of a small grain, 
and 3 years of hay. . 

Originally, the soil reaction was neutral. Therefore, 
little or no lime is needed unless this soil has. been 
cropped intensively for many years. 


CAPABILITY UNIT 1le-7 
This capability unit consists of deep, well-drained, 
gently sloping fine sandy loams of uplands, valley slopes, 
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when they are dry enough that puddling does not occur 
will help to maintain favorable soil structure. 

The soils of this unit are well suited to corn, small 
grains, grasses, and legumes. Alsike clover and ladino 
clover are better suited than alfalfa if good drainage 
cannot be established. These soils are also suitable for 
use as pasture, woodland, and wildlife areas. 

Where surface water can be controlled and adequate 
drainage established, a suitable cropping system for these 
soils consists of 2 years of row crops, 1 year of a small 
grain, and 1 year of hay. Row crops can be grown year 
after year if a high content of organic matter and a good 
supply of plant nutrients are maintained, if minimum 
tillage is practiced, and if good tilth and "favorable soil 
structure can be preserved. Where no special practices are 
used to control erosion, a suitable cropping system con- 
sists of 1 year of a row crop, 1 year of a small grain, and 
2 years of hay. 

Generally, lime is needed. Because these soils warm up 

rather slowly in spring, a starter fertilizer that contains 
nitrogen assures rapid initial growth of crops. The depth 
of root penetration is not restricted for most crops. 


CAPABILITY UNIT IIvw-3 


Only one soil, Schapville silt loam, wet subsoil variant, 
2 to 6 percent slopes, eroded, is in ‘this capability unit. 
This is a moderately deep, "somewhat poorly drained, 
nearly level or gently sloping soil of the uplands. It is 
underlain by shale bedrock. Permeabilit y is moderately 
slow, and the available moisture capacity is high. Runoff 
and seepage are received from the adjacent areas. 

This soil dries out and warms up more slowly in spring 
than do well-drained soils. In places surface drainage is 
needed to speed up the removal of the surface water in 
nearly level areas or in depressions. In some places di- 
versions and waterways are also needed to intercept the 
runoff from adjacent areas. Where it is feasible to use 
drainage practices that are designed to control seepage 
in the “sloping areas, those practices should be applied. 
Generally, the limited depth to shale bedrock makes this 
soil unsuitable for tile drainage. 

This soil is well suited to corn, small grains, grasses, 
and alfalfa or other legumes. Where good drainage can- 
not be established, alsike clover and ladino clover can be 
grown instead of alfalfa. This soil is also well suited to 
use as woodland or for wildlife areas. Where drainage is 
adequate, a suitable cropping system is 1 year of a row 
crop, 1 year of a small grain, and 2 years of hay. 

Good response is generally received from applications 
of lime and fertilizer on this soil. A starter fertilizer that 
contains nitrogen assures the rapid initial growth of 
crops. Returning crop residue to the soil, adding a lib- 
eral amount of barnyard manure, and working this soil 
only when it is dry enough to prevent puddling will help 
to maintain good soil structure. 


CAPABILITY UNIT IIw-4 
This capability unit consists of deep, somewhat poorly 
drained silt loams. These soils have a tight subsoil that 
restricts the movement of water. They are in depressions, 
on concave slopes around drainageways, and in a few 
seep spots in the uplands. Permeability is moderately 
slow, and the available moisture capacity is high. Wetness 


in drainageways in the uplands. Wetness is caused by the 
slow surface drainage and slow internal drainage, by the 
accumulation of runoff from adjacent areas, and by 
seepage. 

These soils dry out and warm up more slowly in spring 
than do well-drained soils. After rains of long duration, 
they remain wet longer than do the adjacent better 
drained areas. Surface drainage is needed in the nearly 
level areas and depressions to speed up the removal of 
accumulated water. Dikes, diversions, or waterways 
should be constructed to prevent frequent ponding caused 
by runoff from the adjacent uplands. These soils can be 
tile drained if suitable outlets are available. Dependable 
yields are not obtained, unless some drainage is provided. 

Tf these soils are adequately drained, a suitable crop- 
ping system is one in which a row crop is grown for 1 
year and is followed by 1 year of a small grain with a 
catch crop. Row crops can be grown year after year if the 
content of organic matter and the supply of "plant nu- 
trients are kept high, if minimum tillage is practiced, and 
if good tilth and favorable soil structure are maintained. 
The areas that are not adequately drained can be — 
for pasture or meadow. 

Lime is not needed, but crops grown on these soils re- 
spond well to applications of fertilizer. For most crop 
plants, the root zone is restricted to the upper part of the 
subsoil. Alfalfa and other crops that have roots long 
enough to penetrate into the slowly permeable underlying 
material can improve the internal drainage. 


CAPABILITY UNIT IIw-2 


The soils of this capability unit are deep, somewhat 
poorly drained silt loams that are nearly level or gently 
sloping. The Sargeant soils of the unit are in shallow de- 
pressions and in drainageways in the uplands. The 
Stronghurst soil is on low stream terraces. These soils 
have high available moisture capacity and moderate to 
slow permeability. In a few places, they are wet as a re- 
sult of seepage, but mainly they are wet because of the 
slow surface drainage, slow internal drainage, and ac- 
cumulation of runoff from adjacent areas. Dependable 
yields are not obtained unless some drainage is provided. 

These soils dry out and warm up more slowly 1 in spring 
than do well-drained soils. Also, after rains of long dura- 
tion, they remain wet longer than the better drained soils 
in adj acent areas. Water erosion is a slight hazard in the 
gently sloping areas. Surface drainage is s needed in places 
to speed the removal of surface wa vier in the near "ly level 
places or in depressions. Because runoff from adjacent 
slopes occasionally ponds on these soils, dikes, diversions, 
and waterways are needed in some areas. These soils are 
generally suitable for surface drainage, and they are suit- 
able for tile drainage if outlets are available. The tile 
draihs shonld be made of acid-resistant concrete or clay, 
because these soils have a medium acid to very strongly 
acid subsoil and underlying material. 

Diversions may be used to reduce the length of the 
slopes and to remove the excess surface water. Tile drains 
are more effective where favorable soil structure is main- 
tained than where the structure has deteriorated. Where 
the structure is favorable, the excess water enters the soil 
and moves down to the tile. Adding a liberal amount of 
organic matter regularly and working the soils only 
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vided, a suitable cropping system consists of 2 years of 
row crops, 1 year of a small grain, and 1 or 2 years of 
hay. Row crops can be grown year after year if the con- 
tent of organic matter and the supply of plant nutrients 
are kept high. Also, minimum tillage must be practiced 
so that favorable soil structure will be maintained. Where 
adequate drainage is not provided, these soils can be 
used for forage crops and small grains. 

If contour stripcropping is practiced, a suitable crop- 
ping system for the gently sloping areas is 2 years of row 
crops, 1 year of a small grain, and 2 years of hay. If no 
special practices are used to control erosion in the gently 
Sloping areas, a suitable cropping system consists of 1 
year of a row crop, 1 year of a small grain, and 3 years 
of hay. i 

CAPABILITY UNIT Hw-11 

This capability unit consists of deep, moderately well 
drained or well drained soils on flood plains or in small 
drainageways. These soils are subject to overflow, espe- 
cially during spring thaws and heavy rains. They have 
high available moisture capacity and are moderately per- 
meable. In most places, however, crops may be damaged 
by occasional flooding. 

If these soils are adequately protected from flooding 
and from deposition of undesirable material, they are 
well suited to corn, small grains, grasses, and legumes. 
They are also suited to potatoes, peas, and other special 
crops. 

Bécause of the ease of farming and the high natural 
fertility, most, areas of these soils are intensively cropped. 
Row crops can be grown year after year if protection is 
provided from flooding, if minimum tillage 1s practiced, 
and if favorable soil structure, a good supply of plant 
nutrients, and a high content of organic matter are 
maintained. 

Dikes can be used in some areas to protect these soils 
from damage caused by stream overflow. Constructing 
terraces and practicing stripcropping on the slopes above 
will help to keep undesirable material from washing onto 
them. The areas that are frequently flooded, or that are 
inaccessible to farm machinery, can be used for pasture, 
as woodland, or for wildlife areas. 

Where lime has not been added, these soils have nearly 
neutral reaction, Therefore, little or no lime is required. 


CAPABILITY UNIT Ilw-13 

Orion silt loam is the only soil in this capability unit. 
It is deep, somewhat poorly drained, and nearly level, 
and it formed in silty alluvium on flood plains or in small 
drainageways. The available moisture capacity is high, 
and this soil is moderately permeable. In most places, 
however, crops may be damaged by occasional flooding. 
Wetness is caused by a high water table, poor surface 
drainage, or seepago. 

If this soil is adequately protected from flooding and 
from deposition of undesirable material, it is suited to 
corn, small grains, grasses, and legumes. Crop yields can 
be improved by using open ditches to provide drainage. 
Dikes can be used in some places to give protection from 
overflow. Constructing terraces and pracücing stripcrop- 
ping on the slopes above will help to.keep undesirable 
material from washing onto this soil. The areas that are 
frequently flooded, or that are inaccessible to farm 


is caused primarily by slow surface drainage and a slowly 
permeable subsoil. Dependable yields are not obtained un- 
less some drainage 1s provided. 

These soils dry out and warm up more slowly in spring 
than do well-drained soils. In places drainage is needed 
in the nearly level areas or in depressions to speed up the 
removal of the surface water. Runoff from the adjacent 
slopes occasionally ponds on the surface. Therefore, dikes, 
diversions, and waterways are needed to protect the soils. 
Generally, the tight subsoil and the restricted movement 
of water make these soils unsuitable for tile drainage. 
Erosion is a slight hazard in the gently sloping areas. 

Diversions may be used to reduce the distance that 
water travels down the slopes, and they help to remove 
the excess surface water. Returning crop residue to the 
Soils, adding a liberal amount of barnyard manure, and 
working the soils only when they are dry help to main- 
tain good soil structure. Drainage of the subsoil can be 
improved by growing sweetclover or other deep-rooted 
plants that open root channels through the soil material. 
Where good drainage cannot be established, alsike clover 
and ladino clover can be grown instead of alfalfa. 

These soils are well suited to corn, small grains, grasses, 
and alfalfa or other legumes. Alsike clover and ladino 
clover can be grown instead of alfalfa if good drainage 
cannot be established. The soils are also well suited to use 
as woodland or areas for wildlife. Where adequate sur- 
face drainage is provided and no special practices are 
used to control erosion, a suitable cropping system con- 
sists of 1 year of a row crop, 1 year of a small grain, and 
2 years of hay. 

Lime is generally needed if these soils are used for 
field crops. Because these soils are somewhat slow to 
warm up in spring, a fertilizer containing nitrogen as- 
sures the rapid initial growth of crops. The depth of root 
penetration 1s not restricted for most erops. 


CAPABILITY UNIT IIw-5 


The soils of this capability unit are moderately deep, 
somewhat poorly drained loams and. silt loams that are 
underlain by sand or gravel. These soils are nearly level 
or gently sloping and are in shallow depressions on 
stream terraces. They have high available moisture capa- 
city and moderate or moderately slow permeability. The 
slow surface drainage and a high water table that results 
from a slowly permeable layer in the underlying ma- 
terial make these soils wet. Unless some drainage is pro- 
vided, the growth of crops is restricted. 

The soils of this unit dry out and warm up more slowly 
in spring than do well-drained soils. Unless drainage is 
provided, the soils are wet for long periods, but they are 
dry in summer. The gently sloping areas are also slightly 
susceptible to erosion. Open ditches can be used to pro- 
vide drainage. Diversions can be used to intercept run- 
off from the adjacent areas and to reduce the length of 
the slopes. 

These soils are well suited to corn, small grains, 
grasses, and alfalfa or other legumes. In the areas that 
have not been drained, alsike and ladino clover can be 
grown instead of alfalfa. The soils are also suited to use 
as woodland or wildlife areas. 

If these soils are adequately drained, they can be used 
intensively for crops. Where adequate drainage is pro- 
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they are also well suited to pasture, to trees, and to use 
as wildlife areas. The Dakota soil has formed under prairie 
and is not well suited to trees. A cropping system in 
which alternate strips are kept in meadow provides the 
most effective control of erosion. Where no special ero- 
sion control practices are used, a suitable cropping system 
is 1 year of a small grain followed by 2 years of hay. 

Unless lime has recently been applied, lime is needed 
on all of these soils. 'The content of organic matter may 
be low if a suitable cropping system has not been used, 
and if all the crop residue has not been returned to the 
Soils. Regular additions of large amounts of manure and 
use of a cropping system in which legumes and grasses 
are grown a larger part of the time than indicated in the 
preceding paragraph will improve soil tilth. 


CAPABILITY UNIT 1116-3 


The soils of this capability unit are gently sloping, well 
drained or moderately well drained silt loams that are 
underlain by dolomite or shale. These soils are subject to 
slight or moderate erosion, and some of them are already 
moderately eroded. They are somewhat droughty because 
their available moisture capacity is low or fair. Permea-. 
bility is moderately slow in the Derinda soils, ‘and it is 
slow in the underlying shale bedrock. Permeability is 
moderate in the upper part of the Dunbarton profile, and 
it is slow in the clayey material weathered from dolomite. 
The soils of this unit warm up somewhat slowly in 
spring. 

Practices that control erosion. and that conserve water 
are needed for these soils; further erosion would make 
the soils even more droughty. These soils are moderately 
shallow over bedrock or clayey material. Therefore, ter- 
races nre generally not praetical. Striperopping may be 
difficult in places because of the outerops of bedrock. 
Contour striperopping or farming on the contour can 
provide the needed erosion control if the soils are ferti- 
lized properly, and if the crop residue is properly 
managed. 
` These soils are suited to corn, small grains, and leg- 
umes and grasses for hay or permanent pasture. They 
are also suited to use as woodland or wildlife areas. 
Where no special practices are used to control erosion, a 
suitable cropping system is 1 year of a small grain and 
9 years of hay. 

Unless lime has recently been applied, it is needed on 
all of these soils. The content of organic matter may be 
low if a suitable cropping system has not been used, and 
if all the crop residue has not been returned to the soils. 
Tilth may be improved by adding a large amount of 
manure and using a cropping system in which legumes 
and grasses are grown a larger part of the time than 
indicated in the cropping system described in the pre- 
ceding paragraph. 


CAPABILITY UNIT Ilfe-4 

The soils of this capability unit are well-drained, 
gently sloping sandy loams that are shallow to moder- 
ately deep over loose sand or gravel. These soils are on 
stream terraces. They are subject to slight to moderate 
erosion by wind and water. The available moisture capac- 
ity is fair or low, and permeability is moderately rapid 
or rapid, Consequently, these soils are droughty. Crops 


machinery, can be used for pasture, as woodland, or for 
wildlife areas. . 

Where this soil is protected from flooding and is ade- 
quately drained, a suitable cropping system 1s 2 years of 
row crops, 1 year of a small grain, and 2 years of hay. 
Row crops can be grown year after year, but erop residue 
must be returned to the soil. Also, a good supply of plant 
nutrients and. organic matter should be added regularly, 
minimum tillage should be practiced, good tilth must be 
preserved, and the soil must be protected from overflow. 
The areas that are not drained and protected from flood- 
ing can be used to grow forage crops, as woodland, or for 
wildlife areas. 

If lime has not been added, this soil has nearly neutral 
reaction, and little or no lime is needed. Response is gen- 
erally good, however, where lime and fertilizer are 
applied. 

CAPABILITY UNIT IIIe-1 

The soils of this capability unit are deep or moderately 
deep, moderately well drained or well drained loams and 
silt loams. These soils are gently sloping or sloping, and 
they occur on uplands, valley slopes, and stream terraces. 
In most places these soils are moderately eroded. The 
available moisture capacity is moderate to high, and 
permeability is moderate or moderately slow. 

These soils are well suited to all of the crops commonly 
grown in the county. Yields are generally good if the 
supply of plant nutrients is kept high, and if the soils 
are well managed. Further erosion is a moderate hazard. 
Such practices as contour striperopping and terracing 
are needed to protect the soils and to conserve water. 

If row crops are grown successively for several years, 
all of the crop residue should be left on the field over 
winter and turned under in spring. Where no special ero- 
sion control practices are used, a suitable cropping system 
is 1 year of a small grain and 2 years of hay. The Du- 
buque soils of this unit, are slightly shallower than the 
other soils. On those soils crop yields may be slightly 
lower than on the other soils, especially in dry years. 

The soils of this unit are acid, except where they have 
recently been limed. Barnyard manure and supplemental 
applications of nitrogen are needed for high yields of 
corn. Regular additions of organic matter, needed on 
eroded. soils, can be obtained by adding a large amount of 
manure, or by growing grasses and legumes for a large 
part of the time in the cropping system. 


CAPABILITY UNIT IIIe-2 


The soils of this capability unit are moderately deep, 
well-drained loams and silt loams that are underlain by 
sand, gravel, or bedrock. These soils are gently sloping 
or sloping, and they occur on uplands, stream terraces, 
and outwash plains. Their available moisture capacity is 
fair to moderate, and permeability is moderately rapid 
or moderate. These soils are slightly droughty during 
extended dry periods. Some of them are eroded. 

Practices that control erosion are needed on these soils. 
Erosion can be controlled by practicing contour strip- 
cropping, terracing, or contour farming; applying ade- 
quate fertilizer; and properly managing crop residue. 

These soils are. well suited to all of the crops com- 
monly grown in the county. Except for the Dakota soil, 
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protected from erosion, and if organic matter is added 
regularly, the irrigated areas can be used more intensively 
than is feasible otherwise. 

These soils are easily tilled, and nearly all of the 
acrenge is cultivated. The principal crops are corn, small 
grains, grasses, and soybeans and other legumes. A few 
areas are used for permanent pasture, as woodland, or 
to provide cover for wildlife. The Renova soil is better 
suited to trees than the other soils of the unit. 

Where the length of the slopes is about 900 feet, and 
where no special practices are used to control erosion, a 
suitable cropping system is 1 year of a small grain and 
3 years of hay. A less intensive cropping system should 
be used if the slopes are longer than 200 feet, and a more 
intensive cropping system may be used if the slopes are 
shorter than 900 feet, 

Natural fertility is moderately low, and crops grown 
on these soils do not respond as well to applications of 
lime and fertilizer as do crops grown on finer textured 
soils. Organic matter can be added by applying a large 
amount of barnyard manure, turning under green ma- 
nure, and using a cropping system in which legumes and 
grasses are grown more of the time than suggested in the 
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cropping system described in the preceding paragraph. 


CAPABILITY UNIT Hle-8 


Deep, somewhat poorly drained, sloping silt loams that 
have slow internal drainage are in this capability unit. 
These soils oceupy concave slopes around upland drain- 
ageways. A few of the areas are in seep spots. The avail- 
able moisture capacity is high, and permeability is mod- 
erately slow. These soils are moderately susceptible to 
erosion. Also they nre wet, generally because they receive 
runoff from adjacent areas. Protection is needed from 
erosion, and disposal of the excess water is needed for 
good, dependable yields. Although additional surface 
drainage may be needed, diversions can be used to inter- 
cept runoff and dispose of it safely through waterways. 
Also, tile drains made of acid-resistant concrete or olay 
are suitable, | 

These soils are suited to corn, small grains, grasses, and 
legumes, but yields are rather low. Where good drainage 
cannot be established, alsike or ladino clover can be 
grown instead of alfalfa. These soils are also suited to 
pasture, or they can be used as woodland or for wildlife 
areas. Where no special practices are used to control 
erosion, a suitable cropping system is 1 year of a small 
gram and 2 years of hay. 

Crops grown on these soils generally need lime. De- 
cause these soils are somewhat slow to warm up in spring, 
a starter fertilizer that contains nitrogen assures rapid 
early growth of crops. Adding a liberal amount of or- 
ganie matter, and working the soils only when they are 
dry, will help to maintain good soil structure. 


CAPABILITY UNIT 1115-2 


This capability unit consists of somewhat excessively 
drained and well-drained, nearly level loams and sandy 
loams. The Burkhardt soils are shallow, and the Dakota 
soil is moderately deep over loose sand or gravel. These 
soils are on stream terraces and outwash plains. They 
have low available moisture capacity and rapid or mod- 
erately rapid permeability. Consequently, they are 


grown on them are likely to be damaged by lack of mois- 
ture during dry periods. The Dakota and Onamia soils 
are moderately deep, and the Burkhardt and Chetek soils 
are shallow over coarse-textured material. 

Management practices are needed that conserve mois- 
ture and that protect these soils from erosion. Keeping 
the surface rough, or leaving crop residue on the surface 
as a mulch, protects the soils from wind erosion and re- 
duces losses from erosion. Organic matter can be added 
by applying barnyard manure and turning under crop 
residue and green manure. Practicing wind stripcropping 
and planting shelterbelts in suitable places will help to 
protect the soils from damage by wind. Contour strip- 
cropping helps to control both wind and water erosion. 

In many places terraces are difficult to build and main- 
tain on these sandy soils. Where level terraces are feasible 
to build, they can be used to reduce the length of the 
slopes. 

These soils are easily tiled, and nearly all areas are 
cultivated. Corn, small grains, grasses, and soybeans or 
other legumes are the principal erops. Smaller acreages 
are in permanent pasture and trees. These soils have only 
limited suitability for trees, but they are well suited to 
use for wildlife urens. 

Where no special practices are used to control erosion, 
a suitable cropping system consists of 1 year of a small 
grain and 3 years of hay. Crops grown on these soils re- 
spond well to irrigation, especially during periods of 
low rainfall. If wind erosion is controlled, and if the 
content of organic matter is kept high, the irrigated 
areas can be used fairly intensively for cultivated crops. 
Response is moderately good to applications of lime and 
fertilizer. 


CAPABILITY UNIT IIIe-7 


The soils of this capability unit are moderately deep, 
sloping, well-drained to somewhat excessively drained 
fine sandy loams and very fine sandy loams. They are on 
uplands, valley slopes, and outwash plains. The available 
moisture capacity is moderate or high, and permeability 
is moderate or moderately rapid. The Renova soil is 
underlain by loam glacial till. The Desch, Hixton, and 
Lamont soils have a loamy layer within the sandy under- 
lying material. 

The soils of this unit are moderately susceptible to ero- 
sion by wind and water, and most of the areas are al- 
ready eroded. In addition, the soils are droughty, espe- 
cially during periods when the amount of rainfall is low 
or when rainfall is poorly distributed. Management prac- 
tices are needed that conserve moisture and that also 
protect the soils from erosion. Keeping the surface layer 
rough or leaving crop residue on the surface as a mulch 
protects these soils from wind erosion and reduces losses 
of moisture. Organie matter can be added by turning 
under crop residue and green manure and by adding 
barnyard manure. Planting shelterbelts helps to protect 
the soils from erosion by wind, and contour striperopping 
gives protection from erosion both by wind and water. 

Terraces are difficult to build and maintain on these 
moderately coarse textured soils. During periods of low 
rainfall, the crops that are grown respond to irrigation. 
If these soils are irrigated, a larger amount of fertilizer 
is needed than if they are not irrigated. Tf the soils are 
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good soil structure is maintained. Where this soil is 
tilled, the surface can be left rough to decrease the 
amount of moisture lost through evaporation. 


CAPABILITY UNIT 111-3 


Auburndale silt loam is the only soil in this capability 
unit. It is a deep, poorly drained, nearly level soil of 
upland drainageways, and it has moderately slow perme- 
ability in the subsoil. Wetness is caused by the slow sur- 
face drainage and slow internal drainage, by the water 
from adjacent areas that accumulates, and by seepage. 
Water is removed so slowly that the soil remains wet 
for à large part of tlie time. Dependable yields of crops 
are nob obtained unless some drainage is provided. 

This soil dries out and warms up more slowly in spring 
than do well-drained soils. In the nearly level areas and 
in the areas in depressions, surface drainage is needed to 
speed up the removal of accumulated water. This soil can 
be protected from runoff by constructing dikes, diver- 
sions, or waterways. It is not suited to tile drainage. 

Where adequate drainage is provided, a suitable crop- 
ping system is 1 year of a row crop, 1 year of a small 
gram, and 2 years of hay. Where no drainage is provided, 
this soil can be‘used for meadow, pasture, trees, or wild- 
life areas. The areas used for meadow or pasture need 
to be renovated and topdressed. Management practices 
suitable for woodland are discussed in the section “Wood- 
land Uses of the Soils." 

This soil has naturally low fertility and 1s slightly acid 
to very strongly acid. Large applications of fertilizer and 
lime are needed for optimum yields. For most crop 
plants, the root zone is restricted to the upper part of the 
subsoil. 

CAPABILITY UNIT IHw-12 

This capability unit consists of areas of nearly level 
or gently sloping, moderately deep, loamy Alluvial lands 
that are on flood plains and are subject to frequent over- 
flow. In most places the water table is at a depth of about 
5 feet or less. Some of the areas are inaccessible because 
"they are isolated by stream channels or sloughs, and those 
areas are subject to streambank cutting. The available 
moisture capacity and permeability are moderate. Ero- 
sion is a slight hazard in the gently sloping areas. 
Random surface drains may be needed to remove the ex- 
cess water from the depressions. 

If these land typés are proteoted from overflow, they 
are suited to corn, small grains, grasses, and legumes, 
and they can also be used for potatoes, peas, and other 
special crops. Where overflow is not a serious hazard, 
row crops can be safely grown 1 year out of 4. Where 
tillage is kept to a minimum and the content of organic 
matter and the supply of plant nutrients are kept high, 
row crops can be grown year after year if flooding is not 
a severe hazard during the cropping season. If frequent 
flooding is a hazard, these land types can be used to grow 
forage crops. ” : 

In the areas used to produce forage, wild hay can be 
replaced by tame hay. The wooded areas should be main- 
tained by protecting them from fire and grazing. The 
areas used as habitats for wildlife can be improved by 
preserving the trees and shrubs that provide food and 
cover, 
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droughty. In dry years crops grown on them are likely 
to be damaged by lack of moisture. Wind erosion is also 
& hazard. 

Management practices are needed that conserve mois- 
ture and that protect these soils from wind erosion. Keep- 
ing the surface rough, or leaving crop residue on the 
surface às a muleh, will give protection from wind ero- 
sion and reduce losses of moisture. Organic matter can 
be added by turning under erop residue and green ma- 
nure and by applying barnyard manure. Practieing wind 
striperopping and planting shelterbelts in suitable places 
will help to protect the soils from damage by wind. 
Crops grown on these soils respond well to irrigation, 
especially during periods of low rainfall. 

These soils are suited to all of the crops grown in this 
area. They are better suited to crops that tolerate dry 
weather, however, than to erops that vequire a large 
amount of moisture. The soils are only fairly well suited 
to trees, but they are suited to pasture and to use as wild- 
life areas. 

Where no practices are used that conserve moisture 
and control wind erosion, a suitable cropping system is 
1 year of a row crop, 1 year of a small grain, and 2 years 
of hay. Row crops may be grown year after year, how- 
ever, if the supply of plant nutrients is kept high, if 
organic matter is added regularly, if minimum tillage is 
practiced, and if wind erosion is controlled. Row crops 
may also be grown year after year if the soils are irri- 
gated, if the crop residue is properly managed, and if the 
soils nre protected by à cover crop in winter or at other 
times when they would otherwise be bare, 

The soils of this unit have moderately low natural 
fertility. Therefore, fertilizer is needed for good yields. 
Less response is obtained from applications of lime and 
fertilizer than is obtained on finer textured soils. Gen- 
erally, the amounts of lime and fertilizer applied are 
smaller than are applied on finer textured soils. 


CAPABILITY UNIT 1118-8 


The only soil in this capability unit is Derinda silt 

loam, ۵ to 2 percent slopes. This soil is well drained or 
moderately well drained, and it is underlain by shale 
bedrock at a depth of 1 to 9 feet. Because of the bedrock 
near the surface, the available moisture capacity is fair. 
Practices that conserve moisture are important in man- 
aging this soil. 
, This soil is suited to all of the crops normally grown 
in the area, but it is better suited to crops that tolerate 
dry weather than to other crops. It is easily tilled, and 
nearly all of the acreage is in crops. This soil is also 
well suited to pasture and to use for wildlife areas, but 
it has limited suitability for trees. Í 

Where no special practices are used to control erosion, 
a suitable cropping system is 1 year of a small grain and 
2 years of hay. If all of the crop residue is returned, if 
a good supply of plant nutrients is maintained, and if 
minimum tillage is practiced, a row crop, a small grain, 
and hay can be grown for 1 year each. 

Crops grown on this soil respond well to applications 
of lime and fertilizer. Organic matter can be added by 
turning under crop residue and green manure and by 
adding barnyard manure. The rate of water infiltration 
can be increased if tillage is kept to a minimum, and if 
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are not protected need to be kept in hay or in rotation 
pasture most of the time. . 

Moderately good response is obtained from applications 
of lime and fertilizer. Adequate lime is needed for opti- 
mum, yields of legumes. 


CAPABILITY UNIT 1Ve-3 

The soils of this eapability unit are well-drained, slop- 
ing loams and silt loams that are moderately shallow over 
bedrock. They are on uplands and on rock-formed ter- 
races. These soils are moderately susceptible to erosion, 
and some areas where erosion is already severe are in- 
cluded in the unit. In addition, the available moisture 
capacity is fair or moderate and the soils are droughty. 
The Derinda and Schapville soils are underlain by shale 
bedrock that is somewhat less permeable than the thinly 
layered siltstone and sandstone underlying the thin solum 

variant of the Gale series. The Dunbarton and Rockton 
soils are underlain by limestone. 

Terraces are difficult to construct on these moderately 
shallow soils. In places striperopping is difficult because 
of the outcrops of bedrock. Further erosion would make 
these soils even more shallow and more droughty. 

The soils of this unit are suited to small grains, leg- 
umes, hay, and permanent pasture. Also, the soils have 
limited suitability for trees, and row crops can be grown, 
to some extent, if the soils are carefully managed. 

In areas where erosion has been the most active, the 
supply of plant nutrients and the content of organic 
matter are low. In those areas good tilth is hard to main- 
tain. Such areas can be used for row crops, however, if 
practices are applied to control erosion. Where the slopes 
are about 200 feet long and no special practices are used 
to control erosion, a suitable cropping system is 1 year of 
a small grain and 3 years of hay. Where the slopes are 
shorter, or where severely eroded spots occur in less slop- 
ing areas, a more intensive eropping system can be used. 
If the slopes are very long, the cropping system should 
be less intensive. 

Good response is obtained from applieations of lime 
and fertilizer. Where the acid subsoll variant of the 
Derinda series is very shallow over extremely acid shale, 
the surface layer of that soil is very acid. In those areas 
large applieations of lime are needed. 


CAPABILITY UNIT IVe-4 


The soils of this capability unit are well-drained, mod- 
erately deep sandy loams or fine sandy loams on outwash 
plains and on low, rolling sandstone uplands. The 
Onamia soil is underlain by loose sand and gravel. The 
Hixton soil is undetlain by weathered sandstone. These 
solls have fair available moisture capacity and moderate 
or moderately rapid permeability. They are already mod- 
erately eroded and are moderately susceptible to further 
erosion by water and slightly susceptible to further ero- 
sion by wind. They are also somewhat droughty. 

Terraces are difficult to construct and maintain on 
these sandy soils. Striperopping provides protection from 
erosion by wind and water, and it also conserves water. 
Leaving the surface rough, or leaving crop residue on the 
surface as a mulch, gives protection from wind erosion 
and also reduces losses of moisture. Organic matter can 


CAPABILITY UNIT IVe-1 


The soils of this capability unit are deep or moderately 
deep, well-drained loums and silt loams that are moder- 
ately steep. These soils are on uplands and valley slopes. 
They have moderate to high available moisture capacity 
and moderate or moderately slow permeability. Because 
of the rapid runoff, all of these soils ave subject to severe 
erosion. Some of them are already moderately or severely 
eroded. 

If these solls are well managed, they are suited to corn, 
small grains, grasses, and. legumes. Careful management 
is required, however, if cultivated erops are grown. These 
soils are also suitable for use as woodland or for wildlife 
areas, but trees grow better on the light-colored than on 
the dark-colored soils. Where no special practices are 
used to control erosion, a suitable cropping system is 1 
year of a small grain and 3 years of hay. Contour strip- 
cropping is needed, however, to control erosion in the 
areas used for crops. Grassed waterways safely carry 
runoff to à natural drainageway. 

Moderately good response is obtained from applications 
of lime and fertilizer. Where legumes are grown, ade- 
quate lime is needed for optimum yields. Tn addition to 
erosion control practices, adding barnyard manure and 
plowing down green manure erops and crop residue are 
especially beneficial in maintaining the present, moderate 
to high available moisture capacity of these soils. 


CAPABILITY UNIT IVe-2 

The soils of this capability unit are moderately deep, 
well-drained loams and silt loams that are underlain by 
sand, gravel, or limestone bedrock. These soils are mod- 
erately steep, and they occur on uplands and outwash 
plains. Most of these soils have moderate permeability 
and fair or moderate available moisture capacity. The 
Wykoff soils, however, have moderately rapid perme- 
ability, and the Onamia soil has moderate to moderately 
low available: moisture capacity. Some of the soils are 
already moderately or severely eroded, and the rapid 


runoff makes all of the soils subject to severe erosion. 


Droughtiness is a slight hazard. 

Practices that control erosion are needed. Contour 
stripcropping and the use of diversions to reduce the 
length of the slopes are effective practices for controlling 
erosion, and they also conserve moisture. Adequate fer- 
tilization and good management of crop residue are de- 
sirable for improving the tilth of the surface layer, 
especially in the severely eroded places. The subsoil is 
. exposed in the severely eroded YVykoff soil of this unit, 
The present surface layer of this severely eroded soil is 
lower in content of organic matter than those of the soils 
that are not severely eroded. The Wykoff soil is also 
harder to till than the other soils. 

' The soils of this unit are well suited to small grains 
and forage crops. They are also well suited to use as 
woodland or pasture, and they can be used for wildlife 
areas. Where no special practices are used to control ero- 
sion, these soils ought to be kept in grass. Periodic reno- 
vation helps to maintain the pastures. Any additional 
losses of surface soil through erosion would seriously 
reduce the effective depth of the soils and would reduce 
the available moisture capacity. Therefore, the soils that 
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sandstone, and sandstone bedrock is within 3 feet of the 
surface in some places. . 

The soils of this unit are highly susceptible to wind 
erosion. The sloping areas are highly susceptible to gully 
erosion if the soils are not protected from runoff from 
adjacent areas. Gullies, once started, enlarge rapidly, and 
they are extremely difficult to control. ; 

lf these soils are used for field crops, they need to be 
protected from wind erosion by such practices as use of 
shelterbelts (fig. 10) and wind stripcropping. These prac- 
tices also protect the surface soil from warm, drying 
winds in summer. In the sloping areas, contour strip- 
cropping is beneficial for controlling erosion both by 
wind and water. Applying barnyard manure, turning 
under green manure, and returning crop residue to the 
solls are practices that are especially valuable. They not 
only protect the surface from the action by wind, but 
they also supply plant nutrients and help to maintain 
favorable available moisture capacity. 

These soils are suited to corn, soybeans, small grains, 
and hay, and they can also be used for pasture. They 
are not used extensively for permanent pasture, how- 
ever, and yields of forage are generally low. These soils 
cun be used for wildlife areas, and the idle or low-pro- 
ducing areas are suitable for plantings of coniferous 
trees (fig. 11). 

If these soils are properly managed, a suitable crop- 
ping system is 2 years of row crops, 1 year of a small 
grain, and 1 year of hay. If this cropping system is 
used, the soils need to be protected by a cover crop, crop 
residue should be properly managed, wind striperopping 
or shelterbelts should be used, and the supply of plant 
nutrients and the content of organic matter must be kept 
high. Row crops can be grown year after year if the soils 
are irrigated and protected by windbreaks or a cover 
crop, and if the crop residue is properly managed. 


Figure 10.—Areas of Plainfield and Sparta soils that are protected 

by shelterbelts. Lack of fine-textured binding material in the sur- 

face layer leaves these soils highly susceptible to wind erosion. 

Shelterbelts of evergreen trees have proved to be effective in pro- 
tecting the soils from erosion by wind. 


be added by turning under crop residue and green ma- 
nure and by applying barnyard manure. 

These soils are easily tilled, and most of the areas are 
cultivated. The soils are suited to small grains, legumes, 
hay, and plants suitable for permanent pasture. Row 
crops can be grown, to a limited extent, if the soils are 
carefully managed. The soils are only fairly well suited 
to trees. 

Where no special practices are used to control erosion, 
a suitable cropping system is 1 year of a small grain and 
3 years of hay. Some areas can be irrigated and used 
fairly intensively for cultivated crops if wind erosion is 
controlled, and 1f the content of organic matter is kept 
high. Response to applications of lime and fertilizer is 
moderate. 

CAPABILITY UNIT 1Ve-7 


The soils of this capability unit are moderately deep, 
well-drained or somewhat excessively drained fine sandy 
loams or very fine sandy loams. They are moderately 
steep and are on uplands, valley slopes, and outwash 
plains. The available moisture capacity is fair to mod- 
erate, and permeability is moderate to moderately rapid. 
These soils are droughty and are subject to severe erosion 
by water and wind. Most of them are already eroded. 
The sandy variant of the Renova series is underlain by 
loam glacial till and is slightly less droughty than the 
other soils of this unit. 

Management practices that protect these soils from 
erosion and that conserve water are needed. Keeping the 
surface rough or leaving crop residue on the surface as a 
mulch provides protection from wind erosion and re- 
duces losses of moisture. Organic matter can be added by 
turning under crop residue and green manure and by ap- 
plying barnyard manure. 

Terraces are difficult to construct and maintain on 
these sandy soils. Striperopping provides protection 
against erosion by wind and water, and it also conserves 


water. 

These soils are easily tilled, and most of the areas are 
cultivated. The soils are suited to small grains and to 
legumes and other plants suitable for hay or permanent 
pasture. They are also suitable for wildlife areas, but 
they have limited suitability for trees. 

If wind erosion is controlled, and if the content of or- 
ganic matter is kept high, areas of these soils that are 
irrigated can be used fairly intensively for cultivated 
crops. Where no special practices are used to control 
erosion, the soils are better used for pasture than for 
crops that require cultivation. Periodic renovation helps 
to maintain a good cover in the pastured areas. Response 
to lime and fertilizer is moderate. 


CAPABILITY UNIT IVs-3 

The soils of this capability unit are excessively drained, 
nearly level or gently sloping loamy sands, loamy fine 
sands, and loams that are mainly moderately deep or 
deep. These soils are on uplands, stream terraces, and 
outwash plains. They have low available moisture capac- 
ity, very rapid permeability, and low natural fertility. 
The soils are droughty, and they are highly susceptible to 
wind erosion. The Boone soil is underlain by weathered 
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CAPABILITY UNIT Vw-14 


Only Alluvial land, wet, is in this capability unit. It 
is a deep, poorly drained miscellaneous land type that has 
a high water table and is subject to severe flooding. This 
land type is mainly on the flood plain of the Mississippi 
River and on bottoms of the larger tributary streams. It 
has high available moisture capacity and moderate natural 
fertility. In many places sloughs or the channels of 
streams make the areas inaccessible. 

Protecting this land type from overflow, or installing 
drainage so that tilled crops can be grown, is generally 
not feasible. Therefore, this land type is not suited to 
cultivation. Most of the areas are suitable for pasture, 
trees, or use for wildlife. The native pastures consist 
largely of grasses of low quality. 

In some places dikes or embankments can be con- 
structed to protect this land type from flooding. The 
areas so protected are suitable for meadow. The yields 
of forage can be increased by establishing a stand of tame 
hay and by fertilizing and renovating the meadows and 
pastures. 

This land type can be improved for wildlife habitats 
by establishing plantings that provide food and cover. 
Dikes or ditches can be used to control the water and to 
improve the areas for waterfowl and fur-bearing animals. 


CAPABILITY UNIT VIe-1 


The soils of this capability unit are deep or moderately 
deep, well-drained silt loams that are steep or moderately 
steep. They are on silt-capped uplands, on valley slopes, 
and on severely eroded glacial uplands. The soils have 
moderate or high available moisture capacity and mod- 
erate or moderately slow permeability. Some of the areas 
are already moderately eroded or severely eroded. The 
steep areas of slightly or moderately eroded soils are sub- 
ject to very severe water erosion. The hazard of further 
erosion is severe on the moderately steep soils that are 
already severely eroded. 

The soils of this capability unit occupy a fairly large 
acreage, and they are used to produce a large part of the 
forage grown in the county. The soils are suitable for 
meadow or pasture, or they can be used for woodland or 
for wildlife habitats. A good cover of sod can be main- 
tained by controlling grazing and renovating the pastures 
once every 5 years. Topdressing with a sititable fertilizer 
each year can be substituted for renovation. 

The large wooded areas of these soils will yield greater 
returns than pasture if the trees are protected from fire 
and from grazing by livestock. In addition, the soils pro- 
vide good habitats for wildlife. 


CAPABILITY UNIT VIe-2 


The soils of this capability unit are moderately deep, 
well-drained loams and silt loams that are underlain by 
sandstone, gravel, or limestone bedrock. They are steep 
or moderately steep, and they occur on the uplands. The 
available moisture capacity 15 moderate, and these soils 
are slightly droughty during extended dry periods. The 
Whalan soils are underlain by a thin layer of glacial till 
over limestone bedrock, and they are less droughty than 
the Wykoff soil. 

The soils of this unit can be used for meadow, pasture, 
and trees, or they can be used to provide food and cover 
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Figure 11.—A plantation of Norway pines on Sparta soils. 


Where no practices are used to control wind erosion, 
these soils can be used for small grains and for hay and 
pasture. If the soils are used to grow forage crops, add- 
ing a topdressing of fertilizer annually and renovating 
the pastures or meadows at least once in 5 years will 
help to maintain favorable yields and a good cover of 
plants. In the pastures, careful management is needed to 
prevent damage from overgrazing. —. 

Response to applications of lime and fertilizer is mod- 
erate on these soils. Some of the soils are deficient in 
boron. Therefore, a fertilizer that contains some boron, 
but that consists largely of potash, is especially benefi- 
cial if legume-grass hay crops are grown. Regular appli- 
cations of lime are needed for legumes grown for hay. 


CAPABILITY UNIT ۷۷-۲ 


Adrian muck is the only soil in this capability unit. It 
is a poorly drained, nearly level organic soil that is 
underlain by sand at a depth of 19 to 30 inches. This 
soil is on bottoms of the South Fork of the Kinnickinnie 
River. It has high available moisture capacity and mod- 
erately rapid permeability. The water table is within 3 
feet of the surface. 

This soil can be drained by open ditches. After it is 
drained, it is susceptible to subsidence and erosion by 
wind. The subsidence can be reduced by controlling the 
level of the water table. Wind strips, shelterbelts, or 
cover crops are needed to control wind erosion if this 
soil is drained and cultivated. Row crops can be grown 
year after year if such practices are applied. 

The areas that have not been drained are suitable for 
meadow and pasture, or they can be used as areas for 
wildlife. Tame hay is more suitable than wild grass if 
this soil is used to grow forage crops. Reed canarygrass 
forms a tough, dense sod that supports light haying 
equipment or grazing cattle. Periodic topdressing with 
fertilizer improves the quality of the grass and makes the 
grass more palatable. 

The areas that have not been drained provide excel- 
lent habitats for waterfowl. They can be improved by 
level ditching or by installing structures for controlling 
the level of the water. 

'This soil is low in phosphorus and potassium. Crops 
grown on it respond favorably to large applications of 
commercial fertilizer. The soil warms up slowly in spring. 
Therefore, a starter fertilizer that contains nitrogen is 
needed for the rapid early growth of crops. 
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Areas of these soils that are now in trees yield greater 
returns than areas in pasture if the soils are protected 
from fire and grazing. The areas can also be greatly im- 
proved for wildlife habitats by allowing small trees and 
shrubs to grow up. 


CAPABILITY UNIT ۷۲۵4 


The soils of this capability unit are well-drained, mod- 
erately steep sandy loams or fine sandy loams that are 
moderately deep to moderately shallow. They are on hilly 
outwash plains and on sandstone uplands. The Chetek 
soil is underlain by loose outwash sand. The Hixton soil 
is underlain by material weathered from sandstone. 

These soils have fair or low available moisture capacity 
and moderate or rapid permeability. They are already 
moderately eroded, and the hazard of further erosion is 
severe. Gullying is a hazard if the soils are not protected. 
Once gullies develop, they enlarge rapidly and are ex- 
tremely difficult to control. More water runs off these 
soils than runs off less sloping soils. As a result, the soils 
are more droughty than similar soils that are less sloping. 

The soils of this unit are not suited to cultivated crops. 
They can be used for permanent vegetation, however, 
Such as meadow, pasture, or trees, and they can be used 
as habitats for wildlife. Where these soils are used for 
meadow or pasture, controlling grazing and renovating 
the areas once in 5 years will help to maintain a good 
cover of sod and give protection from gullying. Top- 
dressing with fertilizer each year can be substituted for 
renovation. 

Moderately high yields of forage can be obtained on 
these soils if a legume-grass mixture is seeded, and if 
enough lime and fertilizer are applied. Natural fertility 
is moderately low. The supply of plant nutrients can be 
increased by adding barnyard manure. 

Wooded areas of these soils can be profitably main- 
tained in trees if the areas are protected “from fire and 
grazing. Trees that are planted in bare areas need pro- 
tection from wind erosion. Such protection can be pro- 
vided by windbreaks or by maintaining a protective cover 
until the trees are well established. The soils are better 
suited to pines than to hardwoods. 


CAPABILITY UNIT Vle-7 
Only Hixton fine sandy loam, loamy substratum, 0 
to 30 percent slopes, is in this capability unit. This is a 
moderately deep, somewhat excessively drained soil on 
valley slopes in the northwestern part of the county. 

This soil has low to moderate available moisture capa- 
city and moderate permeability. In areas that are cleared, 
the hazard of erosion from wind and water is very 
severe. Most of the acreage is wooded, however, and 
therefore is protected from erosion. More water runs off 
this soil than runs off gently sloping soils. As a result, 
this soil is more droughty than less sloping soils. Natural 
fertility is moderately low. 

In the areas now in meadow or pasture, a good cover 
can be kept on this soil by controlling grazing and 
renovating no oftener than once in 5 years. Topdressing 
with fertilizer each year can be substituted for renova- 
tion. The steep slopes may limit the number of areas 
where forage can be harvested. Nevertheless, moderate 
yields of forage can be obtained if a legume-grass mix- 


for wildlife. They are not suited to cultivated crops. 
Renovating the pastures at least once every 5 years helps 
to maintain a good cover of plants. Topdressing with 
fertilizer each year may be substituted for renovation. 
Controlling grazing in the pastured areas helps to main- 
tain a good cover of sod, and it protects the soils from 
erosion. Gullies, once formed, are hard to control. If 
they are not controlled, they are likely to advance into 
areas of adjacent cropland. 

Steep, slightly eroded and moderately eroded areas of 
these soils are susceptible to additional very severe ero- 
sion. The moderately steep, severely eroded areas are 
susceptible to severe erosion. The surface layer of the 
severely eroded soils is in poor tilth, The rate of infiltra- 
Don is slower than that of uneroded soils. As a result, 
more water runs off and the soils become more droughty. 
Large applications of barnyard manure and commercial 
fertilizer are needed to improve the structure, to increase 
the rate of infiltration, and to make tilth more favorable. 

Areas of these soils that are now in trees yield greater 
returns than pasture if they are protected from fire and 
grazing. Protecting the soils from fire and grazing also 
greatly improves the areas for wildlife habitats. 


CAPABILITY UNIT Vle-3 
The soils of this capability unit are moderately steep, 
well drained or moderately well drained loams and silt 


loams that are underlain by bedrock. They are on uplands 
and terrace breaks. 


"These soils are subject to severe erosion, and some areas 
where erosion is already severe are included in this unit. 
Available moisture capacity is fair or moderate. Runoff 
is rapid because of the moderately steep slopes. These 
soils are more droughty than similar less sloping soils. 
The Derinda and Schapville soils are underlain by shale 
bedrock. Their underlying material has slower perme- 
ability than the siltstone and sandstone underlying the 
Gale thin solum variants. The Dunbarton and Rockton 
soils are underlain by dolomitic limestone. 

The soils of this unit are not suited to cultivated crops, 
but they can be used for such permanent vegetation as 
meadow or pasture. They can also be nsed for trees to a 
limited extent. The small areas where outcrops of bed- 
rock are common can be used to provide cover for 
wildlife, 

Controlling grazing and renovating the pastures once 
in 5 years will help to maintain a good cover of sod on 
these soils, Topdressing with fertilizer each year can be 
substituted for renovation. Large applications of manure 
and fertilizer are needed in the severely eroded areas to 
obtain a satisfactory seeding of forage crops and to im- 
prove the structure and tilth of the surface soil. 

In most places crops grown. on these soils show mod- 
erate response to applications of lime and fertilizer. The 
acid variant of the Derinda series is underlain by ex- 
tremely acid shale, and ib too is acid. Where shale is near 
the surface of this soil, the surface layer is so acid that 
the growth is inhibited of some crops that are otherwise 
suitable. Large applications of lime are needed for good 
yields on these acid areas, but adding lime may not be 
economically feasible. 
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soil is very steep. It is on uplands and is underlain 
by limestone bedrock. Terrace escarpments, loamy, is 
moderately steep to very steep and: is on breaks and 
ravines of stream terraces. "The areas are underlain in 
places by loose sand or by limestone bedrock. The avail- 
able moisture capacity is moderate, and runoff is very 
rapid on the steep slopes. Infiltration of water is slow. 
These soils are somewhat droughty, especially where the 
slopes face south or west. 

The soils of this unit are well suited to trees and to 
use for providing habitats for wildlife. If the wooded 
areas are well managed, good economic returns can be 
realized from them. Also, little water runs off wooded 
areas. Where the soils are kept in trees, minimum damage 
from overwash and flooding occurs in the valleys below. 

Fencing the wooded areas and protecting them from 
grazing will allow the natural restocking of young trees, 
and it allows the underbrush to make a dense growth. As 
a result, the areas are greatly improved for wildlife 
habitats. 

Where these soils have not been disturbed, native hard- 
woods may be planted. Eroded sites and sites that were 
formerly cultivated but that have been abandoned for 
cultivation are suitable for planting pine trees. Planta- 
Dons of pines stabilize the raw edges of the terraces. 
They conserve water by reducing runoff, in addition to 
providing merchantable timber products. 


CAPABILITY UNIT VIIe-3 


The soils of this capability unit are moderately well 
drained and well drained and are moderately steep or 
steep. They are underlain by bedrock and are on sand- 
stone hills and on uplands capped by limestone. The 
available moisture capacity is low, and the hazard of 
further erosion is very severe. Runoff is very rapid, and 
little water infiltrates. These soils are droughty, especially 
where their slopes face south nnd west. 

The soils of this unit can be used for such permanent 
vegetation as trees, and they can also be used to provide 
food and cover for wildlife. In most places they are in 
permanent pasture or are wooded. The wooded areas 
need protection from fire and grazing, and this proteo- 
ton also improves the areas for wildlife habitats. Open 
areas where outcrops are common can be planted to pines 
or maintained for wildlife habitats. 


CAPABILITY UNIT VIIs-5 

The soils of this eapability unit are thin and gravelly, 
and they are underlain by coarse-textured, gravelly gla- 
cial till. The soils are on moraines and on gravelly knobs 
of glacial till plains. The available moisture capacity is 
low, and permeability is rapid. These soils are very 
droughty, and the hazard of water erosion is severe. ۸ 
good cover of plants is difficult to maintain. 

These soils are suitable for use as woodland and as 
habitats for wildlife. They can also be used for pasture. 
Yields are low, however, and a good sod is difficult to 
maintain, especially in the severely eroded spots. The 
wooded areas need protection from fire and grazing. Such 
protection allows young trees and shrubs to regenerate 
naturally, and it makes the areas more suitable for wild- 
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ture 1s seeded, and if enough lime and fertilizer are ap- 
plied. Barnyard manure can be added to increase the 
supply of plant nutrients. 

Wooded areas of this soil need protection from fire 
and grazing. Young trees and shrubs can regenerate nat- 
urally in protected areas, and a good supply of food and 
cover is produced for wildlife. The soil is better suited 
to plantations of pines than to hardwoods. The small 
amount of erosion that has taken place helps to make this 
soil highly suitable for the planting of trees. 


CAPABILITY UNIT VIs-3 


The soils of this capability unit are excessively drained, 
sloping, moderately deep or deep loamy sands or loamy 
fine sands. They are on uplands, stream terraces, and out- 
wash plains. ane moisture capacity is very low, 
permeability is very rapid, and natural fertility 1s very 
low. These soils are droughty and are susceptible to 
severe erosion. caused by wind and water. Sandstone bed- 
rock underlies the Boone soil; it is within 3 feet of the 
surface in some places. 

The soils of this unit are.not suited to cultivated crops. 
They can be kept in such permanent vegetation as 
meadow, pasture, or trees, and they can be used to pro- 
vide habitats for wildlife. Renovating the pastures no 
oftener than once in 5 years is beneficial. Topdressing 
with fertilizer each year may be substituted for renova- 
tion. Control of grazing helps to maintain a good sod and 
protects the soils from gullying. : 

"These . soils are not used extensively for permanent 
pasture. Abandoned fields, formerly used for crops but 
now idle because of low productivity, are suitable for 
planting trees. The soils are better suited to pines than to 
hardwoods. 


CAPABILITY UNIT Vis-5 

This capability unit consists of thin, gravelly soils that 
are underlain by gravelly glacial drift. The soils nre 
sloping to moderately steep and are on hilly uplands. 
They have low or moderate available moisture capacity 
and moderate or rapid permeability. These soils are very 
droughty. They are susceptible to moderate or severe ero- 
sion, and most of the areas are already eroded. A good 
cover of plants is difficult to maintain. 

These soils can be used for meadow, pasture, or trees, 
and they are suitable for providing habitats for wildlife. 
Where the areas are used to produce forage, controlled 
grazing and renovation once every 5 years will help to 
maintain a good cover of sod. Topdressing with fertilizer 
each year can be substituted for renovation. The mod- 
erately steep areas are suitable for only limited grazing 
and production of forage. 

The wooded areas need protection from fire and graz- 
ing. Such protection allows trees and shrubs to regenerate 
naturally, and it is favorable for providing food and 
cover for wildlife. Low-producing pastures or meadows, 
especially those in steep areas, give greater long-range re- 
turns if they are planted to pines. 


CAPABILITY UNIT ۷۲۲-1 


The soils of this capability unit are moderately deep 
or deep, well drained, and loamy or silty. The Dubuque 
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soil, and of applying large amounts of phosphate and 
potash. For alfalfa, especially alfalfa grown in long rota- 
tions, it includes (1) adding lime according to the needs 
indicated by the results of soil tests, (2) planting varie- 
ties that are suited to the soil and that are resistant to 
wilt and to winterkill, (3) cutting at the right time so 
that two and sometimes three crops can be harvested 
during an average growing season, (4) allowing little 
or no grazing in fall, and (5) topdressing each fall with 
manure or a commercial fertilizer that is high in content 
of potassium and phosphorus and that also contains 
borax. Where a suitable cropping system is used, and 
where supplementary good management is practiced, 
high yields can be expected. 

For pasture, the same general management principles 
apply that apply to field crops. For the yields in the 
columns marked “Average,” farmers reseed their pas- 
tures infrequently or not at all and use only minimum 
amounts of lime and fertilizer. The “High” level of man- 
agement includes (1) using lime and the proper kinds of 
fertilizer in the amounts indicated by the results of soil 
tests, (2) reseeding with suitable grasses and legumes, 
principally alfalfa-brome; (3) preparing the seedbed 
carefully, (4) properly stocking the pastures and manag- 
ing grazing so that the pastures are not overgrazed, and 
(5) applying a fertilizer high 1n nitrogen on steep slopes 
seeded to bluegrass. In table 1 the yields shown for pas- 
ture on sandy or steep soils are for areas seeded to blue- 
grass and treated with a fertilizer high in nitrogen. 

The estimates for yields of pasture are given in ani- 
mal-unit-days. By animal-unit-days 1s meant the number 
of days during a normal growing season that 1 acre will 
provide grazing for an animal unit (one cow, horse, or 
steer; five hogs; or seven sheep) without injury to the 
pasture. 

The estimates given in table 1 can be used to check the 
adequacy of the present system of management. If the 
average ylelds for the past 5 to 10 years are less than 
those indicated for the specific soil, the management and 
cropping system should be examined carefully. 'The man- 
agement practices and cropping systems used should be 
compared with the suggestions given in the descriptions 
of capability units. By applying the practices suggested, 
yields can be increased. 

Past management influences the fertility of the soils. 
Misuse of a good sail over a period of years may lower 
productivity so much that the casual observer would be- 
lieve that the soil had little value for future use for 
crops. Knowledge of a badly damaged soil will help in 


‘determining what is needed to restore the soil to a high 


level of productivity. 

The estimates of yields can be used to determine which 
management practices will give the greatest net returns. 
By consulting the yield table to find the predicted aver- 
age yields and then turning to the section where the 
capability units are described, some idea about the needs 
for lime and fertilizer can be obtained. 

Even higher yields than those shown in table 1 nre 
possible. Many farmers can produce more corn than 100 
bushels per acre. To do so, however, would require that 
especially large amounts of fertilizer be applied and that 
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life. Áreas that are not now in trees are sultable for the 
planting of pines. 


CAPABILITY UNIT VIIs-9 


This capability unit consists of very droughty soils 
that are subject to severe erosion. Most of the soils are 
too steep for cultivation, but Alluvial land, sandy, is 
nearly level. It is subject to flooding and is too low in 
fertility to be used for field crops. 

The soils of this unit are suitable for use as woodland 
or for habitats for wildlife. The open areas are suitable 
for planting pines. Alluvial land, sandy, can be used for 
pasture to a limited extent, but it 1s subject to stream- 
bank erosion. 


CAPABILITY UNIT VIIIs-10 

Riverwash, the only mapping unit in this capability 
unit, consists of infertile soil material recently deposited 
by streams. In most places it occurs as sandbars in active 
streams or occupies the dry beds of intermittent streams. 
Because this land type is very droughty, subject to fre- 
quent, flooding and deposition, and infertile, little or no 
useful vegetation is produced. The areas are used only 
for wildlife or for recreational purposes. 


Predicted Yields 


Table 1 gives predicted long-term average yields per 
acre for each soil or miscellaneous land type in the 
county. The columns marked “Average” give yields to be 
expected under the kind of management most farmers 
were practicing at the time this soil survey was made. 
Those marked “High” give yields to be expected under 
the kind of management practiced by many of the farm- 
ers in the county. Future improvement in the varieties 
planted and in the methods of culture could increase the 
yields shown. 

For corn grown under average management, about 
12,000 plants of hybrid corn per acre are planted and about 
8 tons of barnyard manure and about 100 pounds of com- 
mercial fertilizer are applied as a starter. The seedbed 
is prepared in the usual manner. For oats or for seed- 
lings of alfalfa-brome grown under average management, 
about 100 to 200 pounds of a fertilizer high in content of 
phosphorus and potassium is generally applied. Only a 
minimum of lime is added, and no special practices are 
used in preparing the seedbed or in cultivating the soils. 
Hay is cut twice each year, and the field is grazed in fall. 

The management used to obtain the yields in the col- 
umns marked “High” is better than that used to obtain 
average yields. For corn, it includes (1) having the soils 
tested, (2) adding a large amount of manure, (3) apply- 
ing commercial fertilizer according to the needs of the 
crop to be grown, (4) adding lime in the amounts indi- 
cated by the results of soil tests, (5) growing from 12,000 
to 20,000 plants per acre, the greatest number of plants 
being grown on the best soils and the least number being 
grown on the less desirable soils, and (6) seeding, spray- 
img, and cultivating at the right time. 

For oats, the level of management needed for obtain- 
ing the yields given in the columns marked “High” con- 
sists of planting good seed of a variety suited to the 
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TABLE 1.—Predicted average acre yields of the principal field crops and pasture for the soils of the county under two levels 


of management 
[Absence of a yield figure indicates that the soil is not suited to the erop or that the crop is rarely grown] 
Corn (grain) | Corn (silage) Oats Alfalfa-brome hay Pasture ? 
Soils 
Average| High | Average) High | Average! High! | Average| High | Average Figh 
Animal- Animal- 

Bu. Bu. Tons Tons Bu. Bu. Tons Tons unit-days 3 | unii-days 3 
六 是 50 12 
Alluvial land, loamy, nearly level ٩22 50 70 11.0 13.0 40 50 1.8 3.0 95 135 
Alluvial land, loamy, gently sloping 5... 50 70 11.0 13. 0 40 50 18 3.0 95 135 
Alluvial land, sandy * 1.6 2.0 20 40 
Alluvial land, wet #_._---------------- 40 65 
Almena silt loam, 0 to 2 percent slopes 5. 60 95 9. 0 15. 0 50 70 2. 6 4.0 95 145 
Almena silt loam, 2 to 6 percent slopes 5. 60 95 9.0 18.0 50 70 2.5 4.0 95 145 
Almena silt loam, 2 to 6 percent slopes, 

moderately 9 - 0ب‎ 55 90 8.5 14. 5 45 65 2.3 3.8 90 140 
Antigo silt loam, 0 to 2 percent slopes. - - 60 80 11.0 15.0 50 80 2.5 3.2 85 120 
Antigo silt loam, 2 to 6 percent slopes. - - 60 80 11, 0 15.0 50 80 2.5 3.2 85 120 
Antigo silt loam, 2 to 6 percent slopes, 55 75 10, 0 14.0 45 75 2.3 3.0 80 115 

moderately eroded..-..------------- 

Arenzville silt loam 1...--..----------- 65 | 105 10, 0 14. 0 50 62 2.8 3.5 110 | 145 
Arland loam, 2 to 6 percent slopes..---- 50 75 11,0 13.0 45 60 2. 0 3. 2 70 | 115 
Arland loam, 6 to 12 percent slopes, | 

moderately eroded ...-------------- 40 65 9.0 11.0 85 | 50 1.5 2.8 60 100 
Auburndale silt loam 4.....------------ 50 | 90 8.0 11. 0 45 OO: edad 4.0 80 130 
Boone loamy fine sand, 2 to 6 percent 

slopes, 6006 nooo 30 45 4.0 7.0 20 35 1 1.8 35 60 
Boone loamy fine sand, 6 to 12 percent 

slopes, onodod 2:21 ee یت ذهو سس ات‎ A A eaa او یبد دبک‎ .8 1.4 20 40 
Boone fine sand, 12 to 35 percent slopes, 

APA A A ات مسرت مو ےوہ کی بت هب‎ əl cmm A lee ee جات شنت‎ tee 
Burkhardt loam, 0 to 2 percent slopes... 45 70 9.0 12. 0 40 60 1.7 2.2 65 95 
Burkhardt sandy loam, 0 to 2 percent | 

slopes.......---------------------- 40 65 8.0 11. 0 35 55 16 2.2 60 | 90 
Burkhardt sandy loam, 2 to 6 percent 

AAA a 40 | 65 8.0 11, 0 35 55 15 2.1 60 90 
Chaseburg silt loam, 0 to 2 percent 

slopes4 شرب ات جات کات‎ dan eu ات‎ S 70 105 11, ۵ 15, 0 55 65 3.0 4.0 110 145 
Chaseburg silt loam, 2 to 6 percent 

slopes. ə an ل‎ 65 100 11.0 15.0 55 65 3.0 3.5 105 140 
Chetek sandy loam, 2 to 6 percent slopes- 40 65 8.0 11, 0 35 55 1.5 2.1 55 90 
Chetek sandy loam, 12 to 20 percent 

slopes, moderately eroded....--------İ--------İ--------1--------İ-----.--İ....----1-------- 1.0 1.8 42 75 
Clyde silt loam 5....------.-..--------- 55 95 9.0 15.0 45 و‎ 0 4.0 100 145 
Dakota loam, 0 to 2 percent slopes... 60 80 10.5 13,5 45 55 2.5 3.2 85 120 
Dakota loam, 2 to 6 percent slopes______ 60 80 10.5 13.0 45 58 2.5 3.2 85 120 
Dakota loam, 6 to 12 percent slopes, 

moderately eroded.....------.------ 50 70 9.0 11.5 40 50 2.0 3.0 80 110 
Dakota loam, loamy substratum, 0 to 2 

percent slopes.....-...-..---------- 60 100 11.0 15.0 55 70 2.8 4.0 95 130 
Dakota loam, loamy substratum, 2 to 6 

percent slopes. ...----------------- 60 100 11.0 14.5 55 70 2.8 4.0 95 130 
Dakota loam, rock substratum, 0 to 2 

percent slopes....------------.----- 60 80 10.5 13.5 45 55 2.5 3.2 85 120 
Dakota loam, rock substratum, 2 to 6 

percent slopes, eroded.....--....---- 55 75 10, 0 12.5 40 50 23 3,0 80 110 
Dakota sandy loam, 0 to 2 percent slopes- 45 75 9.0 12.0 40 50 2.2 3.0 80 115 
Dakota sandy loam, 2 to 6 percent slopes. 45 75 8.5 11.5 40 50 2. 1 3.0 80 115 
Derinda silt loam, 0 to 2 percent slopes. 55 80 9.5 13. 5 50 65 2.5 4.0 90 125 
Derinda silt loam, 2 to 6 percent slopes. 55 80 9.0 13.0 50 65 2.5 4.0 85 120 
Derinda silt loam, 2 to 6 percent slopes, 

moderately eroded_....--.---------- 50 80 8.5 12. 5 45 65 2.8 3.6 85 120 
Derinda silt loam, 6 to 12 percent slopes... 50 75 8.5 12. 5 40 60 2.1 3.2 80 115 
Derinda silt loam, 6 to 12 percent slopes, 

moderately eroded.-.--------------- 45 70 8.0 12,0 40 55 2.0 3.0 75 115 
Derinda silt loam, 12 to 20 percent slopes_|--------|------~--|--------|--------|-------- 53 1.9 2.8 70 110 
Derinda silt loam, 12 to 20 percent | 

rica .1. 8 2.6 65 105‏ تھے ا ا هه مہرد ےا دہ وو دد أده وہس جج مات جہ وسر ای یم slopes, moderately eroded......‏ 
Derinda silt loam, 20 to 30 percent slopes.l..-..-.---İ--------1--------1-------- 35 45 1.7 2.4 60 100‏ 
Derinda silt loam, acid variant, 6 to 12 |‏ 

percent slopes, moderately eroded_____ 35 55 6 | 10 35 50 1.6 2. 6 75 100 
Derinda silt loam, acid variant, 12 to 20 

percent.slopes, AAA =. A SR | وس تن‎ 1.4 2,2 60 90 


Set footnotes at end of table. 


27 


PIERCE COUNTY, WISCONSIN 


TABLE 1.— Predicted average acre yields of the principal field crops and pasture for the soils of the county under two levels 
of management—Continued 


Pasture ? 


Average, High 
الي الت‎ 
90 125 
100 140 
100 140 
90 135 
95 140 
95 140 
95 140 
90 135 
90 135 
80 125 
75 115 
75 115 
70 110 
60 80 
75 120 
65 115 
55 110 
80 125 
75 125 
75 120 
70 115 
65 105 
:60 100 
60 90 
55 85 
70 110 
65 105 
60 100 
60 100 
55 90 
55 85 
70 110 
60 100 
55 05 
50 85 
70 110 
55 95 


High 
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Alfalfa-brome hay 


Average 
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Oats 
Average) High! 
Bu. 
50 60 
55 70 
50 70 
45 65 
50 65 
50 65 
50 65 
50 60 
45 55 
40 50 
40 50 
40 50 
35 45 
45 60 
40 55 
40 55 
40 50 
40 55 
35 50 


Corn (silage) 


High 
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Corn (grain) 


Average | High 
Bu. Bu 
60 80 
65 105 
65 105 
60 95 
60 95 
60 95 
55 95 
55 90 
50 85 
50 80 
45 75 
45 80 
40 75 
50 75 
45 70 
45 70 
40 65 
45 70 
40 65 


Soils 


Dickinson fine sandy loam, 2 to 6 percent . 
slopes, moderately 8 ۳ 
Downs silt loam, 2 to 6 percent slopes... 
Downs silt loam, 2 to 6 percent slopes, 
moderately eroded....--.----..--.-- 
Downs silt loam, 6 to 12 percent slopes, 
moderately eroded. .-.-.------------ 
Dubuque silt loam, 0 to 2 percent slopes. - 
Dubuque silt loam, 2 to 6 percent slopes. _ 
Dubuque silt loam, 2 to 6 percent slopes, 
moderately eroded uu 
Dubuque silt loam, 6 to 12 percent slopes. 
Dubuque silt loam, 6 to 12 percent slopes, 
moderately eroded------------------ 
Dubuque silt loam, 12 to 20 percent 
Slopes code iaa 
Dubuque silt loam, 12 to 20 percent 
slopes, moderately eroded__-_-------- 
Dubuque silt loam, 20 to 30 percent 
alopüs- eoru ادك‎ ola 
Dubuque silt loam, 20 to 30 percent 
slopes, moderately eroded....-------- 
Dubuque silt loam, 30 to 40 percent 
GITE ENS 
Dubuque soils, 2 to 6 percent slopes, 
severely eroded....-.--------------- 
Dubuque soils, 6 to 12 percent slopes, 
severely eroded___.___--.----------- 
Dubuque soils, 12 to 20 percent slopes, 
severely eroded__.------------------ 
Dunbarton silt loam, 2 to 6 percent 
2001077 7777 موت لدت تسعد وود‎ ee 
Dunbarton silt loam, 2 to 6 percent 
slopes, moderately eroded_...-------- 
Dunbarton silt loam, 6 to 12 percent 
EIERE nas 
Dunbarton silt loam, 6 to 12 percent 
slopes, moderately eroded....-------- 
Dunbarton silt loam, 12 to 20 percent 
810108632 ee EE E 
Dunbarton silt loam, 12 to 20 percent 
slopes, moderately eroded___.-------- 
Dunbarton silt loam, 20 to 30 percent 
BODES a SS تع‎ Deco ciem 
Dunbarton silt loam, 20 to 30 percent 
slopes, moderately eroded 0 
Dunbarton complex, 6 to 12 percent 
3100832 سداد كاسع‎ A 
Dunbarton complex, 6 to 12 percent 
slopes, moderately eroded 2-2 
Dunbarton complex, 12 to 20 percent 


Dunbarton complex, 12 to 20 percent 
slopes, moderately eroded....-------- 
Dunbarton complex, 20 to 30 percent 
OPES وم و ا که سا‎ desa dos 
Dunbarton complex, 20 to 30 percent 
slopes, moderately eroded....-------- 
Edith soils, 6 to 12 percent slopes, 
670815861 e بح كط‎ ane بحا مث ده‎ — 
Edith soils, 12 to 20 percent slopes... 
Edith soils, 12 to 20 percent slopes, mod- 
erately eroded......-.---.----------- 
Edith soils, 20 to 30 percent slopes... 
Edith-Wykoff soils, 6 to 12 percent 
slopes, eroded. دمن لسع ہے ےا سے‎ ee məkə 
Edith-Wykoff soils, 12 to 20 percent 


۳ ی ۶۶,۶ 99 9 9 .-' ھی 
See footnotes at end of table,‏ 
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TABLE 1.—Predicted average acre yields of the principal field crops and pasture for the soils of the county under two levels 
of management—Continued 


Soch Corn (grain) Corn (silage) Oats Alfalfa-brome hay Pasture ? 
oil 
Average) High | Averagel High | Average) High! | Average! High | Average) High 
Animal- Animal- 
Bu, Bu. Tons Tons Bu. Bu. 0 1 17 3 ite 
Edith-Wykoff soils, 12 to 20 percent R Ge AT E 
slopes, severely eroded القند ده ادكه كه ده | ده مده دك عض هه‎ A ue əl o کک‎ us 50 85 
Edith-Wykoff soils, 20 to 30 percent | | 
EE E | ی‎ EE | بای ی‎ E E 45 75 
Fayette silt loam, benches, 0 to 2 percent | | 
dc —Á——À— 65 105 11.0 13.0 55 70 3.0 4.0 95 130 
Fayette silt loam, benches, 2 to 6 percent 
Mo sms 65 105 10.5 13.0 55 70 3.0 4.0 95 130 
Fayette silt loam, benches, 6 to 12 per- 1 
cent slopes, moderately eroded. ...... 58 95 9.0 11.0 45 55 2.6 8.8 80 125 
Floyd silt loam, 2 to 6 percent slopes. ۔‎ 60 90 10.0 13. 0 45 60 2.0 4.0 110 145 
Freeon silt loam, 2 to 6 percent slopes, | 
moderately eroded. ...-------------- 55 85 10.5 13.0 60 80 2.6 4.0 105 135 
Freeon silt loam, 6 to 12 percent slopes, 
moderately eroded..-.-------------- 50 80 9.0 11.5 55 75 2.5 4.0 100 135 
Freer silt loam سم سا سد مد سال پاپ سے سپ ہے سے سے ٹا‎ 50 70 9.0 15.0 50 SO | ea 4.0 95 130 
Gale silt loam, 2 to 6 percent slopes....- 60 85 10.0 13.0 50 70 2.8 3.2 75 115 
Gale silt loam, 2 to 6 percent slopes, i 
moderately eroded. ...-.------------ 55 80 9.5 13.0 45 70 2.6 3.5 75 115 
Gale silt loam, 6 to 12 percent slopes, 
eroded دياه د مد عدت‎ ms کو عد‎ ccm een 50 75 8.5 11.0 40 65 2.2 3.0 70 105 
Gale silt loam, 12 to 20 percent slopes, ۱ 
moderately eroded 9 90 40 60 8.0 10,0 35 55 1.8 2,4 65 100 
Gale silt loam, thin solum variant, 6 to 
12 percent slopes, eroded......-.---- 40 65 7.0 11.0 35 50 1.8 2.6 70 110 
Gale silt loam, thin solum variant, 12 to 
20:percent AAA A A A E o پہچووکواد او‎ 1.6 2.4 65 100 
Gale silt loam, thin solum variant, 12 to 
20 percent slopes, moderately eroded__|__..___.]-.------|--------|--------|--------|-------- 14 2.0 60 80 
Gale silt loam, thin solum variant, 20 to 
30 percent OPE aa ass aaa O ذه ده مكمه ا سب یس‎ | A عمد مس‎ AA 50 70 
Halder loam, 0 to 2 percent slopes5..... 50 ER 8.0 14.0 50 70 2.0 3.5 100 135 
Halder loam, sandy substratum, 0 to 3 
percent slopes---------------------- 45 80 8.0 14.0 45 65 2. 6 8.5 70 110 
Heseh fine sandy loam, loamy sub- i 
stratum, 2 to 6 percent slopes, mod- 
erately eroded__---.---------------- 50 75 9.0 12,0 45 55 2.4 3.0 75 115 
Desch fine sandy loam, loamy substra- | 
tum, 6 to 12 percent slopes, moder- 
ately eroded. اس سا د رسد‎ sz sm وھ‎ 45 65 8.0 11.0 40 50 2.2 2.8 65 105 
Heseh fine sandy loam, loamy substra- D 
tum, 12 to 20 percent slopes, eroded. __ 35 55 7.0 10.0 30 A0 1.6 2.4 60 95 
Desch loam, loamy substratum, 2 to 6 
percent slopes_______._ 60 100 11.0 14.5 55 70 3.0 4.0 95 130 
Hesch loam, loamy substratum, 2 to 6 : 1 
percent slopes, moderately eroded..... 55 95 10.5 14.0 50 65 2.8 3.8 90 120 
Desch loam, loamy substratum, 6 to 12 j 
percent slopes, moderately eroded_____ 50 85 9.5 13. 0 40 60 2.6 3.4 80 115 
Desch loam, loamy substratum, 12 to 20 E 
percent slopes, moderately eroded____- 45 75 8.0 12. 0 35 55 2.4 3.0 75 110 
Hixton fine sandy loam, 6 to 12 percent di 
slopes, moderately eroded............ 40 65 7.0 10.0 35 45 1.6 2.4 60 90 
Hixton fine sandy loam, 12 to 20 per- 
cent slopes, moderately eroded- | تسد دده لت سس‎ oo 1.2 2.2 50 80 
Hixton fine sandy loam, loamy sub- 
stratum, 2 to 6 percent slopes...--.-- 55 75 9.5 12.5 45 55 2.4 3.0 80 120 
Hixton fine sandy loam, loamy sub- 
stratum, 2 to 6 percent slopes, moder- 
ately eroded. دواد داوب ده وا مج سے‎ E 50 75 9.0 12.0 45 55 2.3 3.0 75 115 
Hixton fine sandy loam, loamy sub- 
stratum, 6 to 12 percent slopes. ______ 50 70 8.5 11.5 40 55 2.2 2.9 65 105 
Hixton fine sandy loam, loamy sub- : 
stratum, 6 to 12 percent slopes, mod- 
erately eroded___..----------------- 45 05 8.0 11.0 40 50 2.0 2.8 65 100 
Hixton fine sandy loam, loamy sub- 
stratum, 12 to 20 percent slopes______ 40 60 7.5 10.5 35 45 1.8 2.6 60 100 


See footnotes at end of table. 
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soils of the county under two levels 
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Average 
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PIERCE COUNTY, WISCONSIN 


TABLE 1.—Predicted average acre yields of the principal field crops and pasture for the 
of management—Continued 


Oats 
Average | High" 
Bu. Bu. 

30 40 
55 70 
45 60 
35| 50 
45 55 
40 50 
30 40 
50 65 
50 65 
50 65 
50 75 
50 75 
50 75 
50 75 
45 70 
35 60 
35 55 
40 50 
30 40 
40 55 
60 75 
55 75 
50 75 
45 70 
55 70 
50 70 
50 65 
45 65 
40 60 
35 55 
25 35 
25 35 
20 30 
60 75 
60 75 
50 65 


- 
E d SS نو‎ 
e o oon o © D où a ONO NO O c 


Corn (silage) 


High 


Tons 


- 
o o «c‏ و هو و هه هت حاتت 


= 
d ot 
O o © © o Oc x oo o 


Average 


Tons 


En SNS aASooS c ei c e 


O O ao e‏ ال یت 


Corn (grain) 
Average| High 
Bu. | Bu. 
35 55 
| 60 100 
50 85 
45 T5 
55 75 
45 65 
35 55 
50 85 
50 85 
50 85 
55 85 
55 80 
55 80 
55 80 
50 75 
40 70 
40 65 
45 70 
35 65 
50 | 95 
70 95 
65 95 
60 85 
55 80 
65 100 
60 100 
60 100 
55 100 
50 95 
45 90 
25 40 
25 40 
20 35 
70 105 
70 105 
60 95 


Soils 


Hixton fine sandy loam, loamy sub- 
Stratum, 12 to 20 percent slopes, mod- 
erately eroded....-..--------------- 

Hixton fine sandy loam, loumy substra- 
tum, 20 to 30 percent slopes... 

Hixton loam, loamy substratum, 2 to 6 

. percent slopes. ..--.---------------- 

Hixton loam, loamy substratum, 6 to 12 
percent slopes, moderately eroded... 

Hixton loam, loamy substratum, 12 to 20 
percent slopes, eroded. -------------- 

Lamont very fine sandy loam, 2 to 6 per- 
cent slopes, moderately eroded........ 

Lamont very fine sandy loam, 6 to 12 per- 
cent slopes, moderately eroded... 

Lamont very fine sandy loam, 12 to 20 

. percent slopes, moderately eroded----- 

Lawler loam, 0 to 3 percent slopes 5... 

Lawler silt loam, 0 to 2 percent slopes 5... 

Lawler silt loam, 2 to 6 percent slopes 5... 

Meridian loam, 0 to 2 percent slopes... 

Meridian loam, 2 to 6 percent slopes..-- 

Onamia loam, 0 to 2 percent slopes- ---- 

Onamia loam, 2 to 6 percent slopes_ — 

Onamia loam, 2 to 6 percent slopes, 
moderately eroded. 8 0 

Onamia loam, 6 to 12 percent slopes, 
moderately eroded.....------------- 

Onamia loam, 12 to 20 percent slopes, 
moderately eroded__.... 2 2 

Onamia sandy loam, 2 to 6 percent slopes. 

Onamia sandy loam, 6 to 12 percent 
slopes, moderately eroded..-........- 

Orion silt loum #22... a 

Ostrander silt loam, 0 to 2 percent slopes- 

Ostrander silt loam, 2 to 6 percent slopes. 

Ostrander silt loam, 2 to 6 percent slopes, 


moderately eroded...-.-.---.--.---- 
Ostrander silt loam, 6 to 12 percent 
slopes, moderately eroded------------ 


Otterholt silt loam, 2 to 6 percent slopes. - 

Otterholt silt loam, 2 to 6 percent slopes,, 
moderately eroded...-.------------- 

Otterholt silt loam, 6 to 12 percent 


moderately eroded..-..------------- 
Otterholt silt loam, 6 to 12 percent slopes, 
severely eroded ...------------------ 
Otterholt silt loam, 12 to 20 percent 
slopes, moderately erodecd------------ 
Plainfield loamy sand, 0 to 2 percent 
le 
Plainfield loamy sand, 2 to 6 percent 


slopes 
Plainfield loamy sand, 2 to 6 percent 


slopes, erudodu — 
Plainfield loamy sand, 6 to 12 percent 
818308 نے‎ 2 ——— 


Plainfield loamy sand, 6 to 12 percent 
Slopes; o AA 
Port Byron silt loam, 0 to 2 percent 
du e e STEE 
Port Byron silt loam, 2 to 6 percent 
Ge 
Port Byron silt loam, 6 to 12 percent 
slopes, moderately etroded. 0 


See footnotes at end of table. 
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TABLE 1.—Predicted average acre yields of the principal field crops and pasture for the soils of the county under two levels 
of management—Continued 


Pasture 2 


High 


Animal- 
unit-days 3 
135 


130 


Average 


Animal- 
unit-days 3 
90 


Alfalfa-brome hayli 


Average, High 
Tons Tons 

2.8 . 0 
2. 6 3.8 
2. 4 3. 6 
3.0 4.0 
2.8 4.0 
2. 0 3.8 
2.6 3.8 
2.4 3.6 
2.0 3.2 
2.2 3.2 
2.0 3.0 
1.6 2.5 
2.3 3.0 
1.8 2.6 
1.7 2.3 

2:01 8.6 
2.2 3.0 
3.0 4.0 
3.0 4. 0 

۳ Á 4.0 
2.8 4.0 
2.6 3.8 
2.4 3.6 
2.0 4. 0 
2.0 4.0 
1.8 3.8 
1.8 3.8 
16 3.6 
2.2 3.4 
2.0 3.2 
1.8 2.8 
1.6 2.6 
2.0 3.5 
3.0 4.0 
2.8 3.7 
2.8 3.6 
2.6 3.4 
2.4 3.2 
2.4 3.0 


Oats 
Averagel High! 
Bu. Bu 
55 75 
50 75 
45 70 
60 75 
55 75 
55 75 
50 70 
45 70 
35 65 
40 65 
35. 60 
40 55 
35 "45 
30 | 40 
270 501 70 
40 60 
55 TÜ 
55 65 
45 60 
55 75 
50 70 
45 65 
50 80 
50 80 
45 75 
45 70 
40 65 
45 60 
40 55 
50 65 
55 70 
50 70 
50 65 
45 60 
40 50 
40 55 


Corn (silage) 


Average| High 


HO ond © 


o oor - 


ONO o mon o o © 
e Gua a oon 


a o كن‎ 


or 


Corn (grain) 


High 


Average 


Soils 


Racine silt loam, 2 to 6 percent slopes___ 
Racine silt loam, 2 to 6 percent slopes, 
moderately eroded 
Racine silt loam, 6 to 12 percent slopes, 
moderately eroded_.---------------- 
Renova silt loam, 0 to 2 percent slopes_- 
Renova silt loam, 2 to 6 percent slopes. - 
Renova silt loam, 
moderately eroded 
Renova silt loam, 6 to 12 percent slopes. 
Renova silt loam, 6 to 12 percent slopes, 
moderately eroded. ua 
Renova silt loam, 
severely eroded 
Renova silt loam, 
Renova silt loam, 12 to 20 percent s 
moderately eroded------------ 
Renova silt loam, 12 to 20 percent s 
severely 00000 
Renova fine sandy loam, sandy variant, 


0 2 
o6 


12 to 20 percent slopes. 
opes, 


| 


6 to 12 percent slopes, eroded- .------ 
Renova fine sandy loam, sandy variant, 
12 to 20 percent slopes, eroded 
Riverwash 
Rockton complex, 2 to 6 percent slopes. - 
Rockton complex, 6 to 12 percent slopes, 
moderntely eroded 
Rozetta silt loam, benches, 0 to 2 per- 
55.0..77777777:757775 
Rozetta silt loam, benches, 2 to 6 per- 
Cent slopes ¿soe sem per 
Sable silt loam 5 
Santiago silt loam, 2 to 6 percent slopes. - 
Santiago silt loam, 2 to 6 percent slopes, 
moderately erodod.----------------- 
Santiago silt loam, 6 to 12 percent slopes, 
moderately eroded 
Sargeant silt loam, 0 to 2 percent slopes +- 
Sargeant silt loam, 2 to 6 percent slopes ٩- 
Sargeant silt loam, 2 to 6 percent slopes, 


moderately ۳ص‎ 
Sargeant silt loam, 6 to 12 percent 
ee 


Sargeant silt loam, 
moderately eroded 


Sehapville silt lou, 6 to 12 percent 
A ————— 
Schapville silt loam, 6 to 12 percent 


slopes, moderately eroded 
Schapville silt loam, 12 to 20 percent 
slopes, moderately erode4....-------- 
Schapville silt loam, 20 to 30 percent 
slopes, eroded 
Schapville silt loam, wet subsoil variant, 
2 to 6 percent slopes, eroded * 
Seaton silt loam, 2 to 6 percent slopes... 
Seaton silt loam, 2 to 6 percent slopes, 
moderately eroded_...-------------- 
Seaton silt loam, 6 to 12 percent slopes... 
Seaton silt loam, 6 to 12 percent slopes, 
moderately eroded 
Seaton silt loam, 6 to 12 perecnt slopes, 
severely eroded___-----------.------ 
Seaton silt loam, 12 to 20 percent slopes. - 


Sec footnotes at end of table, 
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soils of the county under two levels 


Alfalfa-brome hay Pasture ? 
Average | High | Average | High 
Aminal- Animal- 
"Tons Tons unit-days 3 | unit-days 3 
2.2 2.8 80 120 
2.0 2.7 70 115 
2.2 2.8 75 110 
2.0 2.6 70 110 
2.4 3.5 80 110 
2.2 3.4 75 105 
2.0 3.1 70 100 
LO 2.6 65 90 
1.2 1535 40 65 
1.2 1.85 40 65 
Tor 1.4 35 55 
1.0 1,2 30 45 
3.0 4.0 90 135 
3.0 4.0 90 135 
2.8 3.7 85 130 
2.6 3.4 80 120 
2.0 4.0 90 130 
2.8 3.8 80 120 
2.6 3.6 75 115 
1.5 2.0 50 58 
^ $0| | 27] ` 115 | — 150 
2.6 4.0 85 130 
2.4 3.8 SO 125 
2.3 3.6 75 120 
2.2 3.5 65 115 
3.0 4.0 90 130 
2.8 8. 8 85 125 
2.8 3.8 80 120 
2.8 3.8 80 51 
2.6 3.6 75 112 
2.4 3.4 75 115 
2.2 3,2 70 110 
2.2 3.2 70 105 
2.0 3.0 65 100 
1.8 2:8 60 90 
1.9 3.0 60 90 
1.8 .8 55 85 
3.0 3.7 115 150 
2.6 3.5 70 110 
2,5 3.-3 70 105 
2.3 3.1 70 100 
2.1 3.0 65 95 
1.9 2.8 60 90 


PIERCE COUNTY, WISCONSIN 


TABLE 1.—Predicted average acre yields of the principal field crops and pasture for the 
of management—Continued 


| Oats 
Average | High! 
Bu. Bu. 
40 50 
35 50 
45 65 
45 65 
40 60 
30! 40 
30 40 
25 35 
mE 85 | 65. 
55 65 
50 65 
45 60 


High 


Corn (silage) 


Average 


a 


grain) 


High 


Bu. 


Corn 


Average 


Bu. 


Soils 


Seaton silt loam, 12 to 20 percent slopes, 
moderately eroded......--.--------- 
Seaton silt loam, 12 to 20 percent slopes, 
severely eroded- ماس مات‎ ea Sa 
Seaton silt loam, 20 to 30 percent slopes. - 
Seaton silt loam, 20 to 30 percent slopes, . 
moderately eroded. 22... 
Sogn-Rockton loams, 0 to 2 percent 


EE 
Sogn-Rockton loams, 2 to 6 percent 
Slopes: RR 
Sogn-Roekton loams, 6 to 12 percent 


slopes, moderately eroded............ 
Sogn-Rockton loams, 12 to 20 percent 
slopes, moderately eroded............ 
Sparta loamy sand, 0 to 2 percent slopes. 
Sparta loamy sand, 2 to 6 percent slopes. ۔‎ 
Sparta loamy sand, 2 to 6 percent slopes, 
316 610۵ MR ee eee NN 
nr M "EET 
Spencer silt loam, 0 to 2 percent slopes... 
Spencer silt loam, 2 to 6 percent slopes. _ 
Spencer silt loam, 2 to 6 percent slopes, 
moderately eroded.....-.---------.- 
Spencer silt loam, 6 to 12 percent slopes, 
moderately eroded.....-..---.--.--. 
Steep stony and rocky land............. 
Stronghurst silt loam, benches, 0 to 2 per- 
cent slopes. debi cena ico ii di 


Terrace escarpments, loamy 
Terrace escarpments, sandy 
0) ندع مد دم‎ 
Vlasaty silt loam, 2 to 6 percent slopes. _ 
Vlasaty silt lonm, 2 to 6 percent slopes, 
moderately eroded......----..------ 
Vlasaty silt loam, 6 to 12 percent slopes. _ 
Vlasaty silt loam, 6 to 12 percent slopes, 
moderately eroded.....-..----.--..- 
Waukegan silt loam, 0 to 2 percent slopes. 
Waukegan silt loam, 2 to 6 percent slopes. 
Whalan silt loam, 0 to 2 percent slopes. - 
Whalan silt loam, 2 to 6 percent slopes. - 
Whalan silt loam, 2 to 6 percent slopes, 
moderately eroded....-...---..----- 
Whalan silt loam, 6 to 12 percent slopes. 
Whalan silt loam, 6 to 12 percent slopes, 
moderately eroded....-.------------ 
Whalan silt loam, 12 to 20 percent slopes. 
Whalan silt loam, 12 to 20 percent slopes, 
moderately eroded....--.-----..--.- 
Whalan silt loam, 12 to 20 percent slopes, 
severely eroded_..___ 
Whalan silt loam, 20 to 30 percent slopes. 
Whalan silt loam, 20 to 30 percent slopes, 
moderately eroded.........-----2--- 
Worthen silt loam.......-.------------ 
Wykoff loam, 2 to 6 percent slopeés_____. 
Wykoff loam, 2 to 6 percent slopes, 
moderately یی‎ ۶ 
Wykoff loam, 6 to 12 percent slopes... 
VVykoff loam, 6 to 12 percent slopes, 
moderately eroded...-...----------- 
Wykoff loam, 6 to 12 


severely eroded.......--..-------- a 
See footnotes at end of table. 
261-370 —67. 3 
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TABLE 1.—Predicted average acre yields of the principal field. 


of management-—Continued 


ben Corn (grain) Corn (silage) Oats Alfalfa-brome hay Pasture 2 
oils 
Average] High | Averagel High |Average| High! | Average | High | Average High 
Animal- Animal- 
Bu, Bu, Tons Tons Bu. Bu. Tons Tons unit-days 3 | wuit-days 3 
Wykoff loam, 12 to 20 percent slopes... 40 70 9.0 12.0 35 55 2.8 5 9 
Wykoff loam, 12 to 20 percent slopes, 
moderately eroded. 40 65 8.0 11.0 35 55 1.8 2.6 55 85 
Wykoff loam, 12 to 20 percent slopes, 
severely AA E E E دكب دده ا‎ EE 1.6 2.4 50 80 
Wykoff silt loam, 2 to 6 percent slopes... 55 80 10.0 13.0 45 65 2.6 3.5 70 110 
VVykoff silt loam, 2 to 6 percent slopes, 
moderately eroded....-------------- 50 80 9.5 12.5 45 65 2.5 3.3 70 105 
Wykoff silt loam, 6 to 12 percent slopes, | 
BLOC oii اقم مع پا ماقم سی‎ 45 75 8.5 12.0 40 60 2.1 3.0 65 95 
| İ 


that provides 30 days of grazing for two cows has a carrying capacity 
of 60 animal-unit-days. ` 

1 Adequate drainage and protection from. overflow required for 
optimum yields. 

5 Management used to obtain high yields includes excellent 
drainage. 


planning the use of their soils. Soils that give similiar 
response to use and management have been grouped to- 
gether. In discussing these groups, the productivity of 
the soils and the various factors that affect management 
have been taken into consideration. Factors that affect 
management include hazards that influence the survival 
of seedlings, as well as the hazard of erosion, equipment 
limitations, the hazard of windthrow, species suitability, 
and the effects of soil-associated diseases, insects, and 
animals. 

The kind and quantity of wood products that can be 
grown in a given area largely determine the kind of 
management that is needed. Not all soils produce at the 
same rate; annual yields of timber may range from none 
to several hundred board feet per acre. Also, areas now 
producing hardwoods may or may not be suitable for 
pines. Soils on which trees of low value now grow, how- 
ever, may be good locations for more valuable species. 
"Therefore, it is important to learn as much as possible 
about the suitability of the soils for different kinds of 
trees. Information given in the descriptions of suitability 
groups ean be used along with other information in the 
soil survey to determine the kinds of trees that grow 
best on a given soil. It can also be used to determine the 
kind of management needed. 

Each suitability group is discussed in the pages that 
follow. For each group are named the hazards, equip- 
ment limitations, and species that should be favored in 
the stand or that should be used for planting. The groups 
have been numbered according to a statewide system. 
Groupings 2, 6 and 8 do not occur in Pierce County and 
are, therefore, not discussed. To find the names of the 
soils in any given group, refer to the *Guide to Map- 
ping Units" at the back of the soil survey. 

For each group, a site index rating is given for suit- 
able trees. Stated simply, site index refers to the average 
total height of the dominant trees in the stand at 50 
years of age. It is considered to be one of the best indi- 


1 Yields obtained where the most disease-resistant varieties of 
crops are planted and the weeds are controlled. 

2 Bluegrass and associated species. . 

3 Animal-unit-days is a term used to express the carrying capacity 
of pasture. It is the number of days the pasture is grazed during a 
single grazing season without injury to the sod. An acre of pasture 


careful management be used. The county agent or per- 
sonnel of the agricultural experiment station can be 
consulted about testing the soils and about the kinds and 
amounts of fertilizer and lime to apply. 


Woodland. Uses of the Soils * 


Originally, about 70 percent of the land area of Pierce 
County was wooded, but today, woodland occupies 
slightly less than 24 percent of the acreage. Many of the 
trees were cut, when logging became extensive during the 
period 1840-1850, and logging continued to be extensive 
from then until the turn of the century. It declined in 
importance after that, and it now makes up only a minor 
part of the economy of the county. At the present time, 
about two-thirds of the allowable cut is harvested each 

ear. 
i Commercial forests, mainly in farm woodlots, occupy 
approximately 89,600 acres in the county. Of this acreage, 
the stands on some 58,900 acres are poorly stocked. The 
soils that occupy about 3,400 acres are suitable for the 
planting of trees. 

Forest stands have deteriorated in this county, partly 
because of the practice of grazing wooded areas. About 
half of the acreage in woods has been subjected to inten- 
sive grazing, nnd this practice has seriously interfered 
with the regeneration of trees. Burning, a practice detri- 
mental to woodland, has been largely eliminated. In the 
present forests, saw logs, fuelwood, posts, pulpwood, and 
maple sirup are the main products. Not much pulpwood 
is harvested, however, because of the long distance to 
market. 


Woodland suitability groups 
The soils of Pierce County have been placed in wood- 
land suitability groups to assist owners of woodland in 


2 By ROBERT M. GREENLAW, woodland conservationist, Soil Con- 
servation Service. 


PIERCE COUNTY, WISCONSIN 33 


generally become established if an adequate supply of 
Seed is available. Scarifying the soils also increases the 
likelihood that oaks will reproduce adequately. 

Natural stands of white pine and of Norway pine are 
not common in this county. These trees grow well on the 
soils of this group, hovvever, if they are planted. Compe- 
tition from brush, grass, and weeds 1s severe unless ade- 
quate measures to control them are used. Scalping, fur- 
rowing, or clear tilling the site before the trees are 
planted reduces this competition. 

Herbicides can be used effectively in some places to 
control undesirable plants. In plantations of young pines, 
the grass should be controlled to reduce competition and 
to reduce the hazard of damage from field mice and 
other rodents. 

On the soils of group 1, stands of hardwoods can be 
managed for the production of saw timber or veneer of 
high quality. The more favorable sites, the coves and the 
slopes that face north or east for example, are well 
suited to maple, basswood, red onk, and white pine grown 
for timber. The less favorable exposures that face south 
and west are suitable for red oak. 

Planted hardwoods have generally been unsuccessful 
on these soils, but planted white pine, Norway pine, and 
white spruce grow well. Stands of aspen and paper birch 
growing on these soils should be clear cut at about 40 to 
45 years of age, and white pine, Norway pine, or white 
spruce should be planted in their place. The best species 
for farm windbreaks in this county are white pine, white 
spruce, and white-cedar. 

Frost, frost heaving, and drowning are slight hazards 
to establishing stands of trees on these soils. Heat and 
drought are minor hazards to trees planted on slopes 
that face north and east, but they are moderate hazards 
to trees planted on slopes that face sonth and west. 
Damage from insects is generally moderate, except in 
grassy areas, where white grubs may seriously damage 
the roots of trees. Locally, damping-off fungi sometimes 
damage seedlings of conifers, and white pine blister rust. 
is a hazard in some places where currants and goose- 
berries are prevalent. In some areas deer and rabbits 
cause severe damage to new seedlings. 

On the nearly level to moderately sloping soils, the 
hazards limiting the establishment and survival of seed- 
lings are drought, wetness, and competition from other 
plants. The hazards of drought and wetness are slight, 
but the hazard of competition from other plants is 
severe. Erosion is a slight hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are slight, and the hazard of 
windthrow is slight. The use of equipment is limited 
only by temporary wetness of the soils, caused by a large 
amount of rainfall or by thawing in spring. Heavy log- 
ging equipment may cause some damage to the soils 
through compaction. Logging in winter causes less dam- 
age to the soils and the timber than logging at other 
times, 

Maple, basswood, red oak, and white pine ate the 
species that should be favored in the present stands. White 
pine, Norway pine, and white spruce are the most 
favorable trees for planting. 

On the moderately sloping to very steep soils, the 
hazards limiting the establishment and survival of seed- 


cators of potential soil productivity. The site index of 
many of these soils was determined from measurements 
made by a team of foresters and soil scientists working 
together. Woodland sites suitable for measurements were 
not available for all of the soils. Where a woodland 
site was not available, similar soils were used for com- 
parison. For most of the groups, the normal range that 
might be expected in a group of soils is shown. To help 
in predicting productivity, these figures have been ap- 
plied to the best available tables of normal yields sup- 
plied by research foresters. 

Also discussed for each suitability group are the haz- 
ards of seedling mortality, or the loss of seedlings as re- 
lated to the kinds of soils; the risk of competition from 
undesirable plants; the limitations to the use of equip- 
ment; the hazards to seedlings from diseases, insects, or 
animals; and the hazards of windthrow and erosion. A 
rating of slight means that no special problems are rec- 
ognized, and that the use of the soils for trees would not 
be affected by that special hazard, except as indicated in 
the descriptions of the groups. A rating of ۵ 
means that the use of the soils for trees would be affected 
by the stated hazard, but not to the extent of precluding 
such use, and that ordinary management practices can 
be used to control the hazard. A. rating of severe means 
that the stated hazard makes it impractical to manage the 
Soils for trees, or that difficult or expensive practices are 
required for control of the hazard. Also discussed are 
the kinds of trees that grow best, on the soils of each 
group. 

WOODLAND SUITABILITY GROUP 1 

The soils of this group are moderately deep or deep, 
well drained or moderately well drained, and medium 
textured. Their slopes range from D to more than 12 per- 
cent. These soils have the highest potential for produc- 
tion of timber of any soils in the county. They are deep 
enough that roots develop well, and they have high 
moisture-supplying capacity, high fertility, and good 
internal drainage. Because these soils are desirable for 
agriculture, however, stands of timber generally occupy 
only small, isolated areas. 

The native vegetation on these soils was mainly north- 
ern red oak, maple, basswood, and white oak. Now, aspen, 
a pioneer species, generally grows in areas that have been 
burned over. Black oak generally grows on the upper- 
most eroded slopes and on the drier sites. 

The site index for red oaks growing on these soils 
ranges from 56 to 75. It is about the same on slopes that 
face north as on slopes that face south. Normally, the 
site index is higher on the middle and lower parts of 
the slopes than on the ridgetops. 

As a rule, hardwoods that grow on the soils of this 
group are tall and have well-formed stems. They produce 
saw logs and veneer of high quality. Eroded soils on the 
upper parts of the slopes are used mainly for producing 
posts and saw logs, but the saw logs are of poor quality. 

Regeneration of oak is difficult on these soils. Enough 
seed is normally produced for a good stand, but many 
of the seeds and seedlings are destroyed by rodents and 
insects. The acorn weevil is the most destructive agent. 
Sometimes, it damages as much as 90 percent of & crop 
of acorns, Oaks require much light. Maple, ash, elm, and 


basswood are more tolerant of shade than oaks. They. 
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as moderate to severe. Locally, oak wilt can be a severe 
problem, and occasionally, rodents are a moderate prob- 
lem. In some areas rabbits and deer are detrimental to 
young trees, especially to new plantations. 

On the soils that have slopes of less than 12 percent, 
the establishment and the survival of seedlings are 
limited by moderate hazards of drought and of competi- 
tion from other plants. Erosion is a severe hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are slight. Windthrow is a slight 
hazard. 

White pine, Norway pine, jack pine, and red oak are 
the species to favor in the stand. White pine and Norway 
pine are the most favorable trees for planting. 

On the soils that have slopes of more than 12 percent, 
moderate hazards of drought and of competition from 
other plants limit the establishment and survival of seed- 
lings, and there is a severe hazard of drought. The haz- 
ard of erosion is severe. 

Limitations to the use of equipment for planting trees 
and harvesting timber are moderate to severe. The haz- 
ard of windthrow is slight. 

White pine, Norway pine, jack pine, and red oak are 
the species to favor in the stand. White pine and Norway 
pine are the most favorable trees for planting. 


WOODLAND SUITABILITY GROUP 4 


The soils of this group are excessively drained. Trees 
growing on them are subject to drought. 

The native vegetation on these soils was mainly north- 
ern pin oak, jack pine, Norway pine, and white pine. 
Brush, grass, and weeds are common on the steep or 
eroded sites. 

Individual measurements of representative stands of 
oaks growing on these soils show that the site index 
ranges from 35 to 45, but that it is generally about 40. 
Mensurements of stands of pines indicate that the site 
index for pines is much higher than for oaks. The site 
index for Norway pine is 70 to 75, and the site index 
for jack pine is 60 to 65. Because the quality of the 
timber is poor and. yields are low, it is questionable 
whether oaks should be grown. The owner or manager 
of a stand of onks should seriously consider converting 
the stand to pine. 

The preferred species for planting is Norway pine on 
the less sloping and less eroded areas of these soils, and 
jack pine on the steeper slopes and in the eroded spots. 
White pine may be underplanted in poor stands of oak. 

Heat and drought are rated as moderate hazards that 
cause seedling mortality on the uneroded soils, and they 
are severe hazards in the eroded areas. Frost heaving is 
not likely to damage the plantations, and competition 
from other plants is generally not a serious problem. 
Tree diseases also are not a serious problem, but occa- 
sionally gophers may cause local damage. The principal 
insect pests are insect larvae that feed on the roots of 
the trees. 

Except for the limitations imposed by slope and occa- 
sional stoniness, there are practically no limitations to 
the use of equipment on these soils. Roads ought to be 
located on the contour or on the tops of ridges in the 
steeper areas, and they should be protected to keep water 
from concentrating. 
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lings are drought and competition from other plants. 'The 
hazard of drought is slight, but the hazard of compe- 
tition from other plants is severe. Erosion is a moderate 
hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are anoderate to severe on these 
soils. The hazard of windthrow is slight. The use of 
machinery for planting trees and the activities needed 
for controlling fies are limited by the moderate to very 
steep slopes. Where the slopes are steeper than 12 per- 
cent, logging roads and fire access lanes should be located 
on the ridges or on the contour. Skidding the logs uphill 
will make erosion a less serious hazard than if they are 
skidded downhill. 

Maple, basswood, red oak, and white pine are the 
species that should be favored in the present stands. 
White pine, Norway pine, and white spruce are the 
most favorable trees for planting. 

On the well drained or moderately well drained soils 
that formed in alluvium under forest, the hazards limit- 
ing the establishment and survival of seedlings are 
drought, wetness, and competition from other plants. 
The hazards of drought and wetness are slight, but the 
hazard of competition from other plants is severe. Ero- 
sion is a slight hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are moderate on the soils formed 
in alluvium. The hazard of windthrow is slight. 

Maple, basswood, red oak, and white pine are the 
species that should be favored in existing stands. White 
pine, white spruce, and Norway pine are the most favor- 
able trees for planüng. 


WOODLAND SUITABILITY GROUP 3 


Moderately deep and deep, moderately coarse textured 
soils, and deep, coarse-textured soils that have a sub- 
stratum finer textured than the material above it, make 
up this woodland suitability group. The soils are some- 
what excessively drained to moderately well drained. 

The natural stands on these soils consist of aspen, 
paper birch, Norway pine, white pine, black oak, and 
northern pin oak. The principal forest products are pulp- 
wood, fuelwood, and saw timber. 

These soils are poor for oaks (site index of 40 to 48). 
Generally, they are good for Norway pine (site index 
of 65 to 75), and they are also good for white pine, 
aspen, and jack pine. Where erosion is moderately severe, 
however, these soils are poor for all species except jack 
pine. They do have medium suitability for jack pine. 

Frost is of little danger to seedlings on these soils. 
Damage from heat or drought can be severe on the 
eroded soils and on the south-facing slopes, but it is 
likely to be moderate on the other sites. Competition from 
other plants is generally not a problem, except for a few 
patches of brush on the north-facing slopes. Except for 
occasional stoniness and the usual limitations of steep 
topography, there are no special limitations to the use of 
equipment for planting, harvesting of timber, or fire 
control. Normally, pines should be favored over hard- 
woods in managing the woodland in this county. 

The Zimmerman pine moth, the pine sawfly, which 
has been introduced, and white grubs are the main in- 
jurious insects. The hazard of damage by insects is rated 
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are made difficult in some places because access to the 
areas is limited. Harvesting timber when the soils are 
dry or frozen helps to avoid soil compaotion and erosion. 
Generally, roads are difficult to lay out and construct 
on the steeper slopes. Where feasible, roads should be 
built along ridge lines. 

On the soils that have slopes of less than 12 percent, 
the establishment and the survival of seedlings are 
limited by moderate hazards of drought and competition 
from other plants and also by a slight hazard of wetness. 
The hazard of erosion is slight. 

Limitations to the use of equipment for planting trees 
are slight, and limitations to the use of equipment for 
harvesting timber are moderate. The hazard of wind- 
throw is slight. 

Pine, red oak, sugar maple, and basswood are the 
species to favor in the present stands. White pine, Nor- 
way pine, and white spruce are suitable trees for 
planting. 

On the soils that have slopes steeper than 12 percent, 
the establishment and the survival of seedlings are 
limited by a moderate hazard of drought, a moderate to 
severe hazard of competition from other plants, and 
a slight hazard of wetness. Erosion is a moderate to 
severe hazard. Limitations to the use of equipment for 
planting trees and harvestng timber are moderate to 
severe. The hazard of windthrow is slight. 

Red oak and pine are the species to favor in the 
present stands. Norway pine is suitable for planting. 


WOODLAND SUITABILITY GROUP 7 


The soils of this group are medium textured to fine 
textured. They are somewhat poorly drained to very 
poorly drained. 

The native vegetation on these soils was mainly aspen 
and mixed hardwoods. The principal woodland products 
are saw timber and fuelwood. 

The quality of the site is generally medium for aspen 
and mixed hardwoods, medium for white pine, and good 
for balsam fir and white spruce. 

Many hazards limit the establishment and growth of 
trees on these soils. The hazard of drowning is moderate 
to severe. Surface drainage is needed in stands of young 
trees and in areas to be planted, but it may not be eco- 
nomically feasible. Competition from grasses, sedges, and 
brush is severe. . 

Blister rust is a serious hazard to white pine growing 
on these soils if gooseberries and currants are nearby. 
Root rot is common, and it constitutes a major hazard. 
Ín some areas rabbits and deer can cause serious damage 
to trees, especially to trees in new plantations. The haz- 
ard of windthrow is severe. Therefore, only mature and. 
defective trees should be removed when an area is logged, 
and a wind barrier should be left around the borders of 
the stand. Heat and drought are not likely to damage 
the trees, but frost is a hazard in some depressions. 

Using machinery to plant trees, harvest timber, and 
control fires is difficult. Logging ought to be done only 
in winter or in dry seasons. In other seasons the soils are 
wet, equipment is likely to bog down, and serious soil 
compaction may result. In most places erosion is not w 
hazard, but stones interfere with planting in some places. 

On these soils white pine, maple, and red oak are the 
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On the soils that have slopes of less than 12 percent, 
the establishment and the survival of seedlings are 
limited by a severe hazard of drought and a slight haz- 
ard of competition from other plants. Wind erosion is à 
moderate hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are slight. The hazard of wind- 
'throw is moderate. 

Norway pine, white pine, and jack pine are the species 
to favor in the stand. Norway pine and white pine are 
the most favorable trees for underplanting. 

On the soils that have slopes of more than 12 percent, 
the establishment and the survival of seedlings are 
limited by a severe hazard of drought and a slight haz- 
ard of competition from other plants. Erosion is a 
severe hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are moderate to severe, and the 
hazard of windthrow is moderate. 

Norway pine, white pine, and jack pine are the species 
to favor in the stand. Norway pine and white pine are 
suitable trees for underplanting. 


WOODLAND SUITABILITY GROUP 5 


The soils of this group are somewhat excessively 
drained, medium textured or moderately coarse textured, 
and shallow or moderately shallow over the underlying 
material. Their limited depth restriets the development 
of roots and limits the water-supplying capacity. 

The vegetation on these soils consists of aspen, dif- 
ferent kinds of oak, white pine, different kinds of hard- 
woods other than aspen and oak, and native grasses. 
Scrub oak, redcedar, grass, brush, and weeds grow in 
the eroded areas and on the drier sites. Saw logs and 
fuelwood are the principal woodland products. 

Measurements of trees growing on these soils show a 
wide variation in the site index. The site index for oak 
ranges from 50 to TO, but differences between the south- 
facing and north-facing slopes could not be measured. 
It is believed that differences do exist but that they are 
masked by other factors. The measurements indicate that 
the upper parts of the slopes aré less favorable to the 
growth of trees than the middle or lower parts. The aver- 
age site index on the upper parts of the slopes is. 56, 
as compared to 62 for the middle and lower parts. Meas- 
urements of plantations indicate that Norway pine should 
do well on these soils. 

Species suggested for planting on uneroded soils on 
the lower parts of the slopes are white pine, Norway 
pine, and white spruce. Jack pine and Norway pine are 
suggested for the steeper slopes and for eroded areas. 

Stands of oaks regenerate naturally on these soils. The 
factors that limit regeneration on the poorest sites are 
heat and drought. In areas where the population of rab- 
bits and meadow mice 1s large, those animals may limit 
the establishment of seedlings. White grubs are also 
troublesome in certain areas because they feed on the 
roots of trees. Encroaching brush should be controlled 
so that it will not overtop the favored species. 

In some plàces gullies and stones on the lower slopes 
limit the use of machinery for planting trees. They 
severely limit the use of machinery on the steeper slopes. 

Activities needed to control fires or to harvest timber 
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WOODLAND SUITABILITY GROUP 10 


Adrian muck is the only soil in this group. It is a very 
poorly drained organic soil consisting of muck and peat. 

The natural vegetation on this soil 1s mainly willows 
and sedges. Pulpwood is the only forest product of any 
consequence that can be harvested. "The site quality ranges 
from poor to good, depending on variations in drainage 
caused by differences in the microrelief. 

Frosts late in spring are common on this soil, and they 
cause serious mortality of seedlings. The water table fluc- 
tuates, and the high water may drown many of the tree 
seedlings. The hazard of windthrow is severe. Therefore, 
cutting should be limited. Using machines to plant trees 
is impractical, and hand planting is difficult. If this soil 
is clenred for agricultural use, wind erosion is a hazard. 
Willows may be planted to control erosion in those areas. 


WOODLAND SUITABILITY GROUP 11 


Riverwash, a miscellaneous land type, makes up this 
group. It is unsuitable for trees or has only limited 
suitability for them. The native vegetation is limited to 
miscellaneous small shrubs, grasses, and scattered small 
trees. Several hazards limit the establishment and sur- 
vival of seedlings, and Riverwash is generally unsuitable 
for the production of wood products. Use for wildlife 
and protection of the watershed should be the primary 
considerations in any use or treatment of the areas. All 
management practices ought to be aimed at maintaining 
the present cover. Willows can be planted for the control 
of streambank erosion. 


WOODLAND SUITABILITY GROUP 12 


This group consists of medium-textured soils that form 
under prairie. These soils are well drained to very poorly 
drained. 

The native vegetation on these soils consists of plants 
common to the prairte or of plants growing in oak open- 
ings. On these soils no forest products of commercial 
importance are harvested, although some fuelwood and 
fence posts may be cut. Bur oak and redcedar are the 
principal trees, and the quality of the site is rated as poor 
for all species. : 

Except that trees are sometimes planted for wind- 
breaks, prairie soils are generally not used for trees. Spe- 
cies suitable for windbreak plantings on the well-drained 
soils are white pine, white-cedar, Norway spruce, Eu- 
ropean larch, and redcedar. On the poorly drained soils, 
the preferred species are white spruce, white-cedar, 
cotton wood, and willow. 

Trees that are planted need to be cultivated for the 
first 2 or 3 years to reduce the hazard of competition 
from weeds and grasses and the hazard of damage from 
mice. White grubs are also likely to cause damage. Using 
an insecticide to control them may be necessary. 

On the soils that are moderately well drained or well 
drained, slight hazards of drought and wetness and a 
severe hazard of competition from other plants limit the 
establishment and survival of seedlings. The hazard of 
erosion is slight. 

Limitations to the use of equipment. for planting trees 
are slight. Timber is generally not harvested on these 
soils. Windthrow is a slight hazard. 
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species to favor in the natural stands. White spruce, 
white pine, and white-cedar are the preferred species for 
planting. The trees ought to be planted on mounds or 


ridges, and they should not be planted in pockets where | 


the soil material is shallow. Á stand of timber, once 
gone, is difficult to reestablish on these soils. _ 

The establishment and the survival of seedlings are 
limited by a slight hazard of drought, a severe hazard of 
competition from other plants, and a moderate hazard of 
wetness. Erosion is a slight hazard. 

Limitations to the use of equipment for planting trees 
and harvesting timber are moderate to severe, and there 
is a moderate to severe hazard of windthrow, 

White pine, maple, and red oak ave the species to favor 
in the present stands. White spruce, white pine, and 
white-cedar are suitable for planting. 


WOODLAND SUITABILITY GROUP 9 


This group consists of somewhat poorly drained to 
very poorly drained soils formed in alluvium under a 
cover of trees. The principal native species on these soils 
are river birch, elm, cotton wood, and willow. Saw logs are 
the main wood product harvested. 

The site quality for hardwoods on these soils ranges 
from poor to good. Cottonwood grows well on the some- 
what poorly drained soils. 

The likelihood of damage from heat, drought, or frost 
is slight on these soils. The hazard of drowning is rated 
as severe because of frequent flooding. Competition from 
other plants is severe because tall weeds and brush en- 
croach in the openings. Normally, there is little risk of 
damage by insects, but damage from root rot and stem 
rot are moderate to severe hazards. Dams made by 
beaver can cause serious economie losses by flooding the 
forest stand, but they are not a serious problem at the 
present time. The hazard of windthrow is generally mod- 
erate, but it is severe if the water table is high for a 
long period. 

Erosion is a hazard only along the banks of streams, 
but it can occasionally be severe. Use of machinery for 
planting trees can be hazardous on the somewhat poorly 
drained soils, and it is not practical on the poorly 
drained sites. 

Cottonwood is the only species suggested for these 
soils, except that willow may be nsed to protect the 
streambanks. Timber should be harvested only when the 
soils are dry or frozen. When logging is done, the origi- 
nal cover of hard woods should be maintained. Access to 
areas of these soils for the purpose of controlling fires 
is generally difficult, but fires are infrequent. 

On these soils the establishment and the survival of 
seedlings are limited by a slight hazard of drought, a 
severe hazard of competition from other plants, and a 
moderate to severe hazard of wetness. Erosion is a 
moderate hazard on the streambanks. 

Limitations to the use of equipment for planting trees 
are moderate to severe, and limitations to the use of equip- 
ment for harvesting timber are moderate. The hazard of 
windthrow is moderate. 

The trees now growing in the stand should be favored. 
Cottonwood is suitable for planting. 
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planning detailed investigations at the selected 
locations. 

4. Locate probable sources of gravel and other con- 
struction material. 

5. Correlate performance of engineering structures 
with soil types to develop information for over- 
all planning that will be useful in designing and 
maintaining certain engineering practices and 
structures. 

6. Determine the suitability of soil types for cross- 
country movement of vehieles and construction 
equipment. 

7. Supplement the information obtained from other 
published maps and reports, and aerial photo- 
graphs, to make maps and reports that can be 
used readily by engineers. 

8. Develop other preliminary estimates for construc- 
tion purposes pertinent to the particular area. 


_Used with the soil map to identify the soils, the en- 
gineering interpretations 1n this section can be useful for 
many purposes. It should be emphasized that the inter- 
pretations may not eliminate the need for sampling and 
testing at the site of specific engineering works involving 
heavy loads or where the excavations are deeper than the 
depths of the layers here reported. Furthermore, engi- 
neers and others should not apply specific válues to the 
estimated values given for bearing capacity of soils. 
Nevertheless, even in such situations, the soil map is use- 
ful for planning more detailed field investigations and 
for suggesting the kinds of problems that can be 
expected. 

Bone of the terms used by the soil scientists may be un- 
familiar to the engineer, and some words may have spe- 
cial meanings in soil science. These and other special 
terms are defined in the Glossary at the back of this soil 
survey. 


Engineering classification systems 


The U.S. Department of Agriculture (USDA) system 
of classifying soil texture is used by agricultural scien- 
tists. In this system the textural class of a soil is based 
on the proportions of sand, silt, and clay in the soil (6).4 
In some ways this system of classifying soils is compar- 
able to the systems engineers use in classifying soils. The 
systems used by engineers are explained briefly in the 
paragraphs that follow. 

Most highway engineers classify soil materials in ac- 
cordance with the system approved by the American As- 
sociation of State Highway Officials (AASHO) (2). In 
this system soil materials are classified in seven principal 
groups based on the gradation, liquid limit, and plasticity 
index of the soils. The groups are designated as A-1 
through A-7. The best soils for subgrades, gravelly soils 
of high bearing capacity, are classified as A-1; the next 
best, A-2; and so on to the poorest, A—7, which are clay 
soils having low strength when wet. Within each group, 
the relative engineering value of the soil material is in- 
dicated by a group index number. Group index numbers 
range from 0 for the best material to 20 for the poorest. 


‘Italic numbers in parentheses refer to Literature Cited, p. 164. 


Normally, trees do not grow on these soils. If trees 
are planted for windbreaks, the species to favor are white 
pine and white spruce. 

On the soils that are somewhat poorly drained to very 
poorly drained, a slight hazard of drought, a moderate 
hazard of competition from other plants, and a severe 
hazard of wetness limit the establishment and survival of 
seedlings. Erosion is a slight hazard. 

Limitations to the use of equipment for planting trees 
is severe. Timber is generally not harvested on these 
soils. The hazard of windthrow is moderate. 

Normally, trees do not grow on these soils. If trees are 
planted for windbreaks, white spruce, white-cedar, 
cottonwood, and willow are the species to favor. 


Yield information 


The estimated potential annual acre yields of usable 
timber from hardwoods and conifers on the soils and land 
types of Pierce County are given in table 9. The yields 
are expressed as gross board feet (Scribner rule). The 
estimates are for intensively managed, fully stocked 
stands in which there are enough trees to fully utilize the 
site. No deduction is made for cull timber or deficits. The 
yields shown are for trees harvested at the optimum age, 
and they are intended to show the maximum potential 
yields under the current concept of good management. 
Because of losses from seedling mortality and improper 
stocking, wild or unmanaged stands rarely attain the 
yields shown. 


Engineering Uses of the Soils * 


Some properties of soils are of special interest to en- 
gineers because they affect the construction and mainte- 
nance of roads, airports, and pipelines, the foundations 
of buildings, facilities for storing water, structures for 
controlling erosion, drainage systems, and systems for 
disposing of sewage. The properties most important to 
the engineer are permeability to water, shear strength, 
compaction characteristics, soil drainage, shrink-swell 
characteristics, grain size, plasticity, and soil reaction 
(pH). Also important are topography and depth to the 
water table or to bedrock. Some of the soil properties 
important to engineering are described in this section. 

The information in this soil survey can be used with the 
soil survey maps and with other information in the survey 
to— 


1. Make soil and land use studies that will aid in 
selecting and developing sites for industries, busi- 
nesses, residences, and recreational purposes. 

2, Make preliminary estimates of the engineering 
properties of soils in the planning of agricultural 
drainage systems, farm ponds, irrigation systems, 
and diversion terraces. 

3. Make preliminary evaluations of soil and ground 
conditions that will aid in selecting locations for 
highways, airports, pipelines, and cables and in 


3 Prepared in cooperation with the State Highway Commission 
of Wisconsin, Bureau of Public Roads, and Soil Survey Division 
of Wisconsin Geologic and Natural History Survey. 
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TABLE 2.—Estimated potential annual yields per acre of wood products from well-managed densely stocked stands in 


which the trees have grown to maximum harvest age. 


[Dashes indicate that trees do not grow on the soil or that the soil is not suited to the species indicated; timber that measures 50 
board feet or less is generally harvested for cordwood because the size and quality of the timber preclude use of the trees for 
saw logs; 1 cord equals about 500 board feet; yields are expressed as gross board feet (Scribner rule). Soils omitted from this table 


Cool sites ! Hot sites ? 
Soil 
Hard- Coni- | Hard- | Coni- 
woods fers woods fers 

1 Bd, ft. Bd. ft. Ba, ft. Ba, ft. 
Hixton fine sandy 10am..... 75 500 50 400 
Hixton fine sandy loam, 

loamy substratum - 150 500 1..------ 400 
Hixton loam, loamy sub- | 

stratum.....-.-.-.----- 175 DOO) | بش یی‎ 400 
Lamont very fine sandy 

Canı. ənə 100 500 |-------- 400 
Meridian 10am......------ 150 525755 
Onamia 1onm...........-.- 200 DOO AA ın 
Onamia sandy 1oam...-.--- 100 5090 میا‎ ə | هت بیس‎ 
Orion silt lonm____ AN EE 
Otterholt silt 1onm...--.--- 230 0 as 50 
Plainfield loamy sand....--İ--.-...- ONG | PO | فد‎ 
Racine silt 10am....--..--- 200 BUD. | تج اه وه ابر دک مس مس‎ 
Renova fine sandy loam, 

sandy varinnt.....-.-... 175 PA ls ss 
Renova silt 1onm....----.- 200 600 1. s əə 
Rozetta silt loam, benches. _ 250 5000 İz ودع عد ود ندج حك‎ 
Santiago silt lonm_____.___. : MAA ا‎ 70 
Sargeant silt 108703 - ے‎ ------ 500: E EE 
Seaton silt 10am.....-..-.- 600 275 600 
Sparta loamy sand__ 人 
Spencer silt lonm_________. 450) | sec ce =. 
Stronghurst silt loam, 

benches... ——— وہ‎ 200 57” 
Tell silt 10am.....-.-.-...- 175 500 İz ə مت‎ aê te 
Terrace escarpments, 

lomy AAA 175 500 |... 400 
Terrace escarpments, sandy_ 100 400 50:1 پت‎ 
Vlasaty silt 10am....--..-- 200 500: | تسیب اب نمضت‎ 
Whalan silb10am..--...-.. 175 400 125 300 
Wykoff loam 100 300 50 200 
Wykoff silt 10am.....--.... 100 300 50 200 


? South- and west-facing slopes and exposed ridgetops, where 
the soils are exposed to high temperatures and drying winds, 


partment of Commerce, Bureau of Public Roads. Tests 
were performed in accordance with standard AASHO 
procedures. The soil samples represented in table 3 were 
taken from major horizons of representative soils. In 
some profiles not all the major horizons were sampled. 

Table 4 gives estimated properties of the soils of Pierce 
County. Thé information is based on test data in table 3 
and on test data from similar soils in other counties. 
Where test data were not available, estimates were based 
on comparison with soils of like material that have been 
tested, and by study of the soils in the field. The soils of the 
Adrian series and Alluvial lands, Riverwash, and Steep 
stony and rocky land are not listed in the table. These soils 
are land types that are too variable in characteristics to be 
rated or that are otherwise not suitable for engineering 
uses. 


have very severe limitations for growth of merchantable timber] 


Cool sites ! Hot sites ? 
Soil 
Hard- Coni- Hard- | Coni- 
| woods fers woods fers 
Bd. ft. Bd. ft Bd. ft Bd. ft. 

Alluvial land, 10amy..-.--- 1500 PO | سر سرت عه هد‎ A 
Alluvial land, sandy-------- A رن ببس‎ A 
Alluvial land, wet_______ İBÜ | ماس هب ددع‎ - 0 
Almena silt 10am...-.----- 175 ۱۱۱۱۱ A A 
Antigo silt 10am......-..-- 225 600) A کت‎ 
Arenzville silt 108330 ----- -- 275 NAO EE 
Arland 10am-.....-------- 150 ABU E E 
Auburndale silt 198 12h A İsə me 
Boone loamy fine sand..... 50 300 50 300 
Boone fine sand....-...--- 50 300 50 300 
Burkhardt sandy 10am.....1..--.-.- 450) m 9 
Chaseburg silt 1o0am...----- USD AA ——— lı 
Chetek sandy loam____ 75 7.26 
Dakota sandy 10a:m..-.-.--1-------- 5007 İL 5 
Derinda silt 10am.......--- 175 |-------- 125 lisse 
Derinda silt loam, acid vari- 

Abe پیت یی :100 تحت بت ا )100 بو سات ومن فان سیا‎ 
Dickinson fine sandy loam_- 75 HU ss ا‎ esse 
Downs silt loam... SUE A | دب مم سه‎ 
Dubuque silt 1oam....-.-.. 175 500 150 450 
Dubuque soils.___ 125 400 100 350 
Dunbarton silt 1981 ..... TOO م770 سم‎ 0 
Dunbarton complex...-.-.- 100 300 50 200 
Fayette silt loam, benches. - 250 GOO J crn ند‎ see 
Freeon silt loam 200 500 ھ‎ PA 
Freer silt 10am.....---.--- 185 GU AE ges 
Gale silt loam_------------ 185 500 125 400 
Gale silt loam, thin solum 

variant. جات‎ seed 125 400 | ہے دوت‎ E 
Halder loam.............- 150 ————” 
Halder loam, sandy sub- 
9907 150 AA تحت‎ 
Hesch fine sandy loam, 

loamy substratum. ------ 75 BOO ی پیت ی‎ 400 
Hesch loam, loamy sub- 

Stratum AA ə فده عم اع‎ E 

1 North- and east-facing slopes, coves, and narrow valleys pro- 


tected from heat and from drying winds. 


For the soils tested, the group index number is shown in 
parentheses after the soil group symbol in table 3. 

In the Unified system soils are identified on the basis 
of texture and plasticity and on their performance as 
material for engineering construction (8). The soil ma- 
terials are identified as coarse grained, eight classes; fine 
grained, six classes; and highly organic, one class. The 
last column of table 3 gives the classification of the tested 
soils according to the Unified system. 


Soil engineering data and interpretations 

Soil engineering data and interpretations for engineer- 
ing uses are given in tables.3, 4, and 5. Table 3 contains 
engineering test data for representative soils of Pierce 
County. The data given in this table are the results of 
tests made by the State Highway Commission of Wis- 
consin under a cooperative agreement with the U.S. De- 
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very severe, respectively. The suitability of soils as a 
source of topsoil refers specifically to the use of soil 
material as a topdressing for the banks of roads, parks, 
gardens, and lawns. 

'The subsoil of soils im certain parts of the county 
should be appraised as a possible source of topsoil. For 
example in the area of broad sand plains between Bay 
City and Diamond Bluff, loamy soil material is in great 
demand for topdressing lawns and road banks. In such 
places an isolated area of medium-textured loessal soils, 
Such as the. Seaton, might have part of the subsoil 
stripped off, as well as the uppermost few inches of soil 
material in the surface layer. This loamy subsoil material, 
if properly treated with fertilizer and amendments, 
would serve adequately as topsoil. 

Table 5 indicates places where sand or gravel is gener- 
ally within 5 feet of the surface. Some of the coarse- 
textured material contains an appreciable amount of finer 
textured material For making determinations about the 
suitability of this material as a source of sand or gravel, 
it is necessary to dig individual test pits and to test 
samples in the laboratory. 

Ratings of the limitations of the soils as a source of 
material to be used as subgrade for highways and as a 
support for foundations of low buildings are based. 
mainly on interpretations of soil test data for representa- 
tive soils. The surface soil generally is not used as ma- 
terial for subgrade, because of its relatively high con- 
tent of organic matter. The degree to which material for 
subgrade is influenced by surface drainage, depth to 
which frost penetrates, and other such factors should be 
determined for each site from reliable local information. 

The limitations of an undisturbed soil when used as a 
base for low buildings depend primarily on the bearing 
capacity and shrink-swell behavior of that soil. Slope and 
erosion are local factors and were not taken into account 
in determining the ratings given in table 5. The base of 
every part of the foundation should be placed, if feasible, 
below the depth to which the soil is subject to seasonal 
volume change caused by alternate wetting and drying. 
It should also be placed below the depth to which the 
soil structure is significantly weakened by root holes and 
animal burrows. Furthermore, im a cool, humid climate 
like that of Pierce County, the depth at which the foun- 
dation is placed is determined by the level to which the 
soil is affected by frost heaving. "Therefore, it is the ma- 
terial in the substratum that provides the base for build- 
ing foundations, and it is that material that is evaluated 
in table 5. 

Limitations of the soils for disposing of effluent from 
septic tanks indicate the ability of the soil material to 
absorb and dispose of effluent without contaminating the 
surrounding areas. For those soils that have severe limita- 
tions, an on-site investigation and appropriate tests are 
necessary before determination can be made as to whether 
a soil is suitable. Soils that have very severe limitations 
are generally not considered suitable as filter fields for 
septic tanks used for domestic purposes. Suitability for 
filter fields and suitability for seepage beds are the main 
considerations in the ratings given, but limitations for 
seepage pits are also considered. A shallow seepage pit 
may prove satisfactory 1f the soil material is coarse tex- 
tured, deep, and free draining. À deep pit may be needed, 
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The estimates in table 4 are for the soils as they occur 
in their natural state and not for areas that have been 
altered by cut and fill operations. Descriptions of the soil 
profiles are given in the sections “Descriptions of the 
Soils" and “Detailed Descriptions of Soil Series.” 

In table 4 the respective USDA, Unified, and AASHO 
classifications are shown. Also shown for each major hor- 
izon are the estimated percentages of material passing 
through the various sieves. The figures showing percent- 
ages have been rounded to the nearest 5 percent. 

In the column showing permeability, the rate at which 
water moves through a saturated soil horizon is esti- 
mated. The ratings are given in inches per hour. Permea- 
bility is determined largely by texture, structure, and 
consistence. The rate of permeability for a soil profile is 

. generally determined by the least permeable layer in the 
profile. 

The estimated available water capacity is given in 
inches per inch of soil for the major soil horizons. Avail- 
able water capacity refers to the amount of water that can 
be stored in the soil for the use of plants. For medium- 
textured and fine-textured soils, the estimated values are 
based on the differences in the amount of moisture retained 
at one-third and at 15 atmospheres of moisture tension. For 
sandy soils, the estimated values are based on the differ- 
ences between the amounts of moisture retained at one- 
tenth and at 15 atmospheres of moisture tension. 

The column showing reaction indicates the estimated 
acidity or alkalinity of the soils and is expressed as the 
pH value. A pH. value of 7 indicates a neutral soil, a pH 
value lower than 7 indicates acidity, and a pH value higher 
than 7 indicates alkalinity. A knowledge of the pH values 
of soil horizons is helpful in determining the need for 
liming and for determining the hazard of corrosion for 
metal conduits and the risk of deterioration of concrete 
tile. 

Shrink-swell potential refers to the change in volume 
of the soil material that results from a change in content 
of moisture. It is based on tests of volume change or on 
observance of other physical properties of the soils. The 
amount and kind of clay and the content of organic 
matter in the soils affect the shrink-swell potential. Soils 
in which illite clays are predominant, for example, have 
a lower shrink-swell ratio than soils in which mont- 
morillonite clays are predominant. 

Table 5 gives ratings of the suitability and also the 
limitations of the soils of the county for specific engi- 
neering purposes, It also names characteristics that affect 
the selection of a site, the design of a structure, or the 
application of measures to make the soils suitable for 
construction. A rating of slight means that the soil has 
no limitations or that it has slight limitations that are 
ensily overcome. A rating of moderate means that the 
soil has limitations that can be overcome by good man- 
agement and manipulation of the soil material. A. rating 
of severe means that suitability for use 1s questionable 
and that the limitations are difficult to overcome. A rat- 
ing of very severe means that use of the soil for the pur- 
pose named is generally considered unsound. 

The ratings given soils as a source of topsoil or as a 
source of sand and gravel are “good,” “fair,” “poor,” and 
“very poor.” These ratings, in general, coincide with the 
ratings for limitations of slight, moderate, severe, and 

261-879 —68—4 
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TABLE 3.—Engineering test data for 


[Tests performed by the State Highway Commission of Wisconsin in cooperation with the U.S. Department of Commerce, Bureau of 


Moisture density 1 


Soil name and location Parent material Depth | Horizon Maximum Optimum 
dry : | moisture 
density content 
Otterholt silt loam: Inches Lb. per cu. ft. Pet. 
SEXNW:i4 sec. 10, T. 27 N., R. 15 W. | Thick loess over sandy loam 19-27 | B2.......... 113. 6 15.9 
(Modal profile) glacial till. 36-48 | (..-.--..---- 131. 3 8.6 
NEMNWX sec. 7, T. 25 N., R. 15 W. | Thick loess over loam 28-33 | B2........... 115.4 15.7 
(Loam substratum) glacial till. 43-53 | 130.0 7.6 
NESW! sec. 35, T. 26 N., R. 15 W. | Thick loess over loam 22:32: AAA E İn دده وده دده‎ 
(Loam substratum) glacial till. 48-89 (............).--..------- ere o 
Renova silt loam: 5 
Central part of SWW sec. 25, T. 27 N., | Loess over clay loam till...... 0-8 | Ap.......... 109 15 
R. 19 W. 16-24 | B2........... 126 10 
30-60 | C...--------- 127 10 
Seaton silt loam: 
81۵۲۷۵ sec. 20, T. 27 N., R. 15 W. | Coarse-textured silt. 23-31 | B2........... 115.8 15.0 
(Modal profile). 31-39 | C.-.--.------ 115.6 14. 6 
SEXWNWSA sec. 14, T. 20 N., R. 15 W...| Coarse-textured silt. 25:93 AAA, A otc edd 
i 44-58 | €... | 


1 Based on AASHO Designation: T 99-57, Method A (1). 

2 According to AASHO Designation T 88-57 (1). Results by this procedure frequently may differ somewhat from results that would 
have been obtained by the soil survey procedure of the Soil Conservation Service (SCS). In the AASHO procedure, the fine material is 
analyzed by the hydrometer method and the various grain-size fractions are calculated on the basis of all the material, including that 
coarser than 2 mm. in diameter. In the SCS soil survey procedure, the fine material is analyzed by the pipette method and the material 
conrser than 2 mm. in diameter is excluded from calculations of grain-size fractions. The mechanical analyses used in this table are not 
suitable for use in naming textural classes for soils. 


TABLE 4.— Engineering classifications of ihe soils of 


[Soils and land types that are too variable in characteristics to be classified are not included in this table. Soils and land types not included 
a determination would not be 


Classification 
Depth 
Soil name from 
surface ! USDA texture Unified | AASHO 
Inches 
Almena silt loam (AmA, AmB, AmB2). 0-12 | Silt loam... سم سس دام‎ sees Misas ata P nu din ae 
12-45 | Silty clay 10am......-.--.--- AA AST کے جو ہے اد‎ 
45-60 | Sandy 10am.........-------- SC ee ió 人 
Antigo silt loam (AnA, AnB, AnB2). 0-12 | Silt 10am..........-....---- MI (50000... 
12-28 | Silt 10am..-..---...-------- Olson sil A0 یی‎ 7 
28-60 | Sand and gravel 
Arenzville silt loam (Ar). 0-20 | Sil 
20-40 | Silt 
40-60 | Sil 
Arland loam (AsB, AsC2). 0-12 | Loam 
12-30 | Loam 
30-60 | Sand 
Auburndale silt loam (Au). 0-8 Silt loam 


See footnotes at end of table, 
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representative soils, Pierce County, ۰ 
Public Roads (BPR) in accordance with standard procedures of the American Association of State Highway Officials (AASHO)] 


Mechanical analysis ? Classification 
Plas- 
Percentage passing sieve— Percentage smaller than: Liquid | ticity 
: limit index 
j AASHO 3 Unified * 
No, 4 | No. 10 | No. 40 | No. 200 
34 in. (4.7 (2.0 (0.42 (0.074 0.05 0.02 0.005 0.002 
mm.) mm.) mm.) mm.) mm. mm. mm. mm. 
نے‎ CORRES A 100 99 94 52 27 23 31 10 | A-4(8).------| ML-CL. 
100 97 95 80 37 34 28 18 14 21 8 | A-4(0).------ SC. 
—— E T E 100 98 90 50 26 22 34 12 | A-6(9).......] ML-CL. 
2550” 100 88 53 48 36 25 20 27 14 | A-6(6).......| CL. 
— À——— — 100 99 96 50 27 24 37 16 | A-6(10)......| CL. 
250000 100 86 | - 54 47 34 22 17 27 11 | A-6(0.......| CL. 
د جات ددح دم‎ 100 94 75 69 41 16 11 26 5 | A-4(8).-.....| ML-CL. 
99 95 77 65 31 27 18 13 10 21 8 | A-2-4(0)..... SC. 
98 92 88 72 30 26 19 14 11 22 8 | A-2-4(0)_____ SC. 
E E cree es وکاک‎ 100 97 94 41 21 18 29 8 | A-4(8)....--- ML-CL. 
[PO O EE 100 98 94 42 21 17 |: 31 10 | A-4(8).------ ML-CL. 
BE, وس‎ eos E 100 99 89 54 26 23 36 13 | A-6(9).......| ML-CL. 
دہ‎ Por ne 100 99 88 50 24 20 34 13 | A-6(9).......| CL. 


3 Based on AASHO Designation: M 145-49 (1). 

3 Based on the Unified soil classification system (8). SCS and BPR have agreed that all soils having plasticity indexes within two 
points from A-line are to be given a borderline classification, for example, ML-CL. 

5 For the layer between a depth of 16 and 24 inches (B2 horizon), 100 percent of the soil material passed a 14-inch sieve, and for the 
layer between a depth of 30 and 60 inches (C horizon), 100 percent of the soil material passed a 2-inch sieve. 


Pierce County and their estimated properties 


are the Adrian (Ad), Alluvial lands (Ae, Ag, Ah, Al), Riverwash (Rh), and Steep stony-and rocky land (StF). Dashes indicate that 
applicable or that it was not made] 


Percentage passing sieve ?— 
Available 
Permeability water capacity Reaction Shrink-swell potential 
No.4 No. 10 No. 200 
(4.7 mm.) (2.0 mm.) (0.07 mm.) 
Inches per inch of 
Inches per hour soil depth DE value 

100 100 100 0. 8-2. 5 0. 22 5. 6-6. 5 | Moderate. 
100 100 90 0. 8-2. 5 20 4. 5-5. 0 | Moderate. 
85 80 30 0, 2-0. 8 08 4. 5-5. 0 | Moderate. 
100 100 95 0. 8-2. 5 .22 3 6, 1-7, 3 | Moderate. 
100 100 85 0. 8-2. 5 .20 6. 1-6. 5 | Moderate. 
85 80 5 (9 . 02 5.6-6.5 | Very low. 
100 100 95 0. 8-2. 5 .22 7. 4-7. 8 | Moderate. 
100 100 95 0. 8-2. 5 .20 7. 4—7. 8 | Moderate. 
100 100 95 0. 2-0. 8 20 6. 6-7. 3 | Moderate. 

90 85 55 0. 8-2. 5 16 5. 6-6. 0 | Moderate. . 

90 85 55 0. 8-2. 5 .14 5.6-6. 5 | Moderate. 

90 90 5 5. 0-10, 0 04 5.6-6. 0 | Very low. 
100 100 100 0. 8-2. 5 . 22 5. 1-6. 5 | Moderate. 
100 100 90 0. 8-2. 5 20 4. 6-5. 5 | Moderate. 

85 80 30 0. 2-0, 8 . 08 6. 1-7. 3 | Moderate. 


SOIL SURVEY 


TABLE 4.—Engineering classifications of the soils of Pierce 


AASHO 


Classification 


USDA texture Unified 
Loamy fine sand......-.----- y ۳ 
Fine sand...-....-....---.-- | SP-SM 
Fine sand..................- | SP-8M 
90ص‎ 00009 ML-CL 


Gravelly 10am.........-.---- 


Sand ۳ A senzi 
, Sandy 10am....--.......---- Mə و8‎ 
Gravelly loam____ 2 SM-SC 

Sand and gravel... سس ی‎ 2 A ———— 
Silt 0800 9 MIE a 
Bub Joam. as ak ML-CL 

Sandy 10am.......-------.-- SM. امش‎ rs 
LOAM so caspa SM-SC 

Sand and gravel.....--..-... I M — 
RIDE C .ML-CL..----....-- 
Silty clay 10am-..-...- ie ee خن(‎ ni 
Gravelly 10am...........---- Mica ssl 
7899 edel ena nz ML-CL 
Loam...--...--..---------- ee əə 
Sands sinus oes ose See ek 
EE ML-CL 
Loan rss Oe 
170618057158+ سب‎ aaa EE 
LO a at ML-CL............ 
OARS اث متت جه اي د ده‎ 0 

7بی  +‏ ده دك ۰" 

Sandy Joam یی‎ 
LORS 0 
که‎ sm 

Silt 10am.........--------.-- 

Silty elay.....--...--..----- 

Sal acoso eise alas 

Silt loa Mo ا بق ان فت مه‎ eck 

دم تسده ع دحت دحا ده 6183 Silty‏ 
reese‏ 


Very fine sandy loam........| 8M-SC............ 
lion EE Ni s coser eee 
Very fine sandy loam........ SMESC سب تد سس‎ 
Silt loam. ooo ML-CL............ 
Silty clay loam..-..-..-..--- ML-CL............ 
Silt loa Mo. مدرب پیت کے کے ا‎ ML-CL............ 
Sil OARS as ۶9 ML-CL............ 
Silty clay 10am....--...-.-.- ML-CL....-....... 
BY A MH-CH........... 
dE 26 نادت قدت‎ na owe ə SÊ ak 
Silt 10am..........-......-- ML-CL............ 
Silty clay 1oam.............. ML-CL..--......... 
WAY وو دع جر کج مرک ب ورد باستحا‎ | MH-CH........... 
Dolomite.....-....--.------ RE 
WE 0 
Gravelly loamy sand....-.... SMe oie ee ce med 


Depth 
from 
surface ! 


Inches 
0-18 
18-60 


0-60 


0-10 
10-20 
20-60 


0-10 
10-20 
: 20 


0-24 
24-60 
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Soil name 


Boone loamy fine sand (BnB2, BnC2). 


‘Boone fine sand (BfE2). 
Burkhardt loam (BrA). 


Burkhardt sandy loam (BuA, BuB). 


Chaseburg silt loam (CaA, CaB), 


Chetek sandy loam (ChB, ChD2). 


Clyde silt loam (Cl). 


Dakota loam (DaA, DaB, DaC2). 


Dakota loam, rock substratum (DcA, DcB2). 


Dakota loam, lonmy substratum (DbA, DbB). 


Dakota sandy loam (DdA, DdB). 


Derinda silt loam (DeA, DeB, DeB2, DeC, 


DeC2, DeD, DeD2, DeE). 


Derinda silt loam, acid variant (DfC2, DfD2). 


Dickinson fine sandy loam (DkB2). 


Downs silt loam (DoB, DoB2, DoC2). 


Dubuque silt loam (DsA, Dep, DsB2, Det, 
DsC2, DsD, DsD2, DsE, DsE2, DsF, DtB3, 
D1C3, DtD3). 


Dunbarton silt loam (DuB, Du82, DuC, DuC2, 
DuD, DuD2, DuE, DuE2, DvC, DvC2, 
DvD, DvD2, DvE,.DvE2). 


Edith soils (EdC2, EdD, EdD2, EdE). 


See footnotes nt end of table. 
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Shrink-swell potential 


Very low. 
Very low. 


Very low. 


Low. 
Moderate. 
Very low. 


Low. 
Moderate. 
Very low. 


Moderate. 
Moderate. 


Low. 
Moderate. 
Very low. 


Moderate. 
High. 
Low. 


Low. 
Moderate. 
Very low. 


Low. 
Moderate. 


Low. 
Moderate. 
Moderate. 


Low. 
Low. 
Very low. 


Low. 
Moderate. 
Low. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
Moderate. 
High. 


Moderate. 
Moderate. 
High. 


Very low. 
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County and their estimated properties—Continued 
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TABLE 4.—Engineering classifications of the soils of Pierce 


AASHO 


Classification 


Unified 


USDA texture 


SUICIDE mk 
Silty clay 10am....--..------ 
Silt 10am...----...--------- 


Silt loam 2.00.20 لچم ےا‎ ssec 
Silty clay loam. 


Silt 10am......-...--------- 
Een EE 
Sandy loam to loam______ سے‎ 


31118810 5.5626 اما د‎ A 


Silt: 10 8۲12 مدت دده وع تو‎ ise 
Sandy loam to 10am...-.---- 


Dr A 


Very fine sandy 10am....-... 
Very fine sandy loam-------- 
Loamy very fine sand.......- 


Depth 
from 
surface ! 


Triches 


0-12 
12-40 
40-60 


0-12 
12-36 
36-60 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-10 
10-20 
20-0 


0-12 
12-0 
30-0 


0-12 
12-0 
30-60 


0-12 
12-30 
30-40 
40-60 


0-12 
12-30 
30-40 
40-60 


0-12 
12-30 


30-40. 


40-0 


0-2 
12-30 
30-60 


0-12 
12-30 
30-40 
40-60 


0-12 
12-30 
30-60 


0-12 
12-36 
36-60 


Soil name 


Edith-Wykoff soils (EwC2, EwD2, EwD3, 
EwE). (For Edith part, sce Edith soils, and 
for Wykoff part, see Wykoff loam.) 


Fayette silt loam, benches (FaA, FaB, FaC2). 

Floyd silt loam (FIB). 

Frecon silt loam (FnB2, FnC2). 

Freer silt loam (Fr). 

Gale silt loam (Gap, GaB2, GaC2, GaD2). 

Gale silt loam, thin solum variant (GtC2, 
GtD, GtD2, GtE). 

Halder loam, sandy substratum (HdA). 


Halder loam (HaA). 


Desch loam, loamy substratum (HIB, 2 
HIC2, HID2). 


Hosch fine sandy loam, loamy substratum 
(HeB2, HeC2, HeD2). 


Hixton loam, loamy substratum (HtB, HtC2, 
HtD2). 


Hixton fine sandy loam (HmC2, HmD2). 


Hixton fine sandy loam, loamy substratum 
(HnB, HnB2, HnC, HnC2, HnD, HnD2, 
HnE). 


Lamont very fine sandy loam (LaB2, LaC2, 
LaD2). 


Lawler loam (LcA). 


See footnotes at end of table. 
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Shrink-swell potential 


Moderate. 
Moderate 
Moderate. 


Moderate. 
High. 
Moderate. 


Moderate. 
Fligh. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
High. 
Very low. 


Moderate. 
Moderate. 


Moderate. 
Moderate. 
Very low. 


Moderate. 
Moderate. 
Very low. 


Moderate. 
Moderate. 
Very low. 

Moderate. 


Low. 

Low. 

Very low. 
Moderate. 


Moderate. 
Moderate. 
Very low. 

Moderate. 


Moderate. 
Moderate. 
Very low. 


Moderate. 
Moderate. 
Very low. 
Moderate. 


Low. ` 
Low. 
Low. 


Low, 
Moderate. 
Very low. 
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County and their estimated properties—Continued 


No. 200 
(0.07 mm.) 


No. 10 
(2.0 mm.) 


Percentage passing sieve *— 


No. 4 
(4.7 mm.) 


SOIL SURVEY 


TABLE 4.— Engineering classifications of the soils of Pierce 


AASHO 


Classification 


Unified 


USDA texture 


DORM A ea E DA کہ‎ Bəyə 


Silt loam 
Silt loam 
Silt loam 


Silt loam..... 
Sandy loam 


Loamy sand lc lul 
SANS 
Silt loam 
Silt loam... 
Silt loam 


Silt loam 
Silt loam 
76 a جد د‎ 


Loam 


Fine sandy loam------------ 
Sandy clay loam............ 
Clay EE 
Dolomite...--..----.-.----- 


sənə‏ جاح مد a‏ جات 2112 اب 


Silt loam 
Silt lames ی لاج عات بد‎ mmi 
Silt and sand...-----.--.--. 


Silt 10811 Ses عاد دو ديد‎ 
Silty clay 10am........-..... 
Silt loan... ae a اج‎ 


Depth 
from 
surface ! 


Inches 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-10 
10-40 
40-60 


0-12 


12-36 
36-60 
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Soil name 


Lawler silt loam (LwA, LwB). 
Meridian loam (MdA, MdB). 


Onamia loam (OmA, OmB, OmB2, OmC2, 
OmD2). 


Onamia sandy loam (OnB, OnC2). 
Orion silt loam (Or). 
Ostrander silt loam (OsA, OsB, OsB2, OsC2). 


Otterholt silt loam (OtB, OtB2, OtC, OtC2, 
OtC3, OtD2). 


Plainfield loamy sand (PmA, PmB, PmB2, 
PmC, PmC2). è 
Port Byron silt loam (PoA, PoB, PoC2). 


Racine silt loam (RaB, RaB2, RaC2), 

Renova silt loam (ReA, ReB, ReB2, ReC, 
ReC2, ReC3, ReD, ReD2, ReD3). 

Renova fine sandy loam, sandy variant (RfB2, 


RfC2, RfD2). 


Rockton complex (RoB, RoC2) (Rockton 
loam part). 


Rozetta silt loam, benches (RtA, RtB). 
Sable silt loam (Sa). 


Santiago silt loam (SbB, SbB2, SbC2). 


Sargeant silt loam (SgA, SgB, SgB2, SgC, 


SgC2) 


See footnotes at end of table. 
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Shrink-swell potential 


Moderate. 
High. 
Very low. 


Moderate. 
Moderate. 
Very low. 


Low. 
Moderate. 
Very low. 


Low. 
Moderate. 
Very low. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 


Low. 
Very low. 


Moderate. 
Moderate. 


: Moderate. 


Moderate. 
High. 
High. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 


Moderate. 
High. 
Moderate. 


Moderate. 
High. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 


Moderate. 
Moderate. 
Moderate. 
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County and their estimated properties—Continued 


No. 10 
(2.0 mm.) 


Percentage passing sieve ?— 


SOIL SURVEY 


TABLE 4.—Engineering classifications of the soils of Pierce 


AASHO 


Classification 


Unified 


USDA texture 


Silt lan neue nn 
Silty clay 10am.......--..--- 
Shale residuum....-.-.-.---- 


Silt 1am.....-----.----.--- 
Silty clay loam. 
Shale residuum......-------- 


Silt 10am..........-...-.--.- 
Dolomite ٤277909750 


Silt OAM as 5.2.0. 
Silt 10am....---- 
Sandy loam 


Bilt oam ae ak 
Silty clay 10am..-..--------- 
Silty clay 1oam..---------.-- 


Silt 10am-----.-..---.------ 
Clay loam 
Clay loam 


حا شب ə‏ کب دج A‏ اج 


BiG IOS ee یمسوم‎ 
Silt loam. -se 


Depth 
from 
surface 1 


0-12 
12-30 
30-60 


0-12 
12-30 
30-60 


0-12 
12-40 
40-60 


0-10 
10 


0-10 


10-20. 


20-60 


0-12 
12-36 
36-60 


0-12 
12-36 
36-60 


0-12 
12-30 
30-60 


0-60 
0-60 


0-36 
36-60 


0-12 
12-36 
36-60 


0-12 
12-0 
30-0 


0-12 
12-30 
30-60 


0-20 
20-40 
40-60 


0-12 
12-24 
24-60 


0-18 
18-24 
24-60 
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Soil name 


Schapville silt loam (ShC, ShC2, ShD2, 
ShE2). 

Schapville silt loam, wet subsoil variant 
SkB2). 

Seaton silt loam (SnB, SnB2, SnC, SnC2, 
SnC3, SnD, SnD2, SnD3, SnE, SnE2). 


Sogn-Rockton loams (SoA, SoB, SoC2, SoD2) 
(Sogn part). 


Sparta loamy sand (SpA, SpB, SpB2, SpC2). 
Spencer silt loam (SrA, SrB, SrB2, SrC2). 
Stronghurst silt loam, benches (SuA). 

Tell silt loam (TeA, TeB2). 

Terrace escarpments, loamy (TI). 


Terrace escarpments, sandy (Ts). 


Terril loam (Tx). 


Vlasaty silt loam (VaB, VaB2, VaC, VaC2). 
Waukegan silt loam (WaA, WaB). 


Whalan silt loam (WhA, WhB, WhB2, WhC, 


WhC2, WhD, WhD2, WhD3, WhE, WhE2). 


Worthen silt loam (Wn). 


Wykoff loam (WoB, WoB2, WoC, WoC2, 
WoC3, WoD, WoD2, WoD3). 


Wykoff silt loam (WsB, WsB2, WsC2). 


1 Depths shown for horizons are generalized. They are not the same as those given in the profiles described as representative for the 


series. 


2 The figures shown are for average values; the values range from about 10 percent less to 10 percent more than the figures shown. 
3 The range in pH for the surface layer of these soils includes the pH in both limed and unlimed areas. 
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County and their estimated properties—Continued 


Percentage passing sieve 2 一 
Available 
Permeability water capacity Reaction Shrink-swell potential 
No, 4 No. 10 ‘No. 200 | 
(4.7 mm.) (2.0 mm.) (0.07 mm.) | 
100 100 100 0. 8-2. 5 . 24 5. 6-6. 0 | Moderate. 
100 100 100 0. 2-0. 8 . 20 5. 6-6. 0 | High. 
90 90 85 (5) .12 7. 4-7. 8 
100 100 100 0. 8-2. 5 .24 36, 1-7. 3 | Moderate. 
100 100 100 0, 2-0. 8 . 90 5.6-6.5 | High. 
90 90 85 (8) . 12 6. 6-8, 4 
100 100 100 0. 8-2. 5 . 22 6. 1-6. 5 | Moderate. 
100 100 95 0. 8-2. 5 . 20 4. 6-6. 0 | Moderate. 
100 100 100 0. 2-0. 8 18 5.1-6.5 | Low. 
95 95 80 0. 8-2. 5 .24 5. 1-6. 5 | Moderate. 
اف‎ A MERC (5) ےت‎ ee Ee 
100 100 15 (4) 08 5. 6-6. 5 | Low. 
100 95 10 ( 06 5. 6-6. 5 | Very low. 
95 90 5 Gi 04 4. 5-5. 5 | Very low. 
100 100 100 0. 8-2. 5 22 3 5.6-7. 8 | Moderate. 
100 100 90 0. 8-2. 5 20 4. 6-6. 0 | Moderate. 
85 65 30 0. 8-2. 5 08 4. 6-6. 5 | Moderate. 
100 100 100 0. 8-2. 5 . 20 3 6. 1-7. 8 | Moderate. 
100 100 100 0. 2-0. 8 18 5. 1-6. 5 | High. 
100 100 100 0. 05-0. 2 . 16 5. 1-6. 0 | High. 
100 100 100 0. 8-2. 5 . 20 3 6. 1-7. 3 | Moderate. 
100 100 95 0. 8-2. 5 .18 5. 1-6. 5 | High. 
100 100 5 5. 0-10. 0 .04 5. 6-6. 0 | Very low. 
100 100 55-95 0.8-2.5 . 22 5. 6-6. 5 | Moderate. 
100 100 15-35 2. 5-10. 0 12 5.6-6.5 | Low. 
45 90 55 0. 8-2. 5 .20 5. 6-6. 0 | Moderate. 
100 95 60 0. 8-2. 5 . 20 5.6-6.0 | Low. 
100 100 100 0. 8-2. 5 20 3 5, 6-6. 5 | Moderate. 
90 85 75 0. 8-2. 5 20 4 6-5. 5 | High. 
95 90 55 0. 2-0. 8 18 5. 6-6. 0 | High. 
100 100 100 0. 8-2. 5 .24 3 5. 6-7. 3 | Moderate. 
100 100 75 0. 8-2. 5 . 20 5. 6-6, 0 | High. 
100 100 5 5. 0-0 . 04 5. 6-6. 0 | Very low. 
100 100 100 0. 8-2. 5 . 20 3 6. 1-7. 3 | Moderate. 
100 100 60 0. 8-2. 5 .14 6. 1-7. 8 | Moderate. 
100 100 95 0. 8-2. 5 . 24 3 5. 1-7. 3 | Moderate. 
100 100 95 0. 8-2. 5 . 20 5. 1-6. 0:1 Moderate. 
100 95 90 0. 2-0. 8 . 20 5. 1-5. 5 | Moderate. 
95 90 55 0. 8-2. 5 .10 6. 1-6. 5 | Moderate. 
95 90 55 0. 8-2. 5 . 16 5. 6-6. 5 | Moderate. 
65 45 5 () . 02 5. 6-6. 0 | Very low. 
100 100 95 0. 8-2. 5 . 22 6. 1-6, 5 | Moderate. 
95 90 55 0. 8-2. 5 . 16 5. 6-6. 5 | Moderate. 
65 45 5 (9 .02 5. 6-6. 0 | Very low. 


1 More than 10. 
5 Variable. 

٩ Less than 0.05. 
7 Less than 0.08. 
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TABLE 5.—Sutiability, limitations, and characteristics of 


[Engineers and others should not apply specific values to the 


Suitability as a source of— Limitations for— 


Sewage disposal 


Very severe because 
of high water 
table. 


Very severe; subject 
to periodic over- 
flow; filter fields 
will not function 
when flooded. 


Very severe; subject 
to periodic over- 
flow; filter fields 
will not function 
when flooded. 


Very severe; subject 
to periodic over- 
flow; filter fields 
will not function 
when flooded. 


Severe; fluctuating 
water table and 
variable bulk 
density; requires 
on-site investiga- 
tion. 


Foundations for low 
buildings 


Very severe; soil 
material is highly 
compressible and 
has undesirable 
characteristics for 
use in construc- 
tion, 


Moderate; moder- 
ately low com- 
pressibility; fair 
shear strength. 


Moderate; low com- 
pressibility; good 
to fair shear 
strength; fairly 
easy to compact. 


Very severe; mod- ^ 
erately low com- 
pressibility and 
fair shear 
strength; high 
water table. 


Slight; high bearing 
capacity; easy to 
compact; low 
compressibility ; 
moderately high 
Shear strength. 


Subgrade for 
highways 


Very severe; very 
unstable. 


Moderate; the sub- 
soil and sub- 
Stratum subject 
to small volume 
change; no severe 
distortion in 
pavement where 
this material is 
used for subgrade. 


Slight both in the 
subsoil and in the 
substratum; medi- 
um stability and 
small volume 
change when wet. 


Very severe below 
the surface mate- 
rial; moderate 
elasticity; moder- 
ate volume 
change when con- 
tent of moisture 
changes; high 
water table, 


Severe in subsoil; 
large volume 
change and loss of 
bearing capacity 
when wet; slight 
in substratum; 
medium stability 
and small 
volume change. 


Sand and gravel 


Poor; underlying 
sand varies 
greatly in compo- 
sition and con- 
tains fines in 
many places; sand 
difficult to remove 
because of the 
high water table. 


Fair; in places the 
underlying gravel 
and sand is mixed 
with considerable 
fines. 


Fair; in places the 
underlying gravel 
and sand are 
mixed with con- 
siderable fines. 


Fair; in places the 
underlying sand 
and gravel are 
mixed but contain 
considerable fines. 


Unsuitable.........- 


Topsoil 


Poor; soil is erodi- 
ble and oxidizes 
rapidly. 


Both surface layer 
and subsoil good. 


Both surface layer 
and subsoil fair. 


Both surface layer 
and subsoil good; 
high water table 
and subject to 
ponding. 


Surface layer good 
to fair; subsoil 
fair, unstable on 
slopes. 


Soil series or 
soil type 


Adrian muck (16 
to 42 inches 
thick over sand) 


(Ad). 


Alluvial land: 
Loamy (Ae, 
Ag). 


Sandy (Ah).... 


Wet (AD) -۔۔۔۔۔‎ 


Almena (AmA, 
AmB, AmB2). 
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Corrosion 
potential 
for conduits 


For metal, very 
high in the 
organic mate- 
rial and mod- 
erate in the 
sandy mate- 
rial; for con- 
crete, very 
high in acidic 
material; low 
where the pH 
is higher than 
5.5. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Moderate for 
metal; low for 
concrete. 


Low to mod- 
erate for 
metal; high 
for concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderately 
rapid permea- 
bility; high 
water table; 
subsurface 
and surface 
drainage 
needed; the 
layer of peat 
is less than 24 
inches thick 
and is not 
suitable for 
drainage. 


Moderate per- 
meability; 
present drain- 
age adequate; 
subject to 
overflow. 


Rapid permea- 
bility; present 
drainage ade- 
quate; sub- 
ject to over- 
flow. 


Moderate per- 
meability; 
seasonal high 
water table; 
surface drain- 
age needed; 
subject to 


overflow. 


Moderate per- 
meability in 
subsoil; slow 
permeability 
in substratum; 
surface drain- 
age needed. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Moderate where 
sand is not 
exposed; 
highly erodi- 
ble; in many 
places wet- 
ness may 
hinder con- 
struction. 


Slight; no limit- 
ing factors. 


Moderate; a 
cover of 
plants diffi- 
cult to estab- 
lish and 
maintain. 


Severe; wetness 
may hinder 
construction. 


Slight; wetness 
ean hinder 
construction. 


Terraces and 
diversions 


Severe; low sta- 
bility and 
highly erodi- . 
ble, 


Moderate; no 
limiting fac- 
tors. 


Moderate; 
sandy; sub- 
ject to ero- 
sion. 


No runoff...... 


Slight; wetness 
ean hinder 
construction, 


the soils of Pierce County, Wis., for engineering 


estimates given in this table for bearing capacity of soils] 


Limitations for—Continued 


Trrigation 


Moderate; rapid 
rater intake 
rate and high 
water-holding 
capacity; 
drainage re- 
quired before 
irrigating. 


Severe; moder- 
ate water in- 
take rate and 
moderate 
water-holding 
capacity. 


Severe; rapid 
water intake 
rate and low 
water-holding 
capacity. | 


Severe; moder- 
ate water- 
holding ca- 
pacity; ade- 
quate drain- 
age difficult 
to obtain, 


Moderate water 
intake rate 
and high 
water-holding 
capacity; 
adequate 
drainage diffi- 
cult to obtain. 


Farm ponds 


Embankments 


Severe; pervious; 
organic surface 
layer has low 
stability and is 
suitable only 
for low embank- 
ments; substra- 
tum has high 
stability but is 
susceptible to 
piping. 


Severe; semipervi- 
ous; high’ sta- 
bility; small 
volume change. 


Severe; pervious; 
high stability 
and small vol- 
ume change 
when content of 
moisture 
changes; in places 
susceptible to 
piping. 


Severe; semipervi- 
ous; high sta- 
bility; small 
volume change. 


Slight; imper- 
vious; large 
volume change 
in subsoil; high 
stability and 
small volume 
change in sub- 
stratum. 


Reservoir area 


Severe; pervious; 
has high water 
table; suitable 


for dugout ponds; 


seal blanket 
needed for reser- 
voir area. 


Severe; pervious; 
bottom of reser- 
voir needs to be 
compacted. 


Severe; very pervi- 
ous; requires a 
seal blanket. 


Severe; semipervi- 
ous; has seasonal 


high water table; 


suitable for dug- 
out ponds. 


Slight; semiper- 


vious; some areas 


suitable for 
dugout ponds. 
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TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Moderate; silt can 
infiltrate into the 
drain pipes and 
gravel beds of the 
disposal arca. 


Very severe; subject 
to periodic over- 
flow; filter fields 
will not function 
when flooded. 


Moderate; sub- 
stratum absorbs 
effluent rapidly. 


Very severe because 
of high water 
table. 


Slight where under- 
lain by a deep 
layer of sandstone 
residuum; mod- 
erate where sand- 
Stone is indurated. 


Slight where under- 
lain by a deep 
layer of sandstone 
residuum; mod- 
erate where sand- 
stone is indurated. 


Limitations for— 


Foundations for low 
buildings 


Moderate to severe; 
high shear 
strength and very 
low compressi- 
bility; no volume 
change on wetting; 
good bearing 
capacity, but can 
become quick and 
flow where exca- 
vation is below 
the level reached 
by the water table. 


| Moderate to severe; 


liquefies easily and 
flows when wet; 
highly susceptible 
to frost heave and 
loss of strength on 
thawing; fair 
shear strength; 
moderate com- 
pressibility. 


Slight; high shear 
strength; very low 
compressibility; 
no volume change 
on wetting; has 
good bearing ca- 
pacity; becomes 
quick if excavated 
below the level 
reached by the 
water table. 


Slight; high bearing 
capacity, good 
shear strength, 
and low compres- 
sibility; easy to 
compact; high 
water table. 


Slight; underlain by 
sand or sand- 
stone; high shear 
strength and no 
volume change on 
wetting. 


Slight; underlain by 
sand or sand- 
stone; sand has 
high shear 
strength and no 
volume change on 
wetting. 


Subgrade for 
highways 


Severe in subsoil; 
large volume 
change and has 
low bearing ca- 
paeity when wet; 
slight in sub- 
stratum; highly 
stable. 


Severe; substratum 
unstable at all 
moisture contents; 
very low stability 
and very low 
bearing capacity 
when wet. 


Severe in the sub- 
Soil; moderately 
high volume 
change and 
moderately low 
bearing capacity 
when wet; slight 
in the substratum 
for all types of 
pavements when 
confinod. 


Severe in subsoil; 
subsoil subject to 
moderately large 
volume change 
and has low bear- 
ing capacity when 
wet; slight in sub- 
stratum when the 
soil has been 
properly drained 
and compacted. 


Slight in upper part 
of substratum for 
all types of pave- 
ment when con- 
fined; slight in 
lower part of sub- 
stratum (sand- 
stone). 


Slight in upper part 
of substratum for 
all types of pave- 
ment when con- 
fined; slight in 
lower part of sub- 
stratum (sand- 
stone). 


Suitability as a source of— 


Sand and gravel 


Good; substratum 
consists of poorly 
graded, stratified 
Sand and gravel. 


Unsuitable........-- 


Fair; suitable for 
sand; bedrock is 
weakly cemented. 


Unsuitable....--.-- 


Good, suitable for 
sand; bedrock is 
weakly cemented. 


Good; suitable for 
sand; bedrock is 
weakly cemented. 


Topsoil 


Surface layer good; 
subsoil fair to 
poor, lower part 
of subsoil gravelly 
in places. 


Surface layer good; 
subsoil fair, thick; 
subject to stream 
overflow. 


Surface layer good; 
subsoil poor; in 
many places sub- 
soil is sandy in 
lower part. 


Surface layer good, 
thin; subsoil fair 
to poor; subject 
to high water 
table. 


Surface layer and 
subsoil unsuit- 
able; subject to 
erosion by wind; 
low water-holding 
capacity. 


Surface layer and 
subsoil unsuit- 
able; subject to 
wind erosion; low 
water-holding 
capacity. 
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Soil series or 
soil type 


Antigo (AnA, AnB, 
AnB2). 


Arenzville (Ar)_---- 


Arland (AsB, 
AsC2). 


Auburndale (Au)... 


Boone loamy fine 
sand (BnB2, 
BnC2). 


Boone fine sand 
(BIE2). 
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Corrosion 
potential 
for conduits 


Low for metal 


and concrete. 


Low for metal 
and concrete. 


Very high for 
metal and low 
for concrete. 


Moderate for 
metal and 
high for con- 
crete. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate 
permeability ; 
present 
drainage 
adequate. 


Moderate 
permeability ; 
subject to 
flooding; pro- 
tection from 
stream over- 
flow needed. 


Moderate per- 
meability; 
present 
drainage 
adequate. 


Moderate per- 
meability in 
subsoil; slow 
permeability 
in substra- 
tum; seasonal 
high water 
table; surface 
drainage 
needed. 


Very rapid per- 
meability; 
present 
drainage ex- 
cessive. 


Very rapid per- 
meability ; 
present 
drainage ex- 
cessive. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; good 
where gravelly 
substratum is 
not exposed 
and slopes 
are no steeper 
than 12 per- 
cent; fair on 
slopes steeper 
than 12 
percent. 


Slight; no limit- 
ing factors. 


Slight, good 
where sandy 
substratum is 
not exposed 
and the slopes 
are no steeper 
than 12 per- 
cent; fair 
where the 
slopes are 
steeper than 
12 percent. 


Slight; wetness 
may hinder 
construction. 


Severe; a cover 
of plants dif- 
ficult to es- 
tablish and 
maintain. 


Severe; a cover 
of plants dif- 
ficult to es- 
tablish and 
maintain. 


the soils of Pierce County, Wis., for engineering—Continued 


Terraces and 
diversions 


Slight; no limit- 
ing factors. 


Slight; good for 
diversions; 
terraces not 
needed; 
nearly level. 


Moderate; 
sandy sub- 
stratum sub- 
ject to 
erosion. 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of near- 
ly level relief 
and poor 
drainage. 


Very severe; 
has low sta- 
bility and 
high erosion 
potential; 
cover of 
plants diffi- 
cult to estab- 
lish. 


Very severe; 
has low sta- 
bility and 
high erosion 
potential; 
cover of 
plants diffi- 
cult to estab- 
lish. 


Irrigation 


Slight; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Moderate; mod- 
erate water 
intake rate 
and high 
water-holding 
capacity; pro- 
tection from 
stream over- 
flow needed. 


Slight; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Severe; slow 
water intake 
rate and high 
water-holding 
capacity; ad- 
equate drain- 
age difficult 
to obtain. 


Severe; very 
rapid water 
intake rate 
and very low 
water-holding 
capacity; 
subject to 
wind erosion. 


Severe; very 
rapid water 
intake rate 
and very low 
water-holding 
capacity; sub- 
ject to wind 
erosion. 


Limitations for—Continued 


Farm ponds 


Embankments 


Moderate; semi- 
pervious; sub- 
soil has low 
stability, high 
volume change; 
substratum has 
high stability, 
small volume 
change. 


Moderate; semi- 
pervious; 
medium to low 
stability, me- 
dium volume 
change, 


Slight; semiper- 
vious; subsoil 
has medium 
stability, me- 
dium volume 
change; sub- 
stratum has 
high stability, 
small volume 
change. 


Slight; impervi- 
ous; subsoil has 
low stability, 


medium volume 


change; sub- 
stratum has 
high stability, 
low volume 
change. 


Severe; very per- 
vious; high sta- 


bility and small 


volume change. 


Severe; very per- 
vious; high sta- 


bility and small 


volume change. 


Reservoir arca 


Moderate; pervious__ 


Moderate; pervious.. 


Severe; pervious..... 


Slight; semipervi- 
ous; scasonal high 
water table; suit- 
able for dugout 
ponds. 


| Very severe; very 
pervious; soil 
material too po- 
rous to hold 
water, 


Very severe; very 
pervious; soil 
material too po- 
rous to hold 
water. 


SOIL SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Slight where under- 
lain by a deep 
layer of sandstone 
residuum; mod- 
erate where sand- 
stone is indurated. 


Slight; free draining 
at a depth of 
about 20 inches. 


Severe; subject to 
periodic overflow; 
system will not 
function when 
filter fields are 
flooded. 


Slight; free draining 
at a depth of 
about 20 inches. 


Very severe because 
of a high water 
table or ponding. 


Moderate; free 
draining at a 
depth of about 30 
inches. 


Limitations for— 


Foundations for low 
buildings 


Slight; underlain by 
sand or sand- 
stone; high shear 
Strength and no 
volume change on 
wetting. 


Slight; strong 
enough to earry 
any load of a low 
building; good 
shear strength; ۰ 
very low com- 
pressibility ; no 
volume change on 
wetting. 


Severe; liquefies 
easily and flows if 
saturated; highly 
susceptible to 
frost heave and 
loss of bearing 
capacity on thaw- 
ing. 


Slight; strong 
enough to carry 
any load from a 
low building; good 
shear strength; 
negligible com- 
pressibility; no 
volume change on 
wetting and dry- 
ing. 


Slight; good to fair 
shear strength and 
very low com- 
pressibility; fairly 
high bearing ca- 
pacity; high water 
table; ean be- 
come quick and 
flow if excavated 
below the level 
reached by the 
water table. 


Slight; good to fair 
shear strength and 
very low com- 
pressibility; no 
volume change on 
wetting; can be- 
come quick and 
flow if saturated. 


Subgrade for 
highways 


Moderate in upper 
part of substra- 
tum for all types 
of pavement when 
confined; slight in 
lower part of sub- 
stratum (sand- 
stone). 


Moderate in sub- 
soil, highly stable 
when dry, but 
may soften when 
moist; slight in 
substratum and 
highly stable un- 
der wheel loads at 
all moisture con- 
tents. 


Very severe in sub- 
stratum; relative- 
ly unstable at all 
moisture contents; 
very low stability 
and very low 
bearing capacity 
when wet. 


Moderate in subsoil, 
small volume 
change, fair sta- 
bility; slight in 
substratum, high- 
ly stable. 


Very severe in the 
subsoil; material 
in the subsoil is 
elastic, large vol- 
ume change when 
wet; severe in the 
substratum, mod- 
erate volume 
change when wet. 


Slight in the subsoil, 
small volume 
change and high 
stability; slight in 
thesubstratum, no 
volume change 
when wet, suttable 
for all types of 
pavement when 
confined. 


Suitability as بو‎ source of— 


Sand and gravel 


Good; suitable for 
sand; bedrock is 
weakly cemented. 


Good in substratum; 
poorly graded, 
stratified sand 
and gravel. 


Unsuitable.........- 


Good in substratum; 
poorly graded 
sand and gravel; 
stratified. 


Unsuitable_______ 


Substratum made up 
of poorly graded 
sand. 


Topsoil 


Surface layer good, 


dark colored, thin; 
subsoil poor, thin 
over sand and 
gravel, droughty. 


Surface layer fair, 
dark colored; sub- 
soil poor, thin 
over sand and 
gravel, droughty. 


Surface layer good: 
subsoil fair, 
thick; subject to 
overflow. 


Surface layer fair, 
thin, droughty; 
subsoil poor, thin 
over sand and 
gravel. 


Surface layer good, 
thick, dark col- 
ored ; subsoil fair to 
poor, clayey; sub- 
ject to high water 
table. 


Surface layer good, 
thick, dark col- 
ored; subsoil fair, 
thin over sand. 
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Soil series or 
soil type 


Burkhardt loam 
(BrA)， 


Burkhardt sandy 
loam (BuA, 
BuB). 


Chaseburg silt loam 
(CaA, CaB). 


Chetek sandy loam 
(ChB, ChD2). 


Clyde silt loam (CI). 


Dakota loam (DaA, 
Dap, DaC2). 


Corrosion 
potential 
for conduits 


Low for metal 
and concrete, 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Very high for 
metal and low 
for concrete. 


Low for metal 
and concrete. 


Factors that 
influence 
agricultural 
drainage 


Rapid permea- 
bility; present 
drainage ade- 
quate. 


Rapid permea- 
bility; present 
drainage ade- 
quate. 


Moderate per- 
meability ; 
present drain- 
age adequate. 


Rapid permea- 
bility , present 
drainage ex- 
cessive. 


Moderately 
slow permea- 
bility; high 
water table; 
subsurface or 
surface drain- 
age needed, 


Moderate per- 
meability; 
present drain- 
age adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Moderate; a 
cover of 
plants difh- 
cult to-estab- 
lish and 
maintain. 


Moderate; a 
cover of 
plants diffi- 
cult to estab- 
lish and 
maintain. 


Slight; no limit- 
ing factors. 


Moderate; fair 
where the 
gravelly sub- 
stratum is 
not exposed 
and the slopes 
are no steeper 
than 12 per- 
cent; poor 
where the 
slopes are 
steeper than 
12 percent. 


Moderate; satis- 
factory seed- 
bed difficult 
to establish 
in clayey sub- 
soil. 


Slight; exposed 
sandy sub- 
stratum can 
cause prob- 
lems. 


the soils of Pierce County, Wis., for engineering—Continued 


Terraces and 
diversions 


Moderate; shal- 
low over 
gravelly and 
sandy sub- 
stratum. 


Moderate; shal- 
low over 
gravelly and 
sandy sub- 
stratum, 


Slight; good for 
diversions; 
terraces not 
needed. 


Very severe; 
shallow over 
sandy and 
gravelly sub- 
stratum. 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of near- 
ly level relief 
and poor 
drainage. 


Moderate; 
sandy sub- 
stratum; sub- 
ject to ero- 
sion. 


Limitations for—Continued 


Irrigation 


Moderate; rapid 
water. intake 
rate and low 
water-holding 
capacity. 


Moderate; rapid 
water intake 
rate and low 
water-holding 
capacity. 


Slight; moder- 
ate water in- 
take rate and 
high water- 
holding ca- 
pacity. 


Moderate; rapid | 
water intake 
rate and low 
water-holding 
capacity. 


Moderate; mod- 
erate water 
intake rate; 
high water- 
holding ca- 
pacity. 


Slight; moder- 
ate water in- 
take rate and 
moderate 
water-holding 
capacity. 


Farm ponds 


Embankments 


Severe; semiper- 
vious; high sta- 
bility and small 
volume change. 


Severe; semiper- 
vious; high sta- 
bility and small 
volume change. 


Moderate; semi- 
pervious; me- 
dium stability 
and medium 
volume change. 


Severe; pervious; 
high stability 
and small vol- 
ume change. 


Slight; impervi- 
ous; medium 
stability and 
large volume 
change; stony in 
places. 


Severe; semipervi- 
ous; high stabil- 
ity and small 
volume change. 


Reservoir area 


Severe; very pervi- 
ous; seal blanket 
required over the 
gravelly substra- 
tum. 


Severe; very pervi- 
ous: seal blanket 
required over the 
gravelly substra- 
tum. 


Moderate; pervious; 
bottom of reser- 
voir should be 
scarified and com- 
pacted. 


Severe; very pervi- 
ous; requires a 
seal blanket. 


Slight; semipervi- 
ous; high water 
table; suitable for 
dugout ponds. 


Severe; pervious..-- 


SOIL SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Severe; in places 
dolomite limestone 
is not sufficiently 
fissured. 


Moderate because of 
fine texture of soil 
material; requires 
on-site investiga- 
tion. 


Moderate; free 
draining ata 
depth of about 0 
inches. 


Severe; shallow over 
shale bedrock. 


Severe; shallow over 
shale bedrock. 


Moderate; soil ma- 
terial can liquefy 
and flow into 
filter field; drain- 
age adequate.- 


Moderate; permea- 
bility moderately 
slow. 


Limitations for— 


Foundations for low 
buildings 


Slight; underlain by 
dolomite bedrock. 


Slight; moderately 
low compressibil- 
ity and fair shear 
strength; expan- 
sive if initially 
dry. 


Slight; has high 
Shear strength ; 
very low compres- 
sibility and no 
volume change on 
wotting; can be- 
come quick and 
flow if saturated. 


Severe; the material 
weathered from 
shale is subject to 
dangerous expan- 
sion if initially 
dry; has moderate 
compressibility. 


Severe; the material 
weathered from 
shale is subject to 
dangerous expan- 
sion if initially 
dry; has moderate 
compressibility. 


Severe; liquefies 
when saturated; 
has fair shear 
strength and 
moderate com- 
pressibility. 


Severe; highly sus- 
ceptible to frost 
heave; loses 
strength on thaw- 
ing; can lose cohe- 
sion and settle 
when saturated; 
has moderate 
compressibility 
and moderate 
shear strength. 


Subgrade for 
highways 


Slight in subsoil, 
small volume 
change and high 
stability; sub- 
stratum is dolo- 
mite bedrock. 


Slight in subsoil and 
substratum; small 
volume change; 
high stability. 


Slight in subsoil, 
small volume 9 
change and me- 
dium stability 
when wet; slight 
in substratum, 
stable when moist, 
no volume change; 
must be confined 
for flexible pave- 
ment. 


Very severe in sub- 
soil, very elastic, 
very large volume 
change on wet- 
ting; very severe 
in substratum; 
material in sub- 
stratum has 
weathered from 
shale or is shale 
bedrock. 


Very severe in sub- 
soil, very elastic, 
very large volume 
change on wet- 
ting; severe in 
substratum; ma- 
terial in substra- 
tum has weath- 
ered from shale or 
is shale bedrock. 


Severe in subsoil 
and substratum; 
relatively un- 
stable at all mois- 
ture contents; low 
bearing capacity 
when wet; lique- 
fies when wet. 


Severo in subsoil 
and substratum; 
large volume 
change and loss of 
bearing capacity 
when wet. 


Sand and gravel 


Unsuitable; bedrock 
at a depth of 36 
inches or more. 


Unsuitable; loamy 
material at a 
depth of 36 inches 
or more. 


Substratum made up 
of poorly graded 
sand. 


Unsuitable.........- 


Unsuitable.......... 


Unsuitable.--.------ 


Unsuitable....------ 


Suitability as a source of— 


Topsoil 


Surface layer good, 
thick, dark col- 
ored; subsoil fair, 
thin over sand. 


Surface layer good, 
thick, dark col- 
lored; subsoil fair, 
thin over sand. 


Surface layer fair, 
thick, droughty; 
subsoil fair to 
poor, thin over 
sand. 


Surface layer good, 
thin; subsoil poor 
to unsuitable, 
clayoy. 


Surface layer good, 
thin; subsoil poor 
to unsuitable, 
clayey. 


Surface layer good, 
dark colored; 
subsoil fair, 


Surface layer good, 
thick; subsoil 
fair to poor, de- 
pending on the 
content of clay, 
thick. 
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Soil series or 
soil type 


Dakota loam, rock 
substratum (DcA, 
DcB2). 


Dakota loam, 
loamy substra- 
tum (DbA, DbB). 


Dakota sandy loam 
(DdA, DdB). 


Derinda silt loam 
(DeA, DeB, 
DeB2, DeC, 
DeC2, DeD, 
DeD2, DeE). 


Derinda silt loam, 
acid variant 
(DfC2, DfD2). 


Dickinson fine 


sandy loam 
(DkB2). 


Downs silt loam 
(DoB, DoB2, 
DoC2). 
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Corrosion 
potential 
for conduits 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Moderate for 
metal; low 
for concrete, 


Low to moderate 
for metal; very 
high for con- 
crete. 


Low for metal 
and concrete. 


Low for metal 
and concrete, 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability ; 
present drain- 
age adequate. 


Moderate per- 
meability; 
present drain- 
age adequate. 


Moderately 
rapid permea- 
bility; pres- 
ent drainage 
adequate. 


Moderately slow 
permeability 
in subsoil; 
very slow per- 
meability in 
substratum; 
present drain- 
age adequate. 


Moderately slow 
permeability 
1n subsoil; 
very slow per- 
meability in 
substratum; 
present drain- 
age adequate. 


Moderately 
rapid permea- 
bility; present 
drainage 
adequate. 


Moderately 
slow permea- 
bility; present 
drainage ade- 
quate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; exposed 
sandy sub- 
stratum can 
cause prob- 
lems. 


Slight; no limit- 
ing factors. 


Moderate; cover 
of vegotation 
difficult to 
establish and 
maintain. 


Slight where 
bedrock is not 
exposed and 
the slopes are 
no steeper 
than 12 per- 
eent; moder- 
ate where the 
slopes are 
steeper than 
12 percent. 


Moderate; in 
places the ex- 
posed acid 
shale makes it 
necessary to 
apply an 
amendment 
before grass 
can be estab- 
lished. 


Moderate; a 
cover of 
plants may be 
difficult to 
establish, 


Slight; no limit- 
ing factors 
where the 
slopes are no 
steeper than 
12 percent; 
fair where the 
slopes are 
steeper than 
12 percent. 
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Limitations for— Continued 


Terraces and 
diversions 


Moderate; 
sandy sub- 


stratum; sub- 


ject to ero- 
sion. 


No limiting 
factors. 


Moderate; 
sandy; sub- 
ject to ero- 
sion. 


Moderate; in 
places bed- 
rock near the 
surface may 
hinder con- 
struction. 


Moderate; in 
places bed- 
rock near the 
surface may 
hinder con- 
struction. 


Slight; gener- 
ally subject 
to erosion. 


Slight; no limit- 
ing factors. 


Irrigation 


Moderate; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Slight; moder- 
ate water in- 
take rate and 
moderate 
water-holding 
capacity. 


Moderate; rapid 
water intake 
rate and low 
water-holding 
capacity. 


Severe; moder- 
ate water in- 
take rate and 
low water- 
holding ca- 
pacity; ade- 
quate drain- 
age difficult 
to obtain. 


Severe; moder- 
ate water in- 
take rate and 
low water- 
holding ca- 
pacity; ade- 
quate drain- 
age difficult 
to obtain 


Moderate; mod- 
erate water 
intake rate 
and moder- 
ately low 
water-holding 
capacity. 


Slight; moder- 


ate water in- 
take rate; 
moderate 
water-holding 
capacity. 


Farm ponds 
Embankments 


Severe; semiper- 
vious; high sta- 
bility and small 
volume change. 


Moderate; high 
stability and 
small volume 
change. 


Severe; pervious; 


high stability 


and small vol- 
ume change; in 
places suscept- 


ible to piping. 


Slight; semiper- 


vious; medium 


stability and 
large volume 
change; shale 
bedrock has 
high shrink- 


swell capacity. 


Slight; semiper- 


vious; medium 


stability and 
large volume 
change; shale 
bedrock has 
high shrink- 


swell capacity. 


Moderate; high 
stability and 
small volume 
change. 


Moderate; semi- 
pervious; 
medium sta- 


bility and large 
volume change. 


Reservoir area 


Severe; pervious; 
requires a seal 
blanket over lime- 
stone bedrock. 


Moderate; pervious; 
bottom of reser- 
voir needs to be 
compacted. 


Severe; very per- 
vious; requires a 
seal blanket. 


Slight; pervious; 
compact the sur- 
face soil or re- 
move the subsoil 
down to the 
clayey sub- 
stratum. 


Slight; pervious; 
compact the Sur- 
face soil or re- 
move the subsoil 
down to the 
clayey sub- 
stratum. 


Moderate; moder- 
ately pervious. 


Moderate; per- 
vious; compact 
the surface soil. 


SOIL SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Severe; the clay in 
the subsoil re- 
stricts percola- 
tion; bedrock near 
the surface per- 
mits contamina- 
tion of the ground 
water. 


Severe; fissured 
dolomite near the 
surface permits 
contamination of 
the ground water. 


Slight; free drain- 
ing at a depth 
of about 20 
inches. 


Limitations for— 


Foundations for low 
buildings 


Slight where the 
layer of clay 
weathered from 
bedrock is thin; 
severe where that 
layer is thick; 
large volume 
change in clay at 
varying moisture 
contents; low 
shear strength; 
very high com- 
pressibility. 


Slight; dolomite 
within 20 inches 
of the surface. 


Slight; will earry 
any load imposed 
by a low building; 
good shear 
Strength; nog- 
ligible compres- 
sibility; no 
volume change on 
wetting and 
drying. 


Subgrade for 
highways 


Severe in subsoil 
and in upper part 
of substratum, 
highly plastic, 
and exiremely 
large volume 
change when wet, 
elastic; slight in 
lower part of sub- 
Stratum; under- 
lain by dolomite. 


Severe in subsoil 
and in upper part 
of substratum, 

. highly plastic, 
and large volume 
change when wet; 
slight in dolomite 
in lower part of 
substratum. 


Slight in subsoil and 
substratum; soil 
material highly 
stable regardless 
of moisture 
content. 


Suitability as a source of— 


Sand and gravel 


Unsuitable....-.---- 


Unsuitable....------ 


Good; substratum 
contains poorly 
graded sand and 
gravel. 


Topsoil 


Surface layer good; 
upper part of the 
subsoil fair to 
poor, thin; lower 
part of the sub- 
soil unsuitablo, 
clayey. 


Surface layer good; 
subsoil poor, 


Surface layer fair 
to poor, thin, 
variable in tex- 
ture; subsoil un- 
suitable, gravelly 
and sandy. 
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Soil series or 
soil type 


Dubuque silt loam 
(DsA, DsB, 
DsB2, DsC, 
DsC2, DsD, 
DsD2, DsE, 
DsE2, DsF). 


Dubuque soils 
(DtB3, DtC3, 
DtD3). (See 
Dubuque silt 
loam). 


Dunbarton silt 
loam (DuB, 
DuB2, DuC, 
DuC2, DuD, 
DuD2, DUE, 
DuE2). 


Dunbarton com- 
plexes (DvC, 
DvC2, DvD, 
DvD2, DvE, 
DvE2). (See 
Dunbarton silt 
loam). 


Edith soils (EdC2, 
EdD, EdD2, 
EdE). 


Edith- Wykoff 
complexes 
(EwC2, EwD2, 
EwD3, EwE). 
(See Edith soils 
for interpreta- 
tions for Edith . 
soils, and Wykoff 
loam and Wykoff 
silt ص108‎ for in- 
terpretations for 
Wykoff soils). 


Corrosion 
potential 
for conduits 


Low to moderate 


for metal; 
low for con- 
crete. 


Low to moderate 


for metal; 
low for con- 
erete. 


Low for metal 


and concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability in 
subsoil; slow 
permeability 
in substra- 
tum; present 
drainage ade- 
quate. 


Moderately slow 
permeability 
in subsoil; 
slow permea- 
bility in sub- 
stratum; 
present drain- 
age adequate. 


Rapid permea- 


bility; 
present 
drainage 
excessive. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; no limit- 
ing factors 
where the 
slopes are no 
steeper than 
12 percent; 
fair where the 
slopes are 
steeper than 
12 percent. 


Moderate where 
the slopes are 
no steeper 
than 12 per- 
eent; severe 
where the 
slopes are 
steeper than 
12 percent. 


Severe; satis- 


factory seed- 
bed difficult 
to establish. 
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Limitations for—Continued 


Terraces and 
diversions 


Moderate; in 

` places bed- 
rock near the 
surface may 
hinder con- 
struction. 


Severe; bed- 
rock near the 
surface may 
hinder con- 
struction. 


Severe; shallow 
to gravelly 
and sandy 
substratum. 


Trrigation 


Moderate; mod- 
erate to high 
water intake 
rate and 
moderate to 
high water- 
holding ca- 
pacity. 


Severe; moder- 
ate water 
intake rate; 
moderate 
water-holding 
capacity. 


water intake 
rate and low 
water-holding 
capacity. 


Severe; rapid 


Farm ponds 


Embankments 


Moderate; semi- 
pervious; medium 


stability and 
large volume 
change; clay 
substratum has 
high shrink- 


swell potential. . 


Severe; semi- 


pervious; 
medium sta- . 
bility and large 
volume change; 
high shrink- 
swell potential. 


Severe; pervious; 


high stability 
and small 
volume change. 


Severe; pervious. .... 


Reservoir area 


Moderate; per- 
vious. 


Severe; very 
pervious. 


SURVEY 


TABLE 5.— Suitability, limitations, and characteristics of 


Sewage disposal 


Moderate; silty 
material can in- 
filtrate into the 
drainpipes and 
gravel beds of 
the disposal area. 


Very severe be- 
cause of high 
water tablc. 


Moderate in many 
places, but severe 
where drainage is 
somewhat poor; 
silty material can 
infiltrate the 
drainpipes and 
gravel beds of the 
filter field; in 
some areas the 
soil material has 
high bulk density. 


Severe; has fluctu- 
ating water table 
and variable bulk 
density. 


Moderate, except 
severe where 
underlain by 
bedrock. 


Limitations for— 


Foundations for low 
buildings 


Severe; highly sus- 
ceptible to frost 
heave; loses 
strength on thaw- 
ing; loses cohesion 
and settles when 
saturated; has 
fair shear 
strength; sub- 
ject to lique- 
faction. 


Slight; low com- 
pressibility ; fair 
shear strength; 
high water table. 


Slight; low com- 
pressibility; good 
to fair shear 
strength; easy to 
compact. 


Slight; low com- 
pressibility; good 
to fair shear 
strength; easy to 
compact. 


Slight; very low 
compressibility; 
no volume change 
on wetting; be- 
comes quick and 
flows if excavation 
is below level 
reached by the 
water table. 


elastic and subject 


dium stability and 


Subgrade for 
highways 


Very severe in sub- 
| soil, soil mate- 
rial elastic, has 
high volume 
change on wet- 
ting; severe in 
substratum, un- 
stable at all mois- 
ture contents, 


Very severo in sub- 
soil, soil material 


to large volume 
change when wet; 
severe in sub- 
stratum, fair to 
poor for subgrade, 
moderate volume 
change when wet. 


| Severe in subsoil, 
somewhat un- 
stable at all 
moisture contents, 
moderately low 
bearing capacity; 
slight in sub- 
stratum, medium 
stability, only 
small volume 
change when wet. 


Severe in subsoil, 
somewhat un- 
stable at all 
moisture contents 
and has moder- 
ately low bearing 
capacity; slight in 
substratum; 
material in sub- 
stratum had me- 


small volume 
change. 


Severe in subsoil, 
large volume 
change and has 
low bearing 
capacity when 
wet; slight in 
substratum, no 
volume change 
when wet; may 
need to be con- 
fined if loose. 


SOIL 


Suitability as à source of— 


Sand and gravel 


Fair to poor; sub- 
stratum contains 
poorly graded 
sand and layers 
of silty material. 


Unsuitable. _______. 


Fair to poor; sub- 
stratum contains 
pockets of well- 
graded sand and 
gravel. 


Fair to poor; in 
places substratum 
contains pockets 
of well-graded 
sand or gravel. 


Fair; substratum 
suitable for 
poorly graded 
sand; bedrock 
weakly cemented. 


Topsoil 


Surface layer good; 
subsoil fair to 
poor, thick, in 
places sandy in 
lower part. 


Surface layer good, 
thick, dark 
colored; subsoil 
fair to poor, 
clayey; subject to 
high water table. 


Surface layer good; 
subsoil fair; lower 
part of subsoil 
gravelly in places 
and has low 
water-holding 
capacity. 


Surface layer good; 
subsoil fair; lower 
part of subsoil 
gravelly in places 
and has low 
water-holding 
capacity. 


Surface layer good; 
subsoil fair to 
poor; lower part 
of subsoil sandy 
in places. 
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Soil series or 
soil type 


Fayette silt loam, 
benches (FaA, 
FaB, FaC2). 


Floyd silt loam 
(FIB). 


Freeon silt loam 
(FnB2, FnC2). 


Freer silt loam (Fr)- 


Gale silt loam 
(GaB, GaB2, 
GaC2, GaD2). 
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Corrosion 
potential 
for conduits 


Low for metal; 
low to mod- 
erate for 
concrete. 


High for metal; 
low for con- 
crete. 


Low for metal; 
low to mod- 
erate for 
concrete. 


Low for metal; 
y. moderate for 
concrete. 


Low for metal 
and concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability ; 
present 
drainage 
adequate. 


Moderately 
slow permea- 
bility; high 
water table; 
subsurface 
drainage 
needed. 


Moderately 
slow permea- 
bility; surface 
drains bene- 
ficial. 


Moderately 
slow permea- 
bility; surface 
drainage 
needed. 


Moderate per- 
meability ; 
present 
drainage 
adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; no 
limiting 
factors where 
the slopes are 
no steeper 
than 12 per- 
cent; fair 
where the 
slopes are 
steeper than 
12 percent. 


Moderate; 
satisfactory 
seedbed 

difficult to 

establish in 
clayey sub- 
soil; wetness 
may hinder 
construction. 


Slight; stones 
may hinder 
construction. 


Slight; stones 
and wetness 
may hinder 
construction. 


Slight where the 
sandy sub- 
stratum is not 
exposed and 
the slopes are 
no steeper 
than 12 per- 
cent; mod- 
erate where 
the slopes are 
steeper than 
12 percent. 


the soils of Pierce County, Wis., for engineering—Continued 


Limitations for—Continued 


Terraces and 
diversions 


Slight; no 
limiting 
factors. 


Slight; wetness 
may hinder 
construction. 


Slight; stones 
may hinder 
construction. 


Moderate; wet- 
ness and 
stones may 
hinder con- 
struction, 


Slight; no limit- 
ing factors. 


Trrigation 


Slight; mod- 
erate water 
intake rate 
and high 
water-holding 
capacity. 


Moderate; 
moderate 
water intake 
rate; high 
water-holding 
capacity; 
drainage 
required 
before ir- 
rigating. 


Moderate; mod- 
erate to slow 
water intake 
rate and 
moderate 
water-holding 
capacity. 


Moderate; slow 
water intake 
rate; high 
water-holding 
capacity; 
adequate 
drainage 
difficult to 
obtain. 


Slight; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Farm ponds 


Embankments 


Slight; semiper- 
vious; medium 
stability and 
medium volume 
change above 
layers of sandy 
material. 


Slight; imper- 
vious; medium 
stability; large 
volume change; 
moderate 
shrink-swell 


potential; some 
areas stony. 


Slight; semiper- 
vious; subsoil 
medium in 
stability and 
Subject to large 
volume change; 
substratum 
highly stable 
and subject to 
small volume 
change. 


Slight; semiper- 
vious; subsoil 
has medium 
stability, small 
volume change. 


Moderate; semi- 
pervious; 
subsoil has 
medium sta- 
bility, large 
volume change; 
substratum has 
high stability, 
small volume 
change. 


Reservoir area 


, Slight; pervious.... 


Slight; semiper- 
vious; has high 
water table; 
suitable for 
dugout ponds. 


Slight; pervious.... 


Slight; semiper- 
vious; in places 
suitable for 
dugout ponds. 


Moderate; pervious; 
bottom of reser- 


voir should be 
scarified and 
compacted. 


SOIL SURVEY 


TABLE 5.—Suttability, limitations, and characteristics of 


Sewage disposal 


Severe because of 
bedrock near the 
surface and 
degree of indura- 
tion of bedrock. 


Severe; has 
fluctuating water 
table; requires 
on-site investi- 
gation. 


Very severe; has 
high water table. 


Moderate; has 
medium-textured 
substratum. 


Moderate; has 
medium-textured 
substratum. 


Moderate; has 
medium-textured 
substratum, 


Limitations for— 


Foundations for low 
buildings 


Slight; thinly bedded | 


siltstone and 
sandstone, 


Slight; high shear 
strength; 
negligible com- 
pressibility; no 
appreciable 
volume change on 
wetting. 


Moderate; high 
shear strength; no 
volume change on 
wetting; low com- 
pressibility; can 
become quick and 
flow if saturated 
during excavation. 


Slight; in places bed- 
rock is at a depth 
between 42 and 
about 60 inches; 
the loamy material 
above bedrock is 
expansive; has 
fair shear strength; 
moderate com- 
pressibility. 


Slight; in some 
places bedrock is 
at a depth . 
between 42 and 
about 60 inches: 
the loamy material 
above the bedrock 
is expansive, has 
fair shear strength, 
and has moderate 
compressibility. 


Slight; depth to bed- 
rock ranges from 
42 to about 60 
inches; the loamy 
material above the 
bedroek is 
expansive, has 
fair shear strength, 
and has moderate 
compressibility. 


Subgrade for 
highways 


Severe in subsoil, 
moderate stability 
and small volume 
change when wet; 
moderate in sub- 
stratum; substra- 
tum consists of 
thinly bedded 
siltstone and 
sandstone. 


Moderate ia sub- 
soil, has fair 
stability, small 
volume change 
when wet; slight 
in substratum; 
substratum highly 
Stable under 
wheel loads. 


Moderate in sub- 
soil, small volume 
change and good 
stability; slight in 
substratum, no 
volume change on 
wetting, suitable 
for all types of 
pavement when 
confined. 


Moderate in sub- 
soil and sub- 
stratum; small 
volume change 
and little pave- 
ment distortion. 


Slight in subsoil and 
substratum; 
small volume 
change and little 
distortion of 
pavement, 


Slight in subsoil and 
substratum; 
small volume 
change and little 
distortion of 
pavement. 


Sand and gravel 


Unsuitable; under- 
lain by thinly 
bedded siltstone 
and sandstone. 


Good in substratum; 
substratum 
contains poorly 
graded, stratified 
sand and gravel. 


Good in sub- 
Stratum; sub- 
stratum contains 
poorly graded 
sand and in places 
contains layers of 
silty material. 


Unsuitable.........- 


Unsuitable.........- 


Unsuitable........-. 


Suitability as a source of— 


Topsoil 


Surface layer fair, 
thin; subsoil fair 
to poor, thin. 


Surface layer good; 
subsoil fair to 
poor; in many 
places lower part 
of subsoil is 
gravelly. 


Surface layer good; 
subsoil fair; in 
many places 
lower part of 
subsoil is sandy. 


Surface layer good, 
thick, dark 
colored; subsoil 
fair. 


Surface layer good 
to fair, thick, 
dark colored; 
subsoil fair. 


Surface layer good; 
subsoil fair. 
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Soil series or 
soil type 


Gale silt loam, thin 
solum variant 
(GtC2, GtD, 
GtD2, GtE). 


Halder loam (HaA)- 


Halder loam, sandy 
substratum 
(HdA). 


Heseh loam, loamy 
substratum 
(HIB, HIB2, 
HIC2, HID2). 


Hesch fine sandy 
loam, loamy 
substratum 
(HeB2, HeC2, 
HeD2). 


Hixton loam, loamy 
substratum 
(HtB, HtC2, 
HtD2). 


03 


Corrosion 
potential 
for conduits 


Low for metal; 
high for 
concrete. 


Low for metal 
and concrete. 


Moderate for 
metal; low 
for concrete. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low for metal 
und concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability, 
present 
drainage 
ndequate. 


Moderate 
permeability ; 
has seasonal 
high water 
table; surface 
drainage 
beneficial. 


Moderate 
permeability ; 
has seasonal 
high water 
table; surface 
drainage 
beneficial. 


Moderate 
permeability ; 
present 
drainage 
adequate. 


Moderate to 
rapid per- 
meability ; 
present 
drainage 
excessive. 


Moderate 
permeability ; 
present 
drainage 
adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Severe; shallow 
to bedrock, 


Slight where 
the sandy 
substratum is 
not exposed; 
wetness may 
hinder con- 
struction. 


Slight where 
the sandy 
substratum is 
not exposed; 
wetness may 
hinder con- 
struction. 


Slight; no 
limiting 
factors. 


Moderate; a 
cover of 
plants diffi- 
cult to estab- 
lish and 
maintain; 
moderately 
erodible. 


Slight; no 
limiting 
factors. 


the soils of Pierce County, Wis., for engineering —Continued 


Limitations for—Continued 


Terraces and 
diversions 


Severe; shallow 
to bedrock. 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of 
nearly level 
relief and 
somewhat 
poor 
drainage. 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of 
nearly level 
relief and 
somewhat 
poor 
drainage. 


Slight; no 
limiting 
factors. 


Slight; soil 
material 
sandy and 
subject to 
erosion. 


Slight; no 
limiting 
factors. 


Irrigation 


Severe; mod- 
erate water 
intake rate 
and low 
water-holding 
capacity. 


Moderate; 
moderate in- 
take rate and 
high water- 
holding 
capacity; 
drainage 
necessary 
before 
irrigating, 


Moderate; 
moderate 
water intake 
rate and high 
water- 
holding 
capacity; 
drainage 
necessary 
before 
irrigating. 


Slight; 
moderate 
water intake 
rate and 
moderate 
water-holding 
capacity. 


Slight; rapid 
water intake 
rate and 
moderate to 
low water- 
holding 
capacity. 


Slight; 
moderate 
water intake 
rate and 
moderate 
water-holding 
capacity. 


Farm ponds 


Embankments 


Severe; pervious; 
subsoil is thin 
and has mod- 
crate stability, 
small volume 
change; sub- 


stratum consists 


of thinly 
layered sand- 
stone and 
siltstone. 


Moderate; semi- 
pervious; high 
to medium 
stability and 
small volume 
change. 


Severe; semi- 
pervious; high 
to medium 
stability and 
small volume 
change. 


| 
| Moderate; semi- 


pervious; high 
stability and 
small volume 
change; in 
places suscep- 
tible to piping. 


Moderate; 
pervious; high 
Stability and 
small volume 
change; suscep- 
tible to piping. 


Moderate; semi- 
pervious; high 
stability and 
small volume 
change; suscep- 
tible to piping. 


Reservoir arca 


evere; pervious. _ __ 


Moderate; pervious; 


bottom of 
reservoir should 
be scarified and 
compacted; in 
places suitable 
for dugout ponds. 


Severe; pervious; 


bottom of : 
reservoir should 
be scarified and 
compacted; in 
Places suitable 
for dugout ponds. 


Moderate; pervious. 


| Moderate; very 


pervious. 


Moderate; pervious- 
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SOIL SURVEY 


TABLE 5.—Switability, limitations, and characteristics of 


Sewage disposal 


Moderate; free drain- 
ing at a depth of 
3 feet. 


Moderate; has me- 
dium-textured 
substratum, 


Moderate; soil ma- 
terial can liquefy 
and flow into filter 
field; drainage 
adequate, 


Very severe; high 
water table. 


Very severc; high 
water table. 


Slight; free draining 
below a depth of 
about 30 inches. 


Limitations for— 


Foundations for low 
buildings 


Slight; very low 
compressibility; 
no volume change 
on wetting; good 
shear strength if 
saturated; ean 
flow while exca- 
vation is taking 
place. 


Slight; depth to bed- 


rock ranges from 
42 to about 60 
inches; the loamy 


material above the 


bedrock is expuns- 
ive, has fair shear 
rth, and has 
ite com- 
pressibility. 


Moderate; liquefies 
when saturated; 
fair shear strength 
and moderate 
compressibility. 


Slight; good shear 
strength and very 
low compressi- 
bility; no vol- 
ume change on 
wetting; can be- 
come quick and 
flow if saturated. 


Slight; good shear 
strength; very 
low compressi- 
bility; no volume 
change on wet- 
ting: can become 
quick and flow if 
saturated. 


Slight; high shear 
strength; no 
volume change on 
wetting; low com- 
pressibility; may 
become quick and 
flow if saturated 
while excavation 
is taking place. 


Subgrade for 
highways 


Moderate in sub- 
soil, small volume 
change and little 
distortion of 
pavement; slight 
in substratum و‎ 
material in sub- 
stratum highly 
stable under 
wheel loads. 


Slight in subsoil and 
substratum; small 
volume change 
and little distor- 

tion of pavement. 


Moderate in sub- 
soil and sub- 
Stratum; some- 
what unstable at 
all moisture con- 
tents; low bearing 
capacity when 
wet; liquefies 
when wet. 


Slight in subsoil, 
small volume 
change and high 
stability; slight in 
substratum, no 
volume change 
when wet, suit- 
able for all types 
of pavement 
when confined. 


Slight in subsoil; 
subsoil has small 
volume change 
and good stabil- 
ity; slight in sub- 
stratum, no vol- 
ume change when 
wet; substratum 
suitable for all 
types of pavement 
when confined. 


Moderate in subsoil, 
small volume 
change and good 
stability; slight in 
substratum, no 
volume change in 
substratum on 
wetting, suitable 
for all types of 
pavement when 
confined. 


Suitability as a source of 一 


Sand and gravel 


Substratum is poorly 


graded sand; sand- 
stone is weakly 
cemented. 


Unsuitable......-.-. 


Good in substratum; 
poorly graded 
sand. 


Good; substratum 
consists of poorly 
graded sund. 


Good; substratum 
consists of poorly 
graded sand; in 
places it contains 
layers of silty 
material. 


'Topsoil 


Surface layer fair; 
subsoil fair to 
poor; lower part 
of subsoil gen- 
erally droughty. 


Both surface layer 


and subsoil fair. 


Both surface layer 


and subsoil fair. 


Surface layer good, 
thick, dark col- 
lored; subsoil good 
to fair, thick. 


Surface layer good, 
thick, dark col- 
ored; subsoil fair, 
thin over sand. 


Surface layer good; 
subsoil fair; lower 
part of subsoil 
sandy in many 
places. 
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Soil series or 
soil type 


Hixton fine sandy 
loam (HmC2, 
Hm D2). 


Hixton fine sandy 
loam, loamy sub- 
stratum (HnB, 
HnB2, HnC, 
HnC2, HnD, 
HnD2, HnE). 


Lamont very fine 
sandy loam 
(LaB2, LaC2, 
LaD2). 


Lawler loam (LcA)-- 


Lawler silt loam 
(LV ۸ LwB'. 


Meridian loam 
(MdA, MdB). 


PIERCE COUNTY, WISCONSIN 6: 
the soils of Pierce County, Wis., for engineering-—Continued 


Limitations for—Continued 


Corrosion 
potential 
for conduits 


Low for metal 
and ۰ 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


High for metal; 
low for con- 
crete. 


High for metal; 
low for con- 
crete, 


Low for metal 
und concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability in 
the subsoil; 
rapid in the 
substratum; 


present drain- 


age excessive, 


Moderate to 
rapid perme- 
ability; pres- 
ent drainage 
excessive, 


Moderately 
rapid per- 
meability; 
present drain- 
age adequate. 


Moderate per- 
meability; has 
scasonal high 
water table; 
surface drain- 
age beneficial. 


Moderately per- 
meable; sur- 
face drainage 
beneficial. 


Moderately 
permeable; 
present drain- 
age adequate. 


Moderate; cover 


Grassed 
waterways 


of plants dif- 
ficult to es- 
tablish and 
maintain; 
moderately 
erodible. 


Moderate; cover 
of plants diffi- 
cult to estab- 
lish and 
maintain; 
moderately 
erodible. 


Slight; eover of 
plants may 
be difficult to 
establish. 


Slight where 
sandy and 
gravelly sub- 
Stratum is 
not exposed; 
webness may 
hinder con- 
struction. 


Slight; where 
the sandy 
substratum is 
not exposed; 
wotness may 
hinder con- 
struction, 


Moderate; suit- 
able where 
sancly sub- 
stratum is not 
exposed and 
the slopes are 
no steeper 
than 12 per- 
cent. 


Terraces and 
diversions 


Moderate; soil 
material sandy 
and subject 
to erosion. 


Moderate; soil 
material 
sandy and 
subject to 
crosion. 


Slight; generally 
subject to 
erosion. 


Slight for diver- 
sions; ber- 
races not 
needed, he- 
cause of 
nearly level 
relicf and 
somewhat 
poor drain- 
age. 


Slight; wetness 
may hinder 
construction. 


Moderate; sub- | 
stratum sandy 
and highly 
erodible. 


Irrigation 


Moderate; rapid 
water intake 
rate and mod- 
erately low 
water-holding 
capacity. 


Moderate; rapid 
water intake 
rate and mod- 
erate to low 
water-holding 
capacity. 


Slight; mod- 
erate water 
intake rate 
and mod- 
erate to low 
water-holding 
capacity, 


Moderate; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity; - 
drainage nec- 
essary before 
irrigating. 


Moderate; mod- 
erate water 
intake rate 
and high 
water-holding 
capacity; 
drainage re- 
quired before 
irrigating. 


Moderate; 
moderate 
water intake 
rato and 
moderate 
water-holding 
capacity. 


Embankments 


Severe; pervious; 
high stability 
and small vol- 
ume change; 
susceptible to 
piping. 


high stability 
and small vol- 
ume change; 
susceptible to 
piping. 


stability and 
small volume 
change. 


Moderate; semi- 
pervious; high 
to medium sta- 
bility and small 
volume change, 


Moderate; semi- 
pervious; sub- 
soil has medium 
stability, me- 
dium.volume 
change; sub- 
stratum has 
high stability, 
small volume 
change. 


Moderate; semi- 
pervious; 
medium to high 
stability; small 
volume change. 


| Severe; pervious; 


| Moderate; high 


Farm ponds 


Reservoir area 


Severe; very per- 
vious; a seal 
blanket required. 


Severe; very pervi- 
ous; a seal blanket | 


required, 


Slight; moderately 
pervious. 


Moderate; pervious; 
bottom of reser- 
voir should be 


searified and com- 


pacted; some 
arcas suitable for 
dugout ponds. 


Moderate; pervious. . 


Moderate; pervious__ 


SOIL SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Slight; free draining 
nt a depth of 2 to 
3 feet. 


Slight; free draining 
at a depth of 2 to 
3 fect. 


Very severe; subject 
to periodic stream 
overflow; filter 
fields will not 
function when 
soil is flooded. 


Severe; substratum 
generally fine tex- 
tured; on-site 
investigation re- 
quired, 


Moderate; perme- 
ability moderately 
slow. 


Limitations for— 


Foundations for low 
buildings 


Slight; high shear 
«strength; negligi- 
ble compressibility ; 
no volume change 
on wetting. 


Slight; high shear 
strength; negligi- 
ble com pressi- 
bility; no volume 
change on wetting. 


Severe; liquefics 
easily and flows if 
excavated while 
soil material is 
saturated; highly 
susceptible to 
frost heave and 
loss of bearing 
capacity on thaw- 
ing; moderate 
compressibility. 


Severe; expansive if 
initially, dry; fair 
shear strength; 
moderato com- 
pressibility, 


Slight; low com- 
pressibility; good 
to fair shear 
strength; casy to 
compact. 


Subgrade for 
highways 


Slight in subsoil, 
good if com- 
pacted properly; 
slight in sub- 
Stratum; substra- 
tum highly stable, 
no volume change 
when wet. 


Slight in subsoil, 
good when com- 
pacted properly; 
slight in substra- 
tum; substratum 
highly stable, no 
volume change 
when wet. 


Severe in subsoil and 
substratum; some- 
what unstable at 
all moisture con- 
tents; very low 
stability and very 
low bearing 
capacity when 
wet, 


Severe in subsoil 
and substratum; 
large volume 
change and loss of 
bearing capacity 
when wet. 


Severe in subsoil, 
somewhat un- 
stable at all 
moisture con- 
tents; slight in 
substratum, has 
high stability, 
little volume 
change when wet. 


Suitability as a source of 一 


Sand and gravel 


Good; substratum 
consists of well- 
graded sand and 
of some layers of 
poorly graded 
gravelly material; 
stratified. 


Good; substratum 
consists of well- 
graded sand and 
of some layers of 
poorly graded 
gravelly material; 
stratified. 


Unsuitable---------- 


Unsuitabie---------- 


Poor; substratum 
contains pockets 
of well-graded 
sand and gravel. 


Topsoil 


Surface layer good; 
subsoil fair to 
poor; in places 
lower part of sub- 
soil is gravelly. 


Surface layer fair; 
subsoil fair to 
poor; in places 
lower part of sub- 
soil is gravelly. 


Surface layer good; 
subsoil fair, thick. 


Surface layer good, 
thick, dark col- 
ored; subsoil fair 
to poor; in places 
Soil material in 
lower part of sub- 
soil clayey and 
plastic. 


Surface layer good; 
subsoil fair, thick. 
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Soil series or 
soil type 


Onamia loam 
(OmA, OmB, 
OmB2, OmC2, 
OmD2). 


Onamia sandy loam 
(OnB, OnC2). 


Orion silt loam 
(Or). 


Ostrander silt loam 
(OsA, OsB, 
OsB2, OsC2). 


Otterholt silt loam 
(OtB, OtB2, OtC, 
OtC2, OtC3, 
OtD2). 
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Corrosion 
potential 
Tor conduits 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low to moder- 
ate for metal 
and concrete. 


Low for metal 
and concrete. 


Factors that 
influence 
agricultural 
drainage 


permeable; 
present drain- 
age adequate. 


permeable; 
present drain- 
age adequate. 


permeable; 
subject. to 
stream over- 
flow; surface 
drainage 
beneficial. 


moderately 
slow perme- 
ability; pres- 
ent drainage 
adequate. 


slow perme- 
ability; pres- 
ent drainage 
adequate. 


Moderately 


Moderately 


Moderately 


Moderate to 


Moderately 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight where the 
sandy sub- 


stratum is not 


exposed and 
the slopes are 
no steeper 
than 12 per- 
cent; fair 
where the 
slopes are 
stecper than 
12 percent. 


Moderate where 
the gravelly 
substratum is 
not exposed; 
moderately 
erodible. 


Slight; wetness 
may hinder 
construction. 


Slight where 
the slopes are 
no steeper 
than 12 per- 
cent; stones 
may hinder 
construction; 
fair where the 
slopes are 
steeper than 
12 percent. 


Slight; no limit- 
ing factors 
where the 
slopes are no 
steeper than 
12 percent; 
fair where the 
slopes are 
steeper than 
12 percent, 


the sous of Pierce County, Wis., for engineering—Continued 


Terraces and 
diversions 


Moderate; sub= 
stratum 
sandy and 
gravelly; 
highly erod- 
ible. 


Moderate; soil 
material 
sandy and 
highly erod- 
ible. 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of 
nearly level 
relief and 
hazard of 
flooding. 


Slight; stones 
may hinder 
construction, 


Slight; no 
limiting 
factors. 


Irrigation 


Slight; moder- 
nte water in- 
take rate and 
moderate 
water-holding 
capacity. 


Moderate; 
moderate to 
rapid water 
intake rate; 
moderate to 
low water- 
holding 
capacity. 


Moderate; 
moderate 
water intake 
rate and high 
water-holding 
capacity; 
drainage and 
protection 
from stream 
overflow 
needed, 


Slight; moder- 
ate water 
intake rate 
and moder- 
ately high 
water-holding 
capacity. 


Slight; moder- 
ate water 
intake rate 
and moder- 
ately high 
water-holding 
capacity. 


Limitations for—Continued 


Embankments 


Moderate; semi- 
pervious; 
medium to high 
stability; small 
volume change. 


Moderate; pervi- 
ous; high 
stability and 
small vol- 
ume change; 
in places sus- 
ceptible to 
piping. 


Moderate; semi- 
pervious; 
medium sta- 
bility and 
medium volume 
change; in 
places suscepti- 
ble to piping. 


Slight; semi- 
pervious; 
medium stabil- 
ity and large 
volume change. 


Moderate; semi- 
pervious; sub- 
soil medium in 
stability and in 
volume change; 
substratum 
high in stabil- 
ity; small 
volume change. 


Farm ponds 


Reservoir area 


Severe; Dervious---- 


Severe; very porvi- 
ous. 


Moderate; pervious.. 


Slight; pervious [0 


Moderate; pervious.. 


SOIL SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


| 
| 
İ 


Sewage disposal 


Slight; free draining 
throughout soil 
profile. 


Moderate; perme- 
ability moderately 
slow. 


| Severe; substratum 


generally fine 
textured. 


Severe; substratum 
generally fine 
textured. 


Severe; substratum 
generally fine 
textured. 


Limitations for— 


Foundations for low 
buildings 


Slight; very low 
compressibility ; 
no volume change 
when content of 
moisture changes; 
good shear 
strength; can 
liquefy if exca- 
vated when soil 
material is 
saturated, 


Severe; high com- 
pressibility; fair 
shear strength; 
can be expansive 
if subjected to 
wide fluctuation 
in moisture 
content. 


Moderate; expansive 
if initially dry; 
fair shear 
strength; moder- 
ate compressi- 
bility. 


Moderate; low com- 
pressibility; good 
to fair shear 
strength; easy to 
compact. 


Moderate; low eom- 
pressibility; good 
to fair shear 
strength; casy to 
compact, 


Subgrade for 
highways 


Slight in sub- 
stratum; lacks 
stability under 
wheel loads, ex- 
cept when moist; 
no volume change 
when wet; suit- 
able for all types 
of pavement when 
confined. 


Severe both in sub- 
soil and sub- 
stratum; moder- 
ate volume change 
and large loss of 
bearing capacity 
when wet. 


Severe in subsoil and 
substratum; large 
volume change 
and loss of bear- 
ing capacity when 
wet. 


Severe both in sub- 
soil and sub- 
stratum; moder- 
ately large vol- 
ume change and 
loss of bearing 
capacity when 
wet. 


Severe in subsoil, 
somewhat un- 
stable at all mois- 
turo contents, low 
bearing capacity 
when wet, sub- 
ject to liquefac- 
tion; severe in 
substratum, 
moderately large 
volume chango 
and loss of bear- 
ing capacity when 
wot. 


Suitability as a source of— 


Sand and gravel 


Good; substratum 
consists of poorly 
graded sand; con- 
tains a few 
pebbles in some 
places. 


UÜnsuitable..___ 


Unsuitable 


Unsuitable....--..-- 


Unsuitable 


Topsoil 


١ Both surface layer 


and subsoil un- 
suitable; droughty 
and subject to 
wind erosion. 


Surface layer good, 
thick, dark col- 
ored; subsoil fair, 
thick. 


| Surface layer good, 


thick, dark 
colored; subsoil 
fair to poor; in 
places lower part 
of subsoil elayey 
and plastic. 


Surface layer good; 
subsoil fair to 
poor, clayey and 
plastic in places. 


Both surface layer 
and subsoil fair, 
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Soil series or 
soil type 


Plainfield loamy 
sand (PmA, 
PmB, PmB2, 
PmC, PmC2). 


Port Byron silt 
loam (PoA, PoB, 
PoC2). 


Racine silt loam 
(RaB, RaB2, 
RaC2), 


Renova silt loam 
(ReA, ReB, 
ReB2, ReC, 
ReC2, ReC3, 
ReD, ReD2, 
ReD3). 


Renova fine sandy 
loam, sandy vari- 
ant (RTB2, RÍC2, 
RfD2). 
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Corrosion 
potential 
for conduits 


Low for metal 
and concrete. 


Low for metal 
and concrete. 


Low to moder- 
ate for metal 
and concréte. 


Low to moder- 
ate for metal 
and concrete. 


Low to moder- - 
ate for metal 
and conercte. 


Factors that 
influence” 

agricultural 
drainage 


Very rapid 
permeability ; 
present drain- 
age ۰ 


Moderately 
slow perme- 
ability; pres- 
ent drainage 
adequate. 


Moderate per- 
meability ز‎ 
present 
drainage 
adequate. 


Moderate per- 
meability ; 
present drain- 
age adequate. 


Moderately 
slow per- 
meability ; 
present 
drainage 
adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Moderate where 
the slopes are 
no steeper 
than 6 per- 
cent; a cover 
of plants dif- 
ficult to cs- 
tablish and 
maintain; 
poor where 
the slopes are 
steeper than 
6 percent, 
highly 
erodible. 


Slight; no limit- 
ing factors 
where the 
slopes are no 
steeper than 
12 percent; 
fair where the 
slopes are 
steeper than 
12 percent, 


Slight; no 
limiting 
factors. 


Slight where 
the slopes are 
no steeper 
than 12 per- 
cent, but 
stones can 
hinder con- 
struction in 
places; fair 
where the 
slopes are 
steeper than 
12 percent. 


Moderate; a 
cover of 
plants dif- 
ficult to 
establish and 
maintain; 
moderately 
erodible. 


the soils of Pierce County, Wis., for engineering—Continued 


Limitations for —Continued 


Terraces and 
diversions 


Very severe; 
soil material 
sandy 
throughout 
profile; 
highly 
erodible. 


Slight; no limit- 
ing factors. 


Slight; no 
limiting 
factors. 


Slight; stones 
can hinder 
construction, 


Moderate; soil 
material 
sandy 
throughout 
profile; sub- 
ject to 
erosion. 


Irrigation 


Moderate; very 
rapid water 
intake rate 
and very low 
water-holding 
capacity ; 
subject to 
wind erosion. 


Slight; moder- 
ate water in- 
take ratc and 
high water- 
holding 
capacity. 


| Slight; moderate 


water intake 
rate and 
moderately 
high water- 
holding 
capacity. 


Moderate; 
moderate 
water intake 
rate and 
moderate 
water-holding 
capacity. 


Moderate; 
rapid water 
intake rate 
and moder- 
ate to low 
water-holding 
capacity. 


Farm ponds 


Embankments 


Severe; pervious; 


high stability; 
small volume 
change; sus- 
ceptible to 
piping. 


Moderate; semi- 


pervious; 
medium to low 
stability; large 
volume change; 
susceptible to 
piping. 


Moderate; semi- 


pervious; 
medium sta- 
bility; moder- 
ately large 
volume change. 


Slight; semi- 


pervious; 
medium sta- 
bility; moder- 
ately large 
volume change. 


Slight; high 


stability; small 
volume change. 


Reservoir arca 


Very severe; very 
pervious. 


Moderate; pervious.. 


Moderate; pervious... 


Slight; pervious 


Moderate; pervious- 


SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Very severe; sub- 
ject to overflow. 


Severe in soil ma- 
terial over the 
fissured dolomite; 
contamination of 
ground water 
probable if soils 
are used for 
sewage disposal. 


Moderate in most 
places, but severe 
where drainage 
approaches some- 
what poor; silty 
material can in- 
filtrate into the 
drainpipes and 
gravel filter beds. 


Very severe be- 
cause of high 
wator table. 


Moderate; silty 
material can in- 
filtrate into tho 
drainpipes and 
gravel filter beds. 


Limitations for— 


Foundations for low 
buildings 


Slight; strong 
enough to carry 
üny load from ۵ 
low building; 
good shear 
strength; negligi- 
ble compressibil- 
ity; no volume 
change on wetting 
and drying. 


Slight; dolomite 
bedrock. 


Severe; highly sus- 
ceptible to frost 
heave; in places 
soil material can 
lose cohesion and 
settle when satu- 
rated; has fair 
Shear strength; 
may liqucfy. 


Very severe; highly 
susceptible to 
frost heave and 
loss of bearing 
capacity on thaw- 
ing; loses cohe- 
sion and settles 
when saturated; 
has moderate 
compressibility 
and moderate 
shear strength, 


Slight; low com- 
pressibility; good 
to fair shear 
strength; easy to 
compact. 


i 


Subgrade for 
highways 


Slight both in sub- 
soil and sub- 
stratum; highly 
stable, regardless 
of content of 
moisture. 


Severe in subsoil, 
somewhat elastic, 
large volume 
change when wet; 
slight in sub- 
stratum, under- 
lain by dolomite 
bedrock. 


Very severe in sub- 
soil, high change 
in volume and 
low bearing ca- 
pacity when wot, 
elastie; severe in 
substratum, some- 
what unstable at 
all moisture con- 
tents. 


Severo in subsoil, 
has high plastic- 
ity, extremely 
high volume 
change when con- 
tent of moisture 
changes; very 
severe in sub- 
stratum, moder- 
ately large volume 
change and loss 
of bearing capae- 
ity when wet. 


Severe in subsoil, 
somewhat un- 
stable at all 
moisture contents, 
has low stability 
and low bearing 
capacity when 
wet; slight in sub- 
stratum, good if 
properly com- 
pacted. 


SOIL 


Suitability as a source of— 


Sand and gravel 


Good; subsoil and 
substratum con- 
tain poorly graded 
sand and gravel. 


Unsuitable....------ 


Good; substratum 
contains poorly 
graded sand and 
layers of silty 
material. 


Jnsuitable---------- 


Fair; in places sub- 
stratum contains 
poekets of well- 
graded sand and 
gravel. 


Topsoil 


Unsuitahble---------- 


Surface layer good; 
subsoil fair to 
poor, thin over 
bedrock. 


Surface layer good; 
subsoil fair to 
poor, thick in 
places, sandy in 
lower part. 


Surface layer good; 
subsoil poor, 
clayey, high 
water table. 


Surface layer good; 
subsoil fair; 
lower part of sub- 
soil is gravelly ` 
in places, has low 
water-holding 
capacity. 
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Soil serios or 
soil type 


Riverwash (Rh)---- 


Rockton complexes 
(RoB, RoC2) 
(Rockton loam 
part). 


Rozctta silt loam, 
benches (RtA, 
RtB). 


Sable silt loam 
(Sa). 


Santiago silt loam 
(SbB, SbB2, 
SbC2). 


See footnote at end of table, 
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. Corrosion 
potential 
for conduits 


Low for metal 
and concrete. 


Low to moder- 
ate for metal; 
low for con- 
crete. 


1 


Low for metal; 
moderate for 
concrete. 


High for metal; 
low for con- 
crete, 


Low for metal 
and conercte. 


Factors that 
influence 
agricultural 
. drainage 


Moderate per- 
meability ; 


present drain- | 


age adequate. 


Moderate per- 
meability; 
present 
drainage 
adequate. 


| Moderately 


slow permea- 
bility. 


Moderate per- 
meability; 
present 
drainage 
adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; good 
where. bed- 

i rock is not 

| exposed and 

the slopes are 

no stceper 

; than 12 per- 

cent; fair 

where the 

slopes are 

steeper than 

12 percent, 


Slight; no 
limiting 
factors. 


Moderate; in 
plaees wet- 
ness may 
hinder con- 
struction. 


Slight; where, 
the slopes 
are no : 
steeper than 
12 percent, 
in places 
stones can 
hinder con- 
struction; 
fair where 
the slopes are 
stecper than 
12 percent. 


the soils of Pierce County, Wis., for engineering—Continued 


Limitations for—Continued 


Terraces.and 
diversions 


Moderate; in 
places stones 
and bedrock. 
near the sur- 
face hinder 
construction. 


Slight; no 
limiting 
factors. 


| Slight for diver-. 


sions; ter- 
races not 
needed, be- 
cause of 
nearly level 
relief and 
very poor 
drainage. 


Slight; stones 
may hinder 
construction. 


Trrigation 


Moderate; 
moderate 
water intake 
rate and 
moderate 
water-hold- 
ing capacity. 


Moderate; 
moderate 
water intake 
rate and 
moderately 
high water- 
holding 
capacity. 


Severe; moder- 
ate water in- 
take rate 
and high 


water-holding | 


capacity; ade- 
quate drain- 
age difficult 
to obtain. 


Slight; moder- 
ate water in- 
take rate 
and moder- 
ate water- 
holding 
capacity. 


volume change. ` 


Farm ponds 


Embankments 


Moderate; semi- 
pervious; me- 
dium stability 
and medium 


Slight; semiper- 
vious; medium 
stability and 
large volume 
change; sub- 
stratum sus- 
ceptible. to 
piping. 


Slight; semiper- 
vious; has me- 
dium stability; 
large volume 
change. 


Slight; semiper- 
vious; subsoil 
has medium 
stability, large 
volume change; 
substratum has 
high stability, 
small volume 
change. 


Reservoir area 


Moderate; per- 


vious. 


Slight; pervious.---- 


| Slight; semiper- 


vious; has high 
water table; 
suitable for dug- 
out ponds. 


Slight; pervious. --- 
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SOIL SURVEY 


TABLE 5.—Switability, limitations, and characteristics of 


Sewage disposal 


Very severe; has 
high water table. 


Severe because of 
shale bedrock 
near the surface; 
the level of the 
water table finct- 
uates slightly; on- 
site investigation 
required. 


Very severe; has 
high water table. 


Moderate; perme- 
ability moderately 
slow. 


Very severe; if this 
soil is used for the 
filter field for a 
septic tank, con- 
tamination of the 
ground water prob- 
able because of the 
underlying fissured 
dolomite. 


Limitations for— 


Foundations for low 
buildings 


Moderate; low eom- 
pressibility; good | 
to fair shear 
strength; easy to 
compact. 


| 

Very severe; shale 
residuum subject 
to dangerous ex- 
pansion if initially 
dry ; moderate 
compressibility, 


Very severe; shale 
residuum subject 
to dangerous ex- 
pansion if initially 
dry; moderate 
compressibility; 
high water table. 


pressibility; fair 
shear strength; 
may be expansive 
if subjected to 
wide fluctuations 
in moisture 
content. 


Slight; dolomite bed- 
rock near the sur- 
face. 


| Severe; high com- 


Subgrade for 
highways 


Severe both in the 
subsoil and sub- 
stratum; moder- 
ately large volume 
change ancl loss of 
bearing capacity 
when wet. 


Very severe in sub- 
soil; very elastic 
and subject to 
very large volume 
change; very 
Severe in sub- 
stratum; sub- 
stratum consists 
of shale residuum 
over shale bed- 
rock. 


Very severe in sub- 
soil, very elastie 
and subject to 


very large volume ; 


change; very 
Severe in sub- 
Stratum; sub- 
stratum consists 
of shale residuum 
over shale bed- 
rock; has high 
water table. 


Severe both in sub- 
soil and sub- 
stratum; some- 
what unstable at 
all moisture con- 
tents; low in 
Stability and has 
low bearing 
capacity when 
wot. 


Severe in subsoil, 
somewhat elastie, 
large volume 
change, thin; 
slight in substra- 
tum, underlain by 
dolomite bedrock. 


Sand and gravel 


Unsuitable... سا‎ 


Unsuitable..-.---.-- 


| Unsuitable... > ٹب‎ ك٦‎ 


Unsuitable 
i 
۱ 
i 


-| Unsuitable.__ 2 


Suitability as a source of 一 


Topsoil 


Surface layer good; 
subsoil fair to 
poor, clayey and 
plastic in places. 


Surface layer good; 
thick, dark 
colored; subsoil 
poor to unsuit- 
able, clayey, thin 
over shale bed- 
rock. 


Surface layer good, 
thick, dark 
colored; subsoil 
poor to unsuit- 
able, clayey, thin 
over shale bed- 
rock. 


Surface layer good; 


subsoil fair, thick. 
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Soil series or 
soil type 


Sargeant silt loam 
(SA, SgB, 502, 
Get, SgC2). 


Schapville silt loam 
(SHC, ShC2, 
ShD2, ShE2). 


Schapville silt 
loam, wet sub- 
soil variant 


(SkB2). 


Seaton silt loam 
(SnB, SnB2, 
SnC, SnC2, 
SnC3, SnD, 
SnD2, SnD3, 
SnE, SnE2). 


Sogn-Rockton 
loams (SoA, SoB, 
SoC2, SoD2). 
(Sogn part; for 
Rockton part, sec 
Rockton com- 
plexes). 
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Corrosion 
potential 
for conduits 


Moderate for 
metal; low 
for conercte. 


Moderate for 
metal; low 
for concreto. 


Moderate for 
metal; low 
for concrete. 


Low for metal 
and concrete. 


Low to moderate 
for metal; low 
for concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderately 
slow perme- 
ability; sub- 
surface 
drainage 
beneficial. 


Mederately 
slow perme- 
ability, 
present 
drainage 
adequate, 


Moderately 
slow perme- 
ability in sub- 
soil; slow 
permeability 
in sub- 
stratum; has 
seasonally 
high water 
table; surface 
drainage 
needed. 


Moderately 
slow perme- 
ability ; 
present 
drainage. 
adequate. 


Moderate per- 
meability; 
present drain- 
age adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Moderate; 
wetness and 
stones may 
hinder con- 
struction. 


Slight; good 

where bedrock 
| is not exposed 
and the slopes 
are no steeper 
than 12 per- 
cent; fair 
where the 
slopes are 
steeper than 
12 percent. 


Moderate; 
adequate 
seedbed diffi- 
cult to estab- 
lish in the 
clayey sub- 


soil. 


Slight where 
the slopes are 
no steeper 
than 12 per- 
cent; mod- 
erately 
erodible; fair 
where the 
slopes are 
steeper than 
12 percent. ` 


Slight where 
bedrock is not 
exposed and 
the slopes are 
no stecper 
than 12 per- 
cent; severe 
where the 


slopes arc 
steeper than 
12 percent. 


Tis., for engineering—Continued 


Limitations for—Continued 


Terraces and 
diversions 


Trrigation 


Embankments 


Slight; semiper- 
vious; medium 
Stability and 
large ۵ 


Moderate; 
moderate 
water intake 
rate and high 


Moderate; 
stones and 
wetness may 
hinder con- 


change; sub- water-holding struction. 
stratum has capacity; 
high shrink- drainage re- 
swell potential. quired before 
irrigating. 
Slight; imper- Moderate; Moderate; 
vious; medium moderate bedrock near 


to low stability; 
large volume 


water intake 
rate and 


the surface 
may hinder 


change; shale moderate construction. 
substratum has water-holding 
high shrink- capacity. 


swell potential. 


Slight; imper- 
vious; medium 
to low stability; 


| Severe; high 
water-holding 
capacity ; 


Severe; shale 
bedroek near 
the surface 


large volume | adequate can hinder 
change; shale İ drainage construction 
substratum has | difficult to of terraces. 
high shrink- | obtain. 


swell potential. 


Moderate; semi- 
pervious; medi- 
um stability 
and large vol- 


Slight; moder- 
ately high 
water intake 
rate and 


Slight; no 
limiting 
factors. 


ume change; moderately 
substratum high water- 
susceptible to holding 
piping. capacity. 


Very severe; semi- 
pervious; medi- 
um stability; 
moderate vol- 
ume change and 
moderate 
shrink-swcll po- 
tential. 


Very severe; 
moderate 
water intake 
rate and low 
water-holding 
capacity. 


Very severe; 
stones and 
bedrock may 
hinder con- 
struction. 


Farm ponds 


Reservoir are: 


impervious; 
has seasonal high 
water table; 
suitable for 
dugout ponds. 


Slight; pervious 


Slight; pervious_---- 


Slight; 


Slight; pervious 


Very severe; pervi- 


ous. 


the soils of Pierce County, 


SURVEY 


TABLE 5.—Suitability, limitations, and characteristics of 


b 


| 


Sewage disposal 


Slight; soil material 
is free draining 
throughout, the 
entire profile. 


۲ | 
Gencrally moderate, 


but severe where 
drainage approach- 
es somewhat 
poor; silty ma- 
terial ean infil- 
trate into the 
drainpipes and 
gravel filter beds. 


| Very severe; too steep. 


Severe, has fluctuat- | 


ing water table; 
can liquefy when 
agitated and flow 
into drainpipes 
and gravel filter 
beds. 


Moderate; free 
draining ata 
depth of 2 to 3 
feet. 


Very severe; has 


steep slopes. 


Limitations for— 


Foundations for low 


buildings 


Slight; good shear 


strength; very low 


compressibility ; 


no volume change 


on wetting; if wet, 


, may liquefy during 


excavation. 


Slight; good shear 
strength; low com- 
pressibility; good 
bearing capacity ; 
easy to compact. 


Slight; underlain by 
indurated bedrock. 


Severe; highly sus- 
ceptible to frost 
heave and subse- 
quent loss of bear- 
ing capacity; sat- 
uration can cause 
loss of cohesion 
and result in set- 


tling; has fair shear 
strength; subject * 


to liquefaction. 


Severe; has good 
shear strength: 
very low com- 
pressibility; no 
volume change 
on wetting; lique- 
fies if worked 
while wet. 


Slight; has mod- 
erately low com- 
pressibility and 
fair shear strength. 


Subgrade for 
highways 


Slight in substratum; 


stable under wheel 
loads when damp; 
no volume change; 
suitable for all 
types of pavement 
when confined. 


Severe in subsoil, 


somewhat unstable 
at all moisture 
contents; slight in 
substratum, high 
in stability and 
little volume 
change when wet. 


Slight; contains in- 


durated bedrock. 


Very severe in sub- 


soil, extremely 
high volume 
change, elastic; 
very severe in sub- 
stratum; substra- 
tum generally un- 
stable at all mois- 
ture contents. 


Very severe in sub- 


soil; large vol- 
ume change and 
loss of bearing 
capacity when 
Wet; very severe 
in substratum; 
no volume change 
on webting; suit- 
able for all pave- 
ment types when 
confined. 1 


Slight both in sub- 


Soil and in sub- 
stratum; only 
small volume 
change, and 
change in volume 
does not produce 
severe distortion 
in pavement. 


SOIL 


Suitability as a source of 一 


Sand and gravel 


Substratum consists 
of poorly graded 
sand. 


ہے سے Unsuitable...‏ 


Ünsuitable-.......-- 


Substratum fair to 


poor; consists of 
poorly graded sand 
that contains lenses 
of silty material. 


Substratum good; it 


consists of poorly 
graded sand but 
contains some 
fines in places. 


Fair; contains well- 


graded sand in 
places, 


‘Topsoil 


Surface layer poor, 
thick, dark col- 
ored, droughty; 
subsoil unsuitable, 
droughty; soil 
erodible by wind. 


Surface layer good; 
subsoil fair, thick. 


Surface layer fair, 
thin; subsoil un- 
suitable, stony. 


Surface layer good; 


subsoil fair to poor, 
thick; in places 
subsoil is sandy in 
lower part. 


Surface layer good; 


subsoil fair to 

poor; in places 
` subsoil is sandy 

in lower part. 


Requires on-site 


investigation. 


74 


Soil series or 
soil type 


Sparta loamy sand 
(SpA, SpB, SpB2, 
SpC2). 


Spencer silt loam 
(SrA, SrB, 2, 
SrC2). 


Steep stony and 
rocky land (StF). 


Stronghurst silt 
loam, benches 
(SuA). 


Tell silt loam (TeA, 
TeB2). 


Terrace escarp- 
ments, loamy 
(TI). 


See footnote at end of table. 
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the soils of Pierce County, Wis., for engineering—Continued 


Limitations for—Continued 


Corrosion 
potential 
for conduits 


Low for metal 
and concrete. 


Low for metal; 
low to mod- 
erate for 
concrete. 


Low for metal 
and concrete. 


Low for metal; 
moderate for 
concrete. 


Low for metal 
and concrete, 


Low for metal 
and concrete. 


Factors that 
influence 
agricultural 
drainage 


Very rapid per- 
meability, 
present 
drainage 
excessive. 


Moderate per- 
meability; 
surface drain- 
age beneficial 
in places. 


Slow permea- 
bility; sub- 
surface and 
surface drain- 
age needed. 


Moderate per- 
meability; 
present drain- 
age adequate. 


Cirassed 
waterways 


Moderate where 
the slopes are 
no steeper 
than 6 per- 
cent; a cover 
of plants dif- 
ficult to es- 
tablish and 
maintain; 
poor where 
the slopes arc 
steeper than 
6 percent; 
highly 
erodible. 


Slight; no limit- 
ing factors. 


Slight; wetness 
may hinder 
construction. 


Slight; suitable 
where sand 
substratum 
is not ex- 
posed and 
the slopes 
are no 
stecper than 
12 percent; 
fair where 
the slopes 
are steeper 
than 12 
percent, 


Terraces and 
diversions 


Very severe; 
soil material 
sandy 
throughout 
profile; 
highly erodt- 
ble. 


Slight; no limit- 
ing factors. 


Slight; wetness 
may hinder 
construction. 


Slight; sandy 
substratum 
highly 
erodible, 


Irrigation 


Moderate; very 
rapid water 
intake rate 
and very low 


water- 
holding ca- 
pacity; sub- 


ject to wind 
erosion. 


Moderate; slow 
water intake 
rate and high 
water-holding 
capacity. 


Moderate; slow 
to moderate 
water intake 
rate and high 
water-holding 
capacity; re- 
quires drain- 
age before 
irrigating. 


Slight; mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Farm ponds 


Embankments 


Severe; pervious; 
high stability 
and small 
volume change. 


Slight; impervi- 
ous; subsoil has 
medium stabil- 
ity and large 
volume change; 
substratum has 
high stability 
and small vol- 
ume change; 
stony in places. 


Slight; semipervi- 
ous; has medi- 
um stability 
and large vol- 
ume change. 


Moderate; semi- 
pervious; sub- 
soil has medium 
stability, large 
volume change; 
substratum has 
high stability, 
small volume 
change; sus- 
ceptible to 
piping. 


Reservoir area 


Very severe; very 
pervious. 


Slight; pervious_--- 


Slight; semipervi- 
ous. 


Moderate; pervious.. 
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TABLE 5.—Suitability, limitations, and characteristics of 


Sewage disposal 


Very severe; has 
steep slopes. 


Very severe; sub- 
ject to periodic 
overflow; filter 
fields do not 
function if they 
are flooded. 


Severe; slight fluc- 
tuation of water 
table; slowly 
permeable. 


Moderate; free 
draining below a 
depth of 2 to 3 
feet. 


Severe; both soil 
material and fis- 
sured dolomitic 
bedroek moderate- 
ly permeable, 


Severe; subject to 
periodie overflow; 
filter fields will 
not operate when 
flooded. 


Limitations for— 


Foundations for low 
buildings 


Slight; has low com- 
pressibility and 
good to fair shear 
strength; no vol- 
ume change when 
content of mois- 
ture changes. 


Severe; highly sus- 
ceptible to frost 
heave and loss of 
bearing strength 
on thawing; 
liquefies when 
saturated; has fair 
shear strength, 
and moderate 
compressibility. 


Moderate; low com- 
pressibility; good 
to fair shear 
strength; easy to 
compact. 


Slight; good shear 
strength; very low 
compressibility ; 
no volume change 
on wetting and 
drying. 


Slight; underlain by 
hmestone bed- 
rock, 


| Severe; highly sus- 


ceptible to frost 
heave and loss of 
bearing strength 
on thawing; lique- 
fies when satu- 
rated; fair shear 
strength; moder- 
ate compressi- 
bility. 


tum; somewhat un- | 


Subgrade for 
highways 


Slight in subsoil and 
substratum; good 
stability and only 
small volume 
change when wet; 
may need to be 
confined. 


Severe in subsoil 
and substratum; 
somewhat un- 
stable at all 
moisture contents; 
has low bearing 
capacity when 
wet. 


Severe both in sub- 
soil and sub- 
stratum; mod- 
erately large vol- 
ume change and 
loss of bearing 
capacity when 
wot. 


Moderate in sub- 
soil, moderately 
small volume 
change and mod- 
crately low bear- 
ing capacity when 
wet; slight in sub- 
stratum, substra- 
tum highly stable, 


Slight in subsoil, 
moderate volume 
change and low 
bearing capacity 
when wet; slight 
in substratum; 
substratum under- 
lain by limestone 
bedrock. 


Severe both in sub- 
soil and substra- 


stable at all mois- 
ture contents; low 
bearing capacity 
when wet. 


SOIL 


Suitability as a source of— 


Sand and gravel 


Good; contains 
deposits of well- 
graded sand. 


Unsuitable 


Unsuitable..-..----- 


Good, substratum 
consists of poorly 
graded sand; has 
some fines in 
places. 


Unsuitable......---- 


Unsultablo-..------- 


Topsoil 


Material near the 
surface ancl in the 
underlying ma- 
terial fair to poor; 
sandy and 
droughty. 


Surface layer good; 
thick, dark 
colored; subsoil 
good to fair, 
thick. 


Surface layer good; 
subsoil fair to 
poor; subsoil 
clayey and plas- 
tic in places. 


Surface layer good; 
thick, dark col- 
ored; subsoil fair 
to poor; lower 
part of subsoil 
gravelly in places. 


Surface layer good; 
subsoil fair to 
poor, thin over 
bedrock. 


Surface layer good, 
thick, dark col- 
ored; subsoil good 
to fair, thick. 
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Soil series or 
soil type 


Terrace escarp- 
ments, sandy 


(Ts). 


Terril loam (Tx)---- 


Vlasaty silt loam 
(VaB, VaB2, 
VaC, VaC2). 


Waukegan silt loam 
(WaA, WaB). 


Whalan silt loam 
(WhA, WhB, 
WhB2, WhC, 
VVhC2, WhD, 
WhD2, WhD3, 
WhE, WhE2). 


Worthen silt loam 
(Wn). 


See footnote at end of table, 
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Corrosion 
potential 
for conduits 


Low for metal 
and concrete. 


Moderate for 
metal; low 
for concrete. 


Low to mod- 
erate for 
metal; low 
for concrete. 


Low for metal 
and concrete. 


Low to moderate 
for metal; low 
for concrete. 


Moderate for 
metal; low 
for concrete. 


Factors that 
influence 
agricultural 
drainage 


. Moderate per- 
meability ; 
subject to 
stream over- 
flow; present 
drainage 
adequate. 


Moderate per- 
meability; 
present 
drainage 
adequate. 


Moderate per- 
meability; 
present drain- 
age adequate. 


Moderate per- 
meability; 
present drain- 
age adequate. 


Moderate per- 
meability; 
present drain- 
age adequate; 
subject to 
overflow, 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight; no limit- 
ing factors. 


Slight; stones 
may hinder 
construction. 


Slight; suitable 
where sandy 
substratum is 
not exposed. 


Slight where 
bedrock is not 
exposed and 
the slopes are 
no steeper 
than 12 per- 
cent; mod- 
erate where 
the slopes are 
steeper than 
12 percent. 


Slight; no limit- 
ing factors. 


Wis., for engineering—Continued 


Limitations for—Continued 


Terraces and 
diversions 


Slight; good for 
diversions; 
terraces not 
needed, be- 
cause of 
nearly level 
relief and 
hazard of 
flooding. 


Slight; stones 
and wetness 
may hinder 
construction. 


Slight; substrat- 
um is sandy; 
highly erodi- 
ble. 


Moderate; 
stones and 
bedrock may 
hinder con- 
struction, 


Slight for diver- 
sions; ter- 
races not 
needed; haz- 
ard of flood- 
ing. 


Trrigation 


Moderate; 
moderate 
water intake 
rate and high 
water-hold- 
ing capacity; 
needs pro- 
‘tection from 
stream over- 
flow. 


Moderate; 
moderate 
water intake 
rate and high 
water-holding 
capacity. 


ate water in- 
take rate and 
moderate 
water-holding 
capacity. 


Moderate; mod- 
crate water 
intake rate 
and moderate 
water-holding 
capacity, 


Slight; mod- 
erate water 
intake rate 
and high | 
water-holding 
capacity; pro- 
tection from 
stream over- 
flow needed * 
in places. 


Slight; moder- 


Embankments 


Moderate; semi- 
pervious; 
medium to low 
stability; me- 
dium volume 
change. 


Slight; imper- 
vious; medium 
stability; large 
volume change. 


Moderate; semi- 
pervious; medi- 
um stability 
and medium 
volume ehange 
in subsoil; high 
Stability and 
small volume j 
change in sub- 
stratum, 


Moderate; pervi- 
ous; subsoil has 
medium sta- 
bility and large 
volume change; 
bedrock near 
the surface. 


Moderate; semi- 
pervious; low 
stability and 
small volume 
change. 


Farm ponds 


Reservoir ares 


the soils of Pierce County, 


Moderate; pervious.. 


Slight; pervious_---- 


Moderate; pervious. 


Moderate; pervious- 


Moderate; pervious__ 
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TABLE 5.—Suitability, limitations, and characteristics of 


Limitations for— 


Foundations for low 
buildings 


Subgrade for 


Sewage disposal 
highways 


Slight in subsoil; 
soil material in 
subsoil good when | 
compacted prop- | 
erly; slight in sub- 
stratum, highly 
Stable regardless 
of moisture con- 
tent, and no vol- 
ume change when 
wet. 


Slight; high shear 
strength; negligi- 
ble compressibili- 
ty, no volume 
change on wetting. 


Slight; free draining 
below a depth of 
24 to 36 inches. 


i 


Slight in subsoil if 
soil material com- 
pacted properly; 
slight in substra- 
tum, highly stable 
regardless of mois- 
ture content, no 
volume change 
when wet. 


Slight; high shear 
strength; negligi- 
ble compressibili- 
ty, no volume 
change on wetting. 


Moderate; free 
draining below a 
depth of 24 to 36 
inches. 


the eflluent is likely to flow laterally and seep out on the 
surface, 

Table 5 also gives interpretations of engineering prop- 
erties of the major soils for specified agricultural uses, 
Limitations both for reservoir areas and for embank- 
ments are given for the development of farm ponds. Soil 
features that influence limitations for reservoirs and em- 
bankments for farm ponds are the height of the water 
table, permeability, the presence of stones or depth to 
bedrock, strength and stability of the soil material. 
shrink-swell potential, and the content of organic matter. 

For irrigation, some of the characteristics of the soils 
that are considered m evaluating limitations ave the depth 
of the soil, water-holding capacity, permeability, natural 
drainage, and the rate of intake of water. Where 
sprinkler irrigation is planned, strong slopes are less of 
a limitation than where a gravitational system is to be 
used. 

Table 5 gives features of the soils that determine limi- 
ations for terraces and diversions. Suitability to terraces 
and diversions is based ‘mainly on the stability, texture, 
and thickness of the soil material; on the number of 
stones in the soil or bedrock near the surface; and on the 
topography. Where the slopes are greater than 12 per- 
cent, broad base terraces are not suitable. Diversions, 
however, can be used on these steeper slopes. 

Suitability of the soils for grassed waterways is based 
mainly on the stability, texture, and thickness of the soil 
material. Other limitations that make a soil unsuitable 
for grassed waterways are steep slopes and difficulty in 
establishing and maintaining a good cover of plants. 


Suitability as a source of— 


Soil series or 
soil type 


Topsoil Sand and gravel 


Good; substratum 
consists of poorly 


Surface layer good; 


Wykoff loam (WoB, 
subsoil fair to 


WoB2, WoC, 


WoC2, WoC3, poor; in places graded gravelly 
WoD, WoD2, lower part of sub- material, 
WoD3). soil gravelly. 


Good; substratum 
consists of poorly 
graded gravelly 
material. 


Surface layer good; 
subsoil fair to 
poor; in places 
lower part of sub- 
soil gravelly. 


Wykoff silt loam 
(WsB, WsB2, 
WsC2). 


1 Not suitable for agriculture. 


however, if the soil material is slowly or very slowly per- 
meable to a depth: of a few feet but has a rapidly perme- 
able substratum and a deep water table. 

Other characteristics that limit the suitability of a soil 
for disposing of the eflluent from septic tanks are the 
structural stability, the level of the water table, depth of 
the soil material over a restricting layer, the kind of 
underlying material, the susceptibility to stream over- 
flow, the slope, and the proximity of the site to wells, 
streams, and lakes. À well-developed soil structure that 
is stable when the soil material is wet greatly enhances 
the value of the soil for the disposal of effluent, from sep- 
tic tanks, Tf the soil structure is unstable, on the other 
hand, the soil slakes down when wet. Then, the soil ma- 
terial becomes less permeable and the rate of infiltration 
is slowed. As a result, soil material may filter into the tile 
pipes or into the: gravel bed of the filter fields. For a 
sewage disposal system to work well, the soil permeability 
should be moderate to rapid, and the rate of percolation 
should be ut least 60 minutes per inch. 

A water table that rises to as high as the subsurface tile 
forces the effluent upward to the surface of the soil. As a 
result, an ill-smelling, unwholesome bog forms in the 
filter field. In most soils a layer of soil material 4 feet 
thick between the level reached by the seasonal water 
table or between the hard rock and the bottom of the 
trench or filter bed provides adequate depth for filtering 
and purifying the effluent from septic tanks. 

Generally, where the slopes are steeper than 10 percent, 
filter fields are difficult to lay out and construct and seep- 
age beds are impractical, Where the slopes are very steep, 
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Corrosion 
potential 
for conduits 


Low for metal 


and concrete. 


Low for metal 


and concrete. 


Factors that 
influence 
agricultural 
drainage 


Moderate per- 
meability; 
present drain- 
age adequate. 


Moderate per- 
meability ; 
present drain- 
age adequate. 


PIERCE COUNTY, WISCONSIN 


Grassed 
waterways 


Slight where the 
gravel sub- 
stratum is not 
exposed and 
the slopes are 
no steeper 
than 12 per- 
cent; mod- 
erate where 
the slopes are 
steeper than 
12 percent. 


Slight where the 
gravel sub- 
stratum is not 
exposed and 
the slopes are 


the soils of Pierce County, Wis., for engineering—Continued 


Terraces and 
diversions 


Slight; sandy 
and gravelly 
substratum 
highly erodi- 
ble. 


Slight; no limit- 
ing factors. 


Irrigation 


Moderate: mod- 
erate water 
intake rate 
and moderate 
water-holding 
capacity. 


Moderate; mod- 
erate water 
intake rate 
and moderate 
water-hold- 


Limitations for—Continued 


Farm ponds 


Embankments 


Moderate; semi- 


pervious; me- 
dium to high sta- 
bility; small 
volume change. 


Moderate; semi- 


pervious; sub- 
soil has low sta- 
bility, large vol- 
ume change; 


Reservoir area 


Moderate; pervious.. 


Moderate; pervious.. 


no steeper 
than 12 per- 
cent; mod- 
erate where 
the slopes are 
steeper than 
12 percent. 


all mapping units are members of a soil series. For ex- 
ample, Steep stony and rocky land is a miscellaneous land 
type and does not belong to a soil series; nevertheless, it, 
and the other land types in the county, are listed in 
alphabetic order along with the series. 

Following the name of each mapping unit is a symbol 
in parentheses. This symbol identifies the mapping unit 
on the detailed soil map. Listed at the end of each de- 
scription of a mapping unit are the capability unit and 
woodland suitability group in which the mapping unit 
has been placed. The pages on which each capability unit 
and woodland suitability group are described can be 
found by referring to the *Guide to Mapping Units? at 
the back of this survey. 

Soil scientists, engineers, students, and others who want 
detailed descriptions of the soil series should turn to the 
section “Genesis, Morphology, and Classification of 
Soils.” Many terms used in the soil descriptions and in 
other sections are defined in the Glossary and Soil Survey 
Manual (6). , 


Adrian Series 


The Adrian series consists of nearly level soils that 
were derived mostly from the remains of plants. These 
soils have formed under water in the partly decomposed 
remains of reeds, grasses, sedges, and other nonwoody 
plants that tolerate a large amount of water. They are 
underlain by sand at a depth of 18 to 40 inches. These 
soils are in slight depressions and on low stream terraces 
and flood plains. They are very poorly drained. The 


substratum has 
high stability, 
small volume 
change. 


ing capacity. 


Agricultural drainage is affected by the rate at which 
water moves into and through the soil, by the presence of 
a restricting layer, by the depth to the water table, and 
by the topographic position. In table 5 both surface and 
subsurface drainage are considered. 

Table 5 also shows the corrosion potential of the soils 
for metal pipes laid underground and for concrete con- 
duits. The corrosion potential of these soils for conduits 
is closely related to the soil reaction, drainage, and elec- 
trical conductivity of the saturation extract. Most con- 
duits ave laid in the lower part of the soil material or in 
the underlying material. Generally, poor aeration and à 
high pH. value, high rate of electrical conductivity, and 
a high content of moisture are characteristic of soils that 
are corrosive to metal conduits. Soils that have a low 
pH value are the most corrosive to concrete conduits. For 
either metal or concrete conduits, corrosion takes place 
more rapidly when the content of moisture is high. 


Descriptions of the Soils 


This section describes the soil series and mapping units 
of Pierce County. The acreage and proportionate extent 
of. each mapping unit are given in table 6, 

The procedure in this section is first to describe the soil 
series and then the mapping units in the series. Thus, to 
get full information on any one mapping unit, it is neces- 
sary to read the description of that unit and also the de- 
seription of the soil series to which it belongs. As men- 
tioned in the section “Flow This Survey Was Made,” not 
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TABLE 6.—Approrimate acreage and proportionate extent of the soils mapped 


Soils 


Dubuque silt loam, 6 to 12 percent slopes, mod- 
. erütely eroded ددا د د‎ sra مامه سام دده نون‎ 
Dubuque silt loam, 12 to 20 percent slopes...- 
Dubuque silt loam, 12 to 20 percent slopes, 
moderately eroded....-----------.-------- 
Dubuque silt loam, 20 to 30 percent slopes....- 
Dubuque silt loam, 20 to 30 percent slopes, 
moderately eroded__ 2... 2 
Dubuque silt loam, 30 to 40 percent slopes... 
Dubuque soils, 2 to 6 percent slopes, severely 
TONS A A 
Dubuque soils, 6 to 12 percent slopes, severely 
人 
Dubuque soils, 12 to 20 percent slopes, severoly 
A A EA 
Dunbarton silt loam, 2 to 6 percent slopes___ __ 
Dunburton silt loam, 2 to 6 percent slopes, 
. moderately eroded.....------------------- 
Dunbarton silt loam, 6 to 12 percent slopes... 
Dunbarton silt loam, 6 to 12 percent, slopes, 
moderately eroded...---2---..------------ 
Dunbarton silt loam, 12 to 20 percent slopes... 
Dunbarton silt loam, 12 to 20 percent slopes, 
. moderately eroded... 
Dunbarton silt loam, 20 to 30 percent slopes... 
Dunbarton silt loam, 20 to 30 percent slopes, 
moderately eroded..-.-..-...------------- 
Dunbarton complex, 6 to 12 percent slopes. -- _ 
Dunbarton complex, 6 to 12 percent slopes, 
. moderately eroded...---------.----------- 
Dunbarton complex, 12 to 20 percent slopes- _ - 
Dunbarton complex, 12 to 20 percent slopes, 
moderately eroded. 
Dunbarton complex, 20 to 30 percent slopes. - - 
Dunbarton complex, 20 to 30 percent slopes, 
moderately eroded. ...---------------.---- 
Edith soils, 6 to 12 percent slopes, eroded_____ 


Edith soils, 12 to 20 percent slopes__ -------- 

Edith soils, 12 to 20 percent slopes, moderately 
人 

Edith soils, 20 to 30 percent slopes. ببس‎ 

Edith-Wykoff soils, 6 to 12 percent slopes, 

POR a E 

Edith-Wykoff soils, 12 to 20 percent slopes, | 
eroded 


Edith-Wykoff soils, 12 to 20 percent slopes, se- 

verely gerode). 000 0 یی سس هم‎ ۶9۳ ۱ 
Edith-Wykoff soils, 20 to 30 percent slopes_ ___ 
Fayette silt loam, benches, 0 to 2 percent slopes. 
Fayette silt loam, benches, 2 to 6 percent slopes_ 
Fayette silt loam, benches, 6 to 12 percent 

slopes, moderately eroded__ 22 


Floyd silt loam, 2 to 6 percent slopes... سے‎ 
Freeon silt loam, 2 to 6 percent slopes, moder- 
ately eroded. coco | 


Freeon silt loam, 6 to 12 percent slopes, moder- 

ately eroded. 12.222222. ue res 
Freer silt 10am......-..--------- 
Gale silt lonum, 2 to 6 percent slopes 
Gale silt, loom, 2 to 6 percent slopes, moder- 

ately croded 
Gale silt loam, 6 to 12 percent slopes, eroded.. 


Gale silt loam, 12 to 20 percent slopes, moder- 


ately eroded...-.--------.-.------------- 
Gale silt loam, thin solum v 
cent slopes, eroded 
Gale silt loam, thin solum variant, 12 to 20 per- 
Genk slopes... uec 
Gale silt loam, thin solum variant, 12 to 20 per- 
cent slopes, moderately eroded 2 2 2 
Gale silt loam, thin solum variant, 20 to 30 per- 
0ص یی‎ 


Halder loam, 0 to 2 percent slopes..-.-.------ 
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Area 


Acres 
8 


1, 075 


cent slopes... | 


Soils 


Adrian A 
Alluvial land, loamy, nearly level. 
Alluvial land, loamy, gently sloping----------- 
Alluvial land, sandy. across coron و‎ 
Alluvial land, wet_.-..---.----------------- 
Almena silt loam, 0 to 2 percent slopcs-------- 
Almena silt loam, 2 to 6 percent slopes.----.-- 
Almena silt loam, 2 to 6 percent slopes, moder- 
ately eroded 
Antigo silt loa 
Antigo silt loam, 2 to 6 percent slopes.....---- 
Antigo silt loam, 2 to 6 percent slopes, moder- 
ately 8704186 aaa سا دم‎ de 
Arenzville silt loam_----------------- 


Auburndale silt lowm....-.----------.------ 
Boone fine sand, 12 to 35 percent slopes, eroded. 
Boone loamy fine sand, 2 to-6 percent slopes, 


EOE a 
Boone loamy fine sand, 6 to 12 percent slopes, 
E 


Burkhardt loum, 0 to 2 percent slopes 
Burkhardt sandy loam, 0 to 2 percent slopes... 
Burkhardt sandy loam, 2 to 6 percent slopes... 
Chaseburg silt loam, 0 to 2 percent slopes. 
Chaseburg silt loam, 2 to 6 percent slopes 
Chetek sandy loam, 2 to 6 percent slopes 
Chetek sandy lonm, 12 to 20 percent slopes, 
!وھ‎ ٦191898 ۸ ۸ ۸ ۸ 0 
Clyde silt 1oum....-------.-.---- 
Dakot loam, 0 to 2 percent slopes 
Dakota loam, 2 to 6 percent slopes 
Dakota loam, 6 to 12 percent slopes, moder- 
ately eroded. .------------- p ə تب‎ ə | 
Dakota loam, rock substratum, 0 to 2 percent 
slopes: seed a کر مور جا نر رر سے صرح عر م عه هرا سرب اھ لو‎ 
Dakota loam, rock substratum, 2 to 6 percent 
slopes; eroded e- se... 
Dakota loam, loamy substratum, 0 to 2 percent 
pn MES 
Dakota loam, loamy substratum, 2 to 6 percent 


Derinda silt loam, 2 to 6 percent slopes------- 
Derinda silt loam, 2 to 6 percent slopes, moder- 
ately eroded. a هواس داب کہ سپ مے‎ sis و یت رت‎ 
Derinda silt loam, 6 to 12 percent slopes. ۔‎ 
Derinda silt loam, 6 to 12 percent slopes, 
pratoly eroded- EE 
Derinda silt loam, 12 to 20 percent slopes 
Derinda silt loam, 12 to 20 percent slopes, mod- 
C0 Ig c  ————— 


Derinda silt loam, 20 to 30 percenti,slopes...----İ 
Derinda silt loam, acid variant, 6 to 12 percent | 
slopes, moderately eroded...-------------- | 


Derinda silt loam, acid variant, 12 to 20 percent 
slopes, eroded. -_----.--.-.--------------- 
Dickinson fine sandy loam, 2 to 6 percent 
slopes, moderately eroded..--.------------- 
Downs silt loam, 2 to 6 percent slopes--------- 
‘Downs silt loum, 2 to 6 percent slopes, moder- 


atclyseroded هت‎ aa a | 
Downs silt loam, 6 to 12 percent slopes, mod- 


erately 0 ۶2 
Dubuque silt loam, O to 2 pe 
Dubuque silt loam, 2 to 6 percent slopes... 
Dubuque silt loam, 2 to 6 percent slopes, mod- 

1۵1 )نز‎ eroded باه بل‎ asl scies 


Dubuque silt loam, 6 to 12 percent slopes. . 
See footnote at end of table, 
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19, 634 
1, 095 
808 
256 
1, 198 
581 
,097 
435 
423 
408 


92 
188 
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TABLE 6.—Approzimate acreage and proportionate extent of the soils mapped —Continued 


Soils 


Otterholt silt loam, 6 to 12 percent slopes, 
۶00 
Otterholt silt loam, 6 to 12 percent slopes, 
severely eroded au دم ها‎ ee اجه‎ 
Otterholt silt loam, 12 to 20 percent slopes, 
moderately 6006 عم‎ 2c 8 0 
Plainfield loamy sand, 0 to 2 percent slopes. __ 


Plainfield loamy sand, 2 to 6 percent slopes... 
Plainfield loamy sand, 2 to 6 percent slopes, 
"1| ————— ———— 


Plainfield loamy sand, 6 to 12 percent slopes... 
Plainfield loamy sand, 6 to 12 percent slopes, 
5771777. 
Port Byron silt loam, 0 to 2 percent slopes. 
Port Byron silt loam, 2 to 6 percent slopes 
Port Byron silt loam, 6 to 12 percent slopes, 
moderately eroded 
Racine silt loam, 2 to 6 percent slopes. --- 
Racine silt loam, 2 to 6 percent slopes, moder- 
MR £a 
Racine silt loam, 6 to 12 percent slopes, moder- 
ately erodod. مد تسد ضبن هسب عو ےھت‎ 
Renova silt loam, 0 to 2 percent slopes..-.---.- 
Renova silt loam, 2 to 6 percent slopes_______ 
Renova silt loam, 2 to 6 percent slopes, moder- 
ately —————— 
Renova silt loam, 6 to 12 percent slopes. 
Renova silt loam, 6 to 12 percent slopes, mod- 
5:17)” 
Renova silt loam, 6 to 12 percent slopes, 
severely 
Renova silt loam, 12 to 20 percent slopes------ 
Renova silt loam, 12 to 20 percent slopes, mod- 
让 
Renova silt loam, 12 to 20 percent slopes, 
severely eroded .-------------------------- 
Renova fine sandy loum, sandy variant, 2 to ۵ 
percent slopes, 6۳001601-2 2 شستتص0 ساب‎ 
Renova fine sandy loam, sandy variant, 6 to 12 
percent slopes, eroded___-.---.-.---.------- 
Renova fine sandy loam, sandy variant, 12 to 
20 percent slopes, eroded------------------- 
TIVO WSE a a aa a a a 
Rockton complex, 2 to 6 percent slopes. معد‎ 
Rockton complex, 6 to 12 percent slopes, mod- 
200177 a سرد مج‎ ci — a 
Rozetta silt loam, benches, 0 to 2 percent slopes. - 
Rozetta silt loam, benches, 2 to 6 percent slopes. 
Sable silt loam eege eee see eee 
Santiago silt loam, 2 to 6 percent slopes______ 
Santiago silt loam, 2 to 6 percent slopes, mod- 
[o AE o  ———————— 
Santiago silt loam, 6 to 12 percent slopes, mod- 
ately eroded 2.2... cs 
Sargeant sili loam, 0 to 2 percent slopes. -.- 
Sargeant silt loam, 2 to 6 percent slopes-------- 
Sargeant silt loam, 2 to 6 percent slopes, mod- 
CEN un 8 00 
Sargeant silt loam, 6 
Sargeant silt loam, 
erately croded___-..---.------------------- 
Schapville silt loam, 6 to 12 percent slopes... 
Schapville silt loam, 6 to 12 percent slopes, 
moderately eroded__.___._.-------------.-- 
Schapville silt loam, 12 to 
moderately eroded.....-------.-..--------- 
Schapville silt loam, 20 to 3 
611001602 2ك‎ cuota ron m əba susi as 
Sehapville silt loam, wet subsoil variant, 2 to 
6 percent slopes, eroded_------------------- 
Seaton silt loam, 2 to 6 percent slopes. --.------ 
Seaton silt loam, 2 to 6 percent slopes, mod- 
erately croded___.-._.-.----....-.--------- | 


Extent 


Percent 
9 
0) 
09 
0) 
e 


bo 


0) 


9 


0) 


= 


bo 


0 


9 
(1) 


Dr 


a 


Area 


Acres 
208 
161 
318 
204 
189 
688 


361 
363 
870 
180 
664 
261 
463 


Soils 


Halder loam, sandy substratum, O to 3 percent 
27:77 7” 
Hesch loam, loamy substratum, 2 to 6 percent 
A --—-————— M ——— 
Hosch loam, loamy substratum, 2 to 6 percent 
slopes, moderately eroded 2121 22 
Mesch loam, loamy substratum, 6 to 12 percent 
slopes, moderately eroded. _ 2. 
Heseh loam, loamy substratum, 12 to 20 per- 
cent slopes, moderately eroded_ 222 
Heseh fine sandy loam, loamy substratum, 2 to 
6 percent slopes, moderately eroded_______. 
Hesch fine sandy loam, loamy substratum, 6 to 
12 percent slopes, moderately eroded... 
Heseh fine sandy loam, loamy substratum, | 
to 20 percent slopes, eroded. 22 2 
Hixton fine sandy loam, 6 to 12 percent slopes, 
moderately eroded use 
Tixton fine sandy loam, 12 to 20 percent slopes, 


moderately eroded.. 1... ۶ 07ت‎ 
Hixton fine sandy loam, loamy subs um, 2 
(20560. دع عام سے کرت‎ 
Hixton finesandy loam, loamy substratum, 2 to 
6 percent slopes, moderately eroded...------ 
Hixton fine sandy loam, loamy substratum, 6 to 
12 percent slopes..__..------------------- 


Hixton fine sandy loam, loamy substratum, 6 to 
12 percent slopes, moderately eroded____...- 
Hixton fine sandy loum, loamy substratum, 12 
20 percent slopes. -.-------------------.-- 
Hixton fine sandy loam, loamy substratum, 12 
to 20 percent slopes, moderately eroded د‎ 
Hixton fine sandy loam, loamy substratum, 20 
to 30 percent slopes..----.------------.---- 
Tlixton loam, loamy substratum, 2 to 6 percent 
2777777 ————— وس دو د سس سح‎ 
Hixton loam, loamy substratum, 6 to 12 percent 
slopes, moderately eroded 
Hixton loam, loamy substratum, 12 to 20 por- 
cent slopes, eroded.__.-.------------------- 
Lamont very fine sandy loam, 2 to 6 percent 
slopes, moderately eroded__.-.------------- 
Lamont very fine sandy lowm, 6 to 12 percent 
slopes, moderately eroded. ...-..----------- 
Lamont very fine sandy loam, 12 to 20 percent 
slopes, moderately eroded- _ 2... . | 
Lawler loam, 0 to 3 percent slopes... | 
Lawler silt loam, 0 to 2 percent slope 
Lawler silt loam, 2 to 6 percent slotpes لس‎ 
Meridian loam, 0 to 2 percent slopes. لمع‎ 
Meridian loam, 2 to 6 percent slopes.--.-- 
Onamia loam, 0 to 2 percent slopes-------- 
Onamia loam, 2 to 6 percent slopes-------- 
Onamia loam, 2 to 6 percent slopes, moderately 
OE sa a 
Onamia loam, 6 to 12 percent slopes, moder 
CORE aaa A 
Onamia loam, 12 to 20 percent slopes, moder- 
WE 
Onamin sandy loam, 2 to 6 percent slope 
Onamia sandy loam, 6 to 12 percent slopes, 
moderately eroded 2222222211 1 
Orion silt 10am........-------------- A 
Ostrander silt loam, 0 to 2 percent slop 
Ostrander silt loam, 2 to 6 percent slopes- 
Ostrander silt loam, 2 to 6 percent slopes, 
moderately eroded......--------------.---- 
Ostrander silt loum, 6 to 12 percent slopes, 
moderately aoroded...---2------------------ 
Otterholt silt loam, 2 to 6 percent slopes 
Otterholt silt loam, 2 to 6 percent slopes 
moderately eroded də 
Otterholt silt loam, 6 to 12 percent slopes. ع‎ 


See footnote at end of table, 
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TABLE 6.—Approximale acreage and proportionate extent of the soils mapped—Continued 


Soils Area Extent 
Acres Percent 
Vlasaty silt loam, 6 to 12 percent slopes------- 447 0.1 
Vlasaty silt loam, 6 to. 12 percent slopes, | 
moderately 0ء‎ 2, 615 7 
Waukegan silt loam, 0 to 2 percent slopes_____| 2,816 .8 
Waukegan silt loam, 2 to 6 percent slopes.. د‎ ..-- 1, 926 .5 
Whalan silt loam, 0 to 2 percent slopes-------- 122 (5 
Whalan silt loam, 2 to 6 percent slopes_____. 1, 243 3 
Whalan silt loam, 2 to 6 percent slopes, moder- 
ately eroded- A 1, 245 3 
Whalan silt loam, 6 to 12 percent slopes-..---- 525 1 
Whalan silt loam, 6 to 12 percent slopes, moder- 
ately eroded E e ae a ak 2, 742 ae 
Whalan silt loam, 12 to 20 percent slopes...... 704 .2 
Whalan silt loam, 12 to 20 percent slopes, 
moderately eroded یییی/ب//‎ ۵ 3, 049 . 8 
Whalan silt loam, 12 to 20 percent slopes, | 
severely eroded SEN dunes 230 ۱ I 
Whalan silt loam, 20 to 30 percent slopes______ 465, | .1 
Whalan silt loam, 20 to 30 percent slopes, 
moderately eroded_.....-...-.-----.--+--5 228 (1) 
0ی7۶‎ 00007 85 (5 
Wykoff loam, 2 to 6 percent slopes 757 | 2 
Wykoff loam, 2 to 6 percent slopes, moderately | 
۷990وت‎ 1,894 5 
Wykoff loam, 6 to 12 percent slopes...--..--- 1, 832 5 
VVykoff loam, 6 to 12 percent slopes, moderately 
CHOU e a E E > 3, 696 1.0 
Wykoff loam, 6 to 12 percent slopes, severely 
occ 77 7 م سيو‎ A 381 1 
Wykoff loam, 12 to 20 percent slopes. -------. 1, 048 3 
Wykoff loam, 12 to 20 percent slopes, moder- 
ately eroded ə serge شك د‎ ng عدو‎ ás هه‎ 931 2 
Wykoff loam, 12 to 20 percent slopes, severely 
erodediuosa باه رجا مد سا کت‎ dnd دب‎ m EE 285 () 
Wykoff silt loam, 2 to 6 percent slopes..-..-.- 527 1 
VVykoff silt loam, 2 to 6 percent slopes, moder- 
[DA D D a eee ee 867 2 
Wykoff silt loam, 6 to 12 percent slopes, eroded. 156 (0) 
Total E 378, 240 100.0 


the roots generally extend to within about 10 inches of 
the water table, The reaction throughout the profile 
ranges from mildly alkaline to slightly acid. 

Few areas of the Adrian soils have been drained and 
enltivated. Where these soils have been drained, they are 
highly desirable for special crops, such as truck crops. 
All the crops grown on these soils, however, require spe- 
cial management, Where the water table has been lowered 
by drainage or through other causes, the organic material 
has decomposed to a greater degree and to a greater 
depth than in areas where the water table is high. In 
areas that are cultivated, the organic matter decomposes 
rapidly. 

These soils need protection from fire. Where they are 
cultivated, they are susceptible to erosion by wind. 

Adrian muck (Ad).—This is the only Adrian soil mapped 
in this county. In places it contains layers, a few inches 
thick, of fibrous, matted peat. Commonly, a few inches of 
silty material has been deposited on the surface. 

Because this soil occurs in small, scattered areas, it has 
little value for agriculture. Most of the acreage is in per- 


82 
Soils Area Extent 
Acres Percent 
Seaton silt loam, 6 to 12 percent slopes-------- 4, 380 1 
Seaton silt loam, 6 to 12 percent slopes, moder- 

ately eroded_..---------------~----------- 37, 170 9.9 
Seaton silt loam, 6 to 12 percent slopes, severcly 

eroded..... مد‎ ce coca a ub s موجات مره‎ Sete 1, 552 .4 
Seaton silt loam, 12 to 20 percent slopes.......| 4, 862 1.3 

‘Seaton silt loam, 12 to 20 percent slopes, mod- 

erately eroded....------------------------ 14, 4 3.8 
Seaton silt loam, 12 to 20 percent slopes, 

severely eroded__--_-.--------~----------- 3, 388 9 
Seaton silt loam, 20 to 30 percent slopes---.--- 1,717 5 
Seaton silt loam, 20 to 30 percent slopes, moder- 

ately eroded عه عرد دم ده موده وا اك مد بای بط دیب‎ 1,114 3 
Sogn- Rockton loams, 0 to 2 percent slopes E 88 C) 
Sogn-Rockton loams, 2 to 6 percent slopes----- 156 C) 
Sogn-Rockton loams, 6 to 12 percent slopes, 

moderately croded------------------------ 68 () 
Sogn-Rockton loams, 12 to 20 percent slopes, 

moderately eroded_------- 272 (1) 
Sparta loamy sand, 0 to 2 percent slopes. _ - - -- 1,519 4 
Sparta loamy sand, 2 to 6 percent slopes- - ---- 870 2 
Sparta loamy sand, 2 to 6 percent slopes, eroded - 567 2 
Sparta loamy sand, 6 to 12 percent slopes, 

Ge is ———Á—— 464 1 
Spencer silt loam, 0 to 2 percent slopes-------- 309 (1) 
Spencer silt loam, 2 to 6 percent Slopes-------- 3, 825 1.0 
Spencer silt loam, 2 to 6 percent slopes, moder- 

1.4 140 ,5 جد وي موعن مب معد م مس سب ازع ately eroded.‏ 
Spencer silt loam, 6 to 12 percent slopes,‏ 

moderately eroded____.__.---------------- 4, 275 1.1 
Steep stony and rocky land..---------------- 23, 607 6.3 
Stronghurst silt loam, benches, 0 to 2 percent | 

OPO عفد‎ wiet aa reposa 70 (Q) 
Tell silt loam, 0 to 2 percent slopes----------- 340 0 
Tell silt loam, 2 to 6 percent slopes, eroded. ___ 430 .1 
Terrace escarpments, 10amy----------------- 1, 500 .4 
Terrace escarpments, sandy------------------ 2, 934 . 8 
25.777777777P7 2 466 .1 
Vlasaty silt loam, 2 to 6 pereent slopes..--.--- 2, 756 .. 
Vlasaty silt loam, 2 to 6 percent slopes, moder- 

ately erodedaococonpesciasr=ass=asossiodo 6, 048 | 1.6 


1 Less than 0.1 percent. 


water table is near the surface throughout most of the 
rear. 

Muck and peat, the two organic materials from which 
these soils were derived, differ primarily in the degree of 
decomposition and disintegration of the original plant 
fibers. Muck has undergone decomposition to the extent 
that few, if any, of the original plant fibers can now be 
identified. It is less spongy and less fibrous than peat, 
laeks the thick, matted plates and blocks that are char- 
acteristic of peat that has been exposed to air, and is 
black and has a greasy feel when wet. In places muck 
has a fairly high content of mineral soil material. 

Representative profile of Adrian muck: 

O to 4 inches, black, friable muck. 
4 to 29 inches, black, friable peaty muck. 
29 to 50 inches, light brownish-gray, loose sand. 

In the place where this profile occurs, the water table 8 
generally at a depth of about 30 inches. 

Adrian soils have moderately rapid permeability, but 
high available moisture capacity. The depth to which 
roots penetrate depends on the depth to the water table; 
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used for pasture. The inaccessible areas are left idle; 
where those areas are wooded, they are managed as 
woodland and make excellent wildlife areas. (Capal bility 
unit IIIw—-12, woodland suitability group 1) 

Alluvial land, sandy (Ah).—This nearly level land type 
consists of deep, sandy alluvium on flood plains. The 
largest, acreage is on bottoms of the Mississippi and Rush 
Rivers. In areas along the Mississippi River, where flood- 

waters have released coarse-textured sediments, this land 
ə makes up the main banks of the river channel. Near 
the surface, the land type has a texture of sand or loamy 
sand. The deeper soil material consists of stratified fine 


to coarse sand. This land type supports willows, oaks, 


elms, soft maples, birches, and a sparse cover of blue- 
grass, Plants that require the greatest amount of mois- 
ture grow on the banks of the stream. Plants that are 
more "resistant to drought grow a£ a greater distance from 
the stream. This land. type occurs With areas of loamy 
Alluvial lands, but it is coarser textured and better 
drained than those land types. 

This land type is well drained to excessively drained. 
Becanse the areas are near streams, however, the water 
table is at or near the surface for short periods when the 
level of the stream is high. Because of this temporarily 
high water table, a. few yellow and brown mottles occur 
in some areas below a depth of 2 to 3 feet. This land 
type is subject to frequent flooding. At times, the flood- 
waters remain for long periods, and several inches of 
sand may be deposited « on the surface during those per- 
iods. In some places enough sand is deposited to kill the 
vegetation on the site. The soil material dries out rapidly 
affer the level of the water recedes. 

Permeability is rapid, and the available moisture ca- 
pacity is low. Because the soil material is droughty and 
has low natural fertility, the growth of plants is limited. 

This Jand type is used mainly for wildlife and trees, 
but some areas are in permanent pasture. A minor acre- 
age is in crops, but this land has little value for farming. 
(Capabil ity unit VITs-9, woodland suitability group 4) 

Alluvial land, wet (Al) This land type is in nearly 
level areas or in slight depressions on flood plains. It con- 
sists of alluvial sediments that range from sandy loam to 
silt loam in texture. Af or near the su "face, the sediments 
range from light to dark in color. The water table re- 
mains at or near the surface during most of the year. 

Some of the most extensive areas of this land type are 
on flood plains of the Mississippi River. Others occur on 
the flood plains of the Rush River, from the mouth of 
that river to several miles upstream. Smaller areas are 
on creek bottoms throughout the county. 7 Targer areas 
along the Mississippi River are commonly dissected by 
sloughs, oxbows, and extinct stream channels, Those areas 
are subject to frequent flooding. Some of them remain in- 
undated for several days following a period of high 
water. During the time when these areas are flooded, ad- 
ditional stream sediments may be deposited, or the channel 
of the stream may shift to a new course. 

Mainly this land type supports bluegrass, marsh 
grasses, willows, river birches, soft maples, and .other 
plants that tolerate a large amount of water. Tb is suited 
to permanent pasture, trees, or use for wildlife habitats. 
Trees cover all of the most extensive area, which is on 
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manent pasture, and only a small acreage is in field crops. 
This soil is suitable for open ditch dr: ainage, and some 
areas are suitable for tile drainage. The soil is susceptible 
to wind erosion if it is cultivated, and it needs protection 
from fire. Where crops are grown, liberal applications of 
fertilizer, especially potash, : ate required for good yields. 
(Capability unit TVw-7, woodland suitability group 10) 


Alluvial Land 


Alluvial land is a miscellaneous land type made up of 
light-colored and dark-coloved sediments deposited by 
streams. It is on flood plains and on the bottoms of 
narrow valleys. 

The soil materials in this land type vary widely in tex- 
ture, and generally, they are layered. The layering is the 
result, of deposition rather than of profile development. 
The deposits are too recent for soil profiles to have 
formed. In areas where drainage 1s poor, the lower part 
of the soil material is mottled. 

This land type is subject to change as the result of 
periodic overflow, It is stable enough, however, for plants 
to become established. 

Alluvial land, loamy, nearly level (Ae).—This land 
type is on flood plains of the major streams, on. bottom 
lands of conlees, and in upland drainageways. It consists 
of alluvial sediments that generally have a texture of 
sandy loam to silt loam. In some areas, however, the soil 
material contains sand or gravel, or sand and gravel are 
on the surface, This land” type occurs with Avenzv ille, 
Orion, and Huntsville soils. 

Where this land type is in slight depressions, it is 
somewhat poorly drained and has high available moisture 
capacity. Where it occupies higher “areas and has better 
drainage, the available moisture capacity is correspond- 
ingly lower. Crops grown on this land type are subject 
to damage as the result of overflow. 

Where this land type is not flooded too frequently and 
is accessible to equipment, it, 35 well suited to use for 
crops. Most of the areas that are nob cultivated are used 
.for grazing, and pastures are very good on many of 
them. Some areas are isolated by sloughs or channels and 
have been left in trees. Those areas serve as excellent 
sites for wildlife. (Capability unit IIIw-19, woodland 
suitability group 1) 

Alluvial land, loamy, gently sloping (Agl.—This land 
type consists of alluvial sediments in coulees, in narrow 
upland drainageways, and in small plots on alluvial- 
colluvial fans that are common along the base of bluffs. 
The areas are generally at a higher elev ation than those 
occupied by Alluvial Jand, loamy, nearly level. Where 
this land. type occurs on alluvial-colluvial fans, it has 
fragments of chert, sandstone, and limestone throughout 
and fr agments are common on the surface. In most places 
this land type is moderately well drained or well drained 
and is not mottled or is only slightly mottled. 

This land type has slightly lower available moisture 
capacity and better sur face dre ainage than, Alluvial land, 
loamy, nearly level. Also, water does not pond on the 
surface after the areas are flooded. 

"Much of the acreage is used for crops. Many of the 
areas in narrow coulees and upland drainageways, how- 
ever, do not fit well into the cropping pattern and are 
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Wetness can be reduced by constructing diversions to 
protect this soil from runoff. Waterways can also be con- 
structed to safely dispose of the excess water. Yields 
generally increase after the excess water 1s safely re- 
moved. (Capability unit Ifw-4, woodland suitability 
group 7) ; 

Almena silt loam, 2 to 6 percent slopes, moderately 
eroded (Am82).—This soil occurs in areas that have been 
cultivated. It has lost from one-third to two-thirds of its 
original surface layer through erosion, As a result, the 
present surface layer is thinner and lighter colored than 
the original one, and it also contains less organic matter. 
In some plowed fields, lighter colored patches are appar- 
ent where the subsoil is exposed. 

This soil is ab a slightly lower elevation than the Otter- 
holt and Spencer soils, which generally occupy the high- 
est areas in a pattern of soils. Included with 16 in map- 
ping are small areas of Almena. silt loam, 6 to 12 percent 
slopes. 

The surface layer is lower in content of organic matter 
and in natural fertility than the surface layers of the 
other Almena soils, which are only slightly eroded. Suit- 
able practices are needed to control further erosion. Di- 
versions, used to intercept runoff, help to control the 
excess water and reduce erosion. ( Capability unit و11‎ 
woodland suitability group 7) 


Antigo Series 


The Antigo series consists of well-drained, silty soils 
that are nearly level or gently sloping. These soils are 
generally underlain by sand and gravel at a depth rang- 
ing from 24 to 42 inches. In some places, however, the 
substratum contains a layer of finer textured material. The 
Antigo soils are on stream terraces, mainly within the 
valley of the Kinnickinnic River in the northwestern part 
of the county. Smaller areas are in the valleys of other 
streams. In some of the valleys are small areas in which 
these soils are moderately well drained. 

Representative profile of Antigo silt loam: 

0 to T inches, very dark grayish-brown, friable silt loam, 

T to 12 inches, dark grayish-brown, friable silt loam! 

12 to 24 inches, dark yellowish-brown, firm silt loam; pale- 
brown silt coats. 

24 to 28 inches, dark yellowish-brown, firm loam. 

28 inches +, dark-brown, loose gravelly sand. 

The Antigo soils are moderately permeable, but they 
are underlain by a substratum that has rapid internal 
drainage. In general, these soils have fair to moderate 
available moisture capacity. The available moisture ca- 
pacity is higher, however, in areas where the substratum 
contains a layer that is finer textured than typical. Yields 
of crops are likely to be higher in those areas than in other 
places. Natural fertility is moderately high. These soils do 
not contain a layer that restricts the growth of roots. The 
root zone normally extends downward to the substratum 
of outwash material, but a few large roots penetrate to a 
greater depth. 

Antigo silt loam, 0 to 2 percent slopes (AnA).—This is 
a nearly level soil of stream terraces. Its profile is the one 
described for the Antigo series. Because of the nearly 
level relief and moderate permeability, little runoff has 
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the flood plains of the Mississippi River between Bay 
City and Diamond Bluff. That tract serves as an excellent 
area for wildlife. (Capability unit Vw-14, woodland 
suttability group 9) 


Almena Series 


This series consists of deep, somewhat poorly drained, 
silty soils that are nearly level to sloping. These soils are 
on- uplands, mainly in the eastern part of the county. 
They formed in a thick mantle of windblown silt (loess) 
over loam till that is yellowish brown. 

Representative profile of Almena silt loam: 

0 to $ inches, dark grayish-brown, friable silt loam. 

S to 14 inches, grayish-brown, friable silt loam; few, fine, 
dark yellowish-brown mottles, 

14 to inches, dark-brown, firm silt loam, with bleached silt 
coats and few, fine, dark-brown mottles. 

45 inches +, grayish-brown gritty clay loam till; few, fine, 
strong-brown mottles, 


In most places the Almena soils receive water from the 
adjacent souls. Surface drainage is medium to slow. Per- 
meability is moderate in the subsoil, but it is slow in the 
underlying glacial till, and internal drainage is slow in 
the till. The available moisture capacity is high. These 
soils are very strongly acid below a depth of about 8 
inches. They have moderately high natural fertility, but 
crops grown on them respond well to applications of lime 
and fertilizer. The root zone of plants extends deep into 
the lower part of the subsoil. — 

These soils are slow to warm up in spring, and Jime is 
required for optimum yields. Drainage is required for 
some crops to grow successfully. Nevertheless, these soils 
are fairly easy to cultivate and can be managed fairly 
easily. Yields are generally high if management is good. 
In this county the Almena soils are not extensive and are 
not of great importance for farming. 

Almena silt loam, 0 to 2 percent slopes (AmA).— This 
soil is mainly in nearly level areas or on slightly concave 
slopes, where it has been subject to little or no erosion. 
It 15 adjacent to natural waterways, or the areas are cut 
by natural waterways. In many places this soil occurs 
with the Sable soil, which is very poorly drained. 

In most places the surface layer is thicker and slightly 
darker colored than the one in the profile described for 
the series. Also, the subsoil is more grayish in some places 
and contains larger, brighter colored mottles. 

For optimum ylelds on this soil, surface drainage or 
diversions may be required to reduce the amount of run- 
off that accumulates on the surface. Practically all of the 
acreage is used for crops. (Capability unit Tlw-4, wood- 
land suitability group 7) 

Almena silt loam, 2 to 6 percent slopes (AmB).— This 
soil is on concave slopes similar to those occupied by 
Almena silt loam, 0 to 2 percent slopes. It has been sub- 
ject to little or no erosion. The profile is the one de- 
scribed as typical for the series. 

This soil has better surface drainage than Almena silt 
loam, 0 to 2 percent slopes, and ponding is less likely to 
occur after heavy rains. Ás a result, the profile is less 
grayish than that of Almena silt lonm, 0 to 2 percent 
slopes. Also, the mottling is less intensive, although the 
mottles are darker colored. 
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This soil can be cropped intensively if it is protected 
from flooding, supplied with plant nutrients, and well 
managed. Where flooding and streambank eutting are 
continuing hazards, forage orops can be grown, or this 
Soil can be used for pasture, trees, or wildlife habitats. 
(Capability unit TEw-11, woodland suitability group 1) 


Arland Series 


The Arland series consists of moderately deep soils that 
are well drained. These soils formed in a thin mantle of 
loamy material over a shallow deposit of glacial till that, 
in turn, is underlain by weathered sandstone. They com- 
monly occur in areas where soils that formed in glacial 
till grade to sandy soils of unglaciated areas. 

Representative profile of Arland loam: 

0 to 10 inches, dark-brown, friable loam. 

10 to 12 iuches, brown, friable very fine sandy loam. 

13 to 24 inches, very dark brown, firm sandy clay loam, 

24 to 29 inches, brown, firm sandy loam. 

29 inches +, white fine sand containing yellowish-red ۰ 

The Arland soils are moderately permeable and have 
moderately rapid internal drainage. They are slightly 
acid to medium acid and have fair to moderate available 
moisture capacity and moderately high natural fertility. 
The root zone of these soils extends downward to the 
layer of fine sand. Suggested management practices are 
ones that conserve soil and water. 

Arland loam, 2 to 6 percent slopes (AsB).—This is a 
gently sloping soil on plains in the uplands. Its surface 
layer is thicker and darker colored than the one in the 
profile described as representative for the series. Nor- 
mally, the loamy upper part of the profile is also thicker 
than the upper part of the profile described as typical. 
In most places the slopes are between 2 and 4 percent. 

Because of its gentle slopes, this soil has not been 
greatly affected by erosion. It is slightly susceptible to 
erosion, however, although runoff is rather slow. 
Droughtiness is a slight hazard. 

This soil is deeper over weathered sandstone than the 
steeper Arland, soils. Also, the content of organic matter, 
natural fertility, and available moisture capacity are 
higher than in the steeper soils. 

This soil is suited to all of the locally grown crops, and 
nearly all of the acreage is cultivated. Only simple man- 
agement practices are needed to maintain good tilth. 
(Capability unit IIe-2, woodland suitability group 1) 

Arland loam, 6 to 12 percent slopes, moderately 
eroded (AsC2).— The profile of this soil is generally shal- 
lower over the substratum than the one described for the 
series, and the surface layer is also thinner. From 4 to 8 
inches of the original surface layer has been lost through 
erosion, and the present surface layer is dark brown. 
Because this soil is eroded, the present surface layer con- 
tains less organic matter, is less fertile, and takes in less 
water than the original one. Included in mapped areas 
of this soil are small areas of Arland loam, 6 to 12 per- 
cent slopes. 3 

This moderately eroded Arland soil is used for field 
crops. Because of its reduced capacity to take in water, 
however, it is rather droughty. Practices that conserve 
water, as well as practices that control erosion, are re- 


taken place. This soil has been subject to little or no 
erosion, and the hazard of future erosion is slight. 

In a few small areas, this soil is moderately well 
drained. The profile in those areas has the same charac- 
teristics as those of the profile described as typical for 
the series, 

This Antigo soil is suited to all of the crops commonly 

grown in the county. Management practices that conserve 
water are suggested. (Capability unit IIs-1, woodland 
sultability group 1) 
. Antigo silt loam, 2 to 6 percent slopes (AnB].—Runotf 
is more rapid on this soil than on Antigo silt loam, 0 to 
2 percent slopes. Little or no erosion has taken place, but 
erosion is a slight hazard. The profile is similar to the 
one described for the series. Because less water infiltentes, 
this soil is slightly more droughty than Antigo silt loam, 
0 to 2 percent slopes. 

This soil is well suited to all the locally grown crops, 
and nearly all of the acreage is used for crops. Yields are 
generally moderately high. Practices that conserve soil 
and water ave needed, however, for sustained good yields. 
(Capability unit Tle-2, woodland suitability group 1) 

Antigo silt loam, 2 to 6 percent slopes, moderately 
„eroded (AnB2).—In most places this soil has lost from one- 
third to two-thirds of its original surface layer through 
erosion. In some spots in plowed fields, however, all of 
the original surface layer has been lost and the dark- 
brown subsoil is exposed. The present surface layer is 
lighter colored than the original one. Also, it is lower in 
content of organic matter and natural fertility, is in 
poorer tilth, and takes in less water. 

This soil is well suited to all the locally grown crops. 
All of the acreage is used for crops, but yields are gen- 
erally lower than on Antigo silt loam, 2 to 6 percent 
slopes. Practices are needed that control erosion and con- 
serve water. (Capability unit Tle-2, woodland suitability 
group 1) 


Arenzville Series 


The Arenzville series consists of nearly level or gently 
sloping soils that are well drained or moderately well 
drained. These soils formed in deep, silty alluvium 
washed from loess-mantled uplands. In thei profile a 
dark-colored buried soil is common at some depth be- 
tween 24 to 48 inches. Some areas.of these soils are on 
broad flood plains of the major streams in the countv. 
Others are on narrow bottoms along the smaller streams. 

Representative profile of Arenzville silt loam: | 

0 to 9 inches, very dark grayish-brown, friable silt loam. 
9 to 31 inches, dark grayish-brown, friable silt loam. 

31 to 40 inches, black, very friable silt loam. 

40 to 50 inches +, dark grayish-brown, friable silt loam, 

The Arenzville soils nre moderately permeable and 
have high available moisture capacity. They generally 
have neutral reaction, have a deep root zone, and have 
high natural fertility. 

Arenzville silt loam (Ar).—This soil is on flood plains 
or bottoms along streams. It is the only Arenzville soil 
mapped in the county. The nearly level velief and the 
deep, friable surface layer make this soil easy to till 
Many of the areas are subject to overflow and stream- 
bank cutting. ` 
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Representative profile of Boone loamy fine sand: 


0 to 6 inches, dark grayish-brown, very friable loamy fine 
sand, 

6 2 ۳ inches, yellowish-brown, very friable loamy fine sand. 

18 to 42 inches, yellowish-brown, loose fine sand. 

42 to 60 inches, yellow, loose fine sand. 

60 inches +, pale-brown and yellowish-brown, weakly ce- 

, mented sandstone, | 

The Boone soils have very rapid permeability and very 
low available moisture capacity. Natural fertility is low, 
and these soils are susceptible to erosion, both by wind 
and water. They are medium acid below a depth of about 
6 inches, but their surface layer is neutral in areas that 
have been limed. Yields are limited, even though 
drought-resistant crops are grown. 

Boone loamy fine sand, 2 to 6 percent slopes, eroded 
(BnB2).—This soil has a profile like the one described for 
the series. It has lost from one-third to two-thirds of its 
original surface layer through wind and water erosion. 
Further erosion is a hazard 1f this soil is not adequately 
protected. Included in mapped areas of this soil are small 
areas of Boone loamy fine sand, 2 to 6 percent slopes. 

This eroded Boone soil is droughty and is low in na- 
tural fertility. Cultivated crops are grown on much of the 
acreage. Some areas, however, have recently been planted 
to pine trees, are used for permanent pasture, or have 
been. abandoned. for crops and are idle. Where cultivated 
crops are grown, management practices that conserve 
moisture and that provide protection from erosion are 
needed, even for limited yields. (Capability unit 1Vs-3, 
woodland suitability group 4) : 

Boone loamy fine sand, 6 to 12 percent slopes, eroded 
(8nC2).—This is a sloping soil that has been used for culti- 
vated crops or for seriously. overgrazed pasture. In most 
places it has lost from one-third to two-thirds of. its 
original surface layer through erosion. The cultivated 
areas contain some lighter colored spots where the under- 
lying material has been exposed by tillage. Included in 
the areas mapped are small areas of Boone loamy fine 
sand, 6 to 12 percent slopes. 

Droughtiness, lack of fertility, and susceptibility to 
erosion make Boone loamy fine sand, 6 to 12 percent 
slopes, eroded, unsuitable for cultivated crops. Decause 
of the generally low veturns if cultivated crops are 
grown, many of the fields are being converted to pasture 
or to plantations of pines. If this soil is properly man- 
aged, limited yields of forage crops can be obtained. This 
soil is well suited to coniferous trees and supports plants 
that provide food and cover for wildlife. (Capability 
unit, VIs-3, woodland suitability group 4) 

Boone fine sand, 12 to 35 percent slopes, eroded 
(BfE2).— This is a moderately steep to very steep soil that 
in most places has lost from one-third to two-thirds of 
its original surface layer through erosion. It consists of 
loose, droughty sand and of fragments and outcrops of 
andstone. Weathered sandstone bedrock is generally at 
a depth ranging from only a few inches to more than 5 
feet. The profile of this soil differs from the profile de- 
scribed as representative for the series, mainly in having 
a lighter colored surface layer and in being composed of 
looser, coarser textured sand. Also, the depth to 
wenthered sandstone bedrock is more variable. Included 
in mapped areas of this soil are small areas of Boone fine 
sand, 12 to 35 percent slopes. 


quired for optimum yields. Row crops can be grown 1 
year in 5 if contour striperopping is practiced. (Capa- 
bility unit 1112, woodland suitability group 1) 


Auburndale Series 


The Auburndale series consists of silty soils that are 
poorly drained. These soils are in shallow depressions 
and in drainageways in the uplands. They have formed 
in 30 to more than 36 inches of silt that is underlain by 
glacial drift. 

Representative profile of Auburndale silt loam: 

0 to S inches, very dark gray, friable silt loam; few, fine, 
dark-brown mottles. 

8 to 11 inches, gray, friable silt loam; few, fine, dark-brown 
mottles, 

11 to 26 inches, gray, firm. silt loam; fine, strong-brown 
mottles and very dark gray stains are common, 

26 to 43 inches, olive-gray silt loam; medium, gray mottles 
and very dark gray stains are common. 

43 to 48 inches, yellowish-brown, friable sandy loam; medium, 
gray mottles are common. 

48 inches +, olive-gray, firm loam ; many, medium, yellowish- 
brown mottles. 

The Auburndale soils not only receive moisture from 
rainfall, but they also receive water that flows onto them 
from the adjacent slopes. Runoff is very slow. Therefore, 
much of the water passes through these soils instead of 
running off. Permeability is moderate in the subsoil, but 
ib is somewhat slower in the underlying till. Internal 
drainage is slow, and the available moisture capacity is 
high. In most places thé root zone is shallow. It generally 
extends to a depth of only about 11 inches, but a few tap 
roots penetrate deeper. The soil reaction ranges from 
slightly acid to very strongly acid. Wetness and flooding 
are the hazards associated with these soils. Some drainage 
is necessary if dependable yields are to be obtained. 

Auburndale silt loam (Au).—This is the only Auburn- 
dale soil mapped in Pieree County. Its profile is the one 
described for the series. This soil is nearly level, There- 
fore, runoff is slow and ponding occurs in some areas 
after heavy rains. 

If field crops are grown, improved surface drainage is 
needed, or, where practical, tile drainage can be installed. 
Diverting runoff from the adjacent areas also helps to 
reduce wetness. Where the water has not been controlled, 
this soil is suited to grass. (Capability unit ILLIw-3, 
woodland suitability group 7) 


Boone Series 


The Boone series consists of sandy and droughty soils 
that formed in coarse-textured material weathered from 
sandstone. These soils are gently sloping to very steep 
and are on uplands and valley slopes. In most places 
where they occur on valley slopes below steep bluffs, they 
are deep and have fragments of sandstone on the surface 
and throughout the profile. Where these soils‘occur in the 
northwestern part of the county, they have bands of 
loamy material, ranging from loam to sandy clay loam 
in texture, at depths below 3 feet. Weathered sandstone 
underlies these soils at depths ranging from a few inches 
to several feet, Generally, weathered sandstone is near 
the surface in areas where the slopes are steep. 
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sidered to be worthwhile. (Capability unit 1115-2, wood- 
land suitability group 5) 

Burkhardt sandy loam, 2 to 6 percent slopes (BUB). — 
The profile of this soil is less deep than the one described 
as typical for the series. Also, the surface layer is dark 
brown in spots, because material from the subsoil has 
been mixed into it by tillage, Normally, the surface layer 
is between 8 and 19 inches thick. 

Included in mapped areas of this soil are small areas 
of Burkhardt loam, 2 to 6 percent slopes. Also included 
are areas of Burkhardt sandy loam, 2 to 6 percent slopes, 
moderately eroded. | 

Erosion by water and wind are slight hazards. If 
Burkhardt sandy loam, 2 to 6 percent slopes, is to be 
used year after year for cultivated crops, practices that 
control erosion are needed. 

Most areas of this soil are used for cultivated crops, 
mainly corn, soybeans, small grains, and forage crops. 
Because this soil is droughty, yields are low. (Capability 
unit IIILe-4, woodland suitability group 5) 


Chaseburg Series 


The Chaseburg series consists of deep soils that ave well 
drained or moderately well drained. These soils have 
formed in a layer of silty sediment, more than 42 inches 
thick, washed from light-colored, silty- soils of uplands 
and terraces or deposited as the result of soil creep. They 
occur throughout the county. The areas are small and 
widely distributed. They ave at the heads of draws, along 
intermittent streams that flow out of small drainage 
basins, and along the base of steep slopes. Generally, 
these soils have slopes no greater than 6 percent, but the 
slopes are steeper in a small acreage. 

Representative profile of Chaseburg silt loam: 

0 to 24 inches, very dark grayish-brown, very friable silt loam. 
24 to 32 inches, dark grayish-brown, friable silt loam, 

32 to 42 inches, dark-brown, friable silt loam, 

42 inches +, yellowish-brown, friable silt loam. 

The Chaseburg soils have moderate permeability and 
high available moisture capacity. The reaction is neutral 
to medium acid. These soils ave friable and have a deep 
root zone. The content of organie matter is rather low, 
but natural fertility is high. 

Chaseburg silt loam, 0 to 2 percent slopes (CoAl.— 
This is a nearly level soil along intermittent drainage- 
ways. Its profile is like the one described for the series. 
This soil is subject to flooding. As a result, an overwash 
of sandy loam covers the surface in a few places. 

Fhis soil is suited to all the crops commonly grown in 
the county. It can be cropped intensively if a good supply 
of plant nutrients is maintained, and if a suitable crop- 
ping system is used. The crops respond well to good 
management. Erosion is a slight hazard. Except where 
flooding occurs, however, no special practices are re- 
quired to protect this soil. In areas subject to flooding, 
dikes can be used to provide protection. Otherwise, the 
areas should be kept in pasture or trees. 

Crops on this soil respond well if a commercial fertil- 
izer is applied. In most places yields of corn are low 
because nitrogen is needed. In many places lime is re- 
quired for high yields of legumes. (Capability unit I-1, 
woodland suitability group 1) 


This eroded Boone soil is even more droughty and lack- 
ing in fertility than the less sloping Boone soils. Some 
areas have been cultivated, and most of the acreage has 
been. cleared. This soil is suitable for plantings of conifer- 
ous trees and for use as areas for wildlife. (Capability 
unit VIIs-9, woodland suitability group 4) 


Burkhardt Series 


The Burkhardt series consists of soils that are shallow 
and somewhat excessively drained. These soils have 
formed on stream terraces in medium-textured material 
over outwash sand and gravel. They are mainly on ter- 
races of the Mississippi River. To a lesser extent, they 
occur along the St. Croix, Rush, and Trimbelle Rivers. 

Representative profile of a cultivated Burkhardt sandy 
loam: 

0 to 12 inches, very dark brown, very friable sandy loam, 

12 to 16 inches, dark reddish-brown, friahle loam. 

16 to 18 inches, dark reddish-brown, very friable gravelly 
sandy loam, 

18 to 30 inches, dark-brown, loose, stratified sandy gravel. 

Burkhardt soils are rapidly permeable, have rapid in- 
ternal drainage, and have low available moisture capac- 
ity. They ave slightly acid, to medium acid. Natural fer- 
tility is moderate, and these soils respond well to appli- 
cations of fertilizer, Roots can penetrate to the gravelly 
substratum, 

Although these soils are not especially extensive, they 
are important locally and are suited to soybeans, corn, 
and all the other crops grown in the area, They are only 
moderately productive, however, mainly because of their 
low available moisture capacity. Good management and 
good distribution of rainfall are necessary for even fair 
yields. In places wind erosion is a hazard on the broad, 
open terraces. 

Burkhardt loam, 0 to 2 percent slopes (8rA).—This 
is a nearly level soil on high stream terraces. Except that 
it has a finer texture in the upper part of the solum, its 
profile is similar to the one described for the series. The 
surface layer is 10 to 15 inches thick. ` 

The amount of water that runs off this soil is small. 
Therefore, water erosion is not a serious hazard. Wind 
erosion may be a hazard, however, on the broad, open 
plains. This soil has moderately rapid permeability and 
'apid internal drainage. Because of the finer textured 
material 1n the upper part of the soil profile, the avail- 
able moisture capacity is normally higher than that of 
the Burkhardt sandy loams. Also, yields are penerally 
higher on this soil than on the Burkhardt sandy loams, 
and better response is received from fertilizer. Manage- 
ment practices that conserve moisture are suggested. 
(Capability unit, 1112, woodland suitability group 12) 

Burkhardt sandy loam, 0 to 2 percent slopes (BuA).— 
The profile of this soil is the one described for the series. 
Practically no water erosion has taken place, because 
little water runs off the surface of this nearly level soil. 
Wind erosion is a hazard, however, in the broad, open 
areas. 

Water enters this soil easily and rapidly, but the soil 
material is too porous for much moisture to be retained 
in the root zone. Response to fertilizer is only moderate. 
Large applications of fertilizer are generally not con- 
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the locally grown crops. In the areas where the topog- 
raphy is complex, practices such as contour stripcrop- 
ping are not feasible. (Capability unit IHe—4, woodland 
suitability group 5) 

Chetek sandy loam, 12 to 20 percent slopes, moder- 
ately eroded (ChD2).—This soil is mainly in areas of com- 
plex slopes on dissected. outwash plains. Its surface layer 
1s thinner than the one in the profile described as typical 
for the series, because part of it has been lost through 
erosion. Álso, the profile is generally shallower over sand 
and gravel than the one described. In the steeper areas, 
sand and gravel are nearer the surface than in the less 
sloping ones. 

'The steeper slopes and erosion make this soil more 
droughty than Chetek sandy loam, 2 to 6 percent slopes. 
Contour striperopping and other practices that conserve 
the soil are not feasible in these areas of complex topog- 
raphy. Limitations to growing cultivated crops are very 
severe, but this soil can be used for grass or planted to 
trees. The complex topography makes the operation 
of equipment difficult and hazardous. (Capability unit 
VIe, woodland suitability group 5) 


Clyde Series 


The Clyde series consists of poorly drained soils in 
shallow depressions and natural drainageways in the up- 
lands. These soils occupy scattered areas in the northern 
half of the county. They have formed under a cover of 
reeds, sedges, and other plants that tolerate a large 
amount of water. The material in which the soils 
formed is 18 to 30 inches of windblown silt (loess) over 
glacial till. The dark color of their surface layer is the 
result of organic matter having acenmulated in very wet 
areas. 

Representative profile of Clyde silt loam: 

O to 15 inches, black, friable silt loam. 

15 to 19 inches, olive-gray silt loam; medium, strong-brown 
mottles and dark-gray stains; wet bnt not sticky. 

19 to 26 inches, gray silt loam; many, coarse, reddish-brown 
mottles; wet but not sticky 


26 to 29 inches, gray lonm : many, coarse, dark-brown and 
reddish-brown mottles; wet but not sticky. 
29 inches +, grayish-brown sandy loam; wet but not sticky. 

The Clyde soils veceive deposits of silty material from 
adjacent areas. They also receive water that flows from 
the adjacent slopes, as well as water that falls as pre- 
cipitation. Surface runoff is so slow that water covers the 
surface for significant periods. Much of this water passes 
through the profile, although internal drainage is slow. 
Permeability is moderately slow, and the available mois- 
ture capacity is high. These soils have neutral to mildly 
alkaline reaction. The root zone for most crops extends 
only to a depth of about 15 inches. Lack of air discour- 
ages deeper penetration of roots, but a few large roots 
penetrate to a greater depth. The surface layer is thick 
and dark colored, and it has a high content of organic 
matter. Unless they are drained, these soils have little 
importance for farming because of their limited poten- 
tial for producing good yields. 

Clyde silt loam (Cl).—This is the only Clyde soil 
mapped in this county. It is in shallow depressions and in 
natural drainageways. Wetness is caused by the combined 
effects of the slow permeability of the till substratum, by 


Chaseburg silt loam, 2 to 6 percent slopes (CaB).— 
This is a gently sloping soil in drainageways, on bottoms 
along intermittent streams, and on alluvial fans on ter- 
races and high bottoms. Its surface layer is dark grayish 
brown and is slightly thinner than that of the profile de- 
seribed for the series. In places, especially at the heads 
of draws, a few stones are on the surface or throughout 
the profile. Included in areas mapped as this soil are a 
few acres of more sloping Chaseburg soils. 

Chaseburg silt loam, 2 to 6 percent slopes, is slightly 
more susceptible to erosion than Chaseburg silt loam, 0 to 
2 percent slopes. More careful management is needed to 
protect it, although the two soils are suited to the same 
crops. Practices are needed that prevent further damage 
caused by soil material washing onto this soil from 
higher lying areas. (Capability unit IIe-5, woodland 
suitability group 1) 


Chetek Series 


"The Chetek series consists of well-drained soils that are 
shallow over sand and gravel. These soils are on glacial 
outwash plains and stream terraces. They occur mainly 
in the extreme northwestern corner of the county, along 
the Kinnickinnic River to River Falls, They have formed 
in less than 94 inches of moderately coarse textured to 
medium-textured outwash material over sand and gravel. 
The underlying sand and gravel are generally stratified 
and ave of glacial origin. The larger tracts of these soils 
occur where the topography is complex. The smaller 
areas are on terraces along the major streams, and the 
soils in those areas are nearly level or gently sloping. 
Although these soils are not extensive, locally they are 
important for farming. 

Representative profile of Chetek sandy loam: 

0 7 9 inches, very dark grayish-brown, very friable sandy 
oam, 

9 to 21 inches, dark-brown, friable sandy loam; lower half 
contains stones and cobbles. 

21 to 42 inches +, dark-brown, loose fine gravel and sand. 

The Chetek soils have rapid permeability and vapid 
internal drainage. They have low available moisture ca- 
pacity and are moderately droughty during periods when 
rainfall is poorly distributed. If they are cultivated, 
these soils are susceptible to erosion by wind and water. 
They have moderately low natural fertility and are 
slightly acid to medium acid. In general, the root zone of 
plants extends to the bottom of the subsoil, but some of 
the larger roots enter the substratum. These soils contain. 
no restricting layer. 

Chetek sandy loam, 2 to 6 percent slopes (ChB).—This 
soil is on stream terraces and outwash plains. On the ter- 
races, it generally occurs on single slopes. On the out- 
wash plains, if occurs where the topography is complex 
and hummocky. This soil has the profile deseribed as 
typical for the series. It has lost little of its surface 
layer through erosion, but there is a slight hazard of 
future erosion by wind and water. 

Where this soil is adjacent to steeper soils, as on the 
dissected out wash plain in the northwestern corner of the 
county, it is used for permanent pasture. Most of the 
acreage, however, is used for field crops. If this soil is 
properly managed to protect it from erosion and to over- 
come the tendency to droughtiness, 16 can be used for all 
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tillage is practiced. A suitable cropping system is 1 year 
each of a row crop, a small grain, and meadow. (Capa- 
bility unit IIs-1, woodland suitability group 12) 

Dakota loam, 2 to 6 percent slopes (DcB).—This is à 
gently sloping soil on stream terraces. Except that its tex- 
ture is loam to a depth of about 30 inches, the profile is 
like the one described for the series. Included in mapped 
areas of this soil are small areas of Dakota loam, 9 to 6 
percent slopes, moderately eroded. 

Erosion is a slight hazard, and Dakota loam, 2 to 6 
percent slopes, is slightly droughty. Tİ it is properly man- 
aged, however, it is suited to all the crops commonly 
grown in the area. The crops may be damaged by lack of 
moisture during dry years, or when rainfall is poorly 
distributed during the growing season. 

Except for the hazard of erosion, the limitations of this 
soil are similar to those of Dakota loam, 0 to 2 percent 
slopes. Management is also similar, (Capability unit ITe-2, 
woodland suitability group 12) 

Dakota loam, 6 to 12 percent slopes, moderately 
eroded (DaC2).— This is a moderately steep or steep soil 
on the edges of terraces and in deeply incised drainage- 
ways that dissect the terraces. Most of the acreage. has 
been cultivated. In the cultivated areas, erosion has re- 
moved from one-third to two-thirds of the original sur- 
face layer. The present surface layer is thinner than the 
one in the profile described for the series. Also, unlike the 
profile described for the series, the profile of this soil 
has a loam texture throughout. 

This soil is not well suited to row crops unless prac- 
tices are used to protect it from erosion and to conserve 
moisture. It is subject to severe erosion and is slightly 
droughty. Because of its position on the edges of terraces 
and in draws, it must be protected from gully erosion. 
Contour stripcropping is the preferred practice, for it 
not only protects the soil from erosion but it also con- 
serves moisture. (Capability unit, 1116-2, woodland suit- 
ability group 12) 

Dakota loam, loamy substratum, 0 to 2 percent slopes 
(DbA).—This soil has a profile similar to the one described 
for the series. The texture is loam throughout the profile, 
however, and a layer of material that ranges from loam 
to sandy clay loam in texture is at a depth of about 30 
inches. Permeability is slower and the available moisture 
capacity is higher in this soil than in Dakota soils that 
lack the layer of loamy material. A small acreage of a 
Dakota sandy loam that has a loamy substratum is in- 
cluded in mapped areas of this soil. 

Dakota loam, loamy substratum, 0 to 2 percent slopes, 
is less droughty than Dakota loam, 0 to 2 percent slopes. 
Other limitations are similar, however, and management 
is somewhat similar. (Capability unit I-1, woodland suit- 
ability group 19) 

Dakota loam, loamy substratum, 2 to 6 percent slopes 
(DbB).— This is a gently sloping soil on stream terraces. Its 
profile is similar to the one deseribed for the series, ex- 
cept that it is underlain by a layer of loamy material and 
is less deep over outwash sand. 

Included in mapped areas of this soil are small areas 
of Dakota loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded. Also. included is a rather small ncre- 
age of a Dakota sandy loam that- has a loamy substratum, 

Permeability is slower and the available moisture ca- 


runoff and seepage from adjoining areas, and, in some 
places, by poor surface drainage. Most of these wet, areas 
are used for pasture. In most places the texture of the 
surface layer is silt Joam. In some places where this soil 
occurs near the center of broad drainagewnys, however, 
more clay has accumulated than in other areas and the 
texture of the surface layer is silty clay loam. Also, in 
some areas a few inches of silty material have been 
deposited on the surface. - 

Wetness is the main limitation of this soil, but erosion 
is a slight hazard if cultivated crops ave grown. Many of 
the areas in natural drainageways are subject to flooding 
for short periods of time. Protection from erosion, as 
well as drainage, is necessary if cultivated crops are to 
be grown. Where this soil has not been drained, it should 
be kept in meadow or pasture, or it can be used to pro- 
vide habitats for wildlife. (Capability unit 1155-1 
woodland suitability group 12) 


Dakota Series 


The Dakota series consists of moderately deep, well- 
drained soils that are nearly level or gently sloping. 
These soils are on outwash plains and on terraces of the 
major streams in the western half of the county. The 
Dakota soils that have a loamy substratum are in the 
valleys of the Kinnickinnic, Trimbelle, and Big Rivers. 
They formed in medium-textured material over outwash 
sand. 

Representative profile of 
Dakota loam: 


an uneroded cultivated 


0 to 11 inches, very dark gray, friable loam. 

11 to 26 inches, dark-brown, friable loam over dark yellowish- 
_ brown heavy loam. 

26 to 32 inches, dark-brown, friable sandy loam. 

32 inches +, yellowish-brown, loose, layered sand. 

Permeability of the Dakota soils is moderate or moder- 
ately rapid, and the available moisture capacity is moder- 
ate to low. Internal drainage is rapid. These soils have 
moderate natural fertility. Crops grown on them respond 
well to applications of fertilizer. The surface layer has 
a neutral reaction in areas where lime has been added. 
Below a depth of 7 inches, however, these soils are 
slightly acid to medium acid. Roots can penetrate to the 
sandy substratum. The Dakota sandy loums are moder- 
ately droughty. Good management. and good distribution 
of rainfall throughout the growing season are necessary 
for optimum yields on all of the Dakota soils. i 
7 These soils ave productive and ave desivable for crops. 
They are fairly extensive and are significant to the agri- 
culture of the county. Ms 

Dakota loam, 0 to 2 percent slopes (DaA).—This is a 
nearly level soil on broad stream terraces. Tts profile is 
similar to the one described for the series. The texture is 
loam throughout the profile however, and the dark- 
colored surface layer is as much as 4 inches thicker in 
some places. Erosion is not a hazard, but this soil is 
slightly droughty. 

This soil can be cultivated intensively if favorable soil 
structure and good permeability are. maintained. Prac- 
tices that conserve moisture are needed to improve yields. 
Row erops can be grown year after year if all the crop 
residue is returned to the soil, if a good supply of plant 
nutrients and good tilth are maintained, and 1f minimum 
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described for the series, but it is less deep over sand and 
gravel in some places. This soil is slightly susceptible to 
erosion because of the gentle slopes. Ineluded with it in 
mapping are small areas of Dakota sandy loam, 2 to 6 
percent slopes, moderately eroded. 

The crops ع‎ grow n are similar to those grown on Dakota 
sandy loam, Ot 2 percent. 77 and the limitations and 
management are somewhat similar. Careful management 
is required, however, to protect this soil from erosion. 
(Capability unit DROE woodland suitability group 3) 


Derinda Series 


'The Derinda series consists of moderately well drained 
or well drained, silty soils of uplands underlain by shale 
bedrock. These soils are mainly gently sloping to steep. 
They are in the north-central part of the county, where 
they commonly oceupy fringe areas.on the tops of broad 
ridges. 

Representative profile of Derinda silt loam: 

0 to 7 inches, very dark gray, friable silt loam. 

7 to 14 inches, brown, friable silt loam. 

14 to 20 inches, dark-brown, firm silty clay loam. 

20 to 25 inches, dark-brown silty clay loam; few, fine, yellow- 
ish-brown mottles; plastic when wet. 

25 to 40 inches, light olive-brown silty clay; many, fine, gray- 
ish-brown and yellowish-brown mottles; plastic when wet. 

The permeability of the Derinda soils is moderately 
slow; it is restricted by the very slow perme: vbility of the 
shale substratum. Internal drainage is somewhat, slow, 
and the available moisture capacity is low. In : 
the root zone extends to the upper limits of the İnyer of 
weathered shale, but some larger roots penetrate into the 
shale. These soils are medium acid to strongly acid, but 
the underlying shale is slightly acid to mildly alk aline. 

Derinda silt loam, 0 to 2 percent slopes (DeA).— This 
soil is most extensive on the broad ridgetops north of 
Beldenville. Although it is cultivated, no noticeable ero- 
sion has taken. place. The surface layer i is slightly thicker 
than the one in the profile described for the series. Sur- 
face runoff is very slow. 

No erosion control practices are necessary, but this soil 
is droughty and practices that conserve moisture are 
needed. Row crops can be grown 2 years out of 4 if an 
adequate supply of plant nutrients is maintained, and if 
crop residue is returned to the soil (Capability unit 
1115-8, woodland suitability group 1) 

Derinda silt loam, 2 to 6 percent slopes [DeB).—This 
is a gently sloping soil on ridgetops in the uplands. In 
most places it 1s wooded and is on narrow ridgetops, on 
the ends of ridges, in other inaccessible areas, or in areas 
otherwise poorly suited to cultivation. In the wooded 
tracts, leaf litter protects this soil from erosion. The sur- 
face layer in the wooded areas is thicker than the one in 
the profile described for the series. In the areas that are 
cultivated, the slopes are generally less than 4 percent. 
In those places no noticeable erosion has taken pluce. 

The potential for good yields is high in cultivated 
areas of this soil if lime and fertilizer are applied. The 
amount of lime and the kinds and amounts of fertilizer 
should be determined by testing the soils. Erosion is a 
slight hazard, and this soil is somewhat droughty. Prac- 
tices that control erosion and that conserve moisture are 
needed if row crops are grown. In the wooded areas, pro- 


pacity is higher in Dakota loam, loamy substratum, 2 to 
6 percent slopes, than in the Dakota soils that lack a 
loamy substratum. Limitations are less severe and man- 

agement, is simpler than for Dakota loam, 2 to 6 percent 
slopes. (Capability unit IIe-l, w oodland suitability 
group 12) 

Dakota loam, rock substratum, 0 to 2 percent slopes 
(DcA).—This is a nearly level soil on limestone terraces. Its 
profile is similar to the one described for the series. Fis- 
sured dolomite is at a depth of 36 to 42 inches, however, 
and loose, sandy outwash overlies the limerock in most 
areus of this soil. In some places a 7 of sandy loam 
or loam, a few inches thick, overlies the limerock. In 
those areas the available moisture capacity 1s higher than 
in places where this soil is underlain by sandy” outwash. 

If suitable practices are applied to conserve moisture, 
this soil is suited to all the crops grown in the county. 
High yields can be obtained if good management is prac- 
ticed and if rainfall is well distributed throughout the 
growing season. Applications of barnyard manure and of 
commercial fertilizer are essential for optimum yields. 
(Capability unit IIs-1, woodland suitability group 12) 

Dakota loam, rock substratum, 2 to 6 percent slopes, 
eroded (DcB2).—This soil has lost from one-third to two- 
thirds of its original surface layer through erosion. Its 
present surface layer is slightly thinner than the one in 
the profile described for the series, and the profile has a 
loam texture throughout. Also, fissured dolomite is at a 
depth between 36 and 40 inches. In some spots part of 
the subsoil is mixed with the surface soil. In those places 
the present surface layer is lower in content of organic 
matter and is in poorer tilth than the surface layer in 
less eroded Dakota soils underlain by bedrock. Also, till- 
age is more difficult, the rate of infiltration is slow er, : and 
the amount of runoff is greater. 

Practices that control erosion are needed to prevent the 
surface layer of this gently sloping soil from becoming 
thinner and to ےہ‎ further reduction of the available 
moisture capacity. Also suggested ave practices that con- 
serve moisture. The rate of infiltration can be increased 
and tilth can be improved by plowing under crop residue 
and applying manure. Otherwise, the management, of this 
soil and ‘the limitations ave similar to those of Dakota 
loam, rock substratum, 0 to 2 percent slopes. Also similar 
are the crops grown on these two soils. (Capability unit 
116-9, woodland suitability group 12) 

Dakota sandy loam, 0 to 2 percent slopes (DdA).—This 
soil is on stream terraces and outwash plains. Its profile 
is like the one described for the series. Because this soil is 
nearly level, the amount of runoff is small. No noticeable 
erosion has taken place, although wind erosion is a 
hazard. 

This soil is suited to all the crops commonly grown in 
the county. Except in years when the amount of rainfall 
is low, or rainfall is poorly distributed throughout the 

growing season, the soll is moderately pr oductive if it is 
vrell managed. The enpacity for storing moisture is low. 
In dry years corn, hay, and other crops planted late in 
the season are generally damaged by drought. Practices 
are needed to control wind erosion. (Capability unit 
IIIs-2, woodland suitability group 3) 

Dakota sandy loam, 2 to 6 percent slopes (DdB).—This 
soil is on stream terraces. Tts profile is similar to the one 
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pied by Derinda silt loam, 12 to 20 percent slopes. Un- 
like that soil, however, 16 has been cultivated along with 
less sloping soils. In most places it has lost from one- 
third to two-thirds or more of the original surface layer 
through erosion. The present surface layer is lighter 
colored and is in poorer tilth than the original one, and 
the subsoil is exposed in some spots. ۵ surface layer 
is low in content of organic matter and has a slow rate 
of infiltration. Generally, the profile is thinner than that 
of less sloping and less eroded Derinda soils. The hazard 
of water erosion is severe, and drought is a hazard dur- 
ing extended dry periods. 

This soil is not well suited to cultivated crops. It can 
be used, however, to grow forage crops, for hay or pas- 
ture. Also, it can be used as woodland or to provide food 
and cover for wildlife. Tf this soil is pastured, grazing 
should be controlled. Then, a firm sod can be maintained 
and gullying will be avoided. (Capability unit Vle-3, 
woodland suitability gronp 1) 

Derinda silt loam, : 20 to 30 percent slopes (Det) —This 
soil is on the steep side slopes of ridges in the uplands. 
The layers in its profile are slightly ‘thinner than those 
in the profile described for the series, and shale bedrock 
is slightly nearer the surface. 

Included in mapped areas of this soil are small areas 
of shallower Derinda soils. These included soils are 
underlain by shale bedrock at a depth of less than 12 
inches, and shale is exposed at the surface in a few 
places. 

Derinda silt loam, 20 to 30 percent slopes, is suited to 
pasture, to trees, and to use as wildlife areas. In areas 
that are pastured, grazing should be controlled so that 
a good cover of sod will be maintained. (Capability unit 
VIIe-83, woodland suitability group 1) 


Derinda Series, Acid Variants 


In some soil series, a variant is included, A variant has 
many of the characteristics of the series in which it is 
placed, but it, differs in at least one important character- 
M which is indicated by ifs name. The acreage of a 

rariant is of too small extent to justity establishing anew 
series. A new series may be designated and replace the 
variant, however, if sufficient acreage is later found. 

Acid variants of the Derinda series in this county are 
represented by well drained or moderately well drained 
silt loams that are sloping to steep. Unlike the soils of 
the Derinda series, they are underlain by extremely acid 
shale. These variants are on uplands and valley slopes. 
They occur in a valley. that occupies about 9 square miles 
in the watershed of Plum Creek. This valley is ,in e 
southwestern corner of Rock Elm Township and w 
formed by the confluence of two streams. 

Representative profile of Derinda silt loam, acid 

variant : 


0 to 9 inches, dark grayish-brown, friable silt ۰ 
9 to 11 inches, brown, friable silt loam, 


11 to 17 inches, dark-brown, very firm silty clay loam; very 
few, fine, yellowish-brown mottles, 
17 to 27 inches, olive-gray, very firm silty clay; few, fine, 


vellowish-red and yellowish-brown mottles. 
27 to 32 inches +, olive-gra y, very firm, loosely bedded shale; 
many yellowish-brown, horizontal streaks. 
The permeability of the acid variants of the Derinda 
series is moderately slow. It is restricted by the very 
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tection is needed from fire and grazing. (Capability unit 
IIIe-3, woodland suitability group 1) 

Derinda silt loam, 2 to 6 percent slopes, moderately 
eroded (DeB2).— This soil is on the rounded tops of ridges. 
It has lost from one-third to two-thirds of its original 
surface layer through erosion. In many places the present 
surface layer 18 lighter colored than the original one. This 
is because till: age “has mixed soil material from the sub- 
soil with the remaining material in the surface layer. The 
profile of this soil is like the one described for the series. 

Tf this soil is properly managed, it is fairly productive 
and is suited to row crops, small grains, and hay. Nearly 
all of the areas are cultivated, Runoff is not excessive, but. 
some practices are needed that control erosion and con- 
serve moisture. Such practices prevent losses of additional 
surface soil and overcome the tendency toward droughti- 
ness. Crops grown on this soil respond well to applica- 
tions of lime and fertilizer. (Capability unit TİTe-3, 
woodland suitability group 1) 

Derinda silt loam, 6 to 12 percent slopes (DeC).—Be- 
cause it occurs on vidges in the uplands, this sloping soil 
is not well suited to tillage. Most of the areas ave wooded 
or in pasture, and little or no erosion has taken place. 
The surface Jayer is thinner than the one in the profile 
described for the series, and shale bedrock is nearer the 
surface. 

This soil is droughty and is moderately susceptible 
to erosion if it is cultivated. Careful management is re- 
quired to control erosion. Row crops should be grown 
only where practices that protect the soil ave applied 
and where the slopes are short. The areas in trees ought 
to be managed for süstained produetion of timber. 
(Capability unit IV. e-3, woodland suitability group 1) 

Derinda silt loam, 6 to 12 percent slopes, moderately 
eroded (DeC2).—This soil is on the side slopes of ridges. 
In most of the acreage, mixing by tillage has made ihe 
present surface layer lighter colored than the original 
one and the present surface layer is dark grayish brown. 
The present surface layer is lighter color ed than the one 
in the profile described for the series. In some places às 
much as two-thirds of the original surface layer has been 
lost through erosion and the present surface layer is 4 
to 8 inches thick. 

Such crops as oats and alfalfa-brome hay are the main 
crops grown on this soil. Yields are generally fairly 
high 13 practices are used to control erosion, if practices 
that conserve moisture are used, and” if adequate amounts 
of lime and fertilizer are applied. (Capability unit 
IVe-3, woodland suitability group 1) 

Derinda silt loam, 12 to 20 percent slopes (DeD).— This 
soil is along the Mp edges of valleys and coulees that 
have remained in trees. It is ndjacent to wooded areas 
of Steep stony and rocky land. This soil is ideally suited 
to trees and to use as wildlife habitats, and most of the 
acreage is in trees. The surface layer contains more or- 
ganic matter and is generally darker colored than the 
one in the profile described for the series. 

This soil can be used for forage crops. The severe 
hazard of erosion and the moderat ely steep slopes make 
it unsuitable for row crops. (Capability unit VTe-8, 
woodland suitability group 1) 


Derinda silt loam, 12 to 20 percent slopes, moderately 
erodedi (DeD2).— This soil is in areas similar to those occu- 
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15 to 20 inches, dark-brown, very friable very fine sandy loam. 
29 to 34 inches, dark-brown, firm loam. 

84 to 44 inches, dark-brown, very friable very fine sandy loam. 
44 to 60 inches +, brown, very friable very fine sandy loam. 

Dickinson soils have moderately rapid رس یت‎ and 
fair available moisture capacity. They ave medium acid 
to slightly acid. Natural fertility is moderate. 

Dickinson fine sandy loam, 2 to 6 percent slopes, mod- 
erately eroded (DkB2) — This is the only Dickinson soil 
mapped in Pierce County. Its profile is the one deseribed 
for the series. 

Included in the mapped areas of this soil is a small 
acreage of a comparatively uneroded soil. Also included 
is a small area, about 12 acres in extent, of Dickinson 
very fine sandy loam, 6 to 12 percent slopes, moderately 
eroded. 

Further erosion by wind and water is a slight hazard, 
and Dickinson fine sandy loam, 2 to 6 percent slopes, 
moderately eroded, is also slightly droughty. If this soil 
18 properly managed, however, it is suited to all of the 
locally grown crops, and practically all of the acreage is 
cultivated. The included Dickinson soil is more suscepti- 
ble to erosion than this soil, and it requires more 
careful management. In some places erosion can be con- 
trolled by using a suitable cropping system. Such prac- 
tices as contour. stripcropping are needed in other places 
to conserve water and to help to control erosion by wind 
and water. (Capability unit TTe—7, woodland suitability 
group 3) 


Downs Series 

"phe Downs series consists of deep, well-drained, silty 
soils that are gently sloping or sloping. "These soils are 
on upland ridges, mainly in the south-central part of the 
county. They have formed in a mantle of silty windblown 
material that 1$ more than 42 inches thick. 

Representative profile of a cultivated Downs silt loam: 

0 to 9 inches, very dark grayish-brown, friable silt loam. 
9 to 11 inches, dark grayish-brown, friable silt loam., 

11 to 42 inches, dark-brown, firm silt loam, 

42 to 66 inches +, dark-brown, friable silt ۰ 

The Downs soils have moderate permeability to a depth 
of about 40 inches and moderately slow permeability 
below that depth. They have high available moisture 

sapacity and ave medium to strongly acid. These soils are 
highly desirable for crops and are important to the agri- 
culture of the county. They are well suited to all of the 
locally grown crops. 

Downs silt loam, 2 to 6 percent slopes (DoB).—In most 
places this soil has a profile like the one described for the 
series. In a féw.small arcas that ave not cultivated, how- 
ever, the surface layer is black or very dark brown. This 
soil is gently sloping and is on the rounded central parts 
of broad ridges. Runoft i is not excessive, and erosion, has 
been slight. 

This soil is well suited to row crops, small grains, and 
hay. Practices that control erosion. ave needed, however, 
to help to protect the fertile surface soil. (Capability unit 
TTe—1, woodland suitability group 1) 

Downs silt loam, 2 to 6 percent slopes, moderately 
eroded (DoB2).—This soil is on broad ridgetops and occurs 
near the central part of the ridges. Its surface layer is 
slightly thinner than the one in the profile described as 
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slowly permeable underlying shale. Internal drainage is 
somewhat slow, and the available moisture capacity is 
low. The characteristics of these solls favor penetration 
of roots to the substratum of extremely acid, weathered 
shale. The surface layer is slightly acid, and the lower 
part of the subsoil is extremely acid. Where the shale is 
near the surface, the soll reaction is so acid that the 
growth of some otherwise locally adapted crops is 
restricted. 

Where a large amount of lime is applied in the shallow 
or eroded areas, fair crop ylelds can be obtained. Yields 
are moderately good, however, in areas where the mantle 
of silty material is deeper and the reaction is less acid. 
These soils are not significant to the agriculture of the 
county, but locally, they are important. 

Derinda silt loam, acid variant, 6 to 12 percent slopes, 
moderately eroded (DíC2).—The "profile of this sloping 
soil is like the one described as typical for the acid vari- 
ants of the Derinda series. A significant part of the orig- 
inal surface layer has been lost “through erosion. AS à re- 
sult, tilth has deteriorated and the vate of infiltration has 
become slower. Also, drought is an increasing hazard and 
the very strongly acid shale is nearer the surface. than it 
formerly was. Small areas of Derinda silt loam, acid 
variant, 6 to 19 percent slopes, are included in mapped 
areas of this soil. 

Further erosion. is a moderate hazard, and this mod- 
erately eroded soil is not well suited to row crops. Where 
cultivated crops are grown, intensive practices are needed 
that control erosion and conserve moisture. Tf contour 
stuipcropping’ is practiced, row crops should be grown 
.. on the short slopes. (Capability unit IVe-3) wood- 
land suitability group 5) 

Derinda silt loam, acid: variant, 12 to 20 percent 
slopes, eroded (DfD2)—The profile of this soil is gener: uly 
thinner than the one describe as typical for acid vari- 
ants of the Derinda, und ies. A significant part of the orig- 
inal surface layer has been lost through erosion. The 
present surface layer is generally dark er 'ayish brown and 
is about 5 to 7 inches thick. Small areas of Derinda silt 
loam, acid variant, 12 to 20 percent slopes, and of De- 
rinda silt loam, acid variant, 20 to 30 percent slopes, are 
included in mapped areas of this soil. 

In areas of Derinda silt loam, acid variant, 12 to 20 
percent slopes, eroded, that are used for pasture, control 
of grazing is necess: ay so that a firm sod is maintained. 
Cattle should not be allowed to make trails where run- 
off can concentrate and cause gullying. Topdressing with 
fertilizer also helps to maintain A firm sod and greatly 
increases the yields of forage. (Capability unit VIe-3, 
woodland suitability group 3 


Dickinson Series 


The Dickinson series is composed of deep soils that are 
well drained. These soils are gently sloping. They occupy 
outwash plains northeast of Prescott, where they formed 
in windblown very fine sand. Where the wind has blown 
the soil material into mounds that resemble dunes, these 
soils have a surface layer of fine sandy loam. The pro- 
file contains weakly defined, layered material. 

Representative profile of Dickinson fine sandy loam: 
very dark grayish-brown, friable fine 


0 to 15 inches, very 


sandy lonm. 
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is thinner, or only several inches thick. This soil is nearly 
level, and runoff is very slow. Although most of the 
acreage 1s cultivated, there has been no noticeable erosion. 

"This soil can be cropped intensively if a good supply of 
plant nutrients is maintained, and if all the crop residue is 
returned. Practices that control erosion are not needed. 
(Capability unit I-1, woodland suitability group 1) — 

Dubuque silt loam, 2 to 6 percent slopes (DsB).—This 
is a gently sloping soil on upland rideetops and lime- 
stone terraces. In most places it 1s on narrow ridgetops, 
on. the ends of ridges, or in other places that are inac- 
cessible or that are not well suited to cultivation. This 
soil is mainly in trees and is protected from erosion by à 
layer of leaf litter. Where the areas are cultivated, the 
slopes are generally less than 4 percent and erosion has 
not been a serious hazard. In cultivated areas the profile 
of this soil is similar to the one described for the series. 
In wooded areas the surface layer is thinner and is gen- 
erally darker colored than the one described. 

Crops grown on this soil have potential for high yields 
if fertilizer and lime are applied. Erosion is a slight 
hazard, but a fairly intensive cropping system can safely 
be used if simple practices are applied to control erosion. 
The wooded areas need protection from fire and grazing. 
(Capability unit ITe-1, woodland suitability group 1) 

Dubuque silt loam, 2 to 6 percent slopes, moderately 
eroded (DsB2)—This soil is on the rounded tops of ridges 
and on rock-formed terraces. The surface soil has been 
mixed by tillage and is dark grayish brown or very dark 
grayish brown. From one-third to two-thirds of the orig- 
inal surface layer has been lost through erosion, and the 
present surface layer 1s only 4 to 8 inches thick. 

lf this gently sloping soil is, properly managed, it is 
highly productive and is well suited to row crops, small 
grains, and hay. Nearly all of the acreage is cultivated. 
Runoff is not excessive, but some practices are needed to 
control erosion. Crops grown on this soil respond well 
to applications of lime and fertilizer. (Capability unit 
IIe-1, woodland suitability group 1) m 

Dubuque silt loam, 6 to 12 percent slopes [DsC).—This 
is a sloping soil in areas on upland ridges and limestone 
terraces that are not well suited to tillage. Most of the 
acreage is wooded or in pasture, and little or no erosion 
has taken place. The profile of this soil is the one de- 
seribed for the series. 

This soil is moderately susceptible to erosion. Tf culti- 
vated crops are grown, eareful management is required 
to protect it. Contour striperopping should be practiced 
on the long slopes if row crops are included in the crop- 
ping system. (Capability unit IIIe-1, woodland suit- 
ability group 1) 

Dubuque silt loam, 6 to 12 percent slopes, moderately 
eroded (DsC2).—T'his soil is on the side slopes of ridges. 
Tillage has mixed material from the subsoil with its sur- 
face soil. The present surface layer is dark grayish 
brown, or lighter colored than the one in. the profile de- 
scribed for the series. Ás much as two-thirds of the orig- 
inal surface layer has been lost through erosion, and the 
present surface layer is 4 to 8 inches thick. 

Nearly all of the acreage of this soil is cultivated. 
Corn, oats, and alfalfa-brome are the main crops. High 
yields of these crops can be obtained if practices are used 
to control erosion, and if adequate amounts of lime and 


typical for the series, because part of it has been lost as 
the result of water erosion. It is only 6 to 8 inches thick. 

This soil is highly productive if it is properly managed. 
It is well suited to row crops, small grains, and hay. 
Further erosion is a hazard, however, if cultivated crops 
are grown, and if practices are not used to control erosion. 
Terraces, contour stripcropping, and proper manage- 
ment of crop residue help to reduce runoff and to control 
erosion. Crops grown on this soil respond well if lime and 
fertilizer are applied. (Capability unit TTe-1, woodland 
suitability eroup 1) - 

Downs silt loam, 6 to 12 percent slopes, moderately 
eroded (DoC2).—In some places this soil occupies an entire 
ridgetop. In others it occurs only along the outer edges 
of the ridgetop, just below areas of less sloping Downs 
soils. From one-third to two-thirds of the original sur- 
face layer has been lost through erosion, and about 4 to 
8 inches of the original surface layer remains. 

lf this soil is properly managed, it is well suited to 
row crops, small grains, and hay. Nearly all of the 
acreage 15 used for crops. Practices that control erosion 
are needed. Tilth is improved, the ability of this soil to 
absorb rainfall is made greater, and runoff is reduced if 
organic matter is returned. This can be done by using 
4 cropping system that provides a large proportion of 


close-growing crops. This soil is highly productive if it 


is well managed, and if enough plant nutrients and lime 
are applied. (Capability unit ILIe-1, woodland suitability 
group 1) 


Dubuque Series 


The Dubuque series consists of moderately deep, well- 
drained soils that are silty. These soils are gently sloping 
to steep and are mainly on ridges in the uplands. Nearly 
level to sloping Dubuque soils, however, also occur in the 
northwestern part of the county in an area where the 
Kinniekinnie River has cut a gorge into a rock-formed 
bench. The Dubuque soils have formed in à mantle of 
loess over clayey material that has wenthered from dolo- 
mite, They are underlain. by fissured dolomite. 
Representative profile of a cultivated Dubuque silt 
loam: 


0 to 9 inches, very dark grayish-brown, friable silt loam. 
9 to 13 inches, brown, friable silt loam. 

13 to 34 inches, dark yellowish-brown, firm silty clay loam. 
34 to 40 inches, reddish-brown, firm clay loam, 

40 to 56 inches, dark reddish-brown, sticky clay. 

56 inches +, fissured dolomite. 

Tn the Dubuque soils, permeability is moderately slow 
above the layer of clay and slow in the clay. These soils 
have moderate to high available moisture capacity. The 
silty upper part of their profile is medium acid to 
strongly acid, but the layer of clay is mildly alkaline. The 
underlying bedrock restricts the root zone. Natural fer- 
tility is moderately high, but crops grown on these, soils 
respond well to applications of fertilizer and lime. In 
Pierce County these soils have potential for high yields 
and are used mainly for crops. 

Dubuque silt loam, 0 to 2 percent slopes (DsA).—' This 
soil is mainly on limestone terraces along the Kinnickin- 
nic River. lis profile is like the one described for the 
series, except that limestone bedrock is generally at a 
depth between 30 and 42 inches. Also, the layer of clay 
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rock is nearer the surface. In a few places, limestone bed- 
rock crops out. Included in mapped areas of this soil are 
a fev acres of severely eroded Dubuque silt loam, 20 to 
30 percent slopes. 

Practices that control erosion are important on Du- 
buque silt loam, 20 to 30 percent slopes, moderately 
eroded, to reduce further losses from erosion. The crops 
grown on this soil are the same as those grown on Du- 
buque silt loam, 20 to 30 percent slopes, and the limita- 
tions and management are similar. (Capability unit 
Vie-1, woodland suitability group 1) 

Dubuque silt loam, 30 to 40 percent slopes (DsF) —The 
surface layer of this soil is slightly thinner than the one 
in the profile described for the series. Runoff is rapid, 
and the hazard of erosion is very severe, This soil is suit- 
able for trees, pasture, and wildlife areas. It is used 
mainly as woodland or for pasture. (Capability unit 
VIle-1, woodland suitability group 1) 

Dubuque soils, 2 to 6 percent slopes, severely eroded 
(DtB3).—The surface layer of these soils is thinner and 
lighter colored than the one in the profile described for 
the series. The texture of the surface layer is silty clay 
loam in some places and silt loam in others. More than 
two-thirds of the original surface layer has been lost 
through erosion, and the subsoil is exposed 1n much of 
the acreage. Some fragments of chert are on the surface. 

Because of the poor tilth of the remaining soil material, 
these soils are difficult to farm. Most of the organic mat- 
ter has been lost from the surface layer. The rate of in- 
filtration 1s slower and the natural fertility 1s lower than 
in the uneroded Dubuque soils. : 

If these soils are cultivated, careful management is 
necessary because of the severe erosion. Liberal amounts 
of lime and fertilizer are required for good yields of 
crops. Also, management practices that supply organic 
matter must be used. (Capability unit TITe-1, woodland 
suitability group 1) 

Dubuque soils, 6 to 12 percent slopes, severely eroded 
(DtC3).— These sloping soils have lost more than two-thirds 
of their original surface layer through erosion. Tillage 
lias mixed brown or reddish-brown, clayey soil material 
from the subsoil with the remaining surface soil. As a 
result, the present surface layer in many areas is finer 
textured than the surface layer in the profile described 
for the series. Its texture is silty clay loam or silt ۰ 
Fragments of chert are commonly scattered over the 
surface. 

Because of the poor tilth of the remaining soil ma- 
terial, these soils are difficult to farm and the areas are 
used mainly for hay or pasture. Tf field crops are grown, 
the present erosion and the severe hazard of further ero- 
sion make careful management necessary. For good 
yields, liberal amounts of lime and fertilizer are needed, 
as well as management practices that supply organic 
matter. (Capability unit IVe-1, woodland suitability 
group 1) 

Dubuque soils, 12 to 20 percent slopes, severely 
eroded (DiD3).—The surface layer of these moderately 
steep soils is thinner than the surface layer in the profile 
described for the series. Also, the profile is thinner (about 
24 inches thick) over reddish-brown clay. More than two- 
thirds of the original surface layer has been lost through 


fertilizer are applied. (Capability unit 1116-1, woodland 
suitability group 1) 

Dubuque silt loam, 12 to 20 percent slopes (DsD).— 
Except that the soil layers are slightly thinner and the 
dark reddish-brown clay is nearer the surface, the profile 
of this soil is similar to the profile described for the se- 
ries. Depth to the layer of clay ranges from 24 to 28 
inches. Much of the acreage is in trees, and in these 
wooded areas little or no erosion has taken place. 

If this soil is used for crops, careful management is 
required because of the moderately steep slopes and the 
susceptibility to severe damage from erosion, Gullying is 
a hazard if runoff is allowed to concentrate. Row crops 
can be grown only where the slopes are not more than 200 
feet long and where contour stripcropping is practiced. 

A cropping system that does not include row crops is 
more suitable for this soil than one in which the crops 
require cultivation. Erosion can be controlled by care- 
fully controlling grazing in the pastures and by manag- 
ing the woodland for sustained produotion of timber. 
(Capability unit IVe-1, woodland suitability group 1) 

Dubuque silt loam, 12 to 20 percent slopes, moder- 


ately eroded (DsD2).— l'his moderately steep soil has lost. 


from one-third to two-thirds of its original surface layer 
‘through erosion. The present surface layer is 4 to 6 inches 
thiek and is dark grayish brown. The profile is thinner 
over the layer of dark reddish-brown clay than the pro- 
file described for the series. The layer of clay is at a 
depth of about 94 to 98 inches. 

This soil is not suited to intensive cultivation. Moder- 
ately high yields of small grains and hay are obtained, 
however, if practices are used to prevent damage from 
erosion, and 1f this soil is otherwise well managed. Using 
a cropping system that consists mainly of hay crops helps 
to control erosion. Also, lime and fertilizer should be ap- 
plied according to the needs indicated by soil tests and 
the requirements of the crop to be grown. (Capability 
unit IVe-1, woodland suitability group 1) 

Dubuque silt loam, 20 to 30 percent slopes (DsE).— This 
is a steep soil on the side slopes of ridges in the uplands. 
All of the acreage is wooded or in pasture. The layers in 
the profile are thinner than those in the profile described 
for the series. Also, the layer of clay weathered from 
dolomite is thinner, and bedrock is nearer the surface. In 
a few places, limestone bedrock crops out at the surface. 
Ineluded in. mapped areas of this soil are small areas of 
shallower Dubuque soils. 

The hazard of erosion is very severe. Forage crops can 
be grown, however, and this soil can be used for pasture, 
trees, or wildlife areas. If this soil is pastured, grazing 
should be controlled so that a good cover of sod will be 
maintained. (Capability unit VIe-1, woodland suitability 
group 1) 

Dubuque silt loam, 20 to 30 percent slopes, moder- 
ately eroded (DsE2).—In most places this soil has lost from 
one-third to two-thirds of its original surface layer 
through erosion, The present surface layer is lighter 
colored than the original one. In some spots where this 
soil is still cultivated, or where it is heavily grazed, the 
brown subsoil is exposed. The profile is thinner than the 
one described for the series. Also, it is underlain by a 
thinner layer of clay weathered from dolomite, and bed- 
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ately eroded (DuB2).— This soil has lost from one-third to 
two-thirds of its original surface layer through erosion. 
The present surface layer is thicker, however, and is 
lighter colored than the one in the profile described for 
the series. Also, the profile is normally shallower over 
the layer of clay loam. Depth to dolomite bedrock is 0 
inches or less. 

Practices that control erosion are needed to protect 
this soil. A cropping system that supplies organic matter 
will improve tilth and increase the capacity to absorb 
rainfall. Crops grown on this soil respond well to appli- 
cations of fertilizer and lime. (Capability unit 11168, 
woodland suitability group 5) 

Dunbarton silt loam, 6 to 12 percent slopes (DuC).— 
This soil is mainly on ridgetops that are too narrow or 
that have too odd a shape for cultivation. Some areas 
are inaccessible to farm equipment. Therefore, nearly all 
of the areas are wooded. The surface layer of this soil 
is darker colored than the one in the profile described for 
the series. In the wooded areas, the surface layer has 
been covered with leaf litter, and runoff and erosion have 
been very slight. Organic matter incorporated in the soil 
from the decomposed leaf litter has imparted a very dark 
grayish-brown to black color to the immediate surface 
Inyer. 1 1 

Tf this soil is used for cultivated crops, the hazard of 
erosion is moderate. Practices that conserve moisture ànd 
that control erosion are needed. (Capability unit IVe-3, 
woodland suitability group 5) 

Dunbarton silt loam, 6 to 12 percent slopes, moder- 
ately eroded (DuC2).—This is a sloping soil on the crests 
and side slopes of ridges. The slopes are generally plane 
or convex. The profile is less deep over fissured limestone 
than the profile described as representative for the series. 
Nearly all of the acreage is cultivated. In most of the 


cultivated areas, erosion has removed from one-third to 


two-thirds of the original surface layer. In some places 
all of the original surface layer has been removed by 
erosion, or the soil material is mixed by plowing. In 
those areas brownish soil material from the subsoil is 
exposed. : 

This soil is suited to all of the locally grown crops if 
erosion is controlled, and if good management is used. 
Practices that both conserve moisture and control ero- 
sion are needed, and contour stripcropping is the pre- 
ferred practice. Yields of crops grown on this soil are 
reduced during extended dry periods. (Capability unit 
IVe-3, woodland suitability group 5) 

Dunbarton silt loam, 12 to 20 percent slopes (DuD).— 
The profile of this moderately steep soil is similar to the 
one described for the series, but it is thinner and the sur- 
face layer has a darker color. This soil is commonly on 
the tops of narrow ridges, on the ends of ridges, or in 
other areas that are not generally well suited to farming 
or that are inaccessible. In most places it occupies nar- 
row bands on convex slopes. It generally lies between 
areas of soils on the broader, more gently sloping ridge- 
tops and areas of steeper Dubuque soils or of Steep stony 
and rocky land below. Most of the areas are wooded. In 
the wooded areas, a mat of leaves protects the surface 
layer from erosion and makes the infiltration of water 
more favorable. Organic matter from the decomposed 
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erosion, and the brown subsoil is exposed in much of the 
acreage. The texture of the present surface layer is silty 
clay loam or silt loam. 

These soils have a slower rate of infiltration, are lower 
in content of organic matter, and are more difficult to 
keep in good tilth than the uneroded or moderately 
eroded Dubuque soils. The spots where the subsoil is ex- 
posed are more easily eroded than the areas where the 
surface layer is not eroded. 

In the past these soils were used mainly for crops. Be- 
cause of the severe erosion, however, many areas are now 
used for hay or pasture. Most of the time these soils 
Should be kept in renovated pasture or in other sod- 
forming crops. (Capability unit VIe-1, woodland suit- 
ability group 1) 


Dunbarton Series 


The Dunbarton series consists of well-drained, silty 
solls that are shallow over dolomite. These soils have 
formed in a mantle of loess over clay loam weathered 
from dolomite. They are on uplands capped by dolomite 
and on rock-formed terraces. Fragments of chert are 
common on the surface and throughout the profile. 

Representative profile of Dunbarton. silt loam that has 
not been cultivated: 

0 to 2 inches, very dark grayish-brown, very friable silt loam. 
2 to 6 inches, grayish-brown, very friable silt loam. 

6 to 12 inches, brown, friable silt loam. 

12 to 20 inches, dark-brown, very firm clay loam. 

20 inches +, light-gray, thinly layered dolomite. 

Dunbarton soils have moderate permeability in the 
upper part of the soil profile, but they have slow perme- 
ability.in the layer of clay loam. The available moisture 
capacity is moderately low. The upper part of the soil 
profile is medium acid to strongly acid. "The clayey ma- 
terial weathered from dolomite, however, has neutral or 
mildly alkaline reaction. Natural fertility is moderately 
high, but yields are limited by the low available moisture 
capacity. These soils are somewhat droughty, and their 
root zone is limited by the underlying bedrock. 

These soils have potential for moderate yields. During 
extended dry periods, however, crops are likely to be 
damaged by drought. 

Dunbarton silt loam, 2 to 6 percent slopes (DuB).—This 
is a gently sloping or very gently sloping soil on uplands 
and on dolomite terraces along the St. Croix and Eau 
Galle Rivers. Few areas of these soils have been culti- 
vated. In the areas that are cultivated, the slopes are very 
gentle and erosion is not a problem. In areas that have not 
been cultivated, the profile of this soil is like the profile 
described for the series. In the cultivated areas, the sur- 
face layer is thicker than the one in the profile described 
for the series. 

This soil is slightly susceptible to erosion by water, 
and it is also slightly droughty. The yields of such crops 
as corn, oats, and alfalfa-brome hay are generally high 
if management is good. Fairly simple practices are 
needed to eonserve water and to protect this soil from 
erosion. (Capability unit ITIe-3, woodland suitability 
group 5) 

Dunbarton silt loam, 2 to 6 percent slopes, moder- 
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cially necessary in areas where gullies could be started 
by runoff in trails made by livestock. (Capability unit 
VIIe-3, woodland suitability group 5) 

Dunbarton complex, 6 to 12 percent slopes (DvC].— 
In about 50 percent of the acreage of this mapping unit, 
the texture of the surface layer 18 loam, in about 45 per- 
cent it is silt loam, and in about 5 percent ib is sandy 
loam. These soils are sloping and are on ridgetops, gen- 
erally near the side slopes or ends of ridges where the 
layer of till is thin. Most of the areas have a rectangular 
shape. The slopes are between 50 and 100 feet long. The 
profiles of these soils are slightly shallower over bedrock 
than the profile described for the series. 

These soils are very droughty and are moderately sus- 
ceptible to erosion. They can be used to produce forage, 
as woodland, or to provide food and cover for wildlife. 
Yields of forage can be increased by topdressing the pas- 
tures and hayfields with fertilizer and renovating them 
when necessary. Controlling grazing helps to protect the 
SC (Capability unit IVe-3, woodland suitability group 

Dunbarton complex, 6 to 12 percent slopes, moder- 
ately eroded (DvC2).—1In about 50 percent of the acreage 
of this mapping unit, the texture of the surface layer is 
loam, in about 45 percent it is silt loam, and in about 5 
percent it is sandy loam. In most places from one-third to 
two-thirds of the original surface layer has been lost 
through erosion and the color of the present surface layer 
is dark brown. In some spots, however, the subsoil is ex- 
posed and the texture of the surface layer is silty clay 
loam. Fragments of chert and limestone are common on 
the surface and throughout the profile. 

These soils have abont the same limitations as the 
soils in Dunbarton complex, 6 to 12 percent slopes. Man- 
agement is also about the same, although bedrock is 
nearer the surface. Practices are needed to control further 
soil erosion and to slow deterioration of a soil that is al- 
ready too shallow for crops to make good yields. (Capa- 
bility unit IVe-3, woodland suitability group 5) 

Dunbarton complex, 12 to 20 percent slopes (DvD).— 
The soils of this mapping unit generally occur in long, 
narrow areas along the side slopes of ridges. The length 
of the slopes ranges from 50 to about 100 feet. In about 
50 percent of the acreage, the texture of the surface layer 
is loam, in about 45 percent it is silt loam, and in about 
5 percent it is sandy loam. The profiles are similar to 
the one described as representative for the series, except 
that bedrock normally is at a depth of only 10 to 15 
inches, 

These soils are susceptible to severe water erosion and 
are droughty. They can be used for limited production 
of pasture, however; or as woodland; or as areas that 
provide food and cover for wildlife. Some of the areas 
are used for pasture, and others are in trees. Periodic 
renovation and topdressing of the pastured areas with 
fertilizer will increase the yields of forage. Controlling 
grazing helps to protect the sod. (Capability unit VIe-8, 
woodland suitability group 5) 

Dunbarton complex, 12 to 20 percent slopes, moder- 
ately eroded (DvD2).—In about 50 percent of the acreage 
of these soils, the texture of the surface layer is loam, in 
about 45 percent it is silt loam, and in about 5 percent it 
is sandy loam. These soils have been cultivated or have 


leaf litter gives the surface layer a very dark grayish- 
brown or very dark brown color. . : 

This soil is susceptible to severe water erosion, and it 
is also droughty. It is not suitable for row crops. High 
yields of hay and pasture are obtained, however, if 
enough lime and fertilizer are applied. The areas in 
forest are well suited to forest and should be managed 
for that use for sustained production of timber. (Capa- 
bility unit Vle-3, woodland suitability group 5) 

Dunbarton silt loam, 12 to 20 percent slopes, mod- 
erately eroded (DuD2).—This is a moderately steep soll on 
ridges below less sloping Dubuque soils. It, receives some 
runoff from the less sloping soils. The areas in which it 
occurs are similar to those occupied by Dunbarton silt 
loam, 12 to 20 percent slopes. The profile of this soil is 
less deep over fissured dolomite than the one described 
for the series, and the surface layer is thinner than the 
one in the profile described. Also, the silty part of the 
profile is thinner in places. In some areas fragments of 
chert are on the surface and in the profile. 

This soil is not suitable for cultivation, but nearly all 
of the acreage is cultivated. In most places from one- 
third to two-thirds of the original surface layer in the 
cultivated areas has been lost through erosion. In some 
spots brown material from the subsoil is exposed. Further 
erosion would make this soil less productive and more 
difficult to till. : 

'This soil is moderately productive of forage crops if 
it is well managed. 'The cropping system should consist 
of forage crops grown for hay or pasture, and the areas 
should be renovated no oftener than 1 year in 5. Top- 
dressing the meadows or pastures with fertilizer each 
year helps to increase the yields. (Capability unit Vle-3, 
woodland suitability group 8) 

Dunbarton silt loam, 20 to 30 percent slopes (DuE).— 
This soil is wooded, and as a result, little or no erosion 
has taken place. The profile is thinner than the one de- 
scribed for the series. The silty upper part of the profile 
is also thinner. 

This soil is too steep for cultivated crops, but ib can be 
used for pasture or woodlots. Controlling grazing in the 
pastures helps to maintain a firm sod, and it guards 
against erosion. Protecting the woodlots from grazing, 
and managing for sustained production of timber, will 
help to provide a good cover for this soil. (Capability 
unit VIle-3, woodland suitability group 5) 

Dunbarton silt loam, 20 to 30 percent slopes, mod- 
erately eroded (DvE2)—The profile of this steep soil is 
thinner than the one described for the series. In most 


places the silty upper part of the profile is about 12: 


inches thick. The subsoil is brown to reddish brown and 
is cherty. It is thinner than that of uneroded Dunbarton 
soils that have similar slopes. Tn places limestone bed- 
rock is at a depth of only 16 inches or less. Because of 
losses of soil material through erosion, the present sur- 
face layer is about 4 to 6 inches thick in most places, 
Some areas are marked by shallow gullies, however, and 
the clay loam subsoil is exposed in some spots. In a few 
other areas, dolomite crops out. Fragments of chert are 
common on the surface and throughout the profile. ` ` 

This soil is suitable for pasture, trees, or use as areas 
for wildlife. Controlling grazing in the pastures helps to 
protect the sod and to guard against erosion. It is espe- 
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Figure 12.—Profile of Edith sandy loam. In the Edith soils, the 
horizons are not distinct. 


Where the Edith soils occur in the northwestern part 
of the county, the texture of their surface layer is loam, 
gravelly loam, or sandy loam. In that part of the county, 
these different soil types are so intermingled that map- 
ping them separately is not feasible. The Edith soils in 
the northwestern part of the county generally have a 
darker colored thicker surface layer than the ones in the 
northern and eastern parts. Also, they have a less acid 
substratum and contain more layers of strongly cemented 
gravel, 

In the northern and eastern parts of the county, the 
Edith soils occur with areas of Wykoff loams and are 
mapped in complexes with those soils. In those areas their 
surface layer is predominantly very dark brown and is 
variable in texture. The profile is similar to the one de- 
scribed for the Edith series. A profile that is typical for 
the Wykoff soils is described under the Wykoff series. 

Representative profile of a cultivated Edith gravelly 
loam: ۱ ۱ 

0 to 6 inches, very dark brown, very friable gravelly loam. 
6 to 12 inches, dark-brown, very friable gravelly loam. 
12 to 42 inches +, dark-brown, loose gravelly sandy loam. 

The Edith soils have rapid permeability and rapid in- 
ternal drainage. They have low available moisture capac- 


PIERCE COUNTY, WISCONSIN 


been intensively grazed. In most places they have lost 
from one-third to two-thirds of their original surface 
layer through erosion and their present surface layer is 
dark brown. The subsoil is exposed in some spots, how- 
ever, and the texture of the surface layer in those areas 
is generally silty clay loam. Chert and fragments of lime- 
stone are common on the surface and throughout the 
profile. , 

Normally, the layer of clayey material weathered from 
limestone is nearer the surface and outcrops of the under- 
lying limestone are more common than in areas of Dun- 
barton complex, 12 to 20 percent slopes. These soils have 
about the same limitations, however, as the soils in Dun- 
barton complex, 12 to 20 percent slopes, and management 

«is similar. Practices that control erosion are needed. 
(Capability unit VIe-3, woodland suitability group 5) 

Dunbarton complex, 20 to 30 percent slopes (DvE).— 
These steep soils are on the side slopes of ridges in the 
uplands. In about 50 percent of the acreage, the texture 
of the surface layer is loam, in about 45 percent it is silt 
loam, and in about 5 percent it is sandy loam. The layers 
in the profile are thinner than those in the profile de- 
scribed for the series; Outcrops of limestone bedrock are 
more numerous than in areas of less sloping Dunbarton 
soils. These soils vary greatly in depth. Included with 
them in mapping are small areas of Whalan soils, which 
are generally deeper than these soils. 

The soils of Dunbarton complex, 90 to 30 percent 
slopes, are susceptible to severe erosion and are very 
droughty. They are suitable for trees or for wildlife 
habitats. They can also be used for pasture, but the 
yields of forage are low and the sod is difficult to main- 
tain. All of the acreage is wooded or in pasture. Manag- 
ing these soils for timber is more desirable than using 
them for grazing, although logging operations are difi- 
cult on the steep slopes. (Capability unit VIIe-3, wood- 
land suitability group 5) 

Dunbarton complex, 20 to 30 percent slopes, moder- 
ately eroded |DvE2).—1n about 50 percent of the acreage 
of these soils, the texture of the surface layer is loam, in 
about 45 percent it is silt loam, and in about 5 percent 
it is sandy loam. In most places these soils have lost 
from one-third to two-thirds of their original surface 
layer through erosion. The present surface layer is lighter 
colored than the original one, and it is also finer textured 
in areas where the subsoil is exposed. Chert and frag- 
ments of limestone are common on the surface and 
throughout the profile. Bedrock crops out in many places. 

The limitations of these shallow soils are similar to 
those of the soils in Dunbarton complex, 90 to 30 per- 
cent slopes, and management is similar. Control of ero- 
sion is of prime importance. (Capability unit VIle-3, 
woodland suitability group 5) 


Edith Series 


The Edith series consists of soils that are excessively 
drained, dark colored, and gravelly (fig. 12). These soils 
are underlain by glacial drift that has been extensively 
washed and that has been sorted to some extent by water 
from melting glaciers. In places the drift contains layers 
of cemented material. These soils are sloping to steep 
and are on hilly uplands. 
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Rapid runoff and a slower rate of infiltration make 
these solls more droughty than Edith soils, 12 to 20 per- 
cent slopes. Where tilth is poor and the surface layer is 
low in fertility, practices are especially needed to con- 
trol further erosion. Although only limited grazing 
should be allowed, these soils are suited to pasture. They 
can also be used as woodland or for areas for wildlife. 
(Capability unit VIs-5, woodland suitability group 12) 

Edith soils, 20 to 30 percent slopes (EdE).— This map- 
ping unit consists of a mixture of steep areas 
of Edith gravelly loam, Edith loam, and Edith sandy 
loam. The soils are mainly on kames and eskers. To a 
lesser extent, they occupy the side slopes of ridges and 
seattered spots within larger areas of Ostrander and 
Racine soils. These soils have convex slopes, and some of 
the slopes are complex in areas on kames and eskers. The 
surface layer of these soils is darker colored and slightly 
thicker than the one in the profile described for the 
series. In areas that have not been disturbed; the surface 
layer is black and is about 8 inches thick. 

Runoff is very rapid, and these soils are susceptible to 
severe erosion. They are very droughty. 

These soils are suitable for trees and for providing 
food and cover for wildlife. They can also be used for 
pasture, but the yields of forage are low and the cover 
of sod is hard to maintain. (Capability unit VIIs-5, 
woodland suitability group 12) 

Edith-Wykoff soils, 6 to 12 percent slopes, eroded 
(EwC2).—About, 40 percent of this mapping unit is Edith 
gravelly loam, and about 60 percent is Wykoff loam. 
The Edith soil has a profile similar to the one described 
for the Edith series, but part of the friable surface layer 
has been lost through erosion. The rate of infiltration, 
natural fertility, content of organic matter, susceptibility 
to further erosion, and tendency to droughtiness are all 
similar to those of Edith soils, 6 to 12 percent slopes, 
eroded. 

'The Wykoff soil has a profile similar to the one de- 
scribed for the Wykoff series. In most places, however, it 
has lost from one-third to two-thirds of its original sur- 
face layer through erosion, and consequently the profile 
is less deep over gravelly loam. The present surface layer 
is generally 4 to 8 inches thick, but dark-brown subsoil 
material is exposed in places. The content of organic 
matter, susceptibility to further erosion, and tilth are 
similar to those of Wykoff loam, 6 to 12 percent slopes, 
moderately eroded. 

Included in mapped areas of these soils are areas of 
other Edith soils. Also included are areas of gently slop- 
ing soils that have a subsoil of gravelly heavy loam. 
(Capability unit TVe-8, woodland suitability group 5) 

Edith-Wykoff soils, 12 to 20 percent slopes, eroded 
(EwD2).—A bout half of this mapping unit consists of Edith 
gravelly loam, and about half, of Wykoff loam. The 
Edith soil has a profile similar to the one described for 
the Edith series, except that from one-third to two- 
thirds of the original surface layer has been lost through 
erosion. The present surface layer is dominantly very 
dark brown and is 6 to 10 inches thick. Runoff is rapid, 
and the rate of infiltration, natural fertility, tilth, and 
susceptibility to further erosion are similar to those of 
Edith soils, 12 to 20 percent slopes, moderately eroded. 
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ity. The depth to which the roots of most crops can 
penetrate is rather shallow, although the cemented layers 
are generally below the depth needed for the penetration 
of roots. Natural fertility 1s low. 

Because of their limited potential for good yields and 
the hilly topography o£ the areas in which they occur, the 
Edith soils are not used extensively for crops. They have 
some economic importance as a source of gravel. 

Edith soils, 6 to 12 percent slopes, eroded (EdC2).—In 
much of the ncreage, the soils of this mapping unit have 
& profile similar to the one described for the series. Al- 
though the color of the surface layer 1s dominantly very 
dark brown, part of the friable soil material in the orig- 
inal surface layer has been lost through erosion. 

The rate of infiltration is slow. Therefore, these soils 
are slightly more droughty than the less eroded Edith 
soils. Also, they have lost part of their natural fertility 
as a result of erosion. In many places the content of or- 
ganic matter is low. The hazard of further erosion is 
severe. Included in mapped areas of these soils ave small 
areas of Edith soils, 6 to 19 percent slopes. 

Forage crops can be grown on Edith soils, 6 to 19 per- 
cent slopes, eroded, and these soils are suitable for trees 
or as habitats for wildlife. The areas used for pasture 
ean be protected from further erosion by guarding 
against overgrazing. The cover of plants that is left after 
the pastures are grazed should be dense enough that the 
sod is maintained. Topdressing with fertilizer helps to 
maintain a good cover of sod and increases the yields of 
forage. (Capability unit VIs-5, woodland suitability 
group 12) 

Edith soils, 12 to 20 percent slopes (EdD).— This map- 
ping unit consists of a mixture of Edith gravelly loam, 
Edith loam, and Edith sandy loam. The soils are mod- 
erately steep and are on kames and eskers, on the side 
slopes of ridges, and in scattered areas within larger 
areas of Ostrander and Racine soils. On the kames and 
eskers, the slopes are convex, and they are complex in 
many places. The surface layer is darker colored than the 
one 1n the profile described for the series. It is black in 
most areas that have not been disturbed. In most places 
the surface layer is 6 to 12 inches thick. 

The rate of infiltration is moderate, but. the available 
moisture capacity is low and these soils are very droughty. 
Runoff is rapid, and the hazard of erosion is very severe. 
Serious gullying can occur unless the soils are protected. 

'These soils are suited to limited use for pasture, and 
they can be used ns woodland or to provide food and 
cover for wildlife. The pastures need protection from 
overgrazing, A good cover of plants should be maintained 
in the pastures a£ all times so that the sod will not de- 
teriorate. (Capability unit VIs-5, woodland suitability 
group 12). 

Edith soils, 12 to 20 percent slopes, moderately 
eroded (EdD2).—These soils have lost from one-third to 
two-thirds of their original surface layer through erosion. 
The present surface layer is dominantly very dark brown 
and is 6 to 10 inches thick. Part of the organic matter 
that was in the original surface layer has been lost as the 
result of erosion. The present surface layer is less friable 
and less porous than the original one, and it is lower in 
natural fertility. 


PIERCE COUNTY, WISCONSIN 99 


Representative profile of Fayette silt loam, benches: 
0 to 10 inches, dark grayish-brown, friable silt loam, 
10 to 23 inches, dark yellowish-brown, friable silt loam. 
23 to 42 inches, dark-brown, firm silt loam. 
42 inches +, dark yellowish-brown, friable silt loam. 

These soils are not extensive, but they are highly de- 
sirable for agriculture. Their natural fertility is moder- 
ately high. Permeability is moderate, and the available 
moisture capacity is high. These soils are medium acid 
to very strongly acid. The penetration of roots-is not 
restricted, 

Fayette silt loam, benches, 0 to 2 percent slopes 
(FaA).—This soil has a profile like the one described for 
the series. It occupies broad, nearly level areas, and it is 
only slightly subject to erosion, 

This soil is suited to all of the crops commonly grown 
in the county. If a suitable cropping system is used, and 
if enough fertilizer is applied, the soil can be cropped 
intensively and yields are generally high. Corn, oats, and 
alfalfa-brome hay are the principal crops. This soil is 
not susceptible to erosion, and no special practices are 
needed to protect it. In many places yields are limited by 
lack of organic matter and nitrogen. The crops respond 
well to applications of a complete fertilizer. Enough lime 
should be added to reduce the acidity of this soil to nearly 
neutral, (Capability unit 1-1, woodland suitably group 1) 

Fayette silt loam, benches, 2 to 6 percent slopes 
(FaB).—This soil is on the broad, gently sloping parts of 
stream terraces. It has retained nearly all of its original 
surface layer, and it absorbs water well. Therefore, run- 
off is not a serious problem. Included in mapped areas of 
this soil are small areas of Fayette silt loam, benches, 2 
to 6 percent slopes, moderately eroded. 

Most of the acreage is used for crops, but a few areas 
that are not accessible remain in trees. This soil is well 
suited to corn, oats, and hay. If practices that control 
erosion and that maintain a high level of organic matter 
and plant nutrients are used, sustained high yields can 
be obtained in areas that are intensively cropped. (Capa- 
bility unit TTe-1, woodland suitability group 1) 

Fayette silt loam, benches, 6 to 12 percent slopes, 
moderately eroded (FaC2)—The profile of this soil is 
similar to the one described for the series, but the surface 
layer is thinner and lighter colored. In most places from 
one-third to two-thirds of the original surface layer has 
been lost through erosion and the present surface layer is 
5 to 8 inches thick. If this soil is plowed, dark-brown or 
dark yellowish-brown material from the subsoil is turned 
up in about half of the cultivated acreage. 

Included in mapped areas of this soil are a few 
small areas in which the slope is moderately steep. In a 
few other small included areas, erosion has been severe. 

Careful management is required to prevent further 
erosion. If this soil is used for crops, the supply of plant 
nutrients should be maintained. Row crops can be grown 
no oftener than 1 year out of 4. The crops respond well 
if a complete fertilizer is applied. Turning under a 
green-manure crop and adding barnyard manure will in- 
crease the content of organic matter and add nitrogen. 
In cultivated areas liming is suggested. The amount of 


The Wykoff soil has a profile similar to the one de- 
scribed for the Wykoff series, except that from one-third 


to two-thirds of the original surface layer has been lost, 


through erosion. The present surface layer is 4 to 8 
inches thick. It has a brownish color, because part of the 
subsoil has been mixed with the surface soil by tillage. 
The content of organic matter in the surface layer, the 
tilth, and the susceptibility to erosion nre similar to those 
of Wykoff loam, 19 to 90 percent slopes, moderately 
eroded. 

Included in mapped areas of this complex are areas of 
Edith loam and of Edith sandy loam. Other included 
soils have a subsoil of gravelly heavy loam. (Capability 
unit VIs-5, woodland suitability group 5) 

Edith-Wykoff soils, 12 to 20 percent Slopes, severely 
eroded (EwD3).—This mapping unit is composed of about 
equal parts of Edith gravelly loam and Wykoff loam. 
The profile of the Edith soil is similar to the one de- 
scribed for the Edith series, except that it has a lighter 
color and is thinner. In places most of the surface layer 
has been lost through erosion. The Wykoff soil has a 
profile similar to the one described for the Wykoff series, 
except that more than two-thirds of the original surface 
layer has been lost through erosion. The present surface 
layer is generally dark brown and is less than 4 inches 
thick. It consists mainly of material that was formerly 
part of the subsoil and that is low in content of organic 
matter and in poor tilth. In places glacial drift is ex- 
posed in small areas, and the surface layer is gravelly 
and cobbly in places. The rate of water infiltration is 
slow, there is a large amount of runoff, and the hazard 
of further erosion is severe, 

The soils of this complex are suitable for trees or for 
use as areas to provide food and cover for wildlife. 
Limitations to their use for pasture are severe. (Capa- 
bility unit VIIs-5, woodland suitability group 5) 

Edith-Wykoff soils, 20 to 30 percent slopes (EwE).— 
About 60 percent of this mapping unit is Edith gravelly 
loam, and 40 percent is Wykoff loam. These soils are pri- 
marily on kames and eskers. To a lesser extent, they oc- 
cupy the side slopes of ridges and occur in scattered spots 
within larger areas of Ostrander and Racine soils, 

The Edith soils have a profile similar to the one de- 
scribed for the Edith series, but the surtace layer is 
darker colored and slightly thicker. In areas that have 
not been disturbed, the surface layer is black and is about 
8 inches thick. The Wykoff soil has a profile similar to 
the one described for the Wykoff series, but the profile 
is less deep over the layer of gravelly loam. Runoff is 
very rapid, and the hazard of erosion is severe. 

The soils of this unit are suited to use as woodland, 
pasture, or areas for providing food and cover for wild- 
life. Much of the acreage is wooded. (Capability unit 
VIIs-5, woodland suitability group 5) 


Fayette Series 


The Fayette series consists of deep, well-drained soils 
that are medium textured and are nearly level to steep. 
These soils have formed on high stream terraces, or 
benches, in a layer of silty material more than 42 inches 
thick. 'The largest areas are along Plum Creek. 
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soils that are 12 to 30 inches deep over glacial till. They 
occupy scattered areas on ridgetops in the northern part 
of the county. 

Representative profile of cultivated Freeon silt loam: 

O to 14 inches, very dark grayish-brown, friable silt loam; 
m fine dark yellowish-brown mottles in lower part of 
ayer. 

14 in 18 inches, dark-brown, friable silt loam; many dark 
yellowish-brown mottles. 

18 to 25 inches, grayish-brown and dark-brown, friable gritty 
silt loam. 1 

25 to 36 inches +, reddish-brown, firm loam glacial till. 

Freeon soils have moderately slow permeability and 
medium internal drainage. Available moisture capacity is 
moderate. These soils are slightly acid to strongly acid. 
Natural fertility is moderate, and the soils do not have 
a restricted root zone. The acreage is not extensive 
enough, however, for these soils to be important for 
farming. 

Freeon silt loam, 2 to 6 percent slopes, moderately 
eroded (FnB2).— This soil has a profile like the one de- 
scribed for the series. Its slopes are gentle and are con- 
cavo or plane. 

Permeability is moderately slow. As a result, a large 
amount of water runs off this soil, especially during pe- 
riods of heavy rainfall 'There is a slight hazard of 
further water erosion. Cropping can be fairly intensive, 
however, if suitable practices are applied to control ero- 
sion. (Capability unit ITe-1, woodland suitability group 1) 

Freeon silt loam, 6 to 12 percent slopes, moderately 
eroded (FnC2).—Erosion has removed from 8 to 6 inches of 
the original surface layer of this sloping soil, and the 
present surface layer is 6 to 19 inches thick. The profile 
is similar to the one described for the series, except for 
the thinner surface layer. Included in mapped areas of 
this soil is a small acreage in which erosion has been only 
slight. 

The hazard of further erosion is moderate, but row 
crops can be grown if practices are used to control ero- 
sion. A suitable cropping system is one in which meadow 
crops are grown most of the time. (Capability unit 
1116-1, woodland suitability group 1) 


Freer Series 


The soils of the Freer series are somewhat poorly 
drained and are silty. Their profile consists of layers of 
silt loam that, combined, are 19 to 30 inches thick over 
glacial till. These soils are nearly level. They occur in 
scattered areas on ridgetops in the northern part of the 
county. : 

Representative profile of a cultivated Freer silt loam: 

0 to 7 inches, black, firm silt loam. 

7 to 18 inches, grayish-brown, friable silt loam; many yel- 
lowish-brown mottles. 

18 to 23 inches, grayish-brown, firm loam glacial till; many 
reddish-brown mottles. 

23 to 86 inches +, dark-brown and reddish-brown, friable 
loam. + 

Freer soils have moderately slow permeability and 
slow internal drainage. The available moisture capacity 
is high, but natural fertility is moderately low. These 
soils are slightly acid to strongly acid. In Pierce County 
they occupy only a small acreage and are not important 
for farming. 
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lime needed should be determined by soil tests. (Capa- 
bility unit IIIe-1, woodland suitability group 1) 


Floyd Series 


The Floyd series consists of somewhat poorly drained 
silt loams that are underlain by glacial till. These soils 
are in shallow depressions and in drainageways in the 
uplands. They oceur mainly in the northwestern part of 
the county, where most of the soils are dark colored. 

Representative profile of Floyd silt loam in a drainage- 
way. In this profile about 10 inches of silty material has 
been deposited over a surface layer that contains a large 
amount of organic matter. 

0 to 21 inches, very dark gray and black, very friable silt 
loam. 

21 to 24 inches, very dark gray, firm silty clay loam; dark 
yellowish-brown mottles. 

24 to 40 inches, dark grayish-brown, firm clay loam; many, 
fine, dark-brown mottles. 

40 inches +, dark-brown, firm clay loam; many, fine, grayish- 
brown mottles. 

The Floyd soils occupy positions favorable for re- 
ceiving runoff from the adjoining areas. Surface drainage 
is slow. Permenbility is moderately slow, and internal 
drainage 1s slow. The available moisture capacity 1s high. 
These soils range from neutral to medium acid in reac- 
tion. The depth favorable for the penetration of roots de- 
pends on the wetness of the soils. As a rule, roots can 
penetrate to a depth of 18 to 30 inches. 

In Pieree County the individual areas of Floyd soils 
are rather small and these soils are not important for 
farming. Many of the areas are too wet for good yields, 
but these soils are well suited to crops if the drainage has 
been improved. Some areas occur in drainageways that 
serve as a natural boundary of a field. Those areas have 
been left in permanent pasturo. 

Floyd silt loam, 2 to 6 percent slopes (FI8).—This is the 
only Floyd soil mapped in Pierce County. It has gentle 
slopes that are concave and that are mainly no steeper 
than 4 percent. Most of the areas are only a few acres in 
size. Their shape generally conforms to the drainage 
pattern of the uplands. The areas are divided by natural 
waterways, and the slopes dip toward these waterways. 
A rather small acreage of this soil occurs with light- 
colored Renova and Vlasaty soils in the north-central 
part of the county. In places in that part of the county, 
this soil has characteristics of a poorly drained soil. 

Excess water is a hazard where drainage has not been 
improved, and erosion is a slight hazard if this soil is 
used for cultivated crops. Improving the surface drain- 
age and using a cropping system that helps to control 
erosion are beneficial. Diversions can be used to intercept 
runoff from the adjoining arcas, If adequate drainage 8 
provided, a suitable cropping system is one in which a 
row crop, a small grain, and hay are grown for 1 year 
each. Tf drainage has not been improved, this soil can be 
used for hay or pasture, or it can be used to provide food 
and cover for wildlife. (Capability unit ILw-1, woodland 
suitability group 12) 


Freeon Series 


The Freeon series consists of silty soils that are mod- 
erately well drained. These are gently sloping or sloping 
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one because part of the subsoil has been mixed with the 
surface soil by tillage. Losing organic matter as the re- 
sult of erosion has caused the tilth to be poor, has lowered 
the fertility, and has made the rate of infiltration slower. 
The crops grown are similar to those grown on Gale silt 
loam, 2 to 6 percent slopes, and limitations and manage- 
ment are about the same. (Capability unit IIe-2, wood- 
land suitability group 1) 

Gale silt loam, 6 to 12 percent slopes, eroded (GaC2).— 
This soil has lost from one-third to two-thirds of its orig- 
inal surface layer through erosion. Its profile is slightly 
thinner than the one described as representative for the 
series, and the surface layer is lighter colored. Included 
in mapped areas of this soil are small areas of Gale silt 
loam, 6 to 12 percent slopes. 

Because of the loss of organic matter from the surface 
layer and the mixing of soil material from the surface 
layer and subsoil by tillage, the present surface layer of 
Gale silt loam, 6 to 12 percent slopes, eroded, has poorer 
tilth than the original one. The natural fertility is also 
lower, and the rate of infiltration is slower. (Capability 
unit IIIe-2, woodland suitability group 1) 

Gale silt loam, 12 to 20 percent slopes, moderately 
eroded (GaD2).—This soil has been cultivated without 
using practices to control erosion. As a result, it has lost 
from one-third to two-thirds of its original surface layer 
through erosion. The present surface layer is lighter col- 
ored than the surface layer of Gale soils that are not 
eroded, and loose sand is nearer the surface. Included in 
mapped areas of this soil are small areas of Gale silt 
loam, 12 to 20 percent slopes. 

The loss of organic matter from the surface layer and 
the slower rate of infiltration, caused by poorer tilth, 
have slightly reduced the potential for good yields of 
erops grown on Gale silt loam, 12 to 20 percent slopes, 
moderately eroded. Most of the areas are in crops. Ero- 
sion control practices are needed, however, where this soil 
is cultivated. A cropping system in which forage crops 
are grown most of the time helps to control erosion and 
to maintain good tilth. Moderately high yields can be 
obtained if enough lime and fertilizer are applied. (Capa- 
bility unit IVe-2, woodland suitability group 1) 


Gale Series, Thin Solum Variants 


'Thin solum variants of the Gale series are like the 
soils of the Gale series in many respects, but they differ 
in some characteristics. Unlike the normal Gale soils, they 
are moderately shallow over thinly layered siltstone and 
fine sandstone. These variants are well drained and are 
silty. They are gently sloping to steep and occur on up- 
Jands and on valley slopes. The soils are in the southwest- 
ern corner of Rock Elm Township, in a valley that occu- 
pies 9 square miles. The areas occur at the confluence of 
two streams in the watershed of Plum Creek. 

Representative profile of Gale silt loam, thin solum 
variant: 

0 to 7 inches, very dark grayish-brown, friable silt loam. 

7 to 16 inches, yellowish-brown, firm silt loam; has many 
fragments of sandstone in pockets and layers. 

16 to 20 inches, pale-brown weathered: siltstone; has many 
fragments of sandstone in pockets and in layers. 


20 inches +, very pale brown, interlayered and thinly bedded 
siltstone and sandstone. 
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Freer silt loam (0 to 3 percent slopes) (Fr).—This is the 
only soil of the F'reer series mapped in this county. It 
occurs in upland drainageways, where it receives water 
from adjoining areas. The profile is the one described for 
the series. 

Surface drainage is slow, and this nearly level soil con- 
tains a slowly permeable layer. Water is removed slowly 
enough that the soil is wet for significant periods. Drain- 
age is needed for optimum yields. 

Cropping can be fairly intensive if suitable practices 
are used to control the water. Row crops can be grown 1 
year out of 3 if this soil is well managed. However, the 
content of organic matter and the supply of plant nu- 
trients must be kept high, tillage must: be kept to a min- 
imum, and good tilth and good soil structure must be 
preserved. (Capability unit Iw, woodland suitability 
group 7) 


Gale Series 


The Gale series is composed of silty, well-drained soils 
that are nearly level to steep. These soils have formed in 
a mantle of windblown silty material (loess) that is 24 
to 42 inches thick over sand or sandstone. They are on 
the uplands. 

Representative profile of a cultivated Gale silt loam: 

0 to 10 inches, very dark grayish-brown, friable silt loam. 
10 to 14 inehes, dark-brown, friable silt loam. 

14 to 24 inches, dark yellowish-brown, firm silt loam, 

24 to 80 inches, yellowish-brown, friable loam. 

30 to 42 inches +, light yellowish-brown, loose sand. 

The Gale soils are moderately permeable and have me- 
dium available moisture capacity. In the areas that are 
cultivated, the surface layer is medium acid to strongly 
acid, except where these soils have received lime. In some 
undisturbed areas, however, the surface layer has nearly 
neutral reaction. In places roots can penetrate to the sub- 
stratum of loose sand. These soils have high natural fer- 
tility. Crops grown on them respond well to applications 
of fertilizer. 

These soils are significant to the agriculture of the 
county. They are suited to all the crops commonly grown. 

Gale silt loam, 2 to 6 percent slopes (GaB).—This is a 
gently sloping soil on plains in the uplands. Tts profile is 
like the one described for the series. Included in areas 
mapped. as this soil is a small acreage of a nearly level 
Gale silt loam. 

. Gale silt loam, 2 to 6 percent slopes, is slightly suscep- 
tible to erosion. Runoff is rather slow, however, and only 
simple practices are required to provide protection. Loose 
sand is at a greater depth than m the more sloping soils. 
This soil has a rather high content of organic matter in 
the surface layer. The natural fertility and available 
moisture capacity are higher than in the steeper Gale 
Soils. 7- | 

This soil is suited to all the crops grown locally. Only 
simple practices are required to maintain good tilth. 
Drought, as well as erosion, is a slight hazard. (Capa- 
bility unit ITe-2, woodland suitability group 1) 

Gale silt loam, 2 to 6 percent slopes, moderately 
eroded (Ga82).—This soil has lost from one-third to two- 
thirds of its original surface layer through erosion. The 
present, surface layer is lighter colored than the original 
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slopes (GtE).—This soil occurs mainly in narrow bands 
along the sides of hills and ridges. The areas are mostly 
in trees and are not susceptible to erosion. In the wooded 
areas, the surface is covered with leaves that help to ab- 
Sorb water and reduce runoff. The profile is shallower 
over bedrock of siltstone and sandstone than the profile 
described for the thin solum variants of the Gale series. 
Included in areas mapped as this soil are small areas of 
Gale silt loam, 20 to 30 percent slopes. 

The steep slopes make Gale silt loam, thin solum var- 
iant, 20 to 30 percent slopes, unsuitable for tilled crops. 
This soil should be kept in permanent vegetation, such as 
hay or pasture, or it can be used as woodland and for 
areas to provide food and cover for wildlife. (Capability 
unit Vlle-3, woodland suitability group 5) 


Halder Series 


The Halder series consists of moderately deep, some- 
what poorly drained soils that are underlain by outwash 
sand and gravel. These soils are nearly level. They are 
on low stream terraces, mainly along Lost Creek near the 
town of Lawton. 

Representative profile of Halder loam: 

0 to 8 inches, very dark grayish-brown, friable loam. 

8 to 11 inches, dark grayish-brown, friable loam; faint, dark 
yellowish-brown mottles and some stones, 

11 to 20 inches, dark-brown, friable loam ; many, coarse, dark- 
brown and grayish-brown mottles and n small amount of 

ravel, 

20 to 23 inches, dark-brown, firm sandy clay loam; many, 
coarse, dark-brown and grayish-brown mottles and a small 
amount of gravel. 

23 to 32 inches, dark-brown and grayish-brown, friable sandy 
loam and a small amount of fine gravel. 

32 to 42 inches +, dark-brown, loose, layered, medium and 
fine gravel. 

The Halder soils have high available moisture capacity. 
Permeability is moderate in the loamy upper part of the 
profile, but it is rapid in the lower part. The root zone 
extends downward to the gravelly substratum. 

Because of their rather small acreage in Pierce County, 
these soils are not important for farming. They are used 
mainly for crops or pasture. 

Halder loam, 0 to 2 percent slopes (HaA).—This soil 
has a profile similar to the one deseribed for the series. 
In many places it receives runoff from the adjacent areas. 
Surface drainage is slow, and some ponding occurs after 
heavy rains. 

If this soil is adequately drained, it can be used with 
moderate intensity. Surface drains, diversions, and water- 
ways to remove the excess water generally result in better 
and more sustained yields. The undrained areas can be 
used to limited extent for forage crops and small grains, 
but wetness may delay fieldwork in spring. (Capability 
unit Tlw-5, woodland suitability group 7) 

Halder loam, sandy substratum, 0 to 3 percent slopes 
(HdA).—This soil is on stream terraces in drainageways and 
in slight depressions. It occurs within larger areas of 
Gale, Hixton, and Arland soils but at a lower elevation 
than those soils. It is also adjacent to Onamia and other 
Halder soils. The somewhat poor drainage is caused by 
water that accumulates over a very slowly permeable 
layer at a depth below about 60 inches. 

Because this soil is wet, it is slower to warm up in 
spring than well-drained. soils. In the nearly level areas 
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Thin solum variants of the Gale series are moderately 
permeable. Internal drainage is moderately rapid, and the 
available moisture capacity is low. The soils are medium 
acid to strongly acid. Natural fertility is moderate. 

These soils are used mainly for permanent pasture or 
are wooded. They are not significant to the agriculture of 
the county. If they are used for crops, large applications 
of lime are generally needed. After the soils are limed, 
the crops respond well to applications of fertilizer. 

Gale silt loam, thin solum variant, 6 to 12 percent 
slopes, eroded (GiC2}.—This is a sloping soil on the tops 
of hills, on secondary ridges, and in narrow bands along 
the sides of ridges. Its profile is similar to the one de- 
scribed as representative for the thin solum variants of 
the Gale series, but the surface layer is lighter colored. 
The surface layer is dominantly grayish brown and is 
about 6 to 8 inches thick. 

About 18 acres of a soil that has a similar profile, but 
that is moderately well drained or somewhat poorly 
drained, is included in the mapped. areas of this soil. This 
included soil occurs in small, scattered seepage spots. 
Also included is a rather small acreage in which the soil 
is wooded and is not eroded. 

The hazard of erosion is moderate, and Gale silt loam, 
thin solum variant, 6 to 12 percent slopes, eroded, is not: 
well suited to row crops. If contour striperopping is prac- 
ticed, however, row crops may be grown where the slopes 
are short. (Capability unit IVe-3, woodland suitability 
group 5) 

Gale silt loam, thin solum variant, 12 to 20 percent 
slopes (GtD).—This soil is on hillsides and in narrow bands 
along the sides of ridges. Trees have protected most of 
the areas from erosion. Therefore, the surface layer has 
retained most of its original content of organic matter. 
The profile 1s like the one described as representative for 
the thin solum variants of the Gale series. 

This soil is susceptible to severe water erosion. Runoff 
is rapid because of the moderately steep slopes. As a re- 
sult, this soil is more droughty than the less sloping var- 
iants of the Gale series. It is not well suited to cultiva- 
tion, even if practices are used to protect it from erosion. 
It can be used for meadow, pasture, or trees, or it can be 
used for areas that provide food and cover for wildlife. 
(Capability unit VIe-3, woodland suitability group 5) 

Gale silt loam, thin solum variant, 12 to 20 percent 
slopes, moderately eroded (GiD2).—This soil occurs in 
areas similar to those occupied by Gale silt loam, thin 
solum variant, 12 to 20 percent slopes. Tt has been culti- 
vated. As a result, it has lost a large part of the original 
surface layer through erosion. The profile is generally 
thinner than the profile desoribed as representative, and 
the surface layer is dominantly grayish brown. The sur- 
face layer is about 5 to inches thick. Limitations are 
similar to those of Gale silt loam, thin solum variant, 19 
to 20 percent slopes. 

If this soil is used for pasture, grazing should be con- 
trolled so that a good cover of plants remains. Control- 
ling grazing and topdvessing with fertilizer help to main- 
tain a firm sod. The fertilizer also greatly increases the 
yields of forage. Gullying is likely to start in cattle trails 
if runoff is allowed to concentrate. (Capability unit 
Vle-3, woodland suitability group 5) 

Gale silt loam, thin solum variant, 20 to 30 percent 
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of its original surface layer through erosion. It has 
stronger slopes than the soil for which a profile is de- 
scribed for the series. 'The present surface layer is lighter 
colored. and thinner than that of an uneroded Hesch soil. 
Natural fertility has also been reduced by erosion. 

Ineluded in mapped areas of this soil is a rather small 
acreage in which the soil is not eroded. Also included are 
areas in which the texture of the surface layer is loamy 
fine sand. 

This Hesch soil is moderately susceptible to water ero- 
sion and is slightly susceptible to wind erosion. It is also 
slightly droughty. Row crops should be grown only if 
stripcropping or other suitable practices are used to pro- 
tect the soils. (Capability unit 1116-7, woodland suitabil- 
ity group 3) ， 

Hesch fine sandy loam, loamy substratum, 12 to 20 
percent slopes, eroded (HeD2)—The profile of this soil is 
shallower over sandstone than the profile of less sloping 
Hesch soils. In many places where this soil is on the side 
slopes of valleys, it has fragments of sandstone on the 
surface and throughout the profile. 

Included in mapped areas of this soil are small areas 
of Hesch fine sandy loam, loamy substratum, 12 to 20 
percent slopes. Also included is a rather small acreage 
in which the texture of the surface layer is loamy fine sand. 

Most of the acreage is used for crops, although limita- 
tions are severe for growing row crops. Where this soil 
is cultivated, practices are needed that control erosion. A 
large part of the cropping system should consist of hay 
crops. Also, keeping tillage to a minimum is beneficial. 
(Capability unit IVe-T, woodland suitability group 3) 

Hesch loam, loamy substratum, 2 to 6 percent slopes 
(HIB) —This soil is on upland plains and valley slopes. Its 
surface layer is thicker than, but not so dark colored as, 
the one in the profile described for the series. Also, loose, 
sandy material is at a greater depth. This is a gently 
sloping soil; most of the slopes are between 2 and 4 per- 
cent. Erosion has not been extensive enough to be notice- 
able. Included in the areas mapped as this soil is a rather 
small acreage of a soil that has a similar profile but that is 
nearly level. 

Runoff is slow. Erosion is only a slight hazard, and 
the hazard of drought is slight. The content of organic 
matter is rather high, and the natural fertility and the 
available moisture capacity are higher than those of the 
steeper Flesch soils. 

This soil is suited to all of the locally grown crops. 
Only simple practices are needed to help to control ero- 
sion and to maintain good yields. (Capability unit IIe-1, 
woodland suitability group 12) 

Hesch loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded (HIB2).—This soil occurs in areas simi- 
lar to those occupied by Desch loam, loamy substratum, 
2 to 6 percent slopes. Its slopes are mainly between 4 and 
6 percent. This soil has been cultivated and has lost from 
one-third to two-thirds of its original surface layer 
through erosion. In most places the surface layer is 
lighter colored, has a lower content of organic matter, 
and has lower natural fertility than that of Hesch loam, 
loamy substratum, 2 to 6 percent slopes. The limitations 
of these two soils are similar, however, and the manage- 
ment used and the crops grown are similar. (Capability 
unit ILe-1, woodland suitability group 12) 
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that are subject to ponding, and that do not have ade- 
quate natural drainage, open ditches are suggested to 
drain off the excess water. Where this soil is adequately 
drained, it can be farmed with moderate intensity. The 
areas that have not been drained can be used to limited 
extent for forage crops and small grains, or they can be 
used for pasture. (Capability unit Tlw-5, woodland suit- 
ability group 7) 


Hesch Series 


The Hosch series consists of soils that are deep and 
well drained. These soils have formed in medium-tex- 
tured material over material weathered from sandstone. 
They are gently sloping to moderately steep and are on 
valley slopes in the northwestern part of the county. 
Within their sandy substratum is a layer that is finer tex- 
tured than the layers immediately above and below. The 
texture of this layer ranges from sandy loam to sandy 
clay loam. Varying amounts of sandstone and limestone 
fragments are on the surface and throughout the profile. 

Representative profile of a cultivated Hesch fine sandy 
loam, loamy substratum: 

0 x 10 inches, very dark grayish-brown, friable fine sandy 
oam, 

10 to 14 inches, dark-brown, friable fine sandy loam. 

14 to 18 inches, dark-brown, friable loam. 

18 to 23 inches, dark-brown, friable fine sandy loam. 

23 to 28 inches, dark yellowish-brown, loose loamy fine sand. 

28 to 34 inches, dark-brown, firm heavy loam. 

m to 50 inches +, dark yellowish-brown, firm sandy clay 
oam. 

The Desch soils have moderate to moderately rapid 
permeability and high available moisture capacity. Their 
reaction is neutral to slightly acid. The root zone is deep 
enough for most erops. Natural fertility is moderate to 
moderately low. 

Hesch fine sandy loam, loamy substratum, 2 to 6 per- 
cent slopes, moderately eroded (HeB2).—This is a gently 
sloping soil on upland plains and valley slopes. Its profile 
is the one described for the series. It has Jost from one- 
third to two-thirds of its original surface layer through 
erosion. In places the layer of loamy fine sand is at a 
depth a few inches greater than in the profile described 
for the series. Small areas in which the texture of the 
surface layer is loamy fine sand are included in mapped 
areas of this soil. 

The amount of runoff is low, and water crosion is a 
slight hazard. This soil is droughty, but the available 
moisture capacity is slightly higher than that of the 
steeper Hosch soils. Part of the organic matter has been 
lost from the surface layer. Also, the natural fertility has 
been somewhat lowered as a result of erosion. 

This soil is suited to the crops grown locally, and only 
fairly simple management practices are required to main- 
tain good tilth. Practices that protect the soil from wind 
erosion, that conserve moisture, and that maintain the 
content of organic matter and the supply of plant nu- 
trients are suggested for sustained good yields. Where 
feasible, irrigation can be used to advantage. (Capability 
unit lle, woodland suitability group 3) 

Hesch fine sandy loam, loamy substratum, 6 to 12 
percent slopes, moderately eroded (HeC2).—This soil has 
been cultivated and has lost from one-third to two-thirds 
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lost through erosion. The profile is similar to the one de- 
scribed for the series. A few small areas of a more 
severely eroded Hixton fine sandy loam are included in 
mapped areas of this soil. 

Hixton fine sandy loam, 6 to 12 percent slopes, mod- 
erately eroded, is used mainly for cultivated crops. It is 
not suitable for intensive tillage, but fair yields of small 
grains and hay are obtained if management is good. 
Where cultivated crops are grown, special practices are 
needed to control further erosion. Natural fertility is 
moderately low. Lime and fertilizer are necessary, and 
the cropping system should consist of crops that help to 
supply organic matter. Practicing contour stripcropping 
and using a cropping system consisting of 1 year of a row 
crop, 1 year of a small grain, and 3 years of meadow 
will adequately control erosion and will help to conserve 
moisture. Yields of crops grown on this soil are reduced 
during periods of low rainfall or during seasons when 
rainfall is poorly distributed. 

In the included spots occupied by a severely eroded 
Hixton soil, the limitations are greater than in the mod- 
erately eroded areas. The severely eroded spots should 
be kept in hay or pasture, or where practical, they can 
be planted to trees. (Capability unit TVe-4, woodland 
suitability group 3) 

Hixton fine sandy loam, 12 to 20 percent slopes, mod- 

erately eroded (HmD2).—This soil has a profile similar to 
the one described for the series. The hazard of further 
erosion is severe. 
, Included in mapped areas of this soil is a small acreage 
in which erosion has already been severe. Also included 
are small areas of Hixton fine sandy loam, 19 to 20 per- 
cent slopes. 

The greater part of the acreage is eultivated, and a 
large part of the cropping system in those arens consists 
of hay crops. Because of the severe hazard of further ero- 
sión, many areas are used for pasture and are worked 
only to the extent necessary for reseeding. 

This moderately steep soil is suited to hay, pasture, and 
trees, and it can also be used for providing food and 
cover for wildlife. If hay crops are grown, the hayfields 
should be renovated no oftener than once in 5 years. In 
pastured areas grazing ought to be controlled so that a 
good cover of plants is left and the sod maintained. 
(Capability unit VIe-4, woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 2 to 6 
percent slopes (HnBl—This is a gently sloping soil that 
occurs on upland plains and valley slopes with Boone 
and other Hixton soils. Its profile is like the one described 
for the series, except that the substratum is loamy and 
the texture of the surface layer is generally fine sandy 
loam. Included in mapped areas of this soil is a rather 
small acreage in which the texture of the surface layer 
is loamy fine sand. 

Hixton fine sandy loam, loamy substratum, 2 to 6 per- 
cent slopes, has lost only a small amount of soil material 
through .erosion. The amount of runoff is rather small, 
but this soil is slightly susceptible to water erosion. In 
addition, wind erosion is a slight hazard, and this soil is 
droughty. The surface layer has a rather high content of 
organic matter. Natural fertility and the available mois- 
ture capacity are slightly higher than those of the steeper 
Hixton soils. 
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Hesch loam, loamy substratum, 6 to 12 percent 
slopes, moderately eroded (HIC2}.—This soil has lost 
from one-third to two-thirds of its original surface layer 
through erosion, The present surface layer is lighter 
colored than the surface layer in the profile described for 
the series. Also, outwash sand and gravel are normally a 
little nearer the surface. Included in mapped areas of this 

. soil are a few acres in which erosion has been only slight. 

The hazard of further erosion is moderate, and this 
moderately eroded soil is slightly droughty. If row crops 
are grown, practices are needed to prevent further ero- 
sion. Practices that conserve moisture also help to main- 
tain good: yields. (Capability unit Tlle-1, woodland 
suitability group 12) 

Hesch loam, loamy substratum, 12 to 20 percent 
slopes, moderately eroded (HID2).—This soil has a profile 
similar to the one described for the series, except that the 
surface layer is thicker and is slightly lighter colored. 
This soil is cultivated or has been cultivated. From one- 
third to two-thirds of the original surface layer has been 
lost through erosion. As a result, part of the content of 
organic matter and part of the natural fertility have 
been lost. In most places numerous fragments of sand- 
stone are on the surface and throughout the profile. In- 
cluded in mapped areas of this soil is a rather small 
acreage in which the soil has not been eroded. 

The hazard of further erosion is severe, and Tesch 
loam, loamy substratum, 12 to 20 percent slopes, moder- 
ately eroded, is slightly droughty. If this soil is culti- 
vated, it is suited mainly to small grains and hay. Benefi- 
cial practices consist of keeping tillage to a minimum and 
using a cropping system made up mainly of hay crops. 
(Capability unit [Ve-1, woodland suitability group 12) 


Hixton Series 


The Hixton series consists of moderately deep soils that 
are well drained. These soils are gently sloping to moder- 
ately steep and have formed in medium-textured ma- 
terial over material weathered from sandstone. Some of 
them are on rolling hills in the north-central part of the 
county. Others, which are underlain by loamy material, 
are on valley slopes in the northwestern part of the 
county. 

Representative profile of Hixton loam: 

0 to 8 inches, very dark grayish-brown, friable loam; lower 
part grayish brown. 

8 to 16 inches, dark-brown, friable loam. 

16 to 36 inches, dark yellowish-brown, firm loam. 

36 to 65 inches +, brownish-yellow and pale-brown, loose fine 
sand, 

Elixton soils have moderate to moderately rapid perme- 
ability. Where the substratum is loamy, the available 
moisture capacity is moderate, but it is moderately low 
in other places. Natural fertility is moderate to moder- 
ately low. The reaction ranges from medium acid to 
neutral. Except where sandstone is fairly near the sur- 
face, the depth to which roots can penetrate is not 
restricted. 

Hixton fine sandy loam, 6 to 12 percent slopes, mod- 
erately eroded (HmC2).— This soil is commonly on the tops 
of rolling hills, but some areas are on valley slopes. As 
much as two-thirds of the original surface layer has been 


105 


valley slopes adjacent to sandstone buttes. It occurs in 
the north western part of the county. Its profile is like the 
one described for the series, except that sandstone is gen- 
erally nearer the surface, the substratum is loamy, and 
the surface layer is darker colored and has a texture of 
fine sandy loam. 

This soil generally occurs in areas not suitable for til- 
lage, and it is not cultivated. Many of the areas are in 
trees, and the surface in those areas is covered by leaf 
litter. Organic matter from the leaf litter is incorporated 
in the surface layer. As a result, the surface layer has a 
darker color than that of a cultivated soil. 

"This soil is suitable for forage crops grown for hay or 
pasture. It can also be used as woodland or to provide 
food and cover for wildlife. The hazard of water erosion 
is severe, however, and this soil is subject to gullying if it 
is not protected. This soil holds more moisture than the 
Hixton soils that lack a loamy substratum. Crops grown 
on it are less susceptible to drought during periods when 
the amount of rainfall is low, or when rainfall is poorly 
distributed, than crops grown on Hixton soils underlain 
by sand. (Capability unit IVe-7, woodland suitability 
group 3) 

Hixton fine sandy loam, loamy substratum, 12 to 20 
percent slopes, moderately eroded (HnD?).— This soil is 
in areas similar to those occupied by Hixton fine sandy 
loam, loamy substratum, 19 to 90 percent slopes. It is 
more accessible, however, and it has been cultivated. As a 
result, water erosion has removed from one-third to two- 
thirds of the original surface layer. The present surface 
layer is lighter colored than the original one, and. the 
profile is generally shallower over sandstone than the 
profile described for the series. Also, the substratum is 
loamy instead of sandy. 

This soil is more droughty than Hixton fine sandy 
loam, loamy substratum, 12 to 20 percent slopes. Never- 
theless, most limitations are similar and management of 
the two soils is about the same. (Capability unit IVe-7, 
woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 20 to 30 
percent slopes (HnE).—This is a steep soil that has been 
used for trees or pasture and is not eroded. Its surface layer 
and subsoil are darker colored and thinner than the ones 
in the profile described for the series, and bedrock is con- 
siderably nearer the surface. Wooded nreas of this soil 
have a leaf-covered surface, and the leaves absorb water 
and reduce runoff. 

Included in mapped areas of this soil are small areas 
of Hixton fine sandy loam that lacks a loamy substratum, 
and small areas of Desch fine sandy loam. Also included 
is a small acreage in which the slopes are steeper than 
90 percent. 

Hixton fine sandy loam, loamy substratum, 90 to 30 
percent slopes, is too steep for tilled crops, but it can be 
used for hay, pasture, trees, or wildlife areas. If it is used 
for pasture or hay erops, renovation and topdressing with 
fertilizer will improve yields. The sod can be maintained 
by controlling grazing so that a good cover of plants re- 
mains. (Capability unit VTe-7, woodland suitability 
group 3) 

Hixton loam, loamy substratum, 2 to 6 percent 
slopes (Ht8).—This is a gently sloping soil of upland plains 
and valley slopes. It has a profile like the one described 
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This soil is suited to all of the locally grown crops. 
Fairly simple management practices are required to 
maintain good tilth. Practices that conserve moisture, 
that maintain the supply of organic matter and the fer- 
tility, and that control wind erosion are beneficial. Where 
irrigation is feasible, it can be used to advantage. (Capa- 
bility unit TTe-7, woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 2 to 6 
percent slopes, moderately eroded (HnB2).— This soil is 
mainly on valley slopes that border sandstone buttes. It 
is susceptible to further damage caused by water ero- 
sion, and it is somewhat droughty. The profile is deeper 
over the underlying material than the profile described 
for the series, and the surface layer is thicker. Also, the 
substratum is loamy. 

If this soil is carefully managed, it is suited to row 
crops, small grains, and hay. Nearly all of the acreage is 
used for crops. Control of erosion is needed to maintain 
the present depth of the soil material and the moisture- 
supplying capacity. Management practices that help to 
supply organic matter are also highly beneficial. Gen- 
erally, lime and fertilizer are needed. During seasons of 
Little rainfall or of poorly distributed rainfall, crop 
yields are likely to be reduced by lack of moisture. 
(Capability unit IIe-7, woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 6 to 12 
percent slopes (HnCl.—This soil has a profile similar to 
the one described for the series. The surface layer is 
slightly thinner and darker colored, however, and the tex- 
ture is fine sandy loam instead of loam. Also, the sub- 
stratum is loamy. 

Nearly all areas of this soil are wooded, and a thin 
layer of leaf litter covers the surface in the wooded areas. 
Organic matter from the decaying leaves has been in- 
corporated in the immediate surface layer and has added 
a darker color to the soil material. (Capability unit 
ILIe-T, woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 6 to 12 
percent slopes, moderately eroded (HnC2).—This soil has 
lost from one-third to two-thirds of its original surface 
layer through erosion. Included with it in mapping is a 
small acreage in which erosion has been severe. 

Hixton fine sandy loam, loamy substratum, 6 to 19 per- 
cent slopes, moderately eroded, is not suited to intensive 
use for tilled crops. Most of the acreage is cultivated, 
however, and fair yields of small grains and hay are ob- 
tained if management is good. If row crops are grown, 
special practices are needed to control further erosion. 
Natural fertility is moderately low. 

Crops grown on this soil need lime and fertilizer, and 
à cropping system should be used in which the crops 
supply organic matter. This soil holds more moisture for 
the use of plants than Hixton soils that lack a loamy sub- 
stratum. Crops grown on it are less susceptible to damage 
from drought than are crops grown on the Hixton soils 
that have a loamy substratum. In the small included 
acreage, where erosion has been severe, limitations to use 
are greater than in other places. In those areas large 
amounts of manure and commercial fertilizer are gen- 
erally needed to establish a satisfactory stand of plants. 
(Capability unit ILIe-7, woodland suitability group 3) 

Hixton fine sandy loam, loamy substratum, 12 to 20 
percent slopes (HnD].— This is a moderately Steep soil on 
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Lamont Series 


The Lamont series consists of deep soils that are well 
drained. These soils are nearly level to moderately steep. 
They formed on outwash plains in windblown material 
that has a texture of very fine sand. 

Representative profile of Lamont very fine sandy 10am: 

0 to 12 inches, very dark grayish-brown, friable very fine 
sandy loam. 

12 to 31 inches, dark-brown, friable very fine sandy loam. 

31 to 86 inches, dark-brown, very friable loamy very fine sand. 

36 to 41 inches, dark reddish-brown, firm loam. 

41 to 48 inches +, brown, very friable loamy very fine sand. 

The Lamont soils have moderately rapid permeability 
and moderately low available moisture capacity. They 
are medium acid to strongly acid. In places the profile 
contains a slightly cemented layer. However, this layer 
is generally below the depth of root penetration of all but 
the deep-rooted plants. Natural fertility 1s moderately 
low. 

Lamont very fine sandy loam, 2 to 6 percent slopes, 
moderately eroded (LaB2).—This is a gently sloping soil 
on river terraces and outwash plains above the St. Croix 
River. It occurs with Chetek, Meridian, and Rockton 
soils, and small areas of those soils are included with it 
in mapping. Also included are a few acres of a slightly 
eroded Lamont very fine sandy lonm. 

The hazards of wind and water erosion are slight, but 
careful management is required to control erosion. 
Drought is also a slight hazard. 

If this soil is properly managed, it is suited to all the 
locally grown crops. Contour stripcropping is the pre- 
ferred management practice, because it not only protects 
against erosion but also conserves moisture. Where con- 
tour striperopping is used, row crops can be grown 2 
years in 5. (Capability unit ,ے11‎ woodland suitability 
group 3) 

Lamont very fine sandy loam, 6 to 12 percent slopes, 
moderately eroded (LaC2).—This is a sloping soil that oc- 
curs in the same general areas as Lamont very fine sandy 
loam, 2 to 6 percent slopes, moderately eroded. It has the 
profile described for the series. From one-third to two- 
thirds of its original surface layer has been lost through 
erosion. 

Included in mapped areas of this soil is a small acreage 
of a soil that has a similar profile but that is not eroded 
or is only slightly eroded. Most of the acreage of this 
included soil 1s in trees. 

Lamont very fine sandy loam, 6 to 12 percent slopes, 
moderately evoded, is susceptible to further erosion. The 
hazard of wind erosion is slight, and the hazard of water 
erosion is moderate. In addition, this soil is slightly 
droughty. If tilled crops are grown, special practices are 
needed that control erosion. Where contour striperopping 
is practiced, row crops can be grown 1 year out of 4. 
(Capability unit TTTe-7, woodland suitability group 3) 

Lamont very fine sandy loam, 12 to 20 percent slopes, 
moderately eroded (iaD2).— This is a moderately steep 
soil on outwash plains above the St. Croix River. It is on 
long, narrow slopes bordering the drainageways that ex- 
tend into the plain from the bank of the river. The sur- 
face layer is lighter colored than the one in the profile 
described for the series. Because this soil has been used 
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for the series, except that the substratum is loamy and the 
surface layer is thicker and darker colored. 

Included in mapped areas of this soil are small arcas 
of Hixton loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded. Also included, in broad drainageways, 
is a rather small acreage of a nearly level Hixton loam 
that has a loamy substratum. 

Runoff is rather slow, but erosion is a slight hazard. 
Only simple practices are needed, however, to protect this 
soil. In the surface layer, the content of organic matter 
is rather high. This soil is generally deeper than the 
more sloping Hixton soils, Also, it has higher natural fer- 
tility and higher available moisture capacity. 

This soil is suited to all of the locally grown crops. 1t 
is slightly droughty in addition to being slightly suscep- 
tible to erosion. Good tilth can be maintained by using 
simple management practices. (Capability unit 116-İ, 
woodland suitability group 1) 

Hixton loam, loamy substratum, 6 to 12 percent 
slopes, moderately eroded (HiC2)—The profile of this 
soil is slightly thinner and contains a lighter colored sur- 
face layer than the profile described for the series, and the 
substratum is loamy. From one-third to two-thirds of the 
original surface layer has been lost through erosion. Be- 
cause of loss of organic matter and mixing of the surface 
soil and subsoil by tillage, the present surface layer is in 
poorer tilth than the original one. Also, natural fertility 
is lower, and the rate of infiltration is slower. Practically 
all of the acreage is cultivated. 

Included in mapped areas of this soil are small areas 
of Hixton loam, loamy substratum, 6 to 12 percent slopes, 
that are not eroded or that are only slightly eroded. 
Also included ave a few acres in which erosion has been 
severe, 

In some of the severely eroded spots, the surface layer 
is very thin. In others, all of the original surface layer 
has been removed and the subsoil is exposed. Careful 
management is needed to control further erosion in these 
severely eroded areas. (Capability unit IIIe-1, woodland 
suitability group 1) 

Hixton loam, loamy substratum, 12 to 20 percent 
slopes, eroded (H:D2).—The profile of this moderately 
steep soil is generally shallower over sandstone than the 
one described for the series. Also, erosion has made the 
present surface layer light colored and low in content of 
organic matter, and the substratum is loamy instead of 
sandy. In many places where this soil is on valley slopes, 
it has fragments of sandstone on the surface and 
throughout the profile. 

Included in mapped areas of this soil are small areas 
of Hüxton loam, loamy substratum, 12 to 20 percent 
slopes. Also included is a small acreage in which erosion 
has been severe. 

Hixton loam, loamy substratum, 19 to 20 percent slopes, 
eroded, is used mainly for crops. Where this soil is culti- 
vated, practices are needed that control erosion. Keeping 
tillage to a minimum is beneficial, as well as using a 
cropping system in which hay crops are grown a large 
part of the time. In the severely eroded spots, soil limita- 
tions are greater than in other areas. Tn those areas espe- 
cially careful management is needed to help to control 
erosion, (Capability unit TVe-1, woodland suitability 
group 1) 
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series, except that the texture of the surface layer is silt 
loam. This soil is on low stream terraces. The somewhat 
poor drainage is caused mainly by a water table above a 
very slowly permeable layer at a depth below 60 inches. 

In spring, fieldwork may be delayed because this soil 
is too wet for tillage, The nearly level areas that are not 
adequately drained are subject to ponding during wet 
seasons. The ponded water can be removed by installing 
open ditches. Maintaining the banks of the ditches is 
difficult because of the coarse texture of the material in 
the substratum. 

If this soil is adequately drained, it is suited to mod- 
erately intensive use. The undrained areas are suited to 
limited use for growing hay crops and small grains, or 
they can be used for pasture. (Capability unit IIw-5, 
woodland suitability group 12) 

Lawler silt loam, 2 to 6 percent slopes (lwB).—This is 
a gently sloping soil on low stream terraces. In most 
places it has slopes no steeper thari 4 percent. This soil 
1s mainly at the base of slopes and receives water that has 
concentrated and that has run off the slopes above. Water 
erosion is a slight hazard, but in other respects manage- 
ment and use of this soil are similar to those of Lawler 
silt loam, 0 to 2 percent slopes. Suitable practices for 
controlling the runoff from the slopes above are helpful 
in relieving wetness and in controlling erosion. (Capa- 
bility unit Tlw-5, woodland suitability group 12) 


Meridian Series 

The Meridian series consists of well-drained soils on 
terraces of the major streams in the county. These soils 
are nearly level to sloping. They have formed in 90 to 40 
inches of loamy material over stratified outwash sand. 

Representative profile of Meridian loam: 

0 to 10 inches, very dark grayish-brown, friable loam, 
10 to 24 inches, dark-brown, firm loam. 

24 to 28 inches, dark-brown, friable loam. 

28 to 40 inches ++, yellowish-brown, loose sand. 

The Meridian soils have moderate permeability and 
medium available moisture capacity. They are slightly 
acid to strongly acid. The root zone for most crops ex- 
tends to the sandy substratum, but large roots penetrate 
deeper. Natural fertility is moderate. 

Meridian loam, 0 to 2 percent slopes (MdA).—This is a 
nearly level soil on broad stream terraces. Its profile is 
similar to the profile described for the series, except that 
it.is deeper over the underlying sand. 

This soil is slightly droughty, but there is little danger 
of erosion. Using practices that conserve moisture helps 
to maintain high yields. 

This soil can be used intensively for cultivated crops 
11 favorable soil structure is maintained. Row crops can 
be grown year after year if all crop residue is returned 
to the soil, if a good supply of plant nutrients and good 
tilth are maintained, and if minimum tillage is practiced. 
Where this soil occurs in the broad valleys in the north- 
western part of the county, the areas underlain by finer 
textured material have higher available moisture capacity 
than typieal. (Capability unit IIs-1, woodland suitability 
group 1) 

Meridian loam, 2 to 6 percent slopes (MdB).— This is a 
gently sloping soil on stream terraces. It has a profile like 
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for crops, it has lost from one-third to two-thirds of its 
original surface layer through-erosion. 

Included in mapped areas of this soil are a few acres 
in which erosion has been slight. Most of these slightly 
eroded spots are wooded. The profile in the included areas 
is similar to the profile described for the series, except 
that the surface layer has a darker color. 

Lamont very fine sandy loam, 12 to 20 percent slopes, 
moderately eroded, is susceptible to severe water erosion, 
and it is moderately droughty. It is subject to gullying if 
it is not protected. This soil is suited to meadow crops, 
pasture, and trees, and it can also be used for providing 
food and cover for wildlife. In the areas used for pasture, 
grazing should be controlled to maintain the sod. (Capa- 
bility unit IVe-7, woodland suitability group 3) 


Lawler Series 


The Lawler series consists of soils that are moderately 
deep, mainly nearly level, and somewhat poorly drained. 
These soils are ori terraces of the Trimbelle River and of 
the South Fork of the Kinnickinnic River. They have 
formed in loamy material. In many places the substratum 
is sandy, but in some it is loamy. 

Representative profile of Lawler loam: 

0 to 16 inches, black, friable loam; very dark grayish brown 
in the lower part; many, pink, pale-brown, and grayish- 
brown mottles, 

16 to 28 inches, brown, firm clay loam mottled with gray, 
dark brown, and yellowish red. 

28 to 36 inches, grayish-brown, friable loam mottled with dark 
brown and light brownish gray. 

36 to 50 inches +, bands of yellowish-brown and pale-brown, 
loose sand. 

The Lawler soils have moderately slow permeability, 
slow internal drainage, and high available moisture capac- 
ity. In areas that have not been limed, these soils are 
slightly acid to strongly acid. The surface layer has a 
neutral reaction in areas that have been limed. The reac- 
tion of the underlying material is neutral or mildly alka- 
line. Roots can penetrate to the underlying sand at a 
depth of about 30 inches. Natural fertility is moderately 
high. 

Most areas of these soils are used for crops. These soils 
are not important for farming, however, because they are 
limited by somewhat poor drainage. 

Lawler loam, 0 to 3 percent slopes (LcA).—This soil has 
the profile described for the series. It is on low stream 
terraces. In most places it is at the base of slopes and re- 
ceives runoff from the slopes above. 'The somewhat poor 
drainage is the result mainly of a water table above a 
very slowly permeable layer at a depth below 60 inches. 

In spring, fieldwork may be delayed because this soil 
is too wet for tillage. The nearly level areas that are not 
adequately drained are subject to ponding during wet 
seasons. The ponded water can be removed by installing 
open. ditches. 

If this soil is adequately drained, it is suited to mod- 
erately intensive use. The undrained areas are suited to 
limited use for growing hay erops and small grains. They 
can also be used for pasture. (Capability unit Ilw-5, 
woodland suitability group 12) 

Lawler silt loam, 0 to 2 percent slopes (lwA).— 
'The profile of this soil is like the one deseribed for the 
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Onamia loam, 2 to 6 percent slopes (OmB).—This is a 
gently sloping soil that has been subject to little or no 
erosion. Its profile is similar to the one described for the 
series. Runoff is more rapid than on Onamia loam, 0 to 2 
percent slopes, and this soil is slightly more droughty 
because less water infiltrates. Erosion is a slight hazard. 

This soil is well suited to all the locally grown crops, 
and yields are moderately high in most years. Practices 
that control erosion and that conserve water are sug- 
gested for sustained high yields. If contour striperopping 
is practiced, row crops can be grown 2 years out of 5. 
(Capability unit Ile-2, woodland suitability group 1) 

Onamia loam, 2 to 6 percent slopes, moderately 
eroded (OmB2).—This soil has lost from one-third to two- 
thirds of its original surface layer through erosion. The 
present surface layer is thinner and lighter colored than 
the original one. İn tilled fields the dark-brown subsoil 
is exposed in some spots. The content of organic matter 
is lower than in the original surface layer, and natural 
fertility is lower. Also, the present surface layer is in 
poorer tilth and the rate of infiltration is lower. Small 
areas of Onamia sandy loam, 2 to 6 percent slopes, mod- 
77 eroded, are included in mapped areas of this 
soil. 

All of the locally grown crops can be grown on Onamia 
loam, 2 to 6 percent slopes, moderately eroded. Yields 
are generally lower, however, than on the less eroded 
Onamia soils, Further erosion can be controlled and water 
can be conserved by practicing contour striperopping or 
by applying other suitable practices. All of the acreage 
is used for crops. (Capability unit TTe-9, woodland suit- 
ability group 1) 

Onamia loam, 6 to 12 percent slopes, moderately 
eroded (OmC2).—This soil has lost part of its original sur- 
face layer through erosion, and the present surface layer 
is 6 to 10 inches thick. The profile is shallower over the 
coarse-textured substratum than the profile described for 
the series. "The slopes are mainly complex. Included in 
mapped areas of this soil are small areas of Onamia 
loam, 6 to 12 percent slopes. 

Practices that control erosion and that conserve water 
are suggested for Onamia loam, 6 to 12 percent slopes, 
moderately eroded. Where such practices are difficult to 
apply, a cropping system consisting of a small grain and 
hay can be used, or this soil can be kept in permanent 
meadow. (Capability unit IIIe-2, woodland suitability 
group 1) 

Onamia loam, 12 to 20 percent slopes, moderately 
eroded (OmD2).—This soil is mainly on the complex slopes 
of a dissected outwash plain. In most places its profile 
is shallower over the substratum than the profile de- 
scribed for the series. Also, the surface layer is thinner 
because part of the surface soil has been lost through 
erosion. , 

Because this soil is moderately steep, eroded, and 
droughty, it is not suited to row crops. It can be used for 
grass, however, or planted to trees. The complex topog- 
raphy makes the operation of equipment difficult and 
hazardous. (Capability unit IVe-2, woodland suitability 
group 1) ۱ 

Onamia sandy loam, 2 to 6 percent slopes (OnB).—This 
is a gently sloping soil on stream terraces and outwash 
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the one described for the series, except that in some places 
the substratum is loamy. Included in mapped areas of 
this soil is a small acreage of Meridian loam, 6 to 12 per- 
cent slopes, moderately eroded. 

If cultivated crops are grown, erosion is a slight 
hazard. Also, this soil is slightly susceptible to drought. 

Tf this soil is well managed, it is suited to all the crops 
grown in the county. During dry years, or when rainfall 
is poorly distributed throughout the growing season, 
crops may be damaged by lack of moisture. The areas in 
which the substratum is loamy are less droughty than 
those in which the substratum is sandy. The crops grown 
on this soil are similar to those grown on Meridian loam, 
0 to 2 percent slopes. Limitations are also similar, except 
that this soil is more susceptible to erosion. (Capability 
unit IIe-2, woodland suitability group 1) 


Onamia Series 


The Onamia series consists of well-drained soils that 
are moderately deep and that are nearly level to moder- 
ately steep. These soils have formed in medium-textured 
material over sandy and gravelly outwash. They are on 
stream terraces and outwash plains, mainly in the north- 
western part of the county and along the Kinnickinnic 
River to River Falls. Smaller areas, in which these soils 
are nearly level or gently sloping, occupy terraces along 
other major streams. In the extreme northwestern corner 
of the county, these soils occur in an area where the 
topography is complex. 

Representative profile of a cultivated Onamia loam: 

0 to 15 inches, very dark grayish-brown, friable loam. 
15 to 26 inches, dark-brown, firm heavy loam, 

26 to 30 inches, dark-brown, firm sandy clay loam. 
30 to 33 inches, dark-brown, friable sandy loam. 

88 to 48 inches +, dark-brown, loose gravelly sand. 

Onamia soils are moderately permeable and have me- 
dium internal drainage. Onamia loams have moderate 
available moisture capacity and Onamia sandy loams have 
moderately low available moisture capacity. These soils 
are slightly acid to strongly acid and have moderate na- 
tural fertility. In general, the root zone extends to a depth 
of 22 to 42 inches. Large roots can penetrate, however, to a 
depth greater than 42 inches. . ۳ 

Locally, these soils are important for farming. Yields 
are generally high if management is good, and if rainfall 
is favorably distributed. Where these soils occur in the 
areas of complex topography in the northwestern part 
of the county, contour stripcropping and other needed 
practices that help to control erosion and that conserve 
moisture are difficult to apply. 

Onamia loam, 0 to 2 percent slopes (OmA).—This soil 
has a profile similar to the one described for the series. It 
is on stream terraces. Because of the small amount of run- 
off and moderate permeability, there has been little or no 
erosion and the risk of future erosion is slight. The sur- 
face layer is 9 to 15 inches thick. 

This nearly level soil is suited to all of the crops com- 
monly grown in the county. Row crops can be grown 
yoar after year if water is provided through irrigation, 
and if management is good. Management practices that 
conserve water are suggested. (Capability unit IIs-1, 
woodland suitability group 1) 
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moisture capacity, and they contain no layers that would 
limit the penetration of roots. Nevertheless, they are 
susceptible to damage from overflow and deposition. 
Their reaction is neutral or slightly acid. 

In Pierce County the Orion soils are not important for 
farming. Moderately high yields can be obtained, how- 
ever, if these soils are well managed. 

Orion silt loam (0 to 3 percent slopes) (Or).—This soil 
is on low bottoms and flood plains. It is the only soil of 
the Orion series mapped in Pierce County. 

The nearly level relief and thick, friable surface layer 
make this soil easy to till. Flooding is the major hazard. 
This soil is also susceptible to streambank erosion, and 
it receives deposits of undesirable material when it is 
flooded. Flooding is.a greater hazard on the lower, nearly 
level areas bordering the stream channel than in other 
places. Most of the gently sloping areas are better pro- 
tected from flooding and have better surface drainage 
than the nearly level spots. : 

This soil can be cropped intensively if it is protected 
from overflov during the cropping season, and if other 
good management practices are used. Diversions can be 
used to intercept runoff from the adjoining slopes. In most 
places drainage is needed for dependable yields. (Ca- 
pability unit ITw-13, woodland suitability group 9). 


Ostrander Series 


The Ostrander series consists of soils that are well 
drained. These soils have formed in 19 to 80 inches of 
silty material over glacial till. They are nearly level to 
sloping. 

Representative profile of a cultivated Ostrander silt 
loam: 

0 to 16 inches, very dark gray, friable silt loam. 

16 to 20 inches, dark-brown, friable silty clay loam. 

20 to 30 inches, dark yellowish-brown, firm heavy loam. 
30 inches +, strong-brown, very firm clay loam. | 

The Ostrander soils have moderate to moderately slow 
permeability and medium internal drainage. Their avail- 
able moisture eapacity is moderately high, and reaction 
is medium acid to neutral. These soils have moderately 
high natural fertility, and they do not contain a layer 
that restricts the penetration of roots. They are well 
suited to all the locally grown crops. Response is good 
to applications of fertilizer. 

Ostrander silt loam, 0 to 2 percent slopes (OsA).— 
Although this soil is nearly level, it occurs in areas bor- 
dering drainageways where the topography is mainly 
rolling. It is lower than the surrounding areas, and it 
receives runoff from the adjacent slopes. The surface 
layer, in most places, is thicker than the one in the pro- 
file described for the series. Also, the profile 1s deeper 
over the layer of till, because this soil receives deposits 
of alte material from the adjoining slopes. Because of 
the nearly level relief and the rather rapid rate of infil- 
tration, surface runoff is very slow. There is no hazard 
of erosion. * 

This is one of the most desirable soils for farming in 
the county. All of the acreage is used for crops. Row 
crops can be grown year after year if an adequate supply 
of plant nutrients and the content of organic matter are 
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lains, It generally-occupies single slopes on the terraces, 
ut it also occurs in areas that are complex and humi 
mocky on the outwash plains. The profile is similar to 
the profile described for the series, except that it has a 
texture of sandy loam instead of loam. Normally, the 
surface layer is also thinner, or about 6 to 12 inches 
thick. 

Where this soil occurs with steeper soils, as on the dis- 
sected outwash plain in the northwestern corner of the 
county, it is in permanent pasture. Most of the acreage, 
however, is used for field crops. Erosion by water and 
wind is a slight hazard. If this soil is properly managed 
so that the hazards of droughtiness and erosion are over- 
come, it is suited to all of the locally grown crops. (Capa- 
bility unit IXTe-4, woodland suitability group 3) 

Onamia sandy loam, 6 to 12 percent slopes, moder- 
ately eroded (OnC2).—This is a sloping soil that in most 
places has lost from one-third to two-thirds of its orig- 
inal surface layer through erosion. In some spots all of 
the original surface layer has been removed and the dark- 
brown subsoil is exposed. The remaining surface soil is 
low in content of organic matter and is in poorer tilth 
than the surface layer in areas that are not eroded. Also, 
the profile is shallower over the coarse-textured sub: 
stratum than the profiles of the less sloping Onamia soils. 
The profile is similar to the profile described for the se- 
ries, but the surface layer is thinner. Also, the texture is 
sandy loam instead of loam throughout the profile. In- 
cluded in mapped areas of this soil are small areas of 
Chetek sandy loam. 

Further erosion is a moderate hazard. Also, drought 
is a slight hazard. 

Onamia sandy loam, 6 to 12 percent slopes, moderately 
eroded, is not suited to row crops unless practices are used 
to control erosion and to conserve moisture. If contour 
stripcropping is practiced, a cropping system of 1 year of 
a row crop, 1 year of a small grain, and 3 years of meadow 
adequately controls erosion and conserves water. (Capa- 
bility unit IVe-4, woodland suitability group 3) 


Orion Series 


The Orion series is made up of deep soils that are 
somewhat poorly drained. These soils have formed in 
layered silty sediments washed down from loess-covered 
uplands and terraces. They occupy scattered areas on 
flood plains of the larger streams 1n the county and on 
narrow bottoms along the smaller streams. The profile 
commonly contains a dark-colored, buried surface layer 
at a depth greater than 18 inches. Mottling generally 
occurs throughout the profile. 

Representative profile of Orion silt loam: 

0 to 28 inches, very dark grayish-brown, friable silt loam; 
many dark-brown mottles. 

28 to 40 inches, dark-brown, friable silt loam; dark-brown 
mottles. 

40 inches +, dark grayish-brown; friable silt loam; dark- 
brown mottles. 

These Orion soils have slow internal drainage, caused 
mainly by the water table near the surface. In most 
places the water table is at a depth of less than 5 feet. 
Permeability is moderate, and surface runoff is slow be- 
cause of the gentle slopes. These soils have high available 
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not contain a layer that limits the penetration of roots, 
Reaction is slightly acid to very strongly acid. Natural 
fertility is high, but good response is received from ap- 
plications of fertilizer. 

These soils are desirable for farming and are suited to 
all of the erops commonly grown in this area. Lime is 
needed for good yields of crops. 

Otterholt silt loam, 2 to 6 percent slopes (O!B).— This 
soil is on the broad, rounded tops of ridges. It has a pro- 
file like the one described for the series. i 

Areas of this soil that have been cleared, or that it is 
feasible to clear, are well suited to row crops, small 
grains, and hay. If cultivated crops are grown, erosion is 
a slight hazard, but it can be easily controlled. This soil 
can be cropped intensively if it is protected from erosion, 
and if adequate lime and fertilizer are applied. Row 
crops can be grown 2 years out of 5 if practices are used 
that control erosion. (Capability unit IIle-1, woodland 
suitability group 1) 

Otterholt silt loam, 2 to 6 percent slopes, moderately 
eroded (OB2).— This soil occupies fairly large areas on the 
central parts of broad, rounded ridgetops. It is in the 
eastern half of the county. From 4 to 8 inches of the 
original surface layer has been lost through erosion. The 
present surface layer is thinner and lighter colored than 
the original one, and it contains less friable material 
brought up from the subsoil by tillage. 

This soil is well suited to row crops, small grains, and 
hay, and nearly all of the acreage is cultivated. If a 
suitable cropping System is used, and if needed erosion 
control practices are applied, cropping can be fairly in- 
tensive. Crop yields are generally good if the supply of 
plant nutrients is kept high. Supplemental applications 
of nitrogen are needed for optimum yields of corn. 
(Capability unit Tle-1, woodland suitability group 1) 

Otterholt silt loam, 6 to 12 percent slopes [O:C).—This 
soil has a profile similar to the one described for the 
series. Erosion is a moderate hazard. 

This soil is suited to row crops, small grains, and hay 
if erosion has been adequately controlled. Most of the 
acreage is cultivated. If field crops are grown, lime is 
generally needed, as well as a complete fertilizer. Where 
this soil is wooded or used for pasture, yields of timber 
or of forage crops are generally rather high. (Capabil- 
ity unit 1116-1, woodland suitability group 1) 

Otterholt silt loam, 6 to 12 percent slopes, moder- 
ately eroded (OtC2).—The surface layer of this soil is 
grayish brown, or lighter colored than the one in the 
profile described for the series. From 4 to 8 inches of 
the original friable surface layer has been lost through 
erosion. Tillage implements have mixed less friable ma- 
terial from the subsoil with the remaining surface soil. 
'The hazard of further erosion is moderate. 

Most of the acreage is used for cultivated crops. This 
soil is well suited to row crops, small grains, and hay 
if practices are used to control further erosion. Generally, 
erosion control practices are fairly easy to apply, and 
they should be applied with fair intensity. If a suitable 
cropping system is used, and if an adequate supply of 
plant nutrients is maintained, good yields are normally 
obtained. The crops respond well if à complete fertilizer 
and manure are added. Lime is generally needed. (Capa- 
bility unit IITe-1, woodland suitability group 1) 
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maintained. (Capability unit 1-1, woodland suitability 
group 12) 

Ostrander silt loam, 2 to 6 percent slopes (OsB].—This 
soil has the profile described for the series. Its slopes are 
between 2 and 4 percent m most places. Although the 
slopes are mild, water erosion is a slight hazard and 
practices are needed to protect the soils. Practically all 
of the acreage is used for crops. 

Runoff is rather slow, ànd only simple practices are 
needed to control erosion. Row crops can be grown 2 


years out of 5 if stripcropping is practiced. A more in- . 


tensive cropping system may be used if the fields are 
terraced. (Capability unit İTe-1, woodland suitability 
group 12) 

Ostrander silt loam, 2 to 6 percent slopes, moderately 
eroded (OsB2).— This soil has lost from one-third to two- 
thirds of its original surface layer through erosion. The 
present surface layer is thinner (8 to 10 inches thick) 
than the one in the profile described for the series, and it 
is brown instead of very dark gray. In most places the 
slopes are between 3 and 6 percent. 

Practically all areas of this soil are cultivated. In the 
areas that are cultivated, this soil contains less organic 
matter, is in poorer tilth, and is more susceptible to ero- 
sion than in areas that have not been disturbed. Rather 
simple practices that help to control erosion and that con- 
serve water are needed to maintain good tilth. (Capabil- 
ity unit Tle-1, woodland suitability group 12) 

Ostrander silt loam, 6 to 12 percent slopes, moder- 
ately eroded (OsC2)—This soil is on the uplands. Its sur- 
face layer is thinner and lighter colored than the one 
in the profile deseribed for the series, and the profile is 
shallower over the layer of till. In most places as much 
as two-thirds of the original surface layer has been lost 
through erosion and the present surface layer is 6 to 9 
inches thick. The dark-brown subsoil is exposed, however, 
in some spots. i 

This soil has lost part of its content of organic matter 
and is in poorer tilth than before it was eroded. As a 
result, the present surface layer is.moré suceptible to 
erosion than the original one. The hazard of further 
erosion 1s moderate. 

Row crops can be grown on this sloping soil if prac- 
tices are used to control erosion. All of the acreage has 
been cultivated. (Capability unit IIIe-l, woodland suit- 
ability group 12) 


Otterholt Series 


The Otterholt series consists of deep, well-drained, silty 
soils that range from nearly level to moderately steep. 
These soils have formed on uplands in a mantle of loess 
over glacial till. They are mainly in the eastern part of 
the county, but they occur, to a lesser extent, west of 
the Rush River. : 

Representative profile of an Otterholt silt loam that 
has not been cultivated: 

0 to 15 inches, dark grayish-brown, friable silt loam. 

15 to 48 inches, dark-brown, friable silt loam. 

43 to 53 inches, dark-brown, plastic clay loam till. 

53 to 67 inches +, grayish-brown, plastic clay loam till. 

The Otterholt soils have moderate permeability and 
moderately high available moisture capacity. They do 
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River on the terrace between Bay City and Hager City. 
Smaller areas occur as far upstream as Prescott and 
occupy other stream terraces in the county. Because of 
the very rapid permeability and nearly level relief, the 
hazard of water erosion is slight. 

Most of the acreage is cultivated, but some areas are 
in slow-growing hardwood trees. If the cropping system 
is suitable, and if good management is SE this soil is 
suited to row crops, small grains, and hay. This soil is 
droughty. Therefore, crops that mature early or that are 
deep rooted should be grown. The supply of plant nu- 
trients and the content of organic matter are low. This 
soil is easily eroded by wind. Such special practices as 
stripcropping or use of shelterbelts are needed to prevent 
7: (Capability unit IVs-3, woodland suitability 
group 4 

Plainfield loamy sand, 2 to 6 percent slopes (PmB).— 
This is a gently sloping or gently undulating soil. It has 
a profile like the one described for the series. In some 
places as much as one-third of the original surface layer 
has been lost through erosion caused by water and wind. 
Included in the areas mapped are small areas of Lamont 
loamy very fine sand. f 

Plainfield loamy sand, 2 to 6 percent slopes, is low in 
plant nutrients and in content of organic matter. It is 
suited to most of the crops commonly grown in the 
county, however, if practices are used that control ero- 
sion. Much of the acreage is used for cultivated crops, but 
a rather large acreage is in grass or trees, (Capability 
unit IVs-3, woodland suitability group 4) 

Plainfield loamy sand, 2 to 6 percent slopes, eroded 
(PmB2).—This is a gently sloping soil that has lost from 
one-third to two-thirds of its original surface layer 
through erosion by wind and water. Included in the 
0 mapped are small areas of Lamont loamy very fine 
sand. 

Plainfield loamy sand, 2 to 6 percent slopes, eroded, 
is droughty, low in plant nutrients, and easily eroded, 
but it is suitable for cultivation. Most of the acreage is 
cultivated, although conifers have been planted in some 
areas. If good management is used, fair crop yields can 
be obtained in years of favorable rainfall. The yields are 
low and crops may fail during seasons when little rain- 
fall is received, or when the rainfall is poorly distrib- 
uted. (Capability unit IVs-3, woodland suitability 
group 4) 

Plainfield loamy sand, 6 to 12 percent slopes (PmC).— 
In some places this sloping soil has never been cleared. 
In others it has been cultivated but has lost no more than 
one-third of the original surface layer through erosion. 
The profile is similar to the profile described for the 
Series. Small areas of Lamont loamy very fine sand are 
included in the mapped areas of this soil. 

Most of the acreage is in trees, brush, or idle cropland. 
Only a small acreage is cultivated. The low available 
moisture capacity and severe hazards of wind erosion and 
water erosion make this soil unsuitable for cultivated 
crops grown year after year. Forage crops can be grown 
for hay or pasture, or pines can be planted. Renovating the 
hayfields or pastures and seeding them to forage crops will 
help to control erosion and to conserve moisture. (Capa- 
bility unit VIs-3, woodland suitability group 4) 
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Otterholt silt loam, 6 to 12 percent slopes, severely 
eroded (OrC3).—This soil has lost more than two-thirds 
of its original surface layer through erosion. In much of 
the acreage that is now cultivated, the subsoil is exposed. 
The present surface layer is dark brown. It is low in 
content of organic matter and is difficult to keep in good 
tilth. The rate of water infiltration is slower, than in 
the uneroded Otterholt silt loam, 6 to 12 percent slopes. 
Also, more water runs off this soil and further erosion 
is a greater hazard. Yields of row crops are low. 

The productive capacity of this soil has been lowered 
by erosion, but it can be increased by good management. 
Large applications of manure will build up the content 
of organic matter. Liming and applying fertilizer ac- 
cording to the needs indicated by the results of soil tests 
will restore part of the fertility. Row crops should not 
be grown, unless contour stripcropping or a similar 
practice is used to control erosion. (Capability unit IVe-1, 
woodland suitability group 1) 

Otterholt silt loam, 12 to 20 percent slopes, moder- 
ately-eroded (0:D2].—This soil has lost from one-third to 
two-thirds of its original surface layer through erosion. 
The present surface layer is lighter colored than the one 
in thà profile described for the series. Material from the 
subsoil has been mixed with the surface soil by tillage. 
This soil occurs in slightly lower areas than those occu- 
pied by less sloping Otterholt soils on the ridgetops. 
It receives runoff from the higher lying soils. Included 
with it in mapping are small areas of Otterholt silt loam, 
19 to 20 percent slopes. 

If cultivated crops are grown, Otterholt silt loam, 12 to 
20 percent slopes, moderately eroded, is highly susceptible 
to damage from further erosion. Hay can be grown, or a 
cropping system can be used in which row crops are grown 
less frequently than hay or pasture crops. (Capability 
unit IVe-1, woodland suitability group 1) 


Plainfield Series 


The Plainfield series is composed of deep, sandy soils 
that are excessively drained. These soils have formed in 
coarse-textured, water-laid material from sandstone, or 
from weli-sorted glacial outwash. They are on stream 
terraces along the Mississippi and St. Croix Rivers. 
They also occur on the outwash plain near River Falls. 

Representative profile of Plainfield loamy sand in a 
woodlot : 

O to 15 inches, dark-brown, very friable loamy sand. 

15 to 25 inches, dark yellowish-brown, loose sand. 

25 to 60 inches +, yellowish-brown, loose sand, with bands of 
dark yellowish-brown material throughout. 

The Plainfield soils have very rapid permeability, very 
low available moisture capacity, and very rapid internal 
drainage. Consequently, they are droughty. Good man- 
agement and good distribution of rainfall during the 
growing season are necessary for even fair yields. Be- 
cause of the lack of fine-textured binding material in 
the surface layer, these soils are susceptible to erosion 
by wind and water. They are low in natural fertility 
and are neutral to slightly acid in reaction. The root zone 
is not, restricted. 

Plainfield loamy sand, 0 to 2 percent slopes (PmA).— 
The largest areas of this soil are along the Mississippi 
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Port Byron silt loam, 6 to 12 percent slopes, moder- 
ately eroded (PoC2).—This soil has a profile. similar to the 
one described for the series. "Phe surface layer is thinner, 
however, and is slightly lighter colored. In most places 
from one-third to two-thirds of the original surface 
layer has been lost through erosion. A few small areas 
are severely eroded. : 

Row crops can be grown less frequently on Port Byron 
silt 1oam, 6 to 12 percent slopes, moderately eroded, than 
on the less sloping Port Byron soils. Careful manage- 
ment is required to control further erosion. If crops are 
grown, lime is needed and enough fertilizer to maintain 
the supply of plant nutrients. Crops respond well to ap- 
plications of a complete fertilizer. T'he content of organic 
matter and the supply of nitrogen can be maintained 
by plowing down a green-manure crop and adding barn- 
yard manure. (Capability unit IIIe-1, woodland suitabil- 
ity group 12) 


Racine Series 


The Racine series consists of well-drained soils that 
formed in 12 to 30 inches of windblown silty material 
(loess) over glacial till. T'hese soils are nearly level to 
sloping. They occur on uplands, mainly in the western 
part of the county. 

Representative profile of a cultivated Racine silt loam: 

O to 10 inches, very dark grayish-brown, friable silt loam. 
10 to 18 inches, dark-brown, frinble silt lonm. 

18 to 26 inches, dark-brown, firm silt loam. 

26 to 30 inches +, dark yellowish-brown, firm clay loam. 

The Racine soils are moderately permeable and have 
medium internal drainage. The available moisture capac- 
ity is moderately high. Except in areas where lime has 
been added and the surface layer has a neutral reaction, 
the soils are medium acid or slightly acid. The profile 
does not contain a layer that restricts the penetration of 
roots. Natural fertility is moderately high, but crops 
grown on these soils respond well to applications of 
fertilizer. : 

In this county the Racine soils are not especially im- 
portant for farming. They are well suited, however, to 
all of the locally grown crops. 

Racine silt loam, 2 to 6 percent slopes (RaB).—This is 
a gently sloping soil of the uplands. It is not noticeably 
eroded, and it has a profile like the one described for the 
series. Included in the areas mapped are small areas of 
Racine silt loam, 0 to 2 percent, slopes. 

Racine silt loam, 2 to 6 percent slopes, is productive. 
It is well suited to crops, and most of the acreage is 
used for that purpose. Erosion is a slight hazard, al- 
though runoff is rather slow. Only simple practices are 
needed to protect this soil. This soil can be used for row 
crops 2 years out of 5 if stripcropping is practiced. A 
more intensive cropping system may be used, however, 
if more effective practices are used to control erosion. 
(Capability unit Tle-1, woodland suitability group 1) 

Racine silt loam, 2 to 6 percent slopes, moderately 
eroded (RaB2).—This is a gently sloping soil of the up- 
lands. All of the acreage has been cultivated. From 
one-third to two-thirds of the original surface layer has 
been lost through erosion, and the present surface layer 
is about 6 to 8 inches thick. The present surface layer 


112 


Plainfield loamy sand, 6 to 12 percent slopes, eroded 
(PmC2).—This is a sloping soil that has lost from one-third 
to two-thirds of its original surface layer through wind 
and water erosion. Most of the acreage has been used for 
crops, but many areas are now planted to pines. Some 
areas are idle and support a sparse cover of grass or 
weeds. 

Droughtiness, susceptibility to erosion by wind and 
water, and low fertility are severe limitations 1f this soil 
is used for crops. Forage crops can be grown for hay or 
pasture if careful management is used, but yields are 
generally low. This soil is also suited to pine trees. 
(Capability unit VIs-3, woodland suitability group 4) 


Port Byron Series 


The Port Byron series consists of deep, well-drained 
soils formed in thick deposits of silty windblown ma- 
terial (loess). These soils are nearly level to sloping. 
They are on terraces and uplands, mainly in the western 
part of the county. 

Representative profile of Port Byron silt loam: 

۵ to 16 inches, very dark brown, friable silt loam. 
16 to 28 inches, dark-brown, friable silt loam. 

28 to 50 inches, dark-brown, friable coarse silt. 
50 inches +, fissured dolomite. 

The Port Byron soils have moderate permeability and 
high available moisture capacity. The reaction ranges 
from neutral to medium acid. The root zone is deep. 
Natural fertility is high, and the crops that are grown 
respond well to applications of fertilizer. Locally, these 
soils are important for agriculture. 

Port Byron silt loam, 0 to 2 percent slopes (PoA).— 
This is a nearly level soil on stream terraces and on 
plains in the uplands. Its profile is similar to the one 
described for the series, but it is generally deeper over 
limestone bedrock. No apparent erosion has taken place, 
and practices that control erosion are not needed. 

Clean-tilled crops ean be grown intensively on this 
soil. Yields are generally high if an adequate supply of 
plant nutrients and organic matter are maintained. (Ca- 
pability unit I-1, woodland suitability group 12) 

Port Byron silt loam, 2 to 6 percent slopes (PoB).— 
This soil is on the broad, gentle slopes of wpland plains. 
It has retained nearly all of its original surface layer, 
and its profile is similar to the one described for the 
series. The surface layer is in good tilth, has a fairly 
high content of organic matter, and absorbs water well. 
Therefore, erosion caused by runoff is not a serious 
hazard. 

Included in mapped areas of this soil is a small acre- 
age of a soil that is moderately eroded. This included 
soil has a profile similar to the one described for. the 
series, except that the surface layer is lighter colored. 

Port Byron silt loam, 2 to 6 percent slopes, is well 
suited to corn, oats, and hay, and it is used mainly for 
crops. Sustained good yields are generally obtained if 
practices are used that control erosion and that maintain 
the content of organic matter and the supply of plant 
nutrients. The included moderately eroded soil has about 
the same limitations as this soil and is managed in the 
same way. (Capability unit IIe-1, woodland suitability 
group 12) 
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normally greater, the silty upper part of the profile is 
thicker, and the available moisture capacity is higher 
than in the more sloping soils. 

This soil receives runoff from the adjacent slopes. No 
noticeable erosion has taken place, although all of the 
acreage has been cultivated. Surface runoff is very slow. 
Therefore, no special practices are needed to control 
erosion. 'T'he soil can be erapped intensively if the supply 
of plant nutrients and the content of organic matter 
are maintained. (Capability unit I-1, woodland suit- 
abihty group 1) 

Renova silt loam, 2 to 6 percent slopes (ReB).—This 
Soil is on broad uplands. It has the profile described 
for the series. 

This gently sloping soil is productive and is desirable 
for crops. Practically all of the acreage is in permanent 
pasture, trees, or field crops. In most of the areas used 
for field crops, the slopes are between 2 and 4 percent. 
Runoff is rather slow, and the hazard of erosion is slight. 
Only simple practices are needed to control erosion. Row 
crops can be grown 2 years out of 5 if striperopping 1s 
practiced. A more intensive cropping system may be 
used, however, where the fields are terraced. (Capability 
unit ITe-1, woodland suitability group 1) 

Renova silt loam, 2 to 6 percent slopes, moderately 
eroded (ReB2).—This is a gently sloping soil of the broad 
uplands. 16 has been cultivated, and in most places it 
has lost from one-third to two-thirds of its original sur- 
face layer through erosion. In some places, however, all 
of the original surface layer has been lost and the dark- 
brown subsoil is exposed. The present surface layer is 
mainly grayish brown, or lighter colored than the orig- 
inal one. It contains less organic matter and is in poorer 
tilth than the original surface layer, and the rate of in- 
filtration is slower. In most places the present surface 
layer is 6 to 8 inches thick. 

The slower rate of infiltration slightly increases the 
susceptibility of this soil to erosion, and further erosion 
is a slight hazard. Fairly simple practices that control 
erosion are needed to maintain good tilth, and those 
practices should also conserve water. (Capability unit 
IIe-1l, woodland suitability group 1) 

Renova silt loam, 6 to 12 percent slopes (ReC).—Al- 
though this is a sloping upland soil, it has been used 
primarily as woodland or pasture. As a result, little or no 
erosion has taken place. In most places the surface layer 
is about 8 to 10 inches thick. The profile is slightly 
shallower over glacial till than the one described for the 
series. 

This soil is moderately susceptible to erosion. Row 
crops can be grown if practices are used to control 
erosion. Where this soil is striperopped, row crops can be 
grown 1 year out of 5. (Capability unit TTTe-1, woodland 
suitability group 1) 

Renova silt loam, 6 to 12 percent slopes, moderately 
eroded (ReC2).—This sloping soil is on the uplands. Tt has 
been cultivated, and in most places it has lost from one- 


third to two-thirds of its original surface layer through 


erosion. In some spots, however, all of the original sur- 
face layer has been removed and tillage has exposed the 
subsoil. In those areas the present surface layer is dark 
brown. The profile is similar to the one described for 
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generally has a lighter color than the original one, as a 
result of mixing with the subsoil by tillage. The present 
surface layer contains less organic matter and is in 
poorer tilth than the surface layer of a comparable 
uneroded soil, and the rate of infiltration is slower. 

This soil is slightly susceptible to further erosion. The 
slower rate of infiltration makes erosion a slightly greater 
hazard than in areas where the rate of infiltration is 
more rapid. Fairly simple practices that control erosion 
are needed to maintain good tilth, and these practices 
should also conserve water. (Capability unit ITe-1, wood- 
land suitability group 1) 

Racine silt loam, 6 to 12 percent slopes, moderately 
eroded (RaC2).—Lake the other Racine soils, this soil is on 
the uplands. All of the acreage has been cultivated. The 
profile is similar to the one described for the series, 
but it is shallower over till and has a lighter colored, 
thinner surface layer. In most places as much as two- 
thirds of the original surface layer has been lost through 
erosion. The present surface layer is generally 4 to 7 
inches thick, but the dark-brown subsoil is exposed in 
some spots. The present surface layer has a lower con- 
tent of organic matter and is in poorer tilth than the 
original one. 

The losses of organic matter and the poorer tilth 
make the present surface layer more susceptible to erosion 
than the original one. Further erosion is a moderate 
hazard. Row crops can be grown, however, if practices 
are used to control erosion. (Capability unit 1116-1, 
woodland suitability group 1) 


Renova Series 


The Renova series consists of soils that are well 
drained. These soils have formed in 12 to 30 inches of 
windblown silty material (loess) over glacial till. They 
are nearly level to moderately steep. "The soils occur on 
the uplands, mainly in the northern half of the county. 

Representative profile of a Renova silt loam that has 
not been cultivated: 

0 to 3 inches, very dark grayish-brown, friable silt loam. 

3 to 10 inches, dark grayish-brown, friable silt loam. 

10 to 20 inches, dark-brown, friable silt loam. 

20 to 46 inches +, dark yellowish-brown, firm clay loam gla- 
cial till. 

The Renova soils are moderately permeable and have 
medium internal drainage. They have moderately high 
available moisture capacity. Reaction is slightly acid to 
strongly acid. The profile does not contain a layer that 
restricts the penetration of roots. Natural fertility is 
moderately high. 

These are important soils for crops. They are well 
suited to all the crops commonly grown in the county, 
but lime is needed. If the proper amount of lime is 
added, crops grown on these soils respond well to 
fertilizer. 

Renova silt loam, 0 to 2 percent slopes (ReA).—This 
soil is most extensive on upland plains in the central 
and north-central parts of the county. It generally 
occurs in broad drainageways where soil material from 
adjoining areas has accumulated. "The surface layer is 
dark colored and is thicker than the surface layer in the 
more sloping Renova soils. Also, depth to glacial till is 
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be grown 1 year out of 5. (Capability unit IVe-1, wood- 
land suitability group 1) 

Renova silt loam, 12 to 20 percent slopes, severely 
eroded (ReD3).—In most places this moderately steep soil 
has been cultivated and has lost more than two-thirds 
of its original surface layer through erosion. The present 
surface layer is dark brown and is less than 4 inches 
thick. It consists mainly of material that was formerly 
part of the subsoil, and it is low in content of organic 
matter and is difficult to till. In some small areas, glacial 
till is exposed. The rate at which water infiltrates is 
slow, runoff is rapid, and the hazard of further erosion 
is very sévere. Gullying is difficult to control in the 
drainageways. 

This soil is suited to forage crops grown for hay or 
pasture, and it can be used in a cropping system that 
does not include row crops. Large applications of barn- 
yard manure and commercial fertilizer are needed. (Ca- 
pability unit VIe-1, woodland suitability group 1) 


Renova Series, Sandy Variants 


Sandy variants of the Renova series are like the soils 
of the Renova series in many respects, but they differ in 
some characteristics. These soils are well drained and are 
gently sloping to moderately steep. They have formed 
in a layer of sandy material over glacial till. The largest 
area lies on the east side of the valley of the Rush River 
and extends from Maiden Rock to section 22 of Salem 
Township. Isolated smaller areas extend northward 
along the east rim of the valley. Others are in the western 
and northwestern parts of the county. 

Representative profile of a cultivated 
sandy loam, sandy variant: 

0 to 8 inches, very dark grayish-brovn, friable fine sandy 
loam. 

8 to 16 inches, dark-brown, friable fine sandy loam. 

a to 22 inches, dark yellowish-brown, firm heavy fine sandy 
onm. 

22 to 28 inches, dark-brown, firm sandy clay loam. 

28 to 48 inches, dark-brown, firm clay loam. 

48 inches +, fissured dolomite. 

The sandy variants of the Renova series have moder- 
ately rapid permeability in the upper part of the profile 
and moderately slow permeability in the till. They have 
moderate available moisture capacity. Reaction 1s me- 
dium acid to strongly acid, and natural fertility is mod- 
erate. Soll characteristics are favorable for the deep 
penetration of roots. 

These soils have potential for good yields. In this 
county they are not important for farming, however, 
because of their rather limited acreage. 

Renova fine sandy loam, sandy variant, 2 to 6 per- 
cent slopes, eroded (R{B2).—This is a gently sloping soil 
of the ridgetops. Its profile is similar to the one de- 
scribed as typical for sandy variants of the Renova 
series. From one-third to two-thirds of the original sur- 
face layer has been lost through erosion, however, and 
the present surface layer is thinner and lighter colored 
than the original one. 

Included in mapped areas of this soil are small areas 
of Renova fine sandy loam, sandy variant, 2 to 6 percent 
slopes. Also included are soils that have a surface layer 
of loamy fine sand. 


Renova fine 


114 


the series, except that it is less deep over glacial till and 
the surface layer is lighter colored and thinner. The 
present surface layer is generally 4 to 8 inches thick. 
The surface layer contains less organic matter and is in 
poorer tilth than the surface layer in areas that are not 
eroded. Therefore, it is more susceptible to further 
erosion. The hazard of further erosion is moderate. 

This soil can be used for row crops if practices are 
used to control erosion. If contour stripcropping is dae 
ticed, row crops can be grown 1 year out of 5. (Capa- 
bility unit IIle-1, woodland suitability group 1) 

Renova silt loam, 6 to 12 percent slopes, severely 
eroded (ReC3).—This soil has lost more than two-thirds 
of its original surface layer through erosion. Dark-brown 
material from the subsoil is exposed in much of the 
acreage that is now cultivated. In the present surface 
layer, the content of organic matter is low and good tilth 
is hard to maintain. The rate of water infiltration is 
slower than in uneroded areas of à comparable soil. 
Yields are rather low. 

'The hazard of further erosion is moderate to severe. 
Large amounts of barnyard manure and commercial fer- 
tilizer are needed to return needed organic matter, to 
build up the supply of plant nutrients, to improve tilth, 
and to increase the rate of infiltration. Control of ero- 
sion is important because this soil is more susceptible 
to erosion than similar uneroded soils. (Capability unit 
IVe-1, woodland suitability group 1) 

Renova silt loam, 12 to 20 percent slopes (ReD).—Prac- 
tically all areas of this moderately steep soil are in trees, 
which have provided protection from erosion. Generally, 
this soil has formed in a thinner mantle of windblown 
silt than the Renova soils that have milder slopes. Most 
of the material below the surface layer consists of glacial 
till that is finer textured than the silty material. The 
profile is thinner than the one described for the series, 
and the surface layer is also thinner. The surface layer 
is 6 to 10 inches thick. 

Wooded areas of this soil are protected by a perma- 
nent cover of plants that effectively control erosion. If 
this soil is used for crops, the hazard of erosion is severe 
and erosion control practices are needed. Where this soil 
is used for pasture, control of grazing, so that an ade- 
quate cover of plants remains, will help to maintain a 
firm sod. Cattle should be discouraged from making 
trails where runoff can concentrate and cause gullying. 
Wooded areas that are protected from fire and grazing 
can be managed for sustained production of timber. 
(Capability unit TVe-1, woodland suitability group 1) 

Renova silt loam, 12 to 20 percent slopes, moderately 
eroded (ReD2).—This moderately steep soil is at a slightly 
lower elevation than the less sloping Renova and Otter- 
holt soils of the ridgetops, and it receives runoff from 
those soils. In most places it has lost from one-third to 
two-thirds of the original surface layer through erosion. 
In some spots, however, tillage has exposed the subsoil. 
'The present surface layer has a brownish color because 
dark-brown material from the subsoil has been mixed 
with it by tillage. "The content of organic matter is lower 
than in. the original surface layer. 

This soil is suited to hay, but row crops can be grown 
occasionally if practices are used to control erosion. 
Where contour striperopping 1s practiced, row crops can 
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during periods when the water is high. lt can be used 
for wildlife. All of the acreage is idle. (Capability unit 
VIIIs-10, woodland suitability group 11) 


Rockton Series 


The Rockton series consists of moderately deep, well- 
drained soils that are nearly level to moderately steep. 
These soils are on outwash plains and on rock-formed 
terraces in broad valleys in the northwestern part of the 
county. They have formed in loamy material over fissured 
dolomite. 

Representative profile .of Rockton loam that is 
cultivated : 

0 to 12 inches, black, friable loam, 

12 to 25 inches, dark-brown and dark yellowish-brown, fri- 
able loam. 

25 to 31 inches, dark-brown, friable heavy loam. 

81 inches +, partly weathered fissured dolomite. 

The Rockton soils are moderately permeable and have 
moderate available moisture capacity. They are slightly 
acid. Their root zone extends to the dolomite or to ma- 
terial weathered from dolomite. Natural fertility is 
moderately high. 

Rockton complex, 2 to 6 percent slopes (RoB).—These 
soils have a profile similar to the one described for the 
series. They are gently sloping and are slightly suscep- 
tible to erosion. Included in mapped areas of these soils 
are small areas of nearly level Rockton soils and of Rock- 
ton soils that are moderately eroded. 

The soils of Rockton complex, 2 to 6 percent slopes, 
are suited to all of the crops commonly grown in the 
county. In dry years or during growing seasons when 
rainfall is poorly distributed, yields may be slightly 
lowered by lack of moisture. Suggested management in- 
cludes practices that control erosion, as well as practices 
that conserve water. In the small areas of included soils 
that are already moderately eroded, especially careful 
attention should be given to protecting these soils. Be- 
cause part of the organic matter has already been lost 
from those areas, further erosion is a greater hazard 
than where the soils are not already eroded. (Capability 
unit Tle-2, woodland suitability group 12) 

Rockton complex, 6 to 12 percent slopes, moderately 
eroded (RoC2).—The soils of this complex are on the edges 
of rock-formed terraces. Runoff is moderately rapid, and 
further erosion is a moderate hazard. These sloping soils 
are more droughty than the soils of Rockton comples, 
2 to 6 percent slopes, and they can be used less inten- 
sively for cropping. Where practices are used that 
control erosion, however, row crops can be grown. (Capa- 
bility unit IVe-3, woodland suitability group 12) 


Rozetta Series 


The Rozetta series consists of soils that are deep and 
moderately well drained. These soils have formed on 
stream terraces in a layer of silty material more than 
42 inches thick. They are nearly level to sloping. 

Representative profile of Rozetta silt loam, benches, 
that has been cultivated. 

0 to 8 inches, very dark grayish-brown, friable silt loam. 


8 to 12 inches, dark grayish-brown, friable silt loam. 
12 to 17 inches, brown, friable silt loam. 
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If fairly simple practices are used to prevent erosion, 
and if good supplies of plant nutrients and lime are 
applied, Renova fine sandy loam, sandy variant, 2 to 6 
percent slopes, eroded, can be cropped rather intensively. 
All of the acreage is cultivated. (Capability unit TTe-7, 
woodland suitability group 3) 

Renova fine sandy loam, sandy variant, 6 to 12 per- 
cent slopes, eroded (R#C2)—This soil has been used for 
crops without being properly protected. As a result, it is 
eroded. 

Included with this soil in mapping are small areas of 
Renova fine sandy loam, sandy variant, 6 to 12 percent 
slopes, and areas of soils that have a surface layer of 
loamy fine sand. Also included are small areas of soils 
that are severely eroded. 

Renova fine sandy loam, sandy variant, 6 to 12 per- 
cent slopes, eroded, 1s suited to row crops, small grains, 
and hay, but careful management is necessary to control 
further erosion. Practices that conserve moisture are also 
needed. (Capability unit IIIe-7, woodland suitability 
group 3) 

Renova fine sandy loam, sandy variant, 12 to 20 per- 
cent slopes, eroded (RfD2).—This soil has been cultivated 
along with less sloping soils. As a result, in most places 
ib has lost from one-third to two-thirds or more of its 
original surface layer through erosion. The present sur- 
face layer is lighter colored than the original one, and 
the subsoil is exposed in some spots. Included with this 
soil in mapping are small areas of Renova fine sandy 
loam, sandy variant, 19 to 20 percent slopes. 

Generally, bedrock is nearer the surface than in the less 
sloping and less eroded sandy variants. Tilth 1s poorer 
than in similar soils that are not eroded. The content of 
organic matter is low, and the rate of infiltration is 
slow. The hazard of water erosion is severe, and there is 
a slight hazard of wind erosion. In addition, this soil is 
somewhat droughty during extended dry periods. 

This soil is not well suited to row crops, but it can be 
used for hay or pasture. It can also be used for trees 
or to provide food and cover for wildlife. If contour 
striporopping is practiced, a suitable cropping system 
consists of 2 years of small grains followed by 3 years of 
meadow. Such a cropping system provides adequate con- 
trol of erosion and also conserves water to some extent. 
(Capability unit IVe-T, woodland suitability group 3) 


Riverwash 


Riverwash (Rh) consists of loose sand and gravel that 
have been recently deposited in stream channels or in 
intermittent drainageways. Most commonly, it occurs 
along the major streams. Because the soil material is 
droughty, and because new material is deposited fre- 
quently, the areas support little or no useful vegetation. 
In some places, however, the soil material has been left 
undisturbed long enough for the growth of a sparse 
stand of willow, river birch, and some scrub oak. 

Riverwash is open and porous, and it has very low 
available moisture capacity. This land type is very 
droughty, although depth to the water table is less than 
5 feet in some places. Natural fertility is very low. 
Flooding is likely to be frequent. This land type is 
subject to change as a result of erosion and deposition 
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moisture capacity and high natural fertility. Reaction is 
neutral to mildly alkaline or moderately alkaline. The 
root zone for most crops is 6 to 18 inches deep. The very 
poor drainage appears to be caused mainly by seepage. 

In years when the amount of precipitation is normal, 
moderate yields of corn and hay can be obtained on these 
soils without artificial drainage. These soils, however, 
occupy only a small acreage. Tn this county they have 
little importance for farming. 

SE silt loam (0 to 3 percent slopes) (Sa).—This is 
the only Sable soil mapped in Pierce County. It occurs 
in areas where it receives seepage and runoff from the 
adjacent slopes. As a result, only a small part of the 
acreage has been cultivated. 

This soil is suitable for tile drainage. Diverting the 
runoff and improving the surface drainage or subsurface 
drainage are suggested to remove the excess water. Water 
erosion is also a slight hazard, but the hazard can be 
reduced by diverting the runoff from adjacent areas. If 
drainage 8 improved, this soil can be cropped fairly in- 
tensively. (Capability unit ILw-1, woodland suitability 
group 12) 


Santiago Series 


The Santiago series consists of well-drained soils that 
are silty. These soils have formed in 12 to 30 inches of 
windblown. silty material (loess) over glacial till that 
has a texture of sandy loam. They are gently sloping 
or sloping and occur in scattered areas on ridgetops in 
the northern part of the county. 

Representative profile of a cultivated Santiago silt 
loam: 

0 to 8 inches, very dark grayish-brown, very friable silt loam. 
8 to 12 inches, dark-brown, very friable silt loam. 

12 to 20 inches, grayish-brown, friable silt loam. 

20 to 33 inches, reddish-brown to dark-brown, firm loam. 
33 to 48 inches +, dark-brown, friable sandy clay loam, 

Santiago soils have moderate permeability, medium 
internal drainage, and high available moisture capacity. 
Reaction is slightly acid to very strongly acid. Natural 
fertility is moderately low. The acid reaction indicates 
the need for lime. Where lime has been added, response 
to applications of fertilizer is moderate. These soils are 
suited to all the locally grown crops. In this county, how- 
ever, they do not have a large enough acreage to be im- 
portant to farming. 

Santiago silt loam, 2 to 6 percent slopes (Sb8) —This 
soil has the profile described for the series. It is gently 
sloping, and it occupies broad areas of uplands. This soil 
is productive and is desirable for crops. Where erosion 
has not been a problem, and where the slopes are between 
2 and 4 percent, crops are grown. The rest of the acre- 
age is in permanent pasture or trees. Runoff is rather 
slow, and the hazard of erosion is slight. 

In cultivated areas of this soil, only simple practices 
are needed to control erosion. Row crops can be grown 
2 years out of 5 if stripcropping is practiced. Tf the 
fields are terraced, the cropping system may be more 
intensive. (Capability unit lTe-1, woodland suitability 
group 1) ۰ 

Santiago silt loam, 2 to 6 percent slopes, moderately 
eroded (SbB2).—This is a gently sloping soil in broad areas 
of uplands. It has been cultivated and in most places 
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17 to 31 inches, dark-brown, firm silt loam; a few, fine, dark- 


brown mottles. 


31 to 42 inches, dark-brown, firm silt loam; many, fine, 
distinct mottles. 
42 inehes- +,- dark-brown, friable silt loam; a few, fine, 


distinct mottles. 


The Rozetta soils have moderate permeability and 
moderately high available moisture capacity. Natural 
fertility is high, and good response is received if fer- 
tilizer 1s applied. These: soils are easy to till, but they dry 
out more slowly in spring than the vvell- drained soils. 
Their root zone is deep. 

Rozetta silt loam, benches, 0 to 2 percent slopes 
(RA). —This soil has a profile similar to the one described 
for the series. It is nearly level and occurs in broad areas. 

Included in mapped areas of this soil are small, low- 
lying areas of a somewhat poorly drained Curran silt 
loam, which is not mapped separately in this county. 
Areas of this included soil are generally less than 1 acre 
in size. 

Runoff is slow. Therefore, there is little risk of erosion. 
The slow runoff and excess moisture make this soil warm 
up slowly in spring. Seepage or runoff from the adjoin- 
ing uplands makes some of the areas excessively wet in 

spring or after periods of extended rainfall. 

This soil is well suited to corn, small grains, and forage 

crops, and good yields may be expeoted. If a suitable 
eropping system is used, and if the supply of plant nu- 
trients is maintained, crops can be grown intensively. 
The crops respond well to applications of a complete 
fertilizer, but corn. requires supplemental applications of 
nitrogen. "Lime i is also needed for high yields of legumes. 
(Capability unit I-1, woodland suitability group SE 

Rozetta silt loam, benches, 2 to 6 percent slopes 
(RiB).—The profile of this soil is similar to the profile de- 
scribed for the series. In places, however, the surface 
layer is slightly thinner. Small areas of Rozetta silt loam, 
benches, 2 to 6 percent slopes, moderately eroded, are 
included in the areas mapped. 

Runoff is not excessive, but control of erosion is needed. 
If the supply of plant nutrients is maintained, and if 
fairly simple practices are used to control erosion, crop- 
ping can be intensive. The crops respond well if a com- 
plete fertilizer and manure are added. Supplemental. ap- 
plications of nitrogen are needed for high yields of corn, 
and lime is required for high yields of legumes. The 
lime should be applied according to the needs indicated 
by the results of soil tests. (Capability unit IIe-1, wood- 
land suitability group 1) 


Sable Series 


The Sable series consists of deep, very poorly drained 
soils that are silty. These soils occupy small, scattered 
areas within larger areas of Otterholt soils. They are 
mainly in the eastern part of the county. 

Representative profile of Sable silt loam in a pastured 
drainageway : 

0 to 10 inches, black, friahle silt loam. 

10 to 48 inches, olive-grny, firm heavy silt loam; yellowish- 
brown mottles, 

48 inches +, grayish-brown, 
mottles. 

The Sable soils have moderately slow permeability 
and slow internal drainage. They have high available 


firm clay loam; many brown 
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is moderately high, but the crops respond well to appli- 
cations of fertilizer and lime. . 

These soils are suited to all of the crops commonly 
grown in the area, but they are of only minor impor- 
tance for farming. Surface drainage may be necessary 
for successful growth of some crops. 

Sargeant silt loam, 0 to 2 percent slopes (SgA).—This 
is a nearly level soil in drainageways and on flats in the 
uplands. İt receives water from the adjoining areas. The 
profile is similar to the one described for the series, ex- 
cept that the surface layer is thicker. 

Surface drainage is slow, and this soil also has a 
slowly permeable layer within the profile. Drainage is 
needed for optimum yields because this soil is wet for 
significant periods of time. Diversions may be used to 
intercept runoff from adjoining areas. 

If suitable practices are used to control excess water, 
this soil may be cropped fairly intensively. Row crops 
can be grown year after year if the content of organic 
matter 15 kept high, and if the supply of plant nutrients 
is maintained, minimum tillage is practiced, and good 
tilth and. favorable soil structure are preserved. (Capa- 
bility unit IIw-2, woodland suitability group 7) 

Sargeant silt loam, 2 to 6 percent slopes (SgB).—This 
soil is in drainageways and on seep slopes of glacial till 
plains in the uplands. Its profile is the one described for 
the series. 

Where this gently sloping soil is in drainageways, it 
is flooded occasionally for short periods. It is slightly 
susceptible to water erosion. Drainage must be provided 
to remove the excess water, or the yields of most crops 
will be lowered. Diversions may be used to intercept run- 
off that drains onto this soil from the adjoining arens. 
(Capability unit ILw-2, woodland suitability group 7) 

Sargeant silt loam, 2 to 6 percent slopes, moderately 
eroded (Sg82).—This soil, like Sargeant silt loam, 2 to 6 
percent slopes, is in drainageways and on seep slopes of 
glacial till plains in the uplands. In most places the 
slopes are between 4 and 6 percent. Runoff has caused 
erosion in areas where this soil has not been protected. 
From one-third to two-thirds of the original surface 
layer has been lost through erosion. The present surface 
layer contains less organic matter, has poorer structure, 
and has lower natural fertility than the original one, and 
it is also more susceptible to erosion. 

This soil has about the same limitations as Sargeant 
silt loam, 2 to 6 percent slopes, and management is sim- 
ilar, It is suited to all of the crops commonly grown 
in the area if suitable practices are used to control water 
erosion. (Capability unit Tlw-2, woodland suitability 
group 7) 

Sargeant silt loam, 6 to 12 percent slopes (SgC].—This 
soil occurs mainly near the sources of the major streams 
in the county. It has a profile similar to the one described 
for the series. The surface layer is slightly thinner, how- 
ever, and the silty material is a few inches thinner over 
glacial till. This sloping soil is wet, mainly becanse water 
is received as the result of seepage. The seepage 1s caused 
by water that moves laterally over the layer of slowly 
permeable till to a point where it can enter the root zone. 
Included in the mapped areas of this soil are areas in 
which the slopes are steep. 

Sargeant silt loam, 6 to 12 percent slopes, is mainly 
in permanent pasture or in woods. It is moderately 
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it has lost from one-third to two-thirds of the original 
surface layer through erosion. The present surface layer 
is grayish brown. It is lighter colored than the original 
one, and it contains less organic matter and is in poorer 
tilth. In some spots the dark-brown subsoil is exposed. 
The present surface layer is. generally about 6 to 8 inches 
thick, however, in most of the acreage. The profile of 
this soil is in other respeets similar to the one described 
for the series. 

Further erosion is a slight hazard. The rate of infiltra- 
tion is slower in the present surface layer than in the 
original one, and this slightly increases the hazard of 
further erosion. Fairly simple practices to control ero- 
sion and to conserve water are needed to keep this soil in 
good tilth. (Capability unit IIe-1, woodland suitability 


group 1) ۱ . 

Santiago silt loam, 6 to 12 percent slopes, moderately 
eroded (SbC2).—This is a sloping soil of the uplands. It 
has been cultivated, and in most places it has lost from 
one-third to two-thirds of its original surface layer 
through erosion. The present surface layer is generally 
4 to 8 inches thick. In some spots, however, the subsoil 
has been exposed by tillage, and the present surface layer 
in those areas is dark brown. The profile is similar to 
the one described for the series, but the present surface 
layer is lighter colored and thinner. Also, the profile 
is less deep over glacial till. : 

The content of organic matter is lower than it was be- 
fore this soil was eroded, and tilth is poorer. The loss 
of organic matter and poorer tilth have, in turn, made 
this soil more susceptible to erosion. The hazard of 
further erosion is moderate. Nevertheless, row crops can 
be grown if practices are used to control erosion. 1f con- 
tour striperopping is practiced, row crops may be grown 
1 year out of 5. (Capability unit IIIe-1, woodland suit- 
ability group 1) 


Sargeant Series 


The Sargeant series consists of deep, somewhat poorly 
drained, silty soils that are nearly level to sloping. These 
soils are on the uplands throughout the northern half 
of the county. To a limited extent, they also occur in seep 
spots in sloping areas. They have formed in a moder- 
ately thin layer of silty loess over glacial till. 

Representative profile of Sargeant silt loam: 

0 to 4 inches, very dark gray, friable silt loam. 

4 to 7 inches, grayish-brown, very friable silt loam; many 
brown to yellowish-brown mottles, 

7 to 11 inches, brown, friable silt loam; many, medium, gray- 
ish-brown to yellowish-brown mottles. 

11 to 16 inches, brown, firm heavy silt loam; many, medium, 
dark yellowish-brown mottles and light yellowish-brown 
silt coats. 

16 to 35 inches, yellowish-brown, plastic clay loam; many, 
coarse, grayish-brown to strong-brown mottles, 

35 to 42 inches +, brown to yellowish-brown, plastic clay 
loam; coarse, grayish-brown to light olive-brown mottles. 

Sargeant soils have slow internal drainage. They have 
moderately slow permeability throughout the clay loam 
till that makes up the lower part of the subsoil and the 
substratum. Also, nearly level areas of these soils are wet 
for signifieant periods of time. The moisture-supplying 
capacity is high. These soils have a root zone deep enough 
for the crop plants ordinarily grown. Natural fertility 
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erosion. The profile is the one described for the series. 

If this soil is cultivated, careful management is re- 
quired that will control erosion. The hazard of erosion 
is moderate, and droughtiness is also somewhat of a 
hazard. Row crops can be grown only where the slopes 
are short, and then only if contour striperopping is prac- 
ticed. This soil can be managed for sustained production 
of timber if it is properly managed and protected from 
grazing. (Capability unit IVe-3, woodland suitability 
group 12) 

Schapville silt loam, 6 to 12 percent slopes, moder- 
ately eroded (ShC2).—The surface layer of this soil is 
thinner than the one in the profile described for the 
series. In places spots of grayish-brown soil material are 
exposed where part of the subsoil has been mixed with 
the surface soil by tillage. In some places erosion has 
removed as much as two-thirds of the original surface 
layer. The present surface layer is 8 to 10 inches thick 
in most places. 

This soil is moderately susceptible to erosion, and it is 
also somewhat droughty. Nearly all of the acreage is 
cultivated. In the cultivated areas, practices that con- 
serve moisture and that also control erosion are needed. 
Contour stripcropping is the preferred practice. 

This soil is suitable for pasture, trees, or wildlife areas. 
If if is cultivated, the cropping system should not in- 
clude row crops. (Capability unit 1Ve-3, woodland suit- 
ability group 12) 

Schapville silt loam, 12 to 20 percent slopes, mod- 
erately eroded (ShD2).—This soil has lost from one-third 
to two-thirds of its original surface layer through ero- 
sion. The present surface layer is about 6 to 8 inches 
thick, and 1t is very dark grayish brown in most places. 
The profile is thinner over the olive-gray shaly material 
than the one described for the series. The thickness of 
the soil material over shaly material ranges from about 
19 to 26 inches. Small areas of Schapville silt loam, 12 to 
2577 slopes, are included in mapped areas of this 
soil, 

Schapville silt loam, 12 to 20 percent slopes, moder- 
ately eroded, is not suited to cultivated crops. Moderately 
high yields of forage crops are obtained, however, if this 
moderately stecp soil is well managed and is protected 
from erosion. Lime and fertilizer are beneficial. The 
kinds and amounts to apply should be determined ac- 
cording to the needs indicated by the results of soil tests 
and the requirements of the crop to be grown. (Capabil- 
ity unit Vle-3, woodland suitability group 12) 

Schapville silt loam, 20 to 30 percent slopes, eroded 
(ShE2).—This is a steep soil on the side slopes of upland 
ridges. Much of the acreage has been cultivated, and as 
much as two-thirds of the original surface layer has 
been lost through erosion in most places. The present 
surface layer is slightly thinner and lighter colored than 
the one in the profile described for the series. Also, the 
profile is shallower over shale bedrock in most places. In- 
cluded in mapped areas of this soil are small areas of 
Schapville soils that are even shallower over bedrock 
than this soil. In some places shale bedrock is exposed. 

The hazard of further erosion is very severe. Schap- 
ville silt loam, 20 to 80 percent slopes, eroded, is suitable 
for pasture, however, and it can be used as woodland or to 
provide food and cover for wildlife. A good sod should 
be maintained in the pastured areas by controlling graz- 


118 


susceptible to water erosion, as well as being somewhat 
poorly drained. Disposing of the excess water by install- 
ing waterways or diversions results in higher yields of 
crops. In the steep included areas, more intensive prac- 
tices are needed to control. erosion than in other places. 
(Capability unit IIIe-8, woodland suitability group 7) 

Sargeant silt loam, 6 to 12 percent slopes, moderately 
eroded (59C2).— This soil occurs in areas similar to those 
occupied by Sargeant silt loam, 6 to 19 percent slopes. 
It is eultivated and has lost from one-third to two-thirds 
of its original surface layer through erosion. The present 
surface layer is 4 to 6 inches thick and is lighter colored 
than the surface layer in areas that are not eroded. Also, 
it contains less organic matter, has less favorable struc- 
ture, and has lower natural fertility. 

This soil is slightly more susceptible to further ero- 
sion than the uneroded Sargeant silt loam, 6 to 12 per- 
cent slopes. Limitations of the two soils are similar, how- 
ever, and management is about the same. . 

This soil is not suited to row crops, unless practices 
are used to control erosion. If contour stripcropping is 
practiced, a cropping system consisting of 9 years of row 
crops, i year of a small grain, and then 3 years of 
meadow provides adequate control. Diversions are needed 
in areas where this soil receives runoff from adjacent 
areas. This soil is suited to all the locally grown crops. 
(Capability unit IIIe-8, woodland suitability group 7) 


Schapville Series 


The Schapville series consists of silty soils that are 
moderately well drained or well drained. These soils are 
sloping to moderately steep and have formed. in a 
moderately thin layer of silty loess over shale. They 
occur on upland ridges that are capped by shale and are 
mantled by loess. The areas are primarily in the north- 
central part of the county. The largest area extends from 
Beldenville northward to the county line. 

Representative profile of a Schapville silt loam that has 
not been cultivated: 

0 to 12 inches, black, friable silt loam. 

12 to 16 inches, very dark grayish-brown, firm heavy silt loam. 

16 to 23 inches, yellowish-brown, very firm silty clay loam; 
dark-brown mottles. 

28 to 27 inches, olive-gray, very firm silty clay loam; dark- 
brown mottles. : 

27 inches +, olive-gray, very firm shale; many, fine, distinct, 
yellowish-brown mottles in the upper part. 

Permeability is moderately slow in the silty upper part 
of the Schapville profile, and it is slow in the shale sub- 
stratum. Internal drainage is medium. These soils have 
moderate available moisture capacity. They are slightly 
acid to medium acid, but the underlying shale is neutral 
to mildly alkaline in reaction. Roots can penetrate to the 
shale substratum. Natural fertility 1s moderate, but crops 
grown on these soils respond well to applications of 
fertilizer. 

These soils are suited to all the crops grown in the 
county. They are not significant to the farming, however, 
because of their rather limited acreage. 

Schapville silt loam, 6 to 12 percent slopes (ShCi.— 
This soil is on ridgetops in areas not well suited to cul- 
tivation. Most of the areas are wooded or in permanent 
pasture. In the wooded areas, this soil is protected by a 
cover of leaf litter and it has sustained no noticeable 


119 


Representative 50 of a Seaton silt 10am that has 
not been cultivated. 

0 to 6 inches, very dark brown, very friable silt loam. 
6 to 10 inches, brown, friable silt loam. 
10 to 70 inches +, dark-brown, friable silt loam, 

The Seaton soils have moderate permeability and high 
available moisture capacity. Natural fertility is high, but 
crops grown on these soils respond well to applications 
of fertilizer. The reaction ranges from slightly acid to 
very strongly acid. The root zone is deep enough for the 
roots of most plants grown for crops. 1 

These soils are highly desirable for farming. They are 
suited to all the crops grown locally. 

Seaton silt loam, 2 to 6 percent slopes (SnB).—This is 
a gently sloping soil on broad upland ridges. Its profile 
is the one described for the series. 

This soil has no serious limitations. It is highly de- 
sirable for crops and is suited to all the crops grown 
locally. Almost all of the acreage, however, is in perma- 
nent pasture or is wooded. Field crops are grown where 
the slopes are between 2 and 4 percent and where erosion 
has not been a problem. Managing this soil involves con- 
trolling erosion and maintaining the content of organic 
matter, the supply of plant nutrients, and the good soil 
structure. (Capability unit IIe-1, woodland suitability 
group 1) 

Seaton silt loam, 2 to 6 percent slopes, moderately 
eroded (Sn82).—The profile of this soil is similar to the one 
described for the series. All of the acreage has been cul- 
tivated, and in most places from one-third to two-thirds 
of the original surface layer has been lost through ero- 
sion. The present surface layer is generally about 6 inches 
thick and has a grayish-brown color. In some cultivated 
areas, however, part of the subsoil has been turned up 
by tillage and the surface layer in those areas is dark 
brown. The present surface layer contains less organic 
matter and is in poorer tilth than the surface layer of 
Seaton silt loam, 2 to 6 percent slopes. 

Because this soil is already moderately eroded, it 1s 
more susceptible to further erosion than Seaton silt loam, 
9 to 6 percent slopes. Nevertheless, management of the 
two soils is similar, Contour farming or contour strip- 
cropping are effective practices for controlling erosion. 
(Capability unit IIe-1, woodland suitability group 1) 

Seaton silt loam, 6 to 12 percent slopes (SnC).—This 
soil occupies convex slopes on the tops of ridges. It has 
been used primarily for trees or pasture. Little erosion 
has taken place, but the hazard of erosion is moderate. 
The profile is less deep than the one described for the 
series. 

If crops that require tillage are grown, practices are 
needed to protect this sloping soil from erosion. Row 
crops should not be grown where the slopes are longer 
than 300 feet, unless such practices as contour striperop- 
ping or terracing are used to proteot the soil. (Capability 
unit IIIe-1, woodland suitability group 1) 

Seaton silt loam, 6 to 12 percent slopes, moderately 
eroded (SnC2).—This is a sloping soil on ridges and on 
valley slopes. It has been cultivated, and in most places 
it has lost from one-third to two-thirds of its original 
surface layer through erosion. The present surface layer: 
is generally 4 to 8 inches thick. It is lighter colored than 
the one in the profile described for the series, and it con- 
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ing so that an adequate cover of plants will remain. (Ca- 
pability unit VIIe-8, woodland suitability group 12) 


Schapville Series, Wet Subsoil Variants 


The wet subsoil variants of the Schapville series are 
` like the Schapville soils in many respects. They vary, 
however, in some characteristics. They are silty and are 
gently sloping, but uülike the Schapville soils, they are 
somewhat poorly drained. These soils have formed in a 
moderately thin layer of silty loess over shale. They are 
mainly in the north-central part of the county, on shale- 
capped upland ridges that are covered by a mantle of 
loess. 

Representative profile of a cultivated Schapville silt 
loam, wet subsoll variant: 

0 to 9 inches, black, friable silt loam. 

9 to 12 inches, dark grayish-brown, friable silt loam; few, 
fine, yellowish-brown mottles. 

12 to 21 inches, brown, firm heavy silt loam; few, fine, yel- 
lowish-brown mottles. 

21 to 23 inches +, olive-gray, firm silty clay (weathered 
shale) ; has strong-brown mottles; sticky when wet, 

Wet subsoil variants of the Schapville series have 
moderately slow permeability in the silty upper part of 
the profile, but they have slow permeability in the shale 
substratum. Internal drainage is slow, and the available 
moisture capacity is high. Generally, these soils are 
slightly acid to medium acid, but the surface layer has a 
neutral reaction in areas that have been limed. “The reac- 
tion is slightly acid to mildly alkaline in the underlying 
shale. Roots can penetrate to the shale substratum. These 
soils have moderate natural fertility. They are wet be- 
cause they receive runoff and seepage from the adjoining 
areas. Their small acreage in Pierce County and the lim- 
itations of somewhat poor drainage make these soils of 
little importance for farming. 

Schapville silt loam, wet subsoil variant, 2 to 6 per- 
cent slopes, eroded (SkB2).—This soil is adjacent to and 
below areas of sloping soils, and it receives runoff from. 
those soils. The runoff has caused erosion. From one-third 
to two-thirds of the original surface layer has been lost 
through erosion, and the present surface layer has poor 
structure and low natural fertility. The slopes are mainly 
between 4 and 6 percent. Ineluded in mapped areas of 


this soil are small areas of Schapville silt loam, wet sub- 


soil variant, 2 to 6 percent slopes. 

Further water erosion.is a moderate hazard, and con- 
trolling seepage is a problem. Tile drainage can. be used 
where the shale bedrock does not interfere with installing 
the tile. 

If suitable practices are used to control excess water, 
this soil is suited to all the crops commonly grown in this 
area. Most of the areas are cultivated. (Capability unit 
ILw-3, woodland suitability group 12) 


Seaton Series 


The Seaton series consists of deep, silty soils that are 
well drained and that are gently sloping to steep. These 
soils have formed on upland ridges and valley slopes in 
a mantle of coarse, silty loess that is more than 49 inches 
thick. They occur throughout the county but are most 
extensive in the southérn half. 
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ley slopes. It has lost more than two-thirds of its orig- 
inal surface layer through erosion. Ín most places the 
present surface layer is only about 4 inches or less thick, 
and the dark-brown subsoil is exposed in much of the 
acreage. The content of organio matter is low, and good 
tilth is difficult to maintain. Also, the rate at which water 
infiltrates is slow, runoff is extensive, and the hazard of 
further erosion is severe. Gullying is difficult to control 
in the drainageways. 

This soil can be used for hay or pasture. A suitable 
cropping system is one that does not include row crops. 
Large applications of barnyard manure and commercial 
fertilizer are needed to return this soil to a high level of 
productivity. (Capability unit IVe-1, woodland suitabil- 
ity group 1) 

Seaton silt loam, 20 to 30 percent slopes (SnE).—This 
soil is in narrow areas on the side slopes of ridges, 
below less sloping soils on the ridgetops. It generally 
occurs with Dubuque soils, but it is deeper over bedrock 
than those soils. The slopes are plane or concave. This 
steep soil has been used mainly for trees, and little ero- 
sion has taken place. Its profile is generally thinner over 
bedrock than the one described for the series. The hazard 
of further erosion is very severe. 

This soil 1s not suited to cultivation, but it can be used 
for hay or pasture. It can also be used as woodland or to 
provide food and cover for wildlife. Erosion can be con- 
trolled in the pastures by carefully controlling grazing 
and keeping runoff from concentrating in trails made 
by livestock. Sustained production of hardwood timber 
can be maintained by protecting the woodland from fire 
and grazing. (Capability unit Vle-1, woodland suit- 
ability group 1) 

Seaton silt loam, 20 to 30 percent slopes, moderately 
eroded (SnE2).—' This soil is on the side slopes of ridges. 
Its profile is thinner than the one described for the 
series. Also, the surface layer is lighter colored and is 
lower in content of organic matter. The hazard of fur- 
ther erosion is very severe. 

This soil is too steep for cultivation, but it can be used 
for hay or pasture. The forage crops need moderate ap- 
plications of fertilizer. Control of grazing helps to pre- 
vent further erosion and increases the ylelds of forage 
crops. Where feasible, erosion can be controlled by plant- 
ing trees, If trees are planted, they need protection from 
fire and grazing. Other practices suitable for woodland 
are described in the section “Woodland Uses of the 
Soils." (Capability unit VIe-1, woodland suitability 
group 1) 


Sogn Series 


The Sogn series consists of well-drained silt loams. 
'These soils are generally less than 12 inches deep over 
dolomite, but, they are as much as 20 inches deep in some 
places. They are generally steep or occur on breaks near 
Steep slopes. 

Representative profile of Sogn silt loam: 

0 to 10 inches, black, friable silt loam, 
10 inches +, fractured dolomite, 

The Sogn soils have very low available moisture ca- 
pacity. Their capacity to hold plant nutrients is also 
low. 
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tains less organic matter than the original one. Tn some 
spots the subsoil has been exposed by tillage and the pres- 
ent surface layer is dark brown. The profile 15 generally 
thinner than the one described for the series. 

This soil has about the same limitations as Seaton silt 
loam, 6 to 12 percent slopes. The surface layer is more 
susceptible to erosion, however, as a result of the loss of 
organic matter and poorer tilth. Needed management 
practices are ones that protect the soil from erosion. 
Erosion can be adequately controlled by contour strip- 
cropping. (Capability unit IIIe-1, woodland suitability 
group 1) 

Seaton silt loam, 6 to 12 percent slopes, severely 
eroded (SnC3).—This is a sloping soil on ridges and 
valley slopes. It has been cultivated. More than two- 
thirds of the original surface layer has been lost through 
erosion, and the subsoil is exposed in much of the acre- 
age.-The present surface layer has a dark-brown color, 
is low in content of organic matter, and is difficult to keep 
in good tilth. The rate at which water infiltrates 1s 
slower and runoff is more rapid than before this soil was 
eroded. The hazard of further erosion is moderate to 
Severe, 

Barnyard manure and commercial fertilizer are needed 
to build up the supply of plant nutrients. They also in- 
crease the rate of infiltration and improve tilth. Con- 
trolling erosion is important because this soil is more 
susceptible to erosion than it originally was. (Capability 
unit IITe-1, woodland suitability group 1) 

Seaton silt loam, 12 to 20 percent slopes (SnD).— 
This is a moderately steep soil on the side slopes of ridges. 
The hazard of erosion 18 severe, but little erosion has 
taken place. The surface layer is thinner than the one in 
the — deseribed for the series, The profile is gen- 
erally shallower over bedrock than the profiles of less 
sloping soils. 

This soil is suitable for use as woodland or for perma- 
nent pasture. Most of the acreage is used for those pur- 
poses. Where field crops are grown, intensive practices 
are needed to control erosion. İf this soil is used for pas- 
ture, a firm sod can be maintained by controlling grazing 
so that an adequate cover of plants will remain. Livestock 
should be discouraged from making trails where water 
can concentrate and cause gullying. Sustained produc- 
tion of hardwood timber can be maintained if the wooded 
areas are protected from fire and grazing. (Capability 
unit TVe-1, woodland suitability group 1) 

Seaton silt loam, 12 to 20 percent slopes, moderately 
eroded (SnD2)—This soil lies below areas of less sloping 
Seaton soils on the ridgetops, and it receives runoff 
from those soils. It has been cultivated and has lost from 
one-third to two-thirds of its original surface layer 
through erosion. The present surface layer contains some 
material from the subsoil that has been mixed with the 
surface soil by tillage. It is lighter colored than the one 
in the profile described for the series. Also, the profile is 
generally shallower over bedrock than the one described. 

This soil can be used for hay. If it is used for field 
crops, it is highly süsceptible to further erosion. A suit- 
able cropping system is one in which row crops are 
grown infrequently. (Capability unit IVe-1, woodland 
suitability group 1) 

Seaton silt loam, 12 to 20 percent slopes, severely 
eroded (SnD3).—This is a sloping soil on ridges and val- 
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erate. These soils do not have a restricted root zone. The 
lack of fine-textured binding material in the surface 
layer makes them susceptible to erosion by wind and 
water. 

Sparta loamy sand, 0 to 2 percent slopes (SpA).—This 
is & nearly level soil that has the profile described for 
the series. The largest area is on the terrace of the 
Mississippi River, between Bay City and Hager City. 

Permeability is rapid, and not much water is lost 
through runodf. Therefore, water erosion is only a slight 
hazard. i ۱ 

If this soil is properly managed, it can be used for 
row crops, small grains, and hay. Most of the acreage 
is cultivated. Crop yields are generally low, however, 
because of the low natural fertility and low available 
moisture capacity. During seasons when the amount of 
rainfall is below normal, or when the rainfall is poorly 
distributed throughout the growing season, ylelds are 
especially low. Early maturing and deep-rooted crops 
generally make better yields on this soil than other 
crops. Protection is needed from wind erosion. It can be 
provided by practicing striperopping or planting shel- 
terbelts of trees and shrubs. (Capability unit 1Vs-3, 
woodland suitability group 4) 

Sparta loamy sand, 2 to 6 percent slopes (SpB).—This 
is a gently sloping or gently undulating soil. Its profile 
is similar to the one described for the series. In some 
places as much as one-third of the original surface layer 
has been lost through erosion by wind and water. 

This soil can be used for early maturing or deep-rooted 
crops. Most of the acreage is cultivated, but crop yields 
are generally low. Practices that help to control erosion 
must be practiced intensively, and fertilizer, lime, and 
organic matter are needed. (Capability unit IVs-3, 
woodland suitability group 4) 

Sparta loamy sand, 2 to 6 percent slopes, eroded 


` (SpB2).—The profile of this soil is similar to the one de- 


scribed for the series, but the surface layer is thinner 
as a result of erosion. This soil is gently sloping in some 
places and is gently undulating in others. It is highly 
susceptible to further erosion by wind, and special man- 
agement is needed to protect it. 

This soil is suitable for cultivation, but the low avail- 
able moisture capacity, coarse texture, and low fertility 
limit yields. Some areas that were formerly cultivated 
have been abandoned for crops and are idle. Those areas 
are suitable for planting to pine trees. (Capability unit 
IVs-8, woodland suitability group 4) 

Sparta loamy sand, 6 to 12 percent slopes, eroded 
(SpC2).—This soil has lost part of its original surface layer 
through erosion by wind and water. The present surface 
layer 1s 8 to 10 inches thick, or thinner than the one in 
the profile described for the series. Included in mapped 
areas of this soil are small areas of Sparta loamy sand, 
6 to 12 percent slopes. 

Droughtiness and erosion ‘are severe hazards that 
greatly limit the use of Sparta loamy sand, 6 to 19 per- 
cent slopes, eroded, for farming. Most of the acreage 
has been cultivated, but many areas are now being 
planted to pines. Some areas are in pasture or are idle. 
lf this soll is protected from erosion and is well man- 
aged, forage crops can be grown for hay or pasture. 
Deep-rooted crops, such as some legumes and grasses, 
can be grown. This soil is also suitable for pine trees, 
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Sogn-Rockton loams, 0 to 2 percent slopes (SoAl.— 
The principal soils of this mapping unit are Sogn 
silt loam and Rockton loam. These nearly level soils 
are on rock-formed terraces. Runoff is slow. Water 
erosion is not a hazard, but there is a slight hazard of 
wind erosion in some sandy areas. The available mois- 
ture capacity is low, and these soils are droughty. The 
Rockton soil has a layer of clayey material above the 
dolomite in some places. In those areas the available 
moisture capacity is higher than in areas where this 
layer is very thin or is lacking. (Capability unit IVs, 
woodland suitability group 12) 

Sogn-Rockton loams, 2 to 6 percent slopes (SoB).— 
Sogn silt loam and Rockton loam are the principal soils 
in this mapping unit. Runoff is moderately slow, and 
the hazard of erosion is slight. Management practices 
are needed that help to control erosion and that also con- 
serve moisture. (Capability unit IVs-3, woodland suit- 
ability group 12) 

Sogn-Rockton loams, 6 to 12 percent slopes, moder- 
erately eroded (SoC2)—The soils of this unit are on the 
edges of terraces that border drainageways and escarp- 
ments. The principal soils are Sogn silt loam and Rock- 
ton loam. In most places these sloping soils have lost 
from one-third to two-thirds of their original surface 
layer through erosion, and they are susceptible to fur- 
ther erosion. In some spots bedrock is within plow depth. 
Where bedrock is near enough to the surface to inter- 
fere with tillage, these soils can be used for hay or pas- 
ture. (Capability unit Vle-3, woodland suitability 
group 12) 

Sogn-Rockton loams, 12 to 20 percent slopes, mod- 
erately eroded (SoD2.—This mapping unit consists 
mainly of moderately steep areas of Sogn silt loam and 
Rockton loam. These soils are on the edges of limestone 
terraces. Runoff is rapid, and the hazard of further ero- 
sion is severe. These soils are more. droughty than the 
less sloping soils of the Sogn-Rockton mapping units. 
Included in the areas mapped are small areas of Sogn 
loam and of Rockton loam. 

The surface layer is low in content of organic matter. 
Tt is less friable and is in poorer tilth than the ‘surface 
layer in uneroded areas of the Sogn-Rockton mapping 
units. Rock outcrops are numerous, and in many areas 
bedrock is near the surface. (Capability unit VIIe-3, 
woodland suitability group 12) 


Sparta Series 


The Sparta series consists of deep soils that are sandy 
and excessively drained. These soils are on terraces bor- 
dering the Mississippi, St. Croix, and Kinnickinnic 
Rivers. They are nearly level to sloping. 

Representative profile of Sparta loamy sand: 

0 to 17 inches, very dark brown, very friable loamy sand. 
17 to 60 inches +, brown to yellowish-brown, loose fine sand. 

Sparta soils have very rapid permeability, very rapid 
internal drainage, and very low available moisture ca- 
pacity. Consequently, they are droughty. Even for fair 
yields, good management and good distribution of rain- 
fall during the growing season are needed. The soil re- 
action ranges from neutral to medium acid. Natural fer- 
tility is low, and the response to fertilizer is only mod- 
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thirds of its original surface layer through erosion. The 
dark-brown subsoil is exposed in some spots. The pres- 
ent surface layer generally has a lighter color, contains 
less organic matter, and is in poorer tilth than the 
surface layer in areas of similar soils that are not 
eroded. Also, the rate of infiltration is slower. 

The susceptibility of this soil to erosion has been 
slightly increased by the slower rate of infiltration and 
the poorer tilth of the surface layer. However, the 
hazard of further erosion is slight. Only simple prac- 
tices that help to control erosion are needed to keep this 
soil in good tilth, and those practices should also help 
to conserve water. (Capability unit Fle-1, woodland 
suitability group 1) 

Spencer silt loam, 6 to 12 percent slopes, moderately 
eroded (SrC2).—This is a sloping soil of the uplands. It has 
been cultivated, and erosion has removed from one-third 
to two-thirds of the original surface layer in most 
places. In some spots the subsoil is exposed. The present 
surface layer is generally 6 to 8 inches thick, or thinner 
than the surface layer 1m the profile described for the 
series. Also, glacial till is nearer the surface. The present 
surface layer is lighter colored, contains less organic 
matter, and is in poorer tilth than the surface layer in 
areas of similar soils that are not eroded. Small areas 
of Spencer silt loam, 6 to 12 percent slopes, are included 
in mapped areas of this soil. : 

Because erosion has removed organic matter and has 
left the surface layer in poorer tilth, Spencer silt loam, 
6 to 19 percent slopes, moderately eroded, is more sus- 
ceptible to erosion than it originally was. The hazard 
of further erosion is moderate. Row crops can be grown, 
however, if practices are used to protect this soil. (Ca- 
pability unit TTTe-1, woodland suitability group 1) 


Steep Stony and Rocky Land 


Steep stony and rocky land (Sif) is a land type made 
up of various kinds of soils that, ave shallow over bed- 
rock. The areas contain many rock outcrops and large 
boulders (fig. 18). This land type is on breaks below 
upland ridges underlain by sandstone or limestone bed- 
rock. It is steep. Where it occurs on the walls of valleys, 
the slopes are about 30 percent in some places. The bluffs 
are vertical, however, where this land type borders the 
Mississippi River. 

The texture of the soil material between the outcrops 
of rock ranges from sand to silt. The upper parts of 
the areas, just below the ridgetops, are underlain by 
limestone bedrock and by shattered fragments of lime- 
stone that have been moved down the slopes by gravity. 
At the middle and lower elevations, the areas are under- 
lain by sandstone bedrock and by fragments of sand- 
stone and limestone. In those areas, the soil material is 
more variable in characteristies than that at higher ele- 
vations. It consists of material weathered from sand- 
Stone and also of silty loess. 

The soil material in this land type is low in natural 
fertility. Runoff is very rapid on these steep slopes, and 
the hazard of erosion is very severe. Some of the areas 
are used for grazing, although yields are low. 

This land is too steep for renovation or for top- 
dressing with fertilizer. It 1s subject to gullying if run- 
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especially where protection from erosion is not feasible. 
(Capability unit VIs-3, woodland suitability group 4) 


Spencer Series 


The Spencer series consists of deep, moderately well 
drained soils that are silty. These soils have formed in a 
layer of silty loess that is 30 to 60 inches thick over 
glacial till. They are nearly level to sloping and are on 
uplands, mainly in the eastern part of the county. 

Representative profile of a cultivated Spencer silt 
loam: 

0 to 10 inches, very dark grayish-brown, friable silt loam. 

10 to 37 inches, dark grayish-brown, firm silt loam ; few, fine, 
Strong-brown mottles. 

37 .to 44 inches, grayish-brown, friable silt loam; yellowish- 
brown mottles. : 

44 inches +, yellowish-brown, firm sandy clay loam till; few 
strong-brown mottles. 

The Spencer soils are moderately permeable, have 
slow internal drainage, and have high available moisture 
capacity. In areas that have not been limed, they are 
medium acid to very strongly acid. They are neutral to 
mildly alkaline in areas that have been limed. These soils 
have moderately high natural fertility, but lime is 
needed in the areas that are acid. Where the proper 
amount of lime has been added, response to fertilizer is 
good. The depth to which roots can penetrate is not 
restricted. These soils are well suited to all of the locally 
grown crops, and they are important for farming. 

Spencer silt loam, 0 to 2 percent slopes [SrA).—This 
soil occupies the nearly level parts of upland plains. It 
is generally in broad drainageways where soil material 
accumulates from the adjacent areas. The surface layer 
is dark colored and is thicker than that of the more 
sloping Spencer soils. Also, this soil is normally deeper 
over glacial till than the more sloping Spencer soils. 

This soil receives runoff from the adjacent, higher 
lying areas. Surface runoff is very slow. No noticeable 
erosion has taken place, although this soil has been 
cultivated. 

If an adequate supply of plant nutrients and the con- 
tent of organic matter are maintained, this soil can be 
used intensively for crops. No practices are needed to 
control erosion. (Capability unit I-1, woodland suit- 
ability group 1) 

Spencer silt loam, 2 to 6 percent slopes (SrB).—This is 
a gently sloping soil, mainly on the highest parts of 
broad ridgetops. Its profile is like the one described for 
the series, except that the surface layer is slightly 
thicker. In most places the slopes are between 2 and 4 
percent. Runoff is rather slow, and the hazard of 
water erosion is slight. 

Almost all areas of this soil are in permanent pasture 
or wooded. This soil is highly desirable for field crops, 
however, and it is productive. In areas that are culti- 
vated, only simple practices are needed to control ero- 
sion. Row crops can be grown 2 years out of 5 if con- 
tour stripcropping is practiced. A more intensive crop- 
ping system may be used if the fields are terraced. 
(Capability unit TTe-1, woodland suitability group 1) 

Spencer silt loam, 2 to 6 percent slopes, moderately 
eroded (5r82).— This soil has the profile described for the 
series. In most places it has lost from one-third to two- 
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depth of 20 inches. Deeper penetration is generally 
inhibited by the excess moisture and lack of air. Where 
these soils have been limed, the reaction of the surface 
layer is neutral. These soils are slightly acid to strongly 
acid, however, below a depth of 9 inches. 

This soil is used mainly for crops. Because of its 
limited extent in this county, however, it is not impor- 
tant for farming. 

Stronghurst silt loam, benches, 0 to 2 percent slopes 
(SuA).—This is the only Stronghurst soil mapped in Pierce 
County. Its profile is the one described for the series. 

If this soil is drained and is well managed, good 
yields of corn, oats, and hay can be expected. Corn and 
small grains respond well if a nitrogen fertilizer is 
added, especially if the fertilizer is applied early in 
spring. A stand of alfalfa is hard to establish unless 
adequate drainage is provided. Lime is generally needed 
for good yields of legumes. Because of slow internal 
drainage, this soil cannot be worked early. in spring. 
In some places erosion is a slight hazard. Draining this 
soil and providing waterways to remove the excess water 
wil improve yields. (Capability unit ILw-9, woodland 
suitability group 7) 


Tell Series 


The Tell series consists of well-drained soils that are 
nearly level or gently sloping. These soils are on stream 
terraces. Some of the areas are in broad valleys or on 
the outwash plain in the northwestern part of the 
county. The material in which these soils formed is 
24 to 49 inches of windblown silt (loess) over stratified 
outwash sand. 

Representative profile of Tell silt loam: 

0 to 12 inches, dark grayish-brown, friable silt loam. 
12 to 25 inches, dark-brown, firm heavy silt loam. 

25 to 27 inches, dark-brown, firm loam, 

27 inches +, yellowish-brown, loose fine sand. 

Tell soils are moderately permeable and have fair 
available moisture capacity. Internal drainage is me- 
dium. The reaction of the root zone ranges from neutral 
to strongly acid. The root zone extends downward to 
the sandy substratum, and its reaction ranges from 
neutral to strongly acid. Natural fertility is moderately 
high. 

Tell silt loam, 0 to 2 percent slopes (TeA).—This is a 
nearly level soil in broad areas on stream terraces. Its 
profile is the one described for the series. There is little 
danger of erosion, but drought is a serious hazard. 
Where this soil occurs in the broad valleys in the north- 
western part of the county, it has a finer textured sub- 
stratum, has higher available moisture capacity, and is 
less droughty than where it occurs in other areas. 

If desirable soil structure and favorable permeability 
are maintained, this soil can be cultivated intensively. 
Row crops can be grown year after year if all the crop 
residue 1s returned to the soil, if a good supply of 
plant nutrients and good tilth are maintained, and if 
minimum tillage is practiced. Yields are generally good 
if practices are used to conserve moisture. (Capability 
unit IIs-1, woodland suitability group 1) 

Tell silt loam, 2 to 6 percent slopes, eroded (Te82).— 
This soil has lost from one-third to two-thirds of its 
original surface layer through erosion. The present sur- 
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Figure 13.—An area of Steep stony and rocky laud. The severe 
hazards of erosion and droughtiness make this land type unsuit- 
able for crops, but it can be used as woodland or to provide food 
and cover for wildlife. 
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off is allowed to concentrate in trails made by cattle. 
The land can be used for timber or to provide food and 
cover for wildlife. The yields of timber are generally 
better on slopes that face north and east, however, than 
` on slopes that face south and west. This is because the 
soil materialis commonly deeper and more silty on the 
north- and east-facing slopes than on the slopes that 
face south and west. 

Steep stony and rocky land occupies a large acreage, 
and it provides a habitat for much of the wildlife in 
the county. If the wooded areas are protected from 
grazing, leaves and other remains of plants accumulate. 
They help to slow runoff and control flooding of the 
streams below. (Capability unit VIIs-9, woodland suit- 
ability group 5) 


Stronghurst Series 


The Stronghurst series consists of somewhat poorly 
drained soils that are nearly level. These soils have 
formed on low stream terraces in a deep layer of wind- 
blown silty material (loess). They occur mainly a few 
miles north of Plum City along Plum Creek. 

Representative profile of Stronghurst silt loam, 
benches: 

0 to 9 inches, very dark grayish-brown, friable silt loam; 
many, dark-brown mottles in the lower part of the layer. 

9 to 11 inches, dark-brown, friable silt loam; many, medium, 
yellowish-red mottles. 

11 to 88 inches, dark-brown, firm silt loam; many, medium, 
yellowish-red and yellowish-brown mottles, 

38 to 60 inches, dark-brown, friable silt loam ; many, medium, 
strong-brown mottles. 

Stronghurst soils are.slowly permeable, have slow 
internal] drainage, and have high available moisture 
capacity. In many places they receive runoff from the 
adjacent slopes. Runoff is slow, and these soils are sub- 
ject to some ponding. In most places the root zone for 
most plants grown for crops does not extend below a 
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cause of the limited available moisture capacity. (Ca- 
pability unit VIIs-9, woodland suitability group 4) 


Terril Series 


'The Terril series consists of deep soils that are well 
drained or moderately well drained. These soils occur 
throughout the county, along the courses of streams and 
on the flood plains of the larger streams. They have 
formed in loamy sediments washed from dark-colored 
soils developed under prairie grasses on the uplands. 

Representative profile of Terril loam: 

O to 34 inches, very dark brown, friable loam. 
34 to 45 inches, very dark brown, firm silt loam. 
45 inches +, dark-brown, firm heavy loam. 

The Terril soils are moderately permeable and have 
high available moisture capacity. Their root zone is 
not restricted. These soils are fertile, but good response 
is received from applications of fertilizer. They are 
medium acid. 

Terril loam (0 to 3 percent slopes) (Tx)—This is the 
only Terril soil mapped in Pierce County. It is easy 
to till because it is nearly level and has a deep, friable 
surface layer. Many of the areas are subject to overflow, 
but flooding does not limit the use of this soil for 
agriculture. Natural fertility is high. 

This soil can be cropped intensively if it is well 
managed, and if lime and the proper kinds and amounts 
of fertilizer are applied. Where flooding and stream- 
bank eutting are continuing hazards, forage crops can 
be grown for hay or pasture, or this soil should be 
used for trees or for areas that provide food and cover 
for wildlife. (Capability unit ILw-11, woodland suit- 
ability group 12) 


Vlasaty Series 


The Vlasaty series consists of moderately well drained 
50115 that are gently sloping or sloping. These soils 
have formed in 12 to 30 inches of windblown silt 
(loess)' over glacial till. They are on uplands in the 
northern half of the county. 

Representative profile of a cultivated Vlasaty silt 
loam: 

0 to S inches, dark-gray, friable silt 10am. 

8 to 12 inches, brown, very friable silt loam; few, fine, yel- 
lowish-brown mottles. 

12 to 16 inches, dark yellowish-brown, plastic silty clay loam; 
many, faint, yellowish-brown mottles. 

16 to 42 inches, dark yellowish-brown, plastic clay loam; 
many, fine, grayish-brown mottles. 

42 to 58 inches +, yellowish-brown to grayish-brown, plastic 
elay loam. 

The Vlasaty soils are moderately permeable, have 
slow internal drainage, and have high available moisture 
capacity. In areas that have been limed, the reaction 
of the surface layer is neutral, but these soils are 
medium acid to very strongly acid in other areas. The 
depth to which roots can penetrate is not restricted. 
Natural fertility is moderate, but lime is generally 
needed. After lime.has been added, good response is 
generally received from fertilizer. In Pierce County 
these soils are well suited to all of the locally grown 
crops and are important for agriculture. 
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face layer has less desirable structure, is in poorer tilth, 
and is more susceptible to further erosion than that of a 
comparable soil that is not eroded. Also, the rate of 
infiltration is slower. The slopes are mainly between 4 
and 6 percent. On this gently sloping soil, runoff is 
rapid enough to cause further erosion if this soil is 
not protected. Included in mapped areas of this soil 
are small areas of Tell silt loam, 2 to 6 percent slopes, 
and of Tell silt loam, 6 to 12 percent slopes, moderately 
eroded. 

Protection is needed from further erosion. If contour 
stripcropping is practiced, a suitable cropping system 
is one consisting of 2 years of row crops, 1 year of a 
‘small grain, and 2 years of meadow. Such a cropping 
system adequately controls erosion and also conserves 
water. (Capability unit Tle-2, woodland suitability 
group 1) 


Terrace Escarpments 


Terrace escarpments consist of long, narrow, steep or 
very steep miscellaneous land types along the edges of 
stream terraces. The texture of the soil material near the 
surface ranges from sandy to silty. The underlying soil 
material varies both in depth and in characteristics. 
These land types are highly susceptible to serious gully 
erosion. They are not suitable for cultivation and are 
difficult to use and manage. 

Terrace escarpments, loamy (Tl) —This land type con- 
sists of soil material that has a texture of loam or 
silt loam. It includes areas of Rozetta, Fayette, and 
Dakota soils that are too limited in extent or too vari- 
able in characteristics to be mapped separately. The 
slopes range from 12 to 45 percent. The available 
moisture capacity and natural fertility are moderate. 

The steep slopes and severe hazard of erosion make 
this land type unsuitable for field crops. The areas that 
are not too steep for operating farm machinery can be 
used for pasture, and yields of forage are generally 
good. The steeper areas are suitable for permanent 
grass or trees. Good yields of timber are obtained on 
the slopes that face north and east, but the yields are 
lower on the slopes that face south and west. The 
wooded areas need protection from fire and grazing. 
(Capability unit VTTe-1, woodland suitability group 1) 

Terrace escarpments, sandy (Ts).—This is a steep land 
type that occurs in narrow bands on the edges of stream 
terraces. It consists of sandy material typical of such 
soils as the Plainfield, Sparta, Burkhardt, and Dakota. 
The areas mapped include small patches of these soils 
that are too variable in characteristics or too limited 
in extent to be mapped separately. The slopes range 
from 12 to 45 percent. 

This land type has low available moisture capacity 
and is susceptible to severe erosion. It is not suitable 
for cultivation but can be used for permanent vegeta- 
tion, such as pasture or trees. It can also be used to 
provide food and cover for wildlife. Pasture is the main 
use. Careful control of grazing is needed in the pastured 
areas, however, to help to control erosion. If erosion is 
not controlled, cropland on the adjacent lower lying 
terraces can be seriously damaged. 

Pine trees grow well on this land type. Where hard- 
woods are grown, yields of timber are rather low be- 
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can be grown 1 year out of 5. (Capability unit 1116-1 
woodland suitability group 1) 


Waukegan Series 


The Waukegan series consists of moderately deep, silty, 
nearly level or gently sloping soils that are well drained. 
These soils are on stream terraces, where they are under- 
lain by sand at some depth between 24 and 38 inches. 
They occur mainly in the northwestern part of the county 
between the towns of Prescott and River Falls. To a 
lesser extent, they occur on a terrace on the Mississippi 
River between Bay City and Diamond Bluff. Smaller 
areas occupy stream terraces throughout the county. 

Representative profile of a cultivated Waukegan silt 
loam: 

0 to 7 inches, black, very friable silt loam. 

1 to 15 inches, very dark brown, friable silt loam. 
15 to 28 inches, dark-brown, friable silt loam, 

28 to 34 inches, dark-brown, friable sandy loam. 

34 to 60 inches -+, yellowish-brown, loose fine sand. 

The Waukegan soils have moderate permeability, rapid 
internal drainage, and moderate moisture-supplying ca- 
pacity. Rainfall must be well distributed throughout the 
growing season, and good management is necessary for 
moderately high yields. Natural fertility is high, but 
good response 1s obtained from applications of fertilizer. 

Before these soils were cultivated, the content of 
organic matter was very high, but it has been greatly 
depleted by intensive farming. These soils still contain 
more organie matter, however, than a comparable light- 
colored soil. 

In areas where these soils have been limed, the surface 
layer has a neutral reaction, but the reaction 15 medium 
acid in other areas. The root zone of most crops extends 
to the sandy substratum, but larger roots penetrate 
deeper. Management practices that conserve water are 
needed. Locally, these soils are important for farming. 

Waukegan silt loam, 0 to 2 percent slopes (WaA).—In 
most places the profile of this soil is like the profile 
described for the series, but it is thicker in places. In 
the areas where the profile is thicker, the surface layer 
is slightly thicker than the one in the profile described 
for the series. Also in those areas, the subsoil of silt loam 
or loam extends to a depth as great as 42 inches. 

This nearly level soil is not eroded or is only slightly 
eroded. No special practices are needed to protect it from 
erosion. If an adequate supply of plant nutrients and the 
content of organic matter are maintained clean-tilled 
crops can be grown fairly intensively. During prolonged 
periods of dry weather, however, crops grown on this 
soil are damaged from lack of moisture sooner than crops 
grown on soils that contain deeper layers of material 
that hold water well. (Capability unit 119-1, woodland 
suitability group 12) 

Waukegan silt loam, 2 to 6 percent slopes (WaB).— 
This is a gently sloping soil that has a profile similar 
to the one described for the series. It is only slightly 
eroded. Included in the areas mapped are small areas of 
Waukegan silt loam, 2 to 6 percent slopes, moderately 
eroded. 

Runoff is not excessive, but some practices are needed 
to control erosion. In some places erosion can be con- 
trolled by using a suitable cropping system. In others 
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Vlasaty silt loam, 2 to 6 percent slopes (VaB).—This 
is a gently sloping soil on broad uplands. It occupies 
areas slightly lower in the soil pattern than those 
occupied by the Renova soils. The profile is the one 
described for the series. The slopes are concave. 

This soil is productive and is desirable for crops. It 
is used for field crops where the slopes are no stronger 
than 4 percent and where erosion has not been a prob- 
lem. Nevertheless, almost all of the acreage is in perma- 
nent pasture or trees. 

Although runoff is rather slow, erosion is a slight 
hazard. Only simple practices are needed, however, to 
protect, cultivated areas of this soil. Row crops can be 
grown 2 years out of 5 where stripcropping is prac- 
ticed. If the fields are terraced, a more intensive crop- 
ping system can be used. (Capability unit [Ie-1, wood- 
land suitability group 1) 

Vlasaty silt loam, 2 to 6 percent slopes, moderately 
eroded (VaB2).—This is a gently sloping soil on broad up- 
lands. It has been cultivated, and in most places it has 
lost from one-third to two-thirds of its original surface 
layer through erosion. In some spots, however, the sub- 
soll is exposed. The present surface layer is generally 
grayish brown, but it is dark brown in the areas where 
the subsoil is exposed. The present surface layer has a 
lighter color, contains less organic matter, and is in 
poorer tilth than that of a comparable soil that is not 
eroded. It is generally 6 to 8 inches thick. 

This soil is slightly susceptible to further erosion. It 
can be kept in good tilth, however, by using the rather 
simple practices to control erosion and conserve water 
that are suggested for Vlasaty silt loam, 2 to 6 percent 
slopes. (Capability unit IIe-l, woodland suitability 
group 1) 

Vlasaty silt loam, 6 to 12 percent slopes (VaC).—This 
is a sloping soil of the uplands. It has been used mainly 
as woodland or for pasture. Little erosion has taken place, 
and the surface layer is about 8 to 10 inches thick in 
most places. The profile is slightly thinner than the pro- 
file described for the series. 

The hazard of erosion is moderate, but row crops can 
be grown if practices are used to protect this soil. If 
contour striperopping is practiced, row crops can be 
grown 1 year out of 5. (Capability unit 1116-1, woodland 
suitability group 1) 

Vlasaty silt loam, 6 to 12 percent slopes, moderately 
eroded (VaC2).—This is a sloping soil of the uplands. It 
has been cultivated. In most places from one-third to 
two-thirds of the original surface layer has been lost 
through erosion. In some areas, however, the subsoil has 
been exposed by tillage. The present surface layer is 
generally 4 to 8 inches thick. It is lower in content of 
organic matter-and is in poorer tilth than the original 
one. The loss of organic matter and poorer tilth, in 
turn, inerease the risk of further erosion. The present 
surface layer is lighter colored and thinner than the one 
in the profile described for the series, and the profile is 
less deep over glacial till In some spots where tillage 
has exposed the subsoil, the present surface layer is 
dark brown. 

The hazard of further erosion is moderate, but row 
crops can be grown if practices are used to protect this 
soil. Where contour stripcropping is practiced, row crops 
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simple practices are applied that control erosion. The 
wooded areas need protection from fire and grazing. 
(Capability unit Ile-2, woodland suitability. group 1) 

Whalan silt loam, 2 to 6 percent slopes, moderately 
eroded (VVhB2).—This is a gently sloping soil on the 
rounded tops of ridges and on rock-formed terraces. Tt has 
lost from. one-third to two-thirds of its original surface 
layer through erosion, and the present surface layer is 4 to 
8 inches thick. The soil material in the remaining surface 
layer has been mixed by tillage and is dark grayish brown 
or very dark grayish brown. The profile is similar to the 
one described for the series, except for the lighter color 
of the surface layer. 

_If this soil is properly managed, it is highly produc- 
tivo and is well suited to row crops, small grains, and 
hay. Nearly all of the acreage is cultivated. Runoff is 
not excessive, but some practices are needed to prevent 
further erosion. Good response is obtained from applica: 
tions of lime and fertilizer. (Capability unit ITe-2, wood- 
land suitability group 1) 

Whalan silt loam, 6 to 12 percent slopes (WhC).—This 
soil is on upland ridges and on limestone terraces in 
areas not well suited to tillage. Most of the areas are 
wooded or in pasture, and little or no erosion has taken 
place. The profile is the one described for the series. 

The hazard of erosion is moderate, and practices are 
needed to control erosion if this soil is cultivated. On the 
very long slopes, row orops can be included in the crop- 
ping system if stripcropping is practiced. (Capability 
unit 1116-2, woodland suitability group 1) 

Whalan silt loam, 6 to 12 percent slopes, moderately 
eroded (WhC2].—This soil is on the side slopes of ridges. 
Tillage has mixed the material in the surface layer, and 
the present surface layer is dark grayish brown. In gen- 
eral, except for this lighter colored surface layer, the 
profile is similar to the one described for the series. In 
some areas, however, as much as two-thirds of the orig- 
inal surface layer has been lost through erosion and the 
present surface layer is 4 to 8 inches thick. Included in 
the mapped areas of this soil are small areas of Whalan 
silt lonm, 6 to 12 percent slopes, severely eroded. 

Crops that require cultivation are grown on nearly all 
areas of Whalan silt loam, 6 to 19 percent slopes, moder- 
ately eroded. The main crops are corn, oats, and an al- 
falfa-brome mixture. Good yields of these crops can be 
obtained if practices are used to help to control erosion, 
and if enough lime and fertilizer are applied. (Capabil- 
ity unit 1116-2, woodland suitability group 1) 

Whalan silt loam, 12 to 20 percent slopes (WhD).— 
Except that the layers are slightly thinner, the profile of 
this soil is similar to the profile described for the series. 
Depth to the layer of dark-brown, firm sandy clay loam 
ranges from 24 to 28 inches. This is a moderately steep 
soil, and much of the acreage is in trees. In the wooded 
areas, little or no erosion has taken place. 

Because of the moderately steep slopes and the suscep- 
tibility to severe erosion, this soil must be managed care- 
fully if it is cultivated. It is not suited to row crops. The 
most intensive cropping system that can be safely used 
is one that consists of small grains and meadow. Gully- 
ing is a hazard if runoff is allowed to concentrate. 

Controlled grazing will help to maintain a cover of 
plants in the areas used for permanent pasture. The 
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terracing, stripcropping, or other supporting practices 
are needed. If erosion is contrólled, and if this soil is 
otherwise well managed, farming can be fairly intensive. 
Good yields of crops are generally obtained. During 
seasons when the amount of rainfall is small, or when 
the rainfall is poorly distributed, crops are damaged by 
drought sooner than those grown on solls that contain 
deeper layers that hold water well. (Capability unit 
IIe-2, woodland suitability group 12) 


Whalan Series 


'The Whalan series consists of well-drained soils of the 
uplands. These soils have formed in more than 20 inches 
of silty loess and glacial till over a thin layer of material 
weathered from limestone. They are underlain by fissured 
dolomite. These soils are most extensive in the northern 
half of the county. They range from nearly level to steep. 

Representative profile of Whalan silt loam that has not 
been cultivated: 

0 to 10 inches, very dark grayish-brown, frinble silt loam. 
10 to 27 inches, dark-brown, firm silty clay 1oam. 

27 to 29 inches, dark-brown, firm sandy clay loam. 

29 inches +, yellowish-brown, fissured dolomite. 

The Whalan soils are moderately permeable and have 
moderate available moisture capacity. Reaction is neutral 
to medium acid. The depth to which roots can penetrate 
is restricted by the underlying bedrock. Natural fertility 
is moderately high, but good response is obtained from 
applieations of fertilizer. 

'These soils are important for farming. Crops grown on 
them have potential for moderately high yields. 

Whalan silt loam, 0 to 2 percent slopes (WhA).— This 
soil occupies a small acreage on limestone-capped up- 
lands and on limestone terraces along the Rush River. 
Its profile is similar to the profile described for the series. 
On the rock-formed terraces, however, limestone bedrock 
is generally at a depth of 30 to 42 inches and the layer 
of sandy clay loam 1s comparatively thin. 

This nearly level soil has been cultivated, but no 
noticeable erosion has taken place. Surface runoff is very 
slow, and practices are not needed to control erosion. If 
an adequate supply of plant nutrients is maintained, and 
if crop residue is returned to the soil, crops can be grown 
intensively. (Capability unit IIs-1, woodland suitability 
group 1) 

Whalan silt loam, 2 to 6 percent slopes (WhB).—This 
is a gently sloping soil on upland ridgetops and on lime- 
stone terraces. It 15 mainly on narrow ridgetops, on the 
ends of ridges, or in other areas that are not well suited 
to cultivation or that are not accessible. Most of the 
areas are wooded, but some areas are cultivated. In the 
areas that are cultivated, the slopes are generally less 
than 4 percent and erosion has not been a problem. 'The 
profile in cultivated areas of this soil is generally deeper 
over limestone bedrock than the profile described. for the 
series. Leaf litter provides protection from erosion in the 
wooded areas. 

Yields of cultivated crops grown on this soil are po- 
tentially high. Lime and fertilizer are necessary, how- 
ever, and they should be applied according to the needs 
indieated by the results of soil tests and the requirements 
of the crop to be grown. Erosion is a slight hazard, but 
a fairly intensive cropping system can be safely used if 
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mapped are a few acres of Whalan silt loam, 20 to 30 per- 
cent slopes, 

Whalan silt loam, 20 to 30 percent slopes, moderately 
eroded, has about the same limitations and requires about 
the same management as Whalan silt loam, 20 to 30 per- 
cent slopes, and it is suited to about the same crops 
grown for hay or pasture. Practices that control erosion 
àre important to protect this soil from losing additional 
soil material. (Capability unit VIe-2, woodland suitabil- 
ity group 1) 


Worthen Series 


Deep, dark-colored, well drained or moderately well 
drained soils make up the Worthen series. These soils 
have formed in deep deposits of silty material that has 
been moved down by water or by gravity from the 
steeper slopes above. They are widely distributed through- 
out the county. These soils occupy small areas, mainly in 
narrow valleys, at the heads of draws, on bottoms along 
small, intermittent streams, and at the foot of steep 
slopes. "They are nearly level to sloping, but most of the 
slopes are less than 6 percent. 

Representative profile of a cultivated Worthen silt 
loam: 

0 to 16 inches, very dark brown, very friable silt loam. 
16 to 27 inches, very dark grayish-brown, friable silt loam. 
27 inches +, dark grayish-brown, friable’ silt loam. 

Runoff is medium, and the Worthen soils have moder- 
ate permeability and high available moisture capacity. 
The reaction is neutral to strongly acid. The root zone 
is deep, and these soils have high natural fertility and a 
high content of organic matter. Their thick, friable sur- 
face layer makes them highly desirable for farming. 

Worthen silt loam (0 to 3 percent slopes) (Wn).—This 
is the only Worthen soil mapped in Pierce County. It is 
adjacent to intermittent streams and is subject to occa- 
sional flooding. In places the floodwaters deposit a thin 
layer of sand and a few small stones on the surface. The 
soil is nearly level or gently sloping. Its profile is the one 
described for the series. 

This soil is well suited to all the crops commonly 
grown in the county including such special crops as peas, 
potatoes, and green beans. It can be cropped intensively, 
and good yields can be obtained if management is good. 
The small areas in which a layer of sandy overwash 
covers the surface are generally managed like other 
areas of this soil. 

If this soil is cropped intensively, the supply of plant 
nutrients is reduced and manure and a commercial fer- 
tilizer are needed. Areas likely to be damaged by flood- 
ing ean be protected by installing dikes, diversions, or 
waterways, or they can be kept in hay or pasture. For- 
age crops respond well if a complete fertilizer is applied 
periodically. (Capability unit I-1, woodland suitability 
group 12) 


Wykoff Series 


The Wykoff series consists of soils that are well drained 
and that are moderately shallow over glacial till. These 
soils have formed on upland glacial till plains in a 
mantle of silty loess over stratified glacial till, They are 
gently sloping to moderately steep. i 
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wooded areas are well suited to trees and can be managed 
for sustained production of timber. (Capability unit 
IVe-2, woodland suitability group 1) 

Whalan silt loam, 12 to 20 percent slopes, moderately 
eroded (VVhD2).—The profile of this moderately steep soil 
is thinner over the layer of dark-brown, firm sandy clay 
loam than the profile described for the series. Depth to 
the layer of sandy clay loam is about 24 to 28 inches. 
From one-third to two-thirds of the original surface 
layer has been. lost through erosion. The present surface 
layer is 4 to 6 inches thick and is dark grayish brown. 

This soil is not suitable for intensive cultivation. 
Moderately high yields of small grains and hay can be 
obtained, however, if good management is used, and if 
practices are used that help to control erosion. A suitable 
cropping system is one that consists mainly of hay crops. 
Lime and fertilizer should be applied in accordance with 
the needs indicated by the results of soil tests and the 
needs of the crop to be grown. (Capability unit IVe-9, 
woodland suitability group 1) 

Whalan silt loam, 12 to 20 percent slopes, severely 
eroded (WhD3).—The surface layer of this soil is thinner 
than the one in the profile described for the series. Also, 
the layer of dark-brown sandy clay loam is at a depth 
of only about 24 inches. More than two-thirds of the orig- 
inal surface layer has been lost through erosion, and the 
dark-brown subsoil has been exposed by tillage in much 
of the acreage. As a result, the rate of infiltration and 
the content of organie matter are lower than they were 
before this soil was eroded and good tilth is more diffi- 
cult to maintain. The spots where the subsoil are ex- 
posed nre more susceptible to further erosion than areas 
of a comparable uneroded soil. 

Most areas of this moderately steep soil have been used 
for crops. Because of the severe erosion, however, many 
areas are now used for hay or they have been converted 
to pasture. This soil is suitable for renovated pasture 
or for other uses for which sod-forming crops are re- 
` quired. (Capability unit VIe-2, woodland suitability 
group 1) 

Whalan silt loam, 20 to 30 percent slopes (WhE).—This 
is a steep soil on the side slopes of ridges in the uplands. 
Its profile contains slightly thinner layers and is normally 
shallower over bedrock than the one described for the 
series. Included in mapped areas of this soil are small 
areas of shallower Whalan soils. Limestone is exposed 
at the surface in some included areas. 

Whalan silt loam, 20 to 30 percent slopes, is susceptible 
to very severe erosion. It is suited to forage crops grown 
for hay or pasture, or it can be used as woodland or to 
provide food and shelter for wildlife. Controlled grazing 
helps to maintain a good cover of sod if this soil is used 
for pasture. (Capability unit VIe-2, woodland suitability 
group 1) ۱ 

Whalan silt loam, 20 to 30 percent slopes, moderately 
eroded (WhE2).—Like Whalan silt loam, 20 to 30 percent 
slopes, this soil is on the side slopes of upland ridges. Its 
profile is similar to the one described for the series, but 
in most places from one-third to two-thirds of the orig- 
inal layer has been lost through erosion. Spots of the 
dark-brown subsoil are exposed 1n the areas that are still 
eultivated or that have been intensively grazed. The pres- 
ent surface layer is lighter colored than the one in the 
profile described for the series. Included in the areas 
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to 8 inches thick. In some spots, however, tillage has 
removed all of the original surface layer. In those areas 
the present surface layer consists of dark-brown soil 
material that was formerly part of the subsoil. The 
present surface layer contains less organic matter than 
the original one. The profile is less deep over sandy and 
gravelly loam and has a thinner surface layer than the 
profile deseribed for the series. 

'The lower content of organic matter and the poorer 
tilth make this soil more susceptible to erosion than Wyk- 
off loam, 6 to 12 percent slopes. The hazard of further 
erosion is moderate, but row crops can be grown occa- 
sionally 1f practices are used to protect this soil. If con- 
tour stripcropping is practiced, row crops can be grown 
1 year out of 5. (Capability unit IIIe-2, woodland suit- 
ability group 5) 

Wykoff loam, 6 to 12 percent slopes, severely eroded 
(WoC3).—This soil has been cropped intensively and has 
lost more than two-thirds of its original surface layer 
through erosion. In much of the acreage where this soil 
is still cultivated, the subsoil is exposed. The present sur- 
face layer is dominantly dark brown. It is low in content 
of organic matter and is hard to keep in good tilth. The 
rate of water infiltration is slower, the amount of runoff 
is greater, and the surface layer is more gravelly and 
cobbly than in areas that are less eroded. 

The hazard of further erosion is moderate to severe. 
Large applications of barnyard manure and commercial 
fertilizer are needed to build up the supply of plant nu- 
trients, to improve tilth, and to increase the rate of infil- 
tration. This soil is more susceptible to further erosion 
than is a comparable uneroded soil. Therefore, control of 
erosion is important. (Capability unit IVe-2, woodland 
suitability group 5) 

Wykoff loam, 12 to 20 percent slopes (WoD).—Most 
areas of this soil are wooded and are not noticeably 
eroded. The slopes are convex and are moderately steep. 
The profile is generally shallower over the sandy and 
gravelly drift than the profile described for the series. 
Also, the surface layer is thinner, or 4 to 8 inches thick. 

Wooded areas of this soil are protected by a perma- 
nent cover of plants, and there is no serious hazard of 
erosion. In the areas used for pasture, a firm sod can be 
maintained by controlling erosion. In the wooded areas, 
sustained production of timber is feasible if the areas are 
protected from fire and grazing. (Capability unit IVe-2, 
woodland suitability group 5) 

Wykoff loam, 12 to 20 percent slopes, moderately 
eroded (VVoD2).—This soil has been cultivated and has lost 
from one-third to two-thirds of its original surface layer 
through erosion. The present surface layer has a brown- 
ish color, because tillage has mixed part of the subsoil 
with the surface soil. It contains less organic matter and 
is in poorer tilth than the original one. This soil occurs 
at a slightly lower elevation in the soil pattern than the 


"Wykoff and Renova soils that are less sloping. It is at 


a higher elevation than the Whalan soils that ave steeper. 
The profile is shallower over sandy and gravelly material 
than the profile described for the series, and the surface 
layer is 4 to 8 inches thick. Included in the mapped areas 
of this soil are small areas of Wykoff silt loam. 
Wykoff loam, 12 to 20 percent slopes, moderately 
eroded, is susceptible to severe water erosion. It can be 
used to grow forage crops or in a cropping system no 
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Representative profile of a cultivated Wykoff loam: 

0 to 9 inches, dark grayish-brown, friable loam. 

9 to 15 inches, dark-brown, firm loam. 

15 to 23 inches, dark-brown, firm gravelly loam. 

23 to 30 inches, reddish-brown, friable gravelly sandy loam, 

30 to 42 inches -++, dark-brown, loose, layered sandy loam and 
gravelly loam, 

The Wykoff soils have moderate permeability, rapid 
internal drainage, and moderate available moisture ca- 
pacity. They are slightly droughty during extended dry 
periods. These soils are slightly acid to medium acid. 
Natural fertility 1s moderate. 

Wykoff loam, 2 to 6 percent slopes (WoB).—This soil 
occupies convex slopes in broad areas of the uplands. The 
areas that are not susceptible to erosion have been cul- 
tivated, and the other areas have been kept in permanent 
pasture or trees. Because this soil is not eroded, its sur- 
face layer is generally a few inches thicker than the one 
in the profile described for the series. 

Although erosion is a slight hazard, runoff is rather 
slow. This soil is only slightly droughty. Only simple 
practices are needed to control erosion in areas that are 
cultivated. Contour striperopping is suggested, for this 
practice conserves water as well as controls erosion. 
If contour stripcropping is practiced, row crops can be 
grown 2 years out of 5. Where the fields are terraced, a 
more intensive cropping system may be used. (Capability 
unit Tle-2, woodland suitability group 5) 

Wykoff loam, 2 to 6 percent slopes, moderately 
eroded (WoB2).—This soil, like Wykoff loam, 2 to 6 percent 
slopes, occupies broad areas in the uplands, where the 
slopes are convex. All of the acreage has been cultivated. 
As a result, this soil has lost from one-third to two- 
thirds of its original surface layer through erosion. In 
general, the present surface layer is lighter colored, con- 
tains less organic matter, and is in poorer tilth than the 
original one. In a few spots, the dark-brown subsoil is 
exposed. The profile of this soil is the one described for 
the series. 

Erosion has slowed the rate of infiltration and has 
made this soil slightly more susceptible to erosion and 
more droughty than a comparable soil that is not eroded. 
The same practices that are suggested for Wykoff loam, 
2 to 6 percent slopes, are needed for this soil to maintain 
good tilth and to obtain higher yields. (Capability unit 
Île, woodland suitability group 5) 

Wykoff loam, 6 to 12 percent slopes (WoC).—This is 
a sloping soil of the uplands. It has been used mainly 
as woodland or for pasture. As a result, little or no ero- 
sion has taken place and the surface layer is about 8 to 
10 inches thick in most places. The profile is similar to 
the one described for the series, except that it is less deep 
over sandy and gravelly loam and it has retained most 
of its original surface layer. 

This soil is moderately susceptible to erosion, and it is 
also slightly droughty. If row crops are grown, prac- 
tices are needed that control erosion. Row crops may be 
grown 1 year out of 4 if striperopping is-practiced. -(Ca- 
pability unit 1116-2, woodland suitability group 5) 

Wykoff loam, 6 to 12 percent slopes, moderately 
eroded (WoC2).--This is a sloping upland soil that has 
been cultivated. In most places from one-third to two- 
thirds of the original surface layer has been lost through 
erosion and the present surface layer is generally only 4 
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This soil is moderately susceptible to erosion, and it 
is slightly droughty. It is suitable for row crops if prac- 
tices are used that control erosion. Contour stripcropping 
is the preferred practice because it conserves water and 


.also controls erosion, (Capability unit IIIe-2, woodland 


suitability group 5) 


Genesis, Morphology, and 


` Classification of Soils 


In this section the factors of soil formation, the mor- 
phology and composition of the soils, and the classifica- 
tion of the soils into higher categories are discussed. Fol- 
lowing these discussions, each soil series in the county is 
described, and a soil profile typical of the series is given. 
The information given is technical and is intended pri- 
marily for soil scientists and others who want more de- 
tailed information about the characteristics and origins 
of the soils of Pierce County than is given in the section 
“Descriptions of the Soils.” 


Factors of Soil Formation 


The soils of Pierce County, like the soils of any other 
area, are the product of the action of climate and living 
organisms upon the parent material, as conditioned by 
local factors of relief. The magnitude of the combined 
influences of these four factors is, of course, a function 
of time. 

Climate and living organisms are regarded as the ac- 
tive, or dynamic, agents of soil formation that supply the 
energy for the alteration of unconsolidated rock ma- 
terials. Parent material, relief, and time are generally 
regarded as passive agents in this process. All five of 
these factors come into pluy in the genesis of every soil. 
In extreme cases one factor may dominate in the forma- 
tion of a soil and fix most of its properties. In general, 
however, the influence of each of these factors is merged 
with the influence of others. A soil in any one place rep- 
resents the effects of all of these factors interacting. 


Climate 


Pierce County has a cool, moist-subhumid, continental 
climate typical of the climate in the north-central part of 
the United States. Facts about the temperature and about 
the amount and distribution of rainfall throughout the 
years are given in the section titled “Climate” near the 
back of this soil survey. 

The most important direct effects of climate are the 
weathering of rocks and the alteration of the material 
from which soils form. The indirect effects, however, are 
likely to be equal to the direct effects, or of even greater 
significance. For example, in areas where a large amount 
of precipitation is received and the temperature is rather 
high, some soils have a higher content of clay than soils 
in areas where less precipitation is received and the tem- 
perature is lower. Another indirect action of climate con- 
sists of supplying energy and a suitable environment for 
organisms, This indirect action is of special significance, 
because it results in an increase in the content of organic 
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more intensive than 1 year of a small grain followed by 
3 years of meadow. In the pastured areas, controlling 
grazing helps to maintain a firm sod that resists erosion. 
The risk of gully erosion can be decreased by discour- 
aging cattle from making trails where runoff can con- 
centrate. (Capability unit IVe-2, woodland suitability 
group 5) 

Wykoff loam, 12 to 20 percent slopes, severely eroded 
(WoD3).—This is a moderately steep soil that has been cul- 
tivated. It has lost more than two-thirds of its original 
surface layer through erosion. The present surface layer 
consists mainly of dark-brown material from the subsoil, 
and it is less than 4 inches thick. It is low in content of 
organic matter and is in poorer tilth than the original 
one. In places small areas of glacial drift are exposed. 
The surface layer is gravelly and cobbly in some places. 

This soil is low in content of organic matter and is dif- 
ficult to keep in good tilth. The rate of water infiltration 
is slow. Runoff is extensive, and the hazard of further 
erosion is severe. Gullying is difficult to control in the 
drainagewnys. 

This soil can be used to produce forage for hay or 
pasture, or it can be planted to trees. Large amounts of 
barnyard manure and of commercial fertilizer are needed. 
(Capability unit VIe-9, woodland suitability group 5) 

Wykoff silt loam, 2 to 6 percent slopes (WsB).—This 
soil occupies broad areas in the uplands. It is a produc- 
tive soil and is desirable for crops. Some areas are in 
permanent pasture or trees. Others, where the slopes are 
less than 4 percent and where erosion has not been a prob- 
lem, are used for crops. 

Erosion is a slight hazard on this gently sloping soil, 
but runoff is rather slow. Only simple practices are 
needed to control erosion in the cultivated areas. Row 
crops can be grown 2 years out of 5 if stripcropping is 
practiced. If the fields are terraced, a more intense crop- 
ping system may be used. (Capability unit IIe-9, wood- 
land suitability group 5) 

Wykoff silt loam, 2 to 6 percent slopes, moderately 
eroded (WsB2).—T'his soil is in broad areas in the uplands. 
It has been cultivated and in most places has lost from 
one-third to two-thirds of its original surface layer 
through erosion. The present surface layer is 6 to 8 
inches thick. In most places it is grayish brown, but it 
is dark brown in some spots where the subsoil is exposed. 
The content of organic matter is low, and tilth is poorer 
than in the original surface layer. Also, the rate of in- 
filtration is slower. 

The slower rate of infiltration makes this soil a little 
more susceptible to erosion than Wykoff loam, 9 to 6 
percent slopes, although the hazard of further erosion is 
slight. Fairly simple practices that control erosion are 
needed to keep this soil in good tilth. These practices 
should also conserve water. ( Capability unit IIe-2, wood- 
land suitability group 5) 

Wykoff silt loam, 6 to 12 percent slopes, eroded 
(WsC2).—This soil has been cultivated and has lost from 
one-third to two-thirds of its original surface layer 
through erosion. The present surface layer is lighter col- 
ored, is in poorer tilth, and has a lower content of organic 
matter than a comparable Wykoff silt loam that is not 
eroded. The profile of this soil is like the one described 
for the series, except that the texture of the surface layer 
is silt loam. 
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under grass and light-colored soils that formed under 
trees. The two main groups of soils in Pierce County are 
those that have characteristics of soils that formed en- 
tirely under grass, and those that have characteristics of 
soils that formed entirely under forest. Even though these 
two different kinds of soils may have formed in the same 
lind of mineral material, the presence of trees in some 
areas and of grass in others has resulted in different kinds 
of soils. 

The difference in the amount of organic matter in soils 
formed under grass and in soils formed under forest is 
ascribed partly to the fact that soils that formed under 
forest generally have a more acid reaction than those 
formed under grass. The organie matter from grass is 
much less acid, is less soluble 1n water, and is more stable 
than that formed from forest litter (5). In places where 
the vegetation consists of a mixture of trees and grasses, 
the characteristics of the soils are intermediate between 
those of soils formed under prairie and those of soils 
formed under forest (fig. 14). ۱ 

In areas of the county that have been cultivated over a 
long period of time, man, as a component of the biolog- 
ical factor, has brought about much change in the orig- 
inal soils. He has altered the reaction and fertility of acid 
soils by adding lime; has burned over wooded sites and 
has thus perpetuated a grassland type of vegetation in 
areas that are normally wooded; has caused losses of or- 
ganic matter by improper cropping and tillage practices; 
and has accelerated erosion by persistently removing the 
cover of plants on terraces, upland fields, and other slop- 
ing areas. Examples of soils formed largely as the result 
of accelerated erosion are those of the Arenzville series. 
The Arenzville soils have formed in silty material washed 
from soils of terraces or uplands and deposited over wet, 
dark-colored recent alluvium on the flood plains of 
Streams. 

Man often causes changes in the soils by making vege- 
tation a variable that is independent from other factors. 
Within the same general area, he may, for instance, plant 
different, kinds of crops on soils of the same or of similar 
kind. For example, he may use one tract of land for per- 
manent pasture and an adjacent tract for row crops, al- 
though the soils in the two tracts are of the same kind. 
Differences in fertility, content of organic matter, or 
other soil characteristics of the soils of these two tracts 
may be attributed, in large part, to man's influence in 
directing or controlling the growth of selected plants. 

Man undoubtedly will make other contributions to the 
future direction and rate of development of soils in the 
county. The continued clearing of woodland, the cultiva- 
tion of the soils, the introduction of new species of 
plants, the building of structures to control water, and 
the artificial improvement of natural drainage will all be 
reflected in the kinds of soils that are formed and in the 
rate of soil genesis in the future. Some of these changes 
may not be evident for centuries. 


Parent material 


Many of the soils of this county were derived from 
loess, but some soils were derived, wholly or in part, from 
glacial till; from the products that resulted from the 
weathering of the underlying limestone, shale; and sand- 
stone; and from material that washed down from slopes 
and was transported by streams and deposited as terrace 
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matter in the soils, and it increases the soil fertility. In 
this county the indirect influence of climate is manifest 
in such soils as the Sparta, Waukegan, and Port Byron, 
which formed under a dense growth of grass and have a 
thiek surface layer fairly high in content of organie 
matter, 


Plant and animal life 


The biological factors in soil formation—plant and 
animal life—are concerned chiefly with the cover of 
plants and with the accumulation of organic matter from 
the remains of plants, Such microscopic plants as bac- 
teria and fungi have an important role, and earthworms, 
ródents, and man also are regarded as important com- 
ponents of the biological factor. Two of the chief func- 

tions of plant and animal life consist of supplying 
organic matter for the soil and of translocating plant 
nutrients from the lower to the upper horizons. 

Before the area that is now Pierce County was settled, 
the native vegetation was the most important factor in 
the complex of living organisms that affect development 
of a soil profile. The first settlers found a dense stand 
of hardwoods and conifers in the eastern part of the 
county. They found mainly grass vegetation in the un du- 
lating or rolling areas in the northwestern part. In the 
western part of the county, especially in Oak Grove and 
Diamond Bluff Townships, they found both types of 
vegetation, The soils that have formed under forest have 
a thin, organic-mineral surface layer; contain a grayish- 
brown, leached layer; and contain a brown illuvial B 
horizon. Variants of these soils have also formed under 
forest. Farther west, the soils have formed under a cover 
of grass. The soils that formed under grass have an acid, 
thick, very dark brown or black A horizon that contains 
a large amount of organic matter; a brown B horizon 
that is mottled in some places and lacks mottling in other 
places; and a substratum that is lighter colored than the 
surface layer and subsoil and that is at a depth of 2 to 
5 feet. 

The climatic factor offers an adequate explanation of 
the podzolic processes that prevail or that have prevailed 
in the eastern part of the county, but it does not explain 
the lack of trees in the western part. Among the sugges- 
tions that have been offered to explain the lack of trees 
and the prevalence of grass in the western part of the 
county are such diverse factors as the peculiarities of the 
soils, dampness, dryness, excessive evaporation, fire, char- 
‘acteristics or nearness to the surface of the underlying 
rock, and local topography. Most of these explanations 
fall short of providing a complete answer, however, for 
the soils have formed under grass in loessal, glacial, or 
alluvial material; on ridges and in valleys; on moist as 
well as on dry sites; and over both acid and calcareous 
material. The modern consensus is centered around the 
belief that two distinct biotic factors have caused the 
prairies of the county. The first is that grazing buffalo 
destroyed the tree seedlings as rapidly as they were pro- 
duced; The other is that repeated grass fires, spreading 
from Indian camps and villages or purposely set to flush 
out wild game, destroyed the tree seedlings as rapidly as 
they were produced. 

Án outstanding example of the influence of vegetation 
.on the characteristics of a soil may be seen in the contrast 
between the profiles of dark-colored soils that formed 
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An area called an oak opening, where a semiprairie type of vegetation is prevalent. Soils that have formed in such an area 


Figure H. 


have characteristics both of soils formed under grass and of soils formed under forest. This kind of mixed vegetation was dominant in 
the western part of the country before the first settlers arrived. 


mantle of loess, and others have lost their mantle of loess 
through erosion. Some, such as the dolomitic rocks, are 
resistant to change; others, such as the sandstones, are 
subject to rapid disintegration under the prevailing en- 
vironment. Most of the materials in which the soils 
formed are mineral in composition, but a few are or- 
ganie. Differences in the kind of material in which the 
soils have formed play an important part in the kinds 
of soils that occur in an area. 

Loess covers most of the county to a depth ranging 
from 32 to about 100 inches. It is wholly or in part the 
parent material of most of the soils. On the loess-covered 
uplands occur rather extensive areas of Seaton and 
Downs soils. Where till underlies the loess at a depth 
between 89 and 60 inches, Otterholt and similar soils 
have formed. In areas where the mantle of loess is thin- 
ner over the till, the parent material is two storied and 


formations and as bottom lands. Part of the material 
deposited. on stream bottoms and terraces probably orig- 
inated as glaciofluvial material It may have originated 
from glacial drift in areas outside as well as inside the 
county. 

The soils of the county show a heterogeneity of char- 
acteristies that reflect certain differences related to the 
overburden of loess and the underlying geological ma- 
terial. The underlying material is divided rather un- 
evenly among glacial drift, alluvium, and material wenth- 
ered from bedrock. The drift is most extensive in its in- 
fluence on the formation of soils. The influence of these 


geologic deposits and formations on the development 


of soils is determined by their physical and. mineralog- 
ical composition. For example, some rocks from which 
material has weathered to form soils are consolidated 
and others are unconsolidated. Some are coarse textured, 
and others are fine textured. Some are covered by a deep 


SURVEY 


the streams have built a succession of terraces in the val- 
leys, the higher terraces represent the earlier deposits 
and the lower terraces represent the more recent ones. 
Among the soils that occupy these loess-mantled terraces 
are the Port Byron, Waukegan, Fayette, and Tell and 
their catenary associates. 

Fairly extensive areas of silt-mantled terraces are in 
the northwestern part of the county, to the north and 
south of the Kinnickinnic River. Many of the older ter- 
races have received no alluvial or colluvial deposits for 
centuries. The terraces at the lower levels, however, have 
formed more recently. The ones at the lowest levels may 
even now be receiving deposits as the result of periodic 
overflow. The more recently formed terraces occupy 
areas adjacent to the Mississippi River, between the 
towns of Diamond Bluff and Bay City. On these more 
recent and lower lying terraces occur such soils as the 
Sparta and Plainfield and their catenary associates, 
which all have poorly defined horizons. 

The dominant areas of soils formed in alluvium are 
along the Mississippi, Eau Galle, Rush, and Trimbelle 
Rivers. In those places are soils of the Arenzville and 
Orion series and areas of the miscellaneous land type, 
Alluvial land. 

Only one organic soil, Adrian muck, is mapped in 
this county. It occurs along the Trimbelle River and 
along the South Fork Kinnickinnic River. The material 
in which this organic soil formed consists primarily of 
the remains of sedges and grasses. These remains are de- 
composed to the extent that the parts of the plants are 
no longer recognizable. 


Relief 


Differences in the elevation and inequalities of the 
various land surfaces in the county are reflections of the 
influence of geological and hydrographic factors. For 
example, hills, valleys, and plains have resulted from 
the action of rains, rivers, glaciers, and wind, all acting 
throughout long periods of time. The dip of the surface 
rock formations affects the direction of the slopes and 
the movement of water. In general, the slope is south- 
westerly, and the fall is approximately 9 feet to the mile. 
The resistance or lack of resistance of the underlying 
rocks has determined where uplands would be left and 
where lowlands would be sculptured by the erosion caused 
by streams. Ice that has invaded has also acted to modify 
preglacial relief by eroding and depositing rocks and 
soll material. 

Relief influences the formation of soils by controlling 
drainage and runoff. It also directly or indirectly in- 
fluences erosion and other effects of water. In many 
places in Pieree County, the relative elevations or in- 
equalities of the land surface can be correlated closely 
with the kind of drainage, with the thickness and content 
of organic matter of the A horizon, with the depth of the 
solum, and with the differentiation of horizons in the 
profile. 

Drainage characteristics are generally reflected in the 
color of the soil profile and in the kind of mottling or 
gleying. For example, gently undulating or rolling, well- 
drained Seaton, Downs, Dubuque, Gale, and Hixton 
soils of the uplands have mottling similar to that of 
gently undulating or rolling, well-drained Fayette, Da- 
kota, Port Byron, and Waukegan soils of stream terraces. 
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such soils as the Santiago, Renova, Ostrander, and their 
catenary associates ê have formed. 

Peripheral to the areas of deeper loessal soils that are 
centrally located on the uplands, and that are generally 
adjacent to the marginal breaks occupied by Steep stony 
and rocky land, are areas of Gale and Dubuque soils. 
The soils of both of these series have formed in a moder- 
ately deep mantle of loess. The Gale soils, however, are 
underlain by sandstone, and the lower part of their solum 
developed in material weathered from sandstone. The 
Dubuque soils are underlain by fissured dolomite, and 
the lower part of their solum developed in material 
weathered from the dolomite. Beyond the outer bounda- 
ries of areas of these soils, the mantle of loess continues 
to thin out on the steeper slopes. In the areas along 
streams, where accelerated erosion has taken place, such 
soils as the Sogn are predominant. The Sogn soils are 
steep and are shallow over dolomite. 

Many of the soils of the county have originated in 
material weathered from exposed bedrock. "The county 
is situated on a dissected cuesta made up of four rock 
formations consisting of sandstone and dolomite. The 
layers of resistant dolomite alternate with those of two 
less resistant formations of sandstone. Each of these four 
formations provides the material from which the soils of 
one or more series in the county were derived. 

At one time, the upper capping of dolomite may have 
formed a eontinuous surface formation in this county. 
After geologic erosion took place, however, the dolomite 
was probably deeply dissected, and part of it wore away. 
Now, dolomite occurs only as remnants that cap the 
higher hills and ridges in the northwestern part of the 
county, near Ellsworth and north of that city. In most 
places it underlies a shallow, loess-mantled layer of 
bluish-gray, plastic shale in which the lower part of the 
solum of the Derinda soils has formed. | 

The sandstone in Pierce County consists almost en- 
tirely of pure silica. It contains few weatherable min- 
erals that are favorable to the development of soils. Un- 
less the sandstone has been mixed with loess or by other 
foreign material, distinct illuvial horizons have not de- 
veloped. The Hixton, Hesch, and Boone soils have formed 
in material weathered from the sandstone. The largest 
areas of these soils occur in the northwestern quarter of 
the county, near to and north of Lawton. 

Basal to the sandstone in the upper reaches of the wa- 
tershed of Plum Creek is a small driftless avea of ex- 
tremely acid shale bedrock covered by a mantle of loess. 
In this area the acid variants of the Derinda soils occur. 
The lower part of their solum has developed in material 
weathered from the shale, and these soils reflect the ex- 
tremely acid reaction of the shale. 

Although loess, till, and material weathered from bed- 
rock are the more common materials in which the soils 
of the county have formed, some of the soils have formed 
in glaciofluvial material or in alluvium. The material in 
which the soils of the terraces and of flood plains of the’ 
present streams occur was deposited originally as local 
alluvium washed from the uplands, or as glaciofluvial 
material from the adjacent areas covered by drift. Where 


*Soils that occur with these soils and that formed in the same 
kind of material but have different characteristics because of dif- 
ferences in relief and drainage. 
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forms of life, and for the weathering that causes rocks to. 
disintegrate. Because much of the water runs off of steep 
areas, instead of entering the soil, the biological, physical, 
and chemical agents of weathering are suppressed and 
the formation of a soil profile is slowed. In many places 
soils in which the development of a profile has been 
affected by microclimate occur close to other soils that 
also have been affected. 

By its influence on climate, the aspect of the slopes 
likewise has an important effect on the development of 
solls. For example, where the slopes face south or west 
and receive the effects of sun and wind during the 
warmer part of the day, the surface is warmer and drier 
than where the slopes have a northerly exposure. Thus, 
the low humidity and warmer temperatures result in a 
more sparse growth of trees on slopes that face south 
and west than on slopes that face north and east. On the- 
warmer, less humid, south-facing slopes, the lower hu- 
midity and warmer temperatures have helped to make 
the cover of vegetation dominantly grassy, or the cover 
consists of a sparse stand of trees. 


Time, or age 


Time is required by active agents of soil development 
for the formation of a soil. Some soils form rapidly, and 
others form slowly. It seems probable that the material 
in which the soils of Pierce County are now forming or 
have formed were deposited during and after the advance 
of the Wisconsin glaciers, the latest of which moved into 
the county about 11,000 years ago (4). The period probably 
represents the time at which soils began to form. 

When the formation of soils began, the soil material 
we now speak of as the solum had characteristics iden- 
tical to those we now see in the parent material. Even 
today, some soils in the county show little, if any, profile 
development, because of the recent deposition of the soil 
material. Among such immature soils are the Arenzville, 
Chaseburg, and Worthen. In these soils little horizon 
development has taken place, although layering may be 
evident. With the passage of time, these soils may go 
through successive stages of immaturity, maturity, and 
old age. : 

A soil is said to be mature when it has well-defined 
genetic horizons, and when it is nearly in equilibrium 
with its present environment. At that time, the soil-form- 
ing factors no longer effect changes in the soil material. 
It must be kept in mind, however, that not all of the 
components of a soil approach maturity at the same rate, 
nor do we have reliable methods of determining accu- 
rately when a soil is in equilibrium with its environment. 

The ages of the original soils of high stream terraces 
in the county are difficult to determine, The reason for 
this is that ancient winds have covered the various-aged 
materials of the terraces and uplands with cappings of 
silt of similar age. The term “old alluvium” has been used 
to distinguish alluvial material of the higher lying ter- 
races from the alluvium of the more youthful, lower ly- 
ing terraces. Among the silty soils that have formed on 
terraces in the older alluvium are those of the Fayette, 
Rozetta, and Stronghurst series. Among the soils that 
have formed on the lower lying terraces in recent allu- 
vium or in glaciofluvial deposits are those of the Sparta 
and Plainfield series. 
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None of these soils have mottling in the A and B hori- 
zons, but they have mottling deep in the C horizon in 
places, or below a depth of several feet. In contrast, 
moderately well drained Rozetta soils and other nearly 
level or gently sloping soils of stream. terraces have mot- 
tling in the lower part of the B horizons as well as in the 
C horizon. Somewhat poorly drained, nearly level Strong- 
hurst and Lawler soils of the stream terraces, and nearly 
level or gently sloping, somewhat poorly drained soils, 
such as the Almena, Floyd, and Freer soils of the up- 
lands, commonly have mottling below a depth of 6 to 16 
inches in the lower part of the A and in the B and C 
horizons. The poorly drained or very poorly drained 
Clyde and Sable soils, in nearly level or concave areas, 
have a dark-colored organic-mineral surface layer of 
moderate thickness (generally more than 6 inches thick) 
underlain by mineral gley horizons. 

In many places relief is related directly or indirectly 
to the content of organic matter and the thickness of the 
surface horizon. In the usual pattern of soils in Pierce 
County, as in many other places, soils that have a light- 
colored surface layer are on the steeper or convex slopes. 
The soils that have a darker, thicker surface layer are 
in less sloping or concave areas. Little water runs off of 
nearly level or gently sloping areas. 

Improvement in the relationship between the soils and 
water creates a soil-moisture environment favorable for 
the increased growth of plants. Consequently, à greater 
amount of organic matter is deposited in the soils and 
more organic matter accumulates. If the amount of water 
is slightly increased, even though a continued favorable 
environment is provided in the soil for most micro- 
organisms, more vegetable matter is likely to be produced 
than can be decomposed readily by the micro-organisms. 
As a result, additional organic matter builds up. Where 
the slopes are concave, waterlogeing occurs and hydro- 
phytie conditions prevail. In these more moist areas, 
hydrophytic plants are dominant in the plant community, 
most decomposing micro-organisms disappear, and the 
solls become gleyed and have a black A horizon. 

Relief also may be correlated with the depth of the 
solum and with the differentiation of horizons 1n the pro- 
file. The soil-relief sequence consists generally of im- 
mature, skeletal soils that are generally steep, and of less 
sloping, progressively deeper soils that have a more 
clayey subsoil. The relationship is well illustrated in the 


contrast between the Boone and Hixton soils. These soils ` 


have formed in the same kind of material. The Boone 
soils, however, have little profile development. They lack 
the textural and struetural B horizon typical of the ITix- 
ton soils, which are deeper and less sloping. 

Variations in relief have locally modified the micro- 
climate of this county. The effects of this modification 
can be seen in such soils as the Boone, Sparta, and Plain- 
field, which lack definite genetic horizons. It is also evi- 
dent in such soils as the Dubuque and Fayette, which 
have a thin, organic-mineral surface layer and contain 
a grayish-brown, leached layer and an illuvial B horizon. 

Lack of a clearly expressed morphology may be attrib- 
uted, in large part, to the fact that less water from effec- 
tive rainfall is retained in steep than in gently sloping 
soils. In steep areas more of the water runs off and less 
penetrates the surface soil to supply moisture for the 
growth of plants, for the activities of microbes and other 
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B horizons. Obviously, they cannot have clay films on 
the surfaces of the peds, however, because they have no 
peds that have discernible cleavage planes. The clay in 
the illuvial horizons of these soils generally occurs as 
coatings on the individual grains of sand and oriented 
with the surface of the grain. Occasional pores in these 
horizons persist long enough for weak, patchy clay films to 
form. 

In the Otterholt, Spencer, and Almena soils, there is 
evidence of the formation of horizons where silicate clay 
has accumulated, but later those horizons were partly 
destroyed. This degradation or destruction of the B hori- 
zon, which apparently is in only its initial stages in these 
soils, has removed the clay films from the primary faces 
of the peds and has left behind bleached coatings of silt 
or sand. Bleached silt veins along the vertical and hori- 
zontal structural eleavage planes provide evidence of this 
action. 

. The reduction and transfer of iron has occurred in all 

of the very poorly drained, poorly drained, and some- 

what poorly drained soils of the county. In these natur- ` 
ally wet soils, this process, called gleying, is of impor- 

tance in the differentiation of horizons. It is most, pro- 

nounced in the Sable, Clyde, and Auburndale soils and in 

the wet subsoil variants of the Schapville series. 

The gray colors of the deeper horizons of the wet soils 
indicate the reduction of iron oxides. This reduction is 
commonly accompanied by some transfer of iron, which 
may be local or general in character. After the iron has 
been reduced, it is removed completely from some hori- 
zons, and it may even be leached from the soil profile. 
More commonly in Pierce County, the iron is moved a 
short distance. It then stops, either in the horizon of its 
origin or in a nearby horizon. Iron has been segregated 
in the deeper horizons of some of the soils, where it 
causes yellowish-red, strong-brown, or yellowish-brown 
mottling. Spots of black manganese are also common, 

The differentiation of the Al horizon from the deeper 
horizons in poorly drained soils is caused by the reduc- 
tion and transfer of iron. Differentiation between hori- 
zons also results, in part, from the greater accumulation 
of organic matter in the surface layer. 


Classification of Soils 


The current system of soil classification was adopted 
for general use by the National Cooperative Soil Survey 
in. 1965. This comprehensive system was needed because 
of the shortcomings of older systems that were apparent 
when soils were classified in foreign countries and for in- 
terpretations in new fields of use. It is under continual 
study (2, 7). Therefore, readers interested in developments 
of the system should search the latest literature available. 

The current system consists of six categories. Begin- 
ning with the broadest, these categories are the order, 
suborder, great group, subgroup, family, and series. In 
this system the criteria used as a basis for classification 
are soil properties that are observable or measurable. The 
properties are chosen so that soils of similar genesis, or 
mode of origin, are grouped together. 

In the orders of the current classification, solls are 
grouped aecording to common properties that seem to be 
the result of the same kinds of processes, acting to about 
the same degree on soil material and forming horizons. 
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Morphology and Composition 


Soil morphology in Pierce County is generally ex- 

pressed by prominent horizons within the solum. In 
Some.soils development is in the early stages and the 
horizons in the profile are faint or indistinct. For ex- 
ample, gently sloping, well-drained soils that formed in 
medium-textured or fine-textured material on the uplands 
generally have distinct horizons. In contrast, soils that 
formed in recent sandy alluvium or in unadulterated ma- 
terial weathered from sandstone have faint horizons or 
none at all. The differentiation of horizons in soils of the 
county is the result of the aceumulation of organie mat- 
ter, the leaching of carbonates and salts, the accumula- 
tion of silicate clay minerals, the reduction and transfer 
of iron, or of more than one of these processes. 
. In all but a few of the soils of Pierce County, some 
organic matter has accumulated in the uppermost layers 
to form an A1 horizon. Much of the organic matter is 
in the form of humus. The quantity is small in some 
soils but fairly large in others. Such soils as the Plain- 
field loamy sands have a faint, thin A1 horizon. Others, 
such as the Port Byron, Sparta, Dakota, and Waukegan, 
have a thick Al horizon that is fairly high in content 
of organic matter. 

Leaching of carbonates and salts has occurred in al- 
most all of the soils of the county, although it has been 
of limited importance in the differentiation of horizons. 
The effects have been somewhat indirect in that the leach- 
ing has permitted the subsequent translocation of silicate 
clay minerals to take place in some soils. In most of the 
well-drained soils, carbonates and salts have been carried 
completely out of the profile. Even in the wettest soils, 
some leaching is indicated by the absence of carbonates 
and by the acid reaction. Leaching is slow in very wet 
soils, however, because the movement of water through 
the profile is.slow. Leaching also has made little progress 
in removing the carbonates from certain Ostrander and 
associated soils in an area underlain by calcareous glacial 
till near and southeast of Prescott. 

In most of the soils of the county, the accumulation of 
silicate clay minerals has contributed to the development 
of horizons. Nearly all of the soils in an advanced stage 
of development have illuvial horizons in which clay has 
accumulated. In some soils, for example the Downs silt 
loams, which are deep, mature loessal soils of the up- 
lands, an accumulation of silicate clay is expressed in 
iluvial B horizons. These B horizons contain more total 
clay and more fine clay that the horizons either above 
or below. In some shallower loessal soils, such as the San- 
tiago, Renova, Racine, Derinda, and Schapville, the B 
horizons have developed partly in the underlying till or 
shale. In those soils the horizons of illuviation may not 
contain more total clay than the C horizon, but they do 
contain more fine clay. All soils that have a blocky struc- 
ture have clay films on the structural peds. The films 
occur as thin layers on the faces of the peds, with the long 
axis of the particles of clay parallel to the surface on 
which. the clay is deposited. This translocated clay tends 
to fill the natural cracks of the soil, and it juts into 
crevices and openings left by the roots of plants and by 
animals or insects. 

The Sparta, Plainfield, and other nearly structureless 
soils have a slight accumulation of silicate clay in their 
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places as much as 6 inches of silty material has been de- 
posited on the surface. 


Almena Series 


In the Almena series are somewhat poorly drained 
soils formed in a thick mantle of loess over glacial till of 
Iowan age. These soils are nearly level to “sloping and 
are on the: uplands. The original vegetation was a forest 
of deciduous trees, mainly maple and basswood. 

These soils form a drainage sequence with the well 
drained Otterholt and moderately well drained Spencer 
soils. They also occur with well drained Renova, moder- 
ately well drained Vlasaty, and somewhat poorly "drained 
Sargeant soils, which all formed in a thinner layer of silt 
over glacial till. In a few places, the Almena soils occur 
with very poorly drained Sable soils, and they formed in 
the same kind of material. 

Representative profile of Almena silt loam in a enlti- 

rated field about one-quarter of a mile south of the village 
of Waverly (SEANEY4 sec. 20, T. 27 N., R. 16 W., Pierce 
Gounty, Wis.) : 


Ap—0 to 8 inches, dark grayish-brown (10YR 4/2) silt loam ;, 
weak, very fine, subangnlar blocky structure; friable; 
moderately alkaline; clear, smooth boundary. 

A2—8 to 12 inches, grayish- -brown (10YR 5/2) silt loam; 
few, fine, distinct, dark yellowish-brown (10YR 4/4) mot- 
4les; moderate, very thin, platy structure; few patchy silt 
coats on the lateral faces of the structural peds; friable; 
very strongly acid; abrupt, smooth boundary. 

Bi—12 to 14 inches, grayish-brown (10YR 5/2) silt loam; 
few, fine, distinct, dark yellowish-brown (10YR 4/4) 
mottles ; wenk, thin to medium, platy and moderate, very 
fine, subangular blocky structure; thin silt coats on the 
vertical and horizontal faces of the structural peds; 
firm to friable; very strongly acid; abrupt, smooth 
boundary. 

B21t—14 to 20 inches, dark-brown (10YR 5/3) light silty 
clay loam; few, fine, prominent, dark-brown and brown 
(7.5YR 5/2 or 4/4) mottles; weak, thick, platy and mod- 
erate, medium, subangular blocky structure; thick silt 
coats on the vertical and horizontal faces of the struc- 


tural peds; firm; very strongly acid; clear, . smooth 
boundary. i 
B22t—20 to 25 inches, brown (10YR 5/3) light silty clay 


loam : few to common, fine, prominent, dark-brown (T.5YR 
4/4) and grayish-brown (10YR 5/2) mottles ; weak, thick, 
platy and moderate, medium, subangular blocky strue- 
ture; very thiek silt conts and pockets on the vertical 
and horizontal faces of the structural peds, with the 
greatest thickness along the vertical cleavage planes; 
very strongly acid; clear, smooth boundary. 

B3—25 to 45 inches, dark yellowish-brown (10YR 4/4) silt 
loam to heavy silt loam; few, fine, prominent, dark-brown 
(7.5¥R 4/4) and grayish-brown (10YR 5/2) mottles; 
moderate, coarse, subangular blocky structure; strongly 
expressed vertical cleavage planes and general platiness ; 
thick silt coats on the vertical faces of the structural 
peds; firm; very strongly acid; gradual, smooth boundary. 

IIC—45 inches +, brown (10YR 5/3) sandy loam glacial till; 
few, fine, prominent, strong-brown (7.5YR 5/6) mottles; 
missive; very strongly acid. 


In cultivated areas of Almena soils, the color of the 
surface layer ranges from very dark grayish brown 
(10YR 3/2) to grayish brown (10YR 5/2). In areas 
that have not been disturbed, the color of the A1 horizon 
ranges from black (10YR 2/1) to very dark grayish 
brown. (10YR 3/2). The thickness of the bleached silt 
coats on the surfaces of the peds and the degree of devel- 
opment of the clay films within the D horizons vary 
greatly. The thickness of the solum also varies greatly, or 
from 36 to 45 inches. The mantle of silty material ranges 
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Each order is subdivided into suborders, primarily on the 
basis of physical or chemical properties that reflect de- 
gree of wetness, differences that are the result of differ- 
ences in climate and vegetation, and extremes of texture. 
Each gréat group is defined. within its respective sub- 
order, according to the presence or absence of diagnostic 
horizons and the arrangement of those horizons. Sub- 
groups can be defined only in terms of reference to a 
great group, and they may represent the central con- 
cept of the great group or reflect properties that inter- 
grade towar d other classes. F'amilies are made up of soil 
series grouped largely on the basis of properties impor- 
tant to the growth of plants. The soil series of Pierce 
County are listed in table 7: by: family, subgroup, and 
order of the current system. 


Detailed Descriptions of Soil Series 


The soil series of Pierce County are described in the 
following pages. For each series, a representative profile 
of a soil type is described in detail. Unless otherwise 
stated, the colors given are those of a moist soil. 


Adrian Series 


The Adrian series consists of organic soils that are 
very poorly drained. These soils are in slight depressions 
on low stream terraces and on alluvial "bottoms along 
streams. They are composed of 94 to 40 inches of the 
decomposed remains of grasses, sedges, reeds, and other 
nonwoody plants over sand and gravel. 'The remains of 
the plants are decomposed to the extent that the indi- 
vidual parts can no longer be identified. The water table 
is generally between a “depth of 19 and 40 inches. 

The Adrian soils occur with the Lawler and Orion 
soils. In contrast to those mineral soils, they consist pri- 
marily of organic matter from decomposed plant remains, 

Representative profile of Adrian muck in a permanent 
pasture on the north side of South Fork Kinnickinnic 
River (SESW sec. 5, T. 2T N., R. 18 W., Pierce 
County, Wis.) : 


O1—0 to 4 inches, black (N 2/0) muck; moderate, medium, 
prismatic and moderate, coarse, crumb structure; friable; 
neutral reaction; clear, smooth boundary. 

O2—4 to 16 inches, black (N 2/1) penty muck; moderate, 
medium, platy structure; nonsticky; contains layers, up 
to 2 inches thick, of very dark brown (10YR 2/2), fine, 
fibrous, matted peat; slightly acid; clear, smooth 
boundary. 

O3—16 to 29 inches, black (N 2/0) peaty muck; massive 
nonsticky; slightly acid; abrupt, smooth boundary. 
TIC—29 to 50 inches, light brownish-gray (10YR 6/2) sand: 
single grain; loose; contains fragments of limestone and 
sandstone and a thin layer of gravelly loam; mildly 

alkaline. 


Adrian muck varies mainly in the total thickness of 
the layer of organic material over sand and gravel and in 
the thickness and composition.of the individual layers of 
organic material. It also varies in the number of distinct 
layers. The total thickness of the layer of organic ma- 
terial vanges from 24 to 40 inches. The composition of 
the organic material varies in accordance with the amount 
of mineral material incorporated in the profile and in the 
degree of decomposition and disintegration of the or- 

ganic material. In some places these soils contain layers, 
a few inches thick, of matted peat. The colors range 
from black (N 2/0) to very dark brown (10YR 2/2). In 
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Order 
Hi is tosol. 


Entisol. 
Alfisol. 
Alfisol. 
Entisol. 
Mollisol, 
Entisol. 
Alfisol. 
Mollisol. 
Mollisol. 


Alfisol. 
Alfisol. 
Mollisol. 
Alfisol. 
Alfisol. 
Alfisol. 
Mollisol. 
Alfisol. 
Mollisol. 
۸18801. 
Alfisol. 
Alfisol. 
Alfisol. 
Alfisol. 
Mollisol. 


Alfisol. 


Alfisol. 
Mollisol. 
Alfisol. 


Alfisol. 
Entisol. 
Mollisol. 
Alfisol. 
Entisol. 
Mollisol. 
Alfisol. 
Alfisol, 
Alfisol. 
Mollisol. 
Alfisol. 
Mollisol. 
Alfisol. 
Alfisol. 
Mollisol. 
Mollisol. 
Alfisol. 
Mollisol. 
Mollisol. 
Alfisol. 
Alfisol. 
Alfisol. 


Mollisol. 
Alfisol. 
Mollisol. 


Alfisol. 
Mollisol. 
Alfisol. 


Subgroup 


Aquie Glossoboralf..........-- 
Typic Glossoboralf------------ 
Typie Udifluvent...-.-- 
Typie 百 apluqalf_------ 
Typic Oehraqualf_------ 
Typic Quartzipsamment.. 
Typie Argiudoll--------------- 
Cumulic İTaplorthent- --------- 
Typic Hapludalf...------------ 
Typic Haplaquoll........-.---- 
Typic Argiudoll...------------ 


Typie Hapludalf......-.-..--- 
Typic Hapludalf..-----.-- 
Typic Hapludoll..-----.-- 
Mollic Hapludalf 
Typie Hapludalf 
Lithic Hapludalf 
120616 Hapludoll....----.------ 
Typic Hapludalf 
Aquic Argiudoll....-......---- 
Typic Glossoboralf 
Aquic Glossoboralf 
Typic Hapludalf 
Typic Hapludalf...---...------ 
Aquollic Hapludalf 
Typic Argiudoll 


Typic Hapludalf..........---- 

Typic Hapludalf 
Aquic Hapludoll..........---- 
Typic Hapludalf...........--- 


Typic Hapludalf.............- 
Aquic Udifluvent 
Typic 9 پپ‪پپپَپ‎ ٤ی‎ 79 
Typic Glossoboralf. _ پ)پپٗ‎ ی٣‎ 
Typic Udipsamment 
Typic Hapludoll.....-.....---- 
Mollie Hapludalf............-- 
Typic Hapludalf.....-.-..---- 
Typic Hapladulf 
Typic Argiudoll_ ....-.-.------ 
Typic Hapludalf. ...-.-.--.--- 
Typic Haplaquoll....-..----.-- 
Typie Glossoboralf.....------- 
Aerie Ochraqualf..---.---.---- 
Typie Argiudoll 
Aquie Argiudoll--------------- 
Typic Hapludalf_ - 
Lithic Hapludoll. . 

Entic Hapludoll.........------ 
Typie Globo”, 
Aquic Hapludalf 
Typie Hapludalf 


Cumulic Hapludoll........---- 
Typie Hapludalf. ...-.-------- 
'Typie Argiudoll......--.------ 


Typie Hapludalf. کبٹٌ و‎ 8 
Cumulic Tapludoll......------ 
Typic Hapludalf...------.---- 
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TABLE 7.— Classification of soils 


Family 

Ee oni o AAA — Hec عد ف‎ 
Fine silty, mixed, frigid 

Fine silty over sandy skeletal, mixed, mesic..-...---- 
Coarse silty, mixed, nonacid, mesic.....--..--------- 
Fine loamy over sandy skeletal, mixed, mesic.....---- 
Fine loamy, mixed, frigid..------------------------- 
Sandy, siliceous, acid, 1116836 ہے‎ uu 
Coarse loamy over sandy skeletal, mixed, mesic -- 
Fine silty, mixed, nonacid, mesic-------------------- 
Coarse loamy over sandy skeletal, mixed, thin, mesic.--- 
Fine loamy, mixed, mesic..-......------------------ 
Fine loamy over sandy skeletal, mixed over siliceous, 

mesic. 

Fine silty over fine, mixed over illitic, mesic. .-..----- 
Fine silty over fine, mixed over illitic, mesic....------ 
Coarse loamy, siliceous, mesic...-..--------.-------- 


Fine silty, mixed, mesic 
Fine silty, mixed, mesic 
Clayey montmorillonitic, thin, mesic. ٤َ 0 
Sandy skeletal, siliceous, in ME T REPE 
Fine silty, mixed, mesic......--.----------.-------- 
Fine loamy, mixed, mesie 
Fine loamy, mixed, frigid 
Fine loamy, mixed, frigid.....-.--------------- 
Fine silty over sandy, mixed, mcsic------------- 
Fine silty over sandy, mixed, mesic.....-..----- 
Fine loamy over sandy skeletal, mixed, mesic 
Fine loamy over sandy skeletal, mixed over siliceous, 
mesic. 
Fine loamy over sandy skeletal, mixed over siliceous, 
mesic. 
Coarse loamy, siliceous, mesie.....------------------ 
Fine loamy over sandy skeletal, mixed, mesic...--.----- 
Fine loamy over sandy skeletal, mixed over siliccous, 
mesic 
Fine loamy, over sandy skeletal, mixed, mesic___ 
Coarse silty, mixed, nonacid, mesic 
Fine loamy, mixed, mesic 
Fine silty, mixed, frigid 001 0 
Sandy, siliceous, ‘acid, mesic 
Fine silty, mixed, mesic 
Fine loamy, mixed, mesic 
Fine loamy, mixed, mesic. 
Fine loamy, mixed, mesic......-.------.------------ 
Fine loamy, mixed, mesic... 
Fine silty, mixed, mesic._.--.-.----..-------------- 
Fine silty, mixed nonealcareous mesic 
Fine loamy, mixed, frigid........------------------- 
Fine loamy, mixed, mesic 
Fine, mixed, MESE ——————————— 
Fine, mixed over illitic, mesic 
Fine silty, mixed, mesi¢c__.--.-.-------------------- 
Loamy, mixed, thin, mesic 
Sandy, siliceous, mesi... داد نو پا‎ eo oa sin 
Fine silty, mixed, frigid. ..------------------------- 
Fine silty, mixed, mesic. ._------------------------- 
Fine silty over sandy skeletal, mixed over siliceous, 
mesic. 
Coarse loamy, mixed, nonacid, mesic. 
Fine loamy, mixed, mesic._____.-------------------- 
Fine silty over sandy skeletal, mixed over siliceous, 
mesic. 
Fine loamy, mixed, mesic........--.-----------.---- 
Fine silty, mixed, nonacid, mesic 
Fine loamy, mixed, mesic. 
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Series 


ANNs. دك ةذه وی بت‎ Rees 
Arenzville 
Arland a e 


Clyde____---- 


Détindi:z-- ts’. 
Derinda, acid variant-------- 
Dickinson 


RTE َُ ددع‎ 
Dunbarton.__.___------.---- 


۰. 2 


RE 
Renova, sandy variant. ...... 
Rockton 


Bentisgo. e SEENEN məmə 
站 信和 二 部 区 所 
Sohapville------------------ 
Schapville, wet subsoil variant - 
Senton.......---.---.------ 


open Cer A AI Sep 


VISA ae a a a 
VVaukegan....-------------- 


1 Not placed in a family or subgroup. 


137 


In some areas the substratum consists of gravelly sand, 
and it is stratified sand and gravel in other areas. In still 
other places, the substratum consists of coarse gravel, or 
it contains a layer of finer textured material. The sub- 
stratum in some areas contains a layer of material weath- 
ered from limestone or shale. In those places the soil ma- 
terial in the substratum ranges from loam to gravelly 
loam in texture and is more coherent than normal for the 
gravelly and sandy material that makes up the substratum 
in most places. 

Arenzville Series 


The soils of the Arenzville series are well drained or 
moderately well drained and are nearly level or gently 
sloping. They have formed in deep, silty alluvium washed 
from loess-mantled uplands. These soils have a light-col- 


'ored surface layer and are commonly underlain by a 


dark-colored, buried surface layer at a depth between 24 
and 48 inches. They are on broad flood plains of the 
major streams and on narrow bottoms along the smaller 
streams. The original vegetation was hardwoods. 

The Arenzville soils occur with areas of loamy Allu- 
vial land and with Orion soils. Their profile resembles 
that of the Orion soils, but they have better drainage 
than those soils. The Arenzville soils are lighter colored 
than the Terril soils, but they occupy similar positions. 
They are more stratified than the Chaseburg soils, and 
unlike the Chaseburg soils, they are underlain by a buried 
surface layer. : . 

Representative profile of Arenzville silt loam in a 
permanent pasture (SEUSE% sec. 8, T. 25 N., R. 15 W., 
Pierce County, Wis.) : 

A1—0 to 9 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very fine, subangular blocky structure; 
friable; mildly alkaline; abrupt, smooth boundary. 

C—9 to 31 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, thin or very thin, platy structure; friable; mildly 
alkaline; abrupt, smooth boundary. 

Alb—31 to 40 inches, black (10YR 2/1) silt loam; weak, fine, 
subangular blocky structure; very friable; mildly alka- 
line; abrupt, smooth boundary. 

Cb—40 to 50 inches, dark grayish-brown 
loam; weak, thin, platy structure; 
reaction, 

In Arenzville soils minor variations in color occur 
throughout the profile. These are the results of layering, 
or they are caused by differences in the color of the sedi- 
ment as a result of differences in the source of the soil 
material. In places a thin layer of sandy overwash cov- 
ers the surface. Thin layers of sand occur throughout the 
profile in some places. In some areas the lower part of 
the profile is mottled. Mottling generally does not occur, 
however, within 18 inches of the surface. 


(10YR 4/2) silt 
friable; neutral 


Arland Series 


The Arland series consists of moderately deep, well- 
drained soils that are medium textured. These soils have 
formed in a thin layer of medium-textured material over 
a thin deposit of glacial till. The glacial till, in turn, is 
underlain by bedrock or by material weathered from 
sandstone. Unweathered sandstone is at a depth of less 
than 40 inches. These soils commonly occur in a broad 
transitional belt, where the soils that formed in glacial 
material grade to sandy soils of unglaciated areas. The 
original vegetation was a forest of mixed hardwoods. 
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from 30 to 60 inches in thickness. The underlying till 
ranges from loam to clay loam in texture. 


Antigo Series 


The Antigo series consists of well-drained, moderately 
deep soils on stream terraces and outwash plains. These 
soils have formed in silty material over stratified gravelly 
and sandy outwash of glacial origin. The original vege- 
tation was a deciduous forest of mixed hardwoods. 

The Antigo soils occur with Onamia and Chetek soils. 
Like those soils, they have a substratum of gravelly out- 
wash. Their solum 15 more silty, however, than those of 
the Onamia and Chetek soils, and it is thicker than that 
of the Chetek soils. 

Representative profile of Antigo silt loam in a culti- 
vated field (NE4NW% sec. 7, T. 27 N., R. 19 W., Pierce 
County, Wis.) : 

Ap—0 to 7 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, fine, subangular blocky structure; friable; 
neutral reaction; clear, smooth boundary. 

A2—7 to 11 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, thin, platy structure; vesicular; many worm 
holes; very dark grayish-brovn (10YR 3/2) patchy coat- 
ings along the faces of some peds, adjacent to vertical 
cleavage planes; friable; neutral reaction; clear, sinooth 
boundary. 

B1—11 to 12 inches, dark-brown (10YR 3/3) silt loam; mod- 
erate, medium, subangular blocky (flaky) structure but 
displays some weak, medium plates; friable; neutral 
reaction; abrupt, smooth boundary. 

B21t—12 to 17 inches, dark yellowish-brown (10YR 3/4) silt 
loam; fine, angular blocky structure; very pale brown 
(10YR 7/3), bleached silt coats and thin, continuous clay 
films on the faces of the peds; firm; slightly acid; clear, 
smooth boundary, 

B22t—17 to 24 inches, dark yellowish-brown (10YR 3/4) 
heavy silt loam; strong, medium, angular blocky struc- 
ture; very pale brown (10YR 7/3), bleached silt coats on 
the faces of most peds; dark-brown (10YR 3/3) coatings 
and thin clay films on the faces of the peds in the upper 


part: of horizon; firm; slightly acid; clear, smooth 
boundary. 


ITB31—24 to 26 inches, dark yellowish-brown (10YR 4/4) 
loam; weak, coarse, angular blocky structure; firm; 
slightly acid; abrupt, smooth boundary. 

IIB32—26 to 28 inches, dark-brown (7.5YR 4/4) loam; weak, 
coarse, angular blocky structure; firm; slightly acid to 
medium acid; abrupt, smooth boundary. 

TIC—28 to 48 inches, dark-brown (7.5YR 4/4) gravelly sand; 
loose; medium acid. 

Antigo soils vary mainly in the thickness of the layer 
of silty material and in the characteristics of the sub- 
stratum. The silty material is generally less than 30 
inches thick, but the thickness ranges from 20 to 36 
inches. The thickness of the surface layer ranges from 
T inches in moderately eroded soils to about 12 inches in 
soils that are not eroded. The combined thickness of the 
surface layer and subsoil ranges from 24 to 32 inches. 
The color of the surface layer in areas that have been 
cultivated ranges from very dark gray (10YR 3/1) to 
dark grayish brown (10YR 4/2). In areas that have not 
been disturbed, these soils have a thin A1 horizon that 
ranges from very dark grayish brown (10YR 3/2) to 
black (10YR 2/1) in color. 

In places the texture in the lower B2 horizon is loam. 
The content of sand in the IYB31 horizon has been less 
influenced by loess than has that in the ITB39 horizon. The 
sand in the ITB32 horizon has a matrix of colloidal clay. 
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B22tg—17 to 26 inches, gray (5Y 5/1) heavy silt loam; com- 
mon, fine, prominent, strong-brown (7.5YR 5/6) mottles; 
very dark gray (10YR 8/1) stains from organie matter; 
moderate, medium, subangular blocky structure; firm; 
very strongly acid; clear, smooth boundary. 

B23tg—26 to 43 inches, olive-gray (5Y 5/2) silt loam; com- 
mon, medium, prominent, gray (5Y 5/1) mottles; very 
dark gray (10YR 3/1) stains from organie matter; weak, 
medium, subangular blocky structure; firm ; slightly acid ; 
clear, smooth boundary. | 

IIC1—43 to 48 inches, yellowish-brown (10YR 5/4) sandy 
loam; common, medium, prominent, gray (10YR 5/1) 


mottles;. massive; friable; neutral reaction; gradual, 
smooth boundary. 
IIC2g—48 inches +, olive-gray (5Y 5/2) loam; many, 


medium, prominent, yellowish-brown (10YR 5/4 to 5/6) 
mottles; massive; firm; neutral. 

In many places a few inches of silby material has been 
deposited on the surface of these soils. In some places the 
surface is free of stones. In others stones are numerous: 
enough to require clearing before these soils are used for 
crops. The A1 horizon ranges from 1 to 6 inches in thick- 
ness and from black (10YR 2/1) to very dark gray 
(10YR 3/1) in color. The B2 horizons range from silt 
loam to silty clay loam in texture. In places the profile 
lacks a layer of loam or sandy loam just above the loam 
till. In other places such a layer is present and ranges 
from only a few inches to about 94 inches in thickness. 
The texture of the underlying till ranges from sandy 
loam. to clay loam. The degree of mottling varies through- 
out the profile. 


Boone Series 


The Boone series consists of soils that are excessively 
drained and that are gently sloping to very steep. These 
soils have formed under a cover of deciduous hardwoods, 
mostly oaks, in material weathered from sandstone. They 
are on undulating plains and on valley slopes. The orig- 
inal vegetation was a forest of mixed hardwoods. 

Boone soils occur with the Hixton soils, but they have 
a coarser texture than those soils. To a lesser extent, they 
occur with Hesch soils, but they are lighter colored and 
coarser textured than those soils. Also, the Boone soils 
lack the illuvial B horizon that is typical in the Flixton 
and Hesch profiles, 

Representative profile of Boone loamy fine sand in a 
cultivated field (SWANE% sec. 5, T. 27 N., R. 19 W. 
Pierce County, Wis.) : 

Ap—0 to 6 inches, dark grayish-brown (10YR 4/2) loamy fine 
sand; weak, fine, crumb structure; very friable; few 
fibrous roots; neutral reaction; abrupt, smooth boundary. 

C1—6 to 18 inches, yellowish-brown (10YR 5/6) loamy fine 
sand; very weak, medium, subangular blocky structure; 
very friable; medium acid; diffuse, smooth boundary. 

C2—18 to 42 inches, yellowish-brown (10YR 5/4) fine sand; 
structureless; loose; medium acid; gradual, smooth 
boundary. 

C3—42 to 60 inches, yellow (10YR 7/6 to 8/6) fine sand; 
structureless; loose; medium acid; clear, smooth 
boundary. 

R—60 inches +, pale-brown (10YR 6/3) and yellowish-brown 
(10YR 5/8), weakly cemented sandstone. 

The greatest variation in the Boone profile is in the 
depth over consolidated sandstone. The depth ranges 
from a few inches to several feet. In most places where 
these soils are on talus slopes, they are deep and have 
fragments of sandstone on the surface and throughout 
the profile. In the areas in the northwestern part of the 
county, the sandy material in the substratum is mixed 
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Arland soils occur with Wykoff and Hixton soils. Their 
profile is similar to that of the Wykoff soils. It differs 
mainly in that it has residual sand or sandstone in the 
lower part. 

Representative profile of Arland loam in a cultivated. 
field (NEYSW sec. 26, T. 26 Nọ, R. 18 W., Pierce 
County, Wis.) : 


` Ap—O to 8 inches, dark-brown (10YR 4/3) loam; weak, fine, 
subangular blocky structure; friable; medium acid; 
abrupt, smooth boundary, 

A21—8 to 10 inches, dark-brown (10YR 4/3) loam; moderate, 
thin, platy structure; friable; medium acid; abrupt, 
smooth boundary. 

A22—10 to 13 inches, brown (10YR 5/3) very fine sandy 
loam; moderate, thin, platy structure; friable; medium 
acid; clenr, smooth boundary. 

B21t—18 to 20 inches, dark-brown (7.5YR 4/4) sandy clay 
loam; weak, thick, platy structure in place, breaking to 
moderate, medium, subangular blocky structure; firm; 
slightly acid; gradual, smooth boundary. 

B22t—20 to 24 inches, dark-brown (7.5YR 4/4) light sandy 
clay loam that contains lenses of sandy loam; moderate, 
medium, angular blocky structure; firm; medium acid; 
clear, smooth boundary. 

IIB3—24 to 29 inches, brown (10YR 5/3) sandy loam glacial 
till mixed with loamy sand weathered from sandstone; 
weak, medium to coarse, subangular blocky structure; 
firm; medium acid; gradual, smooth boundary. 

IIC—29 inches +, white (10YR 8/2) fine sand that contains 
yellowish-red (5YR 4/6 to 5/8) lenses or veins and grades 
to sandstone; single grain; medium acid. 


The texture of the B horizons is dominantly sandy 
clay loam, but it ranges to loam or clay loam. The thick- 
ness of the layer of till over material weathered from 
sandstone ranges from 12 to 30 inches. When these soils 
are dry, the color of their surface layer is normally pale 
brown (10YR 6/3). The surface layer is generally less 
than 12 inches thick. 


Auburndale Series 


The Auburndale series consists of poorly drained soils 
in shallow depressions and in drainageways in the up- 
lands. These soils developed in 30 to more than 36 inches 
of silt underlain by glacial drift. The original vegetation 
was a deciduous forest made up of different kinds of 
hardwoods. 

The Auburndale soils occur in upland drainageways in 
ihe same general areas as the somewhat poorly drained 
Almena, moderately well drained Spencer, and well 
drained Otterholt soils. 

Representative profile of Auburndale silt loam in a 
pasture about 100 feet south of a road in line with a farm 
driveway (NWANW% sec. 11, T. 27 N., R. 16 W., Pierce 
County, Wis.) ۶ 


A1—0 to 6 inches, very dark gray (10YR 3/1) silt loam; few, 
fine, prominent, dark-brown (7.5YR 4/4) mottles; weak, 
fine, granular structure; friable; slightly acid; clear, 
smooth boundary. 1 

A2—6 to 8 inches, dark-gray (10YR 4/1) silt loam; few, fine, 
prominent, dark-brown (7.5YR 4/4) mottles; black 
(10YR 2/1) and very dark gray (10YR 3/1) stains from 
organie matter; weak, thin, platy structure; friable; 
strongly acid; clear, smooth boundary. 

B1g—8 to 11 inches, gray (10YR 5/1) heavy silt loam; mot- 
tling same as that in Al and A2 horizons; moderate, fine 
or very fine, subangular blocky structure; friable, 
Strongly acid; clear, smooth boundary. 

B21tg—11 to 17 inches, dark-gray (5Y 4/1) heavy silt loam; 
common, fine, prominent, strong-brown (71. 5YR 5/6) mot- 
tles; moderate, fine, nngular blocky structure; firm; 

- strongly acid; elear, smooth boundary. 
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monly, these soils are in upland draws in the same gen- 
eral areas as those in which other silty soils occur. They 
also occur on fans at the ends of draws and along the 
base of foot slopes occupied by steeper soils. Areas of 
these soils are small. 

The Chaseburg soils are lighter colored than the 
Worthen, although they occupy similar positions on the 
landscape. They are less stratified than the Arenzville 
soils, and they lack the dark-colored buried surface layer 
that is typical in the profile of the Arenzville soils. 

Representative profile of Chaseburg silt loam (SW%- 
SW sec, 99, T. 25 N, R. 14 W., in adjacent Pepin 
County, Wis.) : 

A11—0 to 24 inches, dark grayish-brown (10YR 4/2) silt 
loam; weak, fine and medium, granular structure; very 
friable; abundant roots; neutral reaction; gradual, 
smooth boundary. 

A12—24 to 32 inches, dark grayish-brown (10YR 4/2) silt 
loam; weak, medium, platy structure; friable; slightly 
acid; gradual, smooth boundary. 

02-42 inches +, yellowish-brown (10YR 5/4) silt loam; weak, 
medium, platy structure; friable; slightly acid; gradual, 
smooth boundary. 

C2—42 inches, yellowish-brown (10YR 5/4) silt loam; weak, 
medium, platy structure; friable; medium acid. 

Differences in the source of the sediments, and differ- 
ences caused by layering and by irregularities in the 
deposited sediments, cause minor variations in color 
throughout the profile. In a few small areas, a thin layer 
of stones or of sandy or gravelly overwash has been de- 
posited on the surface. Also, thin layers of sand occur 
throughout the profile in some places. Mottling occurs in 
some areas below a depth of about 18 inches. 


Chetek Series 


The Chetek series is mace up of soils that are well 
drained. These soils formed in moderately coarse textured 
material that is shallow over sandy and gravelly glacial 
outwash that is stratified in most places. They are gently 
sloping to moderately steep and are on stream terraces 
and dissected outwash plains. The original vegetation 
was a forest of mixed hardwoods. 

The Chetek soils occur with Onamia soils, and they de- 
veloped in similar material. They also occur with Antigo 
soils but have a less silty solum than those soils. The 
Chetek soils are shallower over outwash gravel and sand 
than the soils with which they occur. They have a thin- 
ner, lighter colored surface layer than the Burkhardt 
soils. 

Representative profile of Chetek sandy loam in a per- 
manent pasture about 800 feet northwest of a farm drive- 
way (SEV NE, sec. 35, T. 27 N., R. 15 W., Pierce County, 
Wis.) : 

to 6 inches, very dark grayish-brown (10YR 3/2) sandy‏ ملم 
loam; weak, fine, granular structure; very friable;‏ 
medium acid; clear, smooth boundary.‏ 

A2—6 to 9 inches, dark grayish-brown (10YR 4/2) sandy 
loam; weak, medium, platy structure; very friable; 
slightly acid; abrupt, wavy boundary. 

B1—9 to 15 inches, dark-brown (10YR 4/3) sandy loam; 
weak, medium, subangular blocky structure; friable; 
slightly acid; clear, smooth boundary. 

B2—15 to 21 inches, dark-brown (10YR 4/3) sandy loam; 
weak, medium and coarse, subangular bloeky structure; 
friable; thin, patehy clay films; contains stones and 
cobbles that begin at the-upper boundary of this horizon; 
slightly acid; clear, smooth boundary. 

IIC—21 to 42 inches +, dark-brown (7.5YR 4/4) fine gravel 
and sand; single grain; loose; slightly acid. 
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with material weathered from limestone and shale. This 
finer textured material forms clearly defined bands or 
layers of coherent material. The bands are generally 
brown, and they range from sandy loam to sandy clay 
loam in texture. 

Where these soils have not been disturbed, the Al hori- 
zon ranges from 1 to about ۵ inches in thickness and from 
very dark grayish brown (10YR 3/2) to black (10YR 
2/1) in color. In general, the color of the surface layer 
in cultivated fields is dark grayish brown (10YR 4/2) 
or very dark grayish brown (10YR 3/2). In places, how- 
ever, the yellowish substratum is exposed. 


Burkhardt Series 


The Burkhardt series consists of somewhat, excessivel, 
drained, nearly level or gently sloping soils that are shal- 
low over sandy and gravelly material. These soils have 
formed on stream terraces in stratified sand and gravel. 
They are most extensive along the Mississippi River, 
but they also occur along the St. Croix, Rush, and Trim- 
belle Rivers. The original vegetation was prairie grasses. 

The Burkhardt soils occur with Dakota and Sparta 
soils and, to a lesser extent, with Plainfield soils. They 
are shallower over coarse-textured material than the Da- 
kota and Sparta soils. Also, they have a gravelly instead 
of a sandy substratum like those of the Dakota and 
Sparta soils. The Burkhardt soils, unlike the Sparta and 
Plainfield, contain an illuvial B horizon, or horizon in 
which clay has accumulated. They are darker colored 
than the Plainfield soils. 

Representative profile of Burkhardt sandy loam in a 
cultivated field (SWANW% sec. 1, T. 24 N, R. 18 W., 
Pierce County, Wis.) : 

AD 一 0 to 7 inches, very dark brown (10YR 2/2) sandy loam ; 
weak, fine, crumb structure; very friable; medium acid; 
clear, smooth boundary. 

A12—7 to 10 inches, very dark brown (10YR 2/2) sandy 
loam; weak, fine and very fine, subangular blocky struc- 
ture; very friable; medium acid; clear, smooth boundary. 

Bi—10 to 12 inches, dark reddish-brown (5YR 8/2) heavy 
sandy loam; weak, medium, subangular blocky structure ; 
friable; dark-colored tongues of organic matter extend 
downward into this horizon from the A horizons; medium 


acid; abrupt, smooth boundary. 


B2t—12 to 16 inches, dark reddish-brown (5YR 3/3) loam; 


weak, medium, subangular blocky structure; friable; 
thin, patchy clay films; medium acid; clear, smooth 
boundary. 


ITB3—16 to 18 inches, dark reddish-brown (5YR 3/3) gravelly 
sandy loam; weak, medium, subangular blocky structure 
breaking to single grain under pressure; stains from 
organic matter on the faces of some peds; very friable; 
medium acid; clear, smooth boundary. 

IIC-—18 to 30 inches, dark-brown (7.5YR 4/4) stratified sandy 
gravel; single grain; loose; slightly acid. 

The Burkhardt soils vary mainly in the color and tex- 
ture of their surface layer and in the thickness of their 
solum. Their surface layer ranges from black (10YR 2/1) 
to very dark brown (10YR 2/2) in color and from loam 
to sandy loam in texture. Depth to gravelly outwash 
ranges from 12 to 94 inches. In the substratum the pro- 
portions of sand and gravel ave variable. 


Chaseburg Series 


The soils of the Chaseburg series are mostly. well 
drained but are moderately well drained in places. They 
have formed in deep, silty alluvial-colluvial deposits of 
material from the nearby loess-mantled uplands. Com- 
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Dakota Series 


Well-drained, nearly level or gently sloping soils of 
stream terraces and outwash plains make up the Dakota 
series. These soils have formed in medium-textured ma- 
terial derived from sandstone, or in well-sorted glacial 
outwash. Generally, they are underlain by a substratum 
of loose, stratified sand. 'The original vegetation was tall 
prairie grasses. 

'The Dakota soils occur with Sparta, Burkhardt, and 
Waukegan soils. They have a higher proportion of me- 
dium-textured material in their solum than the Sparta 
soils. Also, they contain illuvial (Bt) horizons, or hori- 
zons where clay has accumulated, that are lacking in the 
Sparta profile. The Dakota soils have a thicker solum 
than the Burkhardt soils, and they lack the gravelly sub- 
stratum typical of those soils. They lack the alte solum 
typical of the Waukegan soils. 

Representative profile of an uneroded Dakota loam in 
a cultivated field (SEX NIE sec. 14, T. 27 N., R. 19 W., 
Pierce County, Wis.) : 

Ap—0 to 8 inches, very dark gray (10YR 3/1) loam; weak, 
very fine, subangular blocky structure; friable; many 
fibrous roots; neutral reaction; clear, smooth boundary. 

A3—8 to 11 inches, very dark grayish-brown (10YR 3/2) loam; 
weak, fine, subangular blocky structure; friable; slightly 
acid; clear, smooth boundary. 

Bi1—11 to 14 inches, dark-brown (10YR 3/3) loam; weak, 
fine, subangular blocky structure; very dark grayish- 
brown (10YR 3/2) tongues of organic matter extend into 
this horizon from the A3 horizon; friable; slightly acid; 
clear, smooth boundary. 

B21t—14 to 20 inches, dark-brown (10YR 3/3) loam; moder- 
ate, medium, subangular blocky structure; few patchy 
clay films; dark-colored stains from organic matter are 
on the faces of many peds; friable; slightly acid; clear, 
smooth boundary. 

B22t—20 to 26 inches, dark yellowish-brown (10YR 3/4) 
heavy loam; moderate, medium, angular and subangular 
blocky structure; dark-colored stains from organic mat- 
ter and thin, patchy clay films on the faces of the peds; 
firm; slightly acid; clear, smooth boundary. 

B3—26 to 32 inches, dark-brown (7.5YR 4/4) sandy loam; 
weak, coarse, subangular blocky and prismatic structure; 
dark-colored stains from organic matter are on the faces 
of the peds along vertical cleavage planes; friable; 
medium acid; diffuse, smooth boundary. 

C—82 to 51 inches +, yellowish-brown (10YR 5/6), stratified 
fine sand; structureless; loose; medium acid. 

Dakota soils vary mainly in the texture of the surface 
layer, in the thickness of the solum, and in the character- 
istics of the substratum. The texture of the surface layer 
ranges from sandy loam to loam. In areas that are not 
eroded, the color of the surface layer is black (10YR 2/1), 
very dark brown (10YR 2/2), or very dark gray 
(10YR 3/1). The color of the surface layer in moderately 
eroded areas is very dark gray (10YR 8/1) or very dark 
grayish brown (10YR 3/2). The thickness of the solum 
ranges from 24 to 36 inches. 

Depth to the substratum of sandy outwash ranges from 
24 to 42 inches. The substratum of typical Dakota soils 
has a texture of fine sand to coarse sand, but it contains 
a small amount of fine gravel in places. The substratum 
of some Dakota soils on outwash plains in the north- 
western part of the county contains a thin pebble line. 

, In a limited acreage of Dakota soils in broad valleys 
in the northwestern part of the county, the substratum is 
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The thickness of the solum ranges from 12 to 24 inches. 
The surface layer ranges from dark brown (7.5YR 4/2) 
to very dark grayish brown (10YR 3/2) in color, Its 
thickness ranges from 7 inches in moderately eroded 
areas to 12 inches in areas that are not eroded. The B 
horizons range from 7 to 16 inches in combined thickness. 
The B2 horizon ranges from sandy loam to loam in tex- 
ture. In the substratum the ratio of coarse sand to gravel 
is variable, but fine gravel is predominant. Where these 
soils are on stream terraces and are nearly level, they 
are nearly free of stones. Stones are common, however, 
in the steeper areas of complex slopes on the outwash 
plains. 

Clyde Series 


The Clyde series is composed of poorly drained. soils 
that formed in 18 to 30 inches of windblown silt (loess) 
over glacial till. These soils are in nearly level areas or 
in slight depressions. They occur on glacial till plains in 
uplands in the northern half of the county. “There, they 
formed under a cover of reeds, sedges, and other plants 
that tolerate a large amount of water. ` — 

The Clyde soils are a member of the drainage sequence 
that includes the well-drained Ostrander and the some- 
what poorly drained or poorly drained Floyd soils. Phys- 
iographically, they oceur with Auburndale and Sargeant 


soils. : 

Representative profile of Clyde silt loam in a wooded 
drainageway about 3800 feet north of a town road 
(SEXSEM sec. 8, T. 27 N., R. 16 W., Pierce County, 
Wis.) : 

A0—14 inch to 0, organic mat of partly decomposed leaves 
and fibrous roots. 

A11—0 to 8 inches, black (10YR 2/1) silt loam; moderate, 
fine, crumb structure; friable; mildly alkaline; clear, 
smooth boundary. 

A12—8 to 15 inches, black (10YR 2/1) silt loam; moderate, 
very fine, angular blocky structure; friable; neutral reac- 
tion; gradual, smooth boundary. 

B21g—15 to 19 inches, olive-gray (5Y 5/2) silt loam; com- 
mon, medium, prominent, strong-brown (7.5YR 5/8) mot- 
tles and dark-gray (5Y 4/1) stains caused by organic 
matter; moderate, fine, angular blocky structure; non- 
sticky; neutral reaction; clear, smooth boundary. 

B22g—19 to 26 inches, gray (5Y 5/1) silt loam ; many, coarse, 
prominent, reddish-brown (5YR 4/4) mottles around root 
channels; weak, fine, subangular blocky structure; non- 
sticky; neutral reaction; clear, smooth boundary. 

IICg—26 to 29 inches, gray (5Y 5/1) loam; many, coarse, 
prominent, dark-brown (7.5YR 4/4) and reddish-brown 
(5YR 4/4) mottles; weak, fine, subangular blocky strue- 
ture; nonsticky; contains a moderate proportion of fine 
and medium pebbles; neutral reaction; clear, smooth 
boundary. 

IIC2g—29 to 42 inches, grayish-brown (2.5Y 5/2) sandy loam; 
massive; nonsticky; neutral reaction. 


Some areas of Clyde soils have stones on the surface 
and throughout the profile. The black soil material in the 
A horizons ranges from 6 to 18 inches in thickness. Below 
the A horizons, the soil material is gleyed. In most places 
the surface layer has a texture of silt loam, but the tex- 
ture is silty clay loam in some places. The layer of loamy 
sand to gravel, between the solum and the underlymg 
till, ranges from only a thin smear to several inches in 
thickness. The texture of the substratum of glacial till 
ranges from gravelly loamy sand to clay loam. 
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till lies between the layer of silty material and the weath- 
ered shale. In general, the color of the shale substratum 
is between a grayish brown (9.5Y 5/2) and olive 
(5Y 5/3). In some places, however, the substratum. con- 
tains a few to many spots or veins of clay that has a 
bluish color. In some areas mottling occurs in the B1 
horizon, as well as in the lower B horizons and in the C 
horizon. The shale is generally calcareous, but it is 
slightly acid in some places. 


Derinda Series, Acid Variants 


The acid variants of the Derinda series are well drained 
or moderately well drained. They have formed in a 
mantle of silty material, 10 to 30 inches thick, over ex- 
tremely acid shale (fig. 15). The lower part of the solum 
developed in material weathered from the shale. Areas 
of these soils on uplands are undulating or rolling, and 
those on valley slopes are gently sloping to steep. The 
original vegetation was a forest of mixed hardwoods. 

The acid variants of the Derinda soils occur with 
Seaton soils, which also developed in a deep layer of silty 
material but are on ridgetops and on the lower valley 


Figure 15.—Profile of Derinda silt loam, acid variant. 
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loamy. In those areas a C1 horizon that has a texture of 
sand lies between the B3 horizon and the loamy material 
of the substratum. The texture of the loamy substratum 
ranges from sandy loam to sandy clay loam. In a small 
acreage, the Dakota soils are underlain by fissured dolo- 
mitic limestone at a depth between 36 and 42 inches. 
Derinda Series 

The Derinda series consists of well drained or moder- 
ately well drained soils that are nearly level to steep. 
These soils formed in windblown silt (loess) and in ma- 
terial weathered from shale over shale bedrock. They 
occupy the fringe areas of broad upland ridges. The 
original vegetation was a forest of mixed hardwoods. 

Derinda soils occur with areas of well drained Renova, 
moderately well drained Vlasaty, and somewhat poorly 
drained Sargeant soils. They lie between those soils and 
areas of Steep stony and rocky land, which is on the side 
slopes of the ridges. They occur in Jess centrally located 
positions, at a slightly lower elevation, than the Renova, 
Viasaty, and Sargeant, soils. Also unlike those soils, which 
formed in silty material over glacial till, the Derinda 
soils formed in silty material over material weathered 
from shale. The Derinda soils occur with Schapville soils, 
and they have formed in the same kind of material as 
those soils. They formed under trees, however, instead 
of under grass, and they have a lighter colored surface 
layer than the Schapville soils. . . 

Representative profile of Derinda silt loam in a culti- 
vated field (ON WAN W'4 sec. 18, T. 27 N., R. 17 W., Pierce 
County, Wis.): 


Ap—0 to 5 inches, very dark gray (10YR 3/1) silt loam; 
moderate, fine, granular to thin, platy ۰ 

A2—5 to 10 inches, brown (10YR 5/3) silt loam; moderate, 
thin, platy structure; friable; gray (10YR 6/1) silt coats 
on the faces of the peds; strongly acid; clear, wavy 
boundary. 

Bi—10 to 14 inches, brown (10YR 5/3) silt loam; weak, 
thick, platy structure breaking to fine, subangular blocky 
structure; friable; gray (10YR 6/1) silt coats on the 
structural faces of the peds; strongly acid; clear, grad- 
ual boundary. 

B21t—14 to 20 inches, dark-brown (10YR 4/3) light silty clay 
loam; moderate, fine, angular blocky structure; firm; 
gray (10YR 6/1) silt coats on the faces of the peds; 
strongly acid; clear, wavy boundary. 

IIB22t—20 to 25 inches, dark-brown (10YR 4/3) heavy silty 
clay loam; few, fine, distinct, yellowish-brown (10YR 
5/8) mottles; moderate, medium, angular blocky struc- 
ture; slightly hard when dry, plastie when wet; few 
shale chips and small, angular fragments of chert; clay 
films and a few gray (10YR 6/1) silt coats on the 
vertical faces of the peds; strongly acid ; gradual, smooth 
boundary. 

IIC—25 to 40 inches, light olive-brown (2.5Y 5/6) silty clay 
weathered from shale bedrock; few dark grayish-brown 
(10YR 4/2) stains from organie matter on the vertical 
faces of the peds; many, fine, distinct, grayish-brown 
(10YR 5/2) and yellowish-brown (10YR 5/8) mottles in 
the upper part of the layer; moderate to strong, medium, 
angular blocky structure in upper part of layer, grading 
to strong, thiek, platy shale bedrock below a depth of 
8 feet; hard when dry, plastic when wet; slightly acid in 
upper part of layer but weakly calcareous below a depth 
of 3 feet. 


Characteristics of the Derinda soils vary mainly in 
the thickness of the layer of silty material, which ranges 
from 10 to 30 inches. The color of the surface layer 
ranges from very dark gray (10Y R 3/1) to dark grayish 
brown (10Y R 4/2). In some places a few inches of glacial 
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inson soils are slightly finer textured and have thicker 
A horizons than is generally considered modal for the 
series. The original vegetation was prairle grasses. 

The Dickinson soils occur with Lamont soils, but they 
have a thicker, darker colored surface layer than those 
soils. Where they occur back from the river, they grade 
to Port Byron soils, which formed in deep, coarse, silty 
loess. The Dickinson soils occur less extensively with the 
Rockton than with the Lamont and Port Byron soils. 
Unlike the Rockton soils, which formed in medium-tex- 
tured material over limestone bedrock, they formed in 
windblown very fine sand. 

Representative profile of a Dickinson soil in a eulti- 
vated field about 100 feet west of State Highway No. 29 
(SEANWYUSEY sec. 3, T. 26 N., R. 20 W., Pierce 
County, Wis.): 

A11—0 to 15 inches, very dark grayish-brown (10YR 3/2) 
very fine sandy loam; weak, fine, granular structure; 
very frinble; medium acid; diffuse, smooth boundary. 

A12—-15 to 19 inches, dark-brown (7.5YR 3/2) very fine sandy 
loam; weak, fine, granular structure; very friable; 


slightly acid; diffuse, smooth boundary. ` 
Bi—19 to 24 inches, dark-brown (7. 5YR 3/4) very fine sandy 


loam containing brown or dark-brown (75YR 4/2) 
streaks and dark-brown (7.5YR 3/2) patches; weak, 
medium, subangular blocky structure; very friable; 


slightly acid; diffuse, smooth boundary. 

B21—24 to 29 inches, dark-brown (7.5YR 4/2) very fine sandy 
loam containing dark-brown (7.5YR 3/2) patches; weak, 
medium, subangular blocky structure; very friable; 
slightly acid; abrupt, smooth boundary. 

B22—29 to 34 inches, dark-brown (7.5YR 4/4) loam; weak, 
very thick, platy structure breaking to weak, coarse, sub- 
angular blocky structure; firm; few, thin, discontinuous, 
dark-brown (7.5YR 3/4) clay films; slightly acid; abrupt, 
smooth boundary. 

C1—34 to 44 inches, dark-brown (7.5YR 4/4) very fine sandy 
loam; massive; very friable; slightly acid; clear, smooth 
boundary. ` 

C2—44 to 60 inches, brown (T.5YR 5/4) very fine sandy loam i 
massive; very friable; medium acid. 

The color of the surface layer ranges from very dark 
brown (10YR 2/2) to very dark grayish brown (10YR 
3/2). The thickness of the solum is normally between 
26 and 34 inches. Where dunelike mounds have formed, 
however, the solum is as much as 44 inches thick and 
the texture of the surface layer ranges to fine sandy 
loam. The substratum contains weakly defined layers 
that generally conform to the relief of the area. The 
profile generally contains a layer of material, that is finer 
textured and more coherent than is typical in the rest 
of the profile. | 

Downs Series 


The soils of the Downs series are well drained and are 
gently sloping or sloping. "They have formed in the 
uplands in. a deep layer of silty loess that is more than 
42 inches thick. The original vegetation was a mixture 
of prairie grasses and scattered oaks, or it consisted of 
prairie grasses that were later replaced by a forest of 
hard woods. | 

The Downs soils occur with Seaton and Dubuque soils. 
They have a darker colored surface layer and formed 
in finer textured loess than the Seaton soils. The Downs 
soils have a darker colored. profile than the . 
soils. Also, they lack the substratum of weathered lime- 
stone typical of the material underlying the Dubuque 
soils. They differ from the Port Byron soils, primarily 
in having an 42 horizon. : 
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slopes. The acid variants of the Derinda series occupy 
slightly lower areas than the Gale soils and the thin 
solum variants of the Gale series. Unlike the acid variants 
of the Gale series, which are underlain by interlayered 
sandstone and siltstone, they have formed in silty material 
over shale. 

Representative profile of Derinda silt loam, acid vari- 
ant, in a cultivated field about 20 feet east of a county 
road (NW4.NWW4NW% sec. 32, T. 26 N., R. 15 W., Pierce 
County, Wis.): 


AD 一 0 to 7 inches, dark grayish-brown (10YR 4/2) silt loam; 
wenk, fine, granular strueture; friable; neutral to slightly 
acid; clear, smooth boundary. 

A2—7 to 9 inches, grayish-brown (10YR 5/2) silt loam; mod- 
erate, thin, platy strueture; friable; medium 'acid to 
Strongly acid; clear, smooth boundary. 

B1—9 to 11 inches, brown (10YR 5/3) silt loam; moderate, 
fine or very fine, subangular blocky strueture but con- 
tains some medium plates; friable; very strongly acid; 
clear, smooth boundary. 

B21t—11 to 14 inches, dark-brown (10YR 4/3) heavy silt 
loam; strong, fine, angular blocky structure; very firm; 
very thin silt coats and -thin, patchy, high-contrast clay 
films on the vertical and horizontal faces of the struc- 
tural peds; very strongly seid; clear, smooth boundary. 

B22t—14 to 17 inches, dark-brown (10YR 4/3) light silty 
clay loam; very few, fine, prominent, yellowish-brown 
(10YR 5/8) mottles in the lower part of the horizon; 
strong, fine to moderate, angular bloeky structure but 
contains weak to moderate, medium plates; very firm; 
many thick, patchy, high-contrast clay films (IOYR 3/2) 
and light-colored, bleachied:silt coats on the vertical and 
‘on some horizontal faces of the structural peds; extremely 
acid; gradual, wavy boundary. اہ‎ s 

IIB3—17 to 20 inches, olive (5Y.5/3) heavy silty clay loam 
to silty clay; very few, fine,. prominent; yellowish-red 
(5YR 4/8) mottles; moderate, medium, angular blocky 
Structure (has stronger vertical than horizontal clenvage 
planes); contains moderate, medium plates; very firm; 
continuous, thick, high-contrast clay films on tlie vertical 
faces of the structural peds; extremely acid; diffuse, ir- 
regular boundary. ` 

IIC—20 to 27 inches, olive-gray (5Y 5/2) silty clay ; very few, 
fine, prominent, yellowish-brown (10YR 5/8) mottles: 
‘moderate, thin or very thin, platy structure; very firm; 
contains occasional weak, vertical cleavage ‘planes; ex- 
tremely acid; diffuse, smooth boundary. 2 

IFR—27 to .82 inches, olive-gray (5Y 5/2) or light olive-gray 
(5Y 6/2) shale that has very thinly lamináted, rather 
loosely bedded petrogenic structure; 117 flakes or 
fragments of shale are extremely firm to "indurated; 
many yellowish-brown (10YR 5/8) streaks of iron oxide 
on'the horizontal planes; extremely acid; contains fossils 
of iron pyrite. 


The acid variants of the Derinda series vary mainly 
in the thickness of the layer of silty material over weath- 
ered, clayey shale and in the degree of mottling in the 
lower part of the solum. The layer of silty material 
ranges from 10 to 30 inches in thickness. In areds where 
these soils are well drained, mottling-is absentzor begins 
in the lower part of the B99t horizon, where drainage is 
slightly restricted. The color of the shale ranges from 
pale brown (10YR 6/3) to olive gray (5Y 5/9)*or light 
olive gray (5Y 6/2). 


Dickinson Series 


The Dickinson series consists of deep, gently sloping 
‘soils that are well drained. These soils are on high ter- 
races and outwash plains near the St. Croix River. They 
¡have formed in windblown material that has a'ftexture 
‘of very fine sand but is finer textured at a distifnce from 
the riyer than near the river. In Pierce County the Dick- 
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vertical faces of the peds; strongly acid; clear, smooth 
boundary. : 

B22t—22 to 28 inches, dark yellowish-brown (10YR 4/4) silty 
clay loam; weak, thick, platy structure breaking to 
strong, medium, angular blocky; firm; thin, continuous, 
dark yellowish-brown (10YR 3/4) clay films on the faces 
of the peds; strongly acid; clear, smooth boundary. 

IIB23t—28 to 35 inches, reddish-brown (5YR 4/4) clay loam; 
moderate, medium, angular blocky structure; firm; me- 
dium acid; clear, smooth boundary. 

IIC—35 to 43 inches, dark reddish-brown (5YR 3/4) clay; 
massive; sticky; mildly alkaline; abrupt, smooth 
boundary, 

IIR—43 inches +, fissured dolomite bedrock, 


The thickness of the silty material over the clay 
weathered from dolomite ranges from 15 to 80 inches; 
from one-third to two-thirds of the lower part of the B 
horizon has formed in the clayey material. In some 
places in cultivated fields, the. surface layer is very dark 
grayish brown (10YR 3/2), but it is dark grayish 
brown (10YR 4/2) in others. In areas that have not 
been disturbed, there is a thin A1 horizon that is darker 
colored in some places than the Ap horizon in cultivated 
areas. A few fragments of chert are on the surface and 
throughout the profile. The thickness-of the clayey mate- 
rial underlying the silty material ranges from 1 inch 
to about 30 inches, but a thickness of 2 to 12 inches is 
most common, 


Dunbarton Series 


The soils of the Dunbarton series are well drained, 
silty, and shallow over dolomite. They have formed in 
a mantle of loess over material weathered from dolomite, 
and the B horizons developed mostly in material 
weathered from dolomite. These soils are gently sloping 
to steep. They are on rock-formed terraces and on up- 
lands that aye eapped by dolomite and covered with 
loess. The original vegetation was a forest of mixed 
hardwoods. ۱ 

The Dunbarton soils on the uplands occur with Du- 
buque soils, but they formed in a shallower layer of 
loess than those soils. They also occur with Renova soils, 
but unlike those soils, they lack glacial till within the 
profile. The profile of the Dunbarton soils resembles that 
of the Whalan soils. It differs in that it does not have 
a layer of glacial till over the dolomite. 

Representative profile of Dunbarton silt loam in a 
permanent pasture (NWIANEY, sec. 16, T. 27 N., R. 15 
W., Pierce County, Wis.) : 

A1—0 to 2 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very thin, platy and weak, very fine, sub- 
angular blocky structure; very friable; medium acid; 
abrupt, smooth boundary. ۱ 

2 to 4 inches, dark grayish-brown (10YR 4/2) silt loam ; 
weak, very thin, platy structure; very friable; medium 
acid; abrupt, smooth boundary. ۲ 

A99—4 to 6 inches, grayish-brown (10YR 5/2) silt loam ; 
weak, very thin, platy structure; very friable; medium 
acid; abrupt, smooth boundary. 

B1—6 to 8 inches, brown (10YR 5/3) silt loam; weak, me- 
dium, subangular blocky structure but breaks, under 

. slight pressure, to weak, medium, platy structure; fri 

able; medium acid; abrupt, smooth boundary. 

B2t—S to 12 inches, dark-brown (10YR 4/3) silt loam; mod: 
erate, medium to fine, angular blocky structure; firm; 
thin, patchy clay films; very thin, continuous coats of 
grayish. brown (10YR 5/2) to light gray (10YR 7/2), 
bleached silt on all the faces of the peds; medium acid; 
clear, smooth boundary. 1 
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Representative profile of a cultivated Downs silt loam 
(SEANW% sec. 18, T. 25 N., R. 18 W., Pierce County, 
Wis.): 


Ap—0 to 9 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, fine, granular structure; friable; neutral; 
abrupt, smooth boundary. 

9 to 11 inches, dark grayish-brown (10YR 4/2) silt loam; 
moderately thin to medium, platy structure; friable; neu- 
tral; clear, wavy boundary. 

B21t—11 to 18 inches, dark-brown (10YR 4/3) heavy silt 
loam ; weak, thick, platy structure breaking to moderate, 
fine, subangular blocky; firm; slightly acid; clear, smooth 
boundary. 

B22t—18 to 22 inches, dark-brown (10YR 4/3) light silty clay 
loam; weak, thick, platy structure breaking to moderate, 
fine, subangular blocky; firm; dark-brown (10YR 3/3) 
clay films and a few bleached silt coats on the vertical 
and horizontal faces of the peds; medium acid; clear, 
smooth ۰ 

B231—22 to 28 inches, dark-brown (10YR 4/3) light silty clay 
loam; weak, thick, platy structure breaking to moderate, 
fine, subangular blocky; firm; few dark-brown (10YR 
3/3) elay films and few thick, bleached silt coats on the 
vertical and horizontal faces of the peds; strongly acid; 
clear, smooth boundary. 

B3—28 to 42 inches, dark-brown (10YR 4/3) heavy silt loam; 
few, fine, faint, dark yellowish-brown (10YR 4/4) mot- 
tles; weak, medium, subangular blocky structure; firm; 
few, fine, faint clay films and silt coats on the faces of 
the peds; strongly acid; gradual, smooth boundary. 

C—42 to 66 inches, dark-brown (10YR 4/3) silt loam; mas- 
Sive; friable; medium acid. 


A2 


In some cultivated areas, the surface layer is dark 
grayish brown (10Y R 4/2) instead of very dark grayish 
brown (10YR 3/2). It is black (10YR 2/1) or very dark 
gray (10YR 3/1) in some areas that have not been dis- 
turbed. Depth to limestone bedrock ranges from 49 
inches to more than 10 feet. In some places glacial till 
is at a depth greater than 5 feet. 


Dubuque Series 


'The Dubuque series consists of moderately deep, well- 
drained soils that are silty. These soils have formed on 
uplands in a mantle of loess over clayey material that 
weathered from dolomite. They are underlain by fissured 
dolomite. The original vegetation was a mixed forest of 
hardwoods. 

The Dubuque soils occur with Seaton soils, but they 
have formed in a thinner layer of loess than the Seaton 
soils. They also occur with Otterholt and Renova soils, 
but unlike those soils, they lack glacial till within the 
profile. 

Representative profile of Dubuque silt loam in a per- 
manent pasture, about 150 feet west of the foundation 
of a building (NW NEXNW'*A sec. 1, T. 24 N., R. 15 
W., Pierce County, Wis.) : 

AD 一 0 to 7 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, fine, granular structure; friable; medium acid; 
clear, smooth boundary. 

A2—7 to 9 inches, grayish-brown (10YR 5/2) silt loam; weak, 
medium, platy structure; friable; medium acid; clear, 
smooth boundary. 

B1—9 to 18 inches, brown (10YR 5/3) silt loam; weak, thick, 
platy structure breaking to weak, fine, subangular bloeky ; 
friable; few, thin, very pale brown (10YR 7/3), blenched 
silt coats on the faces of the peds; medium acid; clear, 
smooth boundary. 

B21t—18 to 22 inches, dark yellowish-brown (10YR 4/4) 
heavy silt loam; weak, thick, platy structure breaking to 
moderate, fine, subangular blocky; firm; few, thin, dis- 
continuous, dark-brown (7.5YR 4/4) clay films on the 
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These soils are on stream terraces. The original vegetation 
was a deciduous forest consisting mainly of oaks, hard 
maples, and hickory trees. 

The Fayette soils occur with the moderately well 
drained Rozetta and somewhat poorly drained Strong- 
hurst soils, and they formed in similar material. Their 
profile resembles that of the Seaton soils, which devel- 
oped in loess. Unlike the Seaton solls, however, they 
formed in silty alluvium of loessal origin. Also, their 
substratum shows slight stratification of colors and of 
coarse-textured and fine-textured silty material. 

Representative profile of Fayette alt 10am, benches, 
in a cultivated field about 600 feet east of County High- 
way U and 300 feet north of a field road (SWANE sec. 
27, T. 25 N., R. 15 W., Pierce County, Wis.) : 


Ap—0 to 8 inches, dark grayish-brown (10YR 4/2) silt loam; 

۱ weak, fine, granular structure; friable; medium acid; 
abrupt, smooth boundary. ` 

A2—8 to 10 inches, grayish-brown (10YR 5/2) or dark gray- 
ish-brown (10YR 4/2) silt loam; weak, thin, platy struc- 
ture; friable; medium acid; clear, smooth boundary. 

B1—10 to 14 inches, brown (10YR 5/3) silt loam; weak, me- 
dium, platy structure, breaking to weak, very fine, sub- 
angular blocky structure; friable; very strongly acid; 
clear, smooth boundary. 

B21t—14 to 23 inches, dark yellowish-brown (10YR 4/4) 
heavy silt loam; weak, thick, platy structure in place, 
breaking to moderate, fine, subangular blocky structure; 
friable; thin, continuous silt coats on the horizontal faces 
of the peds; very strongly acid; clear, smooth boundary. 

B22t—23 to 32 inches, dark-brown (10YR 4/3) light silty 
clay loam; weak, very thick, platy structure in place, 
breaking to strong, fine to medium, subangular blocky 
structure; firm; medium, discontinuous, dark-brown 
(7.5YR 4/4) clay films on the faces of the peds; thin, dis- 
continuous silt coats on the horizontal faces of the peds; 
very strongly acid; clear, smooth boundary. 

B3—32 to 42 inches, dark-brown (10YR 4/3) silt loam; mod- 
erate, coarse, subangular blocky structure; friable; few, 
thin, discontinuous, dark yellowish-brown (10YR 4/4) 
clay films on the faces of the peds; very strongly acid ; 
clear, smooth boundary. 

C1—42 to 57 inches, yellowish-brown (10YR 5/4) silt loam; 
massive; friable; upper boundary of this horizon consists 
of a band of yellowish-brown (10YR 5/4) sandy loam 1 
inch thick; very strongly acid; abrupt, smooth boundary. 

1102-57 to 60 inches +, yellowish-brown (10YR 5/4) sand; 
few small fragments of sandstone; single grain; loose; 
very strongly acid. 


In places the color of the surface layer is very dark 
grayish brown (10YR 3/2) instead of dark grayish 
brown (10YR 4/2). The surface layer is darker colored 
before than after the soil is cultivated, and the color is 
somewhat lighter in eroded than in uneroded areas. In 
plowed fields the surface layer ranges from 6 to 10 
inches in thickness. The thickness of the solum ranges 
from 36 to 42 inches. Depth of the silty material over 
sandy outwash ranges from 42 to 60 inches. In places 
layers of sand are below a depth of 42 inches. 

Floyd Series 

Soils that are somewhat poorly drained are in the 
Floyd series. The material in which they formed was a 
moderately thin mantle of loess over loam glacial till. 
These soils are in shallow depressions and in drainage- 
ways in the uplands. They are mainly in a general area 
in the northwestern part of the county, where most of 
the soils are dark colored. The original vegetation was 
prairie grasses. 
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IIB22—12 to 17 inches, dark-brown (10YR 4/3 and 7.5YR 
3/2) clay loam; strong, fine to medium, angular blocky 
structure; very firm; thin, continuous clay films along the 
primary structural cleavage planes; medium acid; clear, 
smooth boundary. 

IIR-—17 inches +, light-gray (10YR 7/2) to very pale brown 
(10YR 7/3), thinly bedded dolomite, 

The thickness of the cap of silty material ranges from 
10 to 15 inches. More than two-thirds of the B2t horizon 
has formed in clayey material weathered from dolomite, 
The thickness of the layer of clay loam ranges from 
about 1 inch to 30 inches, but it is commonly between 
2 and 12 inches. Fragments of chert are common on the 
surface and throughout the profile in many places. The 
color of the surface layer in cultivated fields is very 
dark grayish brown (10YR 3/2) or dark grayish brown 
(10YR 4/2). In areas that are not disturbed, the Al 
horizon is thin and is darker colored in some places 
than the surface layer in cultivated areas. 


Edith Series 


The Edith series consists of soils that are excessively 
drained and that are sloping to steep. These soils are on 
hilly glacial uplands in the northern half of the county. 
In some parts of the county, the Edith soils are Poe 
in complexes of soil types. In others they are mapped in 
complexes with Wykoff loams. The original vegetation 
was predominantly prairie grasses, but it included a few 
scattered trees. 

The Edith soils have more gravel throughout their 
profile than the Wykoff soils, and their profile is not so 
well developed as that of the Wykoff soils. They also 
occur with Renova and Racine sois, but they have less 
silty material in the upper part of their profile than 
do those soils. Also, their profile is less well developed 
than those of the Renova and Racine soils. 

Representative profile of Edith gravelly loam (SE. 
NEZ sec. 14, T. 27 N., R. 16 W., Pierce County, Wis.) : 

Ap—0 to 6 inches, very dark brown (10YR 2/2) gravelly 
loam; moderate, fine, granular structure; very friable; 
medium acid; abrupt, smooth boundary. 

A1—6 to 12 inches, dark-brown (7.5YR 3/4) gravelly loam; 
moderate, fine, granular structure; very friable; neutral; 
clear, smooth boundary. 

C—12 to 42 inches +, dark-brown (7.5YR 4/4) gravelly sandy 
loam; structureless; loose; slightly acid. 

The color of the surface layer ranges from black 
(10YR 2/1) to very dark grayish brown (10YR 3/2). 
In some places the texture of the surface layer is loam, 
but it is sandy loam or gravelly loam in others. The 
surface layer is very gravelly in some severely eroded 
spots. Stones and cobbles are scattered on the surface 
and throughout the profile. The glacial drift in which 
these soils formed is stratified. In general, it ranges 
from gravelly loam to loamy sand in texture, but a few 
areas in which the texture is gravelly clay loam are 
included. About 70 percent of the underlying glacial 
drift is unsorted gravel, 20 percent consists of lenses of 
sand within the gravel, and 10 percent is stones and 
cobbles. Colloidal clay forms a coating on the surfaces 
of the pebbles and particles of sand. The reaction ranges 
from neutral to medium acid. 


Fayette Series 


. The Fayette series consists of well-drained soils that 
formed in a deep layer of silt (42 inches or more thick). 
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breaks, under pressure, to weak, thin, platy structure; 
friable; few, fine, faint, dark-brown (10YR 4/3) and 
dark yellowish-brown (10YR 4/4) bands marginal to 
cleavage faces; tongues of soil material from the A2 
horizon extend downward through this horizon; strongly 
acid; abrupt, smooth boundary. 

B2t—14 to 18 inches, dark-brown (10YR 4/3) silt loam that 
has a slightly higher content of clay than the horizons 
above or below; many, medium, faint, dark yellowish- 
brown (10YR 4/4) to dark-brown (7. 5YR 4/4) mottles; 
moderate, fine and medium, subangular blocky structure; 
friable; thin, patchy clay films; thin, lateral streaks of 
grayish-brown (10YR 5/2), bleached silt lie next to the 
underlying glacial till along the lower boundary of the 
horizon; very strongly acid; clear, smooth boundary. 

B3g—18 to 25 inches, grayish-brown (10YR 5/2) gritty silt 
loam consisting of intermixed loess and till; moderate, 
medium, subangular blocky structure; friable; interiors' 
of peds are dark brown (7.5YR 4/4), and exteriors are 
grayish brown (10YR 5/2); thin, continuous coats of 
bleached silt along the structural cleavage planes; 
strongly acid; gradual, smooth boundary. 

IIC—25 to 36 inches, reddish-brown (5YR 4/4) loam to sandy 
loam glacial till; weak, medium, platy structure; firm; 
many spots of ferric hydroxide; medium acid. 


In cultivated areas the color of the surface layer ranges 
from. very dark gray (10YR 3/1) to very dark grayish 
brown (10YR 3/2). In areas that have not been disturbed, 
the color of the surface layer is generally darker. The 
thickness of the solum ranges from 20 to 82 inches. The 
glacial till that underlies these soils has a texture of loam 
or sandy loam and ranges from dark brown (7.5Y R 4/4) 
to reddish brown (5YR 4/4) in color. 


Freer Series 

The Freer series is composed of somewhat poorly 
drained soils that are nearly level or gently sloping. 
These soils have formed in 12 to 30 inches of silty loess 
over glacial till. They are in slight depressions on ridge- 
tops in the northern part of the county. The original 
vegetation was a forest of mixed hardwoods. 

The Freer soils form a drainage sequence with the 
well drained Santiago and moderately well drained 
Freeon soils. 

Representative profile of Freer alt loam in a cultivated 
field (SW4NW sec. 99, T. 27 N., R. 18 W., Pierce 
County, Wis.) : 


Ap 一 0 to 7 inches, black (10YR 2/1) silt loam containing 
intermixed streaks and patehes of dark grayish-brown 
(10YR 4/2) soil material from the A2 horizon; weak, 
very fine, subangular. blocky structure; firm; slightly 
acid; abrupt, smooth boundary. 

A2—7 to 9 inches, grayish-brown (2.5YR 5/2) silt loam; 
many, medium, prominent, dark yellowish-brown (10YR 
4/4) mottles; weak, very thin, platy structure; very 
friable; strongly acid; abrupt, smooth boundary. 

Blg&A2—9 to 11 inches, grayish-brown (2.5YR 5/2) silt loam; 
many, fine, prominent, dark yellowish-brown (10YR 4/4) 
mottles; weak, fine, subanguar blocky structure but breaks, 
under pressure, to weak, thin, platy structure; friable; 
moderately thin, continuous, bleached silt coats along the 
lower extremities of some vertical cleavage planes; strongly 
acid; abrupt, smooth boundary. 

B21tg—11 to 18 inches, grayish-brown (2.5YR 5/2) silt loam; 
moderate, coarse, prismatic structure that breaks, if dis- 
turbed, to moderate, medium, subangular blocks that, in 
turn, contain weak, medium to coarse plates; friable; 
thin, patchy clay films; moderately thin, continuous, 
bleached silt coats on the surfaces of included blocky 
peds; many, fine, prominent, grayish-brown (10YR 5/2) 
and dark-brown (7.5YR 4/4) mottles in the interiors of 
the peds; many spots of ferric hydroxide; strongly acid; 
clear, smooth boundary. 
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The Floyd soils form a drainage sequence with the 
well-drained Ostrander and poorly drained Clyde soils. 
They occur with Ostrander and Racine soils and devel- 
oped in similar material, but they are not well drained 
like those soils. 

Representative profile of Floyd silt loam about 650 
feet west of a town road (NW%SW% sec. 30, T. 27 N., 
R. 19 W., Pierce County, Wis.) : 


A1—0 to 10 inches, very dark gray (10YR 3/1) silt loam; 
weak, thick, platy structure in place, breaking to mod- 
erate, fine, granular structure; friable; neutral reaction; 
clear, smooth boundary. 

A12—10 to 18 inches, black (10YR 2/1) silt loam; moderate, 
fine, granular structure; very friable; neutral reaction ; 
gradual, smooth boundary. 

A8—18 to 21 inches, very dark gray (10YR 3/1) silt loam; 
common, fine, distinct, dark yellowish-brown (10YR 4/4) 
mottles; moderate, fine, granular structure; very friable; 
slightly acid; gradual, smooth boundüry. 

B1—21 to 24 inches, very dark gray (10YR 3/1) light silty 
clay loam ; moderate, fine, angular blocky structure; firm ; 
mottling same as that in A3 horizon ; medium acid; clear, 
smooth boundary. 

B21t—24 to 30 inches, dark grayish-brown (10YR 4/2) clay 
loam; many, fine, distinct, dark-brown (7.5YR 4/4) mot- 
tles; weak, medium, subangular blocky structure; firm; 
dark grayish-brown (2.5Y 4/2) coating on the vertical 
faces of the peds; medium acid; gradual, smooth 
boundary. 

B22t—30 to 40 inches, dark grayish-brown (10YR 4/2) clay 
loam; many, fine, distinct, dark-brown (7.5YR 4/4) mot- 
tles; moderate, medium to coarse, subangular blocky 
structure; firm; dark grayish-brown (2.5Y 4/2) coating 
on the vertical faces of the peds; medium acid; gradual, 
smooth boundary. 

C—40 inches +, dark-brown (7.5YR 4/4) clay loam; many, 
fine, prominent, grayish-brown (2.5Y 5/2) mottles; mas- 
sive; medium acid. 

The color of the surface layer ranges from very dark 
gray (10YR 3/1) to black (10YR 2/1). In general, the 
thickness of the layer of silty material over till ranges 
from 12 to 30 inches. In a few places, however, these 
soils have formed in a layer of silt deeper than 30 inches. 
The texture of the underlying till ranges from loam to 


clay loam. In a few areas, the Floyd soils have a stony 
surface layer. 


Freeon Series 


The Freeon series is composed of moderately well 
drained soils that have formed in 12 to 30 inches of wind- 
blown silty material (loess) over glacial till. These soils 
are gently sloping to sloping and are on ridgetops in the 
northern part. of the county. The original vegetation was 
a deciduous forest of mixed hardwoods. 

The Freeon soils occur with the well-drained Santiago 
and somewhat poorly drained Freer soils. They formed 
in the same kind of material as those soils, but they are 
not so well drained as the Santiago soils and are better 
drained than the Freer. 

Representative profile of Freeon silt loam in a culti- 
vated field (NEAXNT4 sec. 3, T. 27 N., R. 16 W., Pierce 
County, Wis.): 


Ap—0 to 7 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very fine, subangular blocky structure; fri- 
able; slightly acid; abrupt, smooth boundary. 

A2—7 to 11 inches, dark grayish-brown (10YR 4/2) silt loam; 
moderate, thin, platy strueture; very friable; medium 
acid; clear and gradual, irregular boundary. 

271642-11 to 14 inches, dark grayish-brown (10YR 4/2) 
silt 1oam , moderate, fine, subangular blocky structure but 
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that have not been disturbed, the profile contains a thin 
Al horizon that is darker colored than the Ap horizon 
shown. The solum ranges from 24 to 36 inches in thick- 
ness. Depth to sandstone bedrock ranges from 36 to 50 
inches. The color of the sandstone ranges from yellow 
to white. 


Gale Series, Thin Solum Variants 


The thin solum variants of the Gale series are well 
drained and” are moderately shallow over bedrock. They 
have formed in material weathered from indurated, 
thinly bedded and interlayered siltstone and sandstone. 
These are gently sloping to steep soils on the side slopes 
of valleys. They occupy an area 9 square miles in size in 
the upper reaches of the watershed of Plum Creek. 

The thin solum variants of the Gale series occur with 
the acid variants of the Derinda series and with Gale 
soils. They differ from the acid variants of the Derinda 
series in that they have a thinner solum. Also, they de- 
veloped in material weathered from interlayered silt- 
stone and sandstone instead of in material weathered 
from acid shale. The thin solum variants of the Gale 
series have a thinner solum than the Gale soils. In addi- 
tion, they developed in material weathered from thinly 
bedded siltstone and sandstone instead of in material 
weathered from massive sandstone. The original vegeta- 
tion was a deciduous forest of mixed hardwoods. 

Representative profile of Gale sili loam, thin solum 
variant, in a permanent pasture about 15 feet south of 
a town road (NE4NW% sec. 30, T. 26 N., R. 15 W. 
Pierce County, Wis.) : 

inches to 0, very dark gray (10YR 3/1) organic matter‏ وموم 
consisting of the partly decomposed and, matted remains‏ 
of plants; medium acid; clear, smooth boundary.‏ 

A1—0 to 3 inches, very dark grayish-brown (10YR 3/2) 
coarse silt loam to loam; weak, fine to very fine, granu- 
lar structure; very friable; contains many worm casts; 
contains the remains of insects and a few fine pellets of 
sandstone; strongly acid; clear, smooth boundary. : 

A2—8 to 7 inches, grayish-brown (10YR 5/2) coarse silt 
loam; moderate, thin to very thin, platy structure; fri- 
able; contains numerous fine pellets and small fragments 
of sandstone; strongly acid; clear, smooth ۰ 

B1—7 to 9 inches, dark-brown (10YR 4/3) silt loam; moder- 
ate, fine, subangular blocky structure but brenks to weak, 
medium, platy structure; friable; contains numerous fine 
pellets and small fragments of sandstone; strongly acid; 
clear, smooth boundary. 

9 to 13 inches, yellowish-brown (10YR 5/4) silt loam 
showing a slight accumulation of clay; moderate, fine to 
very fine, subangular blocky structure displaying very 
weak platiness; firm; thin, patehy clay films; contains 
many fragments of sandstone; the fragments are more 
numerous toward the lower boundary of the horizon than 
in the upper part; strongly acid; clear, smooth boundary. 

B3—18 to 16 inches, yellowish-brown (10YR 5/4) to dark- 
brown (10YR 4/3) silt loam; weak, fine, subangular 
blocky structure displaying very weak platiness; friable; 
contains many fragments of sandstone and a few low- 
contrast clay films on the vertical faces of the structural 
peds; strongly acid; gradual, smooth boundary. 

C—16 to 20 inches, brown (10YR 5/3) to pale-browu (10YR 
6/3) material weathered from siltstone and a smaller 
amount of material weathered from sandstone in lenses, 
pockets, and layers among fragments of indurated sand- 
stone; the silty part of the matrix is structureless; me- 
dium acid; gradual, smooth boundary. 

R—20 to 29 inches, very pale brown (10YTt 7/4), interlayered, 
thinly bedded, indurated siltstone and sandstone; con- 
tains thin, low-contrast, brownish-yellow (10YR 6/8) 
lenses of iron oxide; medium acid. 


Bat 
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IIB22tg—18 to 23 inches, grayish-brown (10YR 5/2) loam 
glacial till; many, fine, prominent, grayish-brown (10YR 
5/2) and dark-brown (7.5YR 4/4) to reddish-brown 
(7.5¥R 4/4) mottles; weak, coarse, prismatic structure, 
but breaks, under pressure, to weak, medium, subangular 
blocky structure; firm; many spots of ferric hydroxide; 
strongly acid; clear, smooth boundary. 

11B3—23 to 26 inches, dark-brown (7.5YR 4/4) loam glacial 
till, but approximately 40 percent of the horizon consists 
of large patches of grayish-brown (10YR 5/2) till; weak, 
medium, subangular blocky structure; friable; washed 
fine sand forms a coating along the most prominent 
vertical cleavage planes; strongly acid; gradual, smooth 
boundary. 

TIC—26 to 36 inches, reddish-brown (5YR 4/4) loam glacial 
till; weak, medium, platy structure; friable; medium 
acid. 


In cultivated areas the color of the surface layer ranges 
from black (10YR 2/1) to very dark grayish brown 
(10YR 3/2). The thickness of the layer of silty material 
ranges from 12 to 80 inches. The solum ranges from 20 
to 82 inches in thickness. The underlying glacial till 
ranges from loam to sandy loam in texture and from 
777797 (T.5YR 4/4) to reddish brown (5YR 4/4 
in color. 


Gale Series 


The Gale series consists of well-drained soils that 
formed in 20 to 40 inches of loess over sandstone. The 
lower part of the solum contains some sand that has 
weathered from the underlying sandstone. These soils 
are gently sloping to steep. They are on rolling uplands, 
mainly in the central and north-central parts of the 
county. The original vegetation was a forest of mixed 
hardwoods, mostly oaks, hickory trees, and maples. 

The Gale soils occur with Seaton, Hixton, and Boone 
soils. Unlike the Seaton soils, they formed in less than 
49 inches of loess. The Gale soils differ from the Hixton 
and Boone soils in having a solum that developed mainly 
in loess instead of in material weathered from sandstone. 

Representative profile of Gale silt loam in a culti- 
vated field (NEMNE sec. 22, T. 27 N., R. 17 W., about 
250 feet southwest of the corner of the section, Pierce 
County, Wis.) : 


AD 一 0 to 7 inches, very dark grayish-brown (10YR 3/2) silt 
loam; moderate, fine, granular structure; friable; neutral 
reaction; clear, smooth boundary. 

A2—7 to 10 inches, dark grayish-brown (10YR 4/2) silt loam ; 
moderate, thin, platy structure; friable; neutral reaction ; 
elear, smooth boundary. 

B1—10 to 14 inches, dark-brown (10YR 4/3) silt loam; mod- 
erate, medium, platy structure, breaking to moderate, 
very fine, subangnlar blocky structure; friable; medium 
acid; clear, smooth boundary. 

B2t—14 to 24 inches, dark yellowish-brown (10YR 4/4) silt 
loam ; strong, medium, subangular blocky structure; firm; 
thin, discontinuous. dark-brown (7.5YR 4/4) clay films 
on the faces of the peds; very strongly acid; clear, 
smooth boundary. 

IIB3—24 to 30 inches, yellowish-brown (10YR 5/4) loam; 
moderate, medium, subangular blocky structure; friable; 
thick, dark-brown (7.5YR 4/4) clay films on the vertical 
faces of the peds; yellowish-brown (10YR 5/6) very fine 
sand coats on the remaining faces of the peds; strongly 
acid; clear, smooth boundary. 

IIC—30 to 42 inches, light yellowish-brown (10YR 6/4) sand; 
single grain; loose; strongly acid, 


In some areas that have been cultivated, the color of 
the surface layer is dark grayish brown (10YR 4/2) in- 
stend of very dark grayish brown (10YR 8/2). In areas 
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In areas that have not been limed, the reaction of the 
surface layer is slightly acid to strongly acid. The reac- 
tion of the surface layer is neutral to moderately alkaline 
in areas where lime has been added. In places a water 
table is below a depth of 30 inches. 


Hesch Series 


The Hesch series consists of deep, well-drained soils 
that formed in medium-textured material over material 
weathered from sandstone. These soils are gently sloping 
to moderately steep. They are in the northwestern and 
north-central parts of the county. In some places they 
occur on talus slopes. The original vegetation was prairie 
grasses. 

The Hesch soils have a thinner, lighter colored surface 
layer than the Hixton soils, although the soils of the 
two series formed in similar material. They occur with 
Dakota and Sparta soils, but they developed in medium- 
textured material over material weathered from sand- 
stone, instead of in sandy outwash. 

Representative profile of Hesch fine sandy loam, loamy 

: : : » 
substratum, in a cultivated field (SWASIE sec. 10, T. 
26 N., R. 18 W., Pierce County, Wis.) : 

Ap—0 to 8 inches, very dark grayish-brown (10YR 3/2) fine 
sandy loam; weak, very fine, subangular blocky structure ; 
neutral reaction; clear, smooth boundary. 

A1—8 to 10 inches, very dark grayish-brown (10YR 3/2) fine 
sandy lonm; weak, fine, subangular blocky structure; 
friable; neutral reaction; abrupt, smooth boundary. 

B1—10 to 14 inches, dark-brown (10YR 3/3) fine sandy loam ; 
weak, fine, subangular blocky structure; friable; neutral 
reaction; clear, smooth boundary. 

B2t—414 to 18 inches, dark-brown (10YR 4/3) loam; weak and 
medium, fine, subangular blocky structure; films of or- 
ganic matter on the faces of a few peds; friable; thin, 
patehy clay films; slightly acid; clear, smooth boundary. 

B3—18 to 23 inches, dark-brown (10YR 4/3) fine sandy loam; 
weak, medium and coarse, subangular blocky structure; 
friable; slightly acid; clear, smooth boundary. 

C—23 to 28 inches, dark yellowish-brown (10YR 4/4) loamy 
fine sand; generally structureless; loose; slightly acid; 
clear, smooth boundary. 

B2b—28 to 34 inches, dark-brown (7.5YR 4/4) heavy loam; 
moderate, medium, subangular blocky structure; few clay 
films on the faces of the peds, and sand coats on some 
primary vertical cleavage planes; firm; slightly acid; 
clear, smooth boundary. S E 

Cb—34 to 50 inches, dark yellowish-brown (10YR 4/4) and 
strong-brown (7.5YR 5/6) sandy clay loam; generally 
massive; firm; slightly acid. 

The surface layer ranges from black (10YR 2/1) to 
very dark grayish brown (10YR 3/2) in color and from 
loam to fine sandy loam im texture. The solum ranges 
from 22 to 40 inches in thickness. In some areas sand- 
stone bedrock is within 42 inches of the surface, but it 
is at a greater depth in most places. In the northwestern 
part of the county, where most areas of Hesch soils 
occur, the solum is generally thicker than m other places 
and depth to bedrock is normally greater than 42 inches. 
In that area the substratum consists of a mixture of ma- 
terial weathered from sandstone and of material weath- 
ered from limestone. The material weathered from lime- 
stone forms bands and layers that range from sandy 
loam to sandy clay loam in texture. Where the Hesch 
soils occur on talus slopes, fragments of sandstone and 
limestone are common on the surface and throughout 


the profile. 
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The texture of the surface layer is dominantly silt 
loam, but it ranges to fine sandy loam in cultivated areas 
where material from the underlying sandstone is mixed 
with the surface soil. The color of the surface layer 
ranges from very dark gray (10YR 3/1) in areas that 
have not been cultivated to very dark grayish brown 
(10YR 3/2) in cultivated areas. The thickness of the 
solum ranges from 10 to 24 inches. In places the sand- 
stone bedrock underlying these soils is so close to very 
strongly acid shale that the reaction of these soils 8 
affected. 


Halder Series 


The Halder series consists of somewhat poorly drained 
soils that ave nearly level. These soils ave on low stream 
terraces. They have formed in 94 to 49 inches of loamy 
material over outwash gravel and sand of sandstone and 
glacial origin. The original vegetation was a deciduous 
forest of oak, maple, and basswood. 

The Halder soils occur with well-drained Onamia and 
Antigo soils, and they form a drainage sequence with. the 
Onamia soils. They are not well drained like the Antigo 
soils, and their solum is loamy instead of silty like that 
of the Antigo soils. 

Representative profile of Halder loam in a cultivated 
field at the side of a road, about 100 feet north of the 
channel of a stream (SW'ASW'A sec. 84, T. 27 N., 7 
W., Pierce County, Wis.) : ۱ 


Ap—0 to 6 inches, dark grayish-brovn (10YR 4/2) loam; 
weak, fine, granular structure; friable; moderately alka- 
line; clear, smooth boundary. 

A12—6 to 8 inches, dark grayish brown (10YR 4/2) loam; 
weak, fine, subangular blocky structure; friable; mod- 
erately alkaline; abrupt, smooth boundary. 

A2—S to 11 inches, grayish-brown (10YR 5/2) loam; common, 
medium, faint, dark yellowish-brown (10YR 4/4) mottles ; 
weak, medium, platy structure; friable; stones common; 
slightly acid; clear, smooth boundary. 

B1—11 to 15 inches, dark-brown (10YR 4/3) loam; common, 
medium, distinct, dark-brown (7.5YR 4/4) and grayish- 
brown (10YR 5/2) mottles; weak, medium, subangular 
blocky structure; frinble; stones common; medium acid; 
clear, smooth boundary. 

B211—15 to 20 inches, dark-brown (10YR 4/3) heavy loam; 
many, coarse, distinct, dark-brown (7.5YR 3/2 to ۶ 
4/4) and grayish-brown (10YR 5/2) mottles; few dark- 
brown (7.5YR 3/2) stains; moderate, medium, subangu- 
lar blocky structure; friable; thin, patchy clay films; a 
small amount of medium-sized pebbles; strongly acid; 
clear, smooth boundary, 

B22t—20 to 23 inches, dark-brown (10YR 4/3) light sandy 
clay loam; mottling same as that in the B21t horizon and 
a few stains of manganese; moderate, medium and coarse, 
subangular blocky structure; firm; gravel like that in 
the B21t horizon; strongly acid; clear, smooth boundary. 

B3—23 to 32 inches, dark-brown (7.5YR 4/4) and grayish- 
browr (10YR 5/2) sandy loam; weak, coarse, subangular 
blocky structure; friable; a small amount of fine gravel; 
strongly acid; clear, smooth boundary. 

0—32 to 42 inches +, dark-brown (7 5YR 4/4), medium and 
fine stratified gravel; single grain; loose; strongly acid. 


The Halder soils vary mainly in the thickness of the 
solum and in the relative proportions of medium and fine 
gravel and sand in the substratum. The solum ranges from 
94 to 42 inches in thickness. In places the color of the 
surface layer 15 very dark grayish brown (10YR 3/2) 
instead of dark grayish brown (10YR 4/2). The texture 
of the surface layer is almost a silt loam in some places. 
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Mississippi Rivers. The original vegetation was a de- 
ciduous forest consisting mainly of oaks. 

The Lamont soils developed in coarser textured wind- 
blown material than the Seaton and Port Byron soils. 
They are coarser textured than the Seaton soils and are 
slightly lighter colored than the Port Byron. They occur 
with the Meridian and Chetek soils but have a finer tex- 
tured substratum than those soils. 

Representative profile of Lamont very fine sandy loam 
in a permanent pasture (NE“NW sec. 3, T. 26 N., R. 20 
W., Pierce County, Wis.) : ۱ 

Ap—0 to 6 inches, very dark grayish-brown (10YR 3/2) very 
fine sandy loam; weak, very fine, granular structure; 
friable; strongly acid; clear, smooth boundary. 

A2—6 to 12 inches, dark grayish-brown (10YR 4/2) very 
fine sandy loam; weak, medium, platy structure; friable; 
strongly acid; abrupt, smooth boundary. 

B1—12 to 17 inches, dark-brown (10YR 4/3) very fine sandy 
lonm; weak, medium, subangular blocky structure; fri- 
able; medium acid; clear, smooth ۰ 

B21—17 to 22 inches, dark-brown (10YR 4/3) very fine sandy 
lonm; moderate, medium, subangular blocky structure; 
friable; thin, patehy clay films; medium acid; clear, 
smooth boundary. 

B22—22 to 26 inches, dark-brown (T.5YR 3/4) very fine 
sandy loam; contains a larger proportion of fine-textured 
material than does the B21 horizon; moderate, medium, 
subangular blocky structure; friable; medium acid; clear, 
smooth boundary. 

B3—26 to 31 inches, dark-brown (7.5YR 3/4) very fine sandy 
loam; weak, coarse, subangular blocky structure; very 
friable; medium acid; clear, smooth boundary. 

C1—31 to 36 inches, dark-brown (7.5YR 3/4) loamy very 
fine sand; massive; very friable; medium acid; abrupt, 
smooth boundary. 

02-36 to 41 inches, dark reddish-brown (5YR 3/2) loam; 
massive; firm; medium acid; abrupt, smooth boundary. 

C3—41 to 48 inches +, brown (7.5YR 5/4) loamy very fine 
sand; massive; very friable; medium acid. ; 

. The surface layer in cultivated areas is very dark gray- 
ish brown (10YR 3/2) or dark grayish brown (10YR 
4/2). In undisturbed areas the color of the A1 horizon 
ranges from very dark grayish brown (10YR 3/9) to 
black (10YR 2/1). The texture of the surface layer is 
mainly very fine sandy loam, but it is mostly fine sandy 
loam in areas where the wind has formed mounds that 
resemble dunes. In general, the solum is between 26 and 
36 inches thick, but it is as much as 42 inches thick in 
places where mounding has occurred. The substratum 
consists mainly of layers of very fine sandy loam and 
of loamy very fine sand. In places, however, the coarser 
textured material contains thin layers of loam or silt 
loam, This layering generally conforms to the topography 
of the area. 


Lawler Series 


The Lawler series consists of moderately deep, söme- 
what poorly drained soils that are mainly nearly level. 
These soils are on low stream terraces in the broad val- 
leys in the north-central part of the county. They have 
formed in medium-textured material derived from sand- 
stone, or from well-sorted glacial outwash underlain by 
sandy outwash. The original vegetation was prairie 
grasses. 

'The Lawler soils occur with Dakota soils and with 
areas of Alluvial land. They developed in about the 
same kind of material as the Dakota soils but are some- 
what poorly drained instend of well drained. 
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Hixton Series 

The Hixton series consists of well-drained soils that 
formed in material weathered from fine-grained sand- 
stone. These soils are gently sloping to steep. They are 
on sandstone uplands and valley slopes. In some places 
they oecur on talus slopes. Fragments of sandstone and 
limestone are common on the surface and throughout the 
profile. The original vegetation was a forest of mixed 
hardwoods. . . 

The Hixton soils occur with Boone, Gale, and Arland 
soils. Unlike the Boone soils, they have a textural B 
horizon. They differ from the Gale soils in having de- 
veloped in material from sandstone instead of in a mod- 
erately deep layer of loess over sandstone. Their profile 
is similar to that of the Arland soils, but they developed 
in material weathered from sandstone instead of in a 
thin layer of glacial till over sandstone. 

Representative profile of Hixton loam (SEM SW sec. 
81, T. 27 N., R. 18 W., Pierce County, Wis.) : 

Ap-—-0 to 7 inches, very dark grayish-brown (10YR 3/2) loam; 
weak, fine, subangular blocky structure; friable; neutral 
reaction; abrupt, smooth boundaty. 

A2—7 to 8 inches, grayish-brown (10YR 5/2) loam; weak, 
thin, platy structure; very friable; slightly acid; abrupt, 
smooth boundary. ` 

B1—8 to 11 inches, dark-brown (10YR 4/3) loam; weak, thin, 
platy and weak, fine, subangular blocky structure; fri- 
able; strongly acid; clear boundary. 

B21t—11 to 16 inches, dark-brown (10YR 4/3) heavy loam; 
moderate, fine, subangular blocky structure; firm; few 
patehy clay films; strongly acid; clear boundary. 

B22t—16 to 24 inches, dark yellowish-brown (10YR 4/4) 
heavy loam; moderate, medium, subangular blocky struc- 
ture; firm; clay films common; strongly acid; clear, 
smooth boundary. 

B3—24 to 36 inches, dark yellowish-brown (10YR 4/4) loam; 
weak, medium, subangular blocky structure; friable; 
Strongly acid; gradual, smooth boundary. 

01—306 to 42 inches, brownish-yellow (10YR 6/6) fine sand; 
structureless; loose; medium acid; gradual, smooth 
boundary. 

C2—42 to 65 inches +, very pale brown fine sand ` structure- 
less; loose; medium acid. 

The surface layer ranges from fine sandy loam to loam 
in texture. When moist, the surface layer is very dark 
grayish brown (10YR 3/2) or dark grayish brown (10YR 
4/2). When dry, it is light brownish gray (10YR 6/2) 
to light gray (10YR 7/2). The solum ranges from 20 
to 40 inches in thickness. Where these soils occur in the 
central and north-central parts of the county, the sub- 
Stratum generally consists of sandstone bedrock and of 
material weathered from bedrock. In those places the 
substratum is generally within 42 inches of the surface. 
Where these soils occur on valley slopes in the north- 
western part of the county, the substratum generally con- 
sists of a mixture of material weathered from sandstone 
and limestone. The substratum in the northwestern part 
of the county contains thin layers of sandy loam to sandy 
clay loam. In the areas of Hixton soils on talus slopes, 
the solum is thicker than in other places and bedrock is 
generally at a depth between 49 and 60 inches. 


Lamont Series 


The soils of the Lamont series are well drained and 
are gently sloping to moderately steep. They have formed 
in a thiek mantle of windblown deposits of very fine 
sand, on high stream terraces along the St. Croix and 
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ture; very friable; medium acid; abrupt, smooth 
boundary. 

B1—10 to 12 inches, dark-brown (10YR 4/3) and dark gray- 
ish-brown (10YR 4/2) loam; weak, fine, subangular 
blocky structure but breaks, under pressure, to weak, 
thin, platy structure; friable; medium acid; abrupt, 
smooth boundary. 

B21t—12 to 15 inches, dark-brown (10YR 4/3) loam; mod- 
erate, fine and medium, angular blocky structure but 
breaks to weak, medium, platy structure; firm; strongly 
acid; clear, smooth boundary. 1 

B22t—15 to 19 inches, dark-brown (10YR 4/3) heavy loam; 
moderate, fine and medium, angular blocky structure but 
breaks to weak, medium, platy structure; firm; has a few 
thin, patchy clay films on the faces of the peds; strongly 
acid; clear, smooth boundary. 

B23t—19 to 24 inches, dark yellowish-brown (10YR 4/4) 
heavy loam ; moderate, medium, angular blocky structure; 
firm; thin, patehy clay films common on the faces of the 
peds; strongly acid; clear, smooth boundary. 

B3—24 to 28 inches, dark-brown (10YR 4/3) and dark yel- 
lowish-brown (10YR 4/4) loam to sandy loam ; moderate, 
coarse, angular blocky structure; friable; thin, dark- 
brown (7.5YR 3/2) clay films continuous along primary 
vertical cleavage planes; strongly acid; clear, smooth 
boundary. 

C—28 to 40 inches, yellowish-brown (10YR 5/4), stratified 
sand; single grain; loose; medium acid. 


, In places the color of the surface layer is dark gray- 
ish brown (10YR 4/2) instead of very dark grayish 
brown (10YR 3/2). The thickness of the solum ranges 
from 24 to 49 inches. The texture of the subsoil ranges 
from loam to sandy clay loam. In places the substratum 
is made up of layers of soil material that range from 
sandy loam to sandy clay loam in texture. 


Onamia Series 


The Onamia series consists of moderately deep soils 
that are well drained. These are nearly level to moderately 
steep soils. They have formed in medium-textured or 
moderately coarse textured material over sandy and 
gravelly glacial outwash. The original vegetation was 
mixed hardwoods. 

The Onamia soils occur with Chetek soils and have 
formed in similar material. They have a finer textured 
solum, however, than the Chetek soils. They also occur 
with Antigo soils, but unlike those soils, which are silty, 


they have a solum that is mainly loamy. 


Representative profile of Onamia loam in a permanent 
pasture (SW4NW? sec. 6, T. 27 N., R. 19 W, Pierce 
County, Wis.) : 


Ap—0 to 7 inches, very dark grayish-brown (10YR 3/2) loam ; 
weak, fine, subangular blocky structure; friable; medium 
acid; clear, wavy boundary. 

A21—7 to 10 inches, dark grayish-brown (10YR 4/2) loam ; 
weak, thin, platy structure; very friable; slightly acid; 
elear, smooth boundary. 

A22—10 to 15 inches, dark grayish-brown (10YR 4/2) loam; 
moderate, thin, platy structure; very friable; slightly 
acid; clear, smooth ۰ 

B1—15 to 17 inches, dark-brown (10YR 4/3) loam; weak, 
medium, subangular blocky structure; friable; slightly 
acid; abrupt, smooth boundary. 

B21t—17 to 22 inches, dark-brown (10YR 4/3) heavy loam; 
moderate, fine, subangular blocky structure; firm; thin, 
patchy clay films; slightly acid; clear, smooth boundary. 

B22t—22 to 26 inches, dark yellowish-brown (10YR 4/4) 
heavy loam containing slightly more clay than the B21t 
horizon; moderate, medium, subangular blocky structure; 
firm; medium acid; clear, smooth boundary. 
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Representative profile of Lawler loam in a cultivated 
field about 300 feet southeast of the corner of a woodlot 
(NE“YSWUNW sec. 26, T. 27 N., R. 18 W., Pierce 
County, Wis.) : 


° Ap—0 to 8 inches, black (10YR 2/1) loam; moderate, very 
fine, granular structure; friable; neutral reaction ; abrupt, 
smooth boundary. 

A1—8 to 12 inches, very dark gray (10YR 3/1) loam; weak, 
fine, granular structure; friable; slightly acid; clear, 
smooth boundary. 

A3—12 to 16 inches, very dark grayish-brown (10YR 3/2) 
loam; many pink (7.5YR 7/4), very pale brown (10YR 
7/4), and grayish-brown (10YR 5/2) mottles; weak, 
thick, platy structure breaking to weak, fine, subangular 
blocky structure; friable; medium acid; clear, smooth 
boundary. 4 

B2—16 to 28 inches, brown (10YR 5/8) loam; many, gray 
(10YR 5/1), dark-brown (7.5YR 4/4), and yellowish-red 
(5YR 5/8) mottles; moderate, medium to thick, platy 
structure breaking to very fine, moderate, subangular 
blocky structure; firm; has stains of organic matter on 
the faces of the peds and in root channels; strongly acid ; 
clear, smooth boundary. 

B3-—28 to 36 inches, grayish-brown (10YR 5/2) loam; many, 
dark-brown (7.5YR 4/4), strong-brown (7.5YR 5/6), and 
light brownish-gray (10YR 6/2) mottles; weak, medium, 
subangular blocky strueture; friable; slightly acid; clear, 
smooth boundary, 

TIC—36 to 50 inches, bands of yellowish-brown (10YR 5/4) 
and pale-brown (10YR 6/3) sand; single grain; loose; 
has a high content of limestone fragments and small 
quartz stones; mildly alkaline, 


The color of the surface layer ranges from black 
(N 2/0) to very dark brown (10YR 2/9). The texture 
of the surface layer ranges from loam to silt loam. The 
substratum consists mainly of loose sand, but it contains 
a small amount of gravel and fragments of limestone. 
In some places it contains Jayers of loamy material. 
Depth to the substratum of loose sand ranges from 4 
to 40 inches. In places the underlying material has a tex- 
ture of sandy loam or clay loam. i 


Meridian Series 


The Meridian series consists of well-drained soils of 
stream terraces. These soils have formed in 20 to 40 
inches of medium-textured material over stratified out- 
wash sand. They are nearly level to sloping. The original 
vegetation was a forest of mixed hardwoods: 

In the southern and eastern parts of the county, the 
Meridian soils occur with Tell soils, but they have less 
silty material in the solum than those soils. In the north- 
central and northwestern. parts of the county, they occur 
with Onamia soils. Unlike those soils, which are also 
loamy but are underlain by coarse sand and gravel, they 
are generally underlain by medium sand. The Meridian 
and Dakota soils formed in similar material, but the 
Meridian soils have a thinner, lighter colored surface 
layer than the Dakota soils. 

Representative profile of Meridian loam in a pasture 
(SEUNE sec. 2, T. 24 N., R. 15 W., Pierce County, 
Wis.) : 

A1—0 to 5 inches, very dark grayish-brown (10YR 3/2) loam; 
weak, very fine, subangular blocky strueture; friable; 
slightly acid; clear, smooth boundary. 

A21—5 to 8 inches, dark grayish-brown (10YR 4/2) loam; 
weak, very thin, platy structure; very friable; slightly 
acid; abrupt, smooth boundary. 


A22—8 to 10 inches, dark grayish-brown (10YR 4/2) and 
dark-brown (10YR 4/3) lonm; weak, thin, platy struc- 
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some areas the surface layer, when moist, is dark grayish 
brown (10YR 4/2) instead of very dark grayish brown 
(10YR 3/2). The color ranges from light brownish gray 
(10YR 6/2) to light gray (10YR 4/1), when the soil 
materialis dry. Depth to the buried surface layer (A1b 
horizon) ranges from 18 to 49 inches. In places the soil 
material between the Ap horizon and the buried surface 
layer consists of thin layers of silty material colored vari- 
ous shades of brown or gray. 'The color of the buried sur- 
face layer ranges from black to dark brown or very dark 
brown. Some variation occurs in the degree of mottling 
and in the amount of organic matter throughout the 
profile. : 
Ostrander Series 


The Ostrander series is composed of well-drained soils 
that are nearly level to sloping. These soils have formed 
in a moderately shallow mantle of loess over calcareous 
glacial till of Iowan age. They are on uplands in the. 
northwestern part of the county. The original vegetation 
was prairie grasses. 

'The Ostrander soils, like the Renova, have formed in 
a layer of silty material over glacial till. They have a 
thicker, darker colored surface layer, however, than the 
Renova soils. The Ostrander soils occur with Edith soils, 
but they differ from those soils in having formed in 
silty material over till instead of in leached, gravelly 
glacial drift, Where the till plains are adjacent to out- 
wash plains, the Ostrander soils occur with Waukegan 
soils. Unlike the Waukegan soils, which are underlain 
by glacial outwash, the Ostrander soils are underlain 
by till, 

Representative profile of Ostrander silt loam in a cul- 
tivated field, near the junction of a town road and State 
Highway No. 99 (NWUNW% sec. 82, T. 27 N., R. 19 W., 
Pierce. County, Wis.) : 

Ap—0 to 10 inches, very dark gray (10YR 3/1) silt loam; 
moderate, fine, granular structure; friable; neutral reac- 
tion; clear, irregular boundary. 

B1—10 to 16 inches, dark-brown (10YR 8/3) silt loam; mod- 
erate, fine, subangular blocky structure; friable; neutral 
reaction; clear, smooth boundary. 

B21t—16 to 20 inches, dark-brown (10YR 4/3) light silty clay 
loam; moderate, fine, subangular blocky structure; fri- 
able; thin, patchy clay films; slightly acid; clear, smooth 


boundary. 

B22t—20 to 26 inches, dark yellowish-brown (10YR 4/4) 
heavy loam; moderate, medium, subangular blocky struc- 
ture; firm; few dark-brown (7.5YR 4/4) coats on the 
surfaces of the peds; thin, patchy clay films; slightly 
acid; clear, smooth boundary. 

B3—26 to 30 inches, dark-brown (10YR 4/3) heavy loam; 
weak, medium, subangular blocky structure; friable; few 
dark-brown (7.5YR 4/4) coats on the surfaces of the 
peds; slightly acid; clear, smooth boundary, 

C—30 inches +, strong-brown (10YR 5/6 to 5/8) clay loam; 
massive; very firm; medium acid. 


The surface layer is black (10YR 2/1) in areas that 
have not been cultivated, but the color ranges from very 
dark gray (10YR 3/1) to very dark grayish brown 
(10YR 3/2) in cultivated areas. The texture ranges 
from heavy silt loam to silty clay loam in the upper B 
horizons and from loam to sandy clay loam in the lower 
B horizons. The thickness of the layer of silty material 
over till ranges from 12 to 30 inches. The underlying cal- 
careous till ranges from loam to clay loam in texture. 
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B23t—26 to 30 inches, dark-brown (10YR 3/3 and 7.5XR 4/4) 
sandy clay loam; moderate, medium, angular blocky 
structure; firm; strongly acid; gradual, smooth boundary. 

I1B3—30 to 33 inches, dark-brown (7.5YR 4/4) ۲ 
sandy loam; weak, coarse, subangular blocky structure ; 
friable; medium acid; abrupt, smooth boundary. 

IIC—33 to 48 inches +, dark-brown (7.5YR 4/4) gravelly 
sand;.single grain; loose; medium acid, 

When moist, the surface layer ranges from very dark 
brown (7.5YR 4/2) to very dark grayish brown (10YR 
3/2) in color. When dry, the surface layer is light grayish 
brown (10YR 6/2). In places the texture of the surtace 
layer is sandy loam instead of loam. The thickness of the 
solum ranges from 24 to 40 inches. The relative propor- 
tions of coarse sand and gravel are variable, but fine 
gravel is predominant. In some places where these soils 
oceur in the northwestern part of the county, the sub- 
stratum contains a layer of material that is more coherent 
than the gravelly sand and that ranges from sandy loam 
to sandy clay loam in texture. 


Orion Series 


The Orion series consists of somewhat poorly drained 
soils that formed in deep, silty alluvium derived from 
loess-mantled uplands. These soils have a light-colored 
surface layer, and their profile commonly contains a 
dark-colored, buried surface layer at a depth ranging 
from 18 to 49 inches. They are on broad flood plains of 
the major streams and on narrow bottoms along the 
'smaller streams. The original vegetation consisted of 
plants, such as grasses, sedges, reeds, elms, and willows, 
that tolerate a large amount of water. 

The Orion soils occur in areas similar to those occu- 
pied by the Arenzville soils, and the soils of these two 
series formed in about the same kind of material. ‘The 
profile of the Orion soils is more mottled, however, than 
that of the Arenzville soils. The Orion soils have poorer 
drainage and greater textural stratification in their pro- 
file than the Chaseburg soils. Also unlike the profile of 
the Chaseburg soils, their profile contains a dark-colored, 
buried surface layer. 

Representative profile of Orion silt loam in a culti- 
vated field (SWW4NEY sec. 94, T. 96 N., R. 16 W., Pierce 
County, Wis.) : 

Ap—0 to 7 inches, very dark grayish-brovn (10YR 3/2) silt 
loam; few, fine, distinct and prominent, dark-brown 
(T5YR 4/4) and strong-brown (7.5YR 5/6) mottles; 
weak, medium, platy structure; friable; neutral reaction ; 
abrupt, smooth ۰ 

C—7 to 28 inches, dark-gray (10YR 4/1) silt loam; many, 
fine, distinct to prominent, dark-brown (T.5YR 4/4) and 
strong-brown (7.5YR 5/6) mottles; many spots of ferric 
hydroxide or manganese; weak, medium and thin, platy 
structure; friable; neutral reaction; gradual, smooth 
boundary. 

Alb—28 to 40 inches, dark-brown (7.5YR 3/2) silt loam; 
many, fine, prominent, dark reddish-brown (5YR 3/8) 
mottles; weak, fine, subangular blocky structure; friable; 
Slightly acid; gradual, smooth boundary. 

Cb—-40 to 48 inches +, dark grayish-brown (2.5Y 4/2) silt 
loam: common, fine, prominent, dark-brown (7.5YR 4/4) 
mottles; weak, medium, platy structure; friable; slightly 
acid. 

In some places this soil is covered by a thin layer of 
sandy overwash. In others the profile contains thin layers 
of sand. Minor differences in color occur throughout the 
profile because of the various sources of the sediment. In 
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in the continuous soil diffuse, 
smooth boundary. 

IIC1—43 to 53 inches, dark-brown (10YR 4/3) clay loam con- 
sisting of loess-influenced glacial till; generally structure- 
less, but has some widely spaced, strongly developed, 
vertical cleavage planes along which are thin, patchy 
clay films; plastic when wet, hard when dry; strongly 
acid; clear, smooth boundary. : 

11C2—53 to 55 inches, grayish-brown (2.5Y 5/2) clay loam to 
clay glacial till; generally structureless but has few 
widely spaced vertical cleavage planes along which are 
thick, continuous clay films; plastic when wet, very 
hard when dry; very strongly acid; abrupt, smooth 
boundary. 

110355 to 67 inches, grayish-brown (10YR 5/2) to yellow- 
ish-brown (10YT 5/8) clay loam glacial till; generally 
structureless but has a few widely spaced, weakly de- 
veloped vertical cleavage planes along which are a few 
thin clay films; plastic when wet, very hard when dry; 
strongly acid. 


pores; strongly acid; 


In cultivated areas the color of the surface layer ranges 
from very dark grayish brown (10YR 8/2) to grayish 
brown (10YR 5/2). In areas that have not been culti- 
vated, the surface layer consists of a thin A1 horizon that 
bleached silt as a result of degradation, and a grayish- 
brown (10YR 3/2) in color. The thickness of the solum 
ranges from 39 to 48 inches. Depth ta glacial till ranges 
from 30 to 60 inches. 

In places most of the B1 horizon has been replaced by 
bleached silt as a result of degradation and a grayish- 
brown (10YR 5/2) A2 horizon, as much as 0 
inches thick, has formed. Where degradation has oc- 
curred, an irregular boundary separates the A2 and B 
horizons in places, and tongues of soil material from the 
A2 horizon extend downward into the BI horizon. The 
degree of development of the clay films in the B horizons 
is variable. The till that underlies these soils 1s yellowish 
brown (10YR 5/4) or brown (10YR 5/3) and ranges 
from loam to clay loam in texture. Except in a few small 
areas that have been influenced by local limestone, the till 
is acid. 

Plainfield Series 


The soils of the Plainfield series are deep, sandy, and 
exessively drained. They have a thin A horizon (geri- 
erally less than 6 inches thick) underlain by C horizons 
that are normally coarse textured and that are medium 
acid to strongly acid. In most places the profile contains 
thin layers of loamy sand at a depth of about 3 feet. 
"These soils have formed on stream terraces in deep, sandy 
outwash. The original vegetation was a forest of mixed 
hardwoods, mostly oaks. 

The Plainfield soils occur mainly with Sparta soils, 
but they also occur with Dakota and Durkhardt soils. 
They have formed in the same kind of material as tho 
Sparta soils, but they have a thinner, lighter colored 
surface layer than the Sparta soils. The Plainfield soils are 
lighter colored than the Dakota and Burkhardt soils, 
and they lack a textural B horizon that is typical in the 
profile of those soils. They lack a gravelly substratum 
like that underlying the Burkhardt soils. 

Representative profile of Plainfield loamy sand 
(NW4SW% sec. 34, T. 25 N., R. 16 W., Pierce County, 
Wis.): 

A1—0 to 2 inches, very dark grayish-brown (10YR 3/2) loamy 


sand; structureless; very frinble; medium acid; clear, 
smooth boundary. 
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Otterholt Series 


The Otterholt series consists of well-drained, gently 
sloping to moderately steep soils of the uplands. These 
soils have formed in a mantle of loess, 30 to 60 inches 
thick, over glacial till of Iowan age. The original vege- 
tation was a deciduous forest consisting mainly of hard 
maple and basswood. 

The Otterholt soils occur with the moderately well 
drained Spencer and somewhat poorly drained Almena 
soils, and they form a drainage sequence with those soils. 
They have a more thoroughly leached profile than the 
Seaton soils. Unlike the Seaton soils, they have a de- 
graded B1 horizon, as indicated by the thick, bleached 
silt, coats on the surfaces of the peds. 1 

Representative profile of Otterholt silt loam in an area 
that has not been disturbed (NEWNISNW 4 sec. 7, T. 
27 N., R. 15 W., Pierce County, Wis.) : 


O—2 inches to 0, very dark grayish-brown (10YR 3/2) or- 
ganic debris, partly decomposed and firmly matted by 
entwining roots; parts of plants and remains of insects 
can be identified under magnification; slightly acid. 

A1—0 to 3 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very fine, granular structure; very friable ; 
slightly acid; clear, smooth boundary. 

A21—3 to 7 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, thin, platy structure; very friable; few very dark 
grayish-brown (10YR 3/2) discolorations, caused by or- 
ganic matter, have been carried into this horizon from 
the Ai horizon by worms, burrowing animals, and in- 
sects; numerous very fine roots; slightly acid; clear, 
smooth boundary. 

A22—7 to 10 inches, grayish-brown (10YR 5/2) silt loam; 
weak, thin, platy structure; friable; few, very fine, 
fibrous roots; strongly acid; gradual, smooth boundary. 

A&B—10 to 15 inches, grayish-brown (10YR 5/2) and light 
brownish-gray (10YR 6/2) silt loam containing small 
patches of dark-brown (10YR 4/3) silt loam that appear 
to be remnants of a B2 horizon; weak, coarse, prismatic 
and weak, medium, platy structure but breaks, if dis- 
turbed, to weak, fine, subangular blocky and somewhat 
flaky ; friable; few very fine, fibrous roots; strongly acid; 
gradual, smooth boundary. 

B1—15 to 23 inches, dark-brown (10YR 4/3) silt loam; weak, 
coarse, prismatie and weak, medium to thick, platy struc- 
ture but breaks, if disturbed, to moderate, medium, sub- 
angular blocky; most blocky peds have darker surfaces 
(10YR 3/3) and lighter colored interiors (10YR 4/3) 
than the other peds; vesicular; friable; few coarse roots; 
has patchy to continuous, bleached silt coats of light 
brownish gray (10YR 6/2) and pale brown (10YR 6/3) 
on the faces of some peds; silt coats are thickest and 
most nearly continuous along the vertical cleavage 
planes; few thin clay films on the faces of some blocky 
peds; very strongly acid; clear, smooth boundary. . 

B2t—23 to 33 inches, dark-brown (10YR 4/3) heavy silt 
loam; weak, medium, prismatic and weak, medium to 
thick, platy structure but breaks readily to moderate, 
medium, subangular blocky; vesicular; firm; few coarse 
roots; has thin, bleached silt coats on the faces of platy 
peds, but these are less numerous than in the B1 horizon; 
the clay films occur as thin, patchy discolorations on the 
faces of blocky peds within the body of the prisms; they 
are thicker and somewhat more continuous on the faces 
of the blocky and prismatic peds toward the lower bound- 
ary of the horizon than in the upper part; strongly acid; 
clear, smooth boundary. 

B3—33 to 43 inches, dark-brown (10YR 4/8) silt loam; weak, 
coarse, prismatic and weak, medium, platy structure but 
breaks, if disturbed, to weak, medium, snbangular blocky; 
friable; few coarse roots; peds in upper part of the 
horizon have thin, bleached silt coats; few, thin, patchy 
clay films along the primary vertical cleavage planes and 


SOIL SURVEY 


The thickness of the solum ranges from 28 to 40 inches. 
In the B horizons that contain the maximum amount of 
clay, the content of clay ranges from 18 to 24 percent. 


Racine Series 


The Racine series consists of soils that are well drained. 
These soils have formed in a moderately shallow layer 
of loess over glacial till. They are nearly level to sloping 
and are on glacial till plains. In some places these soils 
have formed in a transitional zone between areas of 
forest and areas of grassland. In others they have formed 
in areas of forest where there were scattered openings 
made up of grassland. 

The Racine soils formed in about the same kind of 
material as the Renova and Ostrander soils. They occur 
with Edith soils, which were derived from glacial drift 
of variable texture. Unlike those soils, however, they 
have formed in a mantle of silty material over glacial till. 

Representative 7: of Racine silt loam in a culti- 
vated field (SWY%SE% sec. 7, T. 26 N., R. 19 W., Pierce 
County, Wis.) : 

Ap—0 to 8 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, fine, granular structure; friable; neutral re- 
action; clear, smooth boundary. 

A12—8 to 10 inches, very dark grayish-brown (10YR 3/2) silt 
loam; moderate, thick, platy structure; friable; neutral 
reaction; clear, smooth boundary. 

A2—10 to 11 inches, dark grayish-brown (10YR 4/2) silt 
loam; moderate, thick, platy structure; friable; dark- 
brown (10YR 3/3) stains from organie matter on the 
vertical fuces'of the peds; slightly «acid; clear, smooth 
boundary. 

B1—11 to 13 inches, dark-brown (10YR 4/3) silt loam; weak, 
thick, platy strueture breaking to moderate, fine, sub- 
angular blocky; friable; dark-brown (10YR 3/3) stains 
from organic matter on the faces of the peds; slightly 
acid; clear, smooth boundary. 

2721-13 to 16 inches, dark-brown (10YR 4/3) heavy silt 
lonm; moderate, fine, subangular blocky structure; firm; 
few dark-brown (10YR 3/3) stains from organic matter 
on the faces of the peds; slightly acid; gradual, smooth 
boundary. 

B22t—16 to 22 inches, dark-brown (10YR 4/3) heavy silt 
lonm; moderate, fine to medium, subangular blocky strue- 
ture; firm; few dark-brown (10YR 3/3) stains from 
organie matter on the faces of the peds; slightly acid; 
gradual, smooth boundary. 

B31—22 to 26 inches, dark-brown (10YR 4/3) silt loam; 
moderate to weak, medium, subangular blocky structure ; 
firm; slightly acid; clear, smooth boundary. 

IIB32—26 to 30 inches, dark yellowish-brown (10YR 4/4) clay 
loam; moderate, coarse, angular blocky structure; very 
firm; sand grains on the faces of the peds; slightly acid; 
gradual, smooth boundary. 

IIC—30 inches +, dark yellowish-brown (10YR 4/4) clay 
lonm; massive; medium acid, 


The thickness of the surface layer ranges from about 
6 inches in eroded areas to 13 inches in areas that have 
not been cultivated and that are not eroded. In culti- 
vated areas the color of the surface layer is very dark 
brown (10YR 2/2) or very dark grayish brown (10YR 
3/2). In areas that have not been cultivated, the color 
is very dark brown (10YR 2/2) or black (10YR 9/1). 
The thickness of the layer of silty material over till 
ranges from 12 to 30 inches, and the thickness of the 
solum ranges from 24 to 36 inches. In places the texture 
of the underlying glacial till is loam instead of clay loam. 


Renova Series 


The Renova series consists of soils that are well 
drained. These soils have formed in a moderately shal- 
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AC—2 to 9 inches, dark-brown (10YR 4/3) loamy sand; 
structureless; loose; strongly acid; gradual boundary. 

C1—9 to 20 inches, yellowish-brown (10YR 5/4) fine sand; 
structureless; loose; strongly acid; diffuse boundary. 

C2—20 to 38 inches, light yellowish-brown (10YR 6/4) fine 
sand; struetureless; loose; strongly acid; diffuse bound- 
ary. 

C3—38 to 48 inches, light yellowish-brown (10YR 6/4) fine 
sand but contains thin layers of slightly coherent, dark- 
brown loamy sand; structureless; loose; strongly acid; 
gradual boundary. 

C4—48 inches +, light yellowish-brown (10YR 6/4) fine 
sand; structureless; loose; strongly acid. 

The surface layer is very dark grayish brown (10YR 
3/2) or dark grayish brown (10YR 4/2) when moist, but 
it is generally light brownish gray (10YR 6/2) when 
dry. Variations in color are common, however, as a result 
of mixing of the surface soil by wind. The thickness of 
the surface layer ranges from about 4 inches, in eroded 
areas, to about 15 inches, in uneroded areas. 

Port Byron Series 

The soils of the Port Byron series are silty and well 
drained, They have formed in a deep mantle of coarse- 
textured loess on uplands in the northwestern part of the 
county. These soils are nearly level to sloping. The orig- 
inal vegetation was prairie grasses. 

The Port Byron soils occur with Ostrander soils. Un- 
like those soils, they have a thick (more than 12 inches) 
layer of coarse silty material in the lower part of their 
profile. The Port Byron and Seaton soils formed in 
similar material, but the Port Byron soils have a dark- 
colored surface layer unlike that of the Seaton soils. The 
Port Byron soils occur on outwash plains with Wau- 
kegan soils, but they differ from those soils in having 
formed in coarse-textured loess instead of in sandy out- 
wash. . : 

Representative 5: of Port Byron silt loam in a 
cultivated field (SEXSE sec. 3, T. 26 N., R. 20 W., 
Pierce County, Wis.) : 

Ap—0 to 9 inches, very dark brown (10YR 2/2) silt loam; 
weak, fine, subangular blocky structure; friable; neutral; 
clear, smooth boundary. ۱ 

B1—9 to 16 inches, very dark brown (10YR 2/2) silt loam ; 
weak, fine, subangular blocky structure; friable; medium 
acid; clear, smooth boundary. . 

B21—16 to 21 inches, dark-brown (10YR 4/3) silt loam ; weak 
to moderate, fine, subaugular blocky structure; friable; 
very dark grayish-brown (10YR 3/2) and dark-brown 
(10YR 3/3) stains from organic matter on the faces of 
the peds; medium acid; clear, smooth boundary. 

B22—21 to 28 inches, dark-brown (LOYR 4/3) silt loam that 
is finer textured than the B21 or B3 horizons; weak to 
moderate, fine, subangular blocky structure; friable; 
dark-brown stains from organie matter on the faces of 
the peds; medium acid; clear, smooth boundary. 

B3—28 to 38 inches, dark-brown (10YR 4/3) coarse silt; 
weak, medium, subangular blocky structure; friable; few 
dark-brown (10YR 3/3) stains from organic matter on 
the vertical cleavage planes of the peds; medium acid; 
gradual, smooth boundary. 

to 50 inches, dark-brown (10YR 4/3) coarse silt; weak,‏ 8ی 
medium, platy structure; friable; medium acid.‏ 

R—50 inches +, fissured dolomite. 


In areas that have not been cultivated, the color of 
the surface layer ranges from black (10YR 2/1) to very 
dark brown (10YR 2/2). The texture of the surface 
layer is normally a coarse silt loam. Near Prescott, how- 
ever, where these soils occur with Lamont soils, the tex- 
ture of the surface layer ranges to very fine sandy loam. 
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consisting of an upper story of sandy loam and a lower 
story of loamy glacial till. These soils are gently sloping 
to moderately steep. The original vegetation was a forest 
of mixed hardwoods. 

These soils occur with Renova, Whalan, and Dubuque 
soils. Unlike these associated soils, however, which have 
a silty or loamy solum, they have a moderately coarse 
texture in the upper part of the solum. Also, dolomite 
bedrock is at a depth greater than 42 inches instead of 
within a depth of 49 inches, as in the Whalan and Du- 
buque soils. 

Representative profile of a sandy variant of Renova 
fine sandy loam in a cultivated field (NWW.NEY, sec. 
9T, T. 25 N., R. 16 W., Pierce County, Wis.) : 

AD 一 0 to 8 inches, very dark grayish-brown (10YR 4/2) fine 
sandy loam; weak, fine, granular structure; friable when 
moist; medium acid; clear, smooth boundary. 

A2—8 to 16 inches, dark-brown (10YR 4/3) fine sandy loam; 
weak, medium, subangular blocky structure; friable; 
medium acid; clear, smooth boundary, 

B21t—16 to 22 inches, dark yellowish-brown (10YR 4/4) 
heavy fine sandy loam; moderate, medium, subangular 
blocky structure; firm; medium acid; clear, smooth 
boundary. 

IIB22t—22 to 28 inches, dark-brown (7.5YR 4/4) sandy clay 
loam; moderate, medium, subangular blocky strueture; 
firm; strongly acid; gradual, smooth ۰ 

IIB23t—28 to 42 inches, dark-brown (7.5YR 4/4) light clay 
loam; moderate, medium, subangular blocky structure; 
firm; thin, patchy clay films; strongly acid; gradual, 
smooth ۰ 

TIC—42 to 48 inches, dark-brown (7.5YR 3/4) heavy clay 
loam; strong, medium, angular blocky structure; very 
hard; slightly acid; clear, smooth boundary. 

R—48 inches +, fissured dolomite. 

In many places the color of the surface layer is dark 
grayish brown (10YR 4/2) instead of very dark grayish 
brown (10YR 8/2). The texture of the surface layer 
ranges from fine sandy loam to loamy fine sand. Thick- 
ness of the sandy loam upper story ranges from 12 to 
30 inches. The texture of the glacial till in the substratum 
ranges from loam to clay loam. The thickness of the solum 
ranges from 26 to 42 inches. 


Rockton Series 


The soils of the Rockton series are well drained. They 
have formed in 20 to 86 inches of loamy material that is 
underlain by fissured dolomite or by material weathered 
from dolomite. These soils are nearly level to moderately 
steep. They are in broad valleys in the northwestern part 
of the county. The original vegetation was prairie 
grasses. 

The Rockton soils occur with Dakota soils. Unlike 
those soils, however, which are underlain by sandy out- 
wash, they are underlain by dolomite or by material 
weathered «from dolomite. The Rockton soils lack the silty 
solum and the substratum of sandy outwash that are 
typical of the Waukegan soils. 

Representative profile of Rockton loam in a cultivated 
field, about 750 feet down a farm road and about 200 feet 
south of the road (SESW sec. 30, T. 27 N., R. 19 W., 
Pierce County, Wis.) : 

Ap—0 to 7 inches, black (10YR 2/1) loam; moderate, fine, 
erumb structure; friable; slightly acid; abrupt, smooth 
boundary. 


7 to 12 inches, black (10YR 2/1) loam; moderate, fine, 
erumb structure; friable; many root channels; numerous 
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low layer of silty loess over glacial till of Towan age. 
They are nearly level to moderately steep and occur on 
glacial till plains, mainly in the northern half of the 
county. The original vegetation was mixed hardwoods. 

The Renova soils occur with Vlasaty, Sargeant, and 
Otterholt soils. They form a drainage sequence with the 
moderately well drained Vlasaty and the somewhat 
poorly drained Sargeant soils, and they formed in similar 
material. They have somewhat thinner horizons than the 
Otterholt soils. 

Representative profile of Renova silt loam in an area 
that has not been cultivated (NE4=NEA sec. 7, T. 27 N., 
R. 16 W., Pierce County, Wis.) : 


A1—0 to 3 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very fine, subangular blocky structure; fri- 
able; some mixing by worms of soil material from this 
and the A2 horizon at the lower boundary of this hori- 
zon; slightly acid; clear, wavy boundary. 

A21—3 to 7 inches, dark grayish-brown (10YR 4/2) silt loam; 
very dark grayish-brown (10YH 3/2) tongues of organic 
material extend into this horizon from the AT horizon; 
weak, very thin, platy structure; friable; slightly acid; 
clear, smooth boundary. 

A22—7 to 10 inches, dark grayish-brown (10YR 4/2) silt 
loam; weak, very thin, platy strueture; very friable; 
slightly acid; clear, smooth boundary. 

B1—10 to 17 inches, dark-brown (10YR 4/3) silt loam; mod- 
erate, fine, subangular blocky structure but breaks, if 
disturbed, to weak, thin to medium, platy structure; 
friable; medium acid; clear, smooth boundary. 

B21t—17 to 20 inches, dark-brown (10YR 4/3) heavy silt 
loam; moderate, medium, subangular blocky structure 
that breaks, if disturbed, to weak, medium to thick, 
platy strueture; firm; thin, patehy clay films; strongly 
acid; clear, smooth boundary. 

IIB22t—20 to 26 inches, dark yellowish-brown (10YR 4/4) 
sandy loam glacial till that apparently has been strongly 
washed; weak, medium, angular blocky structure; firm; 
thin, patchy clay films; thin pebble and cobble line along 
the upper boundary of the horizon; medium acid; clear, 
smooth boundary. 

IIB23—26 to 32 inches, dark yellowish-brown (10YR 4/4) 
clay loam glacial till; moderate, coarse, prismatic struc- 
ture but breaks, if disturbed, to moderate, coarse, angular 
blocky structure; thick, washed sand coats along the 
vertical faces of the structural peds; firm; strongly acid; 
gradual, smooth boundary. 

IIB3—32 to 46 inches, dark yellowish-brown (10YR 4/4) clay 
loam glacial till; weak, coarse, prismatic structure but 
breaks, under pressure, to weak. coarse, angular blocky 
structure; dark-brown (10YR 3/8) clay films on the faces 
of the peds; the clay films are thickest and most con- 
tinuous along vertical cleavages; firm; medium acid; 
gradual, smooth boundary. 

110-46 inches +, dark yellowish-brown (10YR 4/4) and 
yellowish-brown (10YR 5/6) clay loam glacial till; mas- 
sive or generally weak, medium, platy structure; firm; 
slightly acid. 


The Renova soils vary mainly in the thickness of the 
cap of silty material over glacial till. This cap ranges 
from 12 to 30 inches in thickness, Also, the surface layer 
is very dark grayish brown (10YR 3/2) in places instead 
of dark grayish brown (10YR 4/2). The thickness of 
the surface layer ranges from less than 4 inches in eroded 
areas to 18 inches in areas that are not eroded. In places 
the texture of the till is loam instead of clay loam. In 
some areas a layer of sandy loam, a few inches thick, 
lies between the glacial till and the layer of silty material. 


Renova Series, Sandy Variants 


The variants of the Renova series are well drained. 
They have formed on ridgetops in two-storied material 
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blocky; friable; silt coats and a few thin clay films on 
the horizontal faces of the peds; many, fine, dark man- 
ganese stains; very strongly acid ; clear, smooth boundary. 

B3—31 to 42 inches, dark-brown (10YR 4/3) silt loam; many, 
fine, distinct, dark-brown (7.5YR 4/4) to strong-brown 
(75YR 5/8) mottles; weak, thick, platy structure in 
place, breaking to moderate, fine, angular blocky; very 
friable; silt coats on the horizontal faces of the peds; 
Strongly acid; clear, smooth boundary. 

C—42 inches +, dark-brown (10YR 4/3) silt lonm ; few, fine, 
distinct, dark-brown (7.5YR 4/4) mottles; weak, thick, 
platy structure; very friable; strongly acid. 

The color of the surface layer is generally dark grayish 
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brown (10YR 4/2), but it is very dark grayish brown 
(10YR 3/2) or dark gray (10YR 4/1) in places, The 
depth at which mottling begins ranges from 18 to 30 
inches. The degree of mottling in the lower part of the 
profile varies slightly. The thickness of the solum ranges 
from 32 to 42 inches. In places this soil is underlain by 
sand at a depth greater than 42 inches. 


Sable Series 


The Sable series is composed of deep, very poorly 
drained soils that have formed in loess. These soils occur 
in nearly level areas or in slight depressions on loess- 
mantled uplands. The original vegetation was grasses 
and sedges that tolerate a large amount of water. 

The Sable soils occur with the well drained Otterholt, 
the moderately well drained Spencer, and the somewhat 
poorly drained Almena soils. To a lesser extent, they 
occur with moderately well drained Vlasaty and some- 
what poorly drained Sargeant, soils. Like the soils with 
which they occur, the Sable soils formed in a deep layer 
of loess over glacial till. Their solum is deeper over till, 
however, than those of the Vlasaty and Sargeant soils. 
The Sable soils have a thicker, darker colored surface 
layer than any of the associated soils. 

Representative profile of Sable silt loam in a pastured 
draw: 

A1—0 to 10 inches, black (10YR 2/1) silt loam; moderate, 
fine, granular structure; friable; mildly alkaline; abrupt, 
smooth boundary. 

Blg—10 to 20 inches, olive-gray (5Y 5/2) heavy silt loam; 
dark grayish-brown (2.5Y 4/2) stains from organic 
matter and a few, fine, prominent, yellowish-brown (10YR 
5/6) mottles; moderately alkaline; gradual, smooth 
boundary. 

B2g—20 to 30 inches, olive-gray (5Y 5/2) heavy silt loam; 
common, fine, prominent, yellowish-brown (10YR 5/6) 
mottles; moderate, medium, subangular blocky structure; 
firn; moderately alkaline; gradual, smooth boundary. 

Cg—30 to 48 inches, olive-gray (5Y 5/2) heavy silt loam; 
mottling same as that in the B2g horizon; massive; 
moderately alkaline; gradual, smooth boundary. 

IIC2g—48 inches +, grayish-brown (10YR 5/2) gritty silty 
clay loam; many, medium, prominent, brown (7.5YR 5/4) 
mottles; massive; strongly alkaline. 

In places the color of the surface layer is very dark 
gray (LOYR 3/1) instead of black (10YR 2/1). The sur- 
face layer ranges from 6 inches to as much as 18 inches 
in thickness. In many places a few inches of silty ma- 
terial has been deposited on the surface. Also, a layer as 
much as a few inches thick covers the surface in some 
places. The color of the subsoil ranges from dark brown 
(10YR 4/3) to olive (5Y 4/4) or olive gray (5Y 5/2), 
but the color is olive in the wettest areas. The underlying 
glacial till ranges from loam to clay loam in texture. The 
color of the substratum ranges from grayish brown 
(10YR 5/2) to gray (10YR 5/1). 
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worm casts and krotovinas; slightly acid; clear, smooth 
boundary. j 

A3--12 to 17 inches, dark-brown (10YR 3/3) loam; weak, 
medium, subangular blocky structure; friable; numerous 
root channels, worm casts, and krotovinas; slightly acid; 
clear, smooth boundary. 

Bi—17 to 25 inches, dark yellowish-brown (10YR 4/4) loam 
that is slightly finer textured than that in the A3 hori- 
zon; weak, medium, subangular blocky structure; friable; 
few root channels and worm casts; slightly acid; clear, 
smooth boundary. 

B2t—25 to 31 inches, dark-brown (7.5YR 3/4) heavy loam; 
weak, coarse, subangular blocky structure; friable; few 
root channels and krotovinas; thin, patchy clay films; 
slightly acid; abrupt, wavy boundary. 

IIR—31 inches +, partly weathered fissured dolomite. 


The soils of the Rockton series vary mainly in depth 
over dolomite or clayey material weathered from dolo- 
mite and in the amount of material weathered from 
dolomite in the profile. The solum ranges from 20 to 36 
inches in thickness. Where the profile contains material 
weathered from dolomite, the lower part of the solum 
formed in that material. Where these soils occur on out- 
wash plains in the western part of the county, the layer 
of clayey material weathered from dolomite is generally 
very thin or is absent. This layer is normally thicker, 
or as much as 12 inches thick, where this soil occurs in 
broad valleys in the northwestern part of the county. 
In many places the color of the surface layer is very 
dark brown (10YR 2/2), but the color ranges from black 
(10YR 2/1) to very dark grayish brown (10YR 3/2). 
In general the texture of the surface layer ranges from 
sandy loam to loam, but it is silt loam in a few places. 


Rozetta Series 


The Rozetta series consists of moderately well drained 
soils that have formed in deep, alluvial, silty material. 
These soils are nearly level or gently sloping and occur 
on stream terraces. The original vegetation was a forest 
of mixed hardwoods. 

The Rozetta soils form a drainage sequence with the 
well-drained Fayette and the somewhat poorly drained 
Stronghurst soils, and they formed in similar material. 
They occur with Arenzville soils, but they have formed 
in older deposits of silty material than those soils. Also, 
they have a textural 13 horizon that is lacking in the 
Arenzville soils. . 

Representative profile of Rozetta silt loam in a culti- 
vated field (SESW sec. 2, T. 24 N., R. 15 W., Pierce 
County, Wis.): 

AD 一 0 to 8 inches, dark grayish-brown (10YR 4/2) silt loam; 
moderate, very fine, granular structure; friable; medium 

“acid; clear, smooth boundary. . 

A2—8 to 12 inches, grayish-brown (10YR 5/2) silt loam; 
weak, thin, platy structure; friable; light-gray (10YR 
1/2) silt coats on the horizontal faces of the peds; me- 
dium acid; clear, smooth boundary. 

Bi-—12 to 17 inches, brown (10YR 5/3) silt loam; weak, fine, 
subangular blocky structure; friable; silt coats on the 
horizontal faces of the peds; medium acid; clear, smooth 
boundary. 

B21t—17 to 21 inches, dark-brown (10YR 4/3) silt loam; 
few, fine, distinct, dark-brown (7.5YR 4/4) to strong- 
brown (7.5YR 5/8) mottles; weak, thick, platy structure 
in plaee, breaking to moderate, very fine, subangular 
blocky; friable; strongly acid; clear, smooth boundary. 

B22t—21 to 31 inches, dark-brown (10YR 4/8) heavy silt loam ; 
few, fine, distinct, dark-brown (7.5YR 4/4) to strong- 
brown (7.5YR 5/8) mottles; weak, thick, platy struc- 
ture in place, breaking to strong, fine, subangular 
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dale, and the very poorly drained Clyde soils. They occur 
with the Renova, Vlasaty, and Auburndale soils. 

Representative profile of Sargeant silt loam in a per- 
manent pasture (SEAN sec. 18, T. 26 N., R. 16 W., 
Pierce County, Wis.) : 


Ap—0 to 4 inches, very dark gray (10YR 3/1) silt loam; 
moderate, medium, granular structure; friable; slightly 
acid; abrupt, smooth boundary. 

۸21-4 to 7 inches, grayish-brown (10YR 5/2) silt loam; 
many brown (10YR 5/3) to yellowish-brown (10YR 5/6) 
mottles; moderate, thin and medium, platy structure; 
very friable; strongly acid; abrupt, smooth boundary. 

A22—T to 11 inches, brown (10YR 5/3) silt loam; many 
grayish-brown (10YR 5/2) to yellowish-brown (10YR 
5/6) mottles; moderate, thin and medium, platy struc- 
ture; friable; very strongly acid; abrupt, smooth 
boundary. 

131-11 to 16 inches, brown (10YR 5/3) heavy silt loam; 
many dark yellowish-brown (10YR 4/4) and grayish 
brown (10¥R 5/2) mottles; moderate, medium, subangu- 
lar blocky structure; firm; light yellowish-brown (10YR 
6/4), bleached silt coats on the surfaces of the peds; 
very strongly acid; clear, irregular boundary. 

IIB21t—16 to 21 inches, yellowish-brown (10YR 5/6) clay ” 
loam; many grayish-brown (10YR 5/2) to yellowish- 
brown (10YR 5/8) mottles; moderate to strong, medium, 
angular blocky structure; plastic when wet, hard when 
dry; light yellowish-brown (10YR 6/4) silt coats on the 
surfaces of the peds; thin, patchy clay films; very 
strongly acid; clear, irregular boundary. 

ITB22t—21 to 28 inches, yellowish-brown (10YR 5/6) clay 
loam; moderate, medium, prismatic structure breaking to 
strong, medium, subangular blocky; plastic when wet, 
hard when dry; dark-gray (10YR 4/1) to grayish-brown 
(10YR 5/2), bleached silt coats on the surfaces of the 
peds; thin, patchy clay films; strongly acid; clear, smooth 
boundary. 

IIB3—28 to 35 inches, yellowish-brown (10YR 5/4) clay 
loam; many light brownish-gray (10YR 6/2) and strong- 
brown (7.5YR 5/6) mottles; moderate, medium, angular 
blocky structure; plastic when wet, hard when dry; 
strongly acid; clear, smooth boundary. 

1IC—35 to 42 inches +, brown (10YR 5/3) to yellowish- 
brown (10YR 5/4) clay loam; common grayish-brown 
(2.5Y 5/2) to light olive-brown (2.5Y 5/4) mottles; mas- 
sive; plastic; medium acid. 


The surface layer ranges from dark gray (10YR 4/1) 
to very dark grayish brown (10YR 3/2) in color. The 
thickness of the mantle of silty material ranges from 12 
to 30 inches. The thickness of the subsoil ranges from 
15 to 32 inches, and the thickness of the solum ranges 
from 24 to 40 inches. The underlying glacial till ranges 
from loam to clay loam in texture and from grayish 
brown (10YR 5/2) to olive brown (2.5Y 4/4) or yellow- 
ish brown (10YR 5/4) in color. The reaction ranges 
from slightly acid to very strongly acid. 


Schapville Series 


The Schapville series consists of moderately well 
drained or well drained, sloping to steep soils of the up- 
lands. These soils have formed in a thin to moderately 
thick deposit of loess over slightly acid to calcareous, 
olive-gray shale. Their B horizons have developed partly 
in loess and partly in material weathered from shale. 
The original vegetation was prairie grasses. 

The Schapville soils occur with wet subsoll variants of 
the Schapville series. They also occur with Derinda soils, 
but they have a thicker, darker colored surface layer than 
those soils. The Schapville soils have a thicker, darker 
colored surface layer than the Dubuque and Whalan 


Santiago Series 


The Santiago series consists of well-drained soils that 
have formed in 12 to 30 inches of windblown silt (loess) 
over glacial till. These ave gently sloping to sloping soils 
on ridgetops in the northern part of the county. They are 
characterized by an intermingling of the A2 and B2 hori- 
zons, or by the penetration of the A2 horizon into the 
B2 horizon as tongues or thick contings on the surfaces 
of the peds. The original vegetation was mixed 
hardwoods. . : 

In most places the Santiago soils are adjacent to 
moderately well drained Freeon and somewhat poorly 
drained Freer soils. Unlike the Renova soils, which are 
underlain by yellowish-brown heavy loam to clay loam 
till, the Santiago soils are underlain by reddish-brown 
till that has a texture of sandy ۰ . 

Representative profile of Santiago silt loam in a cul- 
tivated field (SE4NWYW%. sec. 2, T. 97 N, R. 18 W. 
Pierce County, Wis.) : 

Ap—0 to 8 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, fine, subangular blocky structure; very friable; 
slightly acid; clear, smooth boundary. ۱ 

A2—8 to 12 inches, grayish-brown (10YR 5/2) silt loam; 
moderate, thin, platy structure; very friable ; medium 
acid; clear, irregular boundary. 

B&A—12 to 15 inches, dark grayish-brown (10YR 4/2) tongues 
of silt loam that have weak, medium, platy structure, mixed 
with dark-brown (10YR 4/3) silt loam that has fine, sub- 
angular blocky structure; friable; very strongly acid; 
clear, wavy boundary. . 

B2it—15 to 20 inches, dark-brown (10YR 4/3) silt loam; 
wenk, coarse, prismatic structure but breaks to moderate, 

° medium, subangular blocky structure; friable; structural 
peds thickly coated with bleached silt; very strongly 
acid; clear, wavy boundary. 

IIB22t—90 to 26 inches, reddish-brown (SYR 4/4) heavy 
loam; moderate and weak, coarse, prismatic structure 
but breaks to coarse, angular blocky structure; firm ; 
continuous clay films are thickest on the vertical faces 
of the peds; very strongly acid; clear, smooth boundary. 

IIB3—26 to 33 inches, dark-brown (7.5YR 4/4) loam; weak, 
coarse, angular blocky structure; firm; thin, continuous 
clay films on the primary vertical cleavage planes; 
strongly acid; clear, smooth boundary. 

TIC—33 to 48 inches +, dark-brown (7.5YR 4/4) sandy clay 
loam showing weak, thick, platy structure; medium acid. 

In cultivated areas the color of the surface layer is 
mainly dark grayish brown (10YR 4/2), but it ranges to 
very dark grayish brown (10YR 3/2) in places. The 
thickness of the solum ranges from 26 to 38 inches. The 
underlying till ranges from loam to sandy loam or sandy 
clay loam in texture and from dark brown (1. 5YR 4/4) 
to reddish brown (5YR 4/4) in color. In places glacial 
cobbles or stones are on the surface or throughout the 
profile. The depth to which tongues of material from the 
A9 horizon extend into the B9 horizon ranges from 0 to 
3 or 4 inches. 

Sargeant Series 


The Sargeant series is composed of soils that are 
somewhat poorly drained. These soils have formed in 19 
to 30 inches of windblown silt (loess) over glacial till. 
"They are nearly level to sloping and occur on glacial 
till plains in the uplands. The original vegetation was 
mixed hardwoods. 

The Sargeant soils are members of the drainage 
'sequence that includes the well drained Renova, the mod- 
erately well drained Vlasaty, the poorly drained Auburn- 
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Ap—0 to 9 inches, black (10YR 2/1) silt lonm; weak, me- 
dium, granular structure; friable; neutral reaction; 
abrupt, smooth boundary. 

A2—9 to 12 inches, dark grayish-brown (10YR 4/2) silt loam; 
few, fine, distinct, yellowish-brown (10YR 5/4) mottles; 
moderate, thin, platy structure; friable; neutral reaction; 
abrupt, smooth boundary. 

B1—12 to 14 inches, brown (10YR 5/3) heavy silt loam; few, 
fine, distinet, yellowish-brown (10YR 5/6) mottles; mod- 
erate, fine, subangular blocky structure; firm; medium 
acid; abrupt, smooth boundary. 

B21t—14 to 18 inches, brown (10YR 5/3) heavy silt loam; 
few, fine, faint, grayish-brown (10YR 5/2) and yellowish- 
brown (10YR 5/4) mottles; strong, fine, angular blocky 
structure; firm; slightly acid; abrupt, smooth boundary. 

222-18 to 21 inches, brown (10YR 5/3) silty clay loam; 
common, fine, distinct, grayish-brown (10YR 5/2) and 
yellowish-brown (10YR 5/6) mottles; strong, fine, angu- 
lar blocky structure; firm; slightly acid; abrupt, smooth 
boundary. 

IIB23tg-—21 to 23 inches, olive (5Y 5/4) silty clay weathered 
from shale; common, medium, distinct, yellowish-brown 
(10YR 5/6) mottles; strong, medium, angular blocky 
structure; sticky when wet; contains a few pebbles and 
fragments of chert; slightly acid; abrupt, smooth 
boundary. 

IICg—23 inches +, olive (HY 4/3) silty clay; common, me- 
dium, distinct, strong-brown (7.5YR 5/6) mottles; mas- 
sive; very sticky when wet; slightly acid; abrupt, smooth 
boundary. 


The thickness of the layer of silty material ranges 
from 10 to 30 inches. In places mottling is more intensive 
in the upper B horizons than shown in the profile de- 
soribed. In some areas a thin gravel or chert line 
lies between the silty material and the clayey material 
weathered from the shale. The color of the shale sub- 
Stratum ranges from greenish gray to olive. 


Seaton Series 


The Seaton series is composed of deep, well-drained 
soils that ave silty and that are gently sloping to steep. 
These soils have formed in deep (more than 42 inches 
thick) deposits of silty loess on upland ridges, valley 
slopes, and rolling uplands. In Pierce County they are 
generally underlain by fissured dolomite or sandstone at 
a depth of 50 inches or more. The original vegetation was 
a forest of mixed hardwoods. 

The Seaton soils occur with soils of the Downs and 
Dubuque series. They have formed in darker colored silty 
material than the Downs soils and have formed in a 
deeper layer of silty material than the Dubuque, which 
formed in material less than 42 inches thick. On valley 
slopes the Seaton soils also occur with soils of the Gale 
series, Unlike the Gale soils, which formed in a thin 
layer of windblown silt over sandstone, they formed in 
a deep deposit of silty material over dolomite or 
sandstone. 

Representative profile of Seaton silt loam in a woodlot 
(SE“NW% sec. 14, T. 26 N., R. 15 W., Pierce County, 
Wis.): 

A1—0 to 3 inches, very dark brown (10YR 2/2) silt loam; 
wenk, fine, granular structure; very friable; slightly 
acid; abrupt, smooth boundary. 

A21—3 to 6 inches, dark grayish-brown (10YR 4/2) silt loam; 
moderate, thin, platy structure; very friable; slightly 
acid; clear, smooth boundary. 

A22—6 to 10 inches, brown (10YR 5/8) silt loam; moderate, 
medium to thin, platy structure; few widely spaced 
patches that have a dark-brown (10YR 4/3) color on a 
background of brown (10YR 5/8) distinguish the rem- 
nants of an undegraded B horizon; very thin, light-gray 
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soils. Unlike the Dubuque and Whalan soils, which are 

underlain by limestone, they are underlain by shale. 
Representative profile of Schapville silt loam in a 

pasture (NESE sec. 18, T. 27 N., R. 17 W., Pierce 
ounty, Wis.) : : 

A11—0 to 6 inches, black (10YR 2/1) silt loam; weak, fine, 
granular structure; friable; slightly acid; clear, smooth 
boundary. 1 

A12—6 to 9 inches, black (10YR 2/1) silt loam; moderate, 
medium, granular structure; friable; slightly acid; 
gradual, smooth boundary. | 

A3—9 to 12 inches, very dark gray (10YR 8/1) silt loam; 
weak, very fine, subangular blocky structure; friable; 
slightly acid; clear, smooth boundary. 

B21t—12 to 16 inches, very dark grayish-brown (10YR 3/2) 
heavy silt loam; weak, medium, subangular blocky struc- 
ture; firm; medium acid; clear, smooth boundary. 

B22t—16 to 23 inches, brown (10YR 5/8) silty clay loam; 
few, fine, faint, dark-brown (10YR 4/3) mottles; mod- 
erate, medium, angular blocky structure; very firm; 
abundant, thick, very dark brown (10YR 2/2) clay films 
on the faces of the peds; medium acid; clear, smooth 
boundary. 

11B23—23 to 27 inches, olive-gray (5Y 4/2) silty clay loam; 
common, medium, distinct, dark-brown (10YR 4/8) 
mottles; moderate, medium, angular blocky structure; 
very firm; abundant, thick, very dark brown (10YR 2/2) 
clay films on the faces of the peds; medium acid; abrupt, 
smooth boundary. 

IIC1—27 to 29 inches, olive-gray (5Y 4/2) silty clay weath- 
ered from shale; many, medium, distinct, yellowish-brown 
(10YR 5/6) mottles; massive; very firm; neutral reac- 
tion; abrupt, smooth boundary. 1 

IIO2—29 inches +, olive-gray (5Y 4/2) silty clay shale; has 
many, fine, distinct, yellowish-brown (10YR 5/0) mottles 
in the upper part; strong, thick, platy Structure; hard 
when dry, plastic when wet; weakly alkaline, E 

In eroded areas the color of the surface layer ranges 
from black (10YR 2/1) to very dark brown (10Y R 2/9). 
In places mottling occurs only in the substratum of 
weathered shale. The thickness of the mantle of silty ma- 
terial ranges from 10 to 30 inches. In some areas frag- 
ments of chert and pebbles of glacial origin lie between 
the layer of loessal material and the material weathered 
from shale. 


Schapville Series, Wet Subsoil Variants 

Wet subsoil variants of the Schapville series are some- 
what poorly drained and are gently sloping. They have 
formed in a thin to moderately thick layer of loess over 
material weathered from slightly acid to calcareous shale. 
Their B horizon has developed partly in the loess and 
partly in material weathered from shale. These soils re- 
ceive seepage from the adjacent higher lying soils that 
formed in loess, in glacial material, or in material weath- 
ered from limestone. The original vegetation was trees 
and grasses that tolerate a large amount of water. 

The wet subsoil variants of the Schapville series have 
poorer internal drainage than the Schapville soils, which 
are well drained or moderately well drained. Also unlike 
the Schapville soils, they have an A2 horizon. They have 
poorer drainage and have a thicker, darker colored sur- 
face layer than the Whalan and Dubuque soils. In ad- 
dition they developed over shale rather than limestone. 
These wet subsoil variants occur with Derinda soils, but 
they have a thicker, darker colored surface layer than 
those soils. 

Representative profile of Sehapville silt loam, wet sub- 
soil variant, in a cultivated field (N%NEY sec. 2, T. 
27 N., R. 18 W., Pierce County, Wis.) : 
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In places stones are on the surface and throughout the 
soil profile. 
Sparta Series 


The Sparta series consists of deep soils that are ex- 
cessively drained. These soils have formed in deep, sandy 
outwash that.was derived partly from sandstone and 
partly from glacial outwash. They are on broad terraces 
of the Mississippi and St. Croix Rivers and of the South 
Fork of the Kinnickinnick River near River Falls. The 
original vegetation was prairie grasses. 

The Sparta soils occur with Plainfield soils, and they 
formed in similar material They have a darker color 
than the Plainfield soils, however, and they formed under 
grasses instead of under forest. The Sparta soils also 
occur with Dakota and Burkhardt soils. Their profile is 
somewhat similar to that of the Dakota soils, but it is 
coarser textured and lacks a B horizon. The Sparta soils 
are coarser textured than the Burkhardt soils, and they 
lack a B horizon that is typical in the profile of the 
Burkhardt soils. Also, they lack gravelly material in the 


. subsoil and substratum. 


Representative profile of Sparta loamy sand 
(SWASW?4 sec. 85, T. 25 N., R. 18 W., Pierce County, 
Wis.): 


Ap—0 to 7 inches, very dark brown (10YR 2/2) loamy sand; 
weak, fine, crumb structure; very friable; medium acid; 
clear, smooth boundary, 

A12—7 to 17 inches, very dark brown (10YR 2/2) loamy 
sand; weak, medium, subangnlar blocky structure; very 
friable; medium acid; diffuse, smooth boundary. . 

Cl 一 17 to 34 inches, dark-brown (10YR 4/3) fine sand; single 
grain; loose; medium acid; diffuse, smooth boundary. 

C2—34 to 50 inches, dark-brown (10YR 4/3) and yellowish- 
brown (10YR 5/4) fine sand; single grain; loose; me- 
dium acid; diffuse, smooth boundary. 

C8—50 to 60 inches +, yellowish-brown (10YR 5/4) fine 
sand; single grain; loose; medium acid. 

In places the color of the surface layer is black (10YR 
2/1) instead of very dark brown (10YR 2/2). The color 
ranges to very dark grayish brown (10YR 3/2) in areas 
that are eroded or that have an accumulation of lighter 
colored soil material that has been blown onto the surface 
by wind. In places the profile contains a few pebbles. 


Spencer Series 


The Spencer series consists of soils that are moderately 
well drained. These soils have formed on uplands in a 
thick mantle of acid silty loess over loam or sandy loam 
glacial till that is also acid. They are nearly level to 
sloping. The original vegetation was a deciduous forest 
consisting mainly of maple and basswood. 

The Spencer soils form a drainage sequence with well- 
drained Otterholt, somewhat poorly drained Almena, 
and poorly drained Auburndale soils. They have a pro- 
file somewhat similar to that of the Vlasaty soils, but 
they formed in a mantle of silty loess 30 to 60 inches 
thick instead of in a mantle of silty material 19 to 0 
inches thick. Also, unlike the Vlasaty soils, which have 
B horizons that formed partly in glacial till, the Spencer 
soils have B horizons that formed entirely in silty loess. 

Representative profile of Spencer silt loam in a culti- 
vated field, approximately 3% miles northwest of Plum 
City (NANW% sec. 7, T. 25 N., R. 15 W., Pierce County, 
Wis.): 
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(10YR 7/2), bleached silt coats on the plates and on 
occasional weakly developed cleavage planes; friable; 
slightly acid; gradual, smooth boundary. 

B1—10 to 15 inches, dark-brown (10YR 4/3) silt loam; weak, 
medium, platy structure but breaks, if disturbed, to 
moderate, fine, subangular blocky structure; patchy, thin, 
bleached silt coats on the major cleavage planes; dark 
yellowish-brown (10YR 3/4) coats and a few thin clay 
films; friable; slightly acid to medium acid; clear, 
smooth boundary. 

1321-15 to 23 inches, dark-brown (10YR 4/3) heavy silt 
loam; moderate, medium, platy structure but breaks 
readily to moderate, fine, subangular blocky structure; 
few, thin, bleached silt coats on the faces of some peds; 
most peds have continuous, thin clay films on all faces, 
but the elay films are most prominent along the vertical 
cleavage planes; friable to firm; very strongly acid; 
elear, smooth boundary. | 

B22t—28 to 83 inches, dark-brown (10YR 4/3) heavy silt 
loam; weak, medium, platy structure but breaks, if dis- 
turbed, to moderate, medium, subangular blocky struc- 
ture; thin, patehy clay films on the faces of the peds; 
clay films are most prominent along the vertienl struc- 
tural cleavage planes; friable; very strongly acid; grad- 
ual, smooth boundary. 

1833-38 to 44 inches, dark-brown (10YR 4/3) silt loam; weak, 
coarse, subangular blocky structure but displays a gen- 
erally weak, medium platiness throughout; thin, patchy 
clay films (fewer in number than in the B22t horizon) 
on the faces of the peds along vertical cleavage planes; 
continuous clay films in worm holes and in root envities ; 
friable; strongly acid; gradual, smooth boundary. 

C1—44 to 58 inches, dark-brown (10YR 4/8) silt loam; weak, 
medium, platy structure; worm holes have clay linings; 
friable; strongly acid; gradual, smooth boundary. 

C2—58 to 70 inches, dark-brown (10YR 4/8) silt loam; weak, 
medium, platy structure; friable; strongly acid; diffuse, 
smooth boundary. 

C3—70 inches +, dark-brown (10YR 4/3) to yellowish-brown 
(LOYR 5/4) silt loam; generally has weak, thin, platy 
structure; very friable; strongly acid at a depth of 70 
inches, but only slightly acid at a depth of 108 inches. 


In areas that have not been cultivated, the color of the 
surface layer ranges from very dark brown (10YR 9/2) 
to black (10YR 2/1). The color of the surface layer is 
very dark grayish brown (10YR 3/2) or dark grayish 
brown (10YR 4/2), however, in areas that have been 
cultivated, 'The content of clay in the B horizons ranges 
from 18 to 24 percent. The solum ranges from 80 to 48 
inches in thickness. Fissured dolomite or sandstone bed- 
rock is generally at a depth of 50 inches or more, but it 
is at à depth of 42 to 50 inches in some small areas. 


Sogn Series 


The Sogn series is made up of dark-colored silt loams 
that are well drained. These soils are generally steep or 
are near breaks of steep slopes. They are shallow over 
dolomite. In many places dark reddish-brown clay is in 
the eracks in the underlying dolomite. In Pierce County 
the areas of Sogn soils are so intermingled with areas 
of Rockton soils that it was not feasible to map the soils 
of the two series separately. 

Representative profile of Sogn silt loam in Towa 
County, Wis: ` 

A1—0 to 10 inches, black (10YR 2/1) heavy silt loam; mod- 
erate, fine, granular structure; friable; many roots; few 
fragments of chert and dolomite; neutral; abrupt 
boundary. 

R—10 inches +, fractured dolomite. 

Bedrock is generally at a depth of less than 12 inches, 
but it is at a depth of as much as 20 inches in some areas. 
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A2—7 to 9 inches, brown (10YR 5/3) silt loam; many, me- 
dium, distinct, dark-brown (7.5YR 4/4) and strong-brown 
(T5YR 5/6) mottles; moderate, thin, platy structure; 
very friable; neutral reaction; abrupt, smooth boundary. 

B1—9 to 11 inches, dark-brown (10YR 4/3) silt 1oam ; many, 
medium, prominent, yellowish-red (5YR 4/6) mottles; 
weak, medium, subangular blocky structure that exhibits 
very weakly expressed, thin plates; friable; slightly acid ; 
abrupt, smooth boundary. 

B21t—11 to 15 inches, dark-brown (10YR 4/3) heavy silt 
loam; many, medium, prominent, yellowish-red (5YR 
4/6) mottles; moderate, medium, platy structure but 
breaks, if disturbed, to moderate, very fine, angular 
blocky (flaky) structure; firm; thin, patchy clay films; 
slightly acid; clear, sinooth boundary, 

B22t—15 to 22 inches, dark-brown (10YR 4/3) heavy silt 
loam; common, medium, distinet, yellowish-brown (10YR 
5/6) mottles; weak, coarse, prismatic structure but 
breaks, if disturbed, to moderate, medinm, angular 
blocky (flaky) structure that displays a generally wenk, 
thick platiness throughout; firm; thin, patchy clay films; 
strongly acid; clear, smooth boundary. 

B23—22 to 27 inches, dark-brown (10YR 4/3) heavy silt 
loam; common, medium, distinct, yellowish-brown (10YR 
5/6) mottles; weak, coarse, prismatic structure but 
breaks, if disturbed, to moderate, medium and coarse, 
angular blocky (flaky) structure; the angular blocky 
structure, in turn, displays a generally weak, thick plati- 
ness throughout; firm; thin, patchy, brown (10YR 5/3), 
bleached silt coats on the faces of the peds; thin, patehy 
clay films; strongly acid; clear, smooth boundary. 

B3—27 to 38 inches, dark-brown (10YR 4/3) and dark yel- 
lowish-brown (10YR 4/4) silt lonm; eommon, medium, 
distinct, yellowish-brown (10YR 5/6) mottles; weak, 
coarse, prismatie structure but breaks, under pressure, to 
weak, coarse, angular blocky structure; the angular 
blocky structure, in turn, displays a generally weak, thiek 
platiness throughout; thin, patehy clay films on the verti- 
cal faces of the structural peds; strongly acid; gradual, 
smooth boundary. 

C—88 to 60 inches, dark-brown (10YR 4/3) and brown (10YR 
5/3) silt loam; many, medinm, prominent, strong-brown 
(7.5YR 5/6) mottles; weak, thick, platy structure; fri- 
able; medium acid. 


The surface layer ranges from dark gray (10YR 4/1) 
to dark grayish brown (10YR 4/2) in color and from 
9 to 15 inches in thickness. The subsoil ranges from dark 
brown (10YR 4/3) to grayish brown (10YR 5/2) in 
color. It is more grayish in the areas where drainage is 
the poorest. Mottling extends to within a few inches of 
the surface in some places, and it is absent from the 
upper part of the profile in others. 'The thickness of the 
silty material in which this soil formed ranges from 49 
inches to several feet over sand. In some areas sand is 
below a depth of 3% feet. 


Tell Series 


The Tell series consists of well-drained soils that are 
nearly level or gently sloping. These soils have formed 
on stream terraces in 24 to 42 inches of windblown silt 
(loess) over stratified sandy outwash. The lower part of 
their solum developed in the sandy outwash. The orig- 
inal vegetation was mixed hardwoods. 

The Tell soils occur with Fayette and Meridian soils. 
Their solum is shallower than that of the Fayette soils 
and finer. textured than that of the Meridian soils. Their 
profile resembles that of the Antigo soils, except that it 
does not contain a gravelly substratum. 

Representative profile of Tell silt loam in a cultivated 
field (SWY4SE% sec. 35, T. 25 N., R. 15 W., Pierce 
County, Wis.) : 
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Ap—0 to 8 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, fine, granular structure; friable; mildly alkaline; 
clear, smooth boundary. 

A2—8 to 10 inches, grayish-brown (10YR 5/2) silt loam; 
moderate, thin, platy structure; friable; medium acid; 
abrupt, smooth boundary. 

A&B—10 to 16 inches, dark-brown (10YR 3/3) heavy silt 
loam; weak, thick, platy structure breaking to moderate, 
fine, subangular blocky structure; thick silt coats on the 
vertical and horizontal faces of the structural peds; con- 
tains small patches of strong-brown silt loam that appear 
to be remnants of a B2 horizon; firm; medium acid; 
clear, smooth boundary. 

B2t—16 to 27 inches, dark grayish-brown (10YR 4/2) heavy 
silt loam; few, fine, prominent, strong-brown (7. 5YR 5/6) 
mottles; thick, platy structure breaking to modernte, 
fine, subangular blocky structure; thin patchy, clay films 
and thick silt coats on the horizontal and vertical faces 
of the peds; firm; very strongly acid; clear, smooth 
boundary, 

B3—27 to 37 inches, dark grayish-brown (10YR 4/3) silt 
loam; few, fine, prominent, strong-brown (7.5YR 5/6) 
mottles; weak, medium, subangular blocky structure; a 
few silt coats and patehy clay films on the vertical faces 
of the structural peds; friable; very strongly acid; clear, 
smooth boundary. 


C1—37 to 44 inches, grayish-brown (10YR 5/2) silt loam; 


common, fine, prominent, yellowish-brown (10YR 5/6) 
mottles; massive or weak, thick, platy structure; very 
strongly acid; gradual, smooth boundary. 

C2—44 inches +, reddish-brown (5YR 4/4) to yellowish- 
brown (10YR 5/8) sandy clay loam till; few, fine, promi- 
nent, strong-brown (7.5YR 5/8) mottles; massive; 
slightly acid. 

The thickness of the mantle of loess over glacial till 
ranges from 30 to 60 inches. In areas that are cultivated, 
the surface layer, when moist, ranges from dark grayish 
brown (10YR 4/2) to grayish brown (10YR 5/2), In 
areas that have not been disturbed, the surface layer 
consists of a thin A1 horizon. In those areas the color 
of the AT horizon ranges from black (10YR 2/1) to very 
dark grayish brown (10YR 3/2) when the soil material 
is molst, but the color has a value of 6 when dry. The 
shape, size, and grade of the structural peds vary only 
slightly within similar horizons at different sites. The 
variations are wide, however, in the thickness of the 
solum, the thickness of the bleached silt coats on the 
faces of the peds, and in the degree of development of 
the clay films within the B horizons. The texture of the 
till substratum ranges from loam to sandy clay loam. 


Stronghurst Series 


The Stronghurst series consists of deep, nearly level 
Soils that are somewhat poorly drained. These soils have 
formed in silty loess under a forest of mixed hardwoods. 
They are on stream terraces. 

The Stronghurst soils occur with well drained Fayette 
and moderately well drained Rozetta soils. They formed 
in the same kind of material as those soils and form a 
drainage sequence with them. The Stronghurst soils also 
occur with Arenzville soils, which formed in recently 
deposited alluvium. They formed in older alluvium than 
the Arenzville soils. Also unlike those soils, they have 
an alluvial horizon of clay accumulation in their profile. 

Representative profile of Stronghurst silt loam, 
benches, in a cultivated field (SEUSWY sec. 10, T. 25 N., 
R. 15 W., Pierce County, Wis.) : | 

Ap— to 7 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, fine, subangular blocky structure; friable; neutral 
reaction; abrupt, smooth boundary. 
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Ap—Ü to 10 inches, very dark brown (10YR 2/2) loam; 
strong, fine, granular structure; friable; medium acid; 
clear, smooth boundary. y 

A11—10 to 16 inches, very dark brown (10YR 2/2) loam; 
moderate, very fine, granular structure; firm; slightly 
porous; medium acid; clear, smooth boundary. 

C1—16 to 25 inches, very dark brown (10YR 2/2) loam; 
weak, medium, subangular blocky Structure; friable; 
highly porous; medium acid; clear, smooth boundary. 

C2—25 to 45 inches, very dark brown (10YR 2/2) silt loam; 
weak, medium, «subangular blocky structure; firm; 
slightly porous; thin, bleached silt coats on the surfaces 

. of the peds; medium acid; clear, smooth boundary. 

C3—45 to 50 inches, dark-brown (10YR 4/3) heavy loam; 

massive; firm; medium acid. 


The surface layer ranges from black (10YR 2/1) to 
very dark brown (10YR 2/2) in color and from 14 to 45 
inches in thickness. The substratum ranges from black 
(10YR 2/1) to dark brown (10YR 8/3) in color, and it 
contains faint mottles. In some areas the profile contains 
the surface layer of an older buried soil at a depth be- 
tween 18 and 42 inches. A thin overwash of sandy ma- 
terial covers the surface in some places. The degree of 
layering is highly variable within the profile. In some 
places the profile contains thin layers of sand. 


Vlasaty Series 


The Vlasaty series consists of moderately well drained 
soils that are nearly level to sloping. These soils are on 
glacial till plains, where they formed in a moderately 
shallow layer of loess over glacial till (fig. 16). The 
original vegetation was mixed hardwoods. 

The Vlasaty soils occur with well-drained Renova 
and somewhat poorly drained Sargeant soils. They form 
a drainage sequence with those solls, and they have de- 
veloped in the same kind of material. The Vlasaty soils 
also occur with Ostrander soils. They are less" well 
drained than those soils, however, and they have a-lighter 
colored, thinner surface layer. . 

Representative profile of Vlasaty silt loam in a culti- 
vated field (SWW4NE% sec. 8, T. 26 N., R. 17 W., Pierce 
County, Wis.) : 


Ap—0 to 8 inches, dark-gray (10YR 4/1) silt loam; mod- 
erate, fine, granular structure; friable; neutral reaction; 
abrupt, smooth boundary. 

4۸2-8 to 12 inches, brown (10YR 5/3) coarse silt loam; few, 
fine, faint, yellowish-brown (10YR 5/6) mottles in the 
lower part; moderate, medium, platy structure; very 
friable; light brownish-gray (10YR 6/2) silt coats on 
the surfaces of the peds; medium acid; abrupt, wavy 
boundary. 

B1—12 to 16 inches, dark yellowish-brown (10YR 4/4) light 
silty clay loam; many, fine, faint, grayish-brown (10YR 
5/2) and yellowish-brown (10YR 5/6) mottles; moderate, 
fine, subangular blocky structure; friable; few clay films 
and many very dark brown stains from organic matter 
on the surfaces of the peds; very strongly acid; clear, 
smooth boundary. 

IIB21t—16 to 20 inches, dark yellowish-brown (10YR 4/4) 
clay loam; many, fine, faint, grayish-brown (10YR 5/2) 
and yellowish-brown (10YR 5/6) mottles; moderate to 
Strong, medium, subangular blocky structure; plastic 
when wet, hard when dry; clay films and stains from 
organie matter more pronounced than in the B1 horizon; 
light brownish-gray (10YR 6/2) silt coats on the surfaces 
of some of the peds; very strongly acid; clear, wavy 
boundary. 

IIB22t—20 to 29 inches, dark yellowish-brown (10YR 3/4) 
clay loam; many, fine, distinct, grayish-brown (10YR 
5/2) and yellowish-brown (10YR 5/6) mottles: moderate 
to strong, medium, angular blocky structure; plastic 
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Ap—0 to 6 inches, very dark grayish-brown (10YR 3/2) silt 
loam; weak, very fine, subangular bloeky structure; fri- 
able; neutral reaction; abrupt, smooth boundary. 

A21—6 to 9 inches, dark grayish-brown (10YR 4/2) silt loam; 
weakly expressed tongues of soil material that are dis- 
colored by organie matter extend into this horizon from 
the Ap horizon; weak, thin, platy structure; friable; 
neutral reaction; abrupt, smooth boundary. 

A22—9 to 12 inches, dark grayish-brown (10YR 4/2) silt 
loum; dark-brown (10YR 4/3) worm casts scattered 
throughout the horizon; moderate, thin, platy structure; 
very friable; slightly vesicular; neutral reaction; abrupt, 
smooth boundary. 

B1—12 to 14 inches, dark-brown (10YR 4/3) and dark gray- 
ish-brown (10YR 4/2) silt loam; moderate, fine, sub- 
angular blocky structure but breaks, under pressure, to 
weak, medium, platy structure; friable; neutral reaction ; 
abrupt, smooth boundary. 

B216—14 to 17 inches, dark-brown (10YR 4/3) heavy silt 
loam; moderate, fine, angular blocky structure; firm; 
slightly acid; elear, smooth boundary. 

B22t—17 to 21 inches, dark-brown (10YR 4/3) heavy silt 
loam; moderate, fine to medium, angular blocky struc- 
ture; firm; few, thin, patehy, dark-brown (10YR 3/3) 
clay films on the faces of the peds; strongly acid; clenr, 
smooth boundary. 

B23—21 to 25 inches, dark yellowish-brown (10YR 4/4) 
heavy silt loam; moderate to strong, medium, angular 
blocky structure; firm; many, thin, patchy, dark-brown 
(10XR 3/3) clay films on the faces of the peds; strongly 
acid; abrupt, smooth boundary. 

118-25 to 27 inches, dark-brown (10YR 3/3) to dark yel- 
lowish-brown (10YR 3/4) loam; weak, medium, angular 
blocky structure that displays a few strongly developed, 
vertical cleavage planes; firm; nearly continuous, dark- 
brown (7.5YR 3/2) clay films along primary vertical 
cleavages; strongly acid; clear, smooth boundary. 

LIC—27 to 36 inches, yellowish-brown (10YR 5/4) fine sand; 
single grain; loose; medium acid. 


The surface layer is generally very dark grayish brown 
(10YR 3/2), but the color ranges to dark brown (10YR 
3/3) and is dark grayish brown (10YR 4/2) in places. 
The thickness of the solum ranges from 96 to 36 inches. 
In most places the substratum consists of stratified fine 
sand, but it contains some fine gravel or a pebble line in 
some places. In many places where these soils occur in 
the broad valleys or on the outwash plain in the north- 
western part of the county, the substratum has a texture 
of sandy loam to sandy clay loam. 


Terril Series 


The Terril series consists of deep, well drained or 

moderately well drained soils that are nearly level or 
gently sloping. These soils have formed in dark-colored 
sediments that are medium textured. They are on the 
flood plains of small streams. The original vegetation 
was mainly prairie grasses. 
. The Terril soils oceur with areas of Alluvial land and 
with well-drained Dakota and Waukegan soils. The ma- 
terial in which they formed was generally deposited 
less recently than the material that makes up the areas 
of Alluvial land. Furthermore, their profile lacks the 
contrasting layers of sand, gravel, and stones that are 
present in the areas of Alluvial land. The Terril soils 
have formed in more recent alluvial sediments than the 
Dakota and Waukegan soils. Also, they occur on flood 
plains instead of on the older alluvial terraces. 

Representative: profile of Terril loam in a cultivated 
field, about 50 feet west of a road (NE%SW% sec. 6, T. 
26 N., R. 18 W., Pierce County, Wis.) : 
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in texture and from grayish brown (2.5Y 5/2) to yel- 
lowish brown (10YR 5/6) in color. 


Waukegan Series 


The Waukegan series consists of moderately deep, well- 
drained soils that are nearly level or gently sloping: 
These soils have formed on stream terraces in silty loess 
over stratified sandy outwash. The original vegetation 
was prairie grasses. 

The Waukegan soils occur with Port Byron and 
Dakota soils. Unlike the Port Byron soils, which formed 
in deep, coarse-textured silt, they formed in moderately 
deep, silty loess. Their depth over washout is about the 
same as that of the Dakota soils, but they have a silty 
solum rather than a loamy solum like the Dakota soils. 
The Waukegan soils have formed in the same kind of 
material as the Tell soils, but they have a thicker, darker 
colored surface layer than those soils. 

Representative profile of Waukegan silt loam in a cul- 
tivated field (SW4SW% sec. 31, T. 25 N, R. 17 W., 
Pierce County, Wis.) + 

Ap—0 to 7 inches, black (10YR 2/1) silt loam; weak, fine, 
granular structure; very friable; neutral reaction; clear, 
smooth boundary. 

A12—7 to 13 inches, very dark brown (10YR 2/2) silt loam; 
weak, very fine, subangular blocky structure; friable; a 
few, thin (15 to 30 millimeters in diameter), vertical, 
black (10YR 2/1) tongues of soil material that have been 
discolored by organic matter extend into this horizon 
from the Ap horizon; medium acid; clear, smooth 
boundary. 1 

A3—13 to 15 inches, very dark grayish-brown (10YR 3/2) 
silt loam; weak, fine, subangular blocky structure; fri- 
able; medium acid; abrupt, smooth boundary. 

B1—15 to 18 inches, dark-brown (10YR 4/3) silt loam ; weak, 
medium, subangular blocky structure; friable; medium 
acid; clear, smooth boundary. 

B2t—18 to 28 inches, dark-brown (10YR 4/3) heavy silt 
loam; moderate, medium, subangular blocky structure; 
few, thin, patehy, bleached silt coats on the faces of the 
peds; friable; thin, patchy clay films; medium acid; 
clear, smooth boundary. 

IIB—28 to 34 inches, dark-brown (10YR 4/3) sandy loam; 
weak, eoarse, subangular blocky structure; friable; me- 
dium acid; clear, smooth boundary. 

110-34 to 60 inches, yellowish-brown (10YR 5/4) fine sand; 
single grain; loose; medium acid. ۲ 

In general, the color of the surface layer is black 
(10YR 2/1) to very dark gray (10YR 3/1) or very dark 
brown (10YR 2/2). In some areas, however, the color 
of the surface layer is very dark grayish brown (10YR 
3/2). The thickness of the solum ranges from 24 to 49 
inches. The texture of the substratum is generally be- 
tween a fine sand and coarse sand. In small included 
areas, the substratum contains fine pebbles. 


Whalan Series 


The Whalan series consists of soils that formed in a 
layer of silty loess over glacial till. The till, in turn, is 
underlain by material weathered from dolomite or by 
fissured dolomite. The Whalan soils are well drained 
and are gently sloping to moderately steep. Their solum 
is thicker than 20 inches over bedrock. The original 
vegetation was mixed hardwoods. 

The areas of Whalan soils are adjacent to areas of 
Dubuque soils and to areas of Renova and other soils 
formed in glacial till Unlike the Dubuque soils, they 
have a layer of glacial till between the silty surface layer 
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Figure 16.—Profile of Vlasaty silt loam. 


when wet, hard when dry; dark-gray (10YR 4/1) stains 
from organic matter and clay films on the surfaces of 
the peds; very strongly acid; gradual, irregular boundary. 
IIB3—29 to 42 inches, dark yellowish-brown (10YR 4/4) 
clay loam; many, medium, distinct, multicolored mottles ; 
moderate, medium to coarse, angular blocley structure; 
plastic when wet, hard when dry; clay films prominent; 
some dark grayish-brown (10YR 4/2) stains from organic 
matter; very strongly acid; gradual, irregular boundary. 
TIC--42 to 58 inches, yellowish-brown (10YR 5/4) to grayish- 
brown (2.5Y 5/2) clay loam till; massive; plastic; me- 

dium acid, . : 
In areas that have been cultivated, the color of the 
surface layer ranges from dark gray (10Y R 4/1) to dark 
rayish brown (10YR 4/2). In areas that have not been 
isturbed, the color of the surface layer ranges from 
very dark gray (10YR 3/1) to very dark grayish brown 
(10YR 3/2). The mottling varies in degree and in in- 
tensity. In places mottling is absent from the A2 hori- 
zon and the upper part of the subsoil. The thickness of 
the layer of silty material over glacial till ranges from 
12 to 30 inches. The thickness of the solum ranges from 
98 to 49 inches. The till ranges from loam to clay loam 
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fine, subangular blocky structure; very friable; medium 
acid; clear, smooth boundary. . 

C2—27 inches +, dark grayish-brown (10YR 4/2) silt loam; 
weak, very thiek, platy structure breaking to weak, me- 
dium, subangular blocky structure; friable; strongly acid. 

The color of the A. horizons ranges from black (10YR 
2/1) to very dark grayish brown (10YR 3/2) or very 
dark brown (10YR 2/2). The combined thickness of the 
A horizons ranges from 12 to 26 inches. In places a thin 
layer of sandy overwash and pebbles or small stones 
covers the surface. In some places the profile contains 
thin layers of fine sand. These soils are generally well 
drained and are free of mottles, but a few mottles occur 
below a depth of 18 inches in some places. 


Wykoff Series 


The Wykoff series consists of soils that are well drained 
and that are moderately shallow over glacial till. These 
soils have formed on upland glacial till plains in a mantle 
of silty loess over stratified glacial till. They are gently 
sloping ¿o moderately steep. The original vegetation was 
mixed hardwoods. . 

The VVykoff soils occur with Renova and Vlasaty soils. 
Their profile is somewhat similar to those of the Renova 
and Vlasaty soils, but the lower part of their solum de- 
veloped in sandy and gravelly drift rather than in clay 
loam drift. Also, the YVykoff soils are better drained than 
the Vlasaty soils. . 

Representative profile of a cultivated Wykoff loam in 
a field about 150 feet west of U. S. Highway No. 63 and 
50 feet south of a fence (SEUNE% sec. 3, T. 26 N., R. 
17 W., Pierce County, Wis.) : 

Ap—0 to S inches, dark grayish-brown (10YR 4/2) loam; 
weak, very fine, granular structure; friable; slightly 
acid; abrupt, smooth boundary. ` 

A2—8 to 9 inches, brown (10YR 5/3) loam; weak, thin, platy 
structure; friable; slightly acid; clear, smooth boundary. 

B1—9 to 12 inches, dark yellowish-brown (10YR 4/4) loam; 

| weak, medium, platy structure breaking to moderate, 
very fine, subangular blocky structure; friable; thin, 
light-gray (10YR 7/2) silt coats on the faces of the peds; 
slightly acid; clear, smooth boundary. 

B21t—12 to 15 inches, dark-brown (10YR 4/3) loam; mod- 
erate, fine, subangular blocky structure; firm; thin, dis- 
continuous, dark-brown (10YR 4/3) clay films on the 
surfaces of the peds; slightly acid; clear, smooth 
boundary. 

B22t—15 to 23 inches, dark-brown (“5YR 4/4) gravelly 
loam; moderate, medium, subangular blocky structure; 
firm; thin, discontinuous, dark-brown (7. DCH. 3/4) clay 
films on the surfaces of the peds, in root channels, and in 
stone pockets; medium acid; clear, smooth boundary. 

B3—23 to 30 inches, reddish-brown (5YR 4/4) gravelly sandy 
loam; weak, medium, subangular blocky structure; fri- 
able; medium acid; clear, smooth boundary. 

C—30 to 42 inches, dark-brown (7.5YR 4/4), stratified grav- 
elly loam and sandy loam; single grain; loose; medium 
acid. 


The surface layer ranges from very dark brown (10YR 
2/2) to dark grayish brown (10YR 4/2) in color and 
from silt loam to loam in texture. The solum ranges 
from 98 to 40 inches in thickness. The texture of the 
stratified underlying material ranges from gravelly loamy 
sand to clayey gravel. The underlying glacial drift 
ranges from yellowish brown (10YR 5/6) to dark brown 
(10YR 4/3) in color. In places the substratum contains 
a layer of soil material that is reddish brown (5YR 4/3). 
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and the bedrock. The Whalan soils differ from the 
Renova soils in being underlain by dolomite bedrock at 
a depth of 42 inches or less. ۱ 


Representative profile of Whalan silt loam in a wood- 
lot (SW4SE% sec. 27, T. 27 N., R. 20 W., Pierce County, 
Wis.): 

A1—0 to 5 inches, very dark grayish-brovn (10YR 3/2) silt 
loam; weak, fine, granular structure; friable; neutral 
reaction; clear, smooth boundary. 

A2—5 to 10 inches, dark grayish-brown (10YR 4/2) silt loam; 
weak, thin, platy structure; friable; slightly acid; clear, 
smooth boundary. 

B21t—10.to 15 inches, dark-brown (10YR 4/3) silty clay 
loam; moderate, medium, subangular blocky structure; 
firm; thin, continuous clay films; slightly acid; clear, 
smooth boundary. 

B22t—15 to 20 inches, dark-brown (10YR 4/3) silty clay 
loam; moderate, fine, subangular blocky structure; firm; 
thin, patchy clay films; neutral; clear, smooth boundary. 

B23t—20 to 27' inches, dark-brown (10YR 4/3) silty clay 
loam; moderate, medium, subangular blocky structure; 
firm; thin clay films on the horizontal and vertical faces 
of the peds; few igneous pebbles along the lower bound- 
ary of the horizon; neutral reaction; clear, smooth 
boundary. 

ITB8—27 to 29 inches, dark-brown (7.5YR 4/4) heavy sandy 
clay loam; weak, coarse, subangular bloeky structure; 
firm; thin clay films on the horizontal faces of the peds; 
contains fragments of dolomite; neutral reaction; clear, 
smooth boundary. 


IIIR—29 inches +, yellowish-brown (10YR 5/6), fine-tex- 
tured, thinly bedded, fissured dolomite. 

In places the color of the surface layer is dark grayish 
brown (10YR 4/2) instead of very dark grayish brown 
(10YR 3/2). 'The thickness of the layer of till ranges 
from 20 to 30 inches. In general, the layer of till ranges 
from loam to clay loam in texture, but thin layers of 
gravelly loamy sand are included in places. In places 
the profile contains a layer of material weathered from 
dolomite, but that layer 1s very thin or is absent in other 
places. Depth to bedrock ranges from 94 to 36 inches. 


Worthen Series 


The Worthen series consists of soils that nre well 
drained or moderately well drained. These soils have 
formed in deep, dark-colored, silty alluvium and collu- 
vium that have been moved down from the loess-mantled 
uplands by water erosion or soil creep. They are in small 
areas in draws, at the ends of draws, and at the base of 
foot slopes occupied by steeper soils. The original vege- 
tation was prairie grasses. 

The Worthen soils occupy positions similar to those 
occupied by the Chaseburg soils, but they are darker 
colored than those soils. The material in which they 
formed is similar to that in which the Terril soils formed, 
but it is less well sorted. The Worthen soils lack the 

` textural B horizon that is typical in the profile of the 
Ostrander and Port Byron soils of the uplands. 

Representative profile of Worthen silt loam (NEW, 
NW, sec. 2, T. 27 N., R. 17 W., Pierce County, Wis.) : 

Ap—0 to 7 inches, very dark brown (10YR 2/2) silt loam; 
weak, fine, subangular blocky structure; very friable; 
neutral reaction; abrupt, smooth boundary. 

A1—7 to 16 inches, very dark brown (10YR 2/2) silt loam; 
weak, medium, platy structure breaking to weak, very 
fine and fine, subangular blocky structure; friable; neu- 
tral reaction; clear, smooth boundary. 


Ci—16 to 27 inches, very dark grayish-brown (10YR 3/2) 
silt loam; weak, thick, platy structure breaking to weak, 
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those seasons are composites of the temperatures and 
precipitation both of summer and winter. Changes 
1n the weather can be expected every few days from late 
in fall through spring, but the weather is most unstable 
early in spring. In this county all of the climatic features 
tend toward extremes. The area is influenced by the suc- 
cession of high and low pressure systems that move 
across the country from west to east. 

Temperatures in this county not only vary considerably 
from season to season, but also from year to year. During 
the period 1931 to 1961, for example, the number of days 
when the temperature reached 90? or higher ranged 
from 84 in 1936 to zero in 1951. The number of days 
when the temperature was zero or lower ranged from 
58 in 1936 to 8 in 1931. 

The crops grown in this county generally receive 
enough moisture to grow well. About 65 percent of the 
annual rainfall normally comes during the months of 
May through September, when the main crops are grown. 
Most of the precipitation in winter is in the form of 
snow. In summer the probability of receiving 1 inch or 
more of rainfall during a 7-day period is greatest dur- 
ing the last 3 weeks of June. During that period, the 
probability is that 4 years in 10 a total of 1 inch or more 
of rainfall will be received during a T-day period. The 
driest parts of summer are the last parts of July and 
August. During those periods, the probability is that only 
a trace or less of moisture will be received during a T-day 
period in nearly 2 years in 10. 

Table 9 gives the probabilities of the last freezing 
temperatures in spring and the first in fall. Because of 
the location of the Weather Bureau station in River 
Falls, however, the data are more nearly representative 
of the valleys than of areas at higher elevations. At the 
higher elevations, the probable date on which freezing 
temperatures will occur in spring is 2 or 3 days earlier 
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Climate 


Table 8, compiled from records of the U. S. Weather 
Bureau at River Falls, gives climatic data that are gen- 
erally typical for the climate of Pierce County. The 
figures for temperatures are not exactly typical for all 
the county, however, for the gently rolling area where 
the Weather Bureau station is located is in the valley of 
the Kinnickinnie River. For temperatures on the slopes 
and tops of hills, minor adjustments are needed to arrive 
at figures that 'are typical. This is because cold air col- 

. lects in the valleys and causes the minimum temperatures 
to be lower than on the slopes. Daily and annual ranges 
in temperatures are greater in the valleys than on the 
slopes. The temperatures on the slopes tend to be 
moderate. 

Table 8 also gives temperatures in terms of degree 
days (3). The number of degree days is the difference be- 
tween the average temperature for a given day and 65? ۰ 
It is a measure of the amount of heat needed to keep the 
temperature on à specific day at 65?. For example, on a 
day having an average temperature of 50%, 15 degree 
days would be counted. A knowledge of the accumulated 
degree days for a stated time is helpful in calculating the 
amount of fuel needed for heating buildings and for de- 
termining the rate of growth and the maturity date of 
crops. 

The climate of Pierce County is continental. Winters 
are long and snowy, and many of them are severely cold. 
"The summers are warm, and they usually include several 
short periods in which the weather is excessively hot and 
humid. Temperatures in winter vary about twice as much 


as temperatures in summer. Spring and fall are often' 


short, and the temperatures and precipitation during 


"By Marvin W. BunreY, State climatologist for Wisconsin, 
Weather Bureau, U.S. Department of Commerce. 


TABLE 8.— Temperatures and precipitation for Pierce County, Wis. 
[All data from records kept at River Falls, Wis., elevation 900 fect] 


Temperature Precipitation 
'Two years in 10 will have One year in 10 will 
at least 4 days with— Average have— 
Month Average Average degree 
daily daily days Average | Áverage 
maximum | minimum | Maximum Minimum total snowfall 
temperature | temperature Less More 
equal to or | equal to or than— than— 
higher than—| lower than— 
* Es 9 5 p. °F. Number Inches Inches Inches Inches 
January 28.1 2.8 40 —22 ,610 .9 0. 20 1 . 24, 8 
February 27.1 5.7 42 —19 1,360 .85 . 16 1. 56 16.0 
March 37.5 18.6 56 一 6 1,140 | 1.74 .64 3. 13 .85.1 
April 55.6 33.6 75 20 610 2.36 .93 4. 08 11.7 
May 68.7 45.9 84 33 280 3.78 1.38 5.76 2.5 
June 77.9 55.9 90 42 80 4.85 2. 61 8. 44 0 
July 83.6 60,3 95 49 30 3.88 1.32 6.38 0 
۸۱۱8 یدج یی‎ As se 81.2 58. 4 92 44 30 3. 30 1. 25 6.03 0 
September- ----.------- 71.7 49.2 87 35 190 3.15 .78 6. 46 EI 
October... سا‎ 60. 1 38. 3 77 24 490 1.95 . 48 3.77 4.5 
November. 40.7 23.4 61 2 990 1.65 . 68 3.15 18.5 
December....----------- 28.2 10.2 43 —13 1,420 1.07 26 1. 99 27.3 
ATT ی ی‎ ta 54.6 O E aa 8,230 A E 35.1 
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tion’ has been received between 100 and 124 days in 2 
years out of 3. 

The amount of snowfall varies widely. The amount 
has ranged from only 16 inches, received during the 
winter of 1930-81, to 84 inches, received during the 
winter of 1950-52. The average date of the first snow- 
fall of 1 inch or more is November 15. It is probable 
that 1 inch of snow will fall by October 24 in 1 year in 
10, and by December 7 in 9 years in 10. The probable 
length of time that snow will cover the ground to a 
depth of 1 inch or more is 20 percent of the time in 
November, 70 percent in December, 90 percent in Janu- 
ary and February, 50 percent in March, and 5 percent 
in April. Snow to a depth of 10 inches or more can be 
expected 10 percent of the time in December, 20 percent 
of the time in January, 40 percent of the time in Febru- 
ary, and 18 percent of the time in March. 

Occasionally, violent thunderstorms occur in summer, 
and these are accompanied by heavy rain, strong winds, 
and hail. Thunderstorms occur on an average of 40 days 
a year, but the number of days they occur in individual 
years ranges from 23 to 58 days. Hail has fallen on an 
average of 2 days a year, but no hail has fallen in some 
years, and hail has fallen on as many as 7 days in other 
years. Since 1916, six tornadoes have passed through 
this county. 

Records of wind, sunshine, and relative humidity are 
not available for Pierce County. However, the following 
data taken from records kept at Minneapolis, are repre- 
sentative for this county. 

Prevailing winds are from the northwest from No- 
vember through April, and from the southeast during 
the rest of the year. The strongest winds blow in April, 
when the average windspeed is 13 miles per hour. The 
months of July and August are the least windy. During 
those months, the average windspeed is 9 miles per 
hour. On the average, windspeed is less than 4 miles per 
hour about 10 percent of the time, 4 to 12 miles per 
hour 55 percent of the time, 13 to 31 miles per hour 35 
percent of the time, and greater than 31 miles per hour 
less than 1 percent of the time. The strongest winds gen- 
erally blow from the northwest, west, or south west. 

An average of between 60 and 70 percent of the pos- 


PIERCE COUNTY, WISCONSIN 


than in the valleys. Also, at the higher elevations the 
probable date of the first freezing temperature in fall is 
2 or 3 days later than in the valleys. As a result, the 
growing season 8 is about a week longer in areas at higher 
elevations than it is in the valleys. At River Falls, for 
example, the average date of the latest temperature of 
32? or lower in spring is May 14. The average date of 
the first temperature of 32% or lower in fall is Septem- 
ber 26. As a result, the length of the average growing 
season is 135 days, as compared to about 189 to 141 days 
in areas at the higher elevation. 

During the growing season, the average number of 
growing-degree-day units, above a threshold tempera- 
ture of 40°, is 3,600. Above a threshold temperature of 
45°, it is 3,000, and above a threshold temperature of 
50°, it is 2,300. Growing-degree-days are based on the 
concept that plant growth and insect development begin 
at the time certain critical temperatures are reached, 
and that the amount of plant growth or insect develop- 
ment is roughly proportional to the number of accumu- 
lated degree days. The number of growing-degree-days 
is computed by subtracting the daily average tempera- 
ture from a chosen threshold. The most common tem- 
perature thresholds used are 40 to 50 degrees. An 
average temperature of 60 degrees, for example, is 20 
degrees above a base of 40 degrees, 18 degrees above 
a base of 45 degrees, and 10 degrees above a base of 
50 degrees. On days in which the average temperature 
is the same or lower than the threshold temperature, 
the number of growing-degree-days is zero. 

About once in 2 years, intensive rainfall occurs in 
this county at the rate of 1.1 inches in 30 minutes, 1.4 
inches in 1 hour, 1.75 inches in 3 hours, 2.1 inches 1n 6 
hours, 2.5 inches in 19 hours, and 2.8 inches in 24 hours. 
The greatest amount of rainfall measured in 24 hours is 
4.8 inches. That amount fell in River Falls on Septem- 
ber 1, 1942, and again on June 24, 1951. About 0.01 inch 
or more precipitation is received, on the average, on 
112 days during the year, but that amount of precipita- 


£ The growing season is the number of days between the last date 
on which a temperature of 32 degrees or lower is received in 
spring and the first date on which a temperature of 32 degrees 
or lower is received in fall. 


TABLE 9.—Probabilities of last freezing temperatures in spring and first in fall at River Falls, Wis., for ۵ selected 
temperatures 


Dates for given probability and temperature 


Probability 


16° F. or lower | 20° F. or lower | 24° F. or lower | 28? F. or lower | 32? F. or lower 
Spring: 1 
2 years in 10 later than-------------- April 6 April 22 May 1 May 15 May 24 
4 years in 10 later than-------------- March 29 April 14 April 23 May 8 May 17 
6 years in 10 later than.....--------- ` March 23 April 7 April 17 May 1 May 11 
8 years in 10 later than-------------- March 15 March 31 April 10 April 24 May 5 
Fall: 
2 years in 10 earlier than .----- October 28 October 19 October 7 September 27 September 16 
4 years in 10 earlier than.--.-.------- November 5 Oetober 27 October 14 October 5 September 23 
6 years in 10 earlier than..---------- November 11 November 2 October 21 October 11 September 29 
8 years in 10 earlier than.---..------ November 18 November 10 October 29 October 19 October 5 
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Bottom land. Nearly level land on the bottom of a valley that has 
a Stream flowing through it, Subject to flooding and often 
referred to as a flood plain. 

Chert. Irregularly shaped, angular fragments of crystalline quartz 
rock weathered from cherty limestone, 

Clay. As a soil separate, the mineral soil particles less thun 0.002 
millimeter in diameter. As à soil textural elass, soil material 
that is 40 percent or more clay, less than 45 percent sand, and 
less than 40 percent silt. See also Texture, soil. 

Concave slope. A slope that is shaped like a dish or bowl. 

Consistence, soil. The feel of the soil and the ease with which a 
lump ean be crushed by the fingers. Terms commonly used to 
describe consistence are— 

Loosc.—Noncoherent ; will not hold together in a mass. 

Friable.—When moist, crushes easily under gentle to moderate 
pressure between thumb and forefinger and can be pressed 
together into a lump. 

Firm.—When moist, crushes easily under gentle to moderate 
pressure between thumb and forefinger, but resistance is 
distinctly noticeable. 

Plastic.—When wet, readily deformed by moderate pressure but 
can be pressed into a Jump; will form a wire when rolled 
between thumb and forefinger, 

Sticky.—When wet, adheres to other material; tends ,to stretch 
somewhat and pull apart, rather than pull free from other 
material, 

Hard.—When dry, moderately resistant to pressure; can be 
broken with difficulty between thumb and forefinger. 

Soft.— When dry, breaks into powder or individual grains under 
very slight pressure, 

Cemented.—Hard and brittle; little affected by moistening. 

Convex slope. A slope that is bowed out. 

Diversion. A broad-bottomed ditch that serves to divert runoff so 
that the water will flow around the slope to a safe outlet. 

Dolomite. A rock that contains a high proportion of calcium and 
magnesium carbonates. Ground dolomitie limestone that con- 
tains considerable magnesium earbonate, as well as calcium 
carbonate, is used widely as agricultural lime, especially on 
soils that have a low content of magnesium. 

Drainage, natural. Refers to the condition that existed during the. 
development of the soil, as opposed to altered drainage, which 
is commonly the result of artificial drainage or irrigation but 
may be caused by the sudden deepening of channels or the 
blocking of a drainage outlet. The following six different 
classes of drainage nre recognized. 

Excessively drained soils are commonly very porous and rapidly 
permeable, and they have low available water capacity. 

Somewhat excessively drained soils are also very permeable and 
are free from mottling throughout their profile. 

Well-drained soils are nearly free from mottling and commonly 
have a texture intermediate between that of coarse-textured 
and fine-textured soils, 

‘Moderately well drained soils commonly have a slowly permeable 
layer in or immediately beneath the solum. They have uni- 
form color in the A and upper B horizons and have mottling 
in the lower B and in the C horizons. 

Poorly drained soils are wet for long periods and are light gray 
and generally mottled from the surface downward, although 
mottling may be absent or very sparse in some soils, 

Very poorly drained soils are wet nearly all of the time. They 
have a dark-gray or black surface layer and are gray or 
light gray, with or without mottling, in the deeper parts of the 
profile. 1 

Droughty soil. A soil that has low available moisture capacity. 

Horizon, soil. A layer of soil, approximately parallel to the soil 
surface, that has distinct characteristics produced by soil- 
forming processes. Following are the relative positions of the 
several soil horizons in the profile and their nomenclature: 

Horizon A.—The master-horizon consisting of (1) one or more 
mineral horizons of maximum organic accumulation; (2) 
surface or subsurface horizons that are lighter in color than 
the underlying horizon and that have lost clay minerals, 
iron, and aluminum with resultant concentration of the more 
resistant minerals; or (3) horizons belonging to both of these 
categories. ۱ 

Horizon B.—The master horizon of altered material characterized 
by (1) an accumulation of clay, iron, or aluminum, with 
accessory organic material; (2) blocky or prismatic struc- 
ture together with other characteristics, such as stronger 
colors, unlike those of the A horizons or the underlying 
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sible amount of sunshine is received from June through 
September, and nearly 40 percent is received during 
November and December. During the rest of the year, 
the amount of possible sunshine received is between 50 
and 60 percent. 

The approximate variations in relative humidity for 
the seasons of the year are given in table 10. The rela- 
tive humidity is generally higher in winter than in other 
seasons of the year. 


TABLE 10.—A pproazimate variations in relative humidity for 
the seasons of the year 


Relative humidity Time in | Time in | Time in | Time in 


winter | spring |summer| fall 

Percent Percent Percent Percent ` 
Less than 50 percent__.__ -- 5| 20 20 15 
50 to 79 percent. ..... ae 55 1 50 50 55 
Greater than 79 percent 40 ۱ 30 30 30 
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Glossary 


Acidity. See Reaction, soil. 

AC soil. A soil that has only A and 0 horizons in the profile and no 
clearly developed B horizon. : 

Aggregate, soil. A single mass or cluster eonsisting of many in- 
dividual soil particles held together, such as a prism, crumb, 
or granule. 

Alluvium. Soil or rock material, such as gravel, sand, silt, or clay, 
that has been deposited on land by a stream. 

Available moisture capacity. The amount of moisture usable by 
plants that ean be stored in the root zone of a soil or to a 
depth of 60 inches, whichever is shallower. Following are terms 
for available moisture capacity used in this soil survey and 
their approximate quantitative value : 


Inches 
Yerylizh.......- si c eb tere More than 12 
High 9 to 12 
Moderateur 6 to 12 
WT oe ok و و‎ tee 8 to 6 
pro — —————————— ON Less than 8 


Blowout. Àn area from which most, or all, of the soil material has 
been removed by wind. 
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of any soil that contains 85 percent or more sand and not more 
than 10 percent clay. See also Texture, soil, 

Silt. Individual mineral particles in a soil that range in diameter 
between the upper limit of clay (0.002 millimeter) and the 
lower limit of very fine sand (0.05 millimeter). Soil of the 
textural class called silt contains SO pereent or more of silt and 
less than 12 percent of clay. See also Texture, soil. 

Solum. The upper part of a soil profile, above the parent material, 
in which the processes of soil formation are active. The solum 
in a mature soil includes the A and B horizons. Generally, the 
characteristics of the minerals in these horizons are unlike 
those of the underlying material. The living roots and other 
plant and animal life characteristic of the soil are largely 
confined to the solum. 

Stratified. Composed of, or arranged in, strata, or layers, such as 
stratified alluvium. The term is confined to geological mate- 
rials. Layers in soils that result from the processes of soil 
formation are called horizons; those inherited from the parent 
material are called strata. 

Structure, soil. The arrangement of primary soil particles into 
compound particles or clusters that are separated from adjoin- 
ing aggregates and have properties unlike those of an equal 
mass of unaggregated primary soil particles. The principal 
forms of soil structure are platy (laminated), prismatic (ver- 
tical axis of aggregates longer than horizontal), columnar 
(prisms have rounded tops), blocky (angular or subangular), 
and granular. Strueture is also described by grade (weak, 
moderate, or strong), that is, the distinctness and durability 
of the aggregates, and by size (very fine, fine, medium, coarse, 
or very coarse), Structureless soils are (1) single grain (each 
grain by itself, as in dune sand) or (2) massive (the particles 
adhering together without any regular cleavage, as in many 
claypans and hardpans). 

Subsoil. Technically, the B horizon of soils that have a distinct 
profile. Roughly, that part of the profile below plow depth. 
See also Horizon, soil. 

Substratum. Any layer beneath the solum, either conforming (C or 
R) or unconforming. See also Horizon, soil. 

Surface soil. Technically, the A horizon; commonly, the upper part 
of the profile ordinarily moved in tillage, or its equivalent in 
uneultivated soils. 

Terrace, stream. An old alluvial plain, ordinarily nearly level or 
undulating, bordering a river, lake, or the sea. Stream terraces 
are frequently ealled second bottoms, as contrasted to flood 
plains, and are seldom subject to overflow. They are generally 
underlain by stratified stream sediments. 

Terracing. Construction of shallow, nearly level ditches that have 
broad slopes suitable for farming. Terraces are used for con- 
trolling runoff on slopes. 

Texture, soil, The relative proportions of particles of sand, silt, and 
clay in a soil. The basic textural classes in increasing propor- 
tions of fine particles are sand, loamy sand, sandy loam, loam, 
silt loam, silt, sandy clay loam, clay loam, silty clay loam, 
sandy clay, silty clay, and clay. The sand, loamy sand, and 
sandy loam classes may be further divided by specifying 
“coarse,” "fine," or “very fine.” 

Topsoil. Presumably fertile soil material, ordinarily rich in organic 
matter, used to topdress roadbanks, the shoulders of roads, 
slopes, lawns, and gardens. 

Upland. Land that lies above the stream terraces and that is 
underlain by bedrock at a fairly shallow depth; generally, all 
areas not included in terraces or bottom Iands. 

Variant. A soil that has many characteristics of the series in 
which it is placed but that differs in at least one important 
characteristic, indicated by its name, The acreage of a variant 
is of too small extent to justify establishing a new series. A 
new series may be designated and replace the variant, however, 
if sufficient acreage is later found. 

Vesicular. Having small openings or pores, as pores within the 
structural aggregates of a soil. - 
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horizons of nearly unchanged material; or (3) characteris- 
ties of both these categories. Commonly, the lower limit of 
the B horizon corresponds to the lower limit of the solum. 

Horizon C.—A mineral layer, excluding bedrock, that is either 
like or unlike the material from which the solum is presumed 
to have formed, relatively little affected by pedogenie proc- 
esses, and lacking properties of the A or B horizon but 
including materials modified by weathering outside the zone 
of major biological activity. 

Horizon R.—Underlying consolidated bedrock, such as granite, 
sandstone, or limestone. If the bedrock is presumed to be like 
the parent rock from which the adjacent overlying layer was 
formed, the symbol R is used alone, Tf the bedrock is pre- 
sumed to be unlike the overlying material, the R is preceded 
by a Roman numeral, which denotes lithologic discontinuity. 

Loess. Geologie deposit of fairly uniform, fine material, mostly silt, 
presumably transported by wind.’ 

Mapping unit. Areas of soil of the same kind, outlined on the soil 
map and identified by a symbol. 

Massive. Large, uniform masses of cohesive soil material, in some 
places with ill-defined and irregular breakage, as in some of 
the fine-textured soils formed in alluvium; structureless. See 
also Structure, soil. 

Mottled. Irregularly marked with spots of different colors that 
vary in number and size. Mottling in soils usually indicates 
poor aeration and lack of drainage. Following are descriptive 
terms: Abundance—few, common, or many; size—finc, me- 
dium, or coarse; and contrast—faint, distinct, or prominent. 

Neutral soil. See Reaction, soil. ' 

Outwash. Crossbedded gravel, sand, and silt deposited by melt 
water as it flowed from ice. 

Ped. An individual natural soil aggregate, such as a crumb, prism, 
or block, in contrast to a clod. 

Permeability, soil. The quality of a soil that enables it to transmit 
air and water. The following relative classes of soil permeabil- 
ity refer to estimated rates of movement of water in inches per 
hour through saturated, undisturbed cores under à one-half 
inch hend of water: 

Inchea per hour 

Less than 0.05 

0.08 to 0.20 

0.20 to 0.80 

0.80 to 2.50 

- 2.50 to 5.00 

5.00 to 10.00 

10.00 or more 


Profile. A vertical section of a soil through all its horizons and 
extending into the parent material See also Florizon, soil. 

Reaction, soil. The degree of acidity or alkalinity of the soil ex- 
pressed in pH value or in words as follows: 


»H pH 
Extremely acid____ Below 4.5 Mildly alkaline____ 7.4 to 7.8 
Very strongly acid. 4.6 to 5.0 Moderately 
Strongly acid_____ 5.1 to 5.5 alkaline-_-------- 7.9 to 4 
Medium acid... 5.6 to 6.0 Strongly alkaline... 8.5 to 9.0 
Slightly acid__--.. 6.1 to 6.5 Very strongly 


6.6 to 7.3 9.1 and higher 


Relief. The elevations or inequalities of the land surface, con- 
sidered collectively. 

Renovation. Method. of restoring soils used for pasture or hay to 
higher productivity by cultivating them carefully so that the 
tillage will not cause erosion. The soils are then limed, fer- 
tilized, and reseeded. 

Sand. Individual rock or mineral fragments having diameters 
ranging from 0.05 millimeter (0.002 inch) to 2.0 millimeters 
(0.079 inch). Sand grains consist chiefly of quartz, but they 
may be of any mineral composition, The textural class name 


Neutra1----------- alkaline... 


GUIDE TO MAPPING UNITS 


[For a full description of a mápping unit, read both the description of the mapping unit and the description 
of the soil series to which the mappiñg unit belongs. 


[See table و1‎ page 26, for the predicted average acre yields of the principal field crops and pasture; table 
2, page 38, for estimated potential annual yields per acre of wood products; and table 6, page 80, for ap- 
proximate acreage and proportionate extent of the soils mapped. For facts about engineering uses of the 
soils, see the section "Engineering Uses of the Soils" beginning on page 37] 


Woodland 
Described Capability unit suitability group 

Map on 
Symbol Mapping unit page Symbol Number 
Ad Adrian mück------------------------------------------- 82 IVw-7 22 10 36 
Ae Alluvial land, loamy, nearly level-------------------- 83 IIIw-12 19 1 33 
Ag Alluvial land, loamy, gently sloping------------------ 83 IIIw-12 19 1 33 
Ah Alluvial land, sandy : 83 VIIs-9 ‘ 25 4 34 
Al Alluvial Land，WwWet-----------------------------~------ 83 Vw- 14 22 9 36 
AmA Almena silt loam, 0 to 2 percent 84 IIw-4 15 7 35 
AmB Almena silt loam, 2 to 6 percent 84 IIw-4 15 7۶ 35 
82ھ‎ Almena silt loam, 2 to 6 percent 

EFO es = o 84 IIw-4 15 7 35 
AnA Antigo silt loam, 0 to 2 percent 84 119-1 14 1 33 
AnB Antigo'silt loam, 2 to 6 percent 85 116-2 14 1 33 
AnB2 Antigo silt percent 

85 116-2 14+ 1 33 

Ar 85 110-1 16 1 33 
AsB Arland loam, 2 to 6 percent slopes-------------------- 85 116-2 14+ 1 33 
AsC2 Arland loam, 6 to 12 percent slopes, moderately 

eroded--------++~++-------- nn ------------------ 85 IIIe-2 17 1 33 
Au : Auburndale silt 1oam---------------------------------- 86 IIIw-3 19 7 35 
BİE2 Boone fine sand, 12 to 35 percent slopes, eroded------ 86 VIIs-9 25 4 34 
BnB2 Boone loamy fine sand, 2 to 6 percent slopes, eroded-- 86 IVs-3 21 4 34 
BnC2 Boone loamy fine sand, 6 to 12 percent slopes, eroded- 86 VIs-3 24 4 34 
Bra Burkhardt Loam, 0 to 2 percent slopes----------------- 87 1115-2 18 12 36 
BuA Burkhardt sandy loam, 0 to 2 percent slopes----------- 87 IIIs-2 18 5 35 
BuB Burkhardt sandy loam, 2 to 6 percent slopes----------- 87 1116-4 17 5 35 
CaA Chaseburg silt loam, 0 to 2 percent slopes------------ 87 1-1 13 1 33 
Cap Chaseburg silt loam, 2 to 6 percent slopes------------ 88 116-5 14 1 33 
ChB Chetek sandy loam, 2 to 6 percent slopes-------------- 88 IIIe-4 17 5 35 
ChD2 Chetek sandy loam, 12 to 20 percent slopes, moder- | 

ately eroded------------------------~-------~---~----- 88 Vle-4 23 5 35 
C1 Clyde silt loam-------------------- 88 IIw-1 14 12 36 
Dad Dakota loam, 0 to 2 percent slopes 89 IIs-1 14 12 36 
DaB Dakota loam, 2 to 6 percent slopes 89 116-2 14 12 36 
Dac2 Dakota loam, 6 to 12 percent slopes, moderately 

eroded------------------ s.....22-... 89 IIIe-2 17 12 36 
DbA Dakota loam, loamy substratum, 0 to 2 percent slopes-- 89 1-1 13 12 36 
DbB Dakota loam, loamy substratum, 2 to 6 percent slopes-- 89 ٦16-1 13 12 36 
DcA Dakota loam, rock substratum, 0 to 2 percent slopes--- 90 119-1 14 12 36 
DcB2 Dakota loam, rock substratum, 2 to 6 percent slopes, 

eroded---------------------------------------------- 90 IIe-2 14 12 36 
DdA Dakota sandy loam, 0 to 2 percent slopes-------------- 90 IIIs-2 18 3 34 
DdB Dakota sandy loam, 2 to 6 percent slopes-------------- 90 1116-4 17 3 34 
DeA Derinda silt loam, O to 2 percent slopes-------------- 90 IIIs-8 19 1 33 
DeB Derinda silt loam, 2 to 6 percent slopes-------------- 90 IIIe-3 17 1 33 
02 Derinda silt loam, 2 to 6 percent slopes, moderately 

eroded----------------------------------------------- 91 IIIe-3 17 1 33 
DeC Derinda silt loam, 6 to 12 percent slopes-------------- 91 IVe-3 20 1 33 
DeC2  Derinda silt loam, 6 to 12 percent slopes, moderately . 

eroded----------------------------------------------- 91 1۷۵-3 20 1 33 
DeD Derinda silt loam, 12 to 20 percent slopes------------- 91 VIe-3 23 1 33 
DeD2 Derinda silt loam, 12 to 20 percent slopes, moderately 

eroded----------------------------------------------- 91 VIe-3 23 1 33 
Dep Derinda silt loam, 20 to 30 percent slopes------------- 91 VIIe-3 24 1 33 
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Capability unit 


Symbol Page 


IVe-3 20 
VIe-3 23 
IIe-7 14 
116-1 13 
116-1 13 
1 116-1 17 
1-1 13 
116-1 13 
116-1 13 
1116-1 17 
1116-1 17 
IVe-1 20 
IVe-1 20 
Vle-1 22 
Vle-1 22 
VIIe-1 24 
1116-1 17 
IVe-1 20 
۷٥1 22 
1116-3 17 
1116-3 17 
IVe-3 20 
IVe-3 20 
VIe-3 23 
VIe-3 23 
VIIe-3 24 
VIIe-3 24 
IVe-3 20 
IVe-3 20 
VIe-3 23 
VIe-3 23 
VIIe-3 24 
VIIe-3 24 
VIs-5 24 
VIs-5 24 
VIs-5 24 
VIIs-5 24 
IVe-3 20 
VIs-5 24 
VIIs-5 24 
VIIs-5 24 


Described 
on 
page 


Mapping unit 


acid variant, 6 to 12 percent 


Derinda silt loam, 


slopes, moderately eroded--------------------.---.-- 


acid variant, 12 to 20 percent 


2 to 6. percent slopes, 
to 6 percent slopes----+-+----------- 
to 6 percent slopes, moderately 


0 to 2 percent slopes 

2 to 6 percent slopes 

2 to 6 percent slopes, moderately 
6 to 12 percent slopes------------- 


6 to 12 percent slopes, moderately 


; 12 to 20 percent slopes------------ 


12 to 20 percent slopes, moderately 


20 to 30 percent slopes------------ 
20 to 30 percent slopes, moderately 


30 to 40 percent 


2 to 6 percent slopes, severely eroded- 


Derinda.silt loam, 
Slopes, eroded-- 


Dickinson fine sandy loam, 
moderately eroded 


Downs silt loam, 2 
Downs silt loam, 2 


eroded---------- 
Downs silt loam, 6 
eroded---------- 
Dubuque silt loam, 
Dubuque silt. loam, 
Dubuque silt loam, 
eroáed---------- 
Dubuque silt loam, 


Dubuque silt 


Dubuque silt 
Dubuque silt 


Dubuque silt 
Dubuque silt 


Dubuque silt 
Dubuque soils, 


Dubuque soils, 6 to 12 percent slopes, severely 


2 to 6 percent slopes------------ 


Dunbarton silt 


Dunbarton silt loam, 2 to 6 percent slopes, moderately 
eroded--------------------------------.--.--------- 
Dunbarton silt loam, 6 to 12 percent slopes----------- 


6 to 12 percent slopes, moder- 


12 to 20 percent 
12 to 20 percent 


slopes---------- 
slopes, moder- 


slopes---------- 
slopes, moder- 


20 to 30 percent 
20 to 30 percent 


6 to 12 percent slopes------------- 
6 to 12 percent slopes, moderately 


12 to 20 percent 
12 to 20 percent 


Dunbarton silt 

ately eroded---- 
Dunbarton silt 
Dunbarton silt 

ately eroded---- 
Dunbarton silt 
Dunbarton silt 

ately eroded---- 
Dunbarton complex, 
Dunbarton complex, 


Dunbarton complex, 
Dunbarton complex, 


Dunbarton complex, 20 to 30 percent slopes------------ 
Dunbarton complex, 20 to 30 percent slopes, moderately 
eroded---------------------------------------------- 
Edith soils, 6 to 12 percent slopes, eroded----------- 
Edith soils, 12 to 20 percent slopes------------------ 
Edith soils, 12 to 20 percent slopes, moderately 
eroded-----------------------------------.--.------- 
Edith soils, 20 to 30 percent slopes------------------ 


Edith-Wykoff soils, 6 to 12 percent slopes, eroded---- 


, 12 to 20 percent slopes, eroded--- 


Edith-Wykoff soils 


Edith-Wykoff soils, 12 to 20 percent slopes, severely 


Map 


symbol 


DfC2 
D£D2 
DkB2 


DoB 
DoB2 


DoC2 
DsA 
DsB 
DsB2 


DsC 
DsC2 


Dei 
DsD2 


Det 
DsE2 


DsF 

DtB3 
0663 
003 


DuB 
DuB2 


DuC 
DuC2 


DuD 
DuD2 


DuE 
DuE2 


DvC 
DvC2 


DvD 
DvD2 


DvE 
DvE2 


Edc2 
EdD 


EdD2 ۰ 


EdE 

EwC2 
EwD2 
EwD3 


EwE 


‘Capability unit suitability group 
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Woodland 


Symbol 

I-1 

Ile-1 

1116-1 

11-1 

116-1 

1116-1 

IIw-4 

IIe-2 . 

116-2 14 1 
IIIe-2 17 1 
IVe-2 20 H 
IVe-3 20 5 
VIe-3 23 9 
VIe-3 23 5 
VIIe-3 24 5 
11۷-5 16 7 
IIw-5 16 7 
116-7 14 3 
IIIe-7 18 3 
IVe-7 21 3 
116-1 13 12 
118-1 13 12 
1116-1 17. 12 
IVe-1 20 12 
IVe-4 : 20 3 
VIe-4 23 3 
IIe-7 14 3 
IIe-7 14 3 
IIIe-7 18 3 
IIIe-7 18 3 
IVe-7 21 3 
1۷۵-7 21 3 
Vle-7 23 3 
116-1 13 1 
1116-1 17 1 


Described 
on 


page 


99 
99 


99 
100 


100 
100 
101 
101 


101 
101 


105 


105 


105 


105 
105 


106 


Mapping unit 


Fayette silt loam, benches, 0 to 2 percent slopes----- 
Fayette silt loam, benches, 2 to 6 percent slopes----- 
Fayette silt loam, benches, 6 to 12 percent slopes, 
moderately eroded---------------------------.------- 
Floyd silt loam, 2 to.6 percent slopes---------------- 
Freeon silt loam, 2 to 6 percent slopes, moderately 


Gale silt loam, 2 to 6 percent slopes----------------- 
Gale silt loam, 2 to 6 percent slopes, moderately 


Gale silt loam, 6 to 12 percent slopes, eroded-------- 
Gale silt loam, 12 to 20 percent slopes, moderately 


Gale silt loam, thin solum variant, 6 to 12 percent 
slopes, eroded-------------------------------------- 
Gale silt loam, thin solum variant, 12 to 20 percent 


Gale silt loam, thin solum variant, 12 to 20 percent 
slopes, moderately eroded--------------------------- 
Cale silt loam, thin solum variant, 20 to 30 percent 


Halder loam, O to 2 percent slopes-------------------- 
Haider loam, sandy: substratum, 0 to 3 percent slopes-- 
Hesch fine sandy loam, loamy substratum, 2 to 6 per- 
cent slopes, moderately eroded---------------------- 
Hesch fine sandy loam, loamy substratum, 6 to 12 per- 
cent slopes, moderately eroded---------------------- 
Hesch fine sandy loam, loamy substratum, 12 to 20 per- 
cent slopes, eroded---------------8-------c-----8--- 
Hesch loam, -Loamy substratum, 2 to 6 percent slopes--- 
Hesch loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded----------------------------------- 
Hesch loam, loamy substratum, 6 to 12 percent slopes, 
moderately eroded----------------------------------- 
Hesch 1oam, loamy substratum, 12 to 20 percent slopes, 
moderately eroded----------------------------------- 
Hixton fine sandy loam, 6 to 12 percent slopes, 
moderately eroded-----------------------e-o--2-92-0-- 
Hixton fine sandy loam, 12 to 20 percent slopes, 
moderately eroded----------------------------------- 
Hixton fine sandy loam, loamy substratum, 2 to 6 
percent ۱ ii misi عه ود وه‎ 
Hixton fine sandy loam, loamy substratum, 2 to 6 
percent slopes, moderately eroded------------------- 
Hixton fine sandy loam, loamy substratum, 6 to 12 
percent SLOPES can Im nn 
Hixton fine sandy loam, loamy substratum, 6 to 12 
percent slopes, moderately eroded------------------- 
Hixton fine sandy loam, loamy substratum, 12 to 20 
percent slopes-------------------------------------- 
Hixton fine sandy loam, loamy substratum, 12 to 20 
percent slopes, moderately eroded------------------- 
Hixton fine sandy loam, loamy substratum, 20 to 30 
percent slopes---------------——-o------------ وخ اه‎ 
Hixton loam, loamy substratum, 2 to 6 percent slopes-- 
Hixton loam, loamy substratum, 6 to 12 percent slopes, 
moderately eroded----------------------------------- 


Map 
symbol 


FaA 
FaB 
FaC2 


F1B 
FnB2 


FnC2 
Fr 
GaB 
GaB2 


Gac2 
GaD2 


GtC2 
GtD 
GtD2 
GtE 
HaA 
HdA 
HeB2 
HeC2 


HeD2 


H1B 
H1B2 


112 
H1D2 
HmC2 
HmD2 
‘HnB 
HnB2 
HnC 
HnC2 
HnD 
HnD2 
HnE 


HtB 
HtC2 


group 


Page 


33 
34 


34 
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113 
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113 
113 


Mapping unit 


Hixton loam, loamy substratum, 12 to 20 percent 


Slopes, eroded-------------------------------------- 
Lamont very fine sandy loam, 2 to 6 percent slopes, 
moderately eroded------------------------------2---- 
Lamont very fine sandy loam, 6 to 12 percent slopes, 
moderately eroded----------------------------------- 
Lamont very fine sandy loam, 12 to 20 percent slopes, 
moderately eroded----------------------------------- 
Lawler loam, O to 3 percent slopes-------------------- 
Lawler silt loam, O to 2 percent slopes--------------- 
Lawler silt loam, 2 to 6 percent slopes--------------- 
Meridian loam, 0 to 2 percent slopes------------------ 
Meridian loam, 2 to 6 percent slopes------------------ 
Onamia loam, 0 to 2 percent slopes--- 
Onamia loam, 2 to 6 percent slopes-------------------- 
Onamia loam, 2 to 6 percent slopes, moderately eroded- 


Onamia loam, 12 percent slopes, moderately 


eroded------~------------~--~-------------------------- 
Onamia loam, 12 to 20 percent slopes, moderately 
eroded-------------~---~------------------------------ 
Onamia sandy loam, 2 to 6 percent slopes-------------- 
Onamia sandy loam, 6 to 12 percent slopes, moderately 
eroded---------------------------------------------- 
Orion silt loam---------------------------- 
Ostrander silt loam, 0 to 2 percent slopes 
Ostrander silt loam, 2 to 6 percent slopes 
Ostrander silt loam, 2 to 6 percent slopes, moderately 
etoded---------------------------------------------- 
Ostrander silt loam, 6 to 12 percent slopes, moder- 
ately eroded---------------------------------------- 
Otterholt silt loam, 2 to 6 percent slopes------------ 
Otterholt silt loam, 2 to 6 percent slopes, moderately 
eroded---------------------------------------------- 
Otterholt silt loam, 6 to 12 percent slopes----------- 
Otterholt silt loam, 6 to 12 percent slopes, moder- 
ately eroded---------------------------------------- 
Otterholt silt loam, 6 to 12 percent slopes, severely 
eroded----------~-~---------------------------~-------- 
Otterholt silt loam, 12 to 20 percent 
ately eroded--------------------4------ee مم سه مه مه ممه‎ 
Plainfield loamy sand, O to 2 percent 
Plainfield loamy sand, 2 to 6 percent 
Plainfield loamy sand, 2 to 6 percent slopes, eroded-- 
Plainfield loamy sand, 6 to 12 percent slopes--------- 
Plainfield loamy sand, 6 to 12 percent slopes, eroded- 
Port Byron silt loam, 0 to 2 percent slopes----------- 
Port Byron silt loam, 2 to 6 percent slopes----------- 
Port Byron silt loam, 6 to 12 percent slopes, moder- 
ately eroded---------------------------------------- 
Racine silt loam, 2 to 6 percent slopes--------------- 
Racine silt loam, 2 to 6 percent slopes, moderately 
eroded---------------------------------------------- 
Racine silt loam, 6 to 12 percent slopes, moderately 
eroded---------------------------------------------- 
Renova silt loam, 0 to 2 percent slopes--------------- 
Renova silt loam, 2 to 6 percent slopes--------------- 
Renova silt.loam, 2 to 6 percent slopes, moderately 
eroded---------------------------------------------- 
Renova silt loam, 6 to 12 percent slopes-------------- 


Woodland 
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20 
20 


20 


22 


Symbol 


1116-1 


1۷6-1 
1۷6-1 


1۷6-1 


۷16-1 


Described 


on 


page 


113 


114 
114 


114 


Mapping unit 


Renova silt loam, 6 to 12 percent slopes, moderately 


12 to 20 percent slopes------------- 
12 to 20 percent slopes, moderately 


Renova fine sandy loam, 
slopes, eroded--- 
Renova fine sandy loam, 
slopes, eroded--- 
Renova fine sandy loam, 
percent slopes, eroded 


Renova silt loam, 
Renova silt loam, 


Riverwash== n-ne nnn ee 

Rockton complex, 2 to 6 percent slopes---------------- 

Rockton complex, 6 to 12 percent slopes, moderately 
ا ای‎ 2. EE مم م‎ 

Rozetta silt loam, benches, 0 to 2 percent slopes----- 

Rozetta silt loam, benches, 2 to:6 percent slopes----- 


2 to 6 percent slopes 
2 to 6 percent slopes, moderately 


0 to 2 percent slopes------------- 
2 to 6 percent slopes------------- 
2 to 6 percent slopes, moderately 


Sable silt loam---- 
Santiago silt loam, 
Santiago silt loam, 


Sargeant silt loam, 
Sargeant silt loam, 
Sargeant silt loam, 

eroded----------- 


Sargeant silt loam, 6 to 12 percent slopes------------ 
Sargeant silt loam, 6 to 12 percent slopes, moderately 

erotded-----------------------------~----~------~-------- 
Schapville silt loam, 6 to 12 percent slopes---------- 


Schapville silt loam, 6 to 12 percent slopes, moder- 


ately eroded----- 


Schapville silt loam, 


ately eroded----- 


Schapville silt loam, 20 to 30 percent slopes, eroded- 
Schapville silt loam, wet subsoil variant, 2 to 6 per- 


to 6 percent slopes--------------- 
to 6 percent slopes, moderately 


to 12 percent slopes-------------- 
to 12 percent slopes, moderately 


Seaton silt loam, 12 
Seaton silt loam, 12 


to 20 percent slopes------------- 
to 20 percent slopes, moderately 


Seaton silt loam, 20 
Seaton silt loam, 20 


to 30 percent slopes------------- 
to:30 percent slopes, moderately 


0 to 2 percent slopes------------- 
2 to 6 percent slopes------------- 


Seaton silt loam, 6 
Seaton silt loam, 6 


Sogn-Rockton loams, 
Sogn-Rockton loams, 


Map 


symbol 


ReC2 
ReC3 


ReD 
ReD2 


ReD3 
RİB2 
R£C2 
R£D2 
Rh 
RoB 
RoC2 
Rta 
RtB 
Sa 
SbB 
SbB2 
SbC2 
SgA 
Sen 
SgB2 
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82 


ShC 
ShC2 


ShD2 


ShE2 
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SnB 
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SnC 
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Snc3 


SnD 
SnD2 


8503 


SnE 
SnE2 


SoA 
SoB 


Woodland 
suitability group 


Number Page 
12 36 
12 36 

4 34 
4 34 
4 34 
4 34 
1 33 
1 33 
1 33 
1 33 
2 35 
7 35 
1 33 
1 33 
1 33 
A 34 
12 36 
1 33 
1 33 
1 33 
1 33 
12 36 
12 36 
1 ES 
1 33 
1 33 
1 33 
1 33 
1 33 
1 33 
1 33 
1 33 
1 33 
12 36 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 
5 35 


GUIDE TO MAPPING UNITS--Continued 


Capability unit 


Page 


Symbol 


Described 
on 


page 


Mapping unit 


Sogn-Rockton loams, 6 to 12 percent slopes, moderately 


eroded---------------------------------------------- 
Sogn-Rockton loams, 12 to 20 percent slopes, moder- 
ately eroded---------------------------------------- 
Sparta loamy sand, 0 to 2 percent slopes-------------- 
Sparta loamy sand, 2 to 6 percent slopes-------------- 
Sparta loamy sand, 2 to 6 percent slopes, eroded------ 
Sparta loamy sand, 6 to 12 percent slopes, eroded----- 
Spencer silt loam, 0 to 2 percent slopes-------------- 
Spencer silt loam, 2 to 6 percent slopes-------------- 
Spencer silt loam, 2 to 6 percent slopes, moderately 
eroded---------------------------------------------- 
Spencer silt loam, 6 to 12 percent slopes, moderately 
eroded---------------------------------------------- 


Steep stony and rocky land 
Stronghurst silt loam, benches, O to 2 percent slopes- 
Tell silt loam, O to 2 percent slopes----------------- 
Tell silt loam, 2 to 6 percent slopes, eroded-------- - 
Terrace escarpments, 
Terrace escarpments, 
Terril 1oam------------------------------------------- 
Vlasaty silt 2 to 6 percent slopes-------------- 
Vlasaty silt loam, 2 to 6 percent slopes, moderately 


Vlasaty silt loam, 6 to 12 percent slopes------------- 
Vlasaty silt loam, 6 to 12 percent slopes, moderately 
eroded------------.------.-------- عه وا‎ mm mmm mmc 
Waukegan silt loam, 0 to 2 percent slopes------------- 
Waukegan silt loam, 2 to 6 percent slopes------------- 
Whalan silt loam, 0 to 2 percent slopes--------------- 
Whalan silt loam, 2 to 6 percent slopes--------------- 
Whalan silt loam, 2 to 6 percent slopes, moderately 
eroded---------------------------------------------- 
Vhalan silt loam, 6 to 12 percent slopes-------------- 
Vhalan silt loam, 6 to 12 percent slopes, moderately 
eroded---------------------------------------------- 
Vhalan silt loam, 12 to 20 percent slopes------------- 
Vhalan silt loam, 12 to 20 percent slopes, moderately 
eroded---------------------------------------------- 
Vhalan silt loam, 12 to 20 percent slopes, severely 
eroded---------------------------------------------- 
Whalan silt loam, 20 to 30 percent .slopes------------- 
Vhalan silt loam, 20 to 30 percent slopes, moderately 
eroded------------------------- 
Vorthen silt 
Wykoff loam, 2 to 6 percent slopes-------------------- 
Wykoff loam, 2'to 6 percent slopes, moderately eroded- 
Wykoff loam, 6 to 12 percent slopes------------------- 
Wykoff loam, 6 to 12 percent slopes, moderately 
eroded---------------------------------------------- 
Wykoff loam, 6 to 12 percent slopes, severely eroded-- 
Wykoff loam, 12 to 20 percent slopes-----------5------ 
Wykoff loam, 12 to 20 percent slopes, moderately 
eroded---------------------------------------------- 
Wykoff 1oam, 12 to 20 percent slopes, severely eroded- 
Wykoff silt loam, 2 to 6 percent slopes--------------- 
Wykoff silt loam, 2 to 6 percent slopes, moderately 
eroded---------------------------- ------------------ 
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1400 Independence Avenue, SW 
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SOIL ASSOCIATIONS 


Dakota-Waukegan association: Moderately deep, dark- 
colored, loamy soils of stream terraces 


NS 


Antigo-Onamia association: Moderately deep, light- 
colored, loamy soils of stream terraces 


8 
əs 


Derinda-Schapville association: Moderately shallow, 
silty soils underlain by neutral to calcareous shale 


Derinda, acid variant-Gale, thin solum variant, 
association: Moderately shallow, silty soils underlain 
by acid shale, siltstone, and sandstone 


Renova-Vlasaty association: Moderately deep, silty 
soils underlain by yellowish-brown, acid till 


Seaton-Dubuque association: Dominantly deep, silty 
soils over dolomite 


P 


Otterholt-Spencer association: Deep, silty soils over 
till-capped dolomite 


SS 


Sparta-Plainfield association: Deep, sandy soils of 
stream terraces 


SS 


5 E e 


Arenzville-Alluvial land association: Soils of the 
bottom lands 


Santiago-Wykoff association: Moderately deep to shallow, 
silty soils underlain by reddish-brown, acid till 
December 1966 
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NAME 


Sogn—Rockton loams, O to 2 percent slopes 

Sogn—Rockton loams, 2 to 6 percent slopes 

Sogn—Rockton loams, 6 to 12 percent slopes, moderately eroded 
Sogn—Rockton looms, 12 to 20 percent slopes, moderately eroded 
Sparta loomy sand, O to 2 percent slopes 

Sparta loamy sand, 2 to 6 percent slopes 

Sparta loamy sand, 2 to 6 percent slopes, eroded 

Sparta loamy sand, 6 to 12 percent slopes, eroded 

Spencer silt loam, O to 2 percent slopes 

Spencer silt loam, 2 to 6 percent slopes 

Spencer silt loam, 2 to 6 percent slopes, moderately eroded 
Spencer silt loam, 6 to 12 percent slopes, moderately eroded 
Steep stony and rocky land 

Stronghurst silt loam, benches, Ö to 2 percent slopes 


Tell silt loom, O to 2 percent slopes 

Tell silt loam, 2 to 6 percent slopes, eroded 
Terrace escorpments, loamy 

Terrace escorpments, sandy 

Terril loam 


Vlasaty silt loam, 2 to 6 percent slopes 

Vlasaty silt loam, 2 to 6 percent slopes, moderately eroded 
Vlasaty silt loam, 6 to 12 percent slopes 

Vlasaty silt loam, 6 to 12 percent slopes, moderately eroded 


Waukegan silt loam, Dro 2 percent slopes 

Waukegan silt loom, 2 to 6 percent slopes 

Whalan silt loam, O to 2 percent slopes 

Wholon silt loam, 2 to 6 percent slopes 

Whalan silt loam, 2 to 6 percent slopes, moderately eroded 
Whalan silt loam, 6 to 12 percent slopes 

Whalan silt loam, 6 to 12 percent slopes, moderately eroded 
Whalan silt loam, 12 to 20 percent slopes 

Whalan silt loam, 12 to 20 percent slopes, moderately eroded 
Whalan silt loam, 12 to 20 percent slopes, severely eroded 
Whalan silt loam, 20 to 30 percent slopes 

Whalan silt loam, 20 to 30 percent slopes, moderately eroded 
Worthen silt loam 

Wykoff loam, 2 to 6 percent slopes 

Wykoff loam, 2 to 6 percent slopes, moderately eroded 
Wykoff loam, 6 to 12 percent slopes 

Wykoff loam, 6 to 12 percent slopes, moderately eroded 
Wykoff loam, 6 to 12 percent slopes, severely eroded 
Wykoff loam, 12 to 20 percent slopes 

Wykoff loam, 12 to 20 percent slopes, moderately eroded 
Wykoff loam, 12 to 20 percent slopes, severely eroded 
Wykoff silt loam, 2 to 6 percent slopes 

Wykoff silt loam, 2 to 6 percent slopes, moderately eroded 
Wykoff silt loam, 6 to 12 percent slopes, eroded 


Soil map constructed 1966 by Cartographic Division, 
Soil Conservation Service, USDA, from 1958 aerial 
photographs. Controlled mosaic based on Wisconsin 
plane coordinate system, central zone, Lambert 
conformal conic projection, 1927 North American 
datum, 


PIERCE COUNTY, WISCONSIN 


SOIL LEGEND 


The first capital letter is the initial one of the soil name. A second capital letter, A, B, C, D, E, or F, shows the slope. 
Some symbols without a slope letter are for nearly level soils or land types, but some are for soils or land types that have 
o considerable range in slope. The number, 2 or 3, in a symbol indicates that the soil is eroded or severely eroded. 


NAME 


Onomia loam, 0 to 2 percent slopes 

Onamia loam, 2 to 6 percent slopes 

Onamia loam, 2 to 6 percent slopes, moderately eroded 
Onamia loam, 6 to 12 percent slopes, moderately eroded 
Onamia loam, 12 to 20 percent slopes, moderately eroded 
Onamia sandy loam, 2 to 6 percent slopes 

Onamia sandy loam, 6 to 12 percent slopes, moderately eroded 
Orion silt loam 

Ostrander silt loam, 0 to 2 percent slopes 

Ostrander silt loam, 2 to 6 percent slopes 

Ostrander silt loam, 2 to 6 percent slopes, moderately eroded 
Ostrander silt loam, 6 to 12 percent slopes, moderately eroded 
Otterholt silt loam, 2 to 6 percent slopes 

Otterholt silt loam, 2 to 6 percent slopes, moderately eroded 
Otterholt silt loam, 6 to 12 percent slopes 

Otterholt silt loam, 6 to 12 percent slopes, moderately eroded 
Otterholt silt loam, 6 to 12 percent slopes, severely eroded 
Otterholt silt loam, 12 to 20 percent slopes, moderately eroded 


Plainfield loamy sand, 0 to 2 percent slopes 

Plainfield loamy sand, 2 to 6 percent slopes 

Plainfield loamy sand, 2 to 6 percent slopes, eroded 

Plainfield loamy sand, 6 to 12 percent slopes 

Plainfield loamy sand, 6 to 12 percent slopes, eroded 

Port Byron silt loam, 0 to 2 percent slopes 

Port Byron silt loam, 2 to 6 percent slopes 

Port Byron silt loam, 6 to 12 percent slopes, moderately eroded 


Racine silt loam, 2 to 6 percent slopes 

Racine silt loam, 2 to 6 percent slopes, moderately eroded 

Racine silt loam, 6 to 12 percent slopes, moderately eroded 

Renova silt loam, 0 to 2 percent slopes 

Renova silt loam, 2 to 6 percent slopes 

Renova silt loam, 2 to 6 percent slopes, moderately eroded 

Renova silt loam, 6 to 12 percent slopes 

Renova silt loam, 6 to 12 percent slopes, moderately eroded 

Renova silt loam, 6 to 12 percent slopes, severely eroded 

Renova silt loam, 12 to 20 percent slopes 

Renova silt loam, 12 to 20 percent slopes, moderately eroded 

Renova silt loam, 12 to 20 percent slopes, severely eroded 

Renova fine sandy loam, sandy variant, 2 to 6 percent slopes, 
eroded 

Renova fine sandy loam, sandy variant, 6 to 12 percent slopes, 
eroded 

Renova fine sandy loam, sandy variant, 12 to 20 percent slopes, 
eroded 

Riverwash 

Rockton complex, 2 to 6 percent slopes 

Rockton complex, 6 to 12 percent slopes, moderately eroded 

Rozetta silt loam, benches, 0 to 2 percent slopes 

Rozetta silt loam, benches, 2 to 6 percent slopes 


Sable silt loam 

Santiago silt loam, 2 to 6 percent slopes 

Santiago silt loam, 2 to 6 percent slopes, moderately eroded 

Santiago silt loam, 6 to 12 percent slopes, moderately eroded 

Sargeant silt loam, 0 to 2 percent slopes 

Sargeant silt loam, 2 to 6 percent slopes 

Sargeant silt loam, 2 to 6 percent slopes, moderately eroded 

Sargeant silt loam, 6 to 12 percent slopes 

Sorgeant silt loam, 6 to 12 percent slopes, moderately eroded 

Schapville silt loam, 6 to 12 percent slopes 

Schapville silt loam, 6 to 12 percent slopes, moderately eroded 

Schapville silt loam, 12 to 20 percent slopes, moderately eroded 

Schapville silt loam, 20 to 30 percent slopes, eroded 

Schapville silt loam, wet subsoil variant, 2 to 6 percent slopes, 
eroded 

Seaton silt loam, 2 to 6 percent slopes 

Seaton silt loam, 2 to 6 percent slopes, moderately eroded 

Seaton silt loam, 6 to 12 percent slopes 

Seaton silt loam, 6 to 12 percent slopes, moderately eroded 

Seaton silt loam, 6 to 12 percent slopes, severely eroded 

Seaton silt loam, 12 to 20 percent slopes 

Seaton silt loam, 12 to 20 percent slopes, moderately eroded 

Seaton silt loam, 12 to 20 percent slopes, severely eroded 

Seaton silt loam, 20 to 30 percent slopes 

Seaton silt loam, 20 to 30 percent slopes, moderately eroded 


SYMBOL 


OmA 
OmB 
OmB2 
OmC2 
OmD2 
OnB 
OnC2 


NAME 


Dunbarton complex, 12 to 20 percent slopes 
Dunbarton complex, 12 to 20 percent slopes, moderately eroded 
Dunbarton complex, 20 to 30 percent slopes 
Dunbarton complex, 20 to 30 percent slopes, moderately eroded 


Edith soils, 6 to 12 percent slopes, eroded 

Edith soils, 12 to 20 percent slopes 

Edith soils, 12 to 20 percent slopes, moderately eroded 
Edith soils, 20 to 30 percent slopes 

Edith-Wykoff soils, 6 to 12 percent slopes, eroded 
Edith—Wykoff soils, 12 to 20 percent slopes, eroded 
Edith-Wykoff soils, 12 to 20 percent slopes, severely eroded 
Edith-Wykoff soils, 20 to 30 percent slopes 


Fayette silt loam, benches, 0 to 2 percent slopes 

Fayette silt loam, benches, 2 to 6 percent slopes 

Fayette silt loam, benches, 6 to 12 percent slopes, 
moderotely eroded 

Floyd silt loam, 2 to 6 percent slopes 

Freeon silt loam, 2 to 6 percent slopes, moderately eroded 

Freeon silt loom, 6 to 12 percent slopes, moderately eroded 

Freer silt loom 


Gale silt loom, 2 to 6 percent slopes 

Gale silt loam, 2 to 6 percent slopes, moderately eroded 

Gale silt loom, 6 to 12 percent slopes, eroded 

Gale silt loom, 12 to 20 percent slopes, moderately eroded 

Gale silt loam, thin solum variant, 6 to 12 percent slopes, eroded 

Gale silt loam, thin solum variont, 12 to 20 percent slopes 

Gale silt loom, thin solum variant, 12 to 20 percent slopes, 
moderately eroded 

Gale silt loom, thin solum variant, 20 to 30 percent slopes 


Halder loom, 0 to 2 percent slopes 

Halder loam, sandy substratum, O to 3 percent slopes 

Hesch fine sandy loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded 

Hesch fine sandy loam, loamy substratum, Ó to 12 percent slopes, 
moderately eroded 

Hesch fine sandy loam, loomy substratum, 12 to 20 percent slopes, 
eroded 

Hesch loam, loamy substratum, 2 to 6 percent slopes 

Hesch loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded 

Hesch loam, loamy substratum, 6 to 12 percent slopes, 
moderotely eroded 

Hesch loam, loamy substratum, 12 to 20 percent slopes, 
moderately eroded 

Hixton fine sandy loam, 6 to 12 percent slopes, moderately eroded 

Hixton fine sandy loam, 12 to 20 percent slopes, moderately eroded 

Hixton fine sandy loam, loamy substratum, 2 to 6 percent slopes 

Hixton fine sandy loam, loamy substratum, 2 to 6 percent slopes, 
moderately eroded 

Hixton fine sandy loam, loamy substratum, 6 to 12 percent slopes 

Hixton fine sandy loam, loamy substratum, 6 to 12 percent slopes, 
moderately. eroded 

Hixton fine sandy loam, loamy substratum, 12 to 20 percent slopes 

Hixton fine sandy loam, loamy substratum, 12 to 20 percent slopes, 
moderately eroded 

Hixton fine sandy loam, loamy substratum, 20 to 30 percent slopes 

Hixton loam, loamy substratum, 2 to 6 percent slopes 

Hixton loam, loamy substratum, 6 to 12 percent slopes, 
moderately eroded 

Hixton loam, loamy substratum, 12 to 20 percent slopes, eroded 


Lamont very fine sandy loam, 2 to 6 percent slopes, 
moderately eroded 

Lamont very fine sandy loam, 6 to 12 percent slopes, 
moderately eroded 

Lamont very fine sandy loam, 12 to 20 percent slopes, 
moderately eroded 

Lawler loam, 0 to 3 percent slopes 

Lawler silt loam, 0 to 2 percent slopes 

Lowler silt loam, 2 to 6 percent slopes 


Meridian loam, 0 to 2 percent slopes 
Meridian loam, 2 to 6 percent slopes 


U. S. DEPARTMENT OF AGRICULTURE 
SOIL CONSERVATION SERVICE 


NAME 


Adrian muck 

Alluvial land, loamy, nearly level 

Alluvial land, loamy, gently sloping 

Alluvial land, sandy 

Alluvial land, wet 

Almena silt loam, 0 to 2 percent slopes 

Almena silt loam, 2 to 6 percent slopes 

Almena silt loam, 2 to 6 percent slopes, moderately eroded 
Antigo silt loam, 0 to 2 percent slopes 

Antigo silt loam, 2 to 6 percent slopes 

Antigo silt loam, 2 to 6 percent slopes, moderately eroded 
Arenzville silt loam 

Arland loam, 2 to 6 percent slopes 

Arland loam, 6 to 12 percent slopes, moderately eroded 
Auburndale silt loam 


Boone fine sand, 12 to 35 percent slopes, eroded 
Boone loamy fine sand, 2 to 6 percent slopes, eroded 
Boone loamy fine sand, 6 to 12 percent slopes, eroded 
Burkhardt loam, 0 to 2 percent slopes 

Burkhardt sandy loam, 0 to 2 percent slopes 

Burkhardt sandy loam, 2 to 6 percent slopes 


Chaseburg silt loam, 0 to 2 percent slopes 

Chaseburg silt loam, 2 to 6 percent slopes 

Chetek sandy loam, 2 to 6 percent slopes 

Chetek sandy loam, 12 to 20 percent slopes, moderately eroded 
Clyde silt loam 


Dokota loam, 0 to 2 percent slopes 
Dakota loam, 2 to 6 percent slopes 
Dokota loom, 6 to 12 percent slopes, moderately eroded 
Dakota loam, loamy substratum, 0 to 2 percent slopes 
Dakota loam, loamy substratum, 2 to 6 percent slopes 
Dakota loam, rock substratum, Dro 2 percent slopes 
Dakota loam, rock substratum, 2 to 6 percent slopes, eroded 
Dokota sandy loam, 0 to 2 percent slopes 
Dakota sandy loam, 2 to 6 percent slopes 
Derinda silt loam, 0 to 2 percent slopes 
Derinda silt loam, 2 to 6 percent slopes 
Derinda silt loam, 2 to 6 percent slopes, moderately eroded 
Derinda silt loam, 6 to 12 percent slopes 
Derinda silt loam, 6 to 12 percent slopes, moderately eroded 
Derinda silt loam, 12 to 20 percent slopes 
Derinda silt loam, 12 to 20 percent slopes, moderately eroded 
Derinda silt loam, 20 to 30 percent slopes 
Derinda silt loam, acid variant, 6 to 12 percent slopes, 
moderately eroded 
Derinda silt loam, acid variant, 12 to 20 percent slopes, 
eroded 
Dickinson fine sandy loam, 2 to 6 percent slopes, 
moderately eroded 
Downs silt loam, 2 to 6 percent slopes 
Downs silt loam, 2 to 6 percent slopes, moderately eroded 
Downs silt loam, 6 to 12 percent slopes, moderately eroded 
Dubuaue silt loam, 0 to 2 percent slopes 
Dubuque silt loam, 2 to 6 percent slopes 
Dubuque silt loam, 2 to 6 percent slopes, moderately eroded 
Dubuque silt loam, 6 to 12 percent slopes 
Dubuque silt loam, 6 to 12 percent slopes, moderately eroded 
Dubuque silt loam, 12 to 20 percent slopes 
Dubuque silt loam, 12 to 20 percent slopes, moderately eroded 
Dubuque silt loam, 20 to 30 percent slopes 
Dubuque silt loam, 20 to 30 percent slopes, moderately eroded 
Dubuque silt loam, 30 to 40 percent slopes 
Dubuque soils, 2 to 6 percent slopes, severely eroded 
Dubuque soils, 6 to 12 percent slopes, severely eroded 
Dubuque soils, 12 to 20 percent slopes, severely eroded 
Dunbarton silt loam, 2 to 6 percent slopes 
Dunbarton silt loam, 2 to 6 percent slopes, moderately eroded 
Dunbarton silt loam, 6 to 12 percent slopes 
Dunbarton silt loam, 6 to 12 percent slopes, moderately eroded 
Dunbarton silt loam, 12 to 20 percent slopes 
Dunbarton silt loam, 12 to 20 percent slopes, moderately eroded 
Dunbarton silt loam, 20 to 30 percent slopes 
Dunbarton silt loam, 20 to 30 percent slopes, moderately eroded 
Dunbarton complex, 6 to 12 percent slopes 
Dunbarton complex, 6 to 12 percent slopes, moderately eroded 
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